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November 9, 2004

Bureau of Land Management
Moab Field Office
82 E. Dogwood
Moab, UT 84532

Attn: Minerals

Re: Cane Creek Unit
T26S, R19 & 20E
Grand County, UT

Gentlemen:

This letter is to inform you that Permitco Inc. is authorized to act as Agent and to sign documents on
behalf of Intrepid Oil & Gas when necessary for filing county, state and federal permits including
Onshore Order No. 1, Right of Way applications, etc., for the above mentioned well.

It should be understood that Permitco is acting as Agent only in those matters stated above and is not
responsible for drilling, completion, production or compliance with regulations.

Intrepid Oil & Gas agrees to accept full responsibility for operations conducted in order to drill,
complete and produce the above mentioned well.

Sincerely,

Richard Miller
Special Projects
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CORNERS
ARCftAEOLOQlCAL SERVICES

P.O. Box 418
Moab, UT 84532
(435) 259-2777

Ms. Donna Turnipseed, Area Archaeologist January 4, 2005
Bureau of Land Management
Moab Field Office
P.O. Box 970
Moab, Utah 84532

Dear Donna:

Please find enclosed two copies of our archaeological report for Intrepid Oil & Gas
Company's proposed Cane Creek #1-1 well pad, Cane Creek #8-1 & #24-1 well pads and access
routes. The project is located near Big Flat and Little Valley in Grand County, Utah, approximately
twenty miles northwest of the town of Moab. A total of 64.7 acres were inventoried for cultural
resources on lands administered by the Utah Bureau of Land Management's - Moab Field Office.

Two archaeological sites (42GR3540 & 42GR3541) were found in the project area. Site
442GR3540 was found near the abandoned Cane Creek #8-1 alternate well location and site
42GR3541 was identified along the access route leading into the proposed #8-1 well location.
Because of the potential for significant subsurface cultural deposits, site 42GR3540 is considered
eligible to the National Register of Historic Places. Therefore, the alternate location has been
subsequently abandoned. Site 42GR3541 is bisected by a bladed road that will be used to access
the proposed #8-1 well location. The site is considered a surface manifestation and is not
considered eligible to the N.R.H.P. No other cultural resources were identified in the project area.
Because the sites should not be affected by project activities, no further management
recommendations are necessary.

Also please find enclosed two copies of the Utah State IMAC forms for the newly recorded
sites.

Sincerely,

Carol S. DeFrancia
Principal Investigator

CSD/distribution:.
Mr. Richard Miller, Intrepid Oil & Gas LCC., Denver
Ms. Libby Einhorn, Pure Resources,
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ABSTRACT

The archaeological survey of Intrepid Oil & Gas Company's proposed Cane Creek #1-1
well pad, Cane Creek #8-1 & #24-1 well pads and access routes was conducted by personnel of 4-
Corners Archaeological Services between August 23, and December 20, 2004. The project is
located near Big Flat and Little Valley in Grand County, Utah, approximately twenty miles
northwest of the town of Moab. A total of 64.7 acres were inventoried for cultural resources on
lands administered by the Utah Bureau of Land Management's - Moab Field Office.

Two archaeological sites were found in the project area. One site was identified near the
abandoned Cane Creek #8-1 alternate well location and one site was found along the access route
leading into the proposed #8-1 location. Because of the potential for significant subsurface cultural
deposits, site 42GR3540 is considered eligible to the National Register of Historic Places and the
alternate well location has been subsequently abandoned. Site 42GR3541 is bisected by a bladed
road that will be used to access the proposed #8-1 well location. The site is considered a surface
manifestation and is not considered eligible to the N.R.H.P. No other cultural resources were
identified in the project area. Because the sites should not be affected by project activities, no further
management recommendations are necessary.

INTRODUCTION

The archaeological survey of Intrepid Oil & Gas Company's proposed Cane Creek #1-1
well pad, Cane Creek #1-8 & Cane Creek #1-24 well pads and access routes was conducted by
Carol DeFrancia of 4-Corners Archeological Services between August 23, and December 20, 2004.
The project is located along an upland mesa area near Big Flat and Little Valley on lands
administered by the Utah Bureau of Land Management's - Moab Field Offices (Figure 1). The
survey was requested by Ms. Lisa Smith of Permitco Inc. Keogh Land Surveying personnel staked
and flagged the well pads and access routes prior to the survey. The access route for the Cane
Creek #1-1 well pad will be determined at a later date. The #8-1 well pad will be accessed from an
existing county road and follow approximately 3200' north/northeast along a two track road into
the southeast edge of the well location. The Cane Creek #24-1 will be accessed south of the main
county road for approximately 7600', south & southwest. Approximately 2.0 miles of access
routes, and 10 acres (each) surrounding the proposed well location center stakes, were surveyed for
cultural resources. A total of 64.7 acres were inventoried for cultural resources on BLM
administered lands (Figure 2).

Principal federal legislation that is designed to conserve and protect cultural resources
includes the Antiquities Act of 1906 (PL 52-209), the National Historic Preservation Act of 1966
(PL 89-665), the National Environmental Policy Act of 1969 (PL 91-190), the 1971 Executive
Order No. 11593, the Archeological and Historical Conservation Act of 1974 (PL 93-291), and the
Archaeological Resource Protection Act (ARPA) of 1978 (PL 95-96).

Two archaeological sites (42GR3540 & 42GR3541) were found in the project area. Site
442GR3540 was found near the abandoned Cane Creek #8-1 alternate well location and site
42GR3541 was identified along the access route leading into the proposed #8-1 well location.
Because of the potential for significant subsurface cultural deposits, site 42GR3540 is considered
eligible to the National Register of Historic Places. Therefore, the alternate location has been
subsequently abandoned (Figure 3). Site 42GR3541 is bisected by a bladed road that will be used
to access the proposed #8-1 well location. The site is considered a surface manifestation and is not
considered eligible to the N.R.H.P. The proposed Cane Creek #8-1 well location is situated over
1000' southeast of the abandoned alternate well site and no other cultural resources were identified
in the project area. Because the sites should not be affected by project activities, no further
management recommendations are necessary.
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PROJECT AREA

Map Reference: U.S.G.S. Gold Bar Canyon (1985) & The Knoll (1988) 7.5' series maps

Total Project Area: 17.8 acres, area surveyed 64.7 acres

Cane Creek #1-1 Well Pad:

Legal Description: T26S, R19E; NE, NW, SW of section 1; (S.L.B.& M)

CenterStake: 1320' FWL, 2240' FSL; sec. 1

UTM Coordinates* Easting Northing(*allin zone 12) NW corner 606420m 4269620m
NE comer 606620m 4269620m
SE corner 606620m 4269400m
SW comer 606420m 4269400m

Project Area: - 380' x 400' (3.5 acres)

SurveyedArea: 660' x 660' (10.0 acres)

Results: No cultural resources found

Cane Creek #8-1 Well Pad:

Legal Description: T26S, R20E; SW, SE, NW of section 8; (S.L.B.& M)

CenterStake: 1430' FWL, 2570' FNL; sec. 8

UTM Coordinates* Easting Northing(*allin zone 12) NW corner 609660m 4268100m
NE corner 609860m 4268180m
SE comer 609920m 4267980m
SW comer 609740m 4267920m

Project Area: 380' x 400' (3.5 acres)

SurveyedArea: 660' x 660' (10.0 acres)

Results: No cultural resources found

CC #8-1 Access Route:

Legal Description: T26S, R20E; W1/2 of sec. 8; NW 1/4 of sec. 17

UTM Coordinates* Easting Northing(*allin zone 12) SW end 609420m 4267040m (road tie)
bend 609730m 4268000m

NE end 609760m 4268040m (well location tie)

Project Area: 3200' length, maximum 16' wide (1.1 acres)
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CC #8-1 Access Route (cont):
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CC #24-1 Access Route (cont.):
bend 607300m 4265620m
bend 607180m 4265460m

SW end 606980m 4265320m (well location tie)

Project Area: 7600' length, maximum 16' wide (2.7 acres)

SurveyedArea: 7600' x 100' (17.4 acres)

Results: No cultural resources found

PHYSIOGRAPHY AND ENVIRONMENT

The project area is located in Grand County, Utah, in the vicinity of Big Flat and Little
Valley, approximately twenty miles northwest of the town of Moab. The area lies in the Northern
Colorado Plateau physiographic province and is a structural element of the Green River Desert, a
physiographic subdivision of the Canyonlands Section (Rigby 1976; Stokes 1987). Terrain is
characterized by a gently undulating planar surface, within a transitional upland mesa area.
Sediments are predominately sandy loams and aeolian silts and sands, including localized dunes
and occasional residual sandstone knolls and buttes (ie. The Knoll).

Vegetation in the project area is dominated by open grasslands and a pinyon/juniper
woodland with an understory of sagebrush, Indian ricegrass, ephedra, rabbitbrush, snakeweed,
prickly pear cactus, and bunch grass. A permanent water source in the area is the Colorado River,
approximately ten miles southeast of the project area.

Reptilian, avian, and mammalian associations are consistent with those of the Upper
SonoranLife Zone throughout the Colorado Plateau.

Currently, most of the area is used for recreation, livestock grazing, and limited oil and gas
development.

PREVIOUS RESEARCH

Prior to the initiation of the field investigations, a file search was conducted at the BLM's
Field Office in Moab and the Division of State History in Salt Lake in August of 2004. The results
of the review indicated that a number of oil and gas related surveys and road improvement
inventories have been conducted in the general vicinity between the late 1970's and early 1990's
(Conner 1991; Davies et. al. 1989; DeFrancia 2003 & 1997; Harden 1984; Tipps 1991; and
Westfall 1984), including one extensive BLM survey within the project vicinity (Pierson 1980).
More recently, an extensive 3D seismic project survey (Frizell 2001) was conducted in the
immediate project area but did not indicate any cultural resources found within the proposed project
area. The file search indicated that no archaeological sites are documented in close proximity to the
project area.

EXAMINATION PROCEDURES

Prior to the field investigations, the well pads and access routes were staked and flagged by
the land surveying crew. A 660' x 660' area surrounding the well center stakes (10 acres each)
was inventoried for the well locations by walking a series of multiple parallel transects spaced 15m
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inventories have been conducted in the general vicinity between the late 1970's and early 1990's
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apart. Two parallel zig-zag transects were walked along both sides of the flagged access routes
(24.7 acres) covering a 100' corridor.

SURVEY RESULTS

Two archaeological sites (42GR3540 & 42GR3541) were found near the abandoned Cane
Creek #8-1 alternate well location and along the access route leading into the proposed #8-1
location. A general description of the sites are presented in Appendix A. Because of the potential
for significant subsurface cultural deposits, site 42GR3540 is considered eligible for nomination to
the N.R.H.P. Site 42GR3541 is considered a surface manifestation and is not considered eligible
to the N.R.H.P. No other cultural resources were found in the project area.

CONCLUSION AND RECOMMENDATIONS

The archaeological survey of Intrepid Oil & Gas Company's proposed Cane Creek #1-1
well pad, Cane Creek #8-1 & #24-1 well pads and access routes was conducted by personnel of 4-
Corners Archaeological Services between August 23, and December 20, 2004. The project is
located near Big Flat and Little Valley in Grand County, Utah, approximately twenty miles
northwest of the town of Moab. A total of 64.7 acres were inventoried for cultural resources on
lands administered by the Utah Bureau of Land Management's - Moab Field Office.

Two archaeological sites (42GR3540 & 42GR3541) were found in the project area. Site
442GR3540 was found near the abandoned Cane Creek #8-1 alternate well location and site
42GR3541 was identified along the access route leading into the proposed #8-1 well location.
Because of the potential for significant subsurface cultural deposits, site 42GR3540 is considered
eligible to the National Register of Historic Places. Therefore, the alternate location has been
subsequently abandoned. Site 42GR3541 is bisected by a bladed road that will be used to access
the proposed #8-1 well location. The site is considered a surface manifestation and is not
considered eligible to the N.R.H.P. The proposed Cane Creek #8-1 well location is situated over
1000' southeast of the abandoned alternate well site and no other cultural resources were identified
in the project area. Because the sites should not be affected by project activities, no further
management recommendations are necessary.
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APPENDIX A

Site Descriptions

Site 42GR3540: The site consists of an extensive open lithic scatter located within a pinyonljuniper
woodland. The site occupies a deflated northeast facing Yidge slope along a bench area near the head of Dry Fork, a
tributary drainage to Bull Canyon. Much of the site appears to be buried under aeolian deposits. At least 250
inferior flakes of chert, quartzite and siltstone (mostly non-cortical) extend across a 90 x 105m area. No cultural
features are evident across the site surface although deep sediments (>30cm)exist along the south central periphery
and buried cultural deposits are possible. No temporally diagnostic tools were observed. One brown/gray chert
unifacial scraper (Fl-1), one brown/tan chert biface (FL-2), and one gray quartzite biface fragment (FL-3) were the
only tools observed across the site surface. Two small tabular pieces of groundstone were also noted, but these may
or may not represent remnants of formal grinding implements. Because of the potential for significant subsurface
cultural deposits, the site is considered eligible for nomination to the N.R.H.P. Testing of the cultural deposits
could provide additional information concerning site function and use, and could yield datable materials significant to
the areas' prehistory.

Site 42GR3541: The site consists of a very low density open lithic scatter dispersed over a 25 x 40m area
and is bisected by a bladed road. The site is situated along a moderate expanse of outcropped bedrock and dunal area
on the northwest side of Little Valley. Much of the site area appears to be a surface manifestation based on shallow
soils, a low volume of artifacts present, and lack of any cultural material within the road cut which bisects the site
area. Lithic debitage (<15lithic flakes) consists entirely of secondary reduction debris of gray quartzite. No tools or
cultural features were noted. A temporal/cultural affiliation is unknown. Because of the lack of cultural integrity,
the site is considered non-eligible to the N.R.H.P.
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The Intropid Conipontes
700 17th Street; Sulta 1730
Denver, CO 80202M ch 10, 2005
aoa,2¾.soos
303.298.7502feix

A. G. Andrikopoulos Resources, Inc.
P.O. Box 788

Post-It brand fax transmittal memo 7671 opCheyetme, Wyoming 82003-0788

Attention; Mr. Bill Scribner e Are f 4 co

Re: Exception Location Approval
-7Cane Creek U¤it 8-1 Well

Township 26 South, Rance 20_E.att
Section8: SENW- 1429' (FWL), 2563' (FNL)
Orand County, Utah
UTU-68122

Gentlemen:

Intrepid Oil and Gas, LLC ("IOC") as Unit Operator of the Cane Creek Unit is in the process of applyingforApplications to Drill within the Cane Creek Unit with the Division of Oil, Gas and Mining and the13ureauof Land Management, Moab omce.Due to topographicaland archeological concerns, the locationfor the referenced weit will require an exception to the requiremouts of State of UtahRegulation R649-3-2and 3-3.

The proposed location for the Cane Creek Unit 8-1 well was staked at 1429'FWL and 2563' FNL inSection 8, Township26 South,Range 20 East. Grand County,Utah.
Tu accordance with R649-3-3, 1.2, pleaso indiente your consent to the location exception of the Cane Creek8-1 well by signing in the space provided and returning one (1) copy of this letterto theundersigned atyour very earliest convenience

Than.kyou for your belp in this matter. Should you have questions,please do not hesitateto call me at(303) 881-5440.

Siricerely,
TNTREPIDOIL & GAS, LLC

Katie Keller
Landman

Exe on L cation the Cane Creek 8-1 well is hereby approved this day of March, 2005.
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PERIITC0

14421 County Rd. 10 • Ft. Lupton, Colorado 80621 • (303) 857-9999 • FAX (303) 857-0577 • E-MAIL Permitco 1@aol.com

March24,2005

DivisionofOil,Gas&Mining
1594West NorthTemple,Suite1210
Box145801
SaltLakeCity,UT 84114-5801

Attn: DianaWhitney
Re: IntrepidOil&Gas, LLC

CaneCreek#8-1
2563'FNLand 1429'FWL
SE NWSection 8, T26S- R20E
Grand County,Utah
Lease No.UTU-68122

DearDiana,

Enclosed pleasefind twocopiesofthe A.P.D.for theabovementionedwellalong withonecopyof
the OnshoréOrder No.1which has been filedwiththeBLMofficein Moab,Utah.

Please notethatthiswellis withintheCaneCreekUnitwhichis operatedby IntrepidOil&Gas,LLC,
howeverwas stakedat non-standardspacingdue to geological considerations.Acopyof the exception
leuer showingAndrikopoulos's consent is a#ached.

Ifyou shouldhave anyquestions regardingtheenclosedmaterial,pleasedon't hesitate tocontact
me. Yourearly approvalofthisapplicationwouldbe greatlyappreclated.

Sincerely,

PERMITCOINC.

Venessa Langmacher
Consultantfor:
IntrepidOil&Gas,LLC

Enc.

cc: IntrepidOil&Gas,LLC- Denver,CO
Pure Resources - Midland,
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STATE OF UTAH FORM 3

DEPARTMENT OF NATURAL RESOURCES AMENDED REPORT
DIVISION OF OIL, GAS AND MINING (highlight changes)

APPLICATION FOR PERMIT TO DRILL
UMINERALL ENO.: 6. SURMFACE:

1A. TYPE OF WORK: DRILL Ë REENTER O DEEPENO
7. IF INDIAN,ALLOTTEE OR TRIBE NAME:

N/A

B. TYPE OF WELL: OIL GASO OTHER SINGLEZONEÊO MULTIPLEZONE O 8. UNIT or CA AGREEMENT NAME:

Cane CreekUnit
2. NAME & ADDRESS OF OPERATOR: 700 - 17th St.,Suite 1700 PHONENUMBER: 9. WELL NAME and NUMBER:

IntrepidOil&Gas, LLC. Denver,CO 80202 303/296-3006 CaneCreek#8-1
3. NAME &ADDRESS OF AGENT: 14421County Road 10 PHONE NUMBER: 10. FIELD AND POOL, OR WILDCAT:

Permitco Inc. Ft. Lupton,CO80621 303/857-9999 WiMER jghþ'OgŠ
4. LOCATION OF WELL (FOOTAGES) 11. QTR/QTR, SECTION, TOWN IP, RANGE

§§§ ÛO MERIDIAN:

ATSURFACE: 2563' FNLand1429'FWL Sec. 8,T26S-R20E

AT PROPOSED PRODUCING ZONE: SE NW ~ I & 7 h/O ESŸ

14. DISTANCE IN MILES AND DIRECTION FROM NEAREST TOWN OR POST OFFICE: 12. COUNTY: 13. STATE:

Approximately29 milesnorthwestofMoab,Utah Grand | Utah
15. DISTANCE TO NEAREST PROPERTY OR LEASE LINE (FEET) 16. NUMBER OF ACRES IN LEASE: 17. NUMBER OF ACRES ASSIGNED TOTHIS WELL:

1429' 916.8 N/A
18. DISTANCE TO NEAREST WELL (DRILLING, COMPLETED, OR 19. PROPOSED DEPTH: 20. BOND DESCRIPTION:

APPLIED FOR) ON THIS LEASE (FEET):

None 7,925' StatewideBond NumberUTB000029
21. ELEVATIONS (SHOW WHETHER DF, RT, GR, ETC.): 22. APPROXIMATE DATE WORK WILL START: 23. ESTIMATED DURATION:

6005' GL ASAP 25 Days

24. PROPOSEDCASINGANDCEMENTINGPROGRAM

SIZE OF HOLE CASING SIZE, GRADE, AND WEIGHT PER FOOT SETTING DEPTH CEMENT TYPE, QUANTITY, YlELD, AND SLURRY WEIGHT

17-1/2" 13-3/8",H-40,48# 500' 543 sx GlassG,15.8ppg.1.15ft3/sk (625cubicfeet)
12-1/4" 9-5/8",N-80,40# 4,425' Lead: 5283sx PremiumLite,15.8ppg,2.42ft3/sk (2183cubicfeet)

Tail:284 sx ClassG,15.8ppg,1.17ft3/sk (243cubicfeet)
8-3/4" 7", P-110,26# 7,925' 870sx ClassG, 16.4 ppg,1.08ft3/sk (806cubicfeet)

CUNHA N| AL-Ilühl NULb

2s.
ATTACHMENTS

VERIFY THE FOLLOWING ARE ATTACHED IN ACCORDANCE WITH THE UTAH OIL AND GAS CONSERVATION GENERAL RULES:

WELL PLAT OR MAP PREPARED BY LICENSED SURVEYOR OR ENGINEER COMPLETEDRILLING PLAN

EVIDENCE OF DIVISION OF WATER RIGHTS APPROVAL FOR USE OF WATER FORM 5, IF OPERATOR IS PERSON OR COMPANY OTHER THAN THE LEASE OWNER

NAME (PLEASE PR T) VonOSsa angmacher TITLE Agent ÍOr IntrepidOil&Gas,LLC.

SIGNATURE DATE March24, 2005

(This space for State use only)

API NUMBER ASSIGNED: APPROVAL:

Utah Div sion of
(11/2001) SA c Br Side)

RaderifApprovalottide .

DIV OF OIL, GAS & MINING

Action is
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(This space for State use only)
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APPLICATIONFORPERMITTODRI 3R REENTER

24. Attachrnents
The following, completed in accordance with the requirements of Onshore Oil and Gas Order No. 1, shall be attached to this form:

1. Well plat certified by a registered surveyor.

Attached.

2. A Drilling Plan

3. A Surface Use Plan (if the location is on National Forest System Lands, the SUPO shall be filed with the Appropriate Forest

Service Office.
See Surface Use Plan Attached.

4. Bond to cover the operations unless covered by an existing bond on file (see Item 20).

Bond coveragefor this wellis providedby IntrepidOil&Gas,LLC.undertheirBLMBond No.StatewideBond Number
UTB000029.

5. Operator certification.
Please be advised that intrepidOil&Gas, LLC.is considered to be the operatorof the above mentioned well. Intrepid

Oil&Gas,LLC.agreesto be responsibleunderthe termsandconditionsofthelease for the operationsconducted
uponthe leased lands.

6. Such other site specific information and/or plans as may be required by the authorized
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intrepidOil&Gas,LLC
Cane Creek#8-1 Lease No.UTU-68122
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SE NWSection8, T26S- R20E DRILLINGPROGRAM
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ONSHOREOIL&GASORDERNO.1
ApprovalofOperations on Onshore

Federaland IndianOiland Gas Leases

Basedonourinterpretationofthe3Dseismicdata, theproposedCaneCreek8-1isdefinitelyfaultseparated
fromthecurrentlyproducingLongCanyon#1. OurgeologicmodelsuggeststhattheproposedCane Creek
8-1andtheLongCanyon#1 wellswillproducefromdifferentfracturesystems.

Allleaseand/orunitoperationswillbeconductedinsucha mannerthatfullcomplianceismadewithapplicable
laws,regulations(43CFR3100),OnshoreOilandGasOrderNo.1, andtheapprovedplanofoperations.The
operatorisfullyresponsiblefortheactionsofhissubcontractors.Acopyoftheseconditionswillbe furnished
thefieldrepresentativetoinsurecompliance.

1. ESTIMATEDTOPSIGEOLOGICMARKERS

The estimatedtopsofimportantgeologicmarkersareas follows:

Formation Measured Depth Subsea

Navajo/Kayenta Surface +6,002'

WingateSs 180' +5,832'

Chinle 385' +5,62T

Moenkopi 695' +5,317'

Cutler 1,145' +4,867

Hermosa 1,920' +4,092'

16Salt 3,995' +2,017

Clastic3 4,415' +1,597

Clastic15 6,145' -133'

Cane Creek 7,155' -1,143'

PinkertonTrail 7,815' -1,803'

T.D. 7,925' -1,913'
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2. ESTIMATEDDEPTHOFOlL,GASWATERANDOTHERMINERALBEARINGZONES

Theestimateddepthsatwhichthetopandbottomoftheanticipatedwater,oil,gasorothermineral
bearingformationsareexpectedtobe encounteredareas follows:

Substance Formation Depth

Brine Clastic15 6,145'

Oil CaneCreek 7,155'

Allfreshwaterand prospectivelyvaluablemineralsencounteredduringdrilling,willbe recordedby
depth andwillbe cased and cemented.When possible,water flowrateswillbe measuredand
sampleswillbetakenandanalyzedwiththeresultsbeingsubmittedtotheBLM.Alloilandgasshows
willbe testedtodeterminecommercialpotential.

3. BLOWOUTPREVENTER(BOP)EQUIPMENT

IntrepidOil&Gas, LLC'sminimumspecificationsforpressurecontrolequipmentareas follows:

RamType:11"Hydraulicdouble,10,000psiw.p.

BOPsystemswillbeconsistentwithAPIRP53and OnshoreOilandGasOrderNo.2. Pressuretests
ofthesurfacecasingandallBOPequipmentpotentiallysubjecttopressurewillbe conductedbefore
drillingthesurfacecasingshoe.Blowoutpreventercontrolswillbeinstalledpriortodrillingthesurface
casingshoeandwillremaininuseuntilthewelliscompletedorabandoned.Rampreventerswillbe
inspectedandoperatedeachtrip(nomorethanoncea dayisnecessary),andannularpreventerswill
be inspectedandoperatedweeklytoensuregoodmechanicalworkingorder.Theseinspectionsshall
be recordedinthedrillinglogandinthedailydrillingreport.

Ramtypepreventersandassociatedequipmentshallbe testedtoapprovedstackworkingpressure
if isolatedby testplug or to 70 percent of internalyieldpressure of casing. Pressure shallbe
maintainedforat least 10minutesoruntilrequirementsoftestaremet,whicheveris longer. Ifa test
plugis utilized,nobleed-offpressure isacceptable.Fora testnotutilizinga testplug,ifa declinein
pressureofmorethan10 percentin30 minutesoccurs,thetestshallbe consideredtohavefailed.
Valveoncasinghead belowtestplugshallbe openduringtestofBOPstack.
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Annulartypepreventers(ifused)shallbe testedto50 percentofratedworkingpressure.Pressure
shallbe maintainedat least 10 minutesoruntilprovisionsoftestaremet,whicheveris longer.

Valvesshallbe testedfromworkingpressureside duringBOPEtestswithalldownstreamvalves
open.

Whentestingthekilllinevalve(s)thecheckvalveshallbe heldopenortheballremoved.

ABOPEpitleveldrillshallbe conductedweeklyforeachdrillingcrew.

TheBOPand relatedequipmentshallmeettheminimumrequirementsofOnshoreOilandGasOrder
No.2 forequipmentandtestingrequirements,procedures,etc.,andindividualcomponentsshallbe
operableas designed. Chartrecordersshallbe used forallpressuretests.

Pressuretestsshallapplytoallrelatedwellcontrolequipment.

Alloftheabovedescribedtestsand/ordrillsshallbe recordedinthedrillinglog. Test charts,with
individualtest results identified,shallbe maintainedon locationwhiledrillingand shallbe made
availabletoa BLMrepresentativeuponrequest.
Pressuretestsshallapplytoallrelatedwellcontrolequipment.

a. Thesize andratingoftheBOPstackis shownontheattacheddiagram.Althougha righas
notbeen chosentodrillthiswell,mostoftheequipmentforthisdepthofholeintheareause
a 11",10,000 psiworkingpressureblowoutpreventor.

b. Achokelineand a killlineareto be properlyinstalled.The killlineis _n_ot to be used as a
fill-upline.

c. Theaccumulatorsystemshallhavea pressurecapacitytoprovideforrepeatedoperationof
hydraulicpreventers.

d. Drillstringsafetyvalve(s),tofitall.toolsinthedrillstring,aretobe maintainedontherigfloor
whiledrillingoperationsare inprogress.
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4. CASINGANDCEMENTINGPROGRAM

a. The proposedcasingandcementingprogramshallbe conductedas approvedtoprotect
and/orisolateallusablewaterzones, potentiallyproductivezones,lostcirculationzones,
abnormallypressured zones, and anyprospectivelyvaluabledeposits of minerals. Any
isolatingmediumotherthancementshallreceiveapprovalpriortouse. Thecasingsetting
depthshallbe calculatedtopositionthecasingseatoppositea competentformationwhich
willcontain the maximumpressure to which it willbe exposedduring normaldrilling
operations.Determinationofcasingsettingdepth shallbe based on allrelevantfactors,
including;presencelabsence of hydrocarbons;fracture gradients;usable water zones;
formationpressures;lostcirculationzones;otherminerals;orotherunusualcharacteristics.
Allindicationsof usablewatershallbe reported.

b. Casingdesign shallassumeformationpressure gradientsof 0.44 to0.50 psiper footfor
exploratorywells(lackingbetterdata).

c. Casingdesignshallassumefracturegradientsfrom0.70to1.00psiperfootforexploratory
wells(lackingbetterdata)

d. Casingcollarsshallhavea minimumclearanceof0.422inchesofallsidesinthehole/casing
annulus,withrecognitionthatvariancescan be grantedforjustifiedexceptions.

e. Allwaitingoncementtimesshallbe adequatetoachievea minimumof500psicompressive
strengthat thecasingshoepriortodrillingout.

f. Allcasingexcepttheconductorcasing,shallbe neworreconditionedandtestedusedcasing
thatmeetsorexceedsAPIstandardsfornewcasing.

g. The surfacecasingshallbe cementedbacktosurfaceeitherduringtheprimarycementjob
orby remedialcementing.

h. Allindicationsof usablewatershallbe reportedtotheauthorizedofficerpriortorunningthe
nextstringofcasingorbeforepluggingordersare requested,whicheveroccursfirst.

i. Threecentralizerswillbe runonthebottomthreejointsofsurfacecasingwitha minimumof
onecentralizerperjointstartingwiththeshoejoint.

PElkIITC0
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j. Topplugsshallbe used toreducecontaminationofcementbydisplacementfluid.Abottom
plugor otheracceptabletechnique,suchas a suitablepreflushfluid,innerstringcement
method,etc.shallbe utilizedtohelpisolatethecementfromcontaminationbythemudfluid
beingdisplacedaheadofthecementslurry.

k. Allcasingstringsbelowtheconductorshallbe pressuretestedto0.22 psiperfootofcasing
stringlengthor 1500 psi,whicheverisgreater,but nottoexceed70 percentoftheminimum
internalyield.Ifpressuredeclinesmorethan10percentin30minutes,correctiveactionshall
be taken.

l. Onallexploratorywells,andonthatportionofanywellapprovedfora 5MBOPEsystemor
greater,a pressureintegritytestofeachcasingshoeshallbe performed.Formationat the
shoeshallbe testedtoa minimumofthemudweightequivalentanticipatedtocontrolthe
formationpressuretothenextcasingdepthorat totaldepthofthewell. Thistestshallbe
performedbeforedrillingmorethan20 feet ofnewhole.

m. The proposedcasingprogramwillbe as follows:

Purpose Depth HoleSize 0.D. Weight Grade Type New/Used

Surface O'-450' 17-1/2" 13-3/8" 48# H-40 ST&C New

Intermediate O'- 4,425' 12-1/4" 9-5/8" 40# N-80 LT&C New

Production O'- 7,925' 8-3/4" 7" 26# P-110 LT&C New

n. Casingdesignsubjecttorevisionbased ongeologicconditionsencountered.
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o. Thecementprogramwillbe as follows:

Surface TypeandAmount

0 - 450' 543sxClassG(625cubicfeet),0.25ppsD29,1%$1,+/- 15.8
ppg, 1.15 ft3/sk

Intermediate TypeandAmount

0 - 4,425' Lead:5283 sx (2183 cubicfeet),PremiumLite,5% Salt,8%
Bentonite,3#/skKolSeal,0.5%SodiumMetasilicate,1/4pps
celloflake,+/- 15.8ppg,2.42ft3/sk.
Tail:284 sx (243 cubicfeet)Class G,5%Salt,0.2%Sodium
Metasilicate,1/4ppscelloflake,15.8ppg, 1.17 ft3/sk.

Production Typeand Amount

3,800' - 7,925' 870sx (806cubicfeet)ClassG, 0.45%DO65,0.25%D167,0.35%
D800,0.2%D121,0.2%DO46,+/- 16.4ppg,1.08ft3/sk.

p. Aftercementingbutbeforecommencinganytest,thecasingstringshallstandcementeduntil
thecementhas reacheda compressivestrengthofat least500psiat theshoe. WOCtime
shallbe recordedinthedriller'slog.

q. Thefollowingreportsshallbe filedwiththeDistrictManagerwithin30 days aftertheworkis
completed.

1. Progressreports,Form3160-5(formerly9-331)"SundryNoticesand Reportson
Wells",mustincludecompleteinformationconcerning:

a. Settingofeachstringofcasing,showingthesize,grade,weightofcasing
set, hole size,settingdepth,amountsandtypeofcementused, whether
cementcirculatedor the topof thecementbehindthe casing,depth of
cementingtoolsused, casing testmethodand results,andthedate work
was done. Showthespuddate onthefirstreportssubmitted.

b. Temperatureorbondlogsmustbe submittedfor
eachwellwherethecasingcementwas not
circulatedtothesurface.
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r. Auxiliaryequipmenttobe used is as follows:

1. Kellycock
2. Nobitfloatis deemednecessary.
3. Asubwitha fullopeningvalve.

s. Thedrillingprocedurewillbe as follows:

1. DrillintotheCane Creekformationat 7,155',andTDthestraightholeat 7,925'
2. Test orevaluatetheCaneCreekorotherzonesofinterestas deemednecessary.
3. Set7"casingat 7,925'andcementto3,800'.

5. MUDPROGRAM

a. The proposedcirculatingmediumstobe employedindrillingareas follows:

Interval MudType MudWt. Visc. F/L

O'- 4,425' AirorFreshWaterGel 8.8-9.4 30-38 20-30

4,425' - 7,725' 80/20OilBase Mud 10-16 50-60 10-20

Sufficientmudmaterialswillbe storedon locationto maintainwellcontrolandcombatlost
circulationproblemsthatmightreasonablybe expected.

b. Duetopotentialforcontaminationofusablequalitywateraquifers,chromatesare banned
fromFederalleases.

c. HazardoussubstancesspecificallylistedbytheEPAas a hazardouswasteordemonstrating
a characteristicof a hazardous waste willnot be used in drilling,testingor completion
operations.
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6. TESTING,LOGGINGANDCORING

Theanticipatedtypeandamountoftesting,loggingandcoringareas follows:

a. Nodrillstem testsare anticipated.However,if DST's are run,thefollowingrequirements
willbe adhered to:

Initialopeningof drillstemtesttoolsshallbe restrictedto daylighthours unlessspecific
approvaltostartduringotherhoursisobtainedfromtheauthorizedofficer.However,DST's
maybe allowedtocontinueatnightifthetestwas initiatedduringdaylighthoursandtherate
offlowis stabilizedand ifadequatelightingis available(i.e.lightingwhichis adequatefor
visibilityandvapor-proofforsafeoperations).Packerscanbe released,buttrippingshallnot
beginbeforedaylight,unlesspriorapprovalisobtainedfromtheauthorizedofficer.Closed
chamberDSTsmaybe accomplishedday ornight.

A DSTthatflowstothesurfacewithevidenceofhydrocarbonsshallbe eitherreversedout
ofthetestingstringundercontrolledsurfaceconditions.Thiswouldinvolveprovidedsome
means forreversecirculation.

Separationequipmentrequiredfortheanticipatedrecoveryshallbe properlyinstalledbefore
a teststarts.

Allengineswithin100feetofthewellborethatarerequiredto"run"duringthetestshallhave
sparkarrestersorwatercooledexhausts.

b. The loggingprogramwillconsistof(ata minimum),GammaRay,DensityNeutronandSonic
LogsfromsurfacecasingtoTD.

c. Nocoresareanticipated.

d. Whetherthewell is completedas a dry hole or as a producer,"WellCompletionand
RecompletionReportandLog"(Form3160-4)willbe submittednotlaterthan30 daysafter
completionofthewelloraftercompletionofoperationsbeingperformed,inaccordancewith
43 CFR 3164. Twocopiesof all logs,coredescriptions,coreanalyses,well-testdata,
geologicsummaries,sampledescription,andallothersurveysordataobtainedandcompiled
duringthedrilling,workover,and/orcompletionoperations,willbe filedwithform3160-4.
Samples(cuttings,fluids,and/orgases)willbe submittedwhenrequestedbytheauthorized
officer(AO).
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e. Theanticipatedcompletionprogramisas follows:

Perforatezones ofinterestandplaceonproduction.

7. ANTICIPATEDPRESSURESANDH2S

a. Theexpectedmaximumbottomholepressure is +/- 6000psi. Noabnormalpressuresare
anticipated.

b. Nohydrogensulfidegaswas encounteredontheCaneCreek#2-1,thereforetheneedfor
an H2Splanis notanticipated.

c. As per OnshoreOrder No.6, llI,A,2.b.,ifhydrogensulfideis present the "operatorshall
initiallytesttheH2Sconcentrationofthegas streamforeachwellorproductionfacility..."
Submitthe resultsof thistest within30 days offilingForm3160-4,"WellCompletionor
RecompletionReportandLog".

8. OTHERINFORMATIONANDNOTIFICATIONREQUIREMENTS

a. Shouldthewellbe successfullycompletedforproduction,theAOwillbe notifiedwhenthe
wellisplacedina producingstatus. Suchnotificationwillbesentbytelegramorotherwritten
communications,notlater than5 days followingthedate onwhichthe well is placedon
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d. PursuanttoNTL-4A,lessees or operatorsare authorizedtovent/flaregas duringinitialwell
evaluationtests,notexceedinga periodof30 days ortheproductionof50 MMCFofgas,
whicheveroccursfirst. Anapplicationmustbe filedwiththeDistrictEngineerandapproval
received,foranyventing/flaringofgas beyondthe initial30day orauthorizedtestperiod.

e. Gas producedfromthiswellmaynot be vented or flaredbeyondan initialauthorizedtest
periodof 30 days or 50 MMCFfollowingitscompletion,whicheveroccursfirst,withoutthe
priorwrittenapprovalof the AuthorizedOfficer. Shouldgas be vented or flaredwithout
approvalbeyondtheauthorizedtestperiod,theoperatormaybe directedtoshut-inthewell
untilthegascanbe capturedor theoperatorshallbe requiredtocompensatethe lessorfor
thatportionofthegas ventedorflaredwithoutapprovalwhichis determinedtohave been
avoidablylost.

f. Aschematicfacilitiesdiagramas requiredby43 CFR3162.7-2,3162.7-3and3162.7-4shall
be submittedtotheappropriateDistrictOfficewithin30daysofinstallationorfirstproduction,
whicheveroccursfirst. Allsite securityregulationsas specifiedin 43 CFR 3162.7and
OnshoreOrderNo.3 shallbe adheredto.Allproductlinesenteringandleavinghydrocarbon
storagetankswillbe effectivelysealed inaccordancewith43 CFR3162.7-4.

g. Section 102(b)(3) of the Federal Oil and Gas RoyaltyManagementAct of 1982, as
implementedbytheapplicableprovisionsoftheoperatingregulationsatTitle43 CFR3162.4-
1(c), requiresthat"notlaterthanthe5thbusinessday afteranywellbeginsproductionon
whichroyaltyis due anywhereon a lease site or allocatedto a lease site,or resumes
productioninthecase ofa wellwhichhas been offproductionformorethan90 days, the
operatorshallnotifytheauthorizedofficerby letterorsundrynotice,Form3160-5,ororally
tobe followedbya letterorsundrynotice,ofthedate onwhichsuchproductionhas begun
orresumed."

Ifyoufailtocomplywiththisrequirementinthemannerandtimeallowed,youshallbe liable
fora civilpenaltyofupto$10,000perviolationforeachdaysuchviolationcontinues,notto
exceeda maximumof20 days. See Section109(c)(3)oftheFederalOilandGasRoyalty
ManagementActof1982andtheimplementingregulationsatTitle43CFR3162.4-1(b)(5)(ii).

h. Drillingoperationsareplannedtocommenceuponapprovalofthisapplication.

i. Itis anticipatedthatthedrillingofthiswellwilltakeapproximately25 days.
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j. Nolocationwillbe constructedormoved,nowellwillbe plugged,andnodrillingorworkover
equipmentwillbe removedfroma welltobe placed in a suspendedstatuswithoutprior
approvalofthe AO. Ifoperationsare to be suspended,priorapprovaloftheAOwillbe
obtainedandnotificationgivenbeforeresumptionofoperations.

k. ImmediateReport:Spills,blowouts,fires,leaks,accidents,oranyotherunusualoccurrences
shallbe promptlyreportedin accordancewiththerequirementsof NTL-3Aor its revision.

I. Ifa replacementrigiscontemplatedforcompletionoperations,a "SundryNotice"Form3160-
5 tothateffectwillbe filed,forpriorapprovaloftheAO,and allconditionsofthisapproved
planareapplicableduringalloperationsconductedwiththereplacementrig.

m. PursuanttoOnshoreOrderNo.7,withtheapprovaloftheDistrictEngineer,producedwater
maybe temporarilydisposedofintounlinedpitsfora periodofup to90 days. Duringthe
periodso authorized,an applicationforapprovalofthepermanentdisposalmethod,along
withthe requiredwateranalysisandotherinformation,mustbe submittedto the District
Engineer.

n. Nowellabandonmentoperationswillbe commencedwithoutthepriorapprovaloftheAO.
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ONSHOREOIL&GASORDERNO.1
Thirteen Point Surface Use Plan

1. EXISTINGROADS

a. The proposedwellsiteis locatedapproximately29 milesnorthwestofMoab,Utah.

b. DirectionstothelocationfromMoab,Utahareas follows:

From,Moab,UtahproceednorthonHighway191for11.2miles.TurnleftonHighway
313andproceedsouthwesterlyfor16milesuntilreachingtheforkintheroad.Turnleft
andproceedeastfor0.8 milesuntilreachinganotherforkintheroad,turnleftand
proceednorthfor1 mileuntilreachingtheproposedlocation.

c. Forlocationofaccessroadswithina 2-Mileradius,see MapsA&B

d. Improvementtotheexistingaccesswillnotbe necessarysinceallroadsaremaintained
bytheGrandCountyRoadDepartment or UtahState Highwaydepartment.

e. Allexistingroadswillbe maintainedandkeptingoodrepairduringalldrillingand
completionoperationsassociatedwiththiswell.

f. Existingroadsandnewlyconstructedroadsonsurfaceunderthejurisdictionofany
SurfaceManagingAgencyshallbe maintainedinaccordancewiththestandardsofthe
SMA.

2. PLANNEDACCESSROADS

a. The last 1.84 milesofaccess willbe newconstruction.

b. Noturnoutswillbe necessary.

c. Noculvertsorlowwatercrossingswillbe necessary.

d. The proposedaccessroadwas centerlineflaggedat thetimeofstaking.

ONSHOREORDERNO.1 - MFIDENTIAL - TIGHTHOLE
IntrepidOil&Gas, LLC
Cane Creek#8-1 Lease No.UTU-68122
2563' FNLand1429'FWL
SE NWSection8, T26S- R20E SURFACEUSEPLAN
GrandCounty,Utah Page 1

ONSHOREOIL&GASORDERNO.1
Thirteen Point Surface Use Plan

1. EXISTINGROADS

a. The proposedwellsiteis locatedapproximately29 milesnorthwestofMoab,Utah.

b. DirectionstothelocationfromMoab,Utahareas follows:

From,Moab,UtahproceednorthonHighway191for11.2miles.TurnleftonHighway
313andproceedsouthwesterlyfor16milesuntilreachingtheforkintheroad.Turnleft
andproceedeastfor0.8 milesuntilreachinganotherforkintheroad,turnleftand
proceednorthfor1 mileuntilreachingtheproposedlocation.

c. Forlocationofaccessroadswithina 2-Mileradius,see MapsA&B

d. Improvementtotheexistingaccesswillnotbe necessarysinceallroadsaremaintained
bytheGrandCountyRoadDepartment or UtahState Highwaydepartment.

e. Allexistingroadswillbe maintainedandkeptingoodrepairduringalldrillingand
completionoperationsassociatedwiththiswell.

f. Existingroadsandnewlyconstructedroadsonsurfaceunderthejurisdictionofany
SurfaceManagingAgencyshallbe maintainedinaccordancewiththestandardsofthe
SMA.

2. PLANNEDACCESSROADS

a. The last 1.84 milesofaccess willbe newconstruction.

b. Noturnoutswillbe necessary.

c. Noculvertsorlowwatercrossingswillbe necessary.

d. The proposedaccessroadwas centerlineflaggedat thetimeofstaking.

ONSHOREORDERNO.1 - MFIDENTIAL - TIGHTHOLE
IntrepidOil&Gas, LLC
Cane Creek#8-1 Lease No.UTU-68122
2563' FNLand1429'FWL
SE NWSection8, T26S- R20E SURFACEUSEPLAN
GrandCounty,Utah Page 1

ONSHOREOIL&GASORDERNO.1
Thirteen Point Surface Use Plan

1. EXISTINGROADS

a. The proposedwellsiteis locatedapproximately29 milesnorthwestofMoab,Utah.

b. DirectionstothelocationfromMoab,Utahareas follows:

From,Moab,UtahproceednorthonHighway191for11.2miles.TurnleftonHighway
313andproceedsouthwesterlyfor16milesuntilreachingtheforkintheroad.Turnleft
andproceedeastfor0.8 milesuntilreachinganotherforkintheroad,turnleftand
proceednorthfor1 mileuntilreachingtheproposedlocation.

c. Forlocationofaccessroadswithina 2-Mileradius,see MapsA&B

d. Improvementtotheexistingaccesswillnotbe necessarysinceallroadsaremaintained
bytheGrandCountyRoadDepartment or UtahState Highwaydepartment.

e. Allexistingroadswillbe maintainedandkeptingoodrepairduringalldrillingand
completionoperationsassociatedwiththiswell.

f. Existingroadsandnewlyconstructedroadsonsurfaceunderthejurisdictionofany
SurfaceManagingAgencyshallbe maintainedinaccordancewiththestandardsofthe
SMA.

2. PLANNEDACCESSROADS

a. The last 1.84 milesofaccess willbe newconstruction.

b. Noturnoutswillbe necessary.

c. Noculvertsorlowwatercrossingswillbe necessary.

d. The proposedaccessroadwas centerlineflaggedat thetimeofstaking.

ONSHOREORDERNO.1 - MFIDENTIAL - TIGHTHOLE
IntrepidOil&Gas, LLC
Cane Creek#8-1 Lease No.UTU-68122
2563' FNLand1429'FWL
SE NWSection8, T26S- R20E SURFACEUSEPLAN
GrandCounty,Utah Page 1

ONSHOREOIL&GASORDERNO.1
Thirteen Point Surface Use Plan

1. EXISTINGROADS

a. The proposedwellsiteis locatedapproximately29 milesnorthwestofMoab,Utah.

b. DirectionstothelocationfromMoab,Utahareas follows:

From,Moab,UtahproceednorthonHighway191for11.2miles.TurnleftonHighway
313andproceedsouthwesterlyfor16milesuntilreachingtheforkintheroad.Turnleft
andproceedeastfor0.8 milesuntilreachinganotherforkintheroad,turnleftand
proceednorthfor1 mileuntilreachingtheproposedlocation.

c. Forlocationofaccessroadswithina 2-Mileradius,see MapsA&B

d. Improvementtotheexistingaccesswillnotbe necessarysinceallroadsaremaintained
bytheGrandCountyRoadDepartment or UtahState Highwaydepartment.

e. Allexistingroadswillbe maintainedandkeptingoodrepairduringalldrillingand
completionoperationsassociatedwiththiswell.

f. Existingroadsandnewlyconstructedroadsonsurfaceunderthejurisdictionofany
SurfaceManagingAgencyshallbe maintainedinaccordancewiththestandardsofthe
SMA.

2. PLANNEDACCESSROADS

a. The last 1.84 milesofaccess willbe newconstruction.

b. Noturnoutswillbe necessary.

c. Noculvertsorlowwatercrossingswillbe necessary.

d. The proposedaccessroadwas centerlineflaggedat thetimeofstaking.

ONSHOREORDERNO.1 - MFIDENTIAL - TIGHTHOLE
IntrepidOil&Gas, LLC
Cane Creek#8-1 Lease No.UTU-68122
2563' FNLand1429'FWL
SE NWSection8, T26S- R20E SURFACEUSEPLAN
GrandCounty,Utah Page 1

ONSHOREOIL&GASORDERNO.1
Thirteen Point Surface Use Plan

1. EXISTINGROADS

a. The proposedwellsiteis locatedapproximately29 milesnorthwestofMoab,Utah.

b. DirectionstothelocationfromMoab,Utahareas follows:

From,Moab,UtahproceednorthonHighway191for11.2miles.TurnleftonHighway
313andproceedsouthwesterlyfor16milesuntilreachingtheforkintheroad.Turnleft
andproceedeastfor0.8 milesuntilreachinganotherforkintheroad,turnleftand
proceednorthfor1 mileuntilreachingtheproposedlocation.

c. Forlocationofaccessroadswithina 2-Mileradius,see MapsA&B

d. Improvementtotheexistingaccesswillnotbe necessarysinceallroadsaremaintained
bytheGrandCountyRoadDepartment or UtahState Highwaydepartment.

e. Allexistingroadswillbe maintainedandkeptingoodrepairduringalldrillingand
completionoperationsassociatedwiththiswell.

f. Existingroadsandnewlyconstructedroadsonsurfaceunderthejurisdictionofany
SurfaceManagingAgencyshallbe maintainedinaccordancewiththestandardsofthe
SMA.

2. PLANNEDACCESSROADS

a. The last 1.84 milesofaccess willbe newconstruction.

b. Noturnoutswillbe necessary.

c. Noculvertsorlowwatercrossingswillbe necessary.

d. The proposedaccessroadwas centerlineflaggedat thetimeofstaking.

ONSHOREORDERNO.1 - MFIDENTIAL - TIGHTHOLE
IntrepidOil&Gas, LLC
Cane Creek#8-1 Lease No.UTU-68122
2563' FNLand1429'FWL
SE NWSection8, T26S- R20E SURFACEUSEPLAN
GrandCounty,Utah Page 1

ONSHOREOIL&GASORDERNO.1
Thirteen Point Surface Use Plan

1. EXISTINGROADS

a. The proposedwellsiteis locatedapproximately29 milesnorthwestofMoab,Utah.

b. DirectionstothelocationfromMoab,Utahareas follows:

From,Moab,UtahproceednorthonHighway191for11.2miles.TurnleftonHighway
313andproceedsouthwesterlyfor16milesuntilreachingtheforkintheroad.Turnleft
andproceedeastfor0.8 milesuntilreachinganotherforkintheroad,turnleftand
proceednorthfor1 mileuntilreachingtheproposedlocation.

c. Forlocationofaccessroadswithina 2-Mileradius,see MapsA&B

d. Improvementtotheexistingaccesswillnotbe necessarysinceallroadsaremaintained
bytheGrandCountyRoadDepartment or UtahState Highwaydepartment.

e. Allexistingroadswillbe maintainedandkeptingoodrepairduringalldrillingand
completionoperationsassociatedwiththiswell.

f. Existingroadsandnewlyconstructedroadsonsurfaceunderthejurisdictionofany
SurfaceManagingAgencyshallbe maintainedinaccordancewiththestandardsofthe
SMA.

2. PLANNEDACCESSROADS

a. The last 1.84 milesofaccess willbe newconstruction.

b. Noturnoutswillbe necessary.

c. Noculvertsorlowwatercrossingswillbe necessary.

d. The proposedaccessroadwas centerlineflaggedat thetimeofstaking.



ONSHOREORDERNO.1 - MFIDENTIAL - TIGHTHOLE
IntrepidOil&Gas, LLC
Cane Creek #8-1 Lease No.UTU-68122
2563'FNLand1429'FWL
SE NWSection8, T26S- R20E SURFACEUSEPLAN
GrandCounty,Utah Page 2

e. Surfacingofthepad maybe necessary,dependingontheweatherconditionsat thetime
ofdrilling.

f. Nocattleguardswillbe necessary.

g. Surfacedisturbanceandvehiculartravelwillbe limitedtotheapprovedlocationand
approvedaccessroute. Anyadditionalarea neededwillbe approvedbytheField
Managerinadvance.

h. Ifat anytimethefacilitieslocatedonpubliclandsauthorizedbythetermsofthelease are
no longerincludedinthelease (duetoa contractionintheunitorotherlease orunit
boundarychange)theBLMwillprocessa changeinauthorizationtótheappropriate
statute.Theauthorizationwillbe subjecttoappropriaterental,orotherfinancial
obligationsdeterminedbytheauthorizedofficer.

i. Noroadrightofwaywillbe necessary.

3. LOCATIONOFEXISTINGWELLSWITHINA1-MILERADIUSOFTHEPROPOSED LOCATION.
SEEMAP"C"

a. Waterwells- none

b. Injectionwells- none

c. Producingwells- none

d. Drillingwells- none

e. Shut Inwells- none

f. Abandonedwells- none

g. DryHoles- one

h. CappedPotentialOilWell- one
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no longerincludedinthelease (duetoa contractionintheunitorotherlease orunit
boundarychange)theBLMwillprocessa changeinauthorizationtótheappropriate
statute.Theauthorizationwillbe subjecttoappropriaterental,orotherfinancial
obligationsdeterminedbytheauthorizedofficer.

i. Noroadrightofwaywillbe necessary.

3. LOCATIONOFEXISTINGWELLSWITHINA1-MILERADIUSOFTHEPROPOSED LOCATION.
SEEMAP"C"

a. Waterwells- none

b. Injectionwells- none

c. Producingwells- none

d. Drillingwells- none

e. Shut Inwells- none

f. Abandonedwells- none

g. DryHoles- one

h. CappedPotentialOilWell- one
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4. PROPOSEDPRODUCTIONFACILITIES

a. Productionfacilitieswillbe locatedonthewellpad. AProductionFacilitiesLayoutwillbe
submittedviaSundrynoticepriorto installationoffacilities.

b. Allpermanentstructures(onsiteforsixmonthsorlonger)constructedorinstalled
(includingoilwellpumpjacks)willbe painteda flat,nonreflectivecolorto matchthe
standardenvironmentalcolors,as determinedbytheRockyMountainFive-State
interagencyCommittee.Allfacilitieswillbe paintedwithinsixmonthsofinstallation.
FacilitiesrequiredtocomplywiththeOccupationalSafetyandHealthAct(OSHA)maybe
excluded.Colorswillmatchtheadjacentvegetation.Theactualcolorwillbe specifiedby
theBureauofLandManagementor theUtahDivisionofOil,Gas and Mining.

c. Allsite securityguidelinesidentifiedin43 CFR3162.7-5andOnshoreOilandGas Order
No.3 shallbe followed:

d. Ifa gas meterrunisconstructed,itwillbe locatedwithin500feet ofthewellhead.The
gasflowlinewillbe buriedfromthewellheadtothemeterandwillbe burieddownstreamof
themeteruntilit leavesthepad. Meterrunswillbe housed and/orfenced. Thegas meter
shallbe calibratedpriortofirstsalesandshallbe calibratedquarterlythereafter.Allgas
productionandmeasurementshallcomplywiththeprovisionof43 CFR3162.7-3,
OnshoreOrderNo.5 andAmericanGasAssociation(AGA)ReportNo.3.

e. The tankbattery willbe surroundedbya bermofsufficientcapacitytocontain1-1/2times
thestoragecapacityofthelargesttank.Allloadinglinesandvalveswillbe placedinside
thebermsurroundingthetankbattery. Alloilproductionandmeasurementshallconform
totheprovisionsof43 CFR3162.7-3andOnshoreOilandGas OrderNo.4.

f. Productionfacilitiesonlocationmayincludea linedorunlinedproducedwaterpitas
specifiedinOnshoreOrderNo.7. Ifwateris producedfromthewell,anOnshoreOrder
No.7 applicationmustbe submitted.

g. Anynecessarypitswillbe properlyfencedtopreventanywildlifeentry.

h. Alloff-leasestorage,off-leasemeasurement,orcomminglingon-leaseoroff-leasewill
have priorwrittenapprovalfromtheAuthorizedOfficer.

i. Allaccessroadswillbe maintainedas necessarytopreventerosionandaccommodate
year-roundtraffic. ¢ Peg

j. The roadwillbe maintainedina safeuseablecondition.
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5. LOCATIONANDTYPEOFWATERSUPPLY

a. Allwaterneededfordrillingpurposeswillbe obtainedfromthemunicipalwatersupplyin
Moab,Utah.

b. Waterwillbe hauledto location overtheroadsmarkedon MapsAand B.

c. Nowaterwellis tobe drilledonthislease.

d. Thewaterhaulerwillnotifytheappropriateauthoritiespriorto utilizingthemunicipalwater
source.

6. CONSTRUCTIONMATERIALS

a. Pad constructionmaterialwillbe native(thatfoundinthewellpad).

b. Nativematerialfoundinthepad mayalsobe used forroadupgrading.

c. The use ofmaterialsunderBLMjurisdictionwillconformwith43 CFR3610.2-3.

d. Noconstructionmaterialswillbe removedfromFederalland.

7. METHODSOFHANDLINGWASTEDISPOSAL

a. Allfluidscontainedwithinthereservepitwillbe allowedtoevaporateandthepitwillbe
backfilled.The reservepitwillbe linedwitha 12 millineras requestedbytheUtah
DivisionofOil,GasandMining.

b. Burningwillnotbe allowed.Alltrashwillbe containedina trashcageanditscontents
removedat theendofdrillingoperationsandhauledtoanapproveddisposalsight.Trash
willbe hauledas necessary,butnotlaterthanat thecompletionofdrillingoperations.

c. Anysaltsand/orchemicalswhicharean integral partofthedrillingsystemwillbe
disposedofinthesamemanneras thedrillingfluid.
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willbe hauledas necessary,butnotlaterthanat thecompletionofdrillingoperations.

c. Anysaltsand/orchemicalswhicharean integral partofthedrillingsystemwillbe
disposedofinthesamemanneras thedrillingfluid.
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5. LOCATIONANDTYPEOFWATERSUPPLY

a. Allwaterneededfordrillingpurposeswillbe obtainedfromthemunicipalwatersupplyin
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source.

6. CONSTRUCTIONMATERIALS
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b. Nativematerialfoundinthepad mayalsobe used forroadupgrading.
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d. Sewagewillbe placedina portablechemicaltoiletorholdingtankanddisposedofin
accordancewithstate andcountyregulations.

e. The producedfluids(otherthanwater)willbe producedintoa testtankuntilsuchtimeas
constructionofproductionfacilitiesiscompleted.Anyspillsofoil,gas saltwateror other
producedfluidswillbe cleanedup and removed.

8. ANCILLARYFACILITIES

Therearenoairstrips,camps,orotherfacilitiesplannedduringthedrillingoftheproposedwell.

9. WELLSITELAYOUT

a. See LocationLayoutandTypicalCrossSectionsfororientationofrig,crosssectionofdrill
pad andcutsandfills.

b. Sixinchesoftopsoil(orthemaximumavailable)willbe salvagedduringconstructionand
reservedforuse inreclamation.

c. Anysagebrushortreeswillbe stockpiledseparatelyfromthetopsoil.

d. The locationofmudtanks;reservepit,trashcage;piperacks;livingfacilitiesandsoil
stockpilesis shownontheTypicalRigLayout.

e. Theflarepitwillbe locateda minimumof30 feet fromtheedgeofthereservepitanda
minimumof150feet fromthewellhead.

f. The reservepitwillbe fencedonthreesideswith3 strandsofbarbedwire.

f. Anypitscontainingfluidwillbe fencedtopreventwildlifeentry.

g. Anyproposedpipelineswillbe submittedviaSundryNotice.

h. Priortoexcavatingthepipelineroute,thecontractorwillmeetwiththeBLMtostakethe
routeforthepipeline.BLMwillinspectthepipelinepriortobeingcovered.
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i. Anyburiedpipelinewillbe seededwiththesameseedmixturetobe specifiedbytheBLM.

j. Allwells,whetherdrilling,producing,suspended,or abandoned,willbe identifiedin
accordancewith43 CFR3162.6

10. PLANSFORRESTORATIONOFSURFACE

a. Immediatelyuponcompletionofdrilling,allequipmentthatis notnecessaryforproduction
shallbe removed.

b. The reservepitwillbe allowedtodryandwillthenbe backfilled.

c. Immediatelyuponwellcompletion,thelocationandsurroundingareawillbe clearedofall
unusedtubing,equipment,debris,materials,trashandjunknotrequiredforproduction.

d. Seedingwillbe done inthefallas requiredbytheBLM.

e. The abandonmentmarkerwillbe at least fourfeet abovegroundleveland willbe inscribed
withthefollowing:operatorname,lease number,wellnameandsurveyeddescription
(township,range,sectionandeitherquarter-quarterorfootages).

f. Atsuchtimeas thewellis pluggedandabandoned,theoperatorshallsubmita
subsequentreportofabandonment.

11. SURFACE/MINERALOWNERSHIP

Access Roads - AllroadsaremaintainedbytheGrandCountyRoadDepartmentorUtah
StateHighwayDepartmentorare locatedonBLMLandswithintheunit
boundary.

Wellpad - Thewellpad is locatedonBureauofLandManagement.
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12. OTHERINFORMATION

a. AClasslllarcheologicalhas been conductedbyFourCornersArcheological.Acopyof
thisreportis attached.

b. Theoperatoris responsibleforinformingallpersons intheareaswhoareassociatedwith
thisprojectthattheywillbe subjecttoprosecutionforknowinglydisturbinghistoricor
archaeologicalsites,orforcollectingartifacts.Ifhistoricorarchaeologicalmaterialsare
uncoveredduringconstruction,theoperatoris to immediatelystopworkthatmightfurther
disturbsuchmaterials,andcontacttheauthorizedofficer(AO).Withinfiveworkingdays
theAOwillinformtheoperatoras to:

-whether thematerialsappeareligiblefortheNationalRegisterofHistoricPlaces;

-the mitigationmeasurestheoperatorwilllikelyhavetoundertakebeforethesitecanbe
used (assuminginsitupreservationis notnecessary);and

-a timeframefortheAOtocompleteandexpeditedreviewunder36 CFR800.11to
confirm,throughtheState HistoricPreservationOfficer,thatthefindingsoftheAOare
correctandthatmitigationis appropriate.

Iftheoperatorwishes,at anytime,torelocateactivitiestoavoidtheexpenseofmitigation
and/orthedelaysassociatedwiththisprocess,theAOwillassumeresponsibilityfor
whateverrecordationandstabilizationoftheexposedmaterialsmaybe required.
Otherwise,theoperatorwillbe responsibleformitigationcosts.TheAOwillprovide
technicaland proceduralguidelinesfortheconductofmitigation.Uponverificationfrom
theAOthatrequiredmitigationhas been completed,theoperatorwillthenbe allowedto
resumeconstruction.

c. Alllease and/orunitoperationswillbe conductedinsucha mannerthatfullcomplianceis
madewithallapplicablelaws,regulations,OnshoreOilandGasOrders,theapproved
planofoperations,andanyapplicableNoticeto Lessees. Theoperatoris fully
responsiblefortheactionsofhissubcontractors.Acopyoftheseconditionswillbe
furnishedthefieldrepresentativeto insurecompliance.

d. AcompletecopyoftheapprovedAPDshallbe on locationduringconstructionofthe
locationanddrillingactivities.
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uncoveredduringconstruction,theoperatoris to immediatelystopworkthatmightfurther
disturbsuchmaterials,andcontacttheauthorizedofficer(AO).Withinfiveworkingdays
theAOwillinformtheoperatoras to:

-whether thematerialsappeareligiblefortheNationalRegisterofHistoricPlaces;

-the mitigationmeasurestheoperatorwilllikelyhavetoundertakebeforethesitecanbe
used (assuminginsitupreservationis notnecessary);and

-a timeframefortheAOtocompleteandexpeditedreviewunder36 CFR800.11to
confirm,throughtheState HistoricPreservationOfficer,thatthefindingsoftheAOare
correctandthatmitigationis appropriate.

Iftheoperatorwishes,at anytime,torelocateactivitiestoavoidtheexpenseofmitigation
and/orthedelaysassociatedwiththisprocess,theAOwillassumeresponsibilityfor
whateverrecordationandstabilizationoftheexposedmaterialsmaybe required.
Otherwise,theoperatorwillbe responsibleformitigationcosts.TheAOwillprovide
technicaland proceduralguidelinesfortheconductofmitigation.Uponverificationfrom
theAOthatrequiredmitigationhas been completed,theoperatorwillthenbe allowedto
resumeconstruction.

c. Alllease and/orunitoperationswillbe conductedinsucha mannerthatfullcomplianceis
madewithallapplicablelaws,regulations,OnshoreOilandGasOrders,theapproved
planofoperations,andanyapplicableNoticeto Lessees. Theoperatoris fully
responsiblefortheactionsofhissubcontractors.Acopyoftheseconditionswillbe
furnishedthefieldrepresentativeto insurecompliance.

d. AcompletecopyoftheapprovedAPDshallbe on locationduringconstructionofthe
locationanddrillingactivities.
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e. Therewillbe no deviationfromtheproposeddrillingand/orworkoverprogramwithout
priorapprovalfromtheAO. Safe drillingandoperatingpracticesmustbe observed.All
wells,whetherdrilling,producing,suspended,orabandonedwillbe identifiedin
accordancewith43 CFR3162.h.

f. "SundryNoticeandReportonWells"(From3160-5)willbe filedforapprovalforall
changesofplansandotheroperationsin accordancewith43 CFR3162.3-2.

g. Thispermitwillbe validfora periodofoneyear fromthedate ofapproval.Anextension
periodmaybe granted,ifrequested,priortotheexpirationoftheoriginalapprovalperiod.

h. TheoperatororhiscontractorshallcontacttheBLMOfficesat435/259-611148 hours
priortoconstructionactivities.

13. LESSEE'SOROPERATOR'SREPRESENTATIVEANDCERTIFICATION

PermitMatters Drilling&CompletionMatters
PERMITCOINC. INTREPIDOIL&GASLLC
LisaL.Smith 700-17thStreet,Suite1700
14421CountyRoad10 Denver,CO80202
Ft.Lupton,CO80621 RichardMiller
303/857-9999(Office) 303/296-3006(Office)
303/857-0577(Fax) 303/298-7502(Fax)

CERTIFICATION

IherebycertifythatI,orpersonsundermydirectsupervision,have inspectedtheproposeddrill
siteandaccessroute;thatIamfamiliarwiththeconditionswhichcurrentlyexist;thatthe
statementsmadeinthisplanare,tothebestofmyknowledge,trueandcorrect;andthatthe
workassociatedwiththeoperationsproposedhereinwillbe performedby IntrepidOil&Gas,
LLCandtheircontractorsandsubcontractorsinconformitywiththisplanandthetermsand
conditionsunderwhichitis approved.

Thisstatementissubjecttotheprovisinsof18 U.S.C.1001forthefilingofa false statement.

March18, 2005 SylMÆL af\QMÛÛOg
Date: VenessaLan ac er - PERMITCOINC. en

AuthorizedAgentfor: 4 a
IntrepidOil&Gas,LLC & •
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WORKSHEET
ÈP&LICATION FOR PERMIT TO DRILL

APD RECEIVED: 03/28/2005 API NO. ASSIGNED: 43-019-31449

WELL NAME: CANE CREEK 8-1

OPERATOR: INTREPID OIL & GAS LLC ( N6810 )

CONTACT: VENESSA LANGMACHER PHONE NUMBER: 303-857-9999

PROPOSED LOCATION:

SENW 08 260S 200E INSPECT LOCATN BY: / /

SURFACE: 2563 FNL 1429 FWL Tech Review Initials Date
BOTTOM: 2563 FNL 1429 FWL

GRAND Engineering

UNDESIGNATED ( 2 ) Geology

LEASE TYPE: 1 - Federal Surface

LEASE NUMBER: UTU-68122

SURFACE OWNER: 1 - Federal
LATITUDE: 38.55600

PROPOSED FORMATION: PNKRN

COALBED METHANE WELL? NO LONGITUDE: -109.7402

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

VA Plat R649-2-3.

/' Bond: Fed[1] Ind[] Sta[] Fee[]
Unit CANE CREEK 06,7

(No- UTBOOO29 )
Potash (Y/N)

R649-3-2. General

Oil Shale 190-5 (B) or 190-3 or 190-13 Siting:460 From Qtr/Qtr & 920' Between Wells

/' Water Permit NA R649-3-3. Exception

(No. MUNICIPAL )
Drilling Unit

RDCC Review (Y/N)
Board Cause No:

(Date: ) Eff Date:

Fee Surf Agreement (Y/N) Siting:

R649-3-11. Directional Drill

COMMENTS:

STIPULATIONS: A<AA
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Board Cause No:

(Date: ) Eff Date:

Fee Surf Agreement (Y/N) Siting:

R649-3-11. Directional Drill

COMMENTS:

STIPULATIONS: A<AA
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BW)RKSHEET
APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 03/28/2005 API NO. ASSIGNED: 43-019-31449

WELL NAME: CANE CREEK 8-1

OPERATOR: FIDELITY E&P COMPANY ( N3155 ) PHONE NUMBER: 303-857-9999

CONTACT: VENESSA LANGMACHER

PROPOSED LOCATION: INSPECT LOCATN BY: / /
SENW 08 260S 200E Tech Review Initials Date
SURFACE: 2563 FNL 1429 FWL

BOTTOM: 2370 FNL 1310 FWL Engineering

COUNTY: GRAND Geology
LATITUDE: 38.55600 LONGITUDE: -109.7402

UTM SURF EASTINGS:609768 NORTHINGS: 4268053 Surface

FIELD NAME: UNDESIGNATED ( 2 )

LEASE TYPE: 1 - Federal

LEASE NUMBER: UTU-68122 PROPOSED FORMATION: PNKRN

SURFACE OWNER: 1 - Federal COALBED METHANE WELL? NO

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

Plat R649-2-3.

Bond: Fed[1] Ind[] Sta[] Fee[] Unit: CANE CREEK
(No. CO 1395 )

Potash (Y/N) R649-3-2. General

Oil Shale 190-5 (B) or 190-3 or 190-13 Siting:460 From Qtr/Qtr & 920' Between Wells

Water Permit R649-3-3. Exception

(No.MUNICIPAL )
Drilling Unit

RDCC Review (Y/N)
Board Cause No:

(Date: ) Eff Date:
Fee Surf Agreement (Y/N) Siting:

Intent to Commingle (Y/N) .R649-3-11. Directional Drill

COMMENTS:
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000
JON M. HUNTSMAN, JR.

Governor

GARY R. HERBERT
Lieutenant Governor

State of Utah

Department of March 29, 2005
Natural Resources

MICHAEL R. STYLER
Executive Director

Division of Intrepid Oil & Gas, LLC
Oil, Gas & Mining 700 - 17th St., Suite 1700

MARY ANN WRIGHT Denver, CO 80202
Acting Division Director

Re: Cane Creek 8-1 Well, 2563' FNL, 1429' FWL, SE NW, Sec. 8, T. 26 South,
R. 20 East, Grand County, Utah

Gentlemen:

Pursuant to the provisions and requirements of Utah Code Ann.§ 40-6-1 et
seq., Utah Administrative Code R649-3-1 et seq., and the attached Conditions of
Approval, approval to drill the referenced well is granted.

Appropriate information has been submitted to DOGM and administrative
approval of the requested exception location is hereby granted.

This approval shall expire one year from the above date unless substantial and
continuous operation is underway, or a request for extension is made prior to the
expiration date. The API identification number assigned to this well is 43-019-31449.

Sincerely,

ohn R. Baza
Associate Director

pab
Enclosures

cc: Grand County Assessor
Bureau of Land Management, Moab District Office

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84l14-5801
telephone (801) 538-5340•facsimile (801) 359-3940 •TTY (801)538-7458 •
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Operator: Intrepid Oil & Gas, LLC
Well Name & Number Cane Creek 8-1

API Number: 43-019-31449
Lease: UTU-68122

Location: SE NW Sec._8_ T. 26 South R. 20 East

Conditions of Approval

1. General
Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas
Conservation General Rules, and the applicable terms and provisions of the approved
Application for permit to drill.

2. Notification Requirements
Notify the Division within 24 hours of spudding the well.
• Contact Carol Daniels at (801) 538-5284.

Notify the Division prior to commencing operations to plug and abandon the well.
• Contact Dan Jarvis at (801) 538-5338

3. Reporting Requirements
All required reports, forms and submittals will be promptly filed with the Division,
including but not limited to the Entity Action Form (Form 6), Report of Water
Encountered During Drilling (Form 7), Weekly Progress Reports for drilling and
completion operations, and Sundry Notices and Reports on Wells requesting approval of
change of plans or other operational actions.

4. State approval of this well does not supersede the required federal approval, which must be
obtained prior to drilling.

5. This proposed well is located in an area for which drilling units (well spacing patterns) have
not been established through an order of the Board of Oil, Gas and Mining (the "Board").
In order to avoid the possibility of waste or injury to correlative rights, the operator is
requested, once the well has been drilled, completed, and has produced, to analyze
geological and engineering data generated therefrom, as well as any similar data from
surrounding areas if available. As soon as is practicable after completion ofits analysis,
and if the analysis suggests an area larger than the quarter-quarter section upon which the
well is located is being drained, the operator is requested to seek an appropriate order
from the Board establishing drilling and spacing units in conformance with such analysis
by filing a Request for Agency Action with the
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Application for Permit to Drill
Request for Permit Extension

Validation
(this form should accompany the Sundry Notice requesting permit extension)

API: 43-019-31449

Well Name: Cane Creek #8-1
Location: SE NW Section 8, T26S - R20E
Company Permit Issued to: Intrepid Oil & Gas, LLC
Date Original Permit Issued: 3/29/2005

Theundersigned as owner with legal rights to drill on the property as permitted
above, hereby verifies that the information as submitted in the previously
approved application to drill, remains valid and does not require revision.

Followinq is a checklist of some items related to the application, which should be
verified.

If location on private land, has the ownership changed, if so, has the surface
agreement been updated? Yes Noi

Have any wells been drilled in the vicinity of the proposed well which would affect
the spacing or siting requirements for this location? Yes Noi

Has there been any unit or other agreements put in place that could affect the
permitting or operation of this proposed well? Yes Noi

Have there been any changes to the access route including ownership, or right-
of-way, which could affect the proposed location? Yes No i

Has the approved source of water for drilling changed? Yes Noi

Have there been any physical changes to the surface location or access route
which would require a change in plans from what was discussed at the onsite
evaluation? Yes No

Is bonding still in place, which covers this proposed well? Yes No O

May 8, 2006
Venessa Langma he - Permitco c. Date

Title: Consultant for Intrepid Oil & Gas, LLC

RECEIVED
MAYt i 2006

DIVOFOILGAS&
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Form 9 STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS AND MINING 6. Lease Designation and Serial Number
UTU-68122

7. Indian Allottee or Tribe Name
SUNDRY NOTICES AND REPORTS ON WELLS N/A

Donot use thisformforproposalstodrillnewwells,deepen existingwells,or toreenterpluggedand abandonedwells. 8. Unit or Communitization Agreement

Use APPLICATIONFORPERM1T-- forsuch proposals CaneCreekUnit
1 Type of Well 9. Well Name and Number

O a Other (specify) Cane Creek #8-1
2 Name of Operator 10. API Well Number

IntrepidOil&Gas, LLC 43-019-31449
3. Address of Operator 4. Telephone Number 11. Field and Pool, or Wildcat

700 - 17th Street, Suite1700, Denver,CO80202 303/296-3006
5. Location of Well

Footage : 2563'FNLand 1429' FWL county : Grand County
QQ, Sec, T., R., M. : SE NWSec. 8, T26S- R20E state : Utah

12 CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

NOTICE OF INTENT SUBSEQUENT REPORT
(Submit in Duplicate) (Submit Original Form Only)

Abandonment New Construction Abandonment * New Construction

Casing Repair Pull or Alter Casing Casing Repair Pull or Alter Casing

Change of Plans Recompletion Change of Plans Shoot or Acidize

Conversion to Injection Shoot or Acidize Conversion to Injection Vent or Flare

Fracture Treat Vent or Flare Fracture Treat Water Shut-Off

Multiple Completion Water Shut-Off Other

Other Request 1 year extension of APD
Date of Work Completion

Approximate Date Work Will Start
Report results of Multiple Completions and Recompletions to different reservoirs
on WELL COMPLETION OR RECOMPLETlON AND LOG form.
* Must be accompanied by a cement verification report.

13 DESCRIBE PROPOSED OR COMPLETED OPERATIONS(Clearlystate all pertinent details, and give pertinent dates. If well is directionally drilled, give subsurface
locations and measured and true vertical depths for all markers and zones pertinent to this work.)

IntrepidOil&Gas, LLCrequests a one year extension of the subjectAPD.

Appovedby the i
Utah Division of

OH, Gas and M nin,

amehereby certiefytha he forego Ig is tr cor

Title Intrep d 0 I&
as,rLLC

oate 05/08/06

(State Use Only)

RECEIVED
(8/90) See Instructions on Reverse Side

DIVOFOIL,GAS&
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700 - 17th Street, Suite1700, Denver,CO80202 303/296-3006
5. Location of Well

Footage : 2563'FNLand 1429' FWL county : Grand County
QQ, Sec, T., R., M. : SE NWSec. 8, T26S- R20E state : Utah

12 CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
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13 DESCRIBE PROPOSED OR COMPLETED OPERATIONS(Clearlystate all pertinent details, and give pertinent dates. If well is directionally drilled, give subsurface
locations and measured and true vertical depths for all markers and zones pertinent to this work.)
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Appovedby the i
Utah Division of

OH, Gas and M nin,

amehereby certiefytha he forego Ig is tr cor

Title Intrep d 0 I&
as,rLLC

oate 05/08/06

(State Use Only)

RECEIVED
(8/90) See Instructions on Reverse Side

DIVOFOIL,GAS&
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STATE OF UTAH FORM 9
DEPARTMENT OF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING 5. LEASE DESIGNATIONAND SERIAL NUMBER:

See attached Exhibit

SUNDRY NOTICESAND REPORTS ON WELLS 6. IFINDIAN.ALLOTTEEORTRIBENAME:

7. UNITor CA AGREEMENT NAME:
Do not use this fonn far proposals lo drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or to See attached Exhibitdrill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILLform for such proposals.

1 TYPE OF WELL 8. WELLNAMEand NUMBER:
OIL WELL GAS WELL OTHER See attached Exhibit

2B bcEO
k ro n Energy Inc. $ $ S

NUMBEcR

3 ADDRESSOF OPERATOR: PHONE NUMEIER 10 FIELD AND POOL, OR WILDCAT

1512 Larimer St, Suite 550 en Denver CO 80202 (303) 460- See attached Exhibit
4 LOCATIONOF WELL

FOOTAGESATSURFACE: SEE ATTACHED EXHIBITFOR ALLWELLS & DETAILS COUNTY.

QTRIQTR. SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE;
UTAH

« CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE O DEEPEN REPERFORATECURRENTFORMATIONO NOTICE OF INTENT
(Submit in Duplicate) O ALTER CASING FRACTURE TREAT O SIDETRACK TO REPAIR WELL

Approximale date work willstart: O CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

O CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

O CHANGE TUBING O PLUG AND ABANDON O VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME O PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

O CHANGE WELL STATUS PRODUCTION (STARTIRESUME) WATER SHUT-OFF
Date ofworkcompletion:

O COMMINGLEPRODUCING FORMATIONS RECLAMATIONOFWELL SIE O OTHER:

O CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show allpertinent details including dates, depths, volumes, etc.

Effective October 1, 2006, Intrepid Oil & Gas LLC resigned as Operator of the wells listed on the attached Exhibit and Babcock
& Brown Energy Inc. has been designated as successor Operator. Concurrent with this action, Intrepid Oil & Gas LLCresigns
as Operator of thiswell and names Babcock & Brown Energy Inc. as successor Operator. Bond Number8785513659 will be
used to cover operations by Babcock & Brown Energy Inc.

(BLM Statewide Bond UTB-·00240)

Intrepid Oil & Gas LLC
By: Intr g, LLC, its Sole Member

Robert P/John vax, anager

NAME(PLEASE PRINT) TITLE PfeSident

SIGNATURE DATE 11/15/2006

(Thisspaceforsta-APPRQD / / ll / 07 - (//6 /A gg BECE\Qb.D

Division of Oil,GasandMining
OF0\L,GAS&Ig\N

(92000} Earlene Russell, Engineering
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STATE OF UTAH
DEPARTMENT OF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING

Request to Transfer Application or Permit to Drill

(This form should accompany a Sundry Notice, Form 9, requesting APD transfer)

Well name: Cane Creek No. 8-1

API number: 4301931449

Location: tr- to SENW See 8 To-sip 26S Ra ge 20E

Company that filed original application: Intrepid Oil & Gas LLC

Date original permit was issued:
Company that permit was issued to: Intrepid Oil &Gas LLC

Check Desired Action:one

Transfer pending (unapproved) Application for Permit to Drill to new operator

The undersigned as owner with legal rights to drill on the property, hereby verifies that the information as
submitted in the pending Application for Permit to Drill, remains valid and does not require revision. The new
owner of the application accepts and agrees to the information and procedures as stated in the application.

/ Transfer approved Application for Permit to Drill to new operator

The undersigned as owner with legal rights to drill on the property as permitted, hereby verifies that the
information as submitted in the previously approved application to drill, remains valid and does not require
revision.

Following is a checklist of some items related to the application, which should be verified. Yes No

Iflocated on private land, has the ownership changed?

If so, has the surface agreement been updated?

Have any wells been drilled in the vicinity of the proposed well which would affect the spacing or siting /
requirements for this location?
Have there been any unit or other agreements put in place that could affect the permitting or operation of this
proposed well?
Have there been any changes to the access route including ownership or right-of-way, which could affect the
proposed location?

Has the approved source of water for drilling changed?

Have there been any physical changes to the surface location or access route which will require a change in
plans from what was discussed at the onsite evaluation?

Is bonding still in place, which covers this proposed well? Bond No. BLM Statewide Bond UTB-00240 |

Any desired or necessary changes to either a pending or approved Application for Permit to Drillthat is being transferred,
should be filed on a Sundry Notice, Form 9, or amended Application for Permit to Drill,Form 3, as appropriate, with
necessary supporting information as required. RECE1VED
Name (please print) an pence Title President DFr.1 8 2006
Signature Date 11/15/2006

Representing (company n ) Babcock & Brown Energy Inc. DN.OFOlL,GAS&MINING

The person signing this form must ave legal authority to represent the company or individual(s) to be listed as the new operator on the Application for
Permit to Drill.

STATE OF UTAH
DEPARTMENT OF NATURALRESOURCES
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Have any wells been drilled in the vicinity of the proposed well which would affect the spacing or siting /
requirements for this location?

Have there been any unit or other agreements put in place that could affect the permitting or operation of this
proposed well?
Have there been any changes to the access route including ownership or right-of-way, which could affect the
proposed location?

Has the approved source of water for drilling changed?

Have there been any physical changes to the surface location or access route which will require a change in
plans from what was discussed at the onsite evaluation?

Is bonding still in place, which covers this proposed well? Bond No. BLM Statewide Bond UTB-00240 |

Any desired or necessary changes to either a pending or approved Application for Permit to Drillthat is being transferred,
should be filed on a Sundry Notice, Form 9, or amended Application for Permit to Drill,Form 3, as appropriate, with
necessary supporting information as required. RECE1VED
Name (please print) an pence Title President DFr.1 8 2006
Signature Date 11/15/2006

Representing (company n ) Babcock & Brown Energy Inc. DN.OFOlL,GAS&MINING

The person signing this form must ave legal authority to represent the company or individual(s) to be listed as the new operator on the Application for
Permit to Drill.
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DEPARTMENT OF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING
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United States Department of the Interior
BUREAU OF LAND MANAGEMENT

Utah State Office TAKE PRIDR'
P.O. Box 45155 BN M gg CA

Salt Lake City, UT 84145-0155

IN REPLY REFER TO
3U1T

922 DEC19 2006

Babcock & Brown Energy Inc.
1512 Larimer, Suite 550
Denver, CO 80202

Re: Cane Creek Unit
Grand & San Juan Counties,

Gentlemen:

On December 18, 2006, we received an indenture dated October 1, 2006, whereby Intrepid Oil&
Gas LLC resigned as Unit Operator and Babcock & Brown Energy Inc. was designated as
Successor Unit Operator for the Cane Creek Unit,Grand and San Juan Counties, Utah.

This indenture was executed by all required parties and the signatory parties have complied with
Sections 5 and 6 of the unitagreement. The instrument is hereby approved effectiveDecember 19,
2006. In approving this designation, the Authorized Officerneither warrants nor certifies that the
designated party has obtained all required approval that would entitle itto conduct operations under
the Cane Creek UnitAgreement.

Your statewide (Utah) oiland gas Bond No. UTBOOO240willbe used to cover all operations within
the Cane Creek Unit.

It is requested that you notifyall interested parties of the change in unit operator. Copies of the
approved instruments are being distributed to the appropriate federal offices,with one copy retumed
herewith.

Sincerely,

/s/ Douglas Cook

Douglas Cook
Chief, Branch of Fluid Minerals

Enclosure

boc: Field Manager -Moab (wlenclosure)
SITLA
Division of Oil,Gas & Mining
Dockets RECEIVED
Fi -SCeacneCChreenkUnit (wlenclosure) DEC2 1 2M
Reading File
Central Files DN.0FOIL,GAS&MNNG
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Division of Oil, Gas and Mining ROUTING

OPERATOR CHANGE WORKSHEET L DE
2. CDW

X - Change of Operator (Well Sold) Operator Name Change/Merger
The operator of the well(s) listed below has changed, effective: 10/1/2006

FROM: (Old Operator): TO: ( New Operator):
N6810-Intrepid Oil & Gas, LLC N3135-Babcock & Brown Energy, Inc.

700 17th St, Suite 1700 1512 Larimer St, Suite 550
Denver, CO 80202 Denver, CO 80202

Phone: 1 (303) 296-3006 Phone: 1 (303) 460-1132

CA No. Unit: CANE CREEK

OPERATOR CHANGES DOCUMENTATION
Enter date after each listed item is completed
1. (R649-8-10) Sundry or legal documentation was received from the FORMER operator os 12/18/2006

2. (R649-8-10) Sundry or legal documentation was received from the NEW operator on: 12/18/2006

3. The new company was checked on the Department of Commerce, Division of Corporations Database on: 12/28/2006

4a. Is the new operator registered in the State of Utah: YES Business Number: 6404096-0143

5a. (R649-9-2)Waste Management Plan has been received on: REQUESTED
5b. Inspections of LA PA state/fee well sites complete on n/a

Sc. Reports current for Production/Disposition & Sundries on: OK

6. Federal and Indian Lease Wells: The BLM and or the BIA has approved the merger, name change,
or operator change for all wells listed on Federal or Indian leases on: BLM 12/19/2006 BIA

7. Federal and Indian Units:
The BLM or BIA has approved the successor of unit operator for wells listed on: 12/19/2006

8. Federal and Indian Communization Agreements ("CA"):
The BLM or BIA has approved the operator for all wells listed within a CA on: n/a

9. Underground Injection Control ("UIC") The Division has approved UIC Form 5, Transfer of Authority to

Inject, for the enhanced/secondary recovery unit/project for the water disposal well(s) listed on: n/a

DATA ENTRY:
1. Changes entered in the Oil and Gas Database on: 12/28/2006
2. Changes have been entered on the Monthly Operator Change Spread Sheet on: 12/26/2006
3. Bond information entered in RBDMS on: 12/28/2006
4. Fee/State wells attached to bond in RBDMS on: 12/28/2006
5. Injection Projects to new operator in RBDMS on: n/a
6. Receipt of Acceptance of Drilling Procedures for APD/New on: 12/28/2006

BOND VERIFICATION:
1. Federal well(s) covered by Bond Number: UTBOOO240
3a. (R649-3-1) The NEW operator of any fee well(s) listed covered by Bond Number 8785513659

3b. The FORMER operator has requested a release of liability from their bond on: not yet

LEASE INTEREST OWNER NOTIFICATION:
4. (R649-2-10) The FORMER operator of the fee wells has been contacted and informed by a letter from the Division

of their responsibility to notify all interest owners of this change on: n/a

Babcock & Brown FORM A.xis

Division of Oil, Gas and Mining ROUTING
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2. CDW
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OPERATOR CHANGE WORKSHEET L DE
2. CDW
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EXHIBIT"A"

Attached to Form 9, Change of Operator, from Intrepid Oil & Gas LLCto Babcock & Brown Energy Inc., effectiveOctober 1, 2006

LEASE UNIT WELLNAMEINUMBER API NO. FIELD LOCATION TYPE
Footaae Odod Sma Iwa Bas countv

UTU047858 N/A LongCanyon No. 1 43-019-15925 LongCanyon 2,339' FNL 2,473' FWL SENW 9 26S 20E Grand OilWell

UTU065971 Kane Springs Kane Springs Federal 43-019-31310 Big Flat 1,650' FSL 1,700' FEL NWSE 27 25S 19E Grand OilWell
No. 27-1

UTU053626 Kane Springs Kane Springs Federal 43-019-31324 Park Road 800' FSL 1,918' FEL SWNE 19 268 20E Grand OilWell
No. 19-1A

ML-40761 Cane Creek Cane Creek No. 2-1 43-019-31396 BigFlat 2,289' FNL 518' FEL SENE 2 26S 19E Grand OilWell

UTU047858 Kane Springs Kane Springs Federal 43-019-31331 HellRoaring 2,333' FSL 2,112' FEL NWSE 10 25S 18E Grand OilWell
No. 10-1

UTU053624 Kane Springs Kane Springs Federal 43-019-31334 Big Flat 934' FNL 1,678' FEL NWNE 34 25S 19E Grand OilWell
No. 25-19-34-1

ML44333 Kane Springs Kane Springs Federal 43-019-31341 Wildcat 960' FSL 1,960' FWL SESW 16 25S 18E Grand Water Disposal
No. 16-1

UTU065972 Cane Creek Cane Creek No. 1-1 43-019-31446 Wildcat 2,240' FSL 1,317' FWL NWSW 1 268 19E Grand OilWell
(Permit)

UTU068122 Cane Creek Cane Creek No.8-1 43-019-31449 Wildcat 2,563' FNL 1,429' FWL SENW B 26S 20E Grand OilWell
(Permit)

UTU046693 Cane Creek Cane Creek 24-1 43-019-31447 Wildcat 682' FNL 2,829' FEL NENW 24 26S 19E Grand OilWell
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Form 9 STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING 6. Lease Designation and Serial Number

UTU-68122
7. Indian Allottee or Tribe Name

SUNDRY NOTICESAND REPORTS ON WELLS N/A
Donot use thisformforproposalstodrillnewwells,deepen existingwells,orto reenterpluggedand abandonedwells. 8. Unit or CommunitizationAgreement

Use APPLICATIONFORPERMIT- forsuch proposals CaneCreekUnit
1. Type of Well 9. Well Name and Number

Il e i
Other (specify) CaneCreek#8-1

2. Name of Operator 10. API Well Number

Babcock &BrownEnergyInc. 43-019-31449
3. Address of Operator 4. Telephone Number 11. Field and Pool, or Wildcat

1512LarimerStreet, Suite550,Denver,CO80202 303/460-1132 Undesignated
5. Location of Well

Footage : 2563'FNLand 1429'FWL County : Grand County
QQ, Sec, T., R., M. : SE NWSec.8, T26S- R20E state : Utah

12. CHECK APPROPRIATE BOXES TO IN[ ICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

NOTICE OF INTENT SUBSEQUENT REPORT
(Submit in Duplicate) (Submit Original Form Only)

Abandonment New Construction Abandonment * New Construction

Casing Repair Pull or Alter Casing Casing Repair Pull or Alter Casing

Change of Plans Recompletion Change of Plans Shoot or Acidize

Conversion to Injection Shoot or Acidize Conversion to Injection Vent or Flare

Fracture Treat Vent or Flare Fracture Treat Water Shut-Off

Multiple Completion Water Shut-Off Other

other RO¶U9St 1 yearOXtenSl00 Of APD
Date of Work Completion

Approximate Date Work Will Start
Report results of Multiple Completions and Recompletions to different reservoirs
on WELL COMPLETION OR RECOMPLETIONANDLOGform.
* Mustbe accompanied by a cement verification report.

13. DESCRIBE PROPOSED OR COMPLETED OPERATIONS(Clearlystate all pertinent details, and give pertinentdates. Ifwell is directionally drilled,give subsurface

locations and measured and true vertical depths for all markers and zones pertinent to this work.)

Babcock &BrownEnergy Inc. requests a oneyear extensionofthesubject APD.

Approvedby the
UtahDMslonof

4 Gas and Mining

14. I hereby certifythat foregoing is true an correct. ÛORSUllant IOT

Name & Signature Title Babcock &BrownEnergy Inc· oate 03/22/07

(State Use Only)

RECEIVED

(8/90) See Instructions on Reverse Side

DIVOFOIL,GAS
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Application for Permit to Drill
Request for Permit Extension

Validation
(this form should accompany the Sundry Notice requesting permit extension)

API: 43-019-31449
Well Name: Cane Creek #8-1
Location: SE NW Section 8, T26S - R20E
Company Permit Issued to: Babcock & Brown Energy Inc.
Date Original Permit Issued: 3 /2005

Theundersigned as owner with legal rights to drill on the property as permitted
above, hereby verifies that the information as submitted in the previously
approved application to drill, remains valid and does not require revision.

Followinq is a checklist of some items related to the application, which should be
verified.

If location on private land, has the ownershi changed, if so, has the surface
agreement been updated? Yes No X

Have any wells been drilled in the vicinityof the proposed wellwhich would affect
the spacing or siting requirements for this location? Yes Noi

Has there been any unit or other agreements put in place that could affect the
permitting or operation of this proposed well? Yes No

Have there been any changes to the access route including ownership, or right-
of-way,which could affect the proposed location? Yes No

Has the approved source of water for drilling changed? Yes No

Have there been any physical changes to the surface location or access route
which would require a change in plans from what was discussed at the onsite
evaluation? Yes O No

Is bonding still in place, which covers this proposed well? Yes No O

A90A/L lì FL March 22, 2007
Venessa Langmac'her - Permitco Inc. Date

Title: Consultant for Babcock & Brown Energy inc.

RECEIVED
MARZ 6 2007

DIV.0FOIL,GAS&
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Form 9 STATEOF UTAH
DEPARTMENT OF NATURALRESOURCES v ¡ ¡ a a

DIVISION OF OIL, GAS AND MINING 6. Lease Designationand Serial Number
UTU-68122

7. Indian Allotteeor Tribe Name

SUNDRY NOTICES AND REPORTS ON WELLS N/A
Donotuse thisformforproposalstodrillnewwells,deepen existingwells,ortoreenterpluggedandabandonedwells. 8. Unitor Communitization Agreement

UseAPPLICATIONFORPERMIT- forsuch proposals CaneCreekUnit
1. Type of Well 9. Well Name and Number

Other (specify) CaneCreek#8-1

2. Name of Operator 10. API Well Number

Babcock &BrownEnergyInc. 43-019-31449

3. Address of Operator 4. Telephone Number 11. Field and Pool, or Wildcat

1512LarimerStreet, Suite550,Denver,CO80202 | 303/460-1132 Undesignated
5. Location of Well

Footage : 2563'FNLand1429'FWL County : GrandCounty
QQ, Sec, T., R., M. : SE NWSec. 8, T26S- R20E state : Utah

12. CHECK APPROPRIATE BOXES TO INEICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

NOTICE OF INTENT SUBSEQUENTREPORT

(Submit in Duplicate) .
• (SubmitOriginal Form Only)

Abandonment New Construction Abandonment * New Construction

Casing Repair Pull or Alter Casing Casing Repair Pull or Alter Casing

Change of Plans Recompletion Change of Plans Shoot or Acidize

Conversion to injection Shoot or Acidize Conversion to Injection Vent or Flare

Fracture Treat Vent or Flare Fracture Treat Water Shut-Off

Multiple Completion Water Shut-Off Other

Other
Date of Work Completion

Approximate Date Work Will Start
Report results of MultipleCompletions and Recompletions to different reservoirs
on WELL COMPLETIONOR RECOMPLETION AND LOGform.
* Mustbe accompanied by a cement verification report.

13. DESCRIBE PROPOSED OR COMPLETEDOPERATIONS(Clearlystate all pertinent details, and give pertinent dates. Ifwell is directionally drilled, give subsurface

locations and measured and truevertical depths for all markers and zones pertinent to this work.)

Babcock&BrownEnergy Inc.hereby requeststorevisethedrillingprogramfor theabovementionedwell.Attachedpleasefind the
revised drillingprogram.

14. I hereby certifytha e foregoing is true nd correct. ÛORSultant IOf

Name & Signature Title Babcock &BrownEnergy InC• Date 03/22/07

(State Use Only) Utah Division of
Oil, Gas and Mining FederalApproval0fThis RECENED

Date O
ActionisNecessary

(8/90) See Instructions on Reverse
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• (SubmitOriginal Form Only)

Abandonment New Construction Abandonment * New Construction

Casing Repair Pull or Alter Casing Casing Repair Pull or Alter Casing

Change of Plans Recompletion Change of Plans Shoot or Acidize

Conversion to injection Shoot or Acidize Conversion to Injection Vent or Flare

Fracture Treat Vent or Flare Fracture Treat Water Shut-Off

Multiple Completion Water Shut-Off Other

Other
Date of Work Completion

Approximate Date Work Will Start
Report results of MultipleCompletions and Recompletions to different reservoirs
on WELL COMPLETIONOR RECOMPLETION AND LOGform.
* Mustbe accompanied by a cement verification report.

13. DESCRIBE PROPOSED OR COMPLETEDOPERATIONS(Clearlystate all pertinent details, and give pertinent dates. Ifwell is directionally drilled, give subsurface

locations and measured and truevertical depths for all markers and zones pertinent to this work.)

Babcock&BrownEnergy Inc.hereby requeststorevisethedrillingprogramfor theabovementionedwell.Attachedpleasefind the
revised drillingprogram.

14. I hereby certifytha e foregoing is true nd correct. ÛORSultant IOf

Name & Signature Title Babcock &BrownEnergy InC• Date 03/22/07

(State Use Only) Utah Division of
Oil, Gas and Mining FederalApproval0fThis RECENED

Date O
ActionisNecessary

(8/90) See Instructions on Reverse



CONFIDENTIAL- TIGHTHOLE

ONSHOREOIL&GASORDERNO.1

ApprovalofOperationsonOnshore
FederalandIndianOil&Gas Leases

CaneCreek#8-1
2563' FNLand1429'FWL

SENWSection8,T26S- R20E
GrandCounty,Utah

PreparedFor:

BABCOCK&BROWNENERGYINC.

By:

PERMITCOINC.
14421CountyRoad10

Ft.Lupton,Colorado80621
303/857-9999

CopiesSentTo:

4 - BLM- Moab,UT
1 - UtahDivisionofOil,Gas&Mining- SLC,UT / "%
1 - FidelityExploration&ProductionCompany- Denver,CO
1 - Babcock&BrownEnergyInc.- Denver,CO
1 - EnergyOperatingCornpany,Inc.- Lakewood,CO 7| j'j'
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ONSHOREORDERNO.1 CONFIDENTIAL- TIGHTHOLE
Babcock&BrownEnergyInc.
CaneCreek#8-1 Lease No.UTU-68122
2563'FNLand1429'FWL
SE NWSection8, T26S- R20E DRILLINGPROGRAM
GrandCounty,Utah Page 1

ONSHOREOIL&GASORDERNO.1
ApprovalofOperationson Onshore

Federaland IndianOiland Gas Leases

Basedonourinterpretationofthe3Dseismicdata, theproposedCaneCreek8-1isdefinitelyfaultseparated
fromthecurrentlyproducingLongCanyon#1. OurgeologicmodelsuggeststhattheproposedCane Creek
8-1 and theLongCanyon#1 wellswillproducefromdifferentfracturesystems.

Allleaseand/orunitoperationswillbeconductedinsucha mannerthatfullcomplianceismadewithapplicable
laws,regulations(43CFR3100),OnshoreOilandGasOrderNo.1,andtheapprovedplanofoperations.The
operatorisfullyresponsiblefortheactionsofhissubcontractors.Acopyoftheseconditionswillbe furnished
the·fieldrepresentativetoinsurecompliance.

1. ESTIMATEDTOPSIGEOLOGICMARKERS

Theestimatedtopsofimportantgeologicmarkersareas follows:

Formation MeasuredDepth Subsea

NavajolKayenta Surface +6,002'

WingateSs 180' +5,832'

Chinle 385' +5,627'

Moenkopi 695' +5,317'

Cutler 1,145' +4,867'

Hermosa 1,920' +4,092'

16Salt 3,995' +2,017'

Clastic3 4,415' +1,597'

Clastic15 6,145' -133'

CaneCreek 7,155' -1,143'

PinkertonTrail 7,815' -1,803'

T.D. 7,925' -1,913'

PERIITC0
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ONSHOREORDERNO.1 CONFIDENTIAL- TIGHTHOLE
Babcock&BrownEnergyInc.
CaneCreek#8-1 Lease No.UTU-68122

2563'FNLand1429'FWL
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2. ESTIMATEDDEPTHOFOIL,GASWATERANDOTHERMINERALBEARINGZONES

Theestimateddepthsatwhichthetopandbottomoftheanticipatedwater,oil,gas orothermineral
bearingformationsareexpectedtobe encounteredareas follows:

Substance Formation Depth

Brine Clastic15 6,145'

Oil CaneCreek 7,155'

Allfreshwaterandprospectivelyvaluablemineralsencounteredduringdrilling,willbe recordedby

depth and willbe casedand cemented.Whenpossible,water flowrateswillbe measuredand
sampleswillbe takenandanalyzedwiththeresultsbeingsubmittedtotheBLM.Alloilandgasshows
willbe testedtodeterminecommercialpotential.

3. BLOWOUTPREVENTER(BOP)EQUIPMENT

Babcock&BrownEnergyInc.'sminimumspecificationsforpressurecontrolequipmentareas follows:

RamType:11"Hydraulicdouble,10,000psiw.p.

BOPsystemswillbeconsistentwithAPIRP53andOnshoreOilandGasOrderNo.2.Pressuretests
ofthesurfacecasingandallBOPequipmentpotentiallysubjecttopressurewillbe conductedbefore

drillingthesurfacecasingshoe.Blowoutpreventercontrolswillbe installedpriortodrillingthesurface
casingshoeandwillremaininuseuntilthewelliscompletedorabandoned.Rampreventerswillbe

inspectedandoperatedeachtrip(nomorethanoncea dayisnecessary),andannularpreventerswill

be inspectedandoperatedweeklytoensuregoodmechanicalworkingorder.These inspectionsshall
be recordedinthedrillinglogandinthedailydrillingreport.

Ramtypepreventersandassociatedequipmentshallbe testedtoapprovedstackworkingpressure
if isolatedby testplugor to 70 percentof internalyieldpressure of casing. Pressure shallbe

maintainedforat least 10 minutesoruntilrequirementsoftestaremet,whicheveris longer. Ifa test
plugis utilized,nobleed-offpressureis acceptable.Foratestnotutilizinga testplug,ifa declinein

pressureofmorethan10percentin30 minutesoccurs,thetestshallbe consideredtohave failed.

Valveoncasinghead belowtestplugshallbe openduringtestofBOPstack.
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ONSHOREORDERNO.1 CONFIDENTIAL- TIGHTHOLE
Babcock&BrownEnergyInc.
CaneCreek#8-1 Lease No.UTU-68122

2563'FNLand1429'FWL
SE NWSection8,T26S- R20E DRILLINGPROGRAM
GrandCounty,Utah Page 2

2. ESTIMATEDDEPTHOFOIL,GASWATERANDOTHERMINERALBEARINGZONES

Theestimateddepthsatwhichthetopandbottomoftheanticipatedwater,oil,gas orothermineral
bearingformationsareexpectedtobe encounteredareas follows:

Substance Formation Depth

Brine Clastic15 6,145'

Oil CaneCreek 7,155'

Allfreshwaterandprospectivelyvaluablemineralsencounteredduringdrilling,willbe recordedby

depth and willbe casedand cemented.Whenpossible,water flowrateswillbe measuredand
sampleswillbe takenandanalyzedwiththeresultsbeingsubmittedtotheBLM.Alloilandgasshows
willbe testedtodeterminecommercialpotential.

3. BLOWOUTPREVENTER(BOP)EQUIPMENT

Babcock&BrownEnergyInc.'sminimumspecificationsforpressurecontrolequipmentareas follows:

RamType:11"Hydraulicdouble,10,000psiw.p.

BOPsystemswillbeconsistentwithAPIRP53andOnshoreOilandGasOrderNo.2.Pressuretests
ofthesurfacecasingandallBOPequipmentpotentiallysubjecttopressurewillbe conductedbefore

drillingthesurfacecasingshoe.Blowoutpreventercontrolswillbe installedpriortodrillingthesurface
casingshoeandwillremaininuseuntilthewelliscompletedorabandoned.Rampreventerswillbe

inspectedandoperatedeachtrip(nomorethanoncea dayisnecessary),andannularpreventerswill

be inspectedandoperatedweeklytoensuregoodmechanicalworkingorder.These inspectionsshall

be recordedinthedrillinglogandinthedailydrillingreport.

Ramtypepreventersandassociatedequipmentshallbe testedtoapprovedstackworkingpressure

if isolatedby testplugor to 70 percentof internalyieldpressure of casing. Pressure shallbe

maintainedforat least 10 minutesoruntilrequirementsoftestaremet,whicheveris longer. Ifa test
plugis utilized,nobleed-offpressureis acceptable.Foratestnotutilizinga testplug,ifa declinein

pressureofmorethan10percentin30 minutesoccurs,thetestshallbe consideredtohave failed.

Valveoncasinghead belowtestplugshallbe openduringtestofBOPstack.

PERIITC0

ONSHOREORDERNO.1 CONFIDENTIAL- TIGHTHOLE
Babcock&BrownEnergyInc.
CaneCreek#8-1 Lease No.UTU-68122

2563'FNLand1429'FWL
SE NWSection8,T26S- R20E DRILLINGPROGRAM
GrandCounty,Utah Page 2

2. ESTIMATEDDEPTHOFOIL,GASWATERANDOTHERMINERALBEARINGZONES

Theestimateddepthsatwhichthetopandbottomoftheanticipatedwater,oil,gas orothermineral
bearingformationsareexpectedtobe encounteredareas follows:

Substance Formation Depth

Brine Clastic15 6,145'

Oil CaneCreek 7,155'

Allfreshwaterandprospectivelyvaluablemineralsencounteredduringdrilling,willbe recordedby

depth and willbe casedand cemented.Whenpossible,water flowrateswillbe measuredand
sampleswillbe takenandanalyzedwiththeresultsbeingsubmittedtotheBLM.Alloilandgasshows
willbe testedtodeterminecommercialpotential.

3. BLOWOUTPREVENTER(BOP)EQUIPMENT

Babcock&BrownEnergyInc.'sminimumspecificationsforpressurecontrolequipmentareas follows:

RamType:11"Hydraulicdouble,10,000psiw.p.

BOPsystemswillbeconsistentwithAPIRP53andOnshoreOilandGasOrderNo.2.Pressuretests
ofthesurfacecasingandallBOPequipmentpotentiallysubjecttopressurewillbe conductedbefore

drillingthesurfacecasingshoe.Blowoutpreventercontrolswillbe installedpriortodrillingthesurface
casingshoeandwillremaininuseuntilthewelliscompletedorabandoned.Rampreventerswillbe

inspectedandoperatedeachtrip(nomorethanoncea dayisnecessary),andannularpreventerswill

be inspectedandoperatedweeklytoensuregoodmechanicalworkingorder.These inspectionsshall

be recordedinthedrillinglogandinthedailydrillingreport.

Ramtypepreventersandassociatedequipmentshallbe testedtoapprovedstackworkingpressure

if isolatedby testplugor to 70 percentof internalyieldpressure of casing. Pressure shallbe

maintainedforat least 10 minutesoruntilrequirementsoftestaremet,whicheveris longer. Ifa test
plugis utilized,nobleed-offpressureis acceptable.Foratestnotutilizinga testplug,ifa declinein

pressureofmorethan10percentin30 minutesoccurs,thetestshallbe consideredtohave failed.

Valveoncasinghead belowtestplugshallbe openduringtestofBOPstack.

PERIITC0

ONSHOREORDERNO.1 CONFIDENTIAL- TIGHTHOLE
Babcock&BrownEnergyInc.
CaneCreek#8-1 Lease No.UTU-68122

2563'FNLand1429'FWL
SE NWSection8,T26S- R20E DRILLINGPROGRAM
GrandCounty,Utah Page 2

2. ESTIMATEDDEPTHOFOIL,GASWATERANDOTHERMINERALBEARINGZONES

Theestimateddepthsatwhichthetopandbottomoftheanticipatedwater,oil,gas orothermineral
bearingformationsareexpectedtobe encounteredareas follows:

Substance Formation Depth

Brine Clastic15 6,145'

Oil CaneCreek 7,155'

Allfreshwaterandprospectivelyvaluablemineralsencounteredduringdrilling,willbe recordedby

depth and willbe casedand cemented.Whenpossible,water flowrateswillbe measuredand
sampleswillbe takenandanalyzedwiththeresultsbeingsubmittedtotheBLM.Alloilandgasshows
willbe testedtodeterminecommercialpotential.

3. BLOWOUTPREVENTER(BOP)EQUIPMENT

Babcock&BrownEnergyInc.'sminimumspecificationsforpressurecontrolequipmentareas follows:

RamType:11"Hydraulicdouble,10,000psiw.p.

BOPsystemswillbeconsistentwithAPIRP53andOnshoreOilandGasOrderNo.2.Pressuretests
ofthesurfacecasingandallBOPequipmentpotentiallysubjecttopressurewillbe conductedbefore

drillingthesurfacecasingshoe.Blowoutpreventercontrolswillbe installedpriortodrillingthesurface
casingshoeandwillremaininuseuntilthewelliscompletedorabandoned.Rampreventerswillbe

inspectedandoperatedeachtrip(nomorethanoncea dayisnecessary),andannularpreventerswill

be inspectedandoperatedweeklytoensuregoodmechanicalworkingorder.These inspectionsshall

be recordedinthedrillinglogandinthedailydrillingreport.

Ramtypepreventersandassociatedequipmentshallbe testedtoapprovedstackworkingpressure

if isolatedby testplugor to 70 percentof internalyieldpressure of casing. Pressure shallbe

maintainedforat least 10 minutesoruntilrequirementsoftestaremet,whicheveris longer. Ifa test
plugis utilized,nobleed-offpressureis acceptable.Foratestnotutilizinga testplug,ifa declinein

pressureofmorethan10percentin30 minutesoccurs,thetestshallbe consideredtohave failed.

Valveoncasinghead belowtestplugshallbe openduringtestofBOPstack.

PERIITC0

ONSHOREORDERNO.1 CONFIDENTIAL- TIGHTHOLE
Babcock&BrownEnergyInc.
CaneCreek#8-1 Lease No.UTU-68122

2563'FNLand1429'FWL
SE NWSection8,T26S- R20E DRILLINGPROGRAM
GrandCounty,Utah Page 2

2. ESTIMATEDDEPTHOFOIL,GASWATERANDOTHERMINERALBEARINGZONES

Theestimateddepthsatwhichthetopandbottomoftheanticipatedwater,oil,gas orothermineral
bearingformationsareexpectedtobe encounteredareas follows:

Substance Formation Depth

Brine Clastic15 6,145'

Oil CaneCreek 7,155'

Allfreshwaterandprospectivelyvaluablemineralsencounteredduringdrilling,willbe recordedby

depth and willbe casedand cemented.Whenpossible,water flowrateswillbe measuredand
sampleswillbe takenandanalyzedwiththeresultsbeingsubmittedtotheBLM.Alloilandgasshows
willbe testedtodeterminecommercialpotential.

3. BLOWOUTPREVENTER(BOP)EQUIPMENT

Babcock&BrownEnergyInc.'sminimumspecificationsforpressurecontrolequipmentareas follows:

RamType:11"Hydraulicdouble,10,000psiw.p.

BOPsystemswillbeconsistentwithAPIRP53andOnshoreOilandGasOrderNo.2.Pressuretests
ofthesurfacecasingandallBOPequipmentpotentiallysubjecttopressurewillbe conductedbefore

drillingthesurfacecasingshoe.Blowoutpreventercontrolswillbe installedpriortodrillingthesurface
casingshoeandwillremaininuseuntilthewelliscompletedorabandoned.Rampreventerswillbe

inspectedandoperatedeachtrip(nomorethanoncea dayisnecessary),andannularpreventerswill

be inspectedandoperatedweeklytoensuregoodmechanicalworkingorder.These inspectionsshall

be recordedinthedrillinglogandinthedailydrillingreport.

Ramtypepreventersandassociatedequipmentshallbe testedtoapprovedstackworkingpressure

if isolatedby testplugor to 70 percentof internalyieldpressure of casing. Pressure shallbe

maintainedforat least 10 minutesoruntilrequirementsoftestaremet,whicheveris longer. Ifa test
plugis utilized,nobleed-offpressureis acceptable.Foratestnotutilizinga testplug,ifa declinein

pressureofmorethan10percentin30 minutesoccurs,thetestshallbe consideredtohave failed.

Valveoncasinghead belowtestplugshallbe openduringtestofBOPstack.

PERIITC0

ONSHOREORDERNO.1 CONFIDENTIAL- TIGHTHOLE
Babcock&BrownEnergyInc.
CaneCreek#8-1 Lease No.UTU-68122

2563'FNLand1429'FWL
SE NWSection8,T26S- R20E DRILLINGPROGRAM
GrandCounty,Utah Page 2

2. ESTIMATEDDEPTHOFOIL,GASWATERANDOTHERMINERALBEARINGZONES

Theestimateddepthsatwhichthetopandbottomoftheanticipatedwater,oil,gas orothermineral
bearingformationsareexpectedtobe encounteredareas follows:

Substance Formation Depth

Brine Clastic15 6,145'

Oil CaneCreek 7,155'

Allfreshwaterandprospectivelyvaluablemineralsencounteredduringdrilling,willbe recordedby

depth and willbe casedand cemented.Whenpossible,water flowrateswillbe measuredand
sampleswillbe takenandanalyzedwiththeresultsbeingsubmittedtotheBLM.Alloilandgasshows
willbe testedtodeterminecommercialpotential.

3. BLOWOUTPREVENTER(BOP)EQUIPMENT

Babcock&BrownEnergyInc.'sminimumspecificationsforpressurecontrolequipmentareas follows:

RamType:11"Hydraulicdouble,10,000psiw.p.

BOPsystemswillbeconsistentwithAPIRP53andOnshoreOilandGasOrderNo.2.Pressuretests
ofthesurfacecasingandallBOPequipmentpotentiallysubjecttopressurewillbe conductedbefore

drillingthesurfacecasingshoe.Blowoutpreventercontrolswillbe installedpriortodrillingthesurface
casingshoeandwillremaininuseuntilthewelliscompletedorabandoned.Rampreventerswillbe

inspectedandoperatedeachtrip(nomorethanoncea dayisnecessary),andannularpreventerswill

be inspectedandoperatedweeklytoensuregoodmechanicalworkingorder.These inspectionsshall

be recordedinthedrillinglogandinthedailydrillingreport.

Ramtypepreventersandassociatedequipmentshallbe testedtoapprovedstackworkingpressure

if isolatedby testplugor to 70 percentof internalyieldpressure of casing. Pressure shallbe

maintainedforat least 10 minutesoruntilrequirementsoftestaremet,whicheveris longer. Ifa test
plugis utilized,nobleed-offpressureis acceptable.Foratestnotutilizinga testplug,ifa declinein

pressureofmorethan10percentin30 minutesoccurs,thetestshallbe consideredtohave failed.

Valveoncasinghead belowtestplugshallbe openduringtestofBOPstack.

PERIITC0



ONSHOREORDERNO.1 CONFIDENTIAL- TIGHTHOLE
Babcock&BrownEnergyInc.
CaneCreek#8-1 Lease No.UTU-68122

2563' FNLand1429'FWL
SE NWSection8,T26S- R20E DRILLINGPROGRAM
GrandCounty,Utah Page 3

Annulartypepreventers(ifused)shallbe testedto50 percentofratedworkingpressure. Pressure
shallbe maintainedat least 10minutesoruntilprovisionsoftestaremet,whicheveris longer.

Valvesshallbe testedfromworkingpressuresideduringBOPEtestswithalldownstreamvalves
open.

Whentestingthekilllinevalve(s)thecheckvalveshallbe heldopenortheballremoved.

ABOPEpitleveldrillshallbe conductedweeklyforeachdrillingcrew.

TheBOPandrelatedequipmentshallmeettheminimumrequirementsofOnshoreOilandGasOrder
No.2 forequipmentand testingrequirements,procedures,etc.,andindividualcomponentsshallbe
operableas designed. Chartrecordersshallbe usedforallpressuretests.

Pressuretestsshallapplytoallrelatedwellcontrolequipment.

Alloftheabovedescribedtestsand/ordrillsshallbe recordedinthedrillinglog. Test charts,with
individualtestresultsidentified,shallbe maintainedon locationwhiledrillingand shallbe made
availabletoa BLMrepresentativeuponrequest.
Pressuretestsshallapplytoallrelatedwellcontrolequipment.

a. ThesizeandratingoftheBOPstackisshownontheattacheddiagram.Althougha righas
notbeen chosentodrillthiswell,mostoftheequipmentforthisdepthofholeintheareause
a 11",10,000psiworkingpressureblowoutpreventor.

b. Achokelineanda killlinearetobeproperlyinstalled.Thekilllineis _n_ot tobe usedas a
fill-upline.

c. Theaccumulatorsystemshallhavea pressurecapacitytoprovideforrepeatedoperationof
hydraulicpreventers.

d. Drillstringsafetyvalve(s),tofitalltoolsinthedrillstring,aretobe maintainedontherigfloor
whiledrillingoperationsare inprogress.

BOPStack: 600'to4650'
13-5/8"x3000psiwp

4650'toTD
11"x 10,000psiwp
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4. CASINGANDCEMENTINGPROGRAM

a. The proposedcasingandcementingprogramshallbe conductedas approvedtoprotect
and/orisolateallusablewaterzones, potentiallyproductivezones, lostcirculationzones,
abnormallypressuredzones, and anyprospectivelyvaluabledeposits of minerals.Any
isolatingmediumotherthancementshallreceiveapprovalpriortouse. Thecasingsetting
depthshallbe calculatedtopositionthecasingseatoppositea competentformationwhich
willcontainthe maximumpressureto which it willbe exposedduringnormaldrilling
operations.Determinationofcasingsettingdepth shallbe based on allrelevantfactors,
including;presencelabsenceof hydrocarbons;fracture gradients;usable water zones;
formationpressures;lostcirculationzones;otherminerals;orotherunusualcharacteristics.
AIIindicationsofusablewatershallbe reported.

b. Casingdesignshallassumethatmaximumanticipatedmudweightsareas follows:

0-600' 10.0ppg(0.52psi/ft)
600'-4650' 10.0ppg(0.52psilft)
4650'-TD 16.0 ppf(0.83psilft)

c. Casingcollarsshallhavea minimumclearanceof0.422inchesofallsidesinthehole/casing
annulus,withrecognitionthatvariancescanbe grantedforjustifiedexceptions.

d. Allwaitingoncementtimesshallbe adequatetoachievea minimumof500psicompressive
strengthat thecasingshoepriortodrillingout.

e. Allcasingexcepttheconductorcasing,shallbe neworreconditionedandtestedusedcasing
thatmeetsorexceedsAPIstandardsfornewcasing.

f. Thesurfacecasingshallbe cementedbacktosurfaceeitherduringtheprimarycementjob
orbyremedialcementing.

g. Allindicationsofusablewatershallbe reportedtotheauthorizedofficerpriortorunningthe
nextstringofcasingorbeforepluggingordersarerequested,whicheveroccursfirst.

h. Threecentralizerswillbe runonthebottomthreejointsofsurfacecasingwitha minimumof
onecentralizerperjointstartingwiththeshoejoint.

PEI ITC0
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i. Topplugsshallbe usedtoreducecontaminationofcementbydisplacementfluid.Abottom
plugorotheracceptabletechnique,suchas a suitablepreflushfluid,innerstringcement
method,etc.shallbe utilizedtohelpisolatethecementfromcontaminationbythemudfluid
beingdisplacedaheadofthecementslurry.

j. Allcasingstringsbelowtheconductorshallbe pressuretestedto0.22psiperfootofcasing
stringlengthor 1500psi,whicheverisgreater,but nottoexceed70percentoftheminimum
internalyield.Ifpressuredeclinesmorethan10percentin30minutes,correctiveactionshall
be taken.

k. Onallexploratorywells,andonthatportionofanywellapprovedfora 5MBOPEsystemor
greater,a pressureintegritytestofeachcasingshoeshallbe performed.Formationat the
shoe shallbe testedtoa minimumofthe mudweightequivalentanticipatedtocontrolthe
formationpressuretothenextcasingdepthorat totaldepthofthewell. Thistestshallbe
performedbeforedrillingmorethan20feet ofnewhole.

I. Theproposedcasingprogramwillbe as follows:

Purpose Depth HoleSize O.D. Weight Grade Type New/Used

Surface 0' - 450' 17-1/2" 13-3/8" 48# H-40 ST&C New

intermediate 0' - 4,425' 12-1/4" 9-5/8" 40# N-80 LT&C New

Production O'- 7,925' 8-3/4" 7" 29# HCL-80 LT&C New

* Intermediatecasingpointmaybe reviseddependingondepthoffirstsaltand thepresence
ofanylostcirculation.Acasingscatbased intheClasticsis desired.

n. Casingdesignsubjecttorevisionbased ongeologicconditionsencountered.
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o. Thecementprogramwillbe as follows:

Surface TypeandAmount

0 - 600' Lead:225sxPremiumLight,0.25pps D29,1%$1,+/- 15.8ppg,1.15 ft3/sk.
Tail:250sxClassG, 0.25 pps D29,1%$1,+/- 15.8ppg,1.15ft3/sk

Intermediate TypeandAmount

0 - 4,650' Lead:800sxPremiumLite,5%Salt,8%Bentonite,3#lskKolSeal,0.5%
SodiumMetasilicate,1/4ppscelloflake,+/- 15.8ppg,2.42ft3/sk.
Tail:300sxClassG,5%Salt,0.2%SodiumMetasilicate,1/4ppscelloflake,
15.8ppg,1.17ft3/sk.

Production TypeandAmount

3,800' - 7,700' 650sxClassG,0.45%DO65,0.25%D167,0.35%D800,0.2%D121,0.2%
DO46,+/- 16.4ppg,1.08ft3/sk.

* Surfacecementcalculatedwith100%excess.
Intermediatecementcalculatedwith50%excess.
Productioncementcalculatedwith20%excess.

* Actualcementvolumeswillbe calculatedfromcaliperlog. Cementslurriesaredependent
uponactualbottomholetemperaturesandpressures.

p. Aftercementingbutbeforecommencinganytest,thecasingstringshallstandcementeduntil
thecementhas reacheda compressivestrengthofat least 500psiat theshoe. WOCtime
shallbe recordedinthedriller'slog.

q. Thefollowingreportsshallbe filedwiththeDistrictManagerwithin30 days aftertheworkis
completed.

1. Progress reports,Form3160-5(formerly9-331)"SundryNoticesand Reportson
Wells",mustincludecompleteinformationconcerning:
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a. Settingofeachstringofcasing,showingthesize,grade,weightofcasing
set, holesize,settingdepth,amountsandtypeofcementused,whether
cementcirculatedor thetopof thecementbehindthecasing,depthof
cementingtoolsused,casingtestmethodandresults,andthedate work
wasdone. Showthespuddate onthefirstreportssubmitted.

b. Temperature or bond logsmustbe submittedfor
eachwellwherethecasingcementwasnot
circulatedtothesurface.

r. Auxiliaryequipmenttobe used is as follows:

1. Kellycock
2. Nobitfloatisdeemednecessary.
3. Asubwitha fullopeningvalve.

s. Thedrillingprocedurewillbe as follows:

1. DrillintotheCaneCreekformationat 7,155', and TDthestraighthole at 7,925'
2. Testor evaluatetheCaneCreekorotherzones ofinterestas deemed necessary.
3. Set7"casingat7,925'andcementto3,800'.

5. MUDPROGRAM

a. Theproposedcirculatingmediumstobe employedindrillingareas follows:

Interval MudType MudWt. Visc. F/L

O'- 4,425' AirorFreshWaterGel 8.8-9.4 30-38 20-30

4,425' - 7,725' 80/20OilBase Mud 10-16 50-60 10-20

* Air/mist/foamwillbeutilizeduntilsignificantwaterinfluxisobserved.

Sufficientmudmaterialswillbe storedon locationtomaintainwellcontrolandcombatlost
circulationproblemsthatmightreasonablybe expected.
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b. Duetopotentialforcontaminationofusablequalitywateraquifers,chromatesare banned
fromFederalleases.

c. HazardoussubstancesspecificallylistedbytheEPAas a hazardouswasteordemonstrating
a characteristicof a hazardous waste willnot be used in drilling,testingor completion
operations.

6. TESTING,LOGGINGANDCORING

Theanticipatedtypeandamountoftesting,loggingandcoringareas follows:

a. Nodrillstemtestsareanticipated.However,if DST's are run,thefollowingrequirements
willbe adheredto:

Initialopeningof drillstem testtoolsshallbe restrictedtodaylighthours unless specific
approvaltostartduringotherhoursisobtainedfromtheauthorizedofficer.However,DST's
maybe allowedtocontinueatnightifthetestwasinitiatedduringdaylighthoursandtherate
offlowis stabilizedand ifadequatelightingis available(i.e.lightingwhichis adequatefor
visibilityandvapor-proofforsafeoperations).Packerscanbe released,buttrippingshallnot
beginbeforedaylight,unlesspriorapprovalisobtainedfromtheauthorizedofficer.Closed
chamberDSTsmaybe accomplisheddayornight.

ADSTthatflowstothesurfacewithevidenceofhydrocarbonsshallbe eitherreversedout
ofthetestingstringundercontrolledsurfaceconditions.Thiswouldinvolveprovidedsome
meansforreversecirculation.

Separationequipmentrequiredfortheanticipatedrecoveryshallbe properlyinstalledbefore
a teststarts.

Allengineswithin100feetofthewellborethatarerequiredto"run"duringthetestshallhave
sparkarrestersorwatercooledexhausts.

b. Theloggingprogramwillconsistof(ata minimum),GammaRay,DensityNeutronandSonic
LogsfromsurfacecasingtoTD.

c. Nocoresareanticipated.
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d. Whetherthewellis completedas a dry hole or as a producer,"WellCompletionand
RecompletionReportandLog"(Form3160-4)willbe submittednotlaterthan30 days after
completionofthewelloraftercompletionofoperationsbeingperformed,inaccordancewith
43 CFR3164. Twocopiesof all logs,coredescriptions,coreanalyses,well-testdata,
geologicsummaries,sampledescription,andallothersurveysordataobtainedandcompiled
duringthe drilling,workover,and/orcompletionoperations,willbe filedwithform3160-4.
Samples(cuttings,fluids,and/orgases) willbe submittedwhenrequestedbytheauthorized
officer(AO).

e. Theanticipatedcompletionprogramisas follows:

Perforatezones ofinterestandplaceonproduction.

7. ANTICIPATEDPRESSURESANDH2S

a. Theexpectedmaximumbottomholepressureis +/- 6000psi.

b. Nohydrogensulfidegas was encounteredon the Cane Creek#2-1, thereforetheneed for
an H2Splanis notanticipated.

c. As per OnshoreOrderNo.6, III,A,2.b.,if hydrogensulfideis present the"operatorshall
initiallytestthe H2Sconcentrationofthe gas stream foreach wellor productionfacility..."
Submitthe resultsofthistestwithin30 days offilingForm3160-4,"WellCompletionor
RecompletionReportandLog".

8. OTHERINFORMATIONANDNOTIFICATIONREQUIREMENTS

a. Shouldthewellbe successfullycompletedforproduction,theAOwillbe notifiedwhenthe
wellisplacedina producingstatus.Suchnotificationwillbesentbytelegramorotherwritten
communications,notlaterthan5 daysfollowingthedate onwhichthewellis placedon
production.

b. Productiondata shallbe reportedto the MMSpursuantto 30 CFR 216.5 usingform
MMS/3160.
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c. Thedateonwhichproductioniscommencedorresumedwillbe construedforoilwellsas the
date onwhichliquidhydrocarbonsarefirstsoldorshippedfroma temporarystoragefacility,
suchas a testtank,andforwhicha runticketis requiredtobe generatedor,thedate on
whichliquidhydrocarbonsarefirstproducedintoa permanentstoragefacility,whicheverfirst
occurs;and,forgaswellsas thedate onwhichassociatedliquidhydrocarbonsarefirstsold
orshippedfroma temporarystoragefacility,suchas a testtank,andforwhicha runticket
is requiredtobe generatedorthedate onwhichgas is firstmeasuredthroughpermanent
meteringfacilities,whicheverfirstoccurs.

d. PursuanttoNTL-4A,lessees oroperatorsareauthorizedtovent/flaregasduringinitialwell
evaluationtests,notexceedinga periodof30 days ortheproductionof50 MMCFofgas,
whicheveroccursfirst. Anapplicationmustbe filedwiththeDistrictEngineerandapproval
received,foranyventing/flaringofgas beyondthe initial30 dayorauthorizedtestperiod.

e. Gasproducedfromthiswellmaynotbe ventedorflared beyondan initialauthorizedtest
periodof30days or50 MMCFfollowingitscompletion,whicheveroccursfirst,withoutthe
priorwrittenapprovalofthe AuthorizedOfficer.Shouldgas be vented or flaredwithout
approvalbeyondtheauthorizedtestperiod,theoperatormaybe directedtoshut-inthewell
untilthegas can be capturedor theoperatorshallbe requiredtocompensatethe lessorfor
thatportionofthegasventedorflaredwithoutapprovalwhichis determinedtohave been
avoidablylost.

f. Aschematicfacilitiesdiagramas requiredby43CFR3162.7-2,3162.7-3and3162.7-4shall
be submittedtotheappropriateDistrictOfficewithin30daysofinstallationorfirstproduction,
whicheveroccursfirst. Allsitesecurityregulationsas specifiedin 43 CFR 3162.7 and
OnshoreOrderNo.3 shallbe adheredto.Allproductlinesenteringandleavinghydrocarbon
storagetankswillbe effectivelysealedinaccordancewith43 CFR3162.7-4.

g. Section102(b)(3)of the Federal Oiland Gas RoyaltyManagementAct of 1982, as
implementedbytheapplicableprovisionsoftheoperatingregulationsatTitle43CFR3162.4-

1(c),requiresthat"notlaterthanthe5th businessday afteranywellbeginsproductionon
whichroyaltyis due anywhereon a lease siteor allocatedto a lease site,or resumes
productioninthecase ofa wellwhichhas been offproductionformorethan90 days, the
operatorshallnotifytheauthorizedofficerby letterorsundrynotice,Form3160-5,ororally
tobe followedbya letterorsundrynotice,ofthedate onwhichsuchproductionhas begun
orresumed."
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Ifyoufailtocomplywiththisrequirementinthemannerandtimeallowed,youshallbe liable
fora civilpenaltyofupto$10,000perviolationforeachdaysuchviolationcontinues,notto
exceeda maximumof 20 days. See Section109(c)(3)oftheFederalOilandGas Royalty
ManagementActof1982andtheimplementingregulationsatTitle43CFR3162.4-1(b)(5)(ii).

h. Drillingoperationsareplannedtocommenceuponapprovalofthisapplication.

i. Itis anticipatedthatthedrillingofthiswellwilltakeapproximately25days.

j. Nolocationwillbe constructedormoved,nowellwillbe plugged,andnodrillingorworkover
equipmentwillbe removedfroma welltobe placed in a suspendedstatuswithoutprior
approvaloftheAO. Ifoperationsare tobe suspended,priorapprovaloftheAOwillbe
obtainedandnotificationgivenbeforeresumptionofoperations.

k. ImmediateReport:Spills,blowouts,fires,leaks,accidents,oranyotherunusualoccurrences
shallbe promptlyreportedinaccordancewiththerequirementsofNTL-3Aorits revision.

l. Ifa replacementrigiscontemplatedforcompletionoperations,a "SundryNotice"Form3160-

5 tothateffectwillbe filed,forpriorapprovaloftheAO,and allconditionsofthisapproved
planareapplicableduringalloperationsconductedwiththereplacementrig.

m. PursuanttoOnshoreOrderNo.7,withtheapprovaloftheDistrictEngineer,producedwater

maybe temporarilydisposedofintounlinedpitsfora periodofupto90 days. Duringthe
periodso authorized,an applicationforapprovalofthepermanentdisposalmethod,along
withtherequiredwateranalysisandotherinformation,mustbe submittedtotheDistrict
Engineer.

n. Nowellabandonmentoperationswillbe commencedwithoutthepriorapprovaloftheAO.
Inthecase ofnewlydrilleddryholesorfailures,andinemergencysituations,oralapproval
willbe obtainedfromtheSO. A"SubsequentReportofAbandonment"Form3160-5,willbe
filedwiththeAOwithin30daysfollowingcompletionofthewellforabandonment.Thisreport
willindicatewhereplugswereplacedandthecurrentstatusofsurfacerestoration.Final
abandonmentwillnot be approveduntilthe surfacereclamationwork requiredby the
approvedAPDorapprovedabandonmentnoticehas been completedtothesatisfactionof
theAOorhis representative.ortheappropriateSurfaceManagingAgency.
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H-3180-1UNITIZATION (EXPLORATORY)

FORMAT FOR A DESIGNATION OF AG NT
(Submitin triplicate)

The undersigned is, on the records of the Bureau of Land Management, UnitOperator
under the cane creek Unit Agreement,
Grands County, yr , No. UTU-

, approved and effective on 4 /15/2002
San Juan 80000X

and hereby designates:

Name: Fidelity Exploration & Production Co

Address: 1700 Lincoln St. ste 2800

Denver, CO 80203

as its agent, with fullauthority to act on its behalf in complying with the termsof the unit
agreementand regulations applicable thereto and on whom the Authorized Officer or his
representative may serve writtenor oral instructions in securing compliance withthe Oil and Gas
Operating Regulations with respect to drilling, testing, and completing Unit Well No. 8 -1 in
theS_E_.1/4 M/4, Sec. _8_, T.g§., R21amna County, nah . Bond coverage
will be provided under (Statewide, Nationwide,Lessee)BondNo. en 1 a om

It is understood that this Designation of Agent does not relieve the Unit Operator of
responsibility for compliance with the termsof the unit agreement and the oil and gas operating
regulations. It is also understood that this Designation of Agent does not constitute an
assignment of any interestunder the unit agreement or any lease committed thereto.

In case of default on the of the designated agent, the Unit Operator will make full and
prompt compliance with all regu ations,lease terms, or orders of the Secretary of the Interior or
his duly authorized representative.

The Unit Operatoragrees promptlyto notify the Authorized Officerof any change inthe
designatedagent.

This Designation of Agent is deemedto be temporary and inno mannera permanent
arrangement, and a designated agent may not designate another party as agent.
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H-3180-1 - UNITIZATION (EXPLORATORY)

This designation is given only to enable the agent herein designated to drill the above
specified well. It is understood that this Designation of Agent is limited to the fieldoperations
performedwhile drillingand completing the specified well and does not includeadministrative
actions requiring specificauthorization of the Unit Operator. This designation in no way will
serve as authorization for the agent to conduct fieldoperations for the specified well after it has
been completed forproduction. Unlesssoonerterminated,thisdesignation shallterminatewhen

. there is filedinthe appropriate office of the Bureau of LandManagement all reports atid a Well
l CompletionReportand Log (Form 3160-4) as required bythe approved Application for Permit to
| Drillfor the specifiedwell.

In the event the above specified well is completed as a non-paying unit well, the authority
for the designated agent to operate this well shall be established by completion of the Delegation
of Authority to Operate Non-paying Unit Wellform and submittal of the form to the appropriate
office ofthe Authorized Officer.

I

I

4/74/07 Babcock & Brown Energy Inc.
( Date erator

4/24/07 gy.
Date Autho Officer

Van Z. ence, Vice President
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STATE OF UTAH FORM5 .

DEPARTMENTOF NATURALRESOURCES
DIVISIONOF OIL, GAS AND MINING

I

DESIGNATIONOF AGENT OR OPERATOR

The undersigned is, on record, the holder of oil and gas fease

LEASE NAME: Cane Creek Unit

LEASE NUMBER TITTT6 A1 ??

and hereby designates

NAME: Fidelity Exploration & Production company $Í

ADDRESS: 1700 Lincoln St- r 649• 2000

city Denver state ÇO ziP 80203

as his (check one) agent IKI operator 0, withfull a ority to act in is behalf 10.complying with the terms of the lease and

regulations applicablethetatoand on whomthe DivisionDirectoror AuthorizedAgent may serve writtenor oral instructionsin

securingcompliance.withtheOiland Gas Consërvation GeneralRules and ProceduralRules oftheBoard of Oll,Gas and Mining

of the State of Utah with respect to , ,

(Describe acreage to which thisdesignation is applicable. Identifyeach oHand gas wellþyAPI pumberarxl name. Attach additionalpages as

needed.)

Cane Creek Unit y Cane Creek #8-1
043-019-31449 APPROVED /31 / 0 7
SENW Sec 8 T26S-R20E -------

2563 FNL & Ín29 FWL

Division of Oil,Gas and Mining
Earlene Russell, Engineering Technician

it is understoodthatthisdesignation of agentloperatordoes not relieve the lessee of responsibilityfor compliance with theterms
of the lease and the Oiland Gas Conservation General Rules and Procedural Rules ofthe Boani of Oil, Gas and Mining of the
State ofUtah. It is also understood thatthisdesignation of agent oroperator does notconstitute an assignment ofany interest in

the lease.

,
in case ofdefault on thepart ofthedesignated agentloperator, thelessee willmake fulland prompt compliancewith allrules, lease

terms or orders of theBoard of Oil, Gas and Miningof the State of Utah or its authorized representative.

The lessee agrees to promptly notifythe DivisionDirector or Authorized Agent of any change in this designation.

Effective Date of Designation: Apri l 96, 2007

BY: (Name) Va Z Spence OF: (company)Rahr•nr•1r e Renum Rnargy Inc.

(Signature) (Address) 1512 Larimer St- r Ste. 550

(Tme) citv T)ppver .

ECEIVED
(Phone) 303-It60-l137 stateCO ma 80202

APR3O2007
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and hereby designates

NAME: Fidelity Exploration & Production company $Í

ADDRESS: 1700 Lincoln St- r 649• 2000

city Denver state ÇO ziP 80203

as his (check one) agent IKI operator 0, withfull a ority to act in is behalf 10.complying with the terms of the lease and

regulations applicablethetatoand on whomthe DivisionDirectoror AuthorizedAgent may serve writtenor oral instructionsin

securingcompliance.withtheOiland Gas Consërvation GeneralRules and ProceduralRules oftheBoard of Oll,Gas and Mining

of the State of Utah with respect to , ,

(Describe acreage to which thisdesignation is applicable. Identifyeach oHand gas wellþyAPI pumberarxl name. Attach additionalpages as

needed.)

Cane Creek Unit y Cane Creek #8-1
043-019-31449 APPROVED /31 / 0 7
SENW Sec 8 T26S-R20E -------

2563 FNL & Ín29 FWL

Division of Oil,Gas and Mining
Earlene Russell, Engineering Technician

it is understoodthatthisdesignation of agentloperatordoes not relieve the lessee of responsibilityfor compliance with theterms
of the lease and the Oiland Gas Conservation General Rules and Procedural Rules ofthe Boani of Oil, Gas and Mining of the
State ofUtah. It is also understood thatthisdesignation of agent oroperator does notconstitute an assignment ofany interest in

the lease.

,
in case ofdefault on thepart ofthedesignated agentloperator, thelessee willmake fulland prompt compliancewith allrules, lease

terms or orders of theBoard of Oil, Gas and Miningof the State of Utah or its authorized representative.

The lessee agrees to promptly notifythe DivisionDirector or Authorized Agent of any change in this designation.

Effective Date of Designation: Apri l 96, 2007

BY: (Name) Va Z Spence OF: (company)Rahr•nr•1r e Renum Rnargy Inc.
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RECEIVED
STATE OF UTAH

DEPARTMENT OF NATURALRESOURCES JUNO7 2007
DIVISIONOF OIL, GAS AND MINING

DIV.0\¯0\L,CÆt MlflIrlC
Request to Transfer Application or Permit to Drill

(This form should accompany a Sundry Notice, Form 9, requesting APD transfer)

Well name: Cane Creek 8•1

API number: 043-019-31449

Location:SENW 8-T268-R?.0E Qtr-Qtt: Section: Township: Range:

Company that filed original application: Intrepid Oil & Gas LLC

Date original permit was issued: 3 / 2 9 / 0 5

Company that permit was issued to: Babcock & Brown Energy Inc

Check Desired Action:one

Transfer pending (unapproved) Application for Permit to Drill to new operator

The undersigned as owner with legal rights to drillon the property, hereby verifies that the information as
submitted in the pending Application for Permit to Drill,remains valid and does not require revision. The new
owner of the application accepts and agrees to the information and procedures as stated in the application.

X Transfer approved Application for Permit to Drill to new H¡Ydm¾K Agent

The undersigned as ownerwith legal rights to drillon the property as permitted, hereby verifies that the
information as submitted in the previously approved application to drill, remains valid and does not require
revision.

Following is a checklist of some items related to the application, which should be verified. Yes No

Iflocated on private land, has the ownership changed? Federal Land X

Ifso, has the surface agreement been updated? N/A

Have any wells been drilled in the vicinity of the proposed well which would affect the spacing or siting
requirements for this location? X
Have there been any unit or other agreements put in place that could affect the permitting or operation of this X
proposed well?
Have there been any changes to the access route including ownership or right-of-way, which could affect the X
proposed location?

Has the approved source of water for drilling changed? X

Have there been any physical changes to the surface location or access route which will require a change in
plans from what was discussed at the onsite evaluation? X

Is bonding still in place, which covers this proposed well? Bond No. COl395 X

Any desired or necessary changes to either a pending or approved Application for Permit to Drillthat is being transferred,
should be filed on a Sundry Notice, Form 9, or amended Application for Permit to Drill,Form 3, as appropriate, with
necessary supporting information as required.

Name(pleaseprint)Marie O'Keefe Title Production Reporting Manager

Signature Date 6 / 6 /0 7
Representing (company name) idelity Exploration and Production

The person signing this form must have legal authority to represent the company or individual(s) to be listed as the new operator on the Application for
Permit to Drill.
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Form 3f60-3 FORM APPROVED
(August 1999) OMB No. 1004-0136

UNITED STATES Expires November 30, 2000
DEPARTMENT OF THE INTERJOR 5. Lease Serial No RECEiVED

BUREAUOF LAND MANAGEMENT UTU-68122 MDABFlEl DOFF
APPLICATIONFORPERMITTODRILLORREENTER 6. If Indian, Allottee or Tribe Name

N/A
la. Type of Work: DRILL REENTER 7. If Unit or CA Agreement, Name and No.

CaneCreekUnit DEPTOFTHF INTE
8. Lease Name and Well 80 itEAU0FL ANDt

b. Type of Well: Oil Well Gu Wel Other Single Zone Multiple Zone CaneCreek #8-1

2. Name of Operator --306/996-3006 7 0 9. API Well No.

3. Name of Agent 303-857-9999 14421CountyRoad 10 10. Field and Pool, or Exploratory

Permitco Inc. - Agent Fort Lupton,CO80621 Wildcat
4. Location of Well (Report location clearly and in accordance with any State requirements.*) 11. Sec., T., R., M., or Blk, and Survey or Area

At surface 2563'FNLand 1429'FWL Sec.8, T26S-R20E
At proposed prod. zone SE NW
14. Distance in miles and direction from nearest town or post office* 12. County or Parish 13. State

Approximately29 milesnorthwestof Moab,Utah Grand Utah
15. Distancefíom proposed* 16. No. of Acres in lease 17. Spacing Unit redicated to this well

location tó nearest
property or lease line, ft 1429'(Also to nearest drig. umt line, if any) 916.8 N/A

18. Distancefrom proposed location* 19. Proposed Depth 20. BLM/BIA Bond No. on fileto nearest well, dnlling, completed,
applied for, on this lease, A None 7,925' Statewide Bond NumberUTB000029

21. Elevations (Show whether DF, KDB, RT, GL, etc.) 22. Approximate date work will start* 23. Estimated duration

6005' GL ASAP 25 Days
24. Attachments CONFIDENTIAL-TIGHTHOLF

The following, completed in accordance with the requirements of Onshore Oil and Gas Order No. 1, shall be attached to this form:

1. Well plat certified by a registered surveyor. 4. Bond to cover the operations unless covered by an existing bond on file (see

2. A Drilling Plan. Item 20 above).

3. A Surface Use Plan (if the location is on National Forest System Lands, 1 5. Operator certification.

SUPO shall be filed with the appropriate Forest Service Office. 6. Such other site specific information and/or plans as may be required by the
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Application approval does not warrant or certify that the applicant holds legal or equitable title to those rights in the subject lease which would entitle the applicant to
conduct operations thereon.

Conditions of approval, if any, are attached.

Title 18 U.S.C. Section 1001and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfully to make to any department or agency of the
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UNITED STATES Expires November 30, 2000
DEPARTMENT OF THE INTERJOR 5. Lease Serial No RECEiVED

BUREAUOF LAND MANAGEMENT UTU-68122 MDABFlEl DOFF
APPLICATIONFORPERMITTODRILLORREENTER 6. If Indian, Allottee or Tribe Name

N/A
la. Type of Work: DRILL REENTER 7. If Unit or CA Agreement, Name and No.

CaneCreekUnit DEPTOFTHF INTE
8. Lease Name and Well 80 itEAU0FL ANDt

b. Type of Well: Oil Well Gu Wel Other Single Zone Multiple Zone CaneCreek #8-1

2. Name of Operator --306/996-3006 7 0 9. API Well No.

3. Name of Agent 303-857-9999 14421CountyRoad 10 10. Field and Pool, or Exploratory

Permitco Inc. - Agent Fort Lupton,CO80621 Wildcat
4. Location of Well (Report location clearly and in accordance with any State requirements.*) 11. Sec., T., R., M., or Blk, and Survey or Area

At surface 2563'FNLand 1429'FWL Sec.8, T26S-R20E
At proposed prod. zone SE NW
14. Distance in miles and direction from nearest town or post office* 12. County or Parish 13. State
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15. Distancefíom proposed* 16. No. of Acres in lease 17. Spacing Unit redicated to this well

location tó nearest
property or lease line, ft 1429'(Also to nearest drig. umt line, if any) 916.8 N/A

18. Distancefrom proposed location* 19. Proposed Depth 20. BLM/BIA Bond No. on fileto nearest well, dnlling, completed,
applied for, on this lease, A None 7,925' Statewide Bond NumberUTB000029

21. Elevations (Show whether DF, KDB, RT, GL, etc.) 22. Approximate date work will start* 23. Estimated duration

6005' GL ASAP 25 Days
24. Attachments CONFIDENTIAL-TIGHTHOLF
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1. Well plat certified by a registered surveyor. 4. Bond to cover the operations unless covered by an existing bond on file (see
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Babcock & Brown Energy, Inc.
Cane Creek No. 8-1
Lease UTU-68122
Cane Creek Unit
SE/NW Sec. 8, T26S, R20E
Grand County, Utah

A COMPLETE COPY OF THIS APPROVED PERMIT and Conditions of Approval shall be
maintained on location during all construction and drilling operations, and shall be
available to contractors to ensure compliance.

CONDITIONS OF APPROVAL

Approval of this application does not warrant or certify that the applicant holds legal or equitable
title to those rights in the subject lease which would entitle the applicant to conduct operations
thereon.

Be advised that Babcock & Brown Energy, Inc. is considered to be the operator of the above
well and is responsible under the terms and conditions of the lease for the operations conducted
on the leased lands.

Bond coverage for this well is provided by UTB 000240 (Principal - Babcock & Brown Energy,
Inc.) via surety consent as provided for in 43 CFR 3104.2.

This officewillhold the aforementioned operator and bond liable until the provisions of
43 CFR 3106.7-2 continuing responsibilityare met.

This permit will be valid for a period of two years from the date of approval. After permit
termination, a new application must be filed for approval.

All lease operations will be conducted in full compliance with applicable regulations
(43 CFR 3100), Onshore Oil and Gas Orders, lease terms, notices to lessees, and the approved
plan of operations. The operator is fully responsible for the actions of his subcontractors.
Failure to comply with the provisions of this permit, including applicable regulations, stipulations,
and/or approval conditions, will be considered a violation subject to the enforcement provisions
of 43 CFR Subpart
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Cane Creek No. 8-1
Lease UTU-68122
Cane Creek Unit
SE/NW Sec. 8, T26S, R20E
Grand County, Utah
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and/or approval conditions, will be considered a violation subject to the enforcement provisions
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A. DRILLING PROGRAM

1. BOPE -Intermediate Section: The intermediate section of hole (from the surface
casing shoe to intermediate casing setting depth) will utilize a 3M BOP with two
rams, an annular preventer (and a rotating head when drilling with air).

2. BOPE --Production Section: Below the intermediate shoe, a 10M BOP willbe
used. The use of a 5M annular preventer, as was proposed, is an acceptable
exception to the 10M standards. Additional requirements of 10M BOPE systems,
that were not addressed in the application, include, but are not limited to (please
refer to Onshore Oil& Gas Order No. 2 for further detail):

-mud/gas separator,
-remote kill line running unobstructed to the edge of the substructure,
-remotely operated choke line valve,
-remotely operated choke

Installation, testing and operation of the BOP system shall be in conformance with
Onshore Oiland Gas Order No. 2.

3. The surface casing (13-3/8") shall be set a minimum of 50 into the Chinle
Formation.

4. Drilling reports, which describe the activities of each day, shall be submitted to
the BLM Moab Field Office on a weekly, or more frequent, basis. In addition to a
daily summary of activities, drilling reports shall include the drilling fluid weight,
details of casing and cement, water flows, lost circulation zones and any other
information that would contribute to the understanding of drilling conditions.

5. A pressure integrity test of the intermediate casing shoelformation shall be
conducted prior to drilling more than 20 feet below the shoe. This is test the
casing shoe to the equivalent mud weight that it is expected to be exposed to.
This is not intended to be a leak-off test.

6. A cement bond log (CBL) or other appropriate tool for determining cement top
and quality shall be run on the 7-inch production casing.

7. Concurrent approval from the State of Utah, Division of Oil, Gas & Mining
(DOGM) is
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B. SURFACE

Soils:
1. Divert water from the access roads at frequent intervals to reduce erosion from

the road surface.

2. Apply site-specific measures determined at the on-site inspections to minimize
storm water runoff from the well pad.

3. Stockpile all brush, limbs, crushed stumps and other woody material separately
from the topsoil just outside the well pad perimeter. Stockpile the stripped
vegetation and available topsoil (to a 6" depth) separately just outside the well
pad perimeter. Use the stripped vegetation for interim reclamation. if the
topsoil stockpile is not used within six months it would be seeded or otherwise
protected to ensure topsoil integrity and prevent erosion.

4. Prohibit off-road travel by employees or contractors except in emergency
situations.

5. Distribute and seed any soil material that is excavated as a result of boring
under the Long Canyon Road.

6. Stabilize and re-vegetate/reclaim as soon as practical following disturbance
using seed mixes approved by the BLM or appropriate SMA.

7. Educate the field crews in the identification of soil crusts and the need to avoid
them to minimize disturbance to crusts.

8. Restrict vehicle use to the upgraded areas of the existing 2-track roads and the
distLirbed area of the well pads.

9. Decrease vehicle tire pressure if possible while traveling off-road to reduce
damage to biological crusts.

Cultural Resources:
1. If subsurface cultural resources are unearthed during operations, activity in the

vicinity of the cultural resource would cease an the BLM AO would be notified
immediately. Pursuant to 43 CFR 10.4, the operator must notify the BLM AO
by telephone, with written confirmation, immediately upon the discovery of
human remains, funerary items, sacred objects, or objects of cultural
patrimony. Further, the operator must stop all activities in the vicinity of the s
discovery until notified to proceed by the AO.

2. The operator will be responsible for informing all persons associated with this
project that they will be subject to prosecution for knowingly disturbing Native
American Indian shrines, historic and prehistoric archaeology sites, or for
collecting artifacts of any kind, including historic items and/or arrowheads and
pottery fragments from federal lands.

3. Survey all temporary use areas for the presence of cultural resources, including
within the road
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TES Species:
1. Construction, drillingand completion operations willnot occur within½ mile

of MSO nest locations, PACs, or prime habitat (unless cleared) between
March 1 and August 31.

2. Recommended: The locked gate on the road on the mine property that leads
to Big Chief Canyon should remain locked and a "No Trespassing" sign should
be posted at the gate.

3. Recommended: Ïhe operator should initiate discussions with the State of Utah
and Dead Horse Point State Park and offer to pay for and install a locked gate
to deter vehicle access to the dirt road that provides access to the MSO PAC
area through the park above Big Chief Canyon.

Migratory birds, including Raptors:
1. Conduct field surveys to determine the presence of nesting raptors prior to

commencement of drilling or construction activities during the raptor nesting
season.

2. Install flagging adjacent to active pits.

3. The following seasonal and spatial buffers.should be applied to occupied raptor
nests, as applicable to the project area. They have been developed and
successfully applied for several years with input from, and in coordination with,
the Utah Division of Wildlife Resources (UDWR) and the US Fish and Wildlife
Service USFWS 2002 Utah Field Office Guidelines for Raptor Protection from
the Human and Land Use Distrubances.

goldeneagle February 1 - July 15 ½-mile
January 1 - August 15

bald eagle November 1 - March 15 for 1-mile
winter roost areas)

peregrinefalcon February 1 - August 1-mile
red-tailed hawk April 1 - July 15 ½-mile
burrowing owl April 1 - August 15 ¼-mile
American kestrel May 1 - June 30 ½-mile

Water:
1. Install silt fences downslope from the Cane Creek 1-1 and 8-1 locations during

construction to prevent sediments from reaching Bull Canyon during precipitation
events.

Recreation:
1. Coordinate with the Authorized Officer regarding the possible installation of noise

controllattenuation equipment for the Cane Creek 1-1 and 8-1 so that the noise
audible in the upper reaches of Bull and Dry Fork Canyons is diminished. Possible
noise control mechanisms include the installation of sound insulated buildings and/or
the use of hospital-type
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C. REQUIRED APPROVALS, REPORTS AND NOTIFICATIONS

Required verbal notificationsare summarized in Table 1, attached.

Buildinq Location- Contact the Moab Field Office, Natural Resource Protection Specialist at least
48-hours prior to commencing construction of location.

Spud- The spud date will be reported to BLM 24-hours prior to spudding. Written notification in
the form of a Sundry Notice (Form 3160-5) will be submitted to the Moab Field Officewithin 24-
hours after spudding, regardless of whether spud was made with a dry hole digger or big rig.

Daily Drillinq Reports- Daily drilling reports shall detail the progress and status of the well and
shall be submitted to the Moab Field Office on a weekly basis.

Oil and Gas Operations Reports (OGORs)- Production from this well shall be reported to
Minerals Management Service (MMS) on a monthly basis.

Sundry Notices- There will be no deviation from the proposed drilling and/or workover program
without prior approval. "Sundry Notices and Reports on Wells" (Form 3160-5) will be filed with
the Moab Field Office for approval of all changes of plans and subsequent operations in
accordance with 43 CFR 3162.3-2. Safe drilling and operating practices must be observed.

Drillinq Suspensions- Operations authorized by this permit shall not be suspended for more than
30 days without prior approval of the Moab Field Office. Allconditions of this approval shall be
applicable during any operations conducted with a replacement rig.

Undesirable Events- Spills, blowouts, fires, leaks, accidents, or any other unusual occurrences
shall be immediately reported to the BLM in accordance with requirements of NTL-3A.

Cultural Resources- If cultural resources are discovered during construction, work that might
disturb the resources is to stop, and the Moab Field Office is to be notified.

First Production- Should the well be successfully completed for production, the Moab Field
Officewillbe notified when the well is placed in producing status. Such notification may be made
by phone, but must be followed by a sundry notice or letter not later than five business days
following the date on which the well is placed into production.

A first production conference will be scheduled as soon as the productivity of the well is
apparent. This conference should be coordinated through the Moab Field Office. The Moab
Field Office shall be notified prior to the first sale.

Well Completion Report- Whether the well is completed as a dry hole or as a producer, "Well
Completion and Recompletion Report and Log" (Form 3160-4) will be submitted to the Moab
Field Office not later than thirty-days after completion of the well or after completion of
operations being performed, in accordance with 43 CFR 3162.4-1. Two copies of all logs, core
descriptions, core analyses, well test data, geologic summaries, sample description, and all
other surveys or data obtained and compiled during the drilling, workover, and/or completion
operations, will be filed with Form 3160-4. When requested, samples (cuttings and/or samples)
will be submitted to the Moab Field

C. REQUIRED APPROVALS, REPORTS AND NOTIFICATIONS

Required verbal notificationsare summarized in Table 1, attached.

Buildinq Location- Contact the Moab Field Office, Natural Resource Protection Specialist at least
48-hours prior to commencing construction of location.

Spud- The spud date will be reported to BLM 24-hours prior to spudding. Written notification in
the form of a Sundry Notice (Form 3160-5) will be submitted to the Moab Field Officewithin 24-
hours after spudding, regardless of whether spud was made with a dry hole digger or big rig.

Daily Drillinq Reports- Daily drilling reports shall detail the progress and status of the well and
shall be submitted to the Moab Field Office on a weekly basis.

Oil and Gas Operations Reports (OGORs)- Production from this well shall be reported to
Minerals Management Service (MMS) on a monthly basis.

Sundry Notices- There will be no deviation from the proposed drilling and/or workover program
without prior approval. "Sundry Notices and Reports on Wells" (Form 3160-5) will be filed with
the Moab Field Office for approval of all changes of plans and subsequent operations in
accordance with 43 CFR 3162.3-2. Safe drilling and operating practices must be observed.

Drillinq Suspensions- Operations authorized by this permit shall not be suspended for more than
30 days without prior approval of the Moab Field Office. Allconditions of this approval shall be
applicable during any operations conducted with a replacement rig.

Undesirable Events- Spills, blowouts, fires, leaks, accidents, or any other unusual occurrences
shall be immediately reported to the BLM in accordance with requirements of NTL-3A.

Cultural Resources- If cultural resources are discovered during construction, work that might
disturb the resources is to stop, and the Moab Field Office is to be notified.

First Production- Should the well be successfully completed for production, the Moab Field
Officewillbe notified when the well is placed in producing status. Such notification may be made
by phone, but must be followed by a sundry notice or letter not later than five business days
following the date on which the well is placed into production.

A first production conference will be scheduled as soon as the productivity of the well is
apparent. This conference should be coordinated through the Moab Field Office. The Moab
Field Office shall be notified prior to the first sale.

Well Completion Report- Whether the well is completed as a dry hole or as a producer, "Well
Completion and Recompletion Report and Log" (Form 3160-4) will be submitted to the Moab
Field Office not later than thirty-days after completion of the well or after completion of
operations being performed, in accordance with 43 CFR 3162.4-1. Two copies of all logs, core
descriptions, core analyses, well test data, geologic summaries, sample description, and all
other surveys or data obtained and compiled during the drilling, workover, and/or completion
operations, will be filed with Form 3160-4. When requested, samples (cuttings and/or samples)
will be submitted to the Moab Field

C. REQUIRED APPROVALS, REPORTS AND NOTIFICATIONS

Required verbal notificationsare summarized in Table 1, attached.

Buildinq Location- Contact the Moab Field Office, Natural Resource Protection Specialist at least
48-hours prior to commencing construction of location.

Spud- The spud date will be reported to BLM 24-hours prior to spudding. Written notification in
the form of a Sundry Notice (Form 3160-5) will be submitted to the Moab Field Officewithin 24-
hours after spudding, regardless of whether spud was made with a dry hole digger or big rig.

Daily Drillinq Reports- Daily drilling reports shall detail the progress and status of the well and
shall be submitted to the Moab Field Office on a weekly basis.

Oil and Gas Operations Reports (OGORs)- Production from this well shall be reported to
Minerals Management Service (MMS) on a monthly basis.

Sundry Notices- There will be no deviation from the proposed drilling and/or workover program
without prior approval. "Sundry Notices and Reports on Wells" (Form 3160-5) will be filed with
the Moab Field Office for approval of all changes of plans and subsequent operations in
accordance with 43 CFR 3162.3-2. Safe drilling and operating practices must be observed.

Drillinq Suspensions- Operations authorized by this permit shall not be suspended for more than
30 days without prior approval of the Moab Field Office. Allconditions of this approval shall be
applicable during any operations conducted with a replacement rig.

Undesirable Events- Spills, blowouts, fires, leaks, accidents, or any other unusual occurrences
shall be immediately reported to the BLM in accordance with requirements of NTL-3A.

Cultural Resources- If cultural resources are discovered during construction, work that might
disturb the resources is to stop, and the Moab Field Office is to be notified.

First Production- Should the well be successfully completed for production, the Moab Field
Officewillbe notified when the well is placed in producing status. Such notification may be made
by phone, but must be followed by a sundry notice or letter not later than five business days
following the date on which the well is placed into production.

A first production conference will be scheduled as soon as the productivity of the well is
apparent. This conference should be coordinated through the Moab Field Office. The Moab
Field Office shall be notified prior to the first sale.

Well Completion Report- Whether the well is completed as a dry hole or as a producer, "Well
Completion and Recompletion Report and Log" (Form 3160-4) will be submitted to the Moab
Field Office not later than thirty-days after completion of the well or after completion of
operations being performed, in accordance with 43 CFR 3162.4-1. Two copies of all logs, core
descriptions, core analyses, well test data, geologic summaries, sample description, and all
other surveys or data obtained and compiled during the drilling, workover, and/or completion
operations, will be filed with Form 3160-4. When requested, samples (cuttings and/or samples)
will be submitted to the Moab Field

C. REQUIRED APPROVALS, REPORTS AND NOTIFICATIONS

Required verbal notificationsare summarized in Table 1, attached.

Buildinq Location- Contact the Moab Field Office, Natural Resource Protection Specialist at least
48-hours prior to commencing construction of location.

Spud- The spud date will be reported to BLM 24-hours prior to spudding. Written notification in
the form of a Sundry Notice (Form 3160-5) will be submitted to the Moab Field Officewithin 24-
hours after spudding, regardless of whether spud was made with a dry hole digger or big rig.

Daily Drillinq Reports- Daily drilling reports shall detail the progress and status of the well and
shall be submitted to the Moab Field Office on a weekly basis.

Oil and Gas Operations Reports (OGORs)- Production from this well shall be reported to
Minerals Management Service (MMS) on a monthly basis.

Sundry Notices- There will be no deviation from the proposed drilling and/or workover program
without prior approval. "Sundry Notices and Reports on Wells" (Form 3160-5) will be filed with
the Moab Field Office for approval of all changes of plans and subsequent operations in
accordance with 43 CFR 3162.3-2. Safe drilling and operating practices must be observed.

Drillinq Suspensions- Operations authorized by this permit shall not be suspended for more than
30 days without prior approval of the Moab Field Office. Allconditions of this approval shall be
applicable during any operations conducted with a replacement rig.

Undesirable Events- Spills, blowouts, fires, leaks, accidents, or any other unusual occurrences
shall be immediately reported to the BLM in accordance with requirements of NTL-3A.

Cultural Resources- If cultural resources are discovered during construction, work that might
disturb the resources is to stop, and the Moab Field Office is to be notified.

First Production- Should the well be successfully completed for production, the Moab Field
Officewillbe notified when the well is placed in producing status. Such notification may be made
by phone, but must be followed by a sundry notice or letter not later than five business days
following the date on which the well is placed into production.

A first production conference will be scheduled as soon as the productivity of the well is
apparent. This conference should be coordinated through the Moab Field Office. The Moab
Field Office shall be notified prior to the first sale.

Well Completion Report- Whether the well is completed as a dry hole or as a producer, "Well
Completion and Recompletion Report and Log" (Form 3160-4) will be submitted to the Moab
Field Office not later than thirty-days after completion of the well or after completion of
operations being performed, in accordance with 43 CFR 3162.4-1. Two copies of all logs, core
descriptions, core analyses, well test data, geologic summaries, sample description, and all
other surveys or data obtained and compiled during the drilling, workover, and/or completion
operations, will be filed with Form 3160-4. When requested, samples (cuttings and/or samples)
will be submitted to the Moab Field

C. REQUIRED APPROVALS, REPORTS AND NOTIFICATIONS

Required verbal notificationsare summarized in Table 1, attached.

Buildinq Location- Contact the Moab Field Office, Natural Resource Protection Specialist at least
48-hours prior to commencing construction of location.

Spud- The spud date will be reported to BLM 24-hours prior to spudding. Written notification in
the form of a Sundry Notice (Form 3160-5) will be submitted to the Moab Field Officewithin 24-
hours after spudding, regardless of whether spud was made with a dry hole digger or big rig.

Daily Drillinq Reports- Daily drilling reports shall detail the progress and status of the well and
shall be submitted to the Moab Field Office on a weekly basis.

Oil and Gas Operations Reports (OGORs)- Production from this well shall be reported to
Minerals Management Service (MMS) on a monthly basis.

Sundry Notices- There will be no deviation from the proposed drilling and/or workover program
without prior approval. "Sundry Notices and Reports on Wells" (Form 3160-5) will be filed with
the Moab Field Office for approval of all changes of plans and subsequent operations in
accordance with 43 CFR 3162.3-2. Safe drilling and operating practices must be observed.

Drillinq Suspensions- Operations authorized by this permit shall not be suspended for more than
30 days without prior approval of the Moab Field Office. Allconditions of this approval shall be
applicable during any operations conducted with a replacement rig.

Undesirable Events- Spills, blowouts, fires, leaks, accidents, or any other unusual occurrences
shall be immediately reported to the BLM in accordance with requirements of NTL-3A.

Cultural Resources- If cultural resources are discovered during construction, work that might
disturb the resources is to stop, and the Moab Field Office is to be notified.

First Production- Should the well be successfully completed for production, the Moab Field
Officewillbe notified when the well is placed in producing status. Such notification may be made
by phone, but must be followed by a sundry notice or letter not later than five business days
following the date on which the well is placed into production.

A first production conference will be scheduled as soon as the productivity of the well is
apparent. This conference should be coordinated through the Moab Field Office. The Moab
Field Office shall be notified prior to the first sale.

Well Completion Report- Whether the well is completed as a dry hole or as a producer, "Well
Completion and Recompletion Report and Log" (Form 3160-4) will be submitted to the Moab
Field Office not later than thirty-days after completion of the well or after completion of
operations being performed, in accordance with 43 CFR 3162.4-1. Two copies of all logs, core
descriptions, core analyses, well test data, geologic summaries, sample description, and all
other surveys or data obtained and compiled during the drilling, workover, and/or completion
operations, will be filed with Form 3160-4. When requested, samples (cuttings and/or samples)
will be submitted to the Moab Field

C. REQUIRED APPROVALS, REPORTS AND NOTIFICATIONS

Required verbal notificationsare summarized in Table 1, attached.

Buildinq Location- Contact the Moab Field Office, Natural Resource Protection Specialist at least
48-hours prior to commencing construction of location.

Spud- The spud date will be reported to BLM 24-hours prior to spudding. Written notification in
the form of a Sundry Notice (Form 3160-5) will be submitted to the Moab Field Officewithin 24-
hours after spudding, regardless of whether spud was made with a dry hole digger or big rig.

Daily Drillinq Reports- Daily drilling reports shall detail the progress and status of the well and
shall be submitted to the Moab Field Office on a weekly basis.

Oil and Gas Operations Reports (OGORs)- Production from this well shall be reported to
Minerals Management Service (MMS) on a monthly basis.

Sundry Notices- There will be no deviation from the proposed drilling and/or workover program
without prior approval. "Sundry Notices and Reports on Wells" (Form 3160-5) will be filed with
the Moab Field Office for approval of all changes of plans and subsequent operations in
accordance with 43 CFR 3162.3-2. Safe drilling and operating practices must be observed.

Drillinq Suspensions- Operations authorized by this permit shall not be suspended for more than
30 days without prior approval of the Moab Field Office. Allconditions of this approval shall be
applicable during any operations conducted with a replacement rig.

Undesirable Events- Spills, blowouts, fires, leaks, accidents, or any other unusual occurrences
shall be immediately reported to the BLM in accordance with requirements of NTL-3A.

Cultural Resources- If cultural resources are discovered during construction, work that might
disturb the resources is to stop, and the Moab Field Office is to be notified.

First Production- Should the well be successfully completed for production, the Moab Field
Officewillbe notified when the well is placed in producing status. Such notification may be made
by phone, but must be followed by a sundry notice or letter not later than five business days
following the date on which the well is placed into production.

A first production conference will be scheduled as soon as the productivity of the well is
apparent. This conference should be coordinated through the Moab Field Office. The Moab
Field Office shall be notified prior to the first sale.

Well Completion Report- Whether the well is completed as a dry hole or as a producer, "Well
Completion and Recompletion Report and Log" (Form 3160-4) will be submitted to the Moab
Field Office not later than thirty-days after completion of the well or after completion of
operations being performed, in accordance with 43 CFR 3162.4-1. Two copies of all logs, core
descriptions, core analyses, well test data, geologic summaries, sample description, and all
other surveys or data obtained and compiled during the drilling, workover, and/or completion
operations, will be filed with Form 3160-4. When requested, samples (cuttings and/or samples)
will be submitted to the Moab Field



VentinqlFlaring of Gas- Gas produced from this well may not be vented/flared beyond an initial,
authorized test period of 30 days or 50 MMcf, whichever first occurs, without the prior, written
approval of the Moab Field Office. Should gas be vented or flared without approval beyond the
authorized test period, the well may be ordered shut-in until the gas can be captured or approval
to continue the venting/flaring as uneconomic is granted. In such case, compensation to the
lessor (BLM)shall be required for that portion of the gas that is vented/flared without approval
and which is determined to have been avoidably lost.

Produced Water- An application for approval of a permanent disposal method and location will
be submitted to the Moab Field Office for approval pursuant to Onshore Oiland Gas Order No.7.

Off-Lease Measurement, Storage, Comminqlinq- Prior approval must be obtained from the Moab
Field Office for off-lease measurement, off-lease storage and/or commingling (either down-hole
or at the surface).

Pluqqinq and Abandonment- If the well is completed as a dry hole, plugging instructions must be
obtained from the Moab Field Office prior to initiating plugging operations.

A "Subsequent Report of Abandonment" (Form 3160-5) will be filed with the Moab Field Office
within thirty-days following completion of the well for abandonment. This report will indicate
where plugs were placed and the current status of surface restoration. Upon completion of
approved plugging, a regulation marker will be erected in accordance with 43 CFR 3162.6. Final
abandonment will not be approved until the surface reclamation work required by the approved
APD or approved abandonment notice has been completed to the satisfaction of the Moab Field
Office or the appropriate surface managing agency.

TABLE 1
NOTIFICATIONS

Notify Jack Johnson (435-259-2129) or Eric Jones (435-259-2117) of the BLM Moab Field Office
for the following:

2 days prior to beginning location and access construction (Jones);

1 day prior to spudding (Johnson);

50 feet prior to reaching the surface casing and intermediate casing setting depths;

3 hours prior to testing BOPs.

If the person at the above number cannot be reached, notify the Moab Field Office at 435-259-
2100. If unsuccessful, contact the person listed below.

Well abandonment operations require 24 hour advance notice and prior approval. In the case of
newlydrilled dry holes, verbal approval can be obtained by calling the Moab Field Office at
435-259-2100. If approval is needed after work hours, you may contact the following:

Eric Jones, Petroleum Engineer Office: 435-259-2117
Home:
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Well abandonment operations require 24 hour advance notice and prior approval. In the case of
newlydrilled dry holes, verbal approval can be obtained by calling the Moab Field Office at
435-259-2100. If approval is needed after work hours, you may contact the following:

Eric Jones, Petroleum Engineer Office: 435-259-2117
Home:

VentinqlFlaring of Gas- Gas produced from this well may not be vented/flared beyond an initial,
authorized test period of 30 days or 50 MMcf, whichever first occurs, without the prior, written
approval of the Moab Field Office. Should gas be vented or flared without approval beyond the
authorized test period, the well may be ordered shut-in until the gas can be captured or approval
to continue the venting/flaring as uneconomic is granted. In such case, compensation to the
lessor (BLM)shall be required for that portion of the gas that is vented/flared without approval
and which is determined to have been avoidably lost.

Produced Water- An application for approval of a permanent disposal method and location will
be submitted to the Moab Field Office for approval pursuant to Onshore Oiland Gas Order No.7.

Off-Lease Measurement, Storage, Comminqlinq- Prior approval must be obtained from the Moab
Field Office for off-lease measurement, off-lease storage and/or commingling (either down-hole
or at the surface).

Pluqqinq and Abandonment- If the well is completed as a dry hole, plugging instructions must be
obtained from the Moab Field Office prior to initiating plugging operations.

A "Subsequent Report of Abandonment" (Form 3160-5) will be filed with the Moab Field Office
within thirty-days following completion of the well for abandonment. This report will indicate
where plugs were placed and the current status of surface restoration. Upon completion of
approved plugging, a regulation marker will be erected in accordance with 43 CFR 3162.6. Final
abandonment will not be approved until the surface reclamation work required by the approved
APD or approved abandonment notice has been completed to the satisfaction of the Moab Field
Office or the appropriate surface managing agency.
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STATE OF UTAH FORM 9
DEPARTMENT OF NATURALRESOURCES

DIVISION OF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:
UTU-68122

SUNDRY NOTICES AND REPORTS ON WELLS 6.NI NDIAN,ALLOTTEEORTRIBENAME:

7. UNITor CA AGREEMENT NAME:
Do not use this form for proposals to drill new wells, significanty deepen existing wells below current bottom-hole depth, reenter plugged wells, or t° Cane Creek Unitdrill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILLform for such proposals.

1.TYPEOFWELL 8.WELLNAMEandNUMBER:
OIL WELL GAS WELL OTHER Cane Creek #8-1

2.NAMEOFOPERATOR: 9.APINUMBER:

Fidelity Exploration & Production Company 4301931449
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELD AND POOL, OR WILDCAT:

1700 Lincoln St, Suite 2800
ciTY

Denver
STATE CO ZIP 80203 (303) 893-3133 Wildcat

4. LOCATIONOF WELL

FOOTAGESAT SURFACE: 2563'FNL - 1429' FWL COUNTY: Grand

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: SENW 8 26S 20E STATE:
UTAH

11. CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ^CIDIZE DEEPEN REPERFORATE CURRENT FORMATIONO NOTICE OF INTENT
(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work willstart: CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

O CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

O CHANGE TUBING PLUG ANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

O CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF
Date of work completion:

O COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELL SITE OTHER: Set Casinq
O CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity Exploration & Production set 38' of 20" (0.25"W.T.) conductor pipe and cemented to surface w/6 yards Redi-mix
cement on 8/10/07. - Spg gg
Work was done by Harrison OilfieldService, phone no. 435-259-6430

NAME(PLEASE PRINT) Marie O'keefe TITLE Production Reporting Manager

S1GNATURE DATE 10/25/2007

(This space for State use only)

RECEIVED
(5/2000) (See Instructions on Reverse Side)

DIV.0FOIL,GAS&
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STATE OF UTAH FORM 6
DEPARTMENT OF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING

Operator: Fidelity Exploration and Production Co. (Agent) Operator Account Number: N 3155

Address: 1700 Lincion St., Suite 2800

city Denver

state CO zip 80203 Phone Number: (720) 931-6435

Well 1

API Number Well Name QQ Sec Twp Rng County
4301931449 Cane Creek Unit #8-1 SENW 8 26S 20E Grand

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

10/22/2007Comments:PRO CONRDENTIAL
wellA2PI

Number Well Name QQ Sec Twp Rng County

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

Comments:

weilAPI
Number Well Name QQ Sec Twp Rng County

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

Comments:

ACTION CODES:
A - Establish new entity for new well (single well only) Marie O'Keefe
B - Add new well to existing entity (groupor unit well) Name (Please Print)
C - Re-assign well from one existing entity to another existing entity O'(
D - Re-assign well from one existing entity to a new entity signature U
E - Other (Explain in 'comments' section) Production Reporting Mgr 11/1/2007

Title Date

STATE OF UTAH FORM 6
DEPARTMENT OF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING

Operator: Fidelity Exploration and Production Co. (Agent) Operator Account Number: N 3155

Address: 1700 Lincion St., Suite 2800

city Denver

state CO zip 80203 Phone Number: (720) 931-6435

Well 1

API Number Well Name QQ Sec Twp Rng County
4301931449 Cane Creek Unit #8-1 SENW 8 26S 20E Grand

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

10/22/2007Comments:PRO CONRDENTIAL
wellA2PI

Number Well Name QQ Sec Twp Rng County

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

Comments:

weilAPI
Number Well Name QQ Sec Twp Rng County

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

Comments:

ACTION CODES:
A - Establish new entity for new well (single well only) Marie O'Keefe
B - Add new well to existing entity (groupor unit well) Name (Please Print)
C - Re-assign well from one existing entity to another existing entity O'(
D - Re-assign well from one existing entity to a new entity signature U
E - Other (Explain in 'comments' section) Production Reporting Mgr 11/1/2007

Title Date

STATE OF UTAH FORM 6
DEPARTMENT OF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING

Operator: Fidelity Exploration and Production Co. (Agent) Operator Account Number: N 3155

Address: 1700 Lincion St., Suite 2800

city Denver

state CO zip 80203 Phone Number: (720) 931-6435

Well 1

API Number Well Name QQ Sec Twp Rng County
4301931449 Cane Creek Unit #8-1 SENW 8 26S 20E Grand

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

10/22/2007Comments:PRO CONRDENTIAL
wellA2PI

Number Well Name QQ Sec Twp Rng County

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

Comments:

weilAPI
Number Well Name QQ Sec Twp Rng County

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

Comments:

ACTION CODES:
A - Establish new entity for new well (single well only) Marie O'Keefe
B - Add new well to existing entity (groupor unit well) Name (Please Print)
C - Re-assign well from one existing entity to another existing entity O'(
D - Re-assign well from one existing entity to a new entity signature U
E - Other (Explain in 'comments' section) Production Reporting Mgr 11/1/2007

Title Date

STATE OF UTAH FORM 6
DEPARTMENT OF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING

Operator: Fidelity Exploration and Production Co. (Agent) Operator Account Number: N 3155

Address: 1700 Lincion St., Suite 2800

city Denver

state CO zip 80203 Phone Number: (720) 931-6435

Well 1

API Number Well Name QQ Sec Twp Rng County
4301931449 Cane Creek Unit #8-1 SENW 8 26S 20E Grand

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

10/22/2007Comments:PRO CONRDENTIAL
wellA2PI

Number Well Name QQ Sec Twp Rng County

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

Comments:

weilAPI
Number Well Name QQ Sec Twp Rng County

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

Comments:

ACTION CODES:
A - Establish new entity for new well (single well only) Marie O'Keefe
B - Add new well to existing entity (groupor unit well) Name (Please Print)
C - Re-assign well from one existing entity to another existing entity O'(
D - Re-assign well from one existing entity to a new entity signature U
E - Other (Explain in 'comments' section) Production Reporting Mgr 11/1/2007

Title Date

STATE OF UTAH FORM 6
DEPARTMENT OF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING

Operator: Fidelity Exploration and Production Co. (Agent) Operator Account Number: N 3155

Address: 1700 Lincion St., Suite 2800

city Denver

state CO zip 80203 Phone Number: (720) 931-6435

Well 1

API Number Well Name QQ Sec Twp Rng County
4301931449 Cane Creek Unit #8-1 SENW 8 26S 20E Grand

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

10/22/2007Comments:PRO CONRDENTIAL
wellA2PI

Number Well Name QQ Sec Twp Rng County

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

Comments:

weilAPI
Number Well Name QQ Sec Twp Rng County

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

Comments:

ACTION CODES:
A - Establish new entity for new well (single well only) Marie O'Keefe
B - Add new well to existing entity (groupor unit well) Name (Please Print)
C - Re-assign well from one existing entity to another existing entity O'(
D - Re-assign well from one existing entity to a new entity signature U
E - Other (Explain in 'comments' section) Production Reporting Mgr 11/1/2007

Title Date

STATE OF UTAH FORM 6
DEPARTMENT OF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING

Operator: Fidelity Exploration and Production Co. (Agent) Operator Account Number: N 3155

Address: 1700 Lincion St., Suite 2800

city Denver

state CO zip 80203 Phone Number: (720) 931-6435

Well 1

API Number Well Name QQ Sec Twp Rng County
4301931449 Cane Creek Unit #8-1 SENW 8 26S 20E Grand

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

10/22/2007Comments:PRO CONRDENTIAL
wellA2PI

Number Well Name QQ Sec Twp Rng County

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

Comments:

weilAPI
Number Well Name QQ Sec Twp Rng County

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date

Comments:

ACTION CODES:
A - Establish new entity for new well (single well only) Marie O'Keefe
B - Add new well to existing entity (groupor unit well) Name (Please Print)
C - Re-assign well from one existing entity to another existing entity O'(
D - Re-assign well from one existing entity to a new entity signature U
E - Other (Explain in 'comments' section) Production Reporting Mgr 11/1/2007

Title Date



Fidelity Exploration & Production Co.
13 3/8" Surface Casing

WELL NO: Cane Creek 8-1 FIELD: Wildcat REPORT BY: L.E. Buchanan DATE: . 11/08/07

No. Length Total No. Length Total No Length Total No. Length Total No. Length Total
Float Shoe 1.58 1.58 1563.13 1563.13 1563.13

1 40.86 42.44 1563.13 1563.13 1563.13

Float Conar 1.40 43.84 1563.13 1563.13 1563.13

2 40.86 84.70 1563.13 1563.13 . 1563.13

3 40.87 125.57 1563.13 1563.13 1563.13

4 40.87
,

166.44 1563.13 1563.13 . 1563.13

5 40.89 207.33 1563.13 1563.13 1563.13
6 44.25 251.58 1563.13 1563.13 1563.13

7 42.98 294.56 1563.13 1563.13 1563.13

8 44.17 338.73 1563.13 1563.13 1563.13

9 44.84 383.57 1563.13 1563.13 1563.13

10 44.60 428.17 1563.13 1563.13 1563.13

11 43.11 471.28 1563.13 1563-13 1563.iŠ

12 42.71 513,99 1563.13 1563.13 1563.13

13 44.37 558.36 1563.13 1563.13 1563.13

14 44.53 602.89 1563.13 1563.13 1563.13

15 44.60 647.49 1563.13 1563,13 1563.13

16 44.04 691.53 1563.13 1563.13 1563.13

17 43.12 734.65 1563.13 1563.13 1563.13

18 44.14 778.79 1563.13 1563.13 1563.13

19 44.62 823.41 1563.13 1563.13 1563.13

20 44.68 868.09 1563.13 1563.13 1563.13

21 44.47 912.56 1563.13 1563.13 1563.13
22 40.87 953.43 1563.13 1563.13 1563.13
23 40.32 993.75 1563.13 1563.13 1563.13

24 40.87 1034.62 1563.13 1563.13 1563.13

25 40.37 1074.99 1563.13 1563.13 1563.13

26 40.33 1115.32 1563.13 1563.13 1563.13

27 40.86 1156.18 1563.13 1563.13 1563.13

28 40.86 1197.04 1563.13 1563.13 1063.13

29 40.35 1237.39 1563.13 1563.13 1563.13

30 40.87 1278.26 1563.13 1563.13 1563.13

31 40.87 1319.13 1563.13 1563.13 1563.13
32 40.86 1359.99 1563.13 1563.13 1563.13

33 39.71 1399.70 1563.13 1563.13 1563.13
34 40.86 1440.56 1563.13 1563.13 1563.13

35 40.84 1481.40 1563.13 1563.13 1563.13
36 40.86 1522.26 1563.13 1563.13 1563.13

37 40.87 1563.13 1563.13 1563.13 1563.13
1563.13 1563.13 1563.13 1563.13

1563.13 1563.13 1563.13 1563.13
1563.13 1563.13 1563.13 1563.13

1563.13 .1563.13 1563.13 1563.13
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1563.13 1563.13 1563.13 1563.13
1563.13 1563.13 . 1563.13 1563.13
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1563.13 1563.13 1563.13 1563.13
1563.13 1563.13 1563.13

1563.13 1563.13 1563.13
1563.13 1563.13 1563.13
1563.13 1563.13 1563.13

1563.13 1563.13 1563.13

Total Feet Run: 1,563.13 Total Feet on Loc: 1,563.13

Casing: 13 3/8" H-40 5 jnts 54.5#lft +16 jnts 48#lft + 16 jnts 54.5#lft ST&C Brd Csg Total Jts Run: 37 Total Jts on Loc: 37
Shoe Depth: 1,559.00 Total.Feet Out: 0 00

Hole Size: 17 1/2" in Hole Depth: 1559 ft Length Above RKB: 4.13 Total Jts Out: 0

RKB: 27 ft Pipe Supplier: McJunkin MidwaySupply Cut-off Length:
Shoe Type: Gemaco Positive Float Shoe . Float Collar Type: Gemaco Positive Float Collar
Centralizer/Scratcher Type & Placement: Centralizers 10 ft above float shoe then every collar to surface = 38 centralizers. Baker-Lok & spot weld float shoe
Other Casing Hardware (DV tools,ECP's): and float collar

CEMENTING DETAILS
Cementing Company: Halliburton Cementing Supervisor: : Micheal Still

Lead Slurry Tail Slurry

System: Standard Fine 10#/sx gilsonite+0.25#/sxpolyflake+2%Cacl2 System: Premium"G"+0.125#/sx polyflake

Wet Vol: 1355 cf DryVol: 3 sacks ogwyy_ Wet Vol: 80Ñ cf Dry Vol 700 sacks
Density: 10.5 ppg Yield: 4.2 cf/sk Density: 15.8 ppg Yield: 1.15 cf/sk
Mix Water: 26.36 gaVsk Excess: 100% % Mix Water: 4.97 gal/sk Excess: 100% %
3 RPM: 300 RPM:

_ __

600 RPM 3 RPM: 300 RPM: 600 RPM:

Preflush: Super Flush with scavenger cement &fresh water Displacement: 236.49 bbis Start MixingCement: 4:55
Pipe Move: None Bump Plug: O psi Cement-In-Place:

. 8:01 AM
Circulation: good then lost for 10 minutes or 40bbls then good . Cement Returns: 437.95 cf Total Mix& Displace Time: 186 minutes

MixRate: 4.9 bpm Displacement Rate: 7/4/2 bpm Plugs: Top Wait on Cement: 14hrs

Comments: Received 78 bbls cement returns to surface, bump plug with 1050psi and hold for 5 minutes floats held (ok) with 520psi prior to bumping

Fidelity Exploration & Production Co.
13 3/8" Surface Casing

WELL NO: Cane Creek 8-1 FIELD: Wildcat REPORT BY: L.E. Buchanan DATE: . 11/08/07
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29 40.35 1237.39 1563.13 1563.13 1563.13

30 40.87 1278.26 1563.13 1563.13 1563.13

31 40.87 1319.13 1563.13 1563.13 1563.13
32 40.86 1359.99 1563.13 1563.13 1563.13

33 39.71 1399.70 1563.13 1563.13 1563.13
34 40.86 1440.56 1563.13 1563.13 1563.13

35 40.84 1481.40 1563.13 1563.13 1563.13
36 40.86 1522.26 1563.13 1563.13 1563.13

37 40.87 1563.13 1563.13 1563.13 1563.13
1563.13 1563.13 1563.13 1563.13

1563.13 1563.13 1563.13 1563.13
1563.13 1563.13 1563.13 1563.13

1563.13 .1563.13 1563.13 1563.13

1563.13 1563.13 1563.13 1563.13

1563.13 1563.13 1563.13 1563.13
1563.13 1563.13 . 1563.13 1563.13
1563.13 1563.13 1563.13 1563.13.

1563.13 1563.13 156313 1563.13

1563.13 1563.13 1563.13 1563.13

1563.13 1563.13 1563.13 .1563.13

1563.13 1563.13 1563.13 1563.13

1563.13 1563.13 1563.13 . 1563.13

1563.13 1563.13 1563.13 1563.13

1563.13 1563.13 1563.13 1563.13
1563.13 1563.13 1563.13 1563.13
1563.13 1563.13 1563.13

1563.13 1563.13 1563.13
1563.13 1563.13 1563.13
1563.13 1563.13 1563.13

1563.13 1563.13 1563.13

Total Feet Run: 1,563.13 Total Feet on Loc: 1,563.13

Casing: 13 3/8" H-40 5 jnts 54.5#lft +16 jnts 48#lft + 16 jnts 54.5#lft ST&C Brd Csg Total Jts Run: 37 Total Jts on Loc: 37
Shoe Depth: 1,559.00 Total.Feet Out: 0 00

Hole Size: 17 1/2" in Hole Depth: 1559 ft Length Above RKB: 4.13 Total Jts Out: 0

RKB: 27 ft Pipe Supplier: McJunkin MidwaySupply Cut-off Length:
Shoe Type: Gemaco Positive Float Shoe . Float Collar Type: Gemaco Positive Float Collar
Centralizer/Scratcher Type & Placement: Centralizers 10 ft above float shoe then every collar to surface = 38 centralizers. Baker-Lok & spot weld float shoe
Other Casing Hardware (DV tools,ECP's): and float collar

CEMENTING DETAILS

Cementing Company: Halliburton Cementing Supervisor: : Micheal Still

Lead Slurry Tail Slurry

System: Standard Fine 10#/sx gilsonite+0.25#/sxpolyflake+2%Cacl2 System: Premium"G"+0.125#/sx polyflake

Wet Vol: 1355 cf DryVol: 3 sacks ogwyy_ Wet Vol: 80Ñ cf Dry Vol 700 sacks
Density: 10.5 ppg Yield: 4.2 cf/sk Density: 15.8 ppg Yield: 1.15 cf/sk
Mix Water: 26.36 gaVsk Excess: 100% % Mix Water: 4.97 gal/sk Excess: 100% %
3 RPM: 300 RPM:

_ __

600 RPM 3 RPM: 300 RPM: 600 RPM:

Preflush: Super Flush with scavenger cement &fresh water Displacement: 236.49 bbis Start MixingCement: 4:55
Pipe Move: None Bump Plug: O psi Cement-In-Place:

. 8:01 AM
Circulation: good then lost for 10 minutes or 40bbls then good . Cement Returns: 437.95 cf Total Mix& Displace Time: 186 minutes

MixRate: 4.9 bpm Displacement Rate: 7/4/2 bpm Plugs: Top Wait on Cement: 14hrs

Comments: Received 78 bbls cement returns to surface, bump plug with 1050psi and hold for 5 minutes floats held (ok) with 520psi prior to bumping

Fidelity Exploration & Production Co.
13 3/8" Surface Casing

WELL NO: Cane Creek 8-1 FIELD: Wildcat REPORT BY: L.E. Buchanan DATE: . 11/08/07

No. Length Total No. Length Total No Length Total No. Length Total No. Length Total
Float Shoe 1.58 1.58 1563.13 1563.13 1563.13

1 40.86 42.44 1563.13 1563.13 1563.13

Float Conar 1.40 43.84 1563.13 1563.13 1563.13

2 40.86 84.70 1563.13 1563.13 . 1563.13

3 40.87 125.57 1563.13 1563.13 1563.13

4 40.87
,

166.44 1563.13 1563.13 . 1563.13

5 40.89 207.33 1563.13 1563.13 1563.13
6 44.25 251.58 1563.13 1563.13 1563.13

7 42.98 294.56 1563.13 1563.13 1563.13

8 44.17 338.73 1563.13 1563.13 1563.13

9 44.84 383.57 1563.13 1563.13 1563.13

10 44.60 428.17 1563.13 1563.13 1563.13

11 43.11 471.28 1563.13 1563-13 1563.iŠ

12 42.71 513,99 1563.13 1563.13 1563.13

13 44.37 558.36 1563.13 1563.13 1563.13

14 44.53 602.89 1563.13 1563.13 1563.13

15 44.60 647.49 1563.13 1563,13 1563.13

16 44.04 691.53 1563.13 1563.13 1563.13

17 43.12 734.65 1563.13 1563.13 1563.13

18 44.14 778.79 1563.13 1563.13 1563.13

19 44.62 823.41 1563.13 1563.13 1563.13

20 44.68 868.09 1563.13 1563.13 1563.13

21 44.47 912.56 1563.13 1563.13 1563.13
22 40.87 953.43 1563.13 1563.13 1563.13
23 40.32 993.75 1563.13 1563.13 1563.13

24 40.87 1034.62 1563.13 1563.13 1563.13

25 40.37 1074.99 1563.13 1563.13 1563.13

26 40.33 1115.32 1563.13 1563.13 1563.13

27 40.86 1156.18 1563.13 1563.13 1563.13

28 40.86 1197.04 1563.13 1563.13 1063.13

29 40.35 1237.39 1563.13 1563.13 1563.13

30 40.87 1278.26 1563.13 1563.13 1563.13

31 40.87 1319.13 1563.13 1563.13 1563.13
32 40.86 1359.99 1563.13 1563.13 1563.13

33 39.71 1399.70 1563.13 1563.13 1563.13
34 40.86 1440.56 1563.13 1563.13 1563.13

35 40.84 1481.40 1563.13 1563.13 1563.13
36 40.86 1522.26 1563.13 1563.13 1563.13

37 40.87 1563.13 1563.13 1563.13 1563.13
1563.13 1563.13 1563.13 1563.13

1563.13 1563.13 1563.13 1563.13
1563.13 1563.13 1563.13 1563.13

1563.13 .1563.13 1563.13 1563.13

1563.13 1563.13 1563.13 1563.13

1563.13 1563.13 1563.13 1563.13
1563.13 1563.13 . 1563.13 1563.13
1563.13 1563.13 1563.13 1563.13.

1563.13 1563.13 156313 1563.13

1563.13 1563.13 1563.13 1563.13

1563.13 1563.13 1563.13 .1563.13

1563.13 1563.13 1563.13 1563.13

1563.13 1563.13 1563.13 . 1563.13

1563.13 1563.13 1563.13 1563.13

1563.13 1563.13 1563.13 1563.13
1563.13 1563.13 1563.13 1563.13
1563.13 1563.13 1563.13

1563.13 1563.13 1563.13
1563.13 1563.13 1563.13
1563.13 1563.13 1563.13

1563.13 1563.13 1563.13

Total Feet Run: 1,563.13 Total Feet on Loc: 1,563.13

Casing: 13 3/8" H-40 5 jnts 54.5#lft +16 jnts 48#lft + 16 jnts 54.5#lft ST&C Brd Csg Total Jts Run: 37 Total Jts on Loc: 37
Shoe Depth: 1,559.00 Total.Feet Out: 0 00

Hole Size: 17 1/2" in Hole Depth: 1559 ft Length Above RKB: 4.13 Total Jts Out: 0

RKB: 27 ft Pipe Supplier: McJunkin MidwaySupply Cut-off Length:
Shoe Type: Gemaco Positive Float Shoe . Float Collar Type: Gemaco Positive Float Collar
Centralizer/Scratcher Type & Placement: Centralizers 10 ft above float shoe then every collar to surface = 38 centralizers. Baker-Lok & spot weld float shoe
Other Casing Hardware (DV tools,ECP's): and float collar

CEMENTING DETAILS

Cementing Company: Halliburton Cementing Supervisor: : Micheal Still

Lead Slurry Tail Slurry

System: Standard Fine 10#/sx gilsonite+0.25#/sxpolyflake+2%Cacl2 System: Premium"G"+0.125#/sx polyflake

Wet Vol: 1355 cf DryVol: 3 sacks ogwyy_ Wet Vol: 80Ñ cf Dry Vol 700 sacks
Density: 10.5 ppg Yield: 4.2 cf/sk Density: 15.8 ppg Yield: 1.15 cf/sk
Mix Water: 26.36 gaVsk Excess: 100% % Mix Water: 4.97 gal/sk Excess: 100% %
3 RPM: 300 RPM:

_ __

600 RPM 3 RPM: 300 RPM: 600 RPM:

Preflush: Super Flush with scavenger cement &fresh water Displacement: 236.49 bbis Start MixingCement: 4:55
Pipe Move: None Bump Plug: O psi Cement-In-Place:

. 8:01 AM
Circulation: good then lost for 10 minutes or 40bbls then good . Cement Returns: 437.95 cf Total Mix& Displace Time: 186 minutes

MixRate: 4.9 bpm Displacement Rate: 7/4/2 bpm Plugs: Top Wait on Cement: 14hrs

Comments: Received 78 bbls cement returns to surface, bump plug with 1050psi and hold for 5 minutes floats held (ok) with 520psi prior to bumping

Fidelity Exploration & Production Co.
13 3/8" Surface Casing

WELL NO: Cane Creek 8-1 FIELD: Wildcat REPORT BY: L.E. Buchanan DATE: . 11/08/07

No. Length Total No. Length Total No Length Total No. Length Total No. Length Total
Float Shoe 1.58 1.58 1563.13 1563.13 1563.13

1 40.86 42.44 1563.13 1563.13 1563.13

Float Conar 1.40 43.84 1563.13 1563.13 1563.13

2 40.86 84.70 1563.13 1563.13 . 1563.13

3 40.87 125.57 1563.13 1563.13 1563.13

4 40.87
,

166.44 1563.13 1563.13 . 1563.13

5 40.89 207.33 1563.13 1563.13 1563.13
6 44.25 251.58 1563.13 1563.13 1563.13

7 42.98 294.56 1563.13 1563.13 1563.13

8 44.17 338.73 1563.13 1563.13 1563.13

9 44.84 383.57 1563.13 1563.13 1563.13

10 44.60 428.17 1563.13 1563.13 1563.13

11 43.11 471.28 1563.13 1563-13 1563.iŠ

12 42.71 513,99 1563.13 1563.13 1563.13

13 44.37 558.36 1563.13 1563.13 1563.13

14 44.53 602.89 1563.13 1563.13 1563.13

15 44.60 647.49 1563.13 1563,13 1563.13

16 44.04 691.53 1563.13 1563.13 1563.13

17 43.12 734.65 1563.13 1563.13 1563.13

18 44.14 778.79 1563.13 1563.13 1563.13

19 44.62 823.41 1563.13 1563.13 1563.13

20 44.68 868.09 1563.13 1563.13 1563.13

21 44.47 912.56 1563.13 1563.13 1563.13
22 40.87 953.43 1563.13 1563.13 1563.13
23 40.32 993.75 1563.13 1563.13 1563.13

24 40.87 1034.62 1563.13 1563.13 1563.13

25 40.37 1074.99 1563.13 1563.13 1563.13

26 40.33 1115.32 1563.13 1563.13 1563.13

27 40.86 1156.18 1563.13 1563.13 1563.13

28 40.86 1197.04 1563.13 1563.13 1063.13

29 40.35 1237.39 1563.13 1563.13 1563.13

30 40.87 1278.26 1563.13 1563.13 1563.13

31 40.87 1319.13 1563.13 1563.13 1563.13
32 40.86 1359.99 1563.13 1563.13 1563.13

33 39.71 1399.70 1563.13 1563.13 1563.13
34 40.86 1440.56 1563.13 1563.13 1563.13

35 40.84 1481.40 1563.13 1563.13 1563.13
36 40.86 1522.26 1563.13 1563.13 1563.13

37 40.87 1563.13 1563.13 1563.13 1563.13
1563.13 1563.13 1563.13 1563.13

1563.13 1563.13 1563.13 1563.13
1563.13 1563.13 1563.13 1563.13

1563.13 .1563.13 1563.13 1563.13

1563.13 1563.13 1563.13 1563.13

1563.13 1563.13 1563.13 1563.13
1563.13 1563.13 . 1563.13 1563.13
1563.13 1563.13 1563.13 1563.13.

1563.13 1563.13 156313 1563.13

1563.13 1563.13 1563.13 1563.13

1563.13 1563.13 1563.13 .1563.13

1563.13 1563.13 1563.13 1563.13

1563.13 1563.13 1563.13 . 1563.13

1563.13 1563.13 1563.13 1563.13

1563.13 1563.13 1563.13 1563.13
1563.13 1563.13 1563.13 1563.13
1563.13 1563.13 1563.13

1563.13 1563.13 1563.13
1563.13 1563.13 1563.13
1563.13 1563.13 1563.13

1563.13 1563.13 1563.13

Total Feet Run: 1,563.13 Total Feet on Loc: 1,563.13

Casing: 13 3/8" H-40 5 jnts 54.5#lft +16 jnts 48#lft + 16 jnts 54.5#lft ST&C Brd Csg Total Jts Run: 37 Total Jts on Loc: 37
Shoe Depth: 1,559.00 Total.Feet Out: 0 00

Hole Size: 17 1/2" in Hole Depth: 1559 ft Length Above RKB: 4.13 Total Jts Out: 0

RKB: 27 ft Pipe Supplier: McJunkin MidwaySupply Cut-off Length:
Shoe Type: Gemaco Positive Float Shoe . Float Collar Type: Gemaco Positive Float Collar
Centralizer/Scratcher Type & Placement: Centralizers 10 ft above float shoe then every collar to surface = 38 centralizers. Baker-Lok & spot weld float shoe
Other Casing Hardware (DV tools,ECP's): and float collar

CEMENTING DETAILS

Cementing Company: Halliburton Cementing Supervisor: : Micheal Still

Lead Slurry Tail Slurry

System: Standard Fine 10#/sx gilsonite+0.25#/sxpolyflake+2%Cacl2 System: Premium"G"+0.125#/sx polyflake

Wet Vol: 1355 cf DryVol: 3 sacks ogwyy_ Wet Vol: 80Ñ cf Dry Vol 700 sacks
Density: 10.5 ppg Yield: 4.2 cf/sk Density: 15.8 ppg Yield: 1.15 cf/sk
Mix Water: 26.36 gaVsk Excess: 100% % Mix Water: 4.97 gal/sk Excess: 100% %
3 RPM: 300 RPM:

_ __

600 RPM 3 RPM: 300 RPM: 600 RPM:

Preflush: Super Flush with scavenger cement &fresh water Displacement: 236.49 bbis Start MixingCement: 4:55
Pipe Move: None Bump Plug: O psi Cement-In-Place:

. 8:01 AM
Circulation: good then lost for 10 minutes or 40bbls then good . Cement Returns: 437.95 cf Total Mix& Displace Time: 186 minutes

MixRate: 4.9 bpm Displacement Rate: 7/4/2 bpm Plugs: Top Wait on Cement: 14hrs

Comments: Received 78 bbls cement returns to surface, bump plug with 1050psi and hold for 5 minutes floats held (ok) with 520psi prior to bumping



FIDELITY EXPLORATION
INTERMEDIATE CASING TALLY

WELL NO: - Cane Creek 8-1 FIELD: Wildcat . REPORT BY: L.E. Buchanan DATE: 11/23/07

No. Length Total No. Length Total No. Length Total No. Length Total No. Length Total
Float Shoe 1.77 1.77 59 41.09 2531.68 119 4108.71 179 4108.71 239 4108.71

1 42.40 44.17 60 43.96 2575.64 120 . 4108.71 180 4108.71 240 4108.71
Float Collar 1.53 45.70 61 44.30 2619.94 121 4108.71 181 4108.71 241 4108.71

2 43.98 89.68 62 43.94 2663.88 122 4108.71 182 4108.71 242 4108.71
3 . 43,88 133.56 63 41.60 2705.48 123 4108.71 183 4108.71 243 4108.71
4 42.83 176.39 64 44,20 2749.68 124 4108.71 184 4108.71 244 4108.71
5 43.90 220.29 65 43.80 2793.48 125 4108.71 185 4108.71 245 4108.71
6 43.94 264.23 66 44.19 2837.67 126 . 4108.71 186

, .4108.71 246 4108.71
7 42.07 306.30 67 44.07 2881.74 127 4108.71 187 4108.71 247 4108.71
8 43.48 349.78 68 42.97 2924.71 128 4108.71 188 4108.71 248 4108.71
9 42.09 391.87 69 40.48 2965.19 129 4108.71 189 4108.71 249 4108.71
10 43.92 435.79 70 42.38 3007.57 130 4108.71 190 4108.71 250 4108.71
11 44.03 479.82 71 41.53 3049.10 131 4108.71 191 4108.71 251 4108.71

12 43.90 523.72 72 43.84 3092.94 132 4108.71 192 4108.71 252 4108.71

13 43.97 567.69 73 41.29 3134.23 133 . 4108.71 193 4108.71 253 4108.71

14 43.97 611.66 74 41.51 3175.74 134 4108.71 194 4108.71 254 4108.71
15 44.06 655.72 75 42.00 3217.74 135 4108.71 195 4108.71 255 . 4108.71

16 44.35 700.07 76 41.22 3258.96 136 4108.71 196 4108.71 256 4108.71

17 43.62 743,69 77 41.41 3300.37 137 4108,71 197 4108.71 257 4108.71
18 41.57 785.26 78 43.46 3343.83 138 4108.71 198 4108.71 258 4108.71
19 41.12 826.38 79 40.92 3384.75 139 4108.71 199 4108.71 259 4108.71

20 44.21 870.59 80 40.40 3425.15 140 4108.71 200 4108.71 260 4108.71
21 43.82 914.41 81 44.07 3469.22 141 4108.71 201 4108.71 261 4108.71

22 41.43 955.84 82 44.00 3513.22 142 4108.71 202 4108.71 262 4108.71

23 40.72 996.56 83 44.00 3557.22 143 4108.71 203 4108.71 263 4108.71

24 43.19 1039.75 84 42.08 3599.30 144 4108.71 204 4108.71 264 4108.71

25 43.33 1083.08 85 41.74 3641.04 145 4108.71 205 4108.71 265 4108.71

26 44.03 1127.11 86 38.29 3679.33 146 4108,71 206 4108.71 266 4108.71

27 42,60 1169.71 87 43.81 3723.14 147 4108.71 207 4108.71 267 4108.71

28 43.67 1213.38 88 43.71 3766.85 148 4108.71 208 4108.71 268 4108.71

29 38.66 1252.,04 89 40.97 3807.82 149 4108.71 209 4108.71 269 4108.71

30 42.05 1294.09 90 43.91 3851.73 150 4108.71 210 4108.71 270 4108.71

31 42,34 1336.43 91 43.78 3895.51 151 4108.71 211 4108.71 271 4108.71

32 43.80 1380.23 92 41.28 3936.79 152 4108.71 212 4108.71 272 4108.71

33 43.94 1424.17 93 44.05 3980.84 153 4108.71 . 213 4108.71 273 4108.71

34 44.27 1468.44 94 42.31 4023.15 154 4108.71 214 4108.71 274 4108.71

35 41.13 1509.57 95 41.83 4064.98 155 4108.71 215 4108.71 275 4108.71

36 43.65 1553.22 96 43.73 4108.71 156 . 4108.71 216 4108.71 276 4108.71

37 44.35 1597,57 97 4108.71 157 4108.71 217 4108.71 277 4108.71
38 41.23 1638.80 98 4108.71 158 . 4108.71 218 4108.71 278 4108.71

39 41,73 1680.53 99 4108.71 159 4108.71 219 4108.71 279 4108.71

40 42.27 1722.80 100 4108.71 160 4108.71 220 4108.71 280 4108.71

41 41.55 1764.35 101 4108.71 161 4108.71 221 4108.71 281 4108.71

42 43.54 1807.89 102 4108.71 162 4108.71 222 4t08.71 282 4108.71

43 43.68 1851.57 103 4108.71 163 4108.71 223 4108.71 283 4108.71

44 40.83 1892.40 104 4108.71 164 4108.71 224 4108.71 284 4108.71

45 40.33 1932 73 105 4108.71 164 4108.71 225 4108.71 285 4108.71

46 43.55 1976.28 106 4108.71 166 4108.71 226 4108.71 286 4108.71

47 43.59 2019.87 107 4108.71 167 4108,71 227 4108.71 287 4108.71

48 43.43 2063.30 108 4108.71 168 4108,71 228 4108.71 288 4108.71

49 43.18 2106.48 109 « 4108.71 169 4108.71 229 4108.71 289 4108.71

50 43.91 2150.39 110 4108.71 170 4108.71 230 4108.71 290 4108.71

51 42.37 2192.76 111 4108.71 171 4108.71 231 4108.71 291 4108.71

52 43.40 2236.16 112 4108.71 172 4108.71 232 4108.71 292 4108.71

53 40.97 2277.13 113 4108.71 173 4108.71 233 4108.71 293 4108.71

54 43.73 2320.86 114 4108.71 174 4108.71 234 4108.71 294 4108.71

55 43.70 2364.56 115 4108.71 175 4108.71 235 4108.71 295 . 4108.71

56 41.23 2405.79 116 4108.71 176 4108.71 236 4108.71 296 4108.71

57 41.60 2447.39 117 4108.71 177 4108.71 237 4108.71 297 4108.71

58 43.20 2490.59 118 4108.71 178 4108.71 238 4108.71 298 4108.71

Total Feet Run: 4,108.71 Total Fret on Loc: 4,528.85
Casing: 9 5/8", HCL-80, 40#lft, LT&C 8rt g Toial Jis Run: 96 Total.Its on Loc: 106

Shoe Depth: 4,103.00 Total Feet Out: 423 14
Hole Size: 12 1/4 in Hole Depth: 4103 ft Length Above RKB: . 5.71 Toial Jts Out: 10

RKB: 27 ft Pipe Supplier: Midway Supply (McJunkin) Cut-off Length:

Shoe Type: Positive Float Guide Shoe (Gemaco ) Float Collar Type: Positive Float Collar (Gemaco )
Centralizer/Scratcher Type & Placement: 1 cent 8ft above shoe,1 cent below float collar with stop rings on ist joint, then cents next 20 joints,then 12 cents every
Other Casing Hardware (DVtools, ECP's): other jnt, 4 cents every 3rd jnt = totalof 38 centralizers Baker-Lok shoe, float collar 2nd jnt and spot weld same

CEMENTING DETAILS
Cementing Company: Halliburton Cementing Supemisor: Christopher Cicirello

Lead Slurry Tail Slurry

System: Elasticseal+5#lsx silicate+20%sand-ssa-1-si1ca flour+0.1%versaset+1.5%zone sealar System: Elasticseal++5#/sx silicate+20%sand-ssa-silica-flour+0.1%versaset+1.5% zonesealant

Wet Vol: cf Dry Vol 1000 sacks fåg:gg Wet Vol: cf Dry Vol: sacks
Density: 14.3 ppg Yield. 1.95 cf/sk Density: 14.3 ppg Yield: 1.47 cf/sk
Mix Water: 6.44 gallsk Excess: 75% % Mix Water: gal/sk E×cess: 75% %
3 RPM: 300 RPM: 600 RPM: 3 RPM: 300 RPM: 600 RPM:

Preflush: 40bbisfreshwater+120bbis superflushwith110sxscavengercmt Displacement: 307.97 bbis Start MixingCement: 00:26hrs
Pipe Move: None Bump Plug: 548 psi Cement-in-Place: 03:11hrs
Circulation: None Cement Returns: 0 cf Total Mix& Displace Time: 195 minutes

Mix Rate: 5 bpm Displacement Rate: 8 bpm Plugs: Top Wait on Cement: 12-14hrs

Comments: Saw no returns at all, Bump wiper plug with 548psi with 48psi prior to bump plug, hold 548psi for 5 minutes, release pressure floats held (ok) CIP @03:11hrs

FIDELITY EXPLORATION
INTERMEDIATE CASING TALLY

WELL NO: - Cane Creek 8-1 FIELD: Wildcat . REPORT BY: L.E. Buchanan DATE: 11/23/07

No. Length Total No. Length Total No. Length Total No. Length Total No. Length Total
Float Shoe 1.77 1.77 59 41.09 2531.68 119 4108.71 179 4108.71 239 4108.71

1 42.40 44.17 60 43.96 2575.64 120 . 4108.71 180 4108.71 240 4108.71
Float Collar 1.53 45.70 61 44.30 2619.94 121 4108.71 181 4108.71 241 4108.71

2 43.98 89.68 62 43.94 2663.88 122 4108.71 182 4108.71 242 4108.71
3 . 43,88 133.56 63 41.60 2705.48 123 4108.71 183 4108.71 243 4108.71
4 42.83 176.39 64 44,20 2749.68 124 4108.71 184 4108.71 244 4108.71
5 43.90 220.29 65 43.80 2793.48 125 4108.71 185 4108.71 245 4108.71
6 43.94 264.23 66 44.19 2837.67 126 . 4108.71 186

, .4108.71 246 4108.71
7 42.07 306.30 67 44.07 2881.74 127 4108.71 187 4108.71 247 4108.71
8 43.48 349.78 68 42.97 2924.71 128 4108.71 188 4108.71 248 4108.71
9 42.09 391.87 69 40.48 2965.19 129 4108.71 189 4108.71 249 4108.71
10 43.92 435.79 70 42.38 3007.57 130 4108.71 190 4108.71 250 4108.71
11 44.03 479.82 71 41.53 3049.10 131 4108.71 191 4108.71 251 4108.71

12 43.90 523.72 72 43.84 3092.94 132 4108.71 192 4108.71 252 4108.71

13 43.97 567.69 73 41.29 3134.23 133 . 4108.71 193 4108.71 253 4108.71

14 43.97 611.66 74 41.51 3175.74 134 4108.71 194 4108.71 254 4108.71
15 44.06 655.72 75 42.00 3217.74 135 4108.71 195 4108.71 255 . 4108.71

16 44.35 700.07 76 41.22 3258.96 136 4108.71 196 4108.71 256 4108.71

17 43.62 743,69 77 41.41 3300.37 137 4108,71 197 4108.71 257 4108.71
18 41.57 785.26 78 43.46 3343.83 138 4108.71 198 4108.71 258 4108.71
19 41.12 826.38 79 40.92 3384.75 139 4108.71 199 4108.71 259 4108.71

20 44.21 870.59 80 40.40 3425.15 140 4108.71 200 4108.71 260 4108.71
21 43.82 914.41 81 44.07 3469.22 141 4108.71 201 4108.71 261 4108.71

22 41.43 955.84 82 44.00 3513.22 142 4108.71 202 4108.71 262 4108.71

23 40.72 996.56 83 44.00 3557.22 143 4108.71 203 4108.71 263 4108.71

24 43.19 1039.75 84 42.08 3599.30 144 4108.71 204 4108.71 264 4108.71

25 43.33 1083.08 85 41.74 3641.04 145 4108.71 205 4108.71 265 4108.71

26 44.03 1127.11 86 38.29 3679.33 146 4108,71 206 4108.71 266 4108.71

27 42,60 1169.71 87 43.81 3723.14 147 4108.71 207 4108.71 267 4108.71

28 43.67 1213.38 88 43.71 3766.85 148 4108.71 208 4108.71 268 4108.71

29 38.66 1252.,04 89 40.97 3807.82 149 4108.71 209 4108.71 269 4108.71

30 42.05 1294.09 90 43.91 3851.73 150 4108.71 210 4108.71 270 4108.71

31 42,34 1336.43 91 43.78 3895.51 151 4108.71 211 4108.71 271 4108.71

32 43.80 1380.23 92 41.28 3936.79 152 4108.71 212 4108.71 272 4108.71

33 43.94 1424.17 93 44.05 3980.84 153 4108.71 . 213 4108.71 273 4108.71

34 44.27 1468.44 94 42.31 4023.15 154 4108.71 214 4108.71 274 4108.71

35 41.13 1509.57 95 41.83 4064.98 155 4108.71 215 4108.71 275 4108.71

36 43.65 1553.22 96 43.73 4108.71 156 . 4108.71 216 4108.71 276 4108.71

37 44.35 1597,57 97 4108.71 157 4108.71 217 4108.71 277 4108.71
38 41.23 1638.80 98 4108.71 158 . 4108.71 218 4108.71 278 4108.71

39 41,73 1680.53 99 4108.71 159 4108.71 219 4108.71 279 4108.71

40 42.27 1722.80 100 4108.71 160 4108.71 220 4108.71 280 4108.71

41 41.55 1764.35 101 4108.71 161 4108.71 221 4108.71 281 4108.71

42 43.54 1807.89 102 4108.71 162 4108.71 222 4t08.71 282 4108.71

43 43.68 1851.57 103 4108.71 163 4108.71 223 4108.71 283 4108.71

44 40.83 1892.40 104 4108.71 164 4108.71 224 4108.71 284 4108.71

45 40.33 1932 73 105 4108.71 164 4108.71 225 4108.71 285 4108.71

46 43.55 1976.28 106 4108.71 166 4108.71 226 4108.71 286 4108.71

47 43.59 2019.87 107 4108.71 167 4108,71 227 4108.71 287 4108.71

48 43.43 2063.30 108 4108.71 168 4108,71 228 4108.71 288 4108.71

49 43.18 2106.48 109 « 4108.71 169 4108.71 229 4108.71 289 4108.71

50 43.91 2150.39 110 4108.71 170 4108.71 230 4108.71 290 4108.71

51 42.37 2192.76 111 4108.71 171 4108.71 231 4108.71 291 4108.71

52 43.40 2236.16 112 4108.71 172 4108.71 232 4108.71 292 4108.71

53 40.97 2277.13 113 4108.71 173 4108.71 233 4108.71 293 4108.71

54 43.73 2320.86 114 4108.71 174 4108.71 234 4108.71 294 4108.71

55 43.70 2364.56 115 4108.71 175 4108.71 235 4108.71 295 . 4108.71

56 41.23 2405.79 116 4108.71 176 4108.71 236 4108.71 296 4108.71

57 41.60 2447.39 117 4108.71 177 4108.71 237 4108.71 297 4108.71

58 43.20 2490.59 118 4108.71 178 4108.71 238 4108.71 298 4108.71

Total Feet Run: 4,108.71 Total Fret on Loc: 4,528.85
Casing: 9 5/8", HCL-80, 40#lft, LT&C 8rt g Toial Jis Run: 96 Total.Its on Loc: 106

Shoe Depth: 4,103.00 Total Feet Out: 423 14
Hole Size: 12 1/4 in Hole Depth: 4103 ft Length Above RKB: . 5.71 Toial Jts Out: 10

RKB: 27 ft Pipe Supplier: Midway Supply (McJunkin) Cut-off Length:

Shoe Type: Positive Float Guide Shoe (Gemaco ) Float Collar Type: Positive Float Collar (Gemaco )
Centralizer/Scratcher Type & Placement: 1 cent 8ft above shoe,1 cent below float collar with stop rings on ist joint, then cents next 20 joints,then 12 cents every
Other Casing Hardware (DVtools, ECP's): other jnt, 4 cents every 3rd jnt = totalof 38 centralizers Baker-Lok shoe, float collar 2nd jnt and spot weld same

CEMENTING DETAILS

Cementing Company: Halliburton Cementing Supemisor: Christopher Cicirello

Lead Slurry Tail Slurry

System: Elasticseal+5#lsx silicate+20%sand-ssa-1-si1ca flour+0.1%versaset+1.5%zone sealar System: Elasticseal++5#/sx silicate+20%sand-ssa-silica-flour+0.1%versaset+1.5% zonesealant

Wet Vol: cf Dry Vol 1000 sacks fåg:gg Wet Vol: cf Dry Vol: sacks
Density: 14.3 ppg Yield. 1.95 cf/sk Density: 14.3 ppg Yield: 1.47 cf/sk
Mix Water: 6.44 gallsk Excess: 75% % Mix Water: gal/sk E×cess: 75% %
3 RPM: 300 RPM: 600 RPM: 3 RPM: 300 RPM: 600 RPM:

Preflush: 40bbisfreshwater+120bbis superflushwith110sxscavengercmt Displacement: 307.97 bbis Start MixingCement: 00:26hrs
Pipe Move: None Bump Plug: 548 psi Cement-in-Place: 03:11hrs
Circulation: None Cement Returns: 0 cf Total Mix& Displace Time: 195 minutes

Mix Rate: 5 bpm Displacement Rate: 8 bpm Plugs: Top Wait on Cement: 12-14hrs

Comments: Saw no returns at all, Bump wiper plug with 548psi with 48psi prior to bump plug, hold 548psi for 5 minutes, release pressure floats held (ok) CIP @03:11hrs

FIDELITY EXPLORATION
INTERMEDIATE CASING TALLY

WELL NO: - Cane Creek 8-1 FIELD: Wildcat . REPORT BY: L.E. Buchanan DATE: 11/23/07

No. Length Total No. Length Total No. Length Total No. Length Total No. Length Total
Float Shoe 1.77 1.77 59 41.09 2531.68 119 4108.71 179 4108.71 239 4108.71

1 42.40 44.17 60 43.96 2575.64 120 . 4108.71 180 4108.71 240 4108.71
Float Collar 1.53 45.70 61 44.30 2619.94 121 4108.71 181 4108.71 241 4108.71

2 43.98 89.68 62 43.94 2663.88 122 4108.71 182 4108.71 242 4108.71
3 . 43,88 133.56 63 41.60 2705.48 123 4108.71 183 4108.71 243 4108.71
4 42.83 176.39 64 44,20 2749.68 124 4108.71 184 4108.71 244 4108.71
5 43.90 220.29 65 43.80 2793.48 125 4108.71 185 4108.71 245 4108.71
6 43.94 264.23 66 44.19 2837.67 126 . 4108.71 186

, .4108.71 246 4108.71
7 42.07 306.30 67 44.07 2881.74 127 4108.71 187 4108.71 247 4108.71
8 43.48 349.78 68 42.97 2924.71 128 4108.71 188 4108.71 248 4108.71
9 42.09 391.87 69 40.48 2965.19 129 4108.71 189 4108.71 249 4108.71
10 43.92 435.79 70 42.38 3007.57 130 4108.71 190 4108.71 250 4108.71
11 44.03 479.82 71 41.53 3049.10 131 4108.71 191 4108.71 251 4108.71

12 43.90 523.72 72 43.84 3092.94 132 4108.71 192 4108.71 252 4108.71

13 43.97 567.69 73 41.29 3134.23 133 . 4108.71 193 4108.71 253 4108.71

14 43.97 611.66 74 41.51 3175.74 134 4108.71 194 4108.71 254 4108.71
15 44.06 655.72 75 42.00 3217.74 135 4108.71 195 4108.71 255 . 4108.71

16 44.35 700.07 76 41.22 3258.96 136 4108.71 196 4108.71 256 4108.71

17 43.62 743,69 77 41.41 3300.37 137 4108,71 197 4108.71 257 4108.71
18 41.57 785.26 78 43.46 3343.83 138 4108.71 198 4108.71 258 4108.71
19 41.12 826.38 79 40.92 3384.75 139 4108.71 199 4108.71 259 4108.71

20 44.21 870.59 80 40.40 3425.15 140 4108.71 200 4108.71 260 4108.71
21 43.82 914.41 81 44.07 3469.22 141 4108.71 201 4108.71 261 4108.71

22 41.43 955.84 82 44.00 3513.22 142 4108.71 202 4108.71 262 4108.71

23 40.72 996.56 83 44.00 3557.22 143 4108.71 203 4108.71 263 4108.71

24 43.19 1039.75 84 42.08 3599.30 144 4108.71 204 4108.71 264 4108.71

25 43.33 1083.08 85 41.74 3641.04 145 4108.71 205 4108.71 265 4108.71

26 44.03 1127.11 86 38.29 3679.33 146 4108,71 206 4108.71 266 4108.71

27 42,60 1169.71 87 43.81 3723.14 147 4108.71 207 4108.71 267 4108.71

28 43.67 1213.38 88 43.71 3766.85 148 4108.71 208 4108.71 268 4108.71

29 38.66 1252.,04 89 40.97 3807.82 149 4108.71 209 4108.71 269 4108.71

30 42.05 1294.09 90 43.91 3851.73 150 4108.71 210 4108.71 270 4108.71

31 42,34 1336.43 91 43.78 3895.51 151 4108.71 211 4108.71 271 4108.71

32 43.80 1380.23 92 41.28 3936.79 152 4108.71 212 4108.71 272 4108.71

33 43.94 1424.17 93 44.05 3980.84 153 4108.71 . 213 4108.71 273 4108.71

34 44.27 1468.44 94 42.31 4023.15 154 4108.71 214 4108.71 274 4108.71

35 41.13 1509.57 95 41.83 4064.98 155 4108.71 215 4108.71 275 4108.71

36 43.65 1553.22 96 43.73 4108.71 156 . 4108.71 216 4108.71 276 4108.71

37 44.35 1597,57 97 4108.71 157 4108.71 217 4108.71 277 4108.71
38 41.23 1638.80 98 4108.71 158 . 4108.71 218 4108.71 278 4108.71

39 41,73 1680.53 99 4108.71 159 4108.71 219 4108.71 279 4108.71

40 42.27 1722.80 100 4108.71 160 4108.71 220 4108.71 280 4108.71

41 41.55 1764.35 101 4108.71 161 4108.71 221 4108.71 281 4108.71

42 43.54 1807.89 102 4108.71 162 4108.71 222 4t08.71 282 4108.71

43 43.68 1851.57 103 4108.71 163 4108.71 223 4108.71 283 4108.71

44 40.83 1892.40 104 4108.71 164 4108.71 224 4108.71 284 4108.71

45 40.33 1932 73 105 4108.71 164 4108.71 225 4108.71 285 4108.71

46 43.55 1976.28 106 4108.71 166 4108.71 226 4108.71 286 4108.71

47 43.59 2019.87 107 4108.71 167 4108,71 227 4108.71 287 4108.71

48 43.43 2063.30 108 4108.71 168 4108,71 228 4108.71 288 4108.71

49 43.18 2106.48 109 « 4108.71 169 4108.71 229 4108.71 289 4108.71

50 43.91 2150.39 110 4108.71 170 4108.71 230 4108.71 290 4108.71

51 42.37 2192.76 111 4108.71 171 4108.71 231 4108.71 291 4108.71

52 43.40 2236.16 112 4108.71 172 4108.71 232 4108.71 292 4108.71

53 40.97 2277.13 113 4108.71 173 4108.71 233 4108.71 293 4108.71

54 43.73 2320.86 114 4108.71 174 4108.71 234 4108.71 294 4108.71

55 43.70 2364.56 115 4108.71 175 4108.71 235 4108.71 295 . 4108.71

56 41.23 2405.79 116 4108.71 176 4108.71 236 4108.71 296 4108.71

57 41.60 2447.39 117 4108.71 177 4108.71 237 4108.71 297 4108.71

58 43.20 2490.59 118 4108.71 178 4108.71 238 4108.71 298 4108.71

Total Feet Run: 4,108.71 Total Fret on Loc: 4,528.85
Casing: 9 5/8", HCL-80, 40#lft, LT&C 8rt g Toial Jis Run: 96 Total.Its on Loc: 106

Shoe Depth: 4,103.00 Total Feet Out: 423 14
Hole Size: 12 1/4 in Hole Depth: 4103 ft Length Above RKB: . 5.71 Toial Jts Out: 10

RKB: 27 ft Pipe Supplier: Midway Supply (McJunkin) Cut-off Length:

Shoe Type: Positive Float Guide Shoe (Gemaco ) Float Collar Type: Positive Float Collar (Gemaco )
Centralizer/Scratcher Type & Placement: 1 cent 8ft above shoe,1 cent below float collar with stop rings on ist joint, then cents next 20 joints,then 12 cents every
Other Casing Hardware (DVtools, ECP's): other jnt, 4 cents every 3rd jnt = totalof 38 centralizers Baker-Lok shoe, float collar 2nd jnt and spot weld same

CEMENTING DETAILS

Cementing Company: Halliburton Cementing Supemisor: Christopher Cicirello

Lead Slurry Tail Slurry

System: Elasticseal+5#lsx silicate+20%sand-ssa-1-si1ca flour+0.1%versaset+1.5%zone sealar System: Elasticseal++5#/sx silicate+20%sand-ssa-silica-flour+0.1%versaset+1.5% zonesealant

Wet Vol: cf Dry Vol 1000 sacks fåg:gg Wet Vol: cf Dry Vol: sacks
Density: 14.3 ppg Yield. 1.95 cf/sk Density: 14.3 ppg Yield: 1.47 cf/sk
Mix Water: 6.44 gallsk Excess: 75% % Mix Water: gal/sk E×cess: 75% %
3 RPM: 300 RPM: 600 RPM: 3 RPM: 300 RPM: 600 RPM:

Preflush: 40bbisfreshwater+120bbis superflushwith110sxscavengercmt Displacement: 307.97 bbis Start MixingCement: 00:26hrs
Pipe Move: None Bump Plug: 548 psi Cement-in-Place: 03:11hrs
Circulation: None Cement Returns: 0 cf Total Mix& Displace Time: 195 minutes

Mix Rate: 5 bpm Displacement Rate: 8 bpm Plugs: Top Wait on Cement: 12-14hrs

Comments: Saw no returns at all, Bump wiper plug with 548psi with 48psi prior to bump plug, hold 548psi for 5 minutes, release pressure floats held (ok) CIP @03:11hrs

FIDELITY EXPLORATION
INTERMEDIATE CASING TALLY

WELL NO: - Cane Creek 8-1 FIELD: Wildcat . REPORT BY: L.E. Buchanan DATE: 11/23/07

No. Length Total No. Length Total No. Length Total No. Length Total No. Length Total
Float Shoe 1.77 1.77 59 41.09 2531.68 119 4108.71 179 4108.71 239 4108.71

1 42.40 44.17 60 43.96 2575.64 120 . 4108.71 180 4108.71 240 4108.71
Float Collar 1.53 45.70 61 44.30 2619.94 121 4108.71 181 4108.71 241 4108.71

2 43.98 89.68 62 43.94 2663.88 122 4108.71 182 4108.71 242 4108.71
3 . 43,88 133.56 63 41.60 2705.48 123 4108.71 183 4108.71 243 4108.71
4 42.83 176.39 64 44,20 2749.68 124 4108.71 184 4108.71 244 4108.71
5 43.90 220.29 65 43.80 2793.48 125 4108.71 185 4108.71 245 4108.71
6 43.94 264.23 66 44.19 2837.67 126 . 4108.71 186

, .4108.71 246 4108.71
7 42.07 306.30 67 44.07 2881.74 127 4108.71 187 4108.71 247 4108.71
8 43.48 349.78 68 42.97 2924.71 128 4108.71 188 4108.71 248 4108.71
9 42.09 391.87 69 40.48 2965.19 129 4108.71 189 4108.71 249 4108.71
10 43.92 435.79 70 42.38 3007.57 130 4108.71 190 4108.71 250 4108.71
11 44.03 479.82 71 41.53 3049.10 131 4108.71 191 4108.71 251 4108.71

12 43.90 523.72 72 43.84 3092.94 132 4108.71 192 4108.71 252 4108.71

13 43.97 567.69 73 41.29 3134.23 133 . 4108.71 193 4108.71 253 4108.71

14 43.97 611.66 74 41.51 3175.74 134 4108.71 194 4108.71 254 4108.71
15 44.06 655.72 75 42.00 3217.74 135 4108.71 195 4108.71 255 . 4108.71

16 44.35 700.07 76 41.22 3258.96 136 4108.71 196 4108.71 256 4108.71

17 43.62 743,69 77 41.41 3300.37 137 4108,71 197 4108.71 257 4108.71
18 41.57 785.26 78 43.46 3343.83 138 4108.71 198 4108.71 258 4108.71
19 41.12 826.38 79 40.92 3384.75 139 4108.71 199 4108.71 259 4108.71

20 44.21 870.59 80 40.40 3425.15 140 4108.71 200 4108.71 260 4108.71
21 43.82 914.41 81 44.07 3469.22 141 4108.71 201 4108.71 261 4108.71

22 41.43 955.84 82 44.00 3513.22 142 4108.71 202 4108.71 262 4108.71

23 40.72 996.56 83 44.00 3557.22 143 4108.71 203 4108.71 263 4108.71

24 43.19 1039.75 84 42.08 3599.30 144 4108.71 204 4108.71 264 4108.71

25 43.33 1083.08 85 41.74 3641.04 145 4108.71 205 4108.71 265 4108.71

26 44.03 1127.11 86 38.29 3679.33 146 4108,71 206 4108.71 266 4108.71

27 42,60 1169.71 87 43.81 3723.14 147 4108.71 207 4108.71 267 4108.71

28 43.67 1213.38 88 43.71 3766.85 148 4108.71 208 4108.71 268 4108.71

29 38.66 1252.,04 89 40.97 3807.82 149 4108.71 209 4108.71 269 4108.71

30 42.05 1294.09 90 43.91 3851.73 150 4108.71 210 4108.71 270 4108.71

31 42,34 1336.43 91 43.78 3895.51 151 4108.71 211 4108.71 271 4108.71

32 43.80 1380.23 92 41.28 3936.79 152 4108.71 212 4108.71 272 4108.71

33 43.94 1424.17 93 44.05 3980.84 153 4108.71 . 213 4108.71 273 4108.71

34 44.27 1468.44 94 42.31 4023.15 154 4108.71 214 4108.71 274 4108.71

35 41.13 1509.57 95 41.83 4064.98 155 4108.71 215 4108.71 275 4108.71

36 43.65 1553.22 96 43.73 4108.71 156 . 4108.71 216 4108.71 276 4108.71

37 44.35 1597,57 97 4108.71 157 4108.71 217 4108.71 277 4108.71
38 41.23 1638.80 98 4108.71 158 . 4108.71 218 4108.71 278 4108.71

39 41,73 1680.53 99 4108.71 159 4108.71 219 4108.71 279 4108.71

40 42.27 1722.80 100 4108.71 160 4108.71 220 4108.71 280 4108.71

41 41.55 1764.35 101 4108.71 161 4108.71 221 4108.71 281 4108.71

42 43.54 1807.89 102 4108.71 162 4108.71 222 4t08.71 282 4108.71

43 43.68 1851.57 103 4108.71 163 4108.71 223 4108.71 283 4108.71

44 40.83 1892.40 104 4108.71 164 4108.71 224 4108.71 284 4108.71

45 40.33 1932 73 105 4108.71 164 4108.71 225 4108.71 285 4108.71

46 43.55 1976.28 106 4108.71 166 4108.71 226 4108.71 286 4108.71

47 43.59 2019.87 107 4108.71 167 4108,71 227 4108.71 287 4108.71

48 43.43 2063.30 108 4108.71 168 4108,71 228 4108.71 288 4108.71

49 43.18 2106.48 109 « 4108.71 169 4108.71 229 4108.71 289 4108.71

50 43.91 2150.39 110 4108.71 170 4108.71 230 4108.71 290 4108.71

51 42.37 2192.76 111 4108.71 171 4108.71 231 4108.71 291 4108.71

52 43.40 2236.16 112 4108.71 172 4108.71 232 4108.71 292 4108.71

53 40.97 2277.13 113 4108.71 173 4108.71 233 4108.71 293 4108.71

54 43.73 2320.86 114 4108.71 174 4108.71 234 4108.71 294 4108.71

55 43.70 2364.56 115 4108.71 175 4108.71 235 4108.71 295 . 4108.71

56 41.23 2405.79 116 4108.71 176 4108.71 236 4108.71 296 4108.71

57 41.60 2447.39 117 4108.71 177 4108.71 237 4108.71 297 4108.71

58 43.20 2490.59 118 4108.71 178 4108.71 238 4108.71 298 4108.71

Total Feet Run: 4,108.71 Total Fret on Loc: 4,528.85
Casing: 9 5/8", HCL-80, 40#lft, LT&C 8rt g Toial Jis Run: 96 Total.Its on Loc: 106

Shoe Depth: 4,103.00 Total Feet Out: 423 14
Hole Size: 12 1/4 in Hole Depth: 4103 ft Length Above RKB: . 5.71 Toial Jts Out: 10

RKB: 27 ft Pipe Supplier: Midway Supply (McJunkin) Cut-off Length:

Shoe Type: Positive Float Guide Shoe (Gemaco ) Float Collar Type: Positive Float Collar (Gemaco )
Centralizer/Scratcher Type & Placement: 1 cent 8ft above shoe,1 cent below float collar with stop rings on ist joint, then cents next 20 joints,then 12 cents every
Other Casing Hardware (DVtools, ECP's): other jnt, 4 cents every 3rd jnt = totalof 38 centralizers Baker-Lok shoe, float collar 2nd jnt and spot weld same

CEMENTING DETAILS

Cementing Company: Halliburton Cementing Supemisor: Christopher Cicirello

Lead Slurry Tail Slurry

System: Elasticseal+5#lsx silicate+20%sand-ssa-1-si1ca flour+0.1%versaset+1.5%zone sealar System: Elasticseal++5#/sx silicate+20%sand-ssa-silica-flour+0.1%versaset+1.5% zonesealant

Wet Vol: cf Dry Vol 1000 sacks fåg:gg Wet Vol: cf Dry Vol: sacks
Density: 14.3 ppg Yield. 1.95 cf/sk Density: 14.3 ppg Yield: 1.47 cf/sk
Mix Water: 6.44 gallsk Excess: 75% % Mix Water: gal/sk E×cess: 75% %
3 RPM: 300 RPM: 600 RPM: 3 RPM: 300 RPM: 600 RPM:

Preflush: 40bbisfreshwater+120bbis superflushwith110sxscavengercmt Displacement: 307.97 bbis Start MixingCement: 00:26hrs
Pipe Move: None Bump Plug: 548 psi Cement-in-Place: 03:11hrs
Circulation: None Cement Returns: 0 cf Total Mix& Displace Time: 195 minutes

Mix Rate: 5 bpm Displacement Rate: 8 bpm Plugs: Top Wait on Cement: 12-14hrs

Comments: Saw no returns at all, Bump wiper plug with 548psi with 48psi prior to bump plug, hold 548psi for 5 minutes, release pressure floats held (ok) CIP @03:11hrs

FIDELITY EXPLORATION
INTERMEDIATE CASING TALLY

WELL NO: - Cane Creek 8-1 FIELD: Wildcat . REPORT BY: L.E. Buchanan DATE: 11/23/07

No. Length Total No. Length Total No. Length Total No. Length Total No. Length Total
Float Shoe 1.77 1.77 59 41.09 2531.68 119 4108.71 179 4108.71 239 4108.71

1 42.40 44.17 60 43.96 2575.64 120 . 4108.71 180 4108.71 240 4108.71
Float Collar 1.53 45.70 61 44.30 2619.94 121 4108.71 181 4108.71 241 4108.71

2 43.98 89.68 62 43.94 2663.88 122 4108.71 182 4108.71 242 4108.71
3 . 43,88 133.56 63 41.60 2705.48 123 4108.71 183 4108.71 243 4108.71
4 42.83 176.39 64 44,20 2749.68 124 4108.71 184 4108.71 244 4108.71
5 43.90 220.29 65 43.80 2793.48 125 4108.71 185 4108.71 245 4108.71
6 43.94 264.23 66 44.19 2837.67 126 . 4108.71 186

, .4108.71 246 4108.71
7 42.07 306.30 67 44.07 2881.74 127 4108.71 187 4108.71 247 4108.71
8 43.48 349.78 68 42.97 2924.71 128 4108.71 188 4108.71 248 4108.71
9 42.09 391.87 69 40.48 2965.19 129 4108.71 189 4108.71 249 4108.71
10 43.92 435.79 70 42.38 3007.57 130 4108.71 190 4108.71 250 4108.71
11 44.03 479.82 71 41.53 3049.10 131 4108.71 191 4108.71 251 4108.71

12 43.90 523.72 72 43.84 3092.94 132 4108.71 192 4108.71 252 4108.71

13 43.97 567.69 73 41.29 3134.23 133 . 4108.71 193 4108.71 253 4108.71

14 43.97 611.66 74 41.51 3175.74 134 4108.71 194 4108.71 254 4108.71
15 44.06 655.72 75 42.00 3217.74 135 4108.71 195 4108.71 255 . 4108.71

16 44.35 700.07 76 41.22 3258.96 136 4108.71 196 4108.71 256 4108.71

17 43.62 743,69 77 41.41 3300.37 137 4108,71 197 4108.71 257 4108.71
18 41.57 785.26 78 43.46 3343.83 138 4108.71 198 4108.71 258 4108.71
19 41.12 826.38 79 40.92 3384.75 139 4108.71 199 4108.71 259 4108.71

20 44.21 870.59 80 40.40 3425.15 140 4108.71 200 4108.71 260 4108.71
21 43.82 914.41 81 44.07 3469.22 141 4108.71 201 4108.71 261 4108.71

22 41.43 955.84 82 44.00 3513.22 142 4108.71 202 4108.71 262 4108.71

23 40.72 996.56 83 44.00 3557.22 143 4108.71 203 4108.71 263 4108.71

24 43.19 1039.75 84 42.08 3599.30 144 4108.71 204 4108.71 264 4108.71

25 43.33 1083.08 85 41.74 3641.04 145 4108.71 205 4108.71 265 4108.71

26 44.03 1127.11 86 38.29 3679.33 146 4108,71 206 4108.71 266 4108.71

27 42,60 1169.71 87 43.81 3723.14 147 4108.71 207 4108.71 267 4108.71

28 43.67 1213.38 88 43.71 3766.85 148 4108.71 208 4108.71 268 4108.71

29 38.66 1252.,04 89 40.97 3807.82 149 4108.71 209 4108.71 269 4108.71

30 42.05 1294.09 90 43.91 3851.73 150 4108.71 210 4108.71 270 4108.71

31 42,34 1336.43 91 43.78 3895.51 151 4108.71 211 4108.71 271 4108.71

32 43.80 1380.23 92 41.28 3936.79 152 4108.71 212 4108.71 272 4108.71

33 43.94 1424.17 93 44.05 3980.84 153 4108.71 . 213 4108.71 273 4108.71

34 44.27 1468.44 94 42.31 4023.15 154 4108.71 214 4108.71 274 4108.71

35 41.13 1509.57 95 41.83 4064.98 155 4108.71 215 4108.71 275 4108.71

36 43.65 1553.22 96 43.73 4108.71 156 . 4108.71 216 4108.71 276 4108.71

37 44.35 1597,57 97 4108.71 157 4108.71 217 4108.71 277 4108.71
38 41.23 1638.80 98 4108.71 158 . 4108.71 218 4108.71 278 4108.71

39 41,73 1680.53 99 4108.71 159 4108.71 219 4108.71 279 4108.71

40 42.27 1722.80 100 4108.71 160 4108.71 220 4108.71 280 4108.71

41 41.55 1764.35 101 4108.71 161 4108.71 221 4108.71 281 4108.71

42 43.54 1807.89 102 4108.71 162 4108.71 222 4t08.71 282 4108.71

43 43.68 1851.57 103 4108.71 163 4108.71 223 4108.71 283 4108.71

44 40.83 1892.40 104 4108.71 164 4108.71 224 4108.71 284 4108.71

45 40.33 1932 73 105 4108.71 164 4108.71 225 4108.71 285 4108.71

46 43.55 1976.28 106 4108.71 166 4108.71 226 4108.71 286 4108.71

47 43.59 2019.87 107 4108.71 167 4108,71 227 4108.71 287 4108.71

48 43.43 2063.30 108 4108.71 168 4108,71 228 4108.71 288 4108.71

49 43.18 2106.48 109 « 4108.71 169 4108.71 229 4108.71 289 4108.71

50 43.91 2150.39 110 4108.71 170 4108.71 230 4108.71 290 4108.71

51 42.37 2192.76 111 4108.71 171 4108.71 231 4108.71 291 4108.71

52 43.40 2236.16 112 4108.71 172 4108.71 232 4108.71 292 4108.71

53 40.97 2277.13 113 4108.71 173 4108.71 233 4108.71 293 4108.71

54 43.73 2320.86 114 4108.71 174 4108.71 234 4108.71 294 4108.71

55 43.70 2364.56 115 4108.71 175 4108.71 235 4108.71 295 . 4108.71

56 41.23 2405.79 116 4108.71 176 4108.71 236 4108.71 296 4108.71

57 41.60 2447.39 117 4108.71 177 4108.71 237 4108.71 297 4108.71

58 43.20 2490.59 118 4108.71 178 4108.71 238 4108.71 298 4108.71

Total Feet Run: 4,108.71 Total Fret on Loc: 4,528.85
Casing: 9 5/8", HCL-80, 40#lft, LT&C 8rt g Toial Jis Run: 96 Total.Its on Loc: 106

Shoe Depth: 4,103.00 Total Feet Out: 423 14
Hole Size: 12 1/4 in Hole Depth: 4103 ft Length Above RKB: . 5.71 Toial Jts Out: 10

RKB: 27 ft Pipe Supplier: Midway Supply (McJunkin) Cut-off Length:

Shoe Type: Positive Float Guide Shoe (Gemaco ) Float Collar Type: Positive Float Collar (Gemaco )
Centralizer/Scratcher Type & Placement: 1 cent 8ft above shoe,1 cent below float collar with stop rings on ist joint, then cents next 20 joints,then 12 cents every
Other Casing Hardware (DVtools, ECP's): other jnt, 4 cents every 3rd jnt = totalof 38 centralizers Baker-Lok shoe, float collar 2nd jnt and spot weld same

CEMENTING DETAILS

Cementing Company: Halliburton Cementing Supemisor: Christopher Cicirello

Lead Slurry Tail Slurry

System: Elasticseal+5#lsx silicate+20%sand-ssa-1-si1ca flour+0.1%versaset+1.5%zone sealar System: Elasticseal++5#/sx silicate+20%sand-ssa-silica-flour+0.1%versaset+1.5% zonesealant

Wet Vol: cf Dry Vol 1000 sacks fåg:gg Wet Vol: cf Dry Vol: sacks
Density: 14.3 ppg Yield. 1.95 cf/sk Density: 14.3 ppg Yield: 1.47 cf/sk
Mix Water: 6.44 gallsk Excess: 75% % Mix Water: gal/sk E×cess: 75% %
3 RPM: 300 RPM: 600 RPM: 3 RPM: 300 RPM: 600 RPM:

Preflush: 40bbisfreshwater+120bbis superflushwith110sxscavengercmt Displacement: 307.97 bbis Start MixingCement: 00:26hrs
Pipe Move: None Bump Plug: 548 psi Cement-in-Place: 03:11hrs
Circulation: None Cement Returns: 0 cf Total Mix& Displace Time: 195 minutes

Mix Rate: 5 bpm Displacement Rate: 8 bpm Plugs: Top Wait on Cement: 12-14hrs

Comments: Saw no returns at all, Bump wiper plug with 548psi with 48psi prior to bump plug, hold 548psi for 5 minutes, release pressure floats held (ok) CIP @03:11hrs

FIDELITY EXPLORATION
INTERMEDIATE CASING TALLY

WELL NO: - Cane Creek 8-1 FIELD: Wildcat . REPORT BY: L.E. Buchanan DATE: 11/23/07

No. Length Total No. Length Total No. Length Total No. Length Total No. Length Total
Float Shoe 1.77 1.77 59 41.09 2531.68 119 4108.71 179 4108.71 239 4108.71

1 42.40 44.17 60 43.96 2575.64 120 . 4108.71 180 4108.71 240 4108.71
Float Collar 1.53 45.70 61 44.30 2619.94 121 4108.71 181 4108.71 241 4108.71

2 43.98 89.68 62 43.94 2663.88 122 4108.71 182 4108.71 242 4108.71
3 . 43,88 133.56 63 41.60 2705.48 123 4108.71 183 4108.71 243 4108.71
4 42.83 176.39 64 44,20 2749.68 124 4108.71 184 4108.71 244 4108.71
5 43.90 220.29 65 43.80 2793.48 125 4108.71 185 4108.71 245 4108.71
6 43.94 264.23 66 44.19 2837.67 126 . 4108.71 186

, .4108.71 246 4108.71
7 42.07 306.30 67 44.07 2881.74 127 4108.71 187 4108.71 247 4108.71
8 43.48 349.78 68 42.97 2924.71 128 4108.71 188 4108.71 248 4108.71
9 42.09 391.87 69 40.48 2965.19 129 4108.71 189 4108.71 249 4108.71
10 43.92 435.79 70 42.38 3007.57 130 4108.71 190 4108.71 250 4108.71
11 44.03 479.82 71 41.53 3049.10 131 4108.71 191 4108.71 251 4108.71

12 43.90 523.72 72 43.84 3092.94 132 4108.71 192 4108.71 252 4108.71

13 43.97 567.69 73 41.29 3134.23 133 . 4108.71 193 4108.71 253 4108.71

14 43.97 611.66 74 41.51 3175.74 134 4108.71 194 4108.71 254 4108.71
15 44.06 655.72 75 42.00 3217.74 135 4108.71 195 4108.71 255 . 4108.71

16 44.35 700.07 76 41.22 3258.96 136 4108.71 196 4108.71 256 4108.71

17 43.62 743,69 77 41.41 3300.37 137 4108,71 197 4108.71 257 4108.71
18 41.57 785.26 78 43.46 3343.83 138 4108.71 198 4108.71 258 4108.71
19 41.12 826.38 79 40.92 3384.75 139 4108.71 199 4108.71 259 4108.71

20 44.21 870.59 80 40.40 3425.15 140 4108.71 200 4108.71 260 4108.71
21 43.82 914.41 81 44.07 3469.22 141 4108.71 201 4108.71 261 4108.71

22 41.43 955.84 82 44.00 3513.22 142 4108.71 202 4108.71 262 4108.71

23 40.72 996.56 83 44.00 3557.22 143 4108.71 203 4108.71 263 4108.71

24 43.19 1039.75 84 42.08 3599.30 144 4108.71 204 4108.71 264 4108.71

25 43.33 1083.08 85 41.74 3641.04 145 4108.71 205 4108.71 265 4108.71

26 44.03 1127.11 86 38.29 3679.33 146 4108,71 206 4108.71 266 4108.71

27 42,60 1169.71 87 43.81 3723.14 147 4108.71 207 4108.71 267 4108.71

28 43.67 1213.38 88 43.71 3766.85 148 4108.71 208 4108.71 268 4108.71

29 38.66 1252.,04 89 40.97 3807.82 149 4108.71 209 4108.71 269 4108.71

30 42.05 1294.09 90 43.91 3851.73 150 4108.71 210 4108.71 270 4108.71

31 42,34 1336.43 91 43.78 3895.51 151 4108.71 211 4108.71 271 4108.71

32 43.80 1380.23 92 41.28 3936.79 152 4108.71 212 4108.71 272 4108.71

33 43.94 1424.17 93 44.05 3980.84 153 4108.71 . 213 4108.71 273 4108.71

34 44.27 1468.44 94 42.31 4023.15 154 4108.71 214 4108.71 274 4108.71

35 41.13 1509.57 95 41.83 4064.98 155 4108.71 215 4108.71 275 4108.71

36 43.65 1553.22 96 43.73 4108.71 156 . 4108.71 216 4108.71 276 4108.71

37 44.35 1597,57 97 4108.71 157 4108.71 217 4108.71 277 4108.71
38 41.23 1638.80 98 4108.71 158 . 4108.71 218 4108.71 278 4108.71

39 41,73 1680.53 99 4108.71 159 4108.71 219 4108.71 279 4108.71

40 42.27 1722.80 100 4108.71 160 4108.71 220 4108.71 280 4108.71

41 41.55 1764.35 101 4108.71 161 4108.71 221 4108.71 281 4108.71

42 43.54 1807.89 102 4108.71 162 4108.71 222 4t08.71 282 4108.71

43 43.68 1851.57 103 4108.71 163 4108.71 223 4108.71 283 4108.71

44 40.83 1892.40 104 4108.71 164 4108.71 224 4108.71 284 4108.71

45 40.33 1932 73 105 4108.71 164 4108.71 225 4108.71 285 4108.71

46 43.55 1976.28 106 4108.71 166 4108.71 226 4108.71 286 4108.71

47 43.59 2019.87 107 4108.71 167 4108,71 227 4108.71 287 4108.71

48 43.43 2063.30 108 4108.71 168 4108,71 228 4108.71 288 4108.71

49 43.18 2106.48 109 « 4108.71 169 4108.71 229 4108.71 289 4108.71

50 43.91 2150.39 110 4108.71 170 4108.71 230 4108.71 290 4108.71

51 42.37 2192.76 111 4108.71 171 4108.71 231 4108.71 291 4108.71

52 43.40 2236.16 112 4108.71 172 4108.71 232 4108.71 292 4108.71

53 40.97 2277.13 113 4108.71 173 4108.71 233 4108.71 293 4108.71

54 43.73 2320.86 114 4108.71 174 4108.71 234 4108.71 294 4108.71

55 43.70 2364.56 115 4108.71 175 4108.71 235 4108.71 295 . 4108.71

56 41.23 2405.79 116 4108.71 176 4108.71 236 4108.71 296 4108.71

57 41.60 2447.39 117 4108.71 177 4108.71 237 4108.71 297 4108.71

58 43.20 2490.59 118 4108.71 178 4108.71 238 4108.71 298 4108.71

Total Feet Run: 4,108.71 Total Fret on Loc: 4,528.85
Casing: 9 5/8", HCL-80, 40#lft, LT&C 8rt g Toial Jis Run: 96 Total.Its on Loc: 106

Shoe Depth: 4,103.00 Total Feet Out: 423 14
Hole Size: 12 1/4 in Hole Depth: 4103 ft Length Above RKB: . 5.71 Toial Jts Out: 10

RKB: 27 ft Pipe Supplier: Midway Supply (McJunkin) Cut-off Length:

Shoe Type: Positive Float Guide Shoe (Gemaco ) Float Collar Type: Positive Float Collar (Gemaco )
Centralizer/Scratcher Type & Placement: 1 cent 8ft above shoe,1 cent below float collar with stop rings on ist joint, then cents next 20 joints,then 12 cents every
Other Casing Hardware (DVtools, ECP's): other jnt, 4 cents every 3rd jnt = totalof 38 centralizers Baker-Lok shoe, float collar 2nd jnt and spot weld same

CEMENTING DETAILS

Cementing Company: Halliburton Cementing Supemisor: Christopher Cicirello

Lead Slurry Tail Slurry

System: Elasticseal+5#lsx silicate+20%sand-ssa-1-si1ca flour+0.1%versaset+1.5%zone sealar System: Elasticseal++5#/sx silicate+20%sand-ssa-silica-flour+0.1%versaset+1.5% zonesealant

Wet Vol: cf Dry Vol 1000 sacks fåg:gg Wet Vol: cf Dry Vol: sacks
Density: 14.3 ppg Yield. 1.95 cf/sk Density: 14.3 ppg Yield: 1.47 cf/sk
Mix Water: 6.44 gallsk Excess: 75% % Mix Water: gal/sk E×cess: 75% %
3 RPM: 300 RPM: 600 RPM: 3 RPM: 300 RPM: 600 RPM:

Preflush: 40bbisfreshwater+120bbis superflushwith110sxscavengercmt Displacement: 307.97 bbis Start MixingCement: 00:26hrs
Pipe Move: None Bump Plug: 548 psi Cement-in-Place: 03:11hrs
Circulation: None Cement Returns: 0 cf Total Mix& Displace Time: 195 minutes

Mix Rate: 5 bpm Displacement Rate: 8 bpm Plugs: Top Wait on Cement: 12-14hrs

Comments: Saw no returns at all, Bump wiper plug with 548psi with 48psi prior to bump plug, hold 548psi for 5 minutes, release pressure floats held (ok) CIP @03:11hrs



FIDELITY EXPLORATION
7" PRODUCTION CASING TALLY

WELLNO: Cane Creek 8-1 FIELD: Wildcat REPORT BY: L.E. Buchanan DATE: 12/18/07

No. Length Total No. Length Total No. Length Total No. Length Total No. Length Tota

Float Shoe 1.38 1.38 59 44.60 2591.14 119 43.32 5219.35 179 7720.24 239 7720.24

i 44.72 48.10 60 45.60 2636.74 120 43,41 5262.76 180 7720.24 240 7720.24

Float Collar 1.42 47.52 61 44.76 2681.50 121 43.30 5306.06 181 7720.24 241 7720.24

2 44.00 91.52 i 62 44.67 2726.17 122 42.17 5348.23 182 7720.24 242 7720.24

3 43.00 134.52 63 44.30 2770.47 123 43.64 5391.87 183 7720.24 243 7720.24

4 42.05 176.57' 64 45.02 2815.49 124 43.03 5434.90 184 7720.24 244 7720.24

5 43.76 220.33 65 43.26 2858.75 125 43.02 5477.92 185 7720.24 245 7720.24

6 45.00 265.33 66 43.60 2902.35 126 43.82 5521.74 186 7720.24 248 7720.24

7 39.65 304.98 67 44.80 2947.15 127 42.83 5564.57 187 7720.24 247 7720.24

8 44.22 349.20 68 43.92 2991.07 128 43.75 5608.32 188 7720.24 248 7720.24

9 43.90 . 393,10 69 45.34 3036.41 129 43,26 5651.58 189 7720.24 249 7720.24

10 44.80 437.90 70 44.18 3080.59 130 43.00 5694.58 190 7720.24 250 7720.24

11 43.47 481.37 71 45.00 3125.59 131 43.65 5738.23 191 7720.24 251 7720.24

12 42.80 524.17 72 39.38 3164.97 132 43.39 5781.62 192 7720.24 252 7720.24

13 44,74 568.91 73 43.74 3208.71 133 43.45 5825.07 193 7720.24 253 7720.24

14 44.99 613.90 74 45.33 3254.04 134 41.64 5866.71 194 7720.24 254 7720.24

15 40.12 654,02 75 43.81 3297.85 135 43.70 5910.41 195 7720.24 255 7720.24

16 44.28 698.30 76 44.64 3342.49 136 41.84 5952.25 196 7720.24 256 7720.24

17 44.98 743.28 77 44.79 3387.28 1Š7 42.44 5994.69 197 7720.24 257 7720.24

18 44.50 787.78 78 43.71 3430.99 138 42.89 6037.58 198 7720.24 258 7720.24

19 44.80 832.58 79 , 44.48 3475.47 139 43.64 6081.22 199 7720.24 259 7720.24

20 44.59 877.17 80 44,89 3520.36 140 43.35 6124.57 200 7720.24 260 7720.24

21 45.11 922.28 81 45.00 3565.36 141 43.04 6167.61 201 7720.24 261 7720.24

22 40.60 962.88 82 44.64 3610.00 142 43.49 6211.10 202 7720.24 262 7720.24

23 44.03 1006.91 83 43.02 3653.02 143 40.97 6252.07 203 7720.24 263 7720.24

24 44.32 1051.23 84 43.80 3696.82 144 42.83 6294.90 204 7720.24 264 7720.24

25 44.02 1095.25 85 44.86 3741.68 145 43.64 6338.54 205 7720 24 265 7Ÿ20.24

26 43.87 1139.12 86 44.70 3Ý86,38 146 42.84 6381.38 206 7720.24 266 Ì720.24
27 40.82 1179.94 87 44.04 3830.42 147 43.70 6425.08 207 772024 26 7720.24

28 44.45 1224.39 88 44.45 3874.87 148 42.91 6467.99 208 7720.24 268 7720.24

29 40.37 1264.76 89 44.45 3919.32 149 43.50 6511.49 209 7720.24 269 7720.24

30 43.62 1308.38 90 45.21 3964.53 150 43.92 6555.41 210 7720.24 270 7720 24

31 41.00 1349.38 91 42.10 4006.63 151 43.56 6598.97 211 7720.24 271 7720.24

32 45.40 1394.78 92 44.51 4051.14 152 43.07 6642.04 212 7720.24 272 7720.24

33 45,60 1440.38 93 44.03 4095.17 153 43.76 6685.80 213 7720.24 273 7720.24

34 43.61 1483.99 94 45.84 4141.01 154 41.70 6727.50 214 7720.24 274 7720.24

35 44.47 1528.46 95 43.54 4184.55 155 43.40 6770.90 215 7720.24 275 7720.24

36 45.27 1573.73 96 45.04 4229.59 156 43.00 6813.90 216 7720.24 276 7720.24

37 44.48 1618.21 97 43.84 4273.43 157 39.55 6853.45 217 7720.24 277 7720.24

38 44.80 1663.01 98 41.02 4314.45 158 43.75 6897.20 218 7720.24 278 7720.24

39 45.20 1708.21 99/29# 44.80 4359.25 159 43.65 6940.85 219 7720.24 279 7720.24

40 44.10 1752.31 100/26# 43,38 4402.63 160 41.92 6982.77 220 7720.24 280 7720.24

41 44.60 1796.91 101 41.84 4444.47 161 43.38 7026.15 221 7720.24 281 7720.24

42 44.03 1840.94 102 40.35 4484.82 162 43.90 7070.05 222 7720.24 282 7720.24

43 43.91 1884.85 103 42.80 4527.62 163 43,76 7113.81 223 7720.24 283 7720.24

44 44.15 1929.00 104 43.74 4571.36 164 43.37 7157.18 224 7720.24 284 7720.24

45 43.81 1972.81 105 41.72 4613.08 164 43.70 7200.88 225 7720.24 285 7720.24

46 43.98 2016.79 106 43.35 4656.43 166 43.65 7244.53 226 7720.24 286 7720.24

47 45.38 2062.17 107 43.30 4699.73 167 41.55 7286.08 227 7720.24 287 7720.24

48 44.40 2106.57 108 42.84 4742.57 168 43.48 7329.56 228 7720.24 288 7720.24

49 42,10 2148.67 109 43.66 4786.23 169 43.00 7372.56 229 7720.24 289 7720.24

50 44.80 2193.47 110 43.47 4829.70 170 43.48 7416.04 230 7720.24 290 7720.24

51 44.22 2237.69 111 42.24 4871.94 171 42.76 7458.80 231 7720.24 291 7720.24

52 44.76 2282.45 112 43.58 4915.52 172 43.52 7502.32 232 7720.24 292 7720.24

53 45.21 2327.66 113 43,60 4959.12 173 43.52 . 7545.84 233 7720.24 293 7720.24

54 41.87 2369.53 114 43.40 5002.52 174 43.60 7589.44 234 7720.24 294 7720.24

55 44.70 2414.23 115 42.46 5044.98 175 43.75 7633.19 235 7720.24 295 7720.24

56 43.46 2457.69 116 43.76 5088.74 176 43.51 7676.70 236 7720.24 296 7720.24

57 45.00 2502.69 117 43.74 5132.48 177 43.54 7720.24 237 7720.24 297 7720.24

58 43.85 2546.54 118 43.55 5176.03 178 7720.2 238 7720.24 298 7720.24

Total Feet Run: 7,720.24 Total Flet on Loc: 7,931.20

Casing: 7", HCL-80, 29#lft 99 Jnts @4359.2 ,
HCP-110 26#/ft 78 Jnts @3360.99' LT&C Total Jts Run: 177 Total, ts on Loc: 183

Shoe Depth: 4|Tiß Totrl Feet Out: 470 .
Hole Size: 8 3/4 in Hole Depth: 7720 ft Length Above RKB: 5.¾ To al Jts Out:

RKB: 27 ft Pipe Supplier: MidwaySupply (McJunkin) Cut-off Length:

Shoe Type: Positive Float Guide Shoe (Gemaco Weatherford ) Float Collar Type: Positive Float Collar (Gemaco Weatherford )
Centralizer/Scratcher Type & Placement: 1 centralizer 6ft above shoe with stop rings, centralizers next 9 collars, then 10 centralizers every other collar, then23

Other Casing Hardware (DVtools,ECP's): centralizers every 3rd collar. Baker-Lokfloat shoe, first collar, and float collar. 43 = Total centralizers last one on joint98

CEMENTING DETAILS

Cementing Company: Halliburton Cementing Supervisor: AnthonyJones

Lead Slurry Tail Slurry

System: System: DenseCem C213 16.4 witp 15%saft+,25%Hr-5 Retarder

Wet Vol: cf DryVol: sacks $9567?Wet Vol: 1017 cf DryVol 900 sacks

Density:. ppg Yield: cf/sk Density: 16 4 ppg Foamed to Yield 1 13 cf/sk

Mix Water: gallsk Excess: % MixWater: 4.51 gallsk 15ppg Excess: 20% %

3 RPM: 300 RPM: 600 RPM: 3 RPM: 300 RPM: 600 RPM:

Preflush: 31bbis Tuned Spacer III Displacement: 288.23 bbis Start Mixing Cement: 21:37

Pipe Move: Reciprocate 30' while circ out gas before cement job Bump Plug: 2000 psi Cement-in-Place: 11:44 PM

Circulation: good Cement Returns: 0 cf Total Mix & Displace Time: 126 minutes

Mix Rate: 5 bpm Displacement Rate: 5-3-2 bpm Plugs: Top Wait on Cement: 12Hrs

Comments: Circ 2.5hrs prior. Bump plug with 2600psi with 1100psi prior, hold 2600psi for 6 mirn.ites, release pressure, floats held (ok) C1P @ 23:44hrs 12/17/2007. Estimate top of cement at

FIDELITY EXPLORATION
7" PRODUCTION CASING TALLY

WELLNO: Cane Creek 8-1 FIELD: Wildcat REPORT BY: L.E. Buchanan DATE: 12/18/07

No. Length Total No. Length Total No. Length Total No. Length Total No. Length Tota

Float Shoe 1.38 1.38 59 44.60 2591.14 119 43.32 5219.35 179 7720.24 239 7720.24

i 44.72 48.10 60 45.60 2636.74 120 43,41 5262.76 180 7720.24 240 7720.24

Float Collar 1.42 47.52 61 44.76 2681.50 121 43.30 5306.06 181 7720.24 241 7720.24

2 44.00 91.52 i 62 44.67 2726.17 122 42.17 5348.23 182 7720.24 242 7720.24

3 43.00 134.52 63 44.30 2770.47 123 43.64 5391.87 183 7720.24 243 7720.24

4 42.05 176.57' 64 45.02 2815.49 124 43.03 5434.90 184 7720.24 244 7720.24

5 43.76 220.33 65 43.26 2858.75 125 43.02 5477.92 185 7720.24 245 7720.24

6 45.00 265.33 66 43.60 2902.35 126 43.82 5521.74 186 7720.24 248 7720.24

7 39.65 304.98 67 44.80 2947.15 127 42.83 5564.57 187 7720.24 247 7720.24

8 44.22 349.20 68 43.92 2991.07 128 43.75 5608.32 188 7720.24 248 7720.24

9 43.90 . 393,10 69 45.34 3036.41 129 43,26 5651.58 189 7720.24 249 7720.24

10 44.80 437.90 70 44.18 3080.59 130 43.00 5694.58 190 7720.24 250 7720.24

11 43.47 481.37 71 45.00 3125.59 131 43.65 5738.23 191 7720.24 251 7720.24

12 42.80 524.17 72 39.38 3164.97 132 43.39 5781.62 192 7720.24 252 7720.24

13 44,74 568.91 73 43.74 3208.71 133 43.45 5825.07 193 7720.24 253 7720.24

14 44.99 613.90 74 45.33 3254.04 134 41.64 5866.71 194 7720.24 254 7720.24

15 40.12 654,02 75 43.81 3297.85 135 43.70 5910.41 195 7720.24 255 7720.24

16 44.28 698.30 76 44.64 3342.49 136 41.84 5952.25 196 7720.24 256 7720.24

17 44.98 743.28 77 44.79 3387.28 1Š7 42.44 5994.69 197 7720.24 257 7720.24

18 44.50 787.78 78 43.71 3430.99 138 42.89 6037.58 198 7720.24 258 7720.24

19 44.80 832.58 79 , 44.48 3475.47 139 43.64 6081.22 199 7720.24 259 7720.24

20 44.59 877.17 80 44,89 3520.36 140 43.35 6124.57 200 7720.24 260 7720.24

21 45.11 922.28 81 45.00 3565.36 141 43.04 6167.61 201 7720.24 261 7720.24

22 40.60 962.88 82 44.64 3610.00 142 43.49 6211.10 202 7720.24 262 7720.24

23 44.03 1006.91 83 43.02 3653.02 143 40.97 6252.07 203 7720.24 263 7720.24

24 44.32 1051.23 84 43.80 3696.82 144 42.83 6294.90 204 7720.24 264 7720.24

25 44.02 1095.25 85 44.86 3741.68 145 43.64 6338.54 205 7720 24 265 7Ÿ20.24

26 43.87 1139.12 86 44.70 3Ý86,38 146 42.84 6381.38 206 7720.24 266 Ì720.24
27 40.82 1179.94 87 44.04 3830.42 147 43.70 6425.08 207 772024 26 7720.24

28 44.45 1224.39 88 44.45 3874.87 148 42.91 6467.99 208 7720.24 268 7720.24

29 40.37 1264.76 89 44.45 3919.32 149 43.50 6511.49 209 7720.24 269 7720.24

30 43.62 1308.38 90 45.21 3964.53 150 43.92 6555.41 210 7720.24 270 7720 24

31 41.00 1349.38 91 42.10 4006.63 151 43.56 6598.97 211 7720.24 271 7720.24

32 45.40 1394.78 92 44.51 4051.14 152 43.07 6642.04 212 7720.24 272 7720.24

33 45,60 1440.38 93 44.03 4095.17 153 43.76 6685.80 213 7720.24 273 7720.24

34 43.61 1483.99 94 45.84 4141.01 154 41.70 6727.50 214 7720.24 274 7720.24

35 44.47 1528.46 95 43.54 4184.55 155 43.40 6770.90 215 7720.24 275 7720.24

36 45.27 1573.73 96 45.04 4229.59 156 43.00 6813.90 216 7720.24 276 7720.24

37 44.48 1618.21 97 43.84 4273.43 157 39.55 6853.45 217 7720.24 277 7720.24

38 44.80 1663.01 98 41.02 4314.45 158 43.75 6897.20 218 7720.24 278 7720.24

39 45.20 1708.21 99/29# 44.80 4359.25 159 43.65 6940.85 219 7720.24 279 7720.24

40 44.10 1752.31 100/26# 43,38 4402.63 160 41.92 6982.77 220 7720.24 280 7720.24

41 44.60 1796.91 101 41.84 4444.47 161 43.38 7026.15 221 7720.24 281 7720.24

42 44.03 1840.94 102 40.35 4484.82 162 43.90 7070.05 222 7720.24 282 7720.24

43 43.91 1884.85 103 42.80 4527.62 163 43,76 7113.81 223 7720.24 283 7720.24

44 44.15 1929.00 104 43.74 4571.36 164 43.37 7157.18 224 7720.24 284 7720.24

45 43.81 1972.81 105 41.72 4613.08 164 43.70 7200.88 225 7720.24 285 7720.24

46 43.98 2016.79 106 43.35 4656.43 166 43.65 7244.53 226 7720.24 286 7720.24

47 45.38 2062.17 107 43.30 4699.73 167 41.55 7286.08 227 7720.24 287 7720.24

48 44.40 2106.57 108 42.84 4742.57 168 43.48 7329.56 228 7720.24 288 7720.24

49 42,10 2148.67 109 43.66 4786.23 169 43.00 7372.56 229 7720.24 289 7720.24

50 44.80 2193.47 110 43.47 4829.70 170 43.48 7416.04 230 7720.24 290 7720.24

51 44.22 2237.69 111 42.24 4871.94 171 42.76 7458.80 231 7720.24 291 7720.24

52 44.76 2282.45 112 43.58 4915.52 172 43.52 7502.32 232 7720.24 292 7720.24

53 45.21 2327.66 113 43,60 4959.12 173 43.52 . 7545.84 233 7720.24 293 7720.24

54 41.87 2369.53 114 43.40 5002.52 174 43.60 7589.44 234 7720.24 294 7720.24

55 44.70 2414.23 115 42.46 5044.98 175 43.75 7633.19 235 7720.24 295 7720.24

56 43.46 2457.69 116 43.76 5088.74 176 43.51 7676.70 236 7720.24 296 7720.24

57 45.00 2502.69 117 43.74 5132.48 177 43.54 7720.24 237 7720.24 297 7720.24

58 43.85 2546.54 118 43.55 5176.03 178 7720.2 238 7720.24 298 7720.24

Total Feet Run: 7,720.24 Total Flet on Loc: 7,931.20

Casing: 7", HCL-80, 29#lft 99 Jnts @4359.2 ,
HCP-110 26#/ft 78 Jnts @3360.99' LT&C Total Jts Run: 177 Total, ts on Loc: 183

Shoe Depth: 4|Tiß Totrl Feet Out: 470 .
Hole Size: 8 3/4 in Hole Depth: 7720 ft Length Above RKB: 5.¾ To al Jts Out:

RKB: 27 ft Pipe Supplier: MidwaySupply (McJunkin) Cut-off Length:

Shoe Type: Positive Float Guide Shoe (Gemaco Weatherford ) Float Collar Type: Positive Float Collar (Gemaco Weatherford )
Centralizer/Scratcher Type & Placement: 1 centralizer 6ft above shoe with stop rings, centralizers next 9 collars, then 10 centralizers every other collar, then23

Other Casing Hardware (DVtools,ECP's): centralizers every 3rd collar. Baker-Lokfloat shoe, first collar, and float collar. 43 = Total centralizers last one on joint98

CEMENTING DETAILS

Cementing Company: Halliburton Cementing Supervisor: AnthonyJones

Lead Slurry Tail Slurry

System: System: DenseCem C213 16.4 witp 15%saft+,25%Hr-5 Retarder

Wet Vol: cf DryVol: sacks $9567?Wet Vol: 1017 cf DryVol 900 sacks

Density:. ppg Yield: cf/sk Density: 16 4 ppg Foamed to Yield 1 13 cf/sk

Mix Water: gallsk Excess: % MixWater: 4.51 gallsk 15ppg Excess: 20% %

3 RPM: 300 RPM: 600 RPM: 3 RPM: 300 RPM: 600 RPM:

Preflush: 31bbis Tuned Spacer III Displacement: 288.23 bbis Start Mixing Cement: 21:37

Pipe Move: Reciprocate 30' while circ out gas before cement job Bump Plug: 2000 psi Cement-in-Place: 11:44 PM

Circulation: good Cement Returns: 0 cf Total Mix & Displace Time: 126 minutes

Mix Rate: 5 bpm Displacement Rate: 5-3-2 bpm Plugs: Top Wait on Cement: 12Hrs

Comments: Circ 2.5hrs prior. Bump plug with 2600psi with 1100psi prior, hold 2600psi for 6 mirn.ites, release pressure, floats held (ok) C1P @ 23:44hrs 12/17/2007. Estimate top of cement at

FIDELITY EXPLORATION
7" PRODUCTION CASING TALLY

WELLNO: Cane Creek 8-1 FIELD: Wildcat REPORT BY: L.E. Buchanan DATE: 12/18/07

No. Length Total No. Length Total No. Length Total No. Length Total No. Length Tota

Float Shoe 1.38 1.38 59 44.60 2591.14 119 43.32 5219.35 179 7720.24 239 7720.24

i 44.72 48.10 60 45.60 2636.74 120 43,41 5262.76 180 7720.24 240 7720.24

Float Collar 1.42 47.52 61 44.76 2681.50 121 43.30 5306.06 181 7720.24 241 7720.24

2 44.00 91.52 i 62 44.67 2726.17 122 42.17 5348.23 182 7720.24 242 7720.24

3 43.00 134.52 63 44.30 2770.47 123 43.64 5391.87 183 7720.24 243 7720.24

4 42.05 176.57' 64 45.02 2815.49 124 43.03 5434.90 184 7720.24 244 7720.24

5 43.76 220.33 65 43.26 2858.75 125 43.02 5477.92 185 7720.24 245 7720.24

6 45.00 265.33 66 43.60 2902.35 126 43.82 5521.74 186 7720.24 248 7720.24

7 39.65 304.98 67 44.80 2947.15 127 42.83 5564.57 187 7720.24 247 7720.24

8 44.22 349.20 68 43.92 2991.07 128 43.75 5608.32 188 7720.24 248 7720.24

9 43.90 . 393,10 69 45.34 3036.41 129 43,26 5651.58 189 7720.24 249 7720.24

10 44.80 437.90 70 44.18 3080.59 130 43.00 5694.58 190 7720.24 250 7720.24

11 43.47 481.37 71 45.00 3125.59 131 43.65 5738.23 191 7720.24 251 7720.24

12 42.80 524.17 72 39.38 3164.97 132 43.39 5781.62 192 7720.24 252 7720.24

13 44,74 568.91 73 43.74 3208.71 133 43.45 5825.07 193 7720.24 253 7720.24

14 44.99 613.90 74 45.33 3254.04 134 41.64 5866.71 194 7720.24 254 7720.24

15 40.12 654,02 75 43.81 3297.85 135 43.70 5910.41 195 7720.24 255 7720.24

16 44.28 698.30 76 44.64 3342.49 136 41.84 5952.25 196 7720.24 256 7720.24

17 44.98 743.28 77 44.79 3387.28 1Š7 42.44 5994.69 197 7720.24 257 7720.24

18 44.50 787.78 78 43.71 3430.99 138 42.89 6037.58 198 7720.24 258 7720.24

19 44.80 832.58 79 , 44.48 3475.47 139 43.64 6081.22 199 7720.24 259 7720.24

20 44.59 877.17 80 44,89 3520.36 140 43.35 6124.57 200 7720.24 260 7720.24

21 45.11 922.28 81 45.00 3565.36 141 43.04 6167.61 201 7720.24 261 7720.24

22 40.60 962.88 82 44.64 3610.00 142 43.49 6211.10 202 7720.24 262 7720.24

23 44.03 1006.91 83 43.02 3653.02 143 40.97 6252.07 203 7720.24 263 7720.24

24 44.32 1051.23 84 43.80 3696.82 144 42.83 6294.90 204 7720.24 264 7720.24

25 44.02 1095.25 85 44.86 3741.68 145 43.64 6338.54 205 7720 24 265 7Ÿ20.24

26 43.87 1139.12 86 44.70 3Ý86,38 146 42.84 6381.38 206 7720.24 266 Ì720.24
27 40.82 1179.94 87 44.04 3830.42 147 43.70 6425.08 207 772024 26 7720.24

28 44.45 1224.39 88 44.45 3874.87 148 42.91 6467.99 208 7720.24 268 7720.24

29 40.37 1264.76 89 44.45 3919.32 149 43.50 6511.49 209 7720.24 269 7720.24

30 43.62 1308.38 90 45.21 3964.53 150 43.92 6555.41 210 7720.24 270 7720 24

31 41.00 1349.38 91 42.10 4006.63 151 43.56 6598.97 211 7720.24 271 7720.24

32 45.40 1394.78 92 44.51 4051.14 152 43.07 6642.04 212 7720.24 272 7720.24

33 45,60 1440.38 93 44.03 4095.17 153 43.76 6685.80 213 7720.24 273 7720.24

34 43.61 1483.99 94 45.84 4141.01 154 41.70 6727.50 214 7720.24 274 7720.24

35 44.47 1528.46 95 43.54 4184.55 155 43.40 6770.90 215 7720.24 275 7720.24

36 45.27 1573.73 96 45.04 4229.59 156 43.00 6813.90 216 7720.24 276 7720.24

37 44.48 1618.21 97 43.84 4273.43 157 39.55 6853.45 217 7720.24 277 7720.24

38 44.80 1663.01 98 41.02 4314.45 158 43.75 6897.20 218 7720.24 278 7720.24

39 45.20 1708.21 99/29# 44.80 4359.25 159 43.65 6940.85 219 7720.24 279 7720.24

40 44.10 1752.31 100/26# 43,38 4402.63 160 41.92 6982.77 220 7720.24 280 7720.24

41 44.60 1796.91 101 41.84 4444.47 161 43.38 7026.15 221 7720.24 281 7720.24

42 44.03 1840.94 102 40.35 4484.82 162 43.90 7070.05 222 7720.24 282 7720.24

43 43.91 1884.85 103 42.80 4527.62 163 43,76 7113.81 223 7720.24 283 7720.24

44 44.15 1929.00 104 43.74 4571.36 164 43.37 7157.18 224 7720.24 284 7720.24

45 43.81 1972.81 105 41.72 4613.08 164 43.70 7200.88 225 7720.24 285 7720.24

46 43.98 2016.79 106 43.35 4656.43 166 43.65 7244.53 226 7720.24 286 7720.24

47 45.38 2062.17 107 43.30 4699.73 167 41.55 7286.08 227 7720.24 287 7720.24

48 44.40 2106.57 108 42.84 4742.57 168 43.48 7329.56 228 7720.24 288 7720.24

49 42,10 2148.67 109 43.66 4786.23 169 43.00 7372.56 229 7720.24 289 7720.24

50 44.80 2193.47 110 43.47 4829.70 170 43.48 7416.04 230 7720.24 290 7720.24

51 44.22 2237.69 111 42.24 4871.94 171 42.76 7458.80 231 7720.24 291 7720.24

52 44.76 2282.45 112 43.58 4915.52 172 43.52 7502.32 232 7720.24 292 7720.24

53 45.21 2327.66 113 43,60 4959.12 173 43.52 . 7545.84 233 7720.24 293 7720.24

54 41.87 2369.53 114 43.40 5002.52 174 43.60 7589.44 234 7720.24 294 7720.24

55 44.70 2414.23 115 42.46 5044.98 175 43.75 7633.19 235 7720.24 295 7720.24

56 43.46 2457.69 116 43.76 5088.74 176 43.51 7676.70 236 7720.24 296 7720.24

57 45.00 2502.69 117 43.74 5132.48 177 43.54 7720.24 237 7720.24 297 7720.24

58 43.85 2546.54 118 43.55 5176.03 178 7720.2 238 7720.24 298 7720.24

Total Feet Run: 7,720.24 Total Flet on Loc: 7,931.20

Casing: 7", HCL-80, 29#lft 99 Jnts @4359.2 ,
HCP-110 26#/ft 78 Jnts @3360.99' LT&C Total Jts Run: 177 Total, ts on Loc: 183

Shoe Depth: 4|Tiß Totrl Feet Out: 470 .
Hole Size: 8 3/4 in Hole Depth: 7720 ft Length Above RKB: 5.¾ To al Jts Out:

RKB: 27 ft Pipe Supplier: MidwaySupply (McJunkin) Cut-off Length:

Shoe Type: Positive Float Guide Shoe (Gemaco Weatherford ) Float Collar Type: Positive Float Collar (Gemaco Weatherford )
Centralizer/Scratcher Type & Placement: 1 centralizer 6ft above shoe with stop rings, centralizers next 9 collars, then 10 centralizers every other collar, then23

Other Casing Hardware (DVtools,ECP's): centralizers every 3rd collar. Baker-Lokfloat shoe, first collar, and float collar. 43 = Total centralizers last one on joint98

CEMENTING DETAILS

Cementing Company: Halliburton Cementing Supervisor: AnthonyJones

Lead Slurry Tail Slurry

System: System: DenseCem C213 16.4 witp 15%saft+,25%Hr-5 Retarder

Wet Vol: cf DryVol: sacks $9567?Wet Vol: 1017 cf DryVol 900 sacks

Density:. ppg Yield: cf/sk Density: 16 4 ppg Foamed to Yield 1 13 cf/sk

Mix Water: gallsk Excess: % MixWater: 4.51 gallsk 15ppg Excess: 20% %

3 RPM: 300 RPM: 600 RPM: 3 RPM: 300 RPM: 600 RPM:

Preflush: 31bbis Tuned Spacer III Displacement: 288.23 bbis Start Mixing Cement: 21:37

Pipe Move: Reciprocate 30' while circ out gas before cement job Bump Plug: 2000 psi Cement-in-Place: 11:44 PM

Circulation: good Cement Returns: 0 cf Total Mix & Displace Time: 126 minutes

Mix Rate: 5 bpm Displacement Rate: 5-3-2 bpm Plugs: Top Wait on Cement: 12Hrs

Comments: Circ 2.5hrs prior. Bump plug with 2600psi with 1100psi prior, hold 2600psi for 6 mirn.ites, release pressure, floats held (ok) C1P @ 23:44hrs 12/17/2007. Estimate top of cement at

FIDELITY EXPLORATION
7" PRODUCTION CASING TALLY

WELLNO: Cane Creek 8-1 FIELD: Wildcat REPORT BY: L.E. Buchanan DATE: 12/18/07

No. Length Total No. Length Total No. Length Total No. Length Total No. Length Tota

Float Shoe 1.38 1.38 59 44.60 2591.14 119 43.32 5219.35 179 7720.24 239 7720.24

i 44.72 48.10 60 45.60 2636.74 120 43,41 5262.76 180 7720.24 240 7720.24

Float Collar 1.42 47.52 61 44.76 2681.50 121 43.30 5306.06 181 7720.24 241 7720.24

2 44.00 91.52 i 62 44.67 2726.17 122 42.17 5348.23 182 7720.24 242 7720.24

3 43.00 134.52 63 44.30 2770.47 123 43.64 5391.87 183 7720.24 243 7720.24

4 42.05 176.57' 64 45.02 2815.49 124 43.03 5434.90 184 7720.24 244 7720.24

5 43.76 220.33 65 43.26 2858.75 125 43.02 5477.92 185 7720.24 245 7720.24

6 45.00 265.33 66 43.60 2902.35 126 43.82 5521.74 186 7720.24 248 7720.24

7 39.65 304.98 67 44.80 2947.15 127 42.83 5564.57 187 7720.24 247 7720.24

8 44.22 349.20 68 43.92 2991.07 128 43.75 5608.32 188 7720.24 248 7720.24

9 43.90 . 393,10 69 45.34 3036.41 129 43,26 5651.58 189 7720.24 249 7720.24

10 44.80 437.90 70 44.18 3080.59 130 43.00 5694.58 190 7720.24 250 7720.24

11 43.47 481.37 71 45.00 3125.59 131 43.65 5738.23 191 7720.24 251 7720.24

12 42.80 524.17 72 39.38 3164.97 132 43.39 5781.62 192 7720.24 252 7720.24

13 44,74 568.91 73 43.74 3208.71 133 43.45 5825.07 193 7720.24 253 7720.24

14 44.99 613.90 74 45.33 3254.04 134 41.64 5866.71 194 7720.24 254 7720.24

15 40.12 654,02 75 43.81 3297.85 135 43.70 5910.41 195 7720.24 255 7720.24

16 44.28 698.30 76 44.64 3342.49 136 41.84 5952.25 196 7720.24 256 7720.24

17 44.98 743.28 77 44.79 3387.28 1Š7 42.44 5994.69 197 7720.24 257 7720.24

18 44.50 787.78 78 43.71 3430.99 138 42.89 6037.58 198 7720.24 258 7720.24

19 44.80 832.58 79 , 44.48 3475.47 139 43.64 6081.22 199 7720.24 259 7720.24

20 44.59 877.17 80 44,89 3520.36 140 43.35 6124.57 200 7720.24 260 7720.24

21 45.11 922.28 81 45.00 3565.36 141 43.04 6167.61 201 7720.24 261 7720.24

22 40.60 962.88 82 44.64 3610.00 142 43.49 6211.10 202 7720.24 262 7720.24

23 44.03 1006.91 83 43.02 3653.02 143 40.97 6252.07 203 7720.24 263 7720.24

24 44.32 1051.23 84 43.80 3696.82 144 42.83 6294.90 204 7720.24 264 7720.24

25 44.02 1095.25 85 44.86 3741.68 145 43.64 6338.54 205 7720 24 265 7Ÿ20.24

26 43.87 1139.12 86 44.70 3Ý86,38 146 42.84 6381.38 206 7720.24 266 Ì720.24
27 40.82 1179.94 87 44.04 3830.42 147 43.70 6425.08 207 772024 26 7720.24

28 44.45 1224.39 88 44.45 3874.87 148 42.91 6467.99 208 7720.24 268 7720.24

29 40.37 1264.76 89 44.45 3919.32 149 43.50 6511.49 209 7720.24 269 7720.24

30 43.62 1308.38 90 45.21 3964.53 150 43.92 6555.41 210 7720.24 270 7720 24

31 41.00 1349.38 91 42.10 4006.63 151 43.56 6598.97 211 7720.24 271 7720.24

32 45.40 1394.78 92 44.51 4051.14 152 43.07 6642.04 212 7720.24 272 7720.24

33 45,60 1440.38 93 44.03 4095.17 153 43.76 6685.80 213 7720.24 273 7720.24

34 43.61 1483.99 94 45.84 4141.01 154 41.70 6727.50 214 7720.24 274 7720.24

35 44.47 1528.46 95 43.54 4184.55 155 43.40 6770.90 215 7720.24 275 7720.24

36 45.27 1573.73 96 45.04 4229.59 156 43.00 6813.90 216 7720.24 276 7720.24

37 44.48 1618.21 97 43.84 4273.43 157 39.55 6853.45 217 7720.24 277 7720.24

38 44.80 1663.01 98 41.02 4314.45 158 43.75 6897.20 218 7720.24 278 7720.24

39 45.20 1708.21 99/29# 44.80 4359.25 159 43.65 6940.85 219 7720.24 279 7720.24

40 44.10 1752.31 100/26# 43,38 4402.63 160 41.92 6982.77 220 7720.24 280 7720.24

41 44.60 1796.91 101 41.84 4444.47 161 43.38 7026.15 221 7720.24 281 7720.24

42 44.03 1840.94 102 40.35 4484.82 162 43.90 7070.05 222 7720.24 282 7720.24

43 43.91 1884.85 103 42.80 4527.62 163 43,76 7113.81 223 7720.24 283 7720.24

44 44.15 1929.00 104 43.74 4571.36 164 43.37 7157.18 224 7720.24 284 7720.24

45 43.81 1972.81 105 41.72 4613.08 164 43.70 7200.88 225 7720.24 285 7720.24

46 43.98 2016.79 106 43.35 4656.43 166 43.65 7244.53 226 7720.24 286 7720.24

47 45.38 2062.17 107 43.30 4699.73 167 41.55 7286.08 227 7720.24 287 7720.24

48 44.40 2106.57 108 42.84 4742.57 168 43.48 7329.56 228 7720.24 288 7720.24

49 42,10 2148.67 109 43.66 4786.23 169 43.00 7372.56 229 7720.24 289 7720.24

50 44.80 2193.47 110 43.47 4829.70 170 43.48 7416.04 230 7720.24 290 7720.24

51 44.22 2237.69 111 42.24 4871.94 171 42.76 7458.80 231 7720.24 291 7720.24

52 44.76 2282.45 112 43.58 4915.52 172 43.52 7502.32 232 7720.24 292 7720.24

53 45.21 2327.66 113 43,60 4959.12 173 43.52 . 7545.84 233 7720.24 293 7720.24

54 41.87 2369.53 114 43.40 5002.52 174 43.60 7589.44 234 7720.24 294 7720.24

55 44.70 2414.23 115 42.46 5044.98 175 43.75 7633.19 235 7720.24 295 7720.24

56 43.46 2457.69 116 43.76 5088.74 176 43.51 7676.70 236 7720.24 296 7720.24

57 45.00 2502.69 117 43.74 5132.48 177 43.54 7720.24 237 7720.24 297 7720.24

58 43.85 2546.54 118 43.55 5176.03 178 7720.2 238 7720.24 298 7720.24

Total Feet Run: 7,720.24 Total Flet on Loc: 7,931.20

Casing: 7", HCL-80, 29#lft 99 Jnts @4359.2 ,
HCP-110 26#/ft 78 Jnts @3360.99' LT&C Total Jts Run: 177 Total, ts on Loc: 183

Shoe Depth: 4|Tiß Totrl Feet Out: 470 .
Hole Size: 8 3/4 in Hole Depth: 7720 ft Length Above RKB: 5.¾ To al Jts Out:

RKB: 27 ft Pipe Supplier: MidwaySupply (McJunkin) Cut-off Length:

Shoe Type: Positive Float Guide Shoe (Gemaco Weatherford ) Float Collar Type: Positive Float Collar (Gemaco Weatherford )
Centralizer/Scratcher Type & Placement: 1 centralizer 6ft above shoe with stop rings, centralizers next 9 collars, then 10 centralizers every other collar, then23

Other Casing Hardware (DVtools,ECP's): centralizers every 3rd collar. Baker-Lokfloat shoe, first collar, and float collar. 43 = Total centralizers last one on joint98

CEMENTING DETAILS

Cementing Company: Halliburton Cementing Supervisor: AnthonyJones

Lead Slurry Tail Slurry

System: System: DenseCem C213 16.4 witp 15%saft+,25%Hr-5 Retarder

Wet Vol: cf DryVol: sacks $9567?Wet Vol: 1017 cf DryVol 900 sacks

Density:. ppg Yield: cf/sk Density: 16 4 ppg Foamed to Yield 1 13 cf/sk

Mix Water: gallsk Excess: % MixWater: 4.51 gallsk 15ppg Excess: 20% %

3 RPM: 300 RPM: 600 RPM: 3 RPM: 300 RPM: 600 RPM:

Preflush: 31bbis Tuned Spacer III Displacement: 288.23 bbis Start Mixing Cement: 21:37

Pipe Move: Reciprocate 30' while circ out gas before cement job Bump Plug: 2000 psi Cement-in-Place: 11:44 PM

Circulation: good Cement Returns: 0 cf Total Mix & Displace Time: 126 minutes

Mix Rate: 5 bpm Displacement Rate: 5-3-2 bpm Plugs: Top Wait on Cement: 12Hrs

Comments: Circ 2.5hrs prior. Bump plug with 2600psi with 1100psi prior, hold 2600psi for 6 mirn.ites, release pressure, floats held (ok) C1P @ 23:44hrs 12/17/2007. Estimate top of cement at

FIDELITY EXPLORATION
7" PRODUCTION CASING TALLY

WELLNO: Cane Creek 8-1 FIELD: Wildcat REPORT BY: L.E. Buchanan DATE: 12/18/07

No. Length Total No. Length Total No. Length Total No. Length Total No. Length Tota

Float Shoe 1.38 1.38 59 44.60 2591.14 119 43.32 5219.35 179 7720.24 239 7720.24

i 44.72 48.10 60 45.60 2636.74 120 43,41 5262.76 180 7720.24 240 7720.24

Float Collar 1.42 47.52 61 44.76 2681.50 121 43.30 5306.06 181 7720.24 241 7720.24

2 44.00 91.52 i 62 44.67 2726.17 122 42.17 5348.23 182 7720.24 242 7720.24

3 43.00 134.52 63 44.30 2770.47 123 43.64 5391.87 183 7720.24 243 7720.24

4 42.05 176.57' 64 45.02 2815.49 124 43.03 5434.90 184 7720.24 244 7720.24

5 43.76 220.33 65 43.26 2858.75 125 43.02 5477.92 185 7720.24 245 7720.24

6 45.00 265.33 66 43.60 2902.35 126 43.82 5521.74 186 7720.24 248 7720.24

7 39.65 304.98 67 44.80 2947.15 127 42.83 5564.57 187 7720.24 247 7720.24

8 44.22 349.20 68 43.92 2991.07 128 43.75 5608.32 188 7720.24 248 7720.24

9 43.90 . 393,10 69 45.34 3036.41 129 43,26 5651.58 189 7720.24 249 7720.24

10 44.80 437.90 70 44.18 3080.59 130 43.00 5694.58 190 7720.24 250 7720.24

11 43.47 481.37 71 45.00 3125.59 131 43.65 5738.23 191 7720.24 251 7720.24

12 42.80 524.17 72 39.38 3164.97 132 43.39 5781.62 192 7720.24 252 7720.24

13 44,74 568.91 73 43.74 3208.71 133 43.45 5825.07 193 7720.24 253 7720.24

14 44.99 613.90 74 45.33 3254.04 134 41.64 5866.71 194 7720.24 254 7720.24

15 40.12 654,02 75 43.81 3297.85 135 43.70 5910.41 195 7720.24 255 7720.24

16 44.28 698.30 76 44.64 3342.49 136 41.84 5952.25 196 7720.24 256 7720.24

17 44.98 743.28 77 44.79 3387.28 1Š7 42.44 5994.69 197 7720.24 257 7720.24

18 44.50 787.78 78 43.71 3430.99 138 42.89 6037.58 198 7720.24 258 7720.24

19 44.80 832.58 79 , 44.48 3475.47 139 43.64 6081.22 199 7720.24 259 7720.24

20 44.59 877.17 80 44,89 3520.36 140 43.35 6124.57 200 7720.24 260 7720.24

21 45.11 922.28 81 45.00 3565.36 141 43.04 6167.61 201 7720.24 261 7720.24

22 40.60 962.88 82 44.64 3610.00 142 43.49 6211.10 202 7720.24 262 7720.24

23 44.03 1006.91 83 43.02 3653.02 143 40.97 6252.07 203 7720.24 263 7720.24

24 44.32 1051.23 84 43.80 3696.82 144 42.83 6294.90 204 7720.24 264 7720.24

25 44.02 1095.25 85 44.86 3741.68 145 43.64 6338.54 205 7720 24 265 7Ÿ20.24

26 43.87 1139.12 86 44.70 3Ý86,38 146 42.84 6381.38 206 7720.24 266 Ì720.24
27 40.82 1179.94 87 44.04 3830.42 147 43.70 6425.08 207 772024 26 7720.24

28 44.45 1224.39 88 44.45 3874.87 148 42.91 6467.99 208 7720.24 268 7720.24

29 40.37 1264.76 89 44.45 3919.32 149 43.50 6511.49 209 7720.24 269 7720.24

30 43.62 1308.38 90 45.21 3964.53 150 43.92 6555.41 210 7720.24 270 7720 24

31 41.00 1349.38 91 42.10 4006.63 151 43.56 6598.97 211 7720.24 271 7720.24

32 45.40 1394.78 92 44.51 4051.14 152 43.07 6642.04 212 7720.24 272 7720.24

33 45,60 1440.38 93 44.03 4095.17 153 43.76 6685.80 213 7720.24 273 7720.24

34 43.61 1483.99 94 45.84 4141.01 154 41.70 6727.50 214 7720.24 274 7720.24

35 44.47 1528.46 95 43.54 4184.55 155 43.40 6770.90 215 7720.24 275 7720.24

36 45.27 1573.73 96 45.04 4229.59 156 43.00 6813.90 216 7720.24 276 7720.24

37 44.48 1618.21 97 43.84 4273.43 157 39.55 6853.45 217 7720.24 277 7720.24

38 44.80 1663.01 98 41.02 4314.45 158 43.75 6897.20 218 7720.24 278 7720.24

39 45.20 1708.21 99/29# 44.80 4359.25 159 43.65 6940.85 219 7720.24 279 7720.24

40 44.10 1752.31 100/26# 43,38 4402.63 160 41.92 6982.77 220 7720.24 280 7720.24

41 44.60 1796.91 101 41.84 4444.47 161 43.38 7026.15 221 7720.24 281 7720.24

42 44.03 1840.94 102 40.35 4484.82 162 43.90 7070.05 222 7720.24 282 7720.24

43 43.91 1884.85 103 42.80 4527.62 163 43,76 7113.81 223 7720.24 283 7720.24

44 44.15 1929.00 104 43.74 4571.36 164 43.37 7157.18 224 7720.24 284 7720.24

45 43.81 1972.81 105 41.72 4613.08 164 43.70 7200.88 225 7720.24 285 7720.24

46 43.98 2016.79 106 43.35 4656.43 166 43.65 7244.53 226 7720.24 286 7720.24

47 45.38 2062.17 107 43.30 4699.73 167 41.55 7286.08 227 7720.24 287 7720.24

48 44.40 2106.57 108 42.84 4742.57 168 43.48 7329.56 228 7720.24 288 7720.24

49 42,10 2148.67 109 43.66 4786.23 169 43.00 7372.56 229 7720.24 289 7720.24

50 44.80 2193.47 110 43.47 4829.70 170 43.48 7416.04 230 7720.24 290 7720.24

51 44.22 2237.69 111 42.24 4871.94 171 42.76 7458.80 231 7720.24 291 7720.24

52 44.76 2282.45 112 43.58 4915.52 172 43.52 7502.32 232 7720.24 292 7720.24

53 45.21 2327.66 113 43,60 4959.12 173 43.52 . 7545.84 233 7720.24 293 7720.24

54 41.87 2369.53 114 43.40 5002.52 174 43.60 7589.44 234 7720.24 294 7720.24

55 44.70 2414.23 115 42.46 5044.98 175 43.75 7633.19 235 7720.24 295 7720.24

56 43.46 2457.69 116 43.76 5088.74 176 43.51 7676.70 236 7720.24 296 7720.24

57 45.00 2502.69 117 43.74 5132.48 177 43.54 7720.24 237 7720.24 297 7720.24

58 43.85 2546.54 118 43.55 5176.03 178 7720.2 238 7720.24 298 7720.24

Total Feet Run: 7,720.24 Total Flet on Loc: 7,931.20

Casing: 7", HCL-80, 29#lft 99 Jnts @4359.2 ,
HCP-110 26#/ft 78 Jnts @3360.99' LT&C Total Jts Run: 177 Total, ts on Loc: 183
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JSU RTON Cementing Job Summary
The Road to Excellence Starts with Safety

Sold To #: 317997 Ship To #: 2608232 Quote #: Sales Order #: 5511408
Customer: FIDELITYEXPLORATION& PRODUCTION Customer Rep: BUCHANAN,ED
Well Name: Cane Creek ell #: 8-1 Pl/UWI #: 430193144900
Field: City (SAP): UNKNOWN County/Parish: Grand State: Utah
Legal Description: Section 8 Township 26S Range 20E
Contractor: DHS Rig/Platform Name/Num: DHS 12
Job Purpose: Cement Intermediate Casing
Well Type: Development Well Job Type: Cement Intermediate Casing
Sales Person: KRUGER, ROBERT Srvc Supervisor: GRIFFIN, SHANE |MBU ID Emp #: 245589

Job Personnel
HES Emp Name Exp HrsÍ Emp # HES Emp Name Exp Hrs Emp # HES Emp Name Exp Hrs Emp #

GRIFFIN, SHANE M 245589
Equipment

HES Unit # Distance-1 way HES Unit # Distance-1 way HES Unit # | Distance-1 way HES Unit # Distance-1 way

Job Hours
Date On Location Operating Date | On Location Operating Date On Location Operating

Hours Hours Hours Hours Hours Hours

TOTAL Total is the sum of each column separately
Job Job Times

Formation Name Date Time Time 2one
Formation Depth (MD) op Bottom Called Out
Form Type BHST On Location
Job depth MD 4258. ft ob Depth TVD Job Started
Water Depth k Ht Above Floor Job Completed
Perforation Depth (MD) From Í o Departed Loc

Well Data
Description New / Max Size ID Weight Thread Grade Top MD Bottom Top Bottom

Used pressure in in Ibm/ft ft MD TVD TVD
psig ft ft ft

13 3/8" Surface Used 13.375 12.715 48. H-40 900. 1500.
13 3/8" Surface Used 13.375 12.615 54.5 J-55

. 900.
12 1/4" Open 12.25 1500. 4258.

Hole
9 5/8" Used 9.625 8.835 40. HCL-80

. 4258.
Intermediate

Tools and Accessories
Type Size Qty Make Depth Type Size Qty Make Depth Type Size Qty Make

Guide Shoe Packer Top Plug
Float Shoe Bridge Plug Bottom Plug
Float Collar Retainer SSR plug set
Insert Float Plug Container
Stage Tool Centralizers

Gelling Agt Conc Surfactant Conc Acid Type Qty Conc %
Treatment FId Conc Inhibitor Conc Sand Type Size Qty
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Type Size Qty Make Depth Type Size Qty Make Depth Type Size Qty Make

Guide Shoe Packer Top Plug
Float Shoe Bridge Plug Bottom Plug
Float Collar Retainer SSR plug set
Insert Float Plug Container
Stage Tool Centralizers

Gelling Agt Conc Surfactant Conc Acid Type Qty Conc %
Treatment FId Conc Inhibitor Conc Sand Type Size Qty

Summit Version: 7.20.130 Friday, November 23, 2007

JSU RTON Cementing Job Summary
The Road to Excellence Starts with Safety

Sold To #: 317997 Ship To #: 2608232 Quote #: Sales Order #: 5511408
Customer: FIDELITYEXPLORATION& PRODUCTION Customer Rep: BUCHANAN,ED
Well Name: Cane Creek ell #: 8-1 Pl/UWI #: 430193144900
Field: City (SAP): UNKNOWN County/Parish: Grand State: Utah
Legal Description: Section 8 Township 26S Range 20E
Contractor: DHS Rig/Platform Name/Num: DHS 12
Job Purpose: Cement Intermediate Casing
Well Type: Development Well Job Type: Cement Intermediate Casing
Sales Person: KRUGER, ROBERT Srvc Supervisor: GRIFFIN, SHANE |MBU ID Emp #: 245589

Job Personnel
HES Emp Name Exp HrsÍ Emp # HES Emp Name Exp Hrs Emp # HES Emp Name Exp Hrs Emp #

GRIFFIN, SHANE M 245589
Equipment

HES Unit # Distance-1 way HES Unit # Distance-1 way HES Unit # | Distance-1 way HES Unit # Distance-1 way

Job Hours
Date On Location Operating Date | On Location Operating Date On Location Operating

Hours Hours Hours Hours Hours Hours

TOTAL Total is the sum of each column separately
Job Job Times

Formation Name Date Time Time 2one
Formation Depth (MD) op Bottom Called Out
Form Type BHST On Location
Job depth MD 4258. ft ob Depth TVD Job Started
Water Depth k Ht Above Floor Job Completed
Perforation Depth (MD) From Í o Departed Loc

Well Data
Description New / Max Size ID Weight Thread Grade Top MD Bottom Top Bottom

Used pressure in in Ibm/ft ft MD TVD TVD
psig ft ft ft

13 3/8" Surface Used 13.375 12.715 48. H-40 900. 1500.
13 3/8" Surface Used 13.375 12.615 54.5 J-55

. 900.
12 1/4" Open 12.25 1500. 4258.

Hole
9 5/8" Used 9.625 8.835 40. HCL-80

. 4258.
Intermediate

Tools and Accessories
Type Size Qty Make Depth Type Size Qty Make Depth Type Size Qty Make

Guide Shoe Packer Top Plug
Float Shoe Bridge Plug Bottom Plug
Float Collar Retainer SSR plug set
Insert Float Plug Container
Stage Tool Centralizers

Gelling Agt Conc Surfactant Conc Acid Type Qty Conc %
Treatment FId Conc Inhibitor Conc Sand Type Size Qty

Summit Version: 7.20.130 Friday, November 23, 2007

JSU RTON Cementing Job Summary
The Road to Excellence Starts with Safety

Sold To #: 317997 Ship To #: 2608232 Quote #: Sales Order #: 5511408
Customer: FIDELITYEXPLORATION& PRODUCTION Customer Rep: BUCHANAN,ED
Well Name: Cane Creek ell #: 8-1 Pl/UWI #: 430193144900
Field: City (SAP): UNKNOWN County/Parish: Grand State: Utah
Legal Description: Section 8 Township 26S Range 20E
Contractor: DHS Rig/Platform Name/Num: DHS 12
Job Purpose: Cement Intermediate Casing
Well Type: Development Well Job Type: Cement Intermediate Casing
Sales Person: KRUGER, ROBERT Srvc Supervisor: GRIFFIN, SHANE |MBU ID Emp #: 245589

Job Personnel
HES Emp Name Exp HrsÍ Emp # HES Emp Name Exp Hrs Emp # HES Emp Name Exp Hrs Emp #

GRIFFIN, SHANE M 245589
Equipment

HES Unit # Distance-1 way HES Unit # Distance-1 way HES Unit # | Distance-1 way HES Unit # Distance-1 way

Job Hours
Date On Location Operating Date | On Location Operating Date On Location Operating

Hours Hours Hours Hours Hours Hours

TOTAL Total is the sum of each column separately
Job Job Times

Formation Name Date Time Time 2one
Formation Depth (MD) op Bottom Called Out
Form Type BHST On Location
Job depth MD 4258. ft ob Depth TVD Job Started
Water Depth k Ht Above Floor Job Completed
Perforation Depth (MD) From Í o Departed Loc

Well Data
Description New / Max Size ID Weight Thread Grade Top MD Bottom Top Bottom

Used pressure in in Ibm/ft ft MD TVD TVD
psig ft ft ft

13 3/8" Surface Used 13.375 12.715 48. H-40 900. 1500.
13 3/8" Surface Used 13.375 12.615 54.5 J-55

. 900.
12 1/4" Open 12.25 1500. 4258.

Hole
9 5/8" Used 9.625 8.835 40. HCL-80

. 4258.
Intermediate

Tools and Accessories
Type Size Qty Make Depth Type Size Qty Make Depth Type Size Qty Make

Guide Shoe Packer Top Plug
Float Shoe Bridge Plug Bottom Plug
Float Collar Retainer SSR plug set
Insert Float Plug Container
Stage Tool Centralizers

Gelling Agt Conc Surfactant Conc Acid Type Qty Conc %
Treatment FId Conc Inhibitor Conc Sand Type Size Qty

Summit Version: 7.20.130 Friday, November 23, 2007

JSU RTON Cementing Job Summary
The Road to Excellence Starts with Safety

Sold To #: 317997 Ship To #: 2608232 Quote #: Sales Order #: 5511408
Customer: FIDELITYEXPLORATION& PRODUCTION Customer Rep: BUCHANAN,ED
Well Name: Cane Creek ell #: 8-1 Pl/UWI #: 430193144900
Field: City (SAP): UNKNOWN County/Parish: Grand State: Utah
Legal Description: Section 8 Township 26S Range 20E
Contractor: DHS Rig/Platform Name/Num: DHS 12
Job Purpose: Cement Intermediate Casing
Well Type: Development Well Job Type: Cement Intermediate Casing
Sales Person: KRUGER, ROBERT Srvc Supervisor: GRIFFIN, SHANE |MBU ID Emp #: 245589

Job Personnel
HES Emp Name Exp HrsÍ Emp # HES Emp Name Exp Hrs Emp # HES Emp Name Exp Hrs Emp #

GRIFFIN, SHANE M 245589
Equipment

HES Unit # Distance-1 way HES Unit # Distance-1 way HES Unit # | Distance-1 way HES Unit # Distance-1 way

Job Hours
Date On Location Operating Date | On Location Operating Date On Location Operating

Hours Hours Hours Hours Hours Hours

TOTAL Total is the sum of each column separately
Job Job Times

Formation Name Date Time Time 2one
Formation Depth (MD) op Bottom Called Out
Form Type BHST On Location
Job depth MD 4258. ft ob Depth TVD Job Started
Water Depth k Ht Above Floor Job Completed
Perforation Depth (MD) From Í o Departed Loc

Well Data
Description New / Max Size ID Weight Thread Grade Top MD Bottom Top Bottom

Used pressure in in Ibm/ft ft MD TVD TVD
psig ft ft ft

13 3/8" Surface Used 13.375 12.715 48. H-40 900. 1500.
13 3/8" Surface Used 13.375 12.615 54.5 J-55

. 900.
12 1/4" Open 12.25 1500. 4258.

Hole
9 5/8" Used 9.625 8.835 40. HCL-80

. 4258.
Intermediate

Tools and Accessories
Type Size Qty Make Depth Type Size Qty Make Depth Type Size Qty Make

Guide Shoe Packer Top Plug
Float Shoe Bridge Plug Bottom Plug
Float Collar Retainer SSR plug set
Insert Float Plug Container
Stage Tool Centralizers

Gelling Agt Conc Surfactant Conc Acid Type Qty Conc %
Treatment FId Conc Inhibitor Conc Sand Type Size Qty

Summit Version: 7.20.130 Friday, November 23, 2007

JSU RTON Cementing Job Summary
The Road to Excellence Starts with Safety

Sold To #: 317997 Ship To #: 2608232 Quote #: Sales Order #: 5511408
Customer: FIDELITYEXPLORATION& PRODUCTION Customer Rep: BUCHANAN,ED
Well Name: Cane Creek ell #: 8-1 Pl/UWI #: 430193144900
Field: City (SAP): UNKNOWN County/Parish: Grand State: Utah
Legal Description: Section 8 Township 26S Range 20E
Contractor: DHS Rig/Platform Name/Num: DHS 12
Job Purpose: Cement Intermediate Casing
Well Type: Development Well Job Type: Cement Intermediate Casing
Sales Person: KRUGER, ROBERT Srvc Supervisor: GRIFFIN, SHANE |MBU ID Emp #: 245589

Job Personnel
HES Emp Name Exp HrsÍ Emp # HES Emp Name Exp Hrs Emp # HES Emp Name Exp Hrs Emp #

GRIFFIN, SHANE M 245589
Equipment

HES Unit # Distance-1 way HES Unit # Distance-1 way HES Unit # | Distance-1 way HES Unit # Distance-1 way

Job Hours
Date On Location Operating Date | On Location Operating Date On Location Operating

Hours Hours Hours Hours Hours Hours

TOTAL Total is the sum of each column separately
Job Job Times

Formation Name Date Time Time 2one
Formation Depth (MD) op Bottom Called Out
Form Type BHST On Location
Job depth MD 4258. ft ob Depth TVD Job Started
Water Depth k Ht Above Floor Job Completed
Perforation Depth (MD) From Í o Departed Loc

Well Data
Description New / Max Size ID Weight Thread Grade Top MD Bottom Top Bottom

Used pressure in in Ibm/ft ft MD TVD TVD
psig ft ft ft

13 3/8" Surface Used 13.375 12.715 48. H-40 900. 1500.
13 3/8" Surface Used 13.375 12.615 54.5 J-55

. 900.
12 1/4" Open 12.25 1500. 4258.

Hole
9 5/8" Used 9.625 8.835 40. HCL-80

. 4258.
Intermediate

Tools and Accessories
Type Size Qty Make Depth Type Size Qty Make Depth Type Size Qty Make

Guide Shoe Packer Top Plug
Float Shoe Bridge Plug Bottom Plug
Float Collar Retainer SSR plug set
Insert Float Plug Container
Stage Tool Centralizers

Gelling Agt Conc Surfactant Conc Acid Type Qty Conc %
Treatment FId Conc Inhibitor Conc Sand Type Size Qty

Summit Version: 7.20.130 Friday, November 23, 2007



- LJ 20 RT N Cementing Job Summary

uom Density ft3/sk Gälläk bbilmin Fluid Gällsk
Ihm/gal

1 Super Flush 25.0 bbi 10. .0 .0 .0

XLC
2 Water Spacer 04.974 bbl 8.33 .0 .0 .0

3 ROCKIES LT W ROCKIES LT - SBM (430481) 55.0 sacks 10.5 4.7 30.01 30.01
RBP

0.2 % POLY-E-FLAKE (101216940)
0.3% STEELSEAL, 50 LB BAG (101236842)
5 lbm PHENO SEAL - BLEND - 40 LB (101342230)

0.25 % D-AIR3000 (101007446)
0.1 % TUF FIBER 594, 15 LB BOX (101350514)

28.209 Gal FRESH WATER
4 WATER 05.0 bbi 8.33 .0 .0 .0

SPACER
5 SUPERFLUSH 25.0 bbi 10. .0 .0 .0

XLC
6 WATER 05.0 bbi 8.33 .0 .0 .0

SPACER
7 ROCKIES LT + ROCKIES LT - SBM (430481) 55.0 sacks 10.5 4.7 30.01 30.01

RBP
0.2 % POLY-E-FLAKE (101216940)
0.3 % STEELSEAL, 50 LB BAG (101236842)
5 lbm PHENO SEAL - BLEND -40 LB (101342230)

0.25 % D-AIR3000 (101007446)
0.1 % TUF FlBER 594, 15 LB BOX (101350514)

28.209 Gal FRESH WATER
8 Lead Cement ELASTISEAL (TM) SYSTEM (450262) | 1000.0 sacks 14.35 1.47 6.5 6.5

5 lbm SILICALITE- COMPACTED, 50 LB SK (100012223)
20 % SAND-SSA-1 - SILICA FLOUR - 200 MESH, BULK(100003691)
0.1 % VERSASET, 50 LB SK (100007865)

6.502 Gal FRESH WATER
1.5 % ZONESEALANT2000, HALTANK(101207218)

9 Tail Cement ELASTISEAL (TM) SYSTEM (450262) 550.0 sacks 14.35 1.47 6.5 6.5
5 lbm SILICALITE- COMPACTED, 50 LB SK (100012223)
20 % SAND-SSA-1 - SILICAFLOUR - 200 MESH, BULK(100003691)
0.1 % VERSASET, 50 LB SK (100007865)

6.502 Gal FRESH WATER
1.5 % ZONESEALANT 2000, HALTANK (101207218)

10 Displacement 319.837 bbl 9. .0 .0 .0

11 CAP CEMENT CMT - PREMIUM - CLASS G, 94 LB SK 100.0 sacks 14.6 1.55 7.35 7.35
(100003685)

94 lbm CMT - PREMIUM - CLASS G REG OR TYPE V, BULK(100003685)
3% CALCIUM CHLORIDE - Hi TEST PELLET (100005053)
12 % CAL-SEAL 60, 100 LB BAG (100005051)

7.347 Gal FRESH WATER

Displacement Shut In: Instant Lost Returns Cement Slurry Pad
Top Of Cement 5 Min Cement Returns Actual Displacement| Treatment
Frac Gradient 15 Min Spacers Load and Breakdown gotalJob
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Frac Gradient 15 Min Spacers Load and Breakdown gotalJob
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HALumumTON Cementing Job Summary

Circulating Mixing Displacement Avg. Job
Cement Left in Pipe Amount 40 ft Reason |Shoe Joint
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ustomer Representative Signature
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Cementing Job Log
The Road to E×cellence Starts with Safety

Sold To #: 317997 Ship To #: 2608232 Quote #: Sales Order #: 5511408
Customer: FIDELITYEXPLORATION & PRODUCTION Customer Rep: BUCHANAN, ED
Well Name: Cane Creek Well #: 8-1 APl/UWI #: 430193144900
Field: City (SAP): UNKNOWN |County/Parish: Grand State: Utah
Legal Description: Section 8 Township 26S Range 20E
Lat: N 0 deg. OR N 0 deg. O min. O secs. Long: E 0 deg. OR E 0 deg. Omin. O secs.
Contractor: DHS Rig/Platform Name/Num: DHS 12
Job Purpose: Cement Intermediate Casing Ticket Amount:
Well Type: Development Well Job Type: Cement Intermediate Casing
Sales Person: KRUGER, ROBERT Srvc Supervisor: GRIFFIN, SHANE MBU ID Emp #: 245589

Rate PressureVolumeActivity Description DatelTime Cht .bb\l
bbl psig Comments

min
¢† Stage Total Tubing Casing

Call Out 11/22/2007
07:00

Depart from Service Center or 11/22/2007
Other Site 11:00
Arrive at Location from Service 11/22/2007
Center 16:00
Rig-Up Equipment 11/22/2007

17:00
Standby Rig 11/22/2007 Wait For Rig hands to

19:00 clean out cellar
Pre-Job Safety Meeting 11/22/2007

23:00
Pressure Test 11/22/2007 5200. Pressure test cement

23:41 0
Pressure Test 11/22/2007 7300. Pressure test Nitrogen

23:43 0
Pump Water 11/22/2007 5 10 105.0 Pump 10 Fresh Water

23:50
Pump Spacer 11/22/2007 5 25 121.0 Pump SUPERFLUSH

23:52 XLC @ 10 ppg
Pump Water 11/22/2007 5 10 89.0 Pump 10 Fresh Water

23:58
Pump Cement 11/23/2007 5 46 128.0 Scavenger Cement 10.5

00:00 ppg 55 sks
Pump Water 11/23/2007 5 10 102.0 Pump 10 Fresh Water

00:09
Pump Spacer 11/23/2007 5 25 121.0 Pump SUPERFLUSH

I 00:11 XLC @ 10 ppg
Pump Water 11/23/2007 5 10 92.0 Pump 10 Fresh Water

00:16
Start Additive 11/23/2007 5 7 94.0 Start Foamer @ 1.8

00:18 GPM
Pump Cement 11/23/2007 5 46 135.0 Start Scavenger Cement

00:18 @ 10.5 ppg
Start Nitrogen 11/23/2007 5 133.0 Start Nitrogen @330

00:19 SCFM

Sold To #: 317997 Ship To #:2608232 Quote #: Sales Order #: 5511408

SUMMIT Version: 7.20.130 Friday, November 23, 2007
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Cementing Job Log

Rate Pressure
Activity Description DatelTime Cht bbil bme

psig Comments
min

# Stage Total Tubing -Casing
Pump Lead Cement 11/23/2007 5 261.5 234.0 Start Lead Cement @

00:26 14.3 ppg foamed to 10
ppg (1000 sks)

Event 11/23/2007 5 50 333.0 Increase N2 Rate to 350
00:34 SCFM

Event 11/23/2007 5 60 340.0 Increase N2 Rate to 400
00:36 SCFM

Event 11/23/2007 5 70 352.0 Increase N2 Rate to 460
00:38 SCFM

Event 11/23/2007 5 80 370.0 Increase N2 Rate to 520
00:40 SCFM

Event 11/23/2007 5 90 386.0 Increase N2 Rate to 600
00:42 SCFM

Event 11/23/2007 5 100 406.0 increase N2 Rate to 640
00:44 SCFM

Event 11/23/2007 5 110 411.0 Increase N2 Rate to 680
00:46 SCFM

Event 11/23/2007 5 120 405.0 Increase N2 Rate to 720
00:48 SCFM

Event 11/23/2007 5 130 327.0 Increase N2 Rate to 760
00:50 SCFM

Event 11/23/2007 5 140 428.0 Increase N2 Rate to 820
00:52 SCFM

Event 11/23/2007 5 150 453.0 Increase N2 Rate to 860
00:54 SCFM

Event 11/23/2007 5 160 505.0 Increase N2 Rate to 900
00:56 SCFM

Event 11/23/2007 5 | 170 497.0 Increase N2 Rate to 940
00:58 | SCFM

Event 11/23/2007 5 180 447.0 Increase N2 Rate to 980
01:00 SCFM

Event 11/23/2007 5 190 455.0 Increase N2 Rate to
01:02 1020 SCFM

Event 11/23/2007 5 200 473.0 Increase N2 Rate to
01:04 1080 SCFM

Event 11/23/2007 5 210 485.0 Increase N2 Rate to
01:06 1140 SCFM

Event 11/23/2007 5 220 491.0 Increase N2 Rate to
01:08 1180 SCFM

Event 11/23/2007 5 230 511.0 Increase N2 Rate to
01:10 1240 SCFM

Event 11/23/2007 5 240 546.0 Increase N2 Rate to
01:12 1320 SCFM

Event 11/23/2007 5 250 542.0 Increase N2 Rate to
01:14 1380 SCFM

Event 11/23/2007 5 260 561.0 Increase N2 Rate to
01:16 1460 SCFM

Sold To #: 317997 Ship To #:2608232 Quote #: Sales Order #: 5511408

SUMMIT Version: 7.20.130 Friday, Novernber 23, 2007
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Rate Pressure
Activity Description DatelTime Cht bbil bme

psig Comments
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# Stage Total Tubing -Casing
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HALLIBURTION
Cementing Job Log

Rate Pressure
Activity Description Date/Time Cht bbll Volubme

puig Comments
min

‡† Stage Total Tubing Casing

Event 11/23/2007 5 270 555.0 Increase N2 Rate to
01:18 1560 SCFM

Event 11/23/2007 5 280 565.0 Increase N2 Rate to
01:20 1620 SCFM

Event 11/23/2007 5 290 581.0 Increase N2 Rate to
01:22 1680 SCFM

Event 11/23/2007 5 300 560.0 Increase N2 Rate to
01:24 1740 SCFM

Event 11/23/2007 5 310 607.0 Increase N2 Rate to
01:26 1820 SCFM

Stop Nitrogen 11/23/2007 5 508.0 Stop N2
01:28

Stop Additive 11/23/2007 5 340.0 Stop Foamer
01:28

Pump Tail Cement 11/23/2007 5 149 322.0 Pump Unfoamed Tail
01:29 Ceiekg ppg

(550 SKS) /
Drop Plug 11/23/2007 --

02:02
Pump Displacement 11/23/2007 8 308 250.0 Start Displacement W

02:07 Mud @ 8.6 ppg
Slow Rate 11/23/2007 5 100 109.0 Slow Rate to 5 BPM 100

02:22 BBL Away
Slow Rate 11/23/2007 4 200 98.0 Slow Rate to 4 BPM,

02:42 200 bbl away
Slow Rate 11/23/2007 3 270 55.0 Slow Rate to 3 BPM 270

03:00 BBLAway
Slow Rate 11/23/2007 2 290 47.0 Slow Rate to 2 BPM,

03:10 290 BBLAway
Bump Plug 11/23/2007 305 48.0 Bump Plug, Presssure

03:11 to 500 Over Hold for 5
mins

Check Floats 11/23/2007 Floats Held, 0.5 bbi
03:16 Back

Rig-Down Equipment 11/23/2007
03:30

Rig-Down Completed 11/23/2007
04:20

Depart Location Safety 11/23/2007
Meeting 04:40
Depart Location for Service 11/23/2007
Center or Other Site 05:00
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HALLIEBURTON
Water Analysis For Cement Mixing Water

Company: FIDELITY Lease: Cane creek Well Name, Nbr: Cane Creek, 8-1
EXPLORATION &
PRODUCTION

Rig Name/Nor: DHS 12 APINo. /UWI 430193144900
County: Grand State: Utah Country: United States of America

FIELD TEST KIT

NOTE: These tests are an indication of POTENTIAL contamination and are not conclusive.
For more comprehensive results, a sample should be submitted to the Local Area Lab

Date Ticket Number 5511408
Service Supervisor GRIFFIN, SHANE Water Source

Temperature 48 [<80F}

pH. 6.5 [between 6-8 pH1

Specific Gravity [1.000 - 1.005 see Chart]

Chart in Kit shows comparisons of: Chlorides 150 [<3,000ppm @1.004 S.G.]
Calcium [<500ppm @1.004 S.G.]

PASS FAIL Nessler's Nitrogen [Passing Parameters]

O O Color of Yellow [<4.5ppm (mg/L)]

Tannin-Lienin

O O Color of Blue [<25.0ppm]

Sulfate

Degree of Clarity 150 [200 ppm]

© O Black X Visible Yes [if'NO >200 ppm = FAIL]

Iron (Fe)

O O Degree of Orange [<20.0ppm]
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Fidelity Cane Creek 8-1
DHS 12 9 5/8 Foam Intermediate

Job Chart Summary
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N ALLinumTO N Cementing Job Summary

Sold To #: 317997 Ship To #: 317997 Quote #: Sales Order #: 5448787
Customer: FIDELITY EXPLORATION & PRODUCTION Customer Rep: BUCHANAN, ED
Well Name: Cane Creek ell #: 8-1 API/UWI#: 430193144900
Field: City (SAP): UNKNOWN County/Parish: Grand State: Utah
Legal Description: Section 8 Township 26S Range 20E
Contractor: DHS Rig/Platform Name/Num: DHS 12
Job Purpose: Cement Surface Casing
Well Type: Development Well Job Type: Cement Surface Casing
Sales Person: KRUGER, ROBERT Srvc Supervisor: STILL, MICHEAL MBU ID Emp #: 258213

Job Personnel
HES Emp Name Exp Hrs Emp # HES Emp Name Exp Hrs Emp # HES Emp Name Exp Hrs Emp #

STILL, MICHEAL 258213
Wayne

Equipment
HES Unit # Distance-1 way HES Unit # Distance-1 way HES Unit # Distance-1 way HES Unit # Distance-1 way

Job Hours
Date On Location Operating Date On Location Operating Date On Location Operating

Hours Hours Hours Hours Hours Hours

TOTAL \Total is the sum of each column separately
Job Job Times

Formation Name | Date Time Time Zone
Formation Depth (MD) Top Bottom Called Out
Form Type BHST On Location
Job depth MD 1500. ft ob Depth TVD 1500. ft Job Started
Water Depth k Ht Above Floor 4. ft Job Completed
Perforation Depth (MD) From o Departed Loc

Well Data
Description New I Max Size ID Weight Thread Grade Top MD Bottom Top Bottom

Used pressure in in Ibm/ft ft MD TVD TVD
psig ft ft ft

20" Conductor Used 20. 19.124 94.
. 60.

17 1/2" Open 17.5 60. 1500.
Hole
13 3/8" Surface Used 13.375 12.715 48. H-40 900. 1500.
13 3/8" Surface Used 13.375 12.615 54.5 J-55

. 900.
Tools and Accessories

Type Size Qty Make Depth Type Size Qty | Make Depth Type Size Qty Make
Guide Shoe Packer Top Plug
Float Shoe Bridge Plug Bottom Plug
Float Collar

_

Retainer SSR plug set
insert Float Plug Container
Stage Tool Centralizers

Miscellaneous Materials
Gelling Agt I \Conc Surfactant Conc Acid Type | Qty Conc %
Treatment Fld Conc Inhibitor Conc Sand Type Size Qty

Summit Version: 7.20.130 Tuesday, November 13, 2007
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M ALLI BU RTO N Cementing Job Summary

Fluid:Data
Stage/Plug #: 1

Fluid Stage Type Fluid Name Qty Qty Mixing Yield Mix Fluid Rate Total Mix
# uom Density ft3/sk Gallsk bbilmin Fluid Gallsk

Ibm/gal
1 Water Ahead 10 bbi 8.33 .0 .0 .0

2 Super Flush 265.4 bbi 10- SF .0 .0 .0

XLC Spacer 10.5 Cem
Train

3 Water Spacer 05.0 bbi 8.33 .0 .0 .0

4 Lead Cement CMT - STANDARD TYPE III - FINE 325.0 sacks 10.5 4.2 26.36 26.36
(100012229)

10 lbm GILSONITE, BULK (100003700)
2 % CALCIUM CHLORIDE - Hi TEST PELLET (100005053)

0.25 lbm POLY-E-FLAKE (101216940)
26.36 Gal FRESH WATER

5 Tail Cement CMT - PREMIUM - CLASS G, 94 LB SK 700.0 sacks 15.8 1.15 4.97 4.97
(100003685)

94 lbm CMT - PREMlUM- CLASS G REG OR TYPE V, BULK (100003685)
0.125 lbm POLY-E-FLAKE (101216940)
4.968 Gal FRESH WATER
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94 lbm CMT - STANDARD TYPE Ill - FINE , BULK (100012229)
2 % CALCIUM CHLORIDE - Hl TEST PELLET (100005053)

6.365 Gal FRESH WATER
Calculated Values Pressures Volumes

Displacement Shut In: Instant Lost Returns Cement Slurry Pad i
Top Of Cement 5 Min Cement Returns Actual Displacement Treatment
Frac Gradient 15 Min Spacers Load and Breakdown Total Job

Circulating Mixing Displacement Avg. Job
Cement Left in Pipe Amount 40 ft Reason (Shoe Joint

Frac Ring # 1 @ ID Frac ring # 2 @ ID Frac Ring # 3 @ ID Frac Ring #4 @ ID
Customer Representative Signature

The Information Stated Herein Is Correct

Summit Version: 7.20.130 Tuesday, November 13, 2007

M ALLI BU RTO N Cementing Job Summary
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HALLIBURTON
Cementing Job Log

The Road to Excellence Starts with Safety
Sold To #: 317997 Ship To #: 317997 Quote #: Sales Order #: 5448787
Customer: FlDELITY EXPLORATION & PRODUCTION Customer Rep: BUCHANAN, ED
Well Name: Cane Creek Well #: 8-1 API/UWI #: 430193144900
Field: City (SAP): UNKNOWN County/Parish: Grand State: Utah
Legal Description: Section 8 Township 26S Range 20E
Lat: NO deg. OR NO deg. Omin. Osecs. Long: E 0 deg. OR EO deg. Omin. Osecs.
Contractor: DHS Rig/Platform Name/Num: DHS 12
Job Purpose: Cement Surface Casing Ticket Amount:
Well Type: Development Well Job Type: Cement Surface Casing
Sales Person: KRUGER, ROBERT Srvc S apervisor: STILL, MICHEAL MBU ID Emp #: 258213

Rate PressureVolumeActivity Description Date/Time Cht bbIl
bbl poig Comments

min
Stage Total Tubing Casing

Call Out 11/06/2007
12:00

Arrive at Location from Service 11/06/2007
Center 21:30
Safety Meeting 11/06/2007

21:40
Wait on Òrders- Start Time 11/06/2007 Wait on rig to break

21:45 circulation.
Safety Meeting 11/07/2007

23:00
Rig-Up Equipment 11/07/2007

23:15
Safety Meeting 11/08/2007

03:00
Test Lines 11/08/2007 2200.

03:38 0
Pump Water 11/08/2007 5 10 74.0 Well Circulating

03:41
Pump Spacer 11/08/2007 5 20 74.0 Super Flush

03:44
Pump Water 11/08/2007 5 10 64.0

03:48
Pump Cement 11/08/2007 5 41.8 76.0 50 sacks @10.5#4.7 y

03:59 30.01 gallsk.
Pump Water 11/08/2007 4.9 10 57.0 Lost returns

04:11
Purnp Spacer 11/08/2007 4.9 20 63.0 Super Flush

04:14
Pump Water 11/08/2007 4.9 10 47.0

04:17
Pump Cement 11/08/2007 | 4.9 41.8 69.0 50 sacks @ 10.5#4.7y

04:19 30.01 gallsk.
Pump Water 11/08/2007 4.9 10 50.0 Well Circulateing

04:29

Sold To #: 317997 Ship To #:317997 Quote #: Sales Order #: 5448787
SUMMIT Version: 7.20.130 Tuesday, November 13, 2007
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MALLIBURTON
Cementing Job Log

Rate Pressure
Activity Description Date/Time Cht -bbl/ bme

, psig Comments
min

g Stage Total Tubing Casmg
Pump Spacer 11/08/2007 4.9 20 50.0 Super Flush

04:31
Pump Water 11/08/2007 4.9 10 57.0

04:35
Pump Cement 11/08/2007 4.9 41.8 51.0 50 sacks @ 10.5#4.7y

04:37 30.01 gallsk.
Pump Water 11/08/2007 4.9 10 69.0

04:46
Pump Spacer 11/08/2007 4.9 20 55.0 Super Flush

04:48
Pump Water 11/08/2007 4.9 10 39.0

04:53
Pump Lead Cement 11/08/2007 4.9 243.1 50.0 325 sacks @ 10.5 #4.2

04:55 y 26.36 gallsk.
Pump Tail Cement 11/08/2007 6 143.3 96.0 700 sacks @15.8#

05:45 1.15y 4.97 gallsk.
Drop Plug 11/08/2007

06:31
Pump Displacement 11/08/2007 7 47.0

06:38
Pressure Up 11/08/2007 5 87 90.0

06:57
Cement Returns to Surface 11/08/2007 4 160 400.0

07:08
Slow Rate 11/08/2007 2 210 550.0

07:40
Bump Plug 11/08/2007 2 236.3 520.0 500 psi over land

08:01 pressure 1020
Check Floats 11/08/2007 Float Held

08:06
Safety Meeting 11/08/2007

08:16
Rig-Down Equipment 11/08/2007

08:33
Depart Location for Service 11/08/2007
Center or Other Site 10:00

Sold To #: 317997 Ship To #:317997 Quote #: Sales Order #: 5448787

SUMMIT Version: 7.20.130 Tuesday, November 13, 2007
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STATE OF UTAH FORM 9
DEPARTMENT OF NATURALRESOURCES

DIVISION OF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:
UTU-68122

SUNDRY NOTICES AND REPORTS ON WELLS ',FINDIAN,ALLOTTEEORTRIBENAME:

7. UNITor CA AGREEMENT NAME:
Do not use thisform for proposals to drillnew wells, significantlydeepen existing wells below current bottom-hole depth, reenter plugged wells, or t° CANE CREEK UNITdrillhorizontal laterals. Use APPLICATION FOR PERMIT TO DRILLform for such proposals.

1. TYPE OF WELL 8. WELL NAMEand NUMBER:
OIL WELL GAS WELL OTHER CANE CREEK 8-1

2. NAMEOF OPERATOR: 9. API NUMBER:

FIDELITY EXPLORATION & PRODUCTION COMPANY 4301931449
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELD AND POOL, OR WILDCAT:
1700 LINCOLN ST #2800 DENVER CO as 80203 (303) 893-3133

4. LOCATIONOF WELL

FOOTAGESATSURFACE: 2563' FNL & 1429' FWL COUNTY: GRAND

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: SENW 8 26S 20E STATE:
UTAH

n. CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE DEEPEN REPERFORATE CURRENT FORMATIONO NOTICE OF INTENT
(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work willsM CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

O CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

O CHANGE TUBING PLUG ANDABANDON VENT OR FLARE

2 SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

O CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF
Date ofworkcompletion:

O COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELL SITE OTHER SURFACE CSG
11/9/2007 O CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

FIDELITlYE&P SET SURFACE CASING AS FOLLOWS:
RAN 21 JTS 54.5#lFT AND 16 JTS 48#lFT FOR A TOTAL OF 37 JTS OF 13-3/8" CASING SET AT 1559'.

CEMENT WITH450 SX LEADSTANDARDTYPE IIIFINE + 10#lŠX GILSONITE, 2% CACL2, 0.25#lSX POLYFLAKE.

FOLLOWED BY 700 SX PREMIUM CLASS G 0.125#lŠX POLYFLAKETAILCEMENT.

CONFllENTIAL

NAME(PLEASE PRINT) MARIE OKEEFE TITLE PRODUCTION REPORTING MGR.

SIGNATURE DATE 11/29/2007

(This space for State use only)

RECEIVED
DECO3 2007

(5/2000) (See Instructions on Reverse Side)

DIV.0FOIL,GAS&
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DECO3 2007

(5/2000) (See Instructions on Reverse Side)

DIV.0FOIL,GAS&

STATE OF UTAH FORM 9
DEPARTMENT OF NATURALRESOURCES

DIVISION OF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:
UTU-68122

SUNDRY NOTICES AND REPORTS ON WELLS ',FINDIAN,ALLOTTEEORTRIBENAME:

7. UNITor CA AGREEMENT NAME:
Do not use thisform for proposals to drillnew wells, significantlydeepen existing wells below current bottom-hole depth, reenter plugged wells, or t° CANE CREEK UNITdrillhorizontal laterals. Use APPLICATION FOR PERMIT TO DRILLform for such proposals.

1. TYPE OF WELL 8. WELL NAMEand NUMBER:
OIL WELL GAS WELL OTHER CANE CREEK 8-1

2. NAMEOF OPERATOR: 9. API NUMBER:

FIDELITY EXPLORATION & PRODUCTION COMPANY 4301931449
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELD AND POOL, OR WILDCAT:
1700 LINCOLN ST #2800 DENVER CO as 80203 (303) 893-3133
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Approximate date work willsM CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

O CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

O CHANGE TUBING PLUG ANDABANDON VENT OR FLARE

2 SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

O CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF
Date ofworkcompletion:

O COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELL SITE OTHER SURFACE CSG
11/9/2007 O CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.
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HALLiiBURTON
Cementing Job Log

The Road to Excellence Starts with Safety
Sold To #: 317997 Ship To #: 2608232 Quote #: Sales Order #: 5564095
Customer: FIDELITY EXPLORATION & PRODUCTION Customer Rep: Buchanan, Ed
Well Name: CANE CREEK Well #: 8-1 API/UWI #:
Field:MBEANGE City (SAP): UNKNOWN County/Parish: Garfiskt State: n ( g
Legal Description:
Lat: NO deg. OR N 0 deg. Omin. Osecs. Long: E 0 deg. OR EO deg. Omin. Osecs.
Contractor: DHS Rig/Platform Name/Num: DHS 12
Job Purpose: Cement Production Casing icket Amount:
Well Type: Development Well Job Type: Cement Production Casing
Sales Person: MURPHY, SHAUNA Srvc S rperviror: CRONKHITE, KENT MBU ID Emp #: 336769

Rate PressureVolumeActivity Description DatelTime Cht bbl/
.bbl psig Comments

min
g Stage Total Tubing Casing

Rig-DownEquipment 12/17/2007
00:04

Call Out 12/17/2007
06:30

Depart Yard Safety Meeting 12/17/2007
11:15

Crew Leave Yard 12/17/2007
11:30

Arrive At Loc 12/17/2007
14:30

Assessment Of Location 12/17/2007
Safety Meeting 14:45
Pre-Rig Up Safety Meeting 12/17/2007

18:50
Rig-Up Equipment 12/17/2007

19:00
Start Job 12/17/2007 TD 7720, TP 7720.24,

21:21 SJ 47.52, MUD 16.1,
HOLE 9.25

Test Lines 12/17/2007 3200.
21:22 0

Pump Spacer 1 12/17/2007 5 30 31 418.0 TUNED SPACER lli
21:25 16.3 PPG

Pump Tail Cement 12/17/2007 5 181.1 181 600.0 900 SKS, 16.4 PPG,
21:37 1.13 YIELD,4.51

GALISK
Clean Lines 12/17/2007

22:28
Drop Plug 12/17/2007

22:34
Pump Displacement 12/17/2007 5 288 288 1200. MUD DISPLACEMENT

22:37 0
Slow Rate 12/17/2007 3 260 1100.

23:38 0
Bump Plug 12/17/2007 2 278 2600. PLUG DOWN

23:43 0

Sold To #: 317997 Ship To #:2608232 Quote #: Sales Order #: 5564095
SUMMIT Version: 7.20.130 Monday, July 27, 2009
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HALLIEEURTON
Cementing Job Log

Rate PressureVolumeActivity Description DatelTime Cht bbIl
bbl psig ,Comments

-mm

.g Stage Total Tubing Casing
Check Floats 12/17/2007 FLOATS HOLDING

23:51
End Job 12/17/2007 rig did not recipicate pipe

23:53 during job good returns
throughoutjob

Pre-Rig Down Safety Meeting 12/17/2007
23:55
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M ALLI su RTON Cementing Job Summary

The Road to Excellence Starts with Safety
Sold To #: 317997 Ship To #: 2608232 Quote #: Sales Order #: 5564095
Customer: FIDELITY EXPLORATION & PRODUCTION Customer Rep: Buchanan, Ed
Well Name: CANE CREEK ell #: 8-1 APllUWI #:
Field: PICEANCE City (SAP): UNKNOWN County/Parish: Garfield State: Colorado
Contractor: DHS Rig/Platform Name/Num: DHS 12
Job Purpose: Cement Production Casing
Well Type: Development Well Job Type: Cement Production Casing
Sales Person: MURPHY, SHAUNA Srvc Supervisor: CRONKHITE, KENT MBU ID Emp #: 336769

Job Personnel
HES Emp Name Exp Hrs Emp # HES Emp Name Exp Hrs Emp # HES Emp Name Exp Hrs Emp #

CRONKHITE, KENT 0.0 336769 DOUT, JACOB J 0.0 430298 HUGHES, STEVEN 0.0 300140
Alan Shane
JOHNSTON, JAMES 0.0 433881 JONES, ANTHONY S 0.0 391450 KENDALL,JOHN 0.0 371361

Arthur i Clifford
KUKUS, CRAIG A 0.0 369124 REEVES, DUSTY L 0.0 315775

Equipment
HES Unit # Distance-1 way HES Unit # Distance-1 way HES Unit # Distance-1 way HES Unit # Distance-1 way
10000394 260 mile 10001431 260 mile 10248065 260 mile 10616651C 260 mile
10719777 260 mile 10719782 260 mile i 10724567C 260 miie 10724577 260 mile
10783473 260 mile 10973565 260 mile

Job Hours
Date On Location Operating Date On Location Operating Date On Location Operating

Hours Hours Hours Hours Hours Hours
12/17/07 9 3 12/18/07 3

TOTAL Total is the sum of each column separately
Job Job Times

Formation Name Date Time Time Zone
Formation Depth (MD) Top 0 Bottom 7720 Called Out 17 - Dec - 2007 06:30 MST
Form Type BHST On Location 17 - Dec - 2007 14:30 MST
Ùobdepth MD 7720. ft ob Depth TVD 7720.2 ft Job Started 17 - Dec - 2007 21:21 MST
Water Depth k Ht Above Floor 5. ft Job Completed 17 - Dec - 2007 23:53 MST
Perforation Depth (MD) From To Departed Loc 18 - Dec - 2007 03:00 MST

Well Data
Description New / Max Size ID Weight Thread Grade Top MD Bottom Top Bottom

Used pressure in in Ihm/ft ft MD TVD TVD
psig ft ft ft

9.625 Used 9.625 8.835 40. 4425.
ntermediate

Casing
7 Production Used 7. 6.276 26.

. 3500.
Casing
7 Production Used 7. 6.184 29. 3500. 7500.

Casing
8.75 Open Hole 8.75 4425. 7500.

Section
Sales/Rertal/3rd Party (HES)

Description Qty Qty uom Depth Supplier
PLUG,CMTG,TOP,7,HWE,5.66 MIN/6.54 MAXCS 1 EA
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HALLieuRTON Cementing Job Summary

Tools and Accessories
Type Size Qty Make Depth Type Size Qty Make Depth Type Size Qty Make

Guide Shoe Packer Top Plug 7 1
Float Shoe Bridge Plug Bottom Plug
Float Collar Retainer SSR plug set
Insert Float Plug Container 7 1
Stage Tool Centralizers

Miscellaneous:Materials
Gelling Agt Conc Surfactant | Conc Acid Type Qty Conc %
Treatment Fld Conc Inhibitor Conc Sand Type Size Qty

Fluid Data
Stage/Plug #: 1

Fluid Stage Type Fluid Name Qty Qty Mixing Yield Mix Fluid Rate Total Mix
# uom Density ft3/sk Gallsk bbilmin Fluid Gallsk

Ibm/gal
1 TUNED TUNED SPACER III - SBM (483826) 30.0 bbl 16.3 .0 .0 .0

SPACER III
28.94 gallbbl FRESH WATER
0.34 gal/bbl MUSOL(R)A, BULK (100003696)
0.34 gallbbl SEM-7, 55 GAL DRUM (100001626)

0 gallbbl DUAL SPACER SURFACTANT B, 5 GAL PAIL (100003665)
424 lbm/bbl BARITE, BULK (100003681)

2 Tail Cement DENSECEM (TM) SYSTEM (452870) 900.0 sacks 16.4 1.13 4.51 .0

3 Mud
displacement

Calculated Values Pressures Volumes
Displacement 288 Shut In: Instant Lost Returns Cement Slurry 181 Pad
Top Of Cement 2670 5 Min Cement Returns Actual Displacement 288 Treatment
Frac Gradient 15 Min Spacers Load and Breakdown Total Job

Rates
Circulating | rig Mixing | hes Displacement hes Avg. Job

Cement Left in Pipe Amount 47.52 Reason Shoe Joint
Frac Ring #1 @ ID Frac ring #2 @ ID Frac Ring # 3 @ ID Frac Ring #4 @ ID

Customer Representative Signature
The Information Stated Herein is Correct
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MALLIBURTON
Water Analysis Report

Company: FIDELITY EXPLORATION Date: 12/17/2007

Submitted by: KENT CRONKHITE Date Rec.: 12/17/2007

Attention: Jon Trout S.O.# 5564095

Lease CANE CREEK Job Type: 7" PRODUCTION

Well # 39295

Specific Gravity MAX 1
pH 8 6.9
Potassium (K) 5000 250 Mg / L

Calcium (Ca) 500 120 Mg / L
Iron (FE2) 300 0 Mg / L

Chlorides (CI) 3000 100 Mg / L
Sulfates (SO4) 1500 UNDER 200 Mg / L
Chlorine (Cl2) 0 Mg / L

Temp 40-80 60 Deg

Total Dissolved Solids 150 Mg / L

Respectfully: KENT CRONKHITE

Title: CEMENTING SUPERVISOR

Location: Grand Junction, CO

NOTICE: This report is limited to the described sample tested. Any person using or relying on this report agrees that
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STATE OF UTAH FORM 9

DEPARTMENTOF NATURALRESOURCES
DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

UTU 68122
6. IF INDIAN,ALLOTTEEOR TRIBE NAME

SUNDRY NOTICES AND REPORTS ON WELLS
7. UNITor CA AGREEMENT NAME:

Do not use thisform for proposals to drllinewwells,significantlydeepen existingwells below currentbottom-hole depth, reenterplugged wells,or t° CANE CREEK UNIT
drill horizontal laterais. Use APPLICATIONFOR PERMIT TODRILLform for such proposals.

1. TYPE OF WEE
OIL WELL GAS WELL OTHER

8. WELLNAMEand NUMBER:

CANE CREEK 8-1

2. NAMEOF OPERATOR: 9. API NUMBER

FIDELITYEXPLORATION & PRODUCTION CO 4301931449
3. ADDRESS OF OPERATOR PHONE NUMBER 10. FIELD AND POOL, OR WILDCAT:

1700 LINCOLNST #2800 y DENVER CO ,,, 80203 (303) 893-3133 BIG FLAT
4. LOCATION OF WELL

FOOTAGESATSURFACE: 2563' FNL- 1429' FWI COUNTY: GRAND

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: SENW 8 26S 20E STATE:
UTAH

n. CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE DEEPEN REPERFORATECURRENT FORMATION

O NOTICE OF INTENT
(Submitin Duplicate) ALTER CASING FRACTURETREAT SIDETRACK TOREPAIR WELL

Approximate date work willstart CASINGREPAIR NEW CONSTRUCTION TEMPORARILY ABANDON

O CHANGE TOPREVIOUSPLANS OPERATOR CHANGE TUBING REPAIR

O CHANGE TUBING PLUGANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

O CHANGE WELLSTATUS PRODUCTION (STARTIRESUME) WATER SHUT-OFF

Date ofwork completion:
O COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELLSITE OTHER CASING/CMT

12/18/2007 O CONVERT WELLTYPE O RECOMPLETE - DIFFERENTFORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity E&P ran and cemented intermediate &production casing as follows:
11/23/07 In 12.25" hole ran 96 jts intermediate 9.625" 40# HCL-80 csg and set at 4108.71' (TD 4109').
Stage: 1, Lead 1000 sx Class G 14.3 ppg; yield 1.95cf/sx
Stage: 1, Tail, 550 sx Class G 14.3 ppg; yield 1.47cf/sx

12/18/07 In 8.75" hole ran 177 jts production 7" 29# HCP-110 csg; set at 7720.24' (TD7720').
Stage: 1, Tail 900 sx Class G 16.4 ppg; yield 1.13cf/sx

CONFllENTIAL

NAME(PLEASEPRfNT) MARIEO'KEEFE TITLE PRODUCTION REPORTING MGR.

SIGNATURE DATE 1/7/2008

(ThisspaceforStateuseonly) RECElVED
JANO8 2008

(5/2000) (See Instructions on Reverse Side) DIV.OFOlL,GAS&
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Abd M1CrO5eCODOS 208 6 2000 U M1LL1VOLIS 100 200 MlcrCSOCODGE lABB

Gamma Ray AMP AMP 3FT FREE PIPE GATE

O API 150 0 Millivolts 20 200 Microseconds 1200

Collar Locator FREE PIPE GATE
-1500 Millivolts 155 200 Microseconds 1200

START DEPTH: 7688.1 DIRECTION: UP DATE: 02/15/2888 TIME:14:17 MODE: ORIGINAL

122997 CBLMFIbb4L

MAIN PASS

DEPTH SCALE: 5":100' VERSION: 78665113R"

SYSTEM CONSTANTS

NAME DESCRIPTION VALUE UNITS

CSIZ Casing Size 7.000 Inches
CWEI Casing Weight 29.00 Pounds/Foot
AMNS Min Ampl 1004 Bond 2 Millivolts
AMXS Max Ampl 6% Bond 56 Millivolts
CCLO Ccl Offset 0
CCS Cement Cmpr Strength 1000.0 PSI
CVEL Casing Velocity 56.5 Microsec/Foot
DTF DT Fluid 200.0 Microsec/Foot
MATT Maximum Attenuation 12.00 Decibels/Foot
SWAN Sheave Wheel Angle 6.00 Degrees
TTC TT Correction 0 Microseconds
TTFF Fast Formation TT 43.5 Microsec/Foot

REMARKS

LOGGED WITH D PSI @ SURFACE

DEPTH SCALE: 5":100' VERSION: 70605113R"

REPEAT PASS
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FINISH DEPTH: 7448.1 Feet DIRECTION: UP DATE: 62/15/2068 TIME: 14:18 MODE: ORIGINAL
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1 to 17 Adaptor Head
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Length 2.54
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Total Stack Weight 223.0 LBS in air
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Weight 15 lbs
Length 2.49 FT.
Max. Diameter 2.750 IN.

o . 2.750 in. dia.
(6.985 cm)

Collar Locator

Weight 39.8 LBS.
Length 3.46 FT.
Max. Diameter 2.75 IN.

CCL 23.57 FT,

2.750 in. dia.
(6.985 cm)

Slim Hole Gamma Ray

Weight 39.8 LBS.
Length 4.71 FT
Max. Diameter 2.750 IN.

GR 19.97 FT.

2.750 in. dia.
(6.985 cm)

Slim Hole Centralizer

Weight 22 LBS.
Length 3.08 FT.
Max. Diameter 2.758 IN.

2.750 in, dia.
(6.985 cm)

Sector Bond

Weight 89.2 LBS> SBT/CBL TX 8.75 FT. Ill
Length 10.32 FT.
Max. Diameter 2.750 IN.

SBT R× 7.77 FT.

3' Rx 7.28 FT.

5' Rx 6.28
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FORM 9 STATE OF UTAH 
DEPARTMENT OF NATURAL RESOURCES 

DIVISION OF OIL, GAS AND MINING 5. LEASE DESIGNATION AND SERIAL NUMBER: 

SUNDRY NOTICES AND REPORTS ON WELLS 

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or to 
drill hOrizontal laterals. Use APPLICATION FOR PERMIT TO DRILL form for such proposals. 

1. TYPE OF WELL 
Oil WEll IZl GAS WEll D OTHER __________ _ 

2. NAME OF OPERATOR: 

Fidelity Exploration & Production Company 
3. ADDRESS OF OPERATOR: 

2585 Heartland drive 

4. LOCATION OF WELL 

CITY Sheridan 

FOOTAGES AT SURFACE: 2563 FNL & 1429 FWL 

STAT" WY ZIP 82801 

OTR/OTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: 8ENW 8 268 20E 

I PHONE NUMBER: 

UTU68122 
6. IF INDIAN, ALLOTTEE OR TRIBE NAME: 

NIA 
7. UNIT or CA AGREEMENT NAME: 

Cane Creek Federal Unit 
8. WELL NAME and NUMBER: 

Cane Creek 8-1 
9. API NUMBER: 

4301931449 
10. FIELD AND POOL, OR WILDCAT: 

k.nd.e..'},". ~tL.dccJ 

COUNTY: Grand 

STATE: 

UTAH 

11. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA 

TYPE OF SUBMISSION TYPE OF ACTION 

I2J D ACIDIZE D DEEPEN D REPERFORATE CURRENT FORMATION 
NOTICE OF INTENT 

(Submit in Duplicate) D ALTER CASING D FRACTURE TREAT D SIDETRACK TO REPAIR WELL 

Approximate date work will start: D CASING REPAIR D NEW CONSTRUCTION D TEMPORARILY ABANDON 

2/27/2008 IZl CHANGE TO PREVIOUS PLANS D OPERATOR CHANGE D TUBING REPAIR 

D CHANGE TUBING D PLUG AND ABANDON D VENT OR FLARE 

D SUBSEQUENT REPORT D CHANGE WELL NAME D PLUG BACK D WATER DISPOSAL 
(Submit Original Form Only) 

D CHANGE WELL STATUS D PRODUCTION (START/RESUME) D WATER SHUT-OFF 
Date of work completion: 

D COMMINGLE PRODUCING FORMATIONS D RECLAMATION OF WELL SITE D OTHER: 

D CONVERT WELL TYPE D RECOMPLETE - DIFFERENT FORMATION 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates. depths, volumes, etc. 

It is hereby proposed to re-drill the Cane Creek horizontally as per the attached directional program, It is anticipated that the 7" 
casing will be drilled out with a 6" bit to a kick off point of approximately 7386', A target TVD of approximately 7616' at an 
azimuth of 90 degrees is anticipated, The actual directional program maybe altered as dictated by hole conditions, 
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T. ZlP 5 Approved by the 
Utah Division of 

Oil, Gas and Mining 

TITLE 
Operations Technician III 

DATE 
2/25/2008 

COpy SENT TO OPERATOR 

Date: ~·4· 2.008 
Initials: l!-S 

(See Instructions on Reverse Side) 

RECEIVED 

FEB 27 2008 

DIY. OF OIL, GAS & MINING 

STATE OF UTAH FORM 9
DEPARTMENT OF NATURALRESOURCES

DIVISIONOF OIL, GASAND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

UTU68122
6. IF INDIAN, ALLOTTEEOR TRIBE NAME:

SUNDRY NOTICES AND REPORTS ON WELLS N/A
7. UNITor CA AGREEMENT NAME:

Do not use this form for poposals to drill new wells, significantlydeepen existingwells below current bottom hole depth, reenter plugged wells, ort° Cane Creek Federal Unitdrill horizontal laterals. Use APPLICATIONFOR PERMIT TO DRILLform for such proposals.

1. TYPE OF WELL 8. WELL NAMEand NUMBER
OIL WELL GAS WELL OTHER Cane Creek 8-1

2. NAMEOF OPERATOR: 9. API NUMBER:

Fidelity Exploration & Production Company 4301931449
3. ADDRESS OF OPERATOR:

. PHONE NUMBER: 10. FIELDAND POOL, OR WILDCAT:

2585 Heartland drive Sheridan s WY ZIP 82801 kytkWW cÁ
4. LOCATION OF WELL

FOOTAGESATSURFACE: 2563 FNL & 1429 FWL cour<rr Grand

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: SENW 8 26S 20E STATE:
UTAH

n. CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION2 NOTICE OF INTENT
(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work willstait: CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

2/27/2008 CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

CHANGE TUBING PLUG ANDABANDON VENT OR FLARE

O SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

CHANGE WELLSTATUS PRODUCTION (START/RESUME) WATER SHUT-OFF
Date ofwork completion:

O COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELL SITE OTHER:

O CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

It is hereby proposed to re-drill the Cane Creek horizontally as per the attached directional program. It is anticipated that the 7"
casing willbe drilled out with a 6" bit to a kick off point of approximately 7386'. A target TVDof approximately 7616' at an
azimuth of 90 degrees is anticipated. The actual directional program maybe altered as dictated by hole conditions.

A37g FNL ig;D t. Jeg g rz<,s g, ME Approvedbythe
90139 y gi55T3/4 Utah Divisionof

249'( -/M. 97(, DIO Oil,Gas and Mining

NAME (PLEASE P tephang Masps TITLE Operations Technician III

2/25/2008SIGN RE DATE

(This space for State e only) COPYSENTTOOPERATOR FEB27 2008
Date: i '

FederalAppromiof Initials: F5 DIV.0FOIL,GAS&MINING

5/2000 (See Instructions on Reverse

STATE OF UTAH FORM 9
DEPARTMENT OF NATURALRESOURCES

DIVISIONOF OIL, GASAND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

UTU68122
6. IF INDIAN, ALLOTTEEOR TRIBE NAME:

SUNDRY NOTICES AND REPORTS ON WELLS N/A
7. UNITor CA AGREEMENT NAME:

Do not use this form for poposals to drill new wells, significantlydeepen existingwells below current bottom hole depth, reenter plugged wells, ort° Cane Creek Federal Unitdrill horizontal laterals. Use APPLICATIONFOR PERMIT TO DRILLform for such proposals.

1. TYPE OF WELL 8. WELL NAMEand NUMBER
OIL WELL GAS WELL OTHER Cane Creek 8-1

2. NAMEOF OPERATOR: 9. API NUMBER:

Fidelity Exploration & Production Company 4301931449
3. ADDRESS OF OPERATOR:

. PHONE NUMBER: 10. FIELDAND POOL, OR WILDCAT:

2585 Heartland drive Sheridan s WY ZIP 82801 kytkWW cÁ
4. LOCATION OF WELL

FOOTAGESATSURFACE: 2563 FNL & 1429 FWL cour<rr Grand

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: SENW 8 26S 20E STATE:
UTAH

n. CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION2 NOTICE OF INTENT
(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work willstait: CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

2/27/2008 CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

CHANGE TUBING PLUG ANDABANDON VENT OR FLARE

O SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

CHANGE WELLSTATUS PRODUCTION (START/RESUME) WATER SHUT-OFF
Date ofwork completion:

COMMINGLEPRODUCING FORMATIONS RECLAMATION OF WELL SITE OTHER:

O CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

It is hereby proposed to re-drill the Cane Creek horizontally as per the attached directional program. It is anticipated that the 7"
casing willbe drilled out with a 6" bit to a kick off point of approximately 7386'. A target TVDof approximately 7616' at an
azimuth of 90 degrees is anticipated. The actual directional program maybe altered as dictated by hole conditions.
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STATE OF UTAH FORM 9
DEPARTMENT OF NATURALRESOURCES

DIVISIONOF OIL, GASAND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

UTU68122
6. IF INDIAN, ALLOTTEEOR TRIBE NAME:

SUNDRY NOTICES AND REPORTS ON WELLS N/A
7. UNITor CA AGREEMENT NAME:

Do not use this form for poposals to drill new wells, significantlydeepen existingwells below current bottom hole depth, reenter plugged wells, ort° Cane Creek Federal Unitdrill horizontal laterals. Use APPLICATIONFOR PERMIT TO DRILLform for such proposals.

1. TYPE OF WELL 8. WELL NAMEand NUMBER
OIL WELL GAS WELL OTHER Cane Creek 8-1

2. NAMEOF OPERATOR: 9. API NUMBER:

Fidelity Exploration & Production Company 4301931449
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELDAND POOL, OR WILDCAT:

2585 Heartland drive Sheridan s WY ZIP 82801 kytkWW cÁ
4. LOCATION OF WELL

FOOTAGESATSURFACE: 2563 FNL & 1429 FWL cour<rr Grand

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: SENW 8 26S 20E STATE:
UTAH

n. CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION2 NOTICE OF INTENT
(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work willstait: CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

2/27/2008 CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

CHANGE TUBING PLUG ANDABANDON VENT OR FLARE

O SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

CHANGE WELLSTATUS PRODUCTION (START/RESUME) WATER SHUT-OFF
Date ofwork completion:

COMMINGLEPRODUCING FORMATIONS RECLAMATION OF WELL SITE OTHER:

O CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

It is hereby proposed to re-drill the Cane Creek horizontally as per the attached directional program. It is anticipated that the 7"
casing willbe drilled out with a 6" bit to a kick off point of approximately 7386'. A target TVDof approximately 7616' at an
azimuth of 90 degrees is anticipated. The actual directional program maybe altered as dictated by hole conditions.
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STATE OF UTAH FORM 9
DEPARTMENT OF NATURALRESOURCES

DIVISIONOF OIL, GASAND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

UTU68122
6. IF INDIAN, ALLOTTEEOR TRIBE NAME:

SUNDRY NOTICES AND REPORTS ON WELLS N/A
7. UNITor CA AGREEMENT NAME:

Do not use this form for poposals to drill new wells, significantlydeepen existingwells below current bottom hole depth, reenter plugged wells, ort° Cane Creek Federal Unitdrill horizontal laterals. Use APPLICATIONFOR PERMIT TO DRILLform for such proposals.

1. TYPE OF WELL 8. WELL NAMEand NUMBER
OIL WELL GAS WELL OTHER Cane Creek 8-1

2. NAMEOF OPERATOR: 9. API NUMBER:

Fidelity Exploration & Production Company 4301931449
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELDAND POOL, OR WILDCAT:

2585 Heartland drive Sheridan s WY ZIP 82801 kytkWW cÁ
4. LOCATION OF WELL

FOOTAGESATSURFACE: 2563 FNL & 1429 FWL cour<rr Grand

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: SENW 8 26S 20E STATE:
UTAH

n. CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION2 NOTICE OF INTENT
(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work willstait: CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

2/27/2008 CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

CHANGE TUBING PLUG ANDABANDON VENT OR FLARE

O SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

CHANGE WELLSTATUS PRODUCTION (START/RESUME) WATER SHUT-OFF
Date ofwork completion:

COMMINGLEPRODUCING FORMATIONS RECLAMATION OF WELL SITE OTHER:

O CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

It is hereby proposed to re-drill the Cane Creek horizontally as per the attached directional program. It is anticipated that the 7"
casing willbe drilled out with a 6" bit to a kick off point of approximately 7386'. A target TVDof approximately 7616' at an
azimuth of 90 degrees is anticipated. The actual directional program maybe altered as dictated by hole conditions.
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STATE OF UTAH FORM 9
DEPARTMENT OF NATURALRESOURCES

DIVISIONOF OIL, GASAND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

UTU68122
6. IF INDIAN, ALLOTTEEOR TRIBE NAME:

SUNDRY NOTICES AND REPORTS ON WELLS N/A
7. UNITor CA AGREEMENT NAME:

Do not use this form for poposals to drill new wells, significantlydeepen existingwells below current bottom hole depth, reenter plugged wells, ort° Cane Creek Federal Unitdrill horizontal laterals. Use APPLICATIONFOR PERMIT TO DRILLform for such proposals.

1. TYPE OF WELL 8. WELL NAMEand NUMBER
OIL WELL GAS WELL OTHER Cane Creek 8-1

2. NAMEOF OPERATOR: 9. API NUMBER:

Fidelity Exploration & Production Company 4301931449
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELDAND POOL, OR WILDCAT:

2585 Heartland drive Sheridan s WY ZIP 82801 kytkWW cÁ
4. LOCATION OF WELL

FOOTAGESATSURFACE: 2563 FNL & 1429 FWL cour<rr Grand

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: SENW 8 26S 20E STATE:
UTAH

n. CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION2 NOTICE OF INTENT
(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work willstait: CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

2/27/2008 CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

CHANGE TUBING PLUG ANDABANDON VENT OR FLARE

O SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

CHANGE WELLSTATUS PRODUCTION (START/RESUME) WATER SHUT-OFF
Date ofwork completion:

COMMINGLEPRODUCING FORMATIONS RECLAMATION OF WELL SITE OTHER:

O CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

It is hereby proposed to re-drill the Cane Creek horizontally as per the attached directional program. It is anticipated that the 7"
casing willbe drilled out with a 6" bit to a kick off point of approximately 7386'. A target TVDof approximately 7616' at an
azimuth of 90 degrees is anticipated. The actual directional program maybe altered as dictated by hole conditions.
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STATE OF UTAH FORM 9
DEPARTMENT OF NATURALRESOURCES

DIVISIONOF OIL, GASAND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

UTU68122
6. IF INDIAN, ALLOTTEEOR TRIBE NAME:

SUNDRY NOTICES AND REPORTS ON WELLS N/A
7. UNITor CA AGREEMENT NAME:

Do not use this form for poposals to drill new wells, significantlydeepen existingwells below current bottom hole depth, reenter plugged wells, ort° Cane Creek Federal Unitdrill horizontal laterals. Use APPLICATIONFOR PERMIT TO DRILLform for such proposals.

1. TYPE OF WELL 8. WELL NAMEand NUMBER
OIL WELL GAS WELL OTHER Cane Creek 8-1

2. NAMEOF OPERATOR: 9. API NUMBER:

Fidelity Exploration & Production Company 4301931449
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELDAND POOL, OR WILDCAT:

2585 Heartland drive Sheridan s WY ZIP 82801 kytkWW cÁ
4. LOCATION OF WELL

FOOTAGESATSURFACE: 2563 FNL & 1429 FWL cour<rr Grand

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: SENW 8 26S 20E STATE:
UTAH

n. CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION2 NOTICE OF INTENT
(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work willstait: CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

2/27/2008 CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

CHANGE TUBING PLUG ANDABANDON VENT OR FLARE

O SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

CHANGE WELLSTATUS PRODUCTION (START/RESUME) WATER SHUT-OFF
Date ofwork completion:

COMMINGLEPRODUCING FORMATIONS RECLAMATION OF WELL SITE OTHER:

O CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

It is hereby proposed to re-drill the Cane Creek horizontally as per the attached directional program. It is anticipated that the 7"
casing willbe drilled out with a 6" bit to a kick off point of approximately 7386'. A target TVDof approximately 7616' at an
azimuth of 90 degrees is anticipated. The actual directional program maybe altered as dictated by hole conditions.

A37g FNL i¿po n.. & a g rus & ME Approvedbythe
Moly7 y gt 55T3/4 Utah Divisionof
Ÿ¾90¶9'( -/09. 97(, old Oil,Gas and Mining

NAME (PLEASE P tephang Masps TITLE Operations Technician III

2/25/2008SIGN RE DATE

(This space for State e only) COPYSENTTOOPERATOR FEB27 2008
Date: i '

FederalAppromiof Initials: F5 DIXOFOIL,GAS&MINING

5/2000 (See Instructions on Reverse

donstaley
Highlight

donstaley
Highlight



uiniliiiiiiiiiiiiiinilisiliininililiinillinliniimmumuurillilliaaninitiirilliminimillilaisiliillilliiiiiiiiiiiiiiiiiiiiniminilimillillillinnulillillililillillariillilirililiistalliniillismiliniinillimilliiiiiiiiiiiiiiininistiallillilillilliliiimililiiniminiinillillillillillillilillillilliii

Fidelity Exploration and Production
Cane Creek 8-1

Sec 8-T26S-R20E
Grand County, Utah

SECTION DETAILS

Sec MD Inc Azi TVD +N/-S +E/-W DLeg TFace VSec Target

1 0.0 0.00 315.00 0.0 0.0 0.0 0 00 0.00 0.0
2 7390.8 0.00 315.00 7390.8 0.0 0.0 0.00 0.00 0.0
3 7750.8 90.00 315.00 7620.0 162.1 -162.1 25.00 315.00 229.2
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MALLIE3URTON

Halliburton appreciates the opportunity to present
this proposal and looks forward to being of service to you.

Foreword

Enclosed is our recommended procedure for cementing the casing strings in the referenced well.
The information in this proposal includes well data, calculations, materials requirements, and cost
estimates. This proposal is based on information from our field personnel and previous cementing
services in the area.

Halliburton Energy Services recognizes the importance of meeting society's needs for health,
safety, and protection of the environment. It is our intention to proactively work with employees,
customers, the public, governments, and others to use natural resources in an environmentally sound
manner while protecting the health, safety, and environmental processes while supplying high quality
products and services to our customers.

We appreciate the opportunity to present this proposal for your consideration and we look
forward to being of service to you. Our Services for your well will be coordinated through the Service
Center listed below. If you require any additional information or additional designs, please feel free to
contact myself or our field representative listed below.

Prepared by:
Sally Hourigan
Proposal Specialist

Submitted by:
Aaron James
Technical Advisor

SERVICE CENTER: Grand Junction
PSL DISTRICT MANAGER: Paul Troublefield
SERVICE COORDINATORS: Jon Trout/Jered Brady
CEMENT ENGINEERS: Michael Stempky

Anthony Jones
Jamie Turner
Andrew Wilke
Mark Sauter

SALES REP: Shauna Murphy
PHONE NUMBER: 970-523-3600

2
FIDELITY EXPLORATION & PRODUCTION Cane Creek

MALLIE3URTON

Halliburton appreciates the opportunity to present
this proposal and looks forward to being of service to you.

Foreword

Enclosed is our recommended procedure for cementing the casing strings in the referenced well.
The information in this proposal includes well data, calculations, materials requirements, and cost
estimates. This proposal is based on information from our field personnel and previous cementing
services in the area.

Halliburton Energy Services recognizes the importance of meeting society's needs for health,
safety, and protection of the environment. It is our intention to proactively work with employees,
customers, the public, governments, and others to use natural resources in an environmentally sound
manner while protecting the health, safety, and environmental processes while supplying high quality
products and services to our customers.

We appreciate the opportunity to present this proposal for your consideration and we look
forward to being of service to you. Our Services for your well will be coordinated through the Service
Center listed below. If you require any additional information or additional designs, please feel free to
contact myself or our field representative listed below.

Prepared by:
Sally Hourigan
Proposal Specialist

Submitted by:
Aaron James
Technical Advisor

SERVICE CENTER: Grand Junction
PSL DISTRICT MANAGER: Paul Troublefield
SERVICE COORDINATORS: Jon Trout/Jered Brady
CEMENT ENGINEERS: Michael Stempky

Anthony Jones
Jamie Turner
Andrew Wilke
Mark Sauter

SALES REP: Shauna Murphy
PHONE NUMBER: 970-523-3600

2
FIDELITY EXPLORATION & PRODUCTION Cane Creek

MALLIE3URTON

Halliburton appreciates the opportunity to present
this proposal and looks forward to being of service to you.

Foreword

Enclosed is our recommended procedure for cementing the casing strings in the referenced well.
The information in this proposal includes well data, calculations, materials requirements, and cost
estimates. This proposal is based on information from our field personnel and previous cementing
services in the area.

Halliburton Energy Services recognizes the importance of meeting society's needs for health,
safety, and protection of the environment. It is our intention to proactively work with employees,
customers, the public, governments, and others to use natural resources in an environmentally sound
manner while protecting the health, safety, and environmental processes while supplying high quality
products and services to our customers.

We appreciate the opportunity to present this proposal for your consideration and we look
forward to being of service to you. Our Services for your well will be coordinated through the Service
Center listed below. If you require any additional information or additional designs, please feel free to
contact myself or our field representative listed below.

Prepared by:
Sally Hourigan
Proposal Specialist

Submitted by:
Aaron James
Technical Advisor

SERVICE CENTER: Grand Junction
PSL DISTRICT MANAGER: Paul Troublefield
SERVICE COORDINATORS: Jon Trout/Jered Brady
CEMENT ENGINEERS: Michael Stempky

Anthony Jones
Jamie Turner
Andrew Wilke
Mark Sauter

SALES REP: Shauna Murphy
PHONE NUMBER: 970-523-3600

2
FIDELITY EXPLORATION & PRODUCTION Cane Creek

MALLIE3URTON

Halliburton appreciates the opportunity to present
this proposal and looks forward to being of service to you.

Foreword

Enclosed is our recommended procedure for cementing the casing strings in the referenced well.
The information in this proposal includes well data, calculations, materials requirements, and cost
estimates. This proposal is based on information from our field personnel and previous cementing
services in the area.

Halliburton Energy Services recognizes the importance of meeting society's needs for health,
safety, and protection of the environment. It is our intention to proactively work with employees,
customers, the public, governments, and others to use natural resources in an environmentally sound
manner while protecting the health, safety, and environmental processes while supplying high quality
products and services to our customers.

We appreciate the opportunity to present this proposal for your consideration and we look
forward to being of service to you. Our Services for your well will be coordinated through the Service
Center listed below. If you require any additional information or additional designs, please feel free to
contact myself or our field representative listed below.

Prepared by:
Sally Hourigan
Proposal Specialist

Submitted by:
Aaron James
Technical Advisor

SERVICE CENTER: Grand Junction
PSL DISTRICT MANAGER: Paul Troublefield
SERVICE COORDINATORS: Jon Trout/Jered Brady
CEMENT ENGINEERS: Michael Stempky

Anthony Jones
Jamie Turner
Andrew Wilke
Mark Sauter

SALES REP: Shauna Murphy
PHONE NUMBER: 970-523-3600

2
FIDELITY EXPLORATION & PRODUCTION Cane Creek

MALLIE3URTON

Halliburton appreciates the opportunity to present
this proposal and looks forward to being of service to you.

Foreword

Enclosed is our recommended procedure for cementing the casing strings in the referenced well.
The information in this proposal includes well data, calculations, materials requirements, and cost
estimates. This proposal is based on information from our field personnel and previous cementing
services in the area.

Halliburton Energy Services recognizes the importance of meeting society's needs for health,
safety, and protection of the environment. It is our intention to proactively work with employees,
customers, the public, governments, and others to use natural resources in an environmentally sound
manner while protecting the health, safety, and environmental processes while supplying high quality
products and services to our customers.

We appreciate the opportunity to present this proposal for your consideration and we look
forward to being of service to you. Our Services for your well will be coordinated through the Service
Center listed below. If you require any additional information or additional designs, please feel free to
contact myself or our field representative listed below.

Prepared by:
Sally Hourigan
Proposal Specialist

Submitted by:
Aaron James
Technical Advisor

SERVICE CENTER: Grand Junction
PSL DISTRICT MANAGER: Paul Troublefield
SERVICE COORDINATORS: Jon Trout/Jered Brady
CEMENT ENGINEERS: Michael Stempky

Anthony Jones
Jamie Turner
Andrew Wilke
Mark Sauter

SALES REP: Shauna Murphy
PHONE NUMBER: 970-523-3600

2
FIDELITY EXPLORATION & PRODUCTION Cane Creek

MALLIE3URTON

Halliburton appreciates the opportunity to present
this proposal and looks forward to being of service to you.

Foreword

Enclosed is our recommended procedure for cementing the casing strings in the referenced well.
The information in this proposal includes well data, calculations, materials requirements, and cost
estimates. This proposal is based on information from our field personnel and previous cementing
services in the area.

Halliburton Energy Services recognizes the importance of meeting society's needs for health,
safety, and protection of the environment. It is our intention to proactively work with employees,
customers, the public, governments, and others to use natural resources in an environmentally sound
manner while protecting the health, safety, and environmental processes while supplying high quality
products and services to our customers.

We appreciate the opportunity to present this proposal for your consideration and we look
forward to being of service to you. Our Services for your well will be coordinated through the Service
Center listed below. If you require any additional information or additional designs, please feel free to
contact myself or our field representative listed below.

Prepared by:
Sally Hourigan
Proposal Specialist

Submitted by:
Aaron James
Technical Advisor

SERVICE CENTER: Grand Junction
PSL DISTRICT MANAGER: Paul Troublefield
SERVICE COORDINATORS: Jon Trout/Jered Brady
CEMENT ENGINEERS: Michael Stempky

Anthony Jones
Jamie Turner
Andrew Wilke
Mark Sauter

SALES REP: Shauna Murphy
PHONE NUMBER: 970-523-3600

2
FIDELITY EXPLORATION & PRODUCTION Cane Creek



HALLIEBURTON

Cementing Best Practices

1. Cement quality and weight: You must choose a cement slurry that is designed to solve the problems
specific to each casing string.

2. Waiting time: You must hold the cement slurry in place and under pressure until it reaches its' initial set
without disturbing it. A cement slurry is a time-dependent liquid and must be allowed to undergo a hydration
reaction to produce a competent cement sheath. A fresh cement slurry can be worked (thickening or pump time) as
long as it is in a plastic state and before going through its' transition phase. If the cement slurry is not allowed to
transition without being disturbed, it may be subjected to changes in density, dilution, settling, water separation, and
gas cutting that may lead to a lack of zonal isolation and possible bridging in the annulus.

3. Pipe movement: Pipe movement may be one of the single most influential factors in mud removal.
Reciprocation and/or rotation mechanically breaks up gelled mud and changes the flow patterns in the annulus to
improve displacement efficiency.

4. Mud properties (for cementing):
Rheology:

Plastic Viscosity (PV) < 15 centipoise (cp)
Yield Point (YP) < 10 lb/100 ft2
These properties should be reviewed with the Mud Engineer, Drilling Engineer, and Company
Representative(s) to ensure no hole problems are created.

Gel Strength:
The 10-second/10-minute gel strength values should be such that the 10-second and 10-minute readings

are close together or flat (i.e., 5/6). The 30-minute reading should be less than 20 lb/100 ft2. Sufficient shear stress
may not be achieved on a primary cement job to remove mud left in the hole if the mud were to develop
more than 25 lb/100 ft2 of gel strength.
Fluid Loss:

Decreasing the filtrate loss into a permeable zone enhances the creation of a thin, competent filter cake. A
thin, competent filter cake created by a low fluid loss mud system is desirable over a thick, partially gelled filter
cake. A mud system created with a low fluid loss will be more easily displaced. The fluid loss value should be <

15 cc's (ideal would be 5 co's).
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6. Flow rate: Turbulent flow is the most desirable flow regime for mud removal. If turbulence cannot be
achieved pump at as high a flow rate that can practically and safely be used to create the maximum flow energy.
The highest mud removal is achieved when the maximum flow energy is obtained.

7. Pipe Centralization: The Cement will take the path of least resistance, therefore proper centralization is
important to help prevent the casing from contacting the borehole wall. A minimum standoff of 70% should be
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8. Rat hole: A weighted viscous pill placed in the rat hole prior to cementing will minimize the risk of higher
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10. Spacers and flushes: Spacers and/or flushes should be used to prevent contamination between the cement
slurry and the drilling fluid. They are also used to clean the wellbore and aid with bonding. To determine the
volume, either a minimum of 10 minutes contact time or 1000 ft. of annular fill, whichever is greater, is
recommended.
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3. Pipe movement: Pipe movement may be one of the single most influential factors in mud removal.
Reciprocation and/or rotation mechanically breaks up gelled mud and changes the flow patterns in the annulus to
improve displacement efficiency.
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HALLIEBURTOI\l

Job Information Production Liner

Cane Creek 8-1

7" Casing 0 - 7390 ft (MD)
Outer Diameter 7.000 in
Inner Diameter 6.366 in
Linear Weight 23 lbm/ft

6" Openhole 7390 - 8390 ft (MD)
Inner Diameter 6.000 in
Job Excess 40 %

4 1/2" Production Liner 0 - 8390 ft (MD)
0 - 7616 ft (TVD)

Outer Diameter 4.500 in
Inner Diameter 3.920 in
Linear Weight 13.50 lbm/ft

4" Drillpipe 0 - 7325 ft (MD)
Outer Diameter 4.000 in
Inner Diameter 3.382 in
Linear Weight 12.50 lbm/ft

Mud Type Oil Based
Mud Weight 16 lbm/gal
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HALLIEBURTON

Job Recommendation Production Liner

Fluid Instructions
Fluid 1: Water Based Spacer
TUNED SPACER Fluid Density: 16 lbm/gal0.5 gal/bbl Musol(R) A (Mutual Solvent) Fluid Volume: 25 bbl0.5 ga1/bbl SEM-7 (Surfactant)

Fluid 2: Primary Cement
Premium Cement Fluid Weight 16 lbm/gal94 lbm/sk Premium Cement (Cement) Slurry Yield: 1.28 ft'/sk8 % Hi-Dense No. 4 (Heavy Weight Additive) Total Mixing Fluid: 4.55 Gal/sk11 % Salt (Salt) Top of Fluid: 7325 ft6 % WellLife 665 (Cement Enhancer) Calculated Fill: 1065 ft

1.1 % CFR-3 (Dispersant) . Volume: 22.70 bbl0.2 % Halad(R)-344 (Low Fluid Loss Control) Calculated Sacks: 99.88 sks1.25 % Halad(R)-344 (Low Fluid Loss Control) Proposed Sacks: 100 sks0.4 % D-AIR 3000 (Defoamer)
0.3 % HR-12 (Retarder)
0.2 % HR-25 (Retarder)
0.3 % Super CBL (Expander)

Fluid 3: Water Spacer
Water Displacement Fluid Density: 8.34 1bm/gal

Fluid Volume: 97.29 bbl
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HALLIBURTON

..lob Procedure Production Liner

Detailed Pumping Schedule

1 Spacer TUNED SPACER 16.0 25 bbl
2 Cement Premium Cement 16.0 100 sks

3 Spacer Water Displacement 8.3 97.29 bbl
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Conditions

NOTE

The cost in this analysis is good for the materials and/or services outlined within and shall be valid for 30
days from the date of this proposal. In order to meet your needs under this proposal with a high quality
of service and responsive timing, Halliburton will be allocating limited resources and committing
valuable equipment and materials to your area of operations. Accordingly, the discounts reflected in this
proposal are available only for materials and services awarded on a first-call basis. Alternate pricing may
apply in the event that Halliburton is awarded work on any basis other than as a first-call provider.

The unit prices stated in the proposal are based on our current published prices. The projected equipment,
personnel, and material needs are only estimates based on information about the work presently available
to us. At the time the work is actually performed, conditions then existing may require an increase or
decrease in the equipment, personnel, and/or materíal needs. Charges will be based upon unit prices in
effect at the time the work is performed and the amount of equipment, personnel, and/or material actually
utilized in the work. Taxes, if any, are not included. Applicable taxes, if any, will be added to the actual
mvoice.

It is understood and agreed between the parties that with the exception of the subject discounts, all
services performed and equipment and materials sold are provided subject to Halliburton's General Terms
and Conditions contained in our current price list, (which include LIMITATION OF LIABILITY and
WARRANTY provisions), and pursuant to the applicable Halliburton Work Order Contract (whether or
not executed by you), unless a Master Service and/or Sales Contract applicable to the services, equipment,
or materials supplied exists between your company and Halliburton, in which case the negotiated Master
Contract shall govern the relationship between the parties. A copy of the latest version of our General
Terms and Conditions is available from your Halliburton representative or at:
htto://www.halliburton.com/hes/general terms conditions.odf for your convenient review, and we would
appreciate receiving any questions you may have about them. Should your company be interested in
negotiating a Master Contract with Halliburton, our Law Department would be pleased to work with you
to finalize a mutually agreeable contract. In this connection, it is also understood and agreed that
Customer will continue to execute Halliburton usual field work orders and/or tickets customarily required
by Halliburton in connection with the furnishing of said services, equipment, and materials.
Any terms and conditions contained in purchase orders or other documents issued by the customer shall
be of no effect except to confirm the type and quantity of services, equipment, and materials to be
supplied to the customer.
If customer does not have an approved open account with Halliburton or a mutually executed written
contract with Halliburton, which dictates payment terms different than those set forth in this clause, all
sums due are payable in cash at the time of performance of services or delivery of equipment, products, or
materials. If customer has an approved open account, invoices are payable on the twentieth day after date
of invoice.

Customer agrees to pay interest on any unpaid balance from the date payable until paid at the highest
lawful contract rate applicable, but never to exceed 18% per annum. In the event Halliburton employs an
attorney for collection of any account, customer agrees to pay attorney fees of 20% of the unpaid account,
plus all collection and court costs.
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STATE OF UTAH FORM

DEPARTMENTOF NATURAL RESOURCES
DIVISION OF OIL,GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

UTU68122
6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

SUNDRY NOTICES AND REPORTS ON WELLS N/A
7. UNIT or CA AGREEMENT NAME:

Do not use this form for proposals to drillnew wells. significantlydeepen existing wells below current bottom-hole deptit reenier plugged wells, or 1° Cane Creek Federaldrill horizontal laterais. Use APPLICATION FOR PERMIT TO DRILL form forsuch poposals,
iTYPEOFWELL

OILWELL GASWELL OTHER
WELLNAMEandNUMBER

2 NAMEOF OPERATOR: 9 API NUMBER:

Fidelity Exploration &Production Company 4301931449
3. ADDRESS OF OPERATOR: PHONENUMBEFt 10. FIELDANDPOOL, OR WILDCAT:

2585 Heartland drive Sheridan WY 82801 (307) 675-4924 Cane Creek
4. LOCATION OF WELL

FOOTAGESATSURFACE 2563 FNL 1429 FWL coumTv: Grand

QTR/QTR,SECTION, TOWNSHIP. RANGE,MERIDIAN: SENW 8 26S 20E STATE:
UTAH

n CHECK APPROPRIATE BOXESTO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ^clol2e O DEEPEN REPERFORATE CUR Aff F e2 NOTICEOF INTENT
(Submit in Duplicate) ALTERCASING FRACTURE TREAT SIDETRACKTO REPAIRWELL

Approximate date work will start; CASING REPAJR NEW CONSTRUCTION TEMPORAR1LY ABANDON

2/27/2008 CHANGETO PREVIOUSPLANS OPERATOR CHANGE TUBINGREPAIR

O CHANGE TUSING PLUGAND ABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGEWELL NAME PLUG BACK WATERDISPOSAL
(Submit OriginalForm Only)

O CHANGEWELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF
Date of work completiorr

O COMMINGLE PRODUCENG FORMATIONS RECLAMATt0N OF WELL StTE OTHER: ÛfÍÍlÑOfÍZODÍSI
O CONVERT WELL TYPE RECOMPLETE- DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates. depths. volumes, etc.

Fidelity drilled to a TD of 7720' and ran 99 jts 7" HCL-80 29#lft and 78 jts HCP-110 26#lft @3360.99 LT&C. During the drilling
process it was noted by the geologist the lack of show in hydrocarbons in samples. Fidelity then completed the well by
perforating the Cane Creek shale F/7580' T/7655'. After perforation there was 0 psi on production string. Swab well down to
seating nipple at 7460 with no fluid entry nor any pressures.
Fidelity hereby proposes to re-drill the Cane Creek Shale horizontally as per the attached directional program. It is anticipated
exiting the 7" casing witha mill at a kick out point of approximately 7386'. Drillwith a 6" bit to a target MD of approximately
8422' at an azimuth of 330 is anticipated. A projected intercept of approximately 2370 FNL 1310 FWL Max distance of 885 FNL
570 FWL. Liner will consist of a 4 1'2" liner hanger set at 7,325', 265' of 4 1/2" Brd LT&C13 .50# P110 with 12,410 Internal
Yield Pressure &335,000# Joint Yield Strength followed by 1,026' of4 1/2" Ultra Flush Joint 13.50# P110 with 12,410 Intemai
Yield Pressure and 335,000# Joint Yield Strength to TD @8,422'. Fidelity will pump approximately 100 sacks of 16# witha
slurryyield of 1.28 class G premium cement, with a water mix of 4.55 gal of mix per sack 25 bbl fluid volume spacer, 22.70 bbl
mix and 97.29 fluid volumes for displacement. The actual directional program maybe altered as dictated by hole conditions.

NAME(PLEASE PRINT) Stephanie Masters
/? TiTLE

Operatioons Technician

SIGNATU DATE 2/27/2008

{Thîs space for State use only)

(5/2000} (See instructions ort Reverse
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seating nipple at 7460 with no fluid entry nor any pressures.
Fidelity hereby proposes to re-drill the Cane Creek Shale horizontally as per the attached directional program. It is anticipated
exiting the 7" casing witha mill at a kick out point of approximately 7386'. Drillwith a 6" bit to a target MD of approximately
8422' at an azimuth of 330 is anticipated. A projected intercept of approximately 2370 FNL 1310 FWL Max distance of 885 FNL
570 FWL. Liner will consist of a 4 1'2" liner hanger set at 7,325', 265' of 4 1/2" Brd LT&C13 .50# P110 with 12,410 Internal
Yield Pressure &335,000# Joint Yield Strength followed by 1,026' of4 1/2" Ultra Flush Joint 13.50# P110 with 12,410 Intemai
Yield Pressure and 335,000# Joint Yield Strength to TD @8,422'. Fidelity will pump approximately 100 sacks of 16# witha
slurryyield of 1.28 class G premium cement, with a water mix of 4.55 gal of mix per sack 25 bbl fluid volume spacer, 22.70 bbl
mix and 97.29 fluid volumes for displacement. The actual directional program maybe altered as dictated by hole conditions.
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UTAH
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Fidelity Exploration and Production
Cane Creek 8-1

Sec 8-T26S-R20E
Grand County, Utah

SECTION DETAILS PBHL
1896 6'N& 1095 0'W j

Sec MD Inc Azi TVD +N/-S +E/-W DLeg TFace VSee Target ----*

I 0.00 0.00 330.00 0.00 0.00 0.00 0.00 0.00 0.00 2UUU ..J....).
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3 7688.37 80.34 330.00 760000 152.95 -88.31 27.00 -30.00 176.61 Tl
4 7714.71 8746 330.00 760280 175.62 -101.39 27.00 0.00 202.79
5 8327.53 87 46 330.00 7630 00 705.8 I -407.50 0.00 0.00 315.00 T2 : . . . .

9...8
6 8358.66 85 59 330.00 7631 89 732.72 -423.04 6.00 180.00 846.08
7 8854.05 8559 330.00 767000 1160.47 -670.00 0.00 0.00 1340.00 T3 Î6ÛÛ
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9 9704.47 91.72 330.00 765000 1896.60 -1095.00 0.00 0.00 2190.00 T4
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750.00 0.00 330.00 750.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
850.00 0.00 330.00 850.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
950.00 0.00 330.00 950.00 0.00 0.00 0.00 0.00 692693.10 2503285.12

1050.00 0.00 330.00 1050.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
1150.00 0.00 330.00 1150.00 0.00 0.00 0.00 0.00 692693.10 2503285.12

1250.00 0.00 330.00 1250.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
1350.00 0.00 330.00 1350.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
1450.00 0.00 330.00 1450.00 0.00 0.00 0.00 0.00 692693.10

Weatherford International, Ltd.
Directional Plan Report

Company: Fidelity Exploration &Product Date: 2/27/2008 Time: 13:34:12 Page: 1
Field: Grand County, Utah Co-ordinate(NE) Reference: Well:Cane Creek 8-1, True North
Site: Sec 8-T26S-R20E Vertical (TVD) Reference: SITE 6012.0
Well: Cane Creek 8 1 Section (VS) Reference: Well (0.00N,0.00E,330.00Azi)
Wellpath: 1 Survey Calculation Method: MinimumCurvature Db: Sybase
Field: Grand County, Utah

Map Systeni:IS State Plane Coordinate System 1927 Map Zone: Utah, Southem Zone
Geo DatumNAD27 (Clarke 1866) Coordinate System: Well Centre
Sys Datum:Mean Sea Level Geomagnetic Model: bggm2007

Site: Sec 8-T26S-R20E

Site Position: Northing: 692693.10 ft Latitude: 38 33 21.560 N
From: Geographic Easting: 2503285.12 ft Longitude: 109 44 24.430 W
Position Uncertainty: 0.00 ft North Reference: True
Ground Level: 6000.00 ft Grid Convergence: 1.08 deg

Well: Cane Creek 8-1 Slot Name:

Well Position: +N/-S 0.00 ft Northing: 692693.10 ft Latitude: 38 33 21.560 N
+El-W 0.00 ft Easting : 2503285.12 ft Longitude: 109 44 24.430 W

Position Uncertainty: 0.00 ft

Wellpath: 1 Drilled From: Surface
Tie-on Depth: 0.00 ft

Current Datum: SITE Height6012.00 ft Above System Datum: Mean Sea Level
Magnetic Data: 2/27/2008 Declination: 11.40 deg
Field Strength: 51853 nT Mag Dip Angle: 64.71 deg
Vertical Section: Depth From (TVD) +N/-S +El-W Direction

ft ft ft deg
0.00 0.00 0.00 330.00

Plan: Plan #2 Date Composed: 2/27/2008
Horizontal following contours Version: 1

Principal: Yes Tied-to: From Surface

Plan Section Information

MD Incl Azim TVD +N/-S +El-W DLS Build Turn TFO Target
ft deg deg ft ft ft deg/100ftdeg/100ftdeg/100ft deg
0.00 0.00 330.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

7390.80 0.00 330.00 7390.80 0.00 0.00 0.00 0.00 0.00 330.00
7688.37 80.34 330.00 7600.00 152.95 -88.31 27.00 27.00 0.00 -30.00 Ti
7714.71 87.46 330.00 7602.80 175.62 -101.39 27.00 27.00 0.00 0.00
8327.53 87.46 330.00 7630.00 705.81 -407.50 0.00 0.00 0.00 0.00 T2
8358.66 85.59 330.00 7631.89 732.72 -423.04 6.00 -6.00 0.00 180.00
8854.05 85.59 330.00 7670.00 1160.47 -670.00 0.00 0.00 0.00 0.00 T3
8956.18 91.72 330.00 7672.40 1248.85 -721.03 6.00 6.00 0.00 0.00
9704.47 91.72 330.00 7650.00 1896.60 -1095.00 0.00 0.00 0.00 0.00 T4

Survey
MD Incl Azim TVD N/S E/W VS DLS MapN MapE Comment
ft deg deg ft ft ft ft deg/100ft ft ft

250.00 0.00 330.00 250.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
350.00 0.00 330.00 350.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
450.00 0.00 330.00 450.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
550.00 0.00 330.00 550.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
650.00 0.00 330.00 650.00 0.00 0.00 0.00 0.00 692693.10 2503285.12

750.00 0.00 330.00 750.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
850.00 0.00 330.00 850.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
950.00 0.00 330.00 950.00 0.00 0.00 0.00 0.00 692693.10 2503285.12

1050.00 0.00 330.00 1050.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
1150.00 0.00 330.00 1150.00 0.00 0.00 0.00 0.00 692693.10 2503285.12

1250.00 0.00 330.00 1250.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
1350.00 0.00 330.00 1350.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
1450.00 0.00 330.00 1450.00 0.00 0.00 0.00 0.00 692693.10
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Company: Fidelity Exploration &Product Date: 2/27/2008 Time: 13:34:12 Page: 2
Field: Grand County, Utah Co-ordinate(NE) Reference: We11:Cane Creek 8-1, True North
Site: Sec 8-T26S-R20E Vertical (TVD) Reference: SITE 6012.0
Well: Cane Creek 8-1 Section (VS) Reference: Well (0.00N,0.00E,330.00Azi)
Wellpath: 1 Survey Calculation Method: MinimumCurvature Db Sybase

Survey

MD IncI Azim TVD N/S E/W VS DLS MapN MapE Comment
ft deg deg ft ft ft ft deg/100ñ ft ft

1550.00 0.00 330.00 1550.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
1650.00 0.00 330.00 1650.00 0.00 0.00 0.00 0.00 692693.10 2503285.12

1750.00 0.00 330.00 1750.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
1850.00 0.00 330.00 1850.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
1950.00 0.00 330.00 1950.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
2050.00 0.00 330.00 2050.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
2150.00 0.00 330.00 2150.00 0.00 0.00 0.00 0.00 692693.10 2503285.12

2250.00 0.00 330.00 2250.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
2350.00 0.00 330.00 2350.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
2450.00 0.00 330.00 2450.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
2550.00 0.00 330.00 2550.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
2650.00 0.00 330.00 2650.00 0.00 0.00 0.00 0.00 692693.10 2503285.12

2750.00 0.00 330.00 2750.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
2850.00 0.00 330.00 2850.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
2950.00 0.00 330.00 2950.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
3050.00 0.00 330.00 3050.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
3150.00 0.00 330.00 3150.00 0.00 0.00 0.00 0.00 692693.10 2503285.12

3250.00 0.00 330.00 3250.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
3350.00 0.00 330.00 3350.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
3450.00 0.00 330.00 3450.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
3550.00 0.00 330.00 3550.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
3650.00 0.00 330.00 3650.00 0.00 0.00 0.00 0.00 692693.10 2503285.12

3750.00 0.00 330.00 3750.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
3850.00 0.00 330.00 3850.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
3950.00 0.00 330.00 3950.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
4050.00 0.00 330.00 4050.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
4150.00 0.00 330.00 4150.00 0.00 0.00 0.00 0.00 692693.10 2503285.12

4250.00 0.00 330.00 4250.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
4350.00 0.00 330.00 4350.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
4450.00 0.00 330.00 4450.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
4550.00 0.00 330.00 4550.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
4650.00 0.00 330.00 4650.00 0.00 0.00 0.00 0.00 692693.10 2503285.12

4750.00 0.00 330.00 4750.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
4850.00 0.00 330.00 4850.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
4950.00 0.00 330.00 4950.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
5050.00 0.00 330.00 5050.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
5150.00 0.00 330.00 5150.00 0.00 0.00 0.00 0.00 692693.10 2503285.12

5250.00 0.00 330.00 5250.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
5350.00 0.00 330.00 5350.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
5450.00 0.00 330.00 5450.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
5550.00 0.00 330.00 5550.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
5650.00 0.00 330.00 5650.00 0.00 0.00 0.00 0.00 692693.10 2503285.12

5750.00 0.00 330.00 5750.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
5850.00 0.00 330.00 5850.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
5950.00 0.00 330.00 5950.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
6050.00 0.00 330.00 6050.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
6150.00 0.00 330.00 6150.00 0.00 0.00 0.00 0.00 692693.10 2503285.12

6250.00 0.00 330.00 6250.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
6350.00 0.00 330.00 6350.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
6450.00 0.00 330.00 6450.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
6550.00 0.00 330.00 6550.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
6650.00 0.00 330.00 6650.00 0.00 0.00 0.00 0.00 692693.10
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Field: Grand County, Utah Co-ordinate(NE) Reference: We11:Cane Creek 8-1, True North
Site: Sec 8-T26S-R20E Vertical (TVD) Reference: SITE 6012.0
Well: Cane Creek 8-1 Section (VS) Reference: Well (0.00N,0.00E,330.00Azi)
Wellpath: 1 Survey Calculation Method: MinimumCurvature Db Sybase

Survey

MD IncI Azim TVD N/S E/W VS DLS MapN MapE Comment
ft deg deg ft ft ft ft deg/100ñ ft ft

1550.00 0.00 330.00 1550.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
1650.00 0.00 330.00 1650.00 0.00 0.00 0.00 0.00 692693.10 2503285.12

1750.00 0.00 330.00 1750.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
1850.00 0.00 330.00 1850.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
1950.00 0.00 330.00 1950.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
2050.00 0.00 330.00 2050.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
2150.00 0.00 330.00 2150.00 0.00 0.00 0.00 0.00 692693.10 2503285.12

2250.00 0.00 330.00 2250.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
2350.00 0.00 330.00 2350.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
2450.00 0.00 330.00 2450.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
2550.00 0.00 330.00 2550.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
2650.00 0.00 330.00 2650.00 0.00 0.00 0.00 0.00 692693.10 2503285.12

2750.00 0.00 330.00 2750.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
2850.00 0.00 330.00 2850.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
2950.00 0.00 330.00 2950.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
3050.00 0.00 330.00 3050.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
3150.00 0.00 330.00 3150.00 0.00 0.00 0.00 0.00 692693.10 2503285.12

3250.00 0.00 330.00 3250.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
3350.00 0.00 330.00 3350.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
3450.00 0.00 330.00 3450.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
3550.00 0.00 330.00 3550.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
3650.00 0.00 330.00 3650.00 0.00 0.00 0.00 0.00 692693.10 2503285.12

3750.00 0.00 330.00 3750.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
3850.00 0.00 330.00 3850.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
3950.00 0.00 330.00 3950.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
4050.00 0.00 330.00 4050.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
4150.00 0.00 330.00 4150.00 0.00 0.00 0.00 0.00 692693.10 2503285.12

4250.00 0.00 330.00 4250.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
4350.00 0.00 330.00 4350.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
4450.00 0.00 330.00 4450.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
4550.00 0.00 330.00 4550.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
4650.00 0.00 330.00 4650.00 0.00 0.00 0.00 0.00 692693.10 2503285.12

4750.00 0.00 330.00 4750.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
4850.00 0.00 330.00 4850.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
4950.00 0.00 330.00 4950.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
5050.00 0.00 330.00 5050.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
5150.00 0.00 330.00 5150.00 0.00 0.00 0.00 0.00 692693.10 2503285.12

5250.00 0.00 330.00 5250.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
5350.00 0.00 330.00 5350.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
5450.00 0.00 330.00 5450.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
5550.00 0.00 330.00 5550.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
5650.00 0.00 330.00 5650.00 0.00 0.00 0.00 0.00 692693.10 2503285.12

5750.00 0.00 330.00 5750.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
5850.00 0.00 330.00 5850.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
5950.00 0.00 330.00 5950.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
6050.00 0.00 330.00 6050.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
6150.00 0.00 330.00 6150.00 0.00 0.00 0.00 0.00 692693.10 2503285.12

6250.00 0.00 330.00 6250.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
6350.00 0.00 330.00 6350.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
6450.00 0.00 330.00 6450.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
6550.00 0.00 330.00 6550.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
6650.00 0.00 330.00 6650.00 0.00 0.00 0.00 0.00 692693.10
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Field: Grand County, Utah Co-ordinate(NE) Reference: We11:Cane Creek 8-1, True North
Site: Sec 8-T26S-R20E Vertical (TVD) Reference: SITE 6012.0
Well: Cane Creek 8-1 Section (VS) Reference: Well (0.00N,0.00E,330.00Azi)
Wellpath: 1 Survey Calculation Method: MinimumCurvature Db Sybase

Survey

MD IncI Azim TVD N/S E/W VS DLS MapN MapE Comment
ft deg deg ft ft ft ft deg/100ñ ft ft

1550.00 0.00 330.00 1550.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
1650.00 0.00 330.00 1650.00 0.00 0.00 0.00 0.00 692693.10 2503285.12

1750.00 0.00 330.00 1750.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
1850.00 0.00 330.00 1850.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
1950.00 0.00 330.00 1950.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
2050.00 0.00 330.00 2050.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
2150.00 0.00 330.00 2150.00 0.00 0.00 0.00 0.00 692693.10 2503285.12

2250.00 0.00 330.00 2250.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
2350.00 0.00 330.00 2350.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
2450.00 0.00 330.00 2450.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
2550.00 0.00 330.00 2550.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
2650.00 0.00 330.00 2650.00 0.00 0.00 0.00 0.00 692693.10 2503285.12

2750.00 0.00 330.00 2750.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
2850.00 0.00 330.00 2850.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
2950.00 0.00 330.00 2950.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
3050.00 0.00 330.00 3050.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
3150.00 0.00 330.00 3150.00 0.00 0.00 0.00 0.00 692693.10 2503285.12

3250.00 0.00 330.00 3250.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
3350.00 0.00 330.00 3350.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
3450.00 0.00 330.00 3450.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
3550.00 0.00 330.00 3550.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
3650.00 0.00 330.00 3650.00 0.00 0.00 0.00 0.00 692693.10 2503285.12

3750.00 0.00 330.00 3750.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
3850.00 0.00 330.00 3850.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
3950.00 0.00 330.00 3950.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
4050.00 0.00 330.00 4050.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
4150.00 0.00 330.00 4150.00 0.00 0.00 0.00 0.00 692693.10 2503285.12

4250.00 0.00 330.00 4250.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
4350.00 0.00 330.00 4350.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
4450.00 0.00 330.00 4450.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
4550.00 0.00 330.00 4550.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
4650.00 0.00 330.00 4650.00 0.00 0.00 0.00 0.00 692693.10 2503285.12

4750.00 0.00 330.00 4750.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
4850.00 0.00 330.00 4850.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
4950.00 0.00 330.00 4950.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
5050.00 0.00 330.00 5050.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
5150.00 0.00 330.00 5150.00 0.00 0.00 0.00 0.00 692693.10 2503285.12

5250.00 0.00 330.00 5250.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
5350.00 0.00 330.00 5350.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
5450.00 0.00 330.00 5450.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
5550.00 0.00 330.00 5550.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
5650.00 0.00 330.00 5650.00 0.00 0.00 0.00 0.00 692693.10 2503285.12

5750.00 0.00 330.00 5750.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
5850.00 0.00 330.00 5850.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
5950.00 0.00 330.00 5950.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
6050.00 0.00 330.00 6050.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
6150.00 0.00 330.00 6150.00 0.00 0.00 0.00 0.00 692693.10 2503285.12

6250.00 0.00 330.00 6250.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
6350.00 0.00 330.00 6350.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
6450.00 0.00 330.00 6450.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
6550.00 0.00 330.00 6550.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
6650.00 0.00 330.00 6650.00 0.00 0.00 0.00 0.00 692693.10
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Company: Fidelity Exploration &Product Date: 2/27/2008 Time: 13:34:12 Page: 2
Field: Grand County, Utah Co-ordinate(NE) Reference: We11:Cane Creek 8-1, True North
Site: Sec 8-T26S-R20E Vertical (TVD) Reference: SITE 6012.0
Well: Cane Creek 8-1 Section (VS) Reference: Well (0.00N,0.00E,330.00Azi)
Wellpath: 1 Survey Calculation Method: MinimumCurvature Db Sybase

Survey

MD IncI Azim TVD N/S E/W VS DLS MapN MapE Comment
ft deg deg ft ft ft ft deg/100ñ ft ft

1550.00 0.00 330.00 1550.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
1650.00 0.00 330.00 1650.00 0.00 0.00 0.00 0.00 692693.10 2503285.12

1750.00 0.00 330.00 1750.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
1850.00 0.00 330.00 1850.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
1950.00 0.00 330.00 1950.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
2050.00 0.00 330.00 2050.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
2150.00 0.00 330.00 2150.00 0.00 0.00 0.00 0.00 692693.10 2503285.12

2250.00 0.00 330.00 2250.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
2350.00 0.00 330.00 2350.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
2450.00 0.00 330.00 2450.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
2550.00 0.00 330.00 2550.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
2650.00 0.00 330.00 2650.00 0.00 0.00 0.00 0.00 692693.10 2503285.12

2750.00 0.00 330.00 2750.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
2850.00 0.00 330.00 2850.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
2950.00 0.00 330.00 2950.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
3050.00 0.00 330.00 3050.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
3150.00 0.00 330.00 3150.00 0.00 0.00 0.00 0.00 692693.10 2503285.12

3250.00 0.00 330.00 3250.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
3350.00 0.00 330.00 3350.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
3450.00 0.00 330.00 3450.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
3550.00 0.00 330.00 3550.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
3650.00 0.00 330.00 3650.00 0.00 0.00 0.00 0.00 692693.10 2503285.12

3750.00 0.00 330.00 3750.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
3850.00 0.00 330.00 3850.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
3950.00 0.00 330.00 3950.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
4050.00 0.00 330.00 4050.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
4150.00 0.00 330.00 4150.00 0.00 0.00 0.00 0.00 692693.10 2503285.12

4250.00 0.00 330.00 4250.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
4350.00 0.00 330.00 4350.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
4450.00 0.00 330.00 4450.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
4550.00 0.00 330.00 4550.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
4650.00 0.00 330.00 4650.00 0.00 0.00 0.00 0.00 692693.10 2503285.12

4750.00 0.00 330.00 4750.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
4850.00 0.00 330.00 4850.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
4950.00 0.00 330.00 4950.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
5050.00 0.00 330.00 5050.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
5150.00 0.00 330.00 5150.00 0.00 0.00 0.00 0.00 692693.10 2503285.12

5250.00 0.00 330.00 5250.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
5350.00 0.00 330.00 5350.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
5450.00 0.00 330.00 5450.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
5550.00 0.00 330.00 5550.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
5650.00 0.00 330.00 5650.00 0.00 0.00 0.00 0.00 692693.10 2503285.12

5750.00 0.00 330.00 5750.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
5850.00 0.00 330.00 5850.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
5950.00 0.00 330.00 5950.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
6050.00 0.00 330.00 6050.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
6150.00 0.00 330.00 6150.00 0.00 0.00 0.00 0.00 692693.10 2503285.12

6250.00 0.00 330.00 6250.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
6350.00 0.00 330.00 6350.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
6450.00 0.00 330.00 6450.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
6550.00 0.00 330.00 6550.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
6650.00 0.00 330.00 6650.00 0.00 0.00 0.00 0.00 692693.10
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Company: Fidelity Exploration &Product Date: 2/27/2008 Time: 13:34:12 Page: 2
Field: Grand County, Utah Co-ordinate(NE) Reference: We11:Cane Creek 8-1, True North
Site: Sec 8-T26S-R20E Vertical (TVD) Reference: SITE 6012.0
Well: Cane Creek 8-1 Section (VS) Reference: Well (0.00N,0.00E,330.00Azi)
Wellpath: 1 Survey Calculation Method: MinimumCurvature Db Sybase

Survey

MD IncI Azim TVD N/S E/W VS DLS MapN MapE Comment
ft deg deg ft ft ft ft deg/100ñ ft ft

1550.00 0.00 330.00 1550.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
1650.00 0.00 330.00 1650.00 0.00 0.00 0.00 0.00 692693.10 2503285.12

1750.00 0.00 330.00 1750.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
1850.00 0.00 330.00 1850.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
1950.00 0.00 330.00 1950.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
2050.00 0.00 330.00 2050.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
2150.00 0.00 330.00 2150.00 0.00 0.00 0.00 0.00 692693.10 2503285.12

2250.00 0.00 330.00 2250.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
2350.00 0.00 330.00 2350.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
2450.00 0.00 330.00 2450.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
2550.00 0.00 330.00 2550.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
2650.00 0.00 330.00 2650.00 0.00 0.00 0.00 0.00 692693.10 2503285.12

2750.00 0.00 330.00 2750.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
2850.00 0.00 330.00 2850.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
2950.00 0.00 330.00 2950.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
3050.00 0.00 330.00 3050.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
3150.00 0.00 330.00 3150.00 0.00 0.00 0.00 0.00 692693.10 2503285.12

3250.00 0.00 330.00 3250.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
3350.00 0.00 330.00 3350.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
3450.00 0.00 330.00 3450.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
3550.00 0.00 330.00 3550.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
3650.00 0.00 330.00 3650.00 0.00 0.00 0.00 0.00 692693.10 2503285.12

3750.00 0.00 330.00 3750.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
3850.00 0.00 330.00 3850.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
3950.00 0.00 330.00 3950.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
4050.00 0.00 330.00 4050.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
4150.00 0.00 330.00 4150.00 0.00 0.00 0.00 0.00 692693.10 2503285.12

4250.00 0.00 330.00 4250.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
4350.00 0.00 330.00 4350.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
4450.00 0.00 330.00 4450.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
4550.00 0.00 330.00 4550.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
4650.00 0.00 330.00 4650.00 0.00 0.00 0.00 0.00 692693.10 2503285.12

4750.00 0.00 330.00 4750.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
4850.00 0.00 330.00 4850.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
4950.00 0.00 330.00 4950.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
5050.00 0.00 330.00 5050.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
5150.00 0.00 330.00 5150.00 0.00 0.00 0.00 0.00 692693.10 2503285.12

5250.00 0.00 330.00 5250.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
5350.00 0.00 330.00 5350.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
5450.00 0.00 330.00 5450.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
5550.00 0.00 330.00 5550.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
5650.00 0.00 330.00 5650.00 0.00 0.00 0.00 0.00 692693.10 2503285.12

5750.00 0.00 330.00 5750.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
5850.00 0.00 330.00 5850.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
5950.00 0.00 330.00 5950.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
6050.00 0.00 330.00 6050.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
6150.00 0.00 330.00 6150.00 0.00 0.00 0.00 0.00 692693.10 2503285.12

6250.00 0.00 330.00 6250.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
6350.00 0.00 330.00 6350.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
6450.00 0.00 330.00 6450.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
6550.00 0.00 330.00 6550.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
6650.00 0.00 330.00 6650.00 0.00 0.00 0.00 0.00 692693.10
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Company: Fidelity Exploration &Product Date: 2/27/2008 Time: 13:34:12 Page: 2
Field: Grand County, Utah Co-ordinate(NE) Reference: We11:Cane Creek 8-1, True North
Site: Sec 8-T26S-R20E Vertical (TVD) Reference: SITE 6012.0
Well: Cane Creek 8-1 Section (VS) Reference: Well (0.00N,0.00E,330.00Azi)
Wellpath: 1 Survey Calculation Method: MinimumCurvature Db Sybase

Survey

MD IncI Azim TVD N/S E/W VS DLS MapN MapE Comment
ft deg deg ft ft ft ft deg/100ñ ft ft

1550.00 0.00 330.00 1550.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
1650.00 0.00 330.00 1650.00 0.00 0.00 0.00 0.00 692693.10 2503285.12

1750.00 0.00 330.00 1750.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
1850.00 0.00 330.00 1850.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
1950.00 0.00 330.00 1950.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
2050.00 0.00 330.00 2050.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
2150.00 0.00 330.00 2150.00 0.00 0.00 0.00 0.00 692693.10 2503285.12

2250.00 0.00 330.00 2250.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
2350.00 0.00 330.00 2350.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
2450.00 0.00 330.00 2450.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
2550.00 0.00 330.00 2550.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
2650.00 0.00 330.00 2650.00 0.00 0.00 0.00 0.00 692693.10 2503285.12

2750.00 0.00 330.00 2750.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
2850.00 0.00 330.00 2850.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
2950.00 0.00 330.00 2950.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
3050.00 0.00 330.00 3050.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
3150.00 0.00 330.00 3150.00 0.00 0.00 0.00 0.00 692693.10 2503285.12

3250.00 0.00 330.00 3250.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
3350.00 0.00 330.00 3350.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
3450.00 0.00 330.00 3450.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
3550.00 0.00 330.00 3550.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
3650.00 0.00 330.00 3650.00 0.00 0.00 0.00 0.00 692693.10 2503285.12

3750.00 0.00 330.00 3750.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
3850.00 0.00 330.00 3850.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
3950.00 0.00 330.00 3950.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
4050.00 0.00 330.00 4050.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
4150.00 0.00 330.00 4150.00 0.00 0.00 0.00 0.00 692693.10 2503285.12

4250.00 0.00 330.00 4250.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
4350.00 0.00 330.00 4350.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
4450.00 0.00 330.00 4450.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
4550.00 0.00 330.00 4550.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
4650.00 0.00 330.00 4650.00 0.00 0.00 0.00 0.00 692693.10 2503285.12

4750.00 0.00 330.00 4750.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
4850.00 0.00 330.00 4850.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
4950.00 0.00 330.00 4950.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
5050.00 0.00 330.00 5050.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
5150.00 0.00 330.00 5150.00 0.00 0.00 0.00 0.00 692693.10 2503285.12

5250.00 0.00 330.00 5250.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
5350.00 0.00 330.00 5350.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
5450.00 0.00 330.00 5450.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
5550.00 0.00 330.00 5550.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
5650.00 0.00 330.00 5650.00 0.00 0.00 0.00 0.00 692693.10 2503285.12

5750.00 0.00 330.00 5750.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
5850.00 0.00 330.00 5850.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
5950.00 0.00 330.00 5950.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
6050.00 0.00 330.00 6050.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
6150.00 0.00 330.00 6150.00 0.00 0.00 0.00 0.00 692693.10 2503285.12

6250.00 0.00 330.00 6250.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
6350.00 0.00 330.00 6350.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
6450.00 0.00 330.00 6450.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
6550.00 0.00 330.00 6550.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
6650.00 0.00 330.00 6650.00 0.00 0.00 0.00 0.00 692693.10



Weatherford International, Ltd.
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Company: Fidelity Exploration & Product Date: 2/27/2008 Time: 13:34:12 Page: 3
Field: Grand County, Utah Co-ordinate(NE) Reference: Well:Cane Creek 8-1, True North
Site: Sec 8-T26S-R20E Vertical (TVD) Reference: SITE 6012.0
Well: Cane Creek 8-1 Section (VS) Reference: Well (0.00N,0.00E,330.00Azi)
Welipath: 1 Survey Calculation Method: MinimumCurvature Db: Sybase

Survey

MD Incl Azim TVD N/S E/W VS DLS MapN MapE Comment
ft deg deg ft ft ft ft deg/100ft ft ft

6750.00 0.00 330.00 6750.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
6850.00 0.00 330.00 6850.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
6950.00 0.00 330.00 6950.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
7050.00 0.00 330.00 7050.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
7150.00 0.00 330.00 7150.00 0.00 0.00 0.00 0.00 692693.10 2503285.12

7250.00 0.00 330.00 7250.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
7350.00 0.00 330.00 7350.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
7390.80 0.00 330.00 7390.80 0.00 0.00 0.00 0.00 692693.10 2503285.12
7450.00 15.98 330.00 7449.24 7.11 -4.10 8.20 27.00 692700.12 2503280.89
7550.00 42.98 330.00 7535.48 49.34 -28.48 56.97 27.00 692741.89 2503255.71

7650.00 69.98 330.00 7590.19 120.87 -69.79 139.57 27.00 692812.64 2503213.07
7688.37 80.34 330.00 7600.00 152.95 -88.31 176.61 27.00 692844.36 2503193.95 T1
7714.71 87.46 330.00 7602.80 175.62 -101.39 202.79 27.00 692866.78 2503180.44
7750.00 87.46 330.00 7604.36 206.15 -119.02 238.04 0.00 692896.97 2503162.24
7850.00 87.46 330.00 7608.80 292.67 -168.97 337.94 0.00 692982.53 2503110.67

7950.00 87.46 330.00 7613.24 379.18 -218.92 437.84 0.00 693068.09 2503059.10
8050.00 87.46 330.00 7617.68 465.70 -268.87 537.75 0.00 693153.66 2503007.53
8150.00 87.46 330.00 7622.12 552.22 -318.82 637.65 0.00 693239.22 2502955.96
8250.00 87.46 330.00 7626.56 638.74 -368.77 737.55 0.00 693324.78 2502904.39
8327.53 87.46 330.00 7630.00 705.81 -407.50 815.00 0.00 693391.11 2502864.41 T2

8350.00 86.11 330.00 7631.26 725.24 -418.72 837.44 6.00 693410.33 2502852.83
8358.66 85.59 330.00 7631.89 732.72 -423.04 846.08 6.00 693417.73 2502848.37
8450.00 85.59 330.00 7638.92 811.59 -468.57 937.14 0.00 693495.73 2502801.36
8550.00 85.59 330.00 7646.61 897.94 -518.42 1036.85 0.00 693581.12 2502749.89
8650.00 85.59 330.00 7654.30 984.28 -568.28 1136.55 0.00 693666.51 2502698.42

8750.00 85.59 330.00 7661.99 1070.63 -618.13 1236.25 0.00 693751.90 2502646.96
8850.00 85.59 330.00 7669.69 1156.97 -667.98 1335.96 0.00 693837.29 2502595.49
8854.05 85.59 330.00 7670.00 1160.47 -670.00 1340.00 0.00 693840.76 2502593.40 T3
8950.00 91.34 330.00 7672.57 1243.50 -717.94 1435.87 6.00 693922.87 2502543.91
8956.18 91.72 330.00 7672.40 1248.85 -721.03 1442.05 6.00 693928.16 2502540.72

9050.00 91.72 330.00 7669.59 1330.06 -767.91 1535.83 0.00 694008.48 2502492.31
9150.00 91.72 330.00 7666.60 1416.63 -817.89 1635.78 0.00 694094.08 2502440.72
9250.00 91.72 330.00 7663.61 1503.19 -867.87 1735.74 0.00 694179.69 2502389.12
9350.00 91.72 330.00 7660.61 1589.76 -917.85 1835.69 0.00 694265.30 2502337.52
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Survey

MD Incl Azim TVD N/S E/W VS DLS MapN MapE Comment
ft deg deg ft ft ft ft deg/100ft ft ft

6750.00 0.00 330.00 6750.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
6850.00 0.00 330.00 6850.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
6950.00 0.00 330.00 6950.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
7050.00 0.00 330.00 7050.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
7150.00 0.00 330.00 7150.00 0.00 0.00 0.00 0.00 692693.10 2503285.12

7250.00 0.00 330.00 7250.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
7350.00 0.00 330.00 7350.00 0.00 0.00 0.00 0.00 692693.10 2503285.12
7390.80 0.00 330.00 7390.80 0.00 0.00 0.00 0.00 692693.10 2503285.12
7450.00 15.98 330.00 7449.24 7.11 -4.10 8.20 27.00 692700.12 2503280.89
7550.00 42.98 330.00 7535.48 49.34 -28.48 56.97 27.00 692741.89 2503255.71

7650.00 69.98 330.00 7590.19 120.87 -69.79 139.57 27.00 692812.64 2503213.07
7688.37 80.34 330.00 7600.00 152.95 -88.31 176.61 27.00 692844.36 2503193.95 T1
7714.71 87.46 330.00 7602.80 175.62 -101.39 202.79 27.00 692866.78 2503180.44
7750.00 87.46 330.00 7604.36 206.15 -119.02 238.04 0.00 692896.97 2503162.24
7850.00 87.46 330.00 7608.80 292.67 -168.97 337.94 0.00 692982.53 2503110.67

7950.00 87.46 330.00 7613.24 379.18 -218.92 437.84 0.00 693068.09 2503059.10
8050.00 87.46 330.00 7617.68 465.70 -268.87 537.75 0.00 693153.66 2503007.53
8150.00 87.46 330.00 7622.12 552.22 -318.82 637.65 0.00 693239.22 2502955.96
8250.00 87.46 330.00 7626.56 638.74 -368.77 737.55 0.00 693324.78 2502904.39
8327.53 87.46 330.00 7630.00 705.81 -407.50 815.00 0.00 693391.11 2502864.41 T2

8350.00 86.11 330.00 7631.26 725.24 -418.72 837.44 6.00 693410.33 2502852.83
8358.66 85.59 330.00 7631.89 732.72 -423.04 846.08 6.00 693417.73 2502848.37
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8650.00 85.59 330.00 7654.30 984.28 -568.28 1136.55 0.00 693666.51 2502698.42

8750.00 85.59 330.00 7661.99 1070.63 -618.13 1236.25 0.00 693751.90 2502646.96
8850.00 85.59 330.00 7669.69 1156.97 -667.98 1335.96 0.00 693837.29 2502595.49
8854.05 85.59 330.00 7670.00 1160.47 -670.00 1340.00 0.00 693840.76 2502593.40 T3
8950.00 91.34 330.00 7672.57 1243.50 -717.94 1435.87 6.00 693922.87 2502543.91
8956.18 91.72 330.00 7672.40 1248.85 -721.03 1442.05 6.00 693928.16 2502540.72

9050.00 91.72 330.00 7669.59 1330.06 -767.91 1535.83 0.00 694008.48 2502492.31
9150.00 91.72 330.00 7666.60 1416.63 -817.89 1635.78 0.00 694094.08 2502440.72
9250.00 91.72 330.00 7663.61 1503.19 -867.87 1735.74 0.00 694179.69 2502389.12
9350.00 91.72 330.00 7660.61 1589.76 -917.85 1835.69 0.00 694265.30 2502337.52
9450.00 91.72 330.00 7657.62 1676.32 -967.82 1935.65 0.00 694350.91 2502285.92

9550.00 91.72 330.00 7654.62 1762.88 -1017.80 2035.60 0.00 694436.51 2502234.33
9650.00 91.72 330.00 7651.63 1849.45 -1067.78 2135.56 0.00 694522.12 2502182.73
9704.47 91.72 330.00 7650.00 1896.60 -1095.00 2190.00 0.00 694568.75 2502154.62 T4

Annotation

MD TVD

Targets

Map Map <-- Latitude ---><-- Longitude ---

Name Description TVD +N/-S +E/-W Northing Easting Deg Min See Deg Min See
Dip. Dir. ft ft ft ft ft

T1 7600.00 199.19 -115.00 692890.082503166.39 38 33 23.529 N 109 44 25.878 W

T2 7630.00 705.81 -407.50 693391.112502864.41 38 33 28.537 N 109 44 29.560 W

T4 7650.00 1896.60 -1095.00 694568.752502154.62 38 33 40.307 N 109 44 38.214



Weatherford International, Ltd.
Directional Plan Report

Company: Fidelity Exploration & Product Date: 2/27/2008 Time: 13:34:12 Page: 4
Field: Grand County, Utah Co-ordinate(NE) Reference: Well: Cane Creek 8-1, True North
Site: Sec 8-T26S-R20E Vertical (TVD) Reference: SITE 6012.0
WeH: Cane Creek 8-1 Section (VS) Reference: Well (0.00N,0.00E,330 00Azi)
Wellpath: 1 Survey Calculation Method: MinimumCurvature Db: Sybase
Targets

Map Map <-- Latitude --><-- Longitude --

Name Description TVD +N/-S +El-W Northing Easting Deg Min Sec Deg Min Sec
Dip. Dir. ft ft ft ft ft

T3 7670.00 1160.47 -670.00 693840.762502593.40 38 33 33.031 N 109 44 32.864

Weatherford International, Ltd.
Directional Plan Report

Company: Fidelity Exploration & Product Date: 2/27/2008 Time: 13:34:12 Page: 4
Field: Grand County, Utah Co-ordinate(NE) Reference: Well: Cane Creek 8-1, True North
Site: Sec 8-T26S-R20E Vertical (TVD) Reference: SITE 6012.0
WeH: Cane Creek 8-1 Section (VS) Reference: Well (0.00N,0.00E,330 00Azi)
Wellpath: 1 Survey Calculation Method: MinimumCurvature Db: Sybase

Targets

Map Map <-- Latitude --><-- Longitude --

Name Description TVD +N/-S +El-W Northing Easting Deg Min Sec Deg Min Sec
Dip. Dir. ft ft ft ft ft

T3 7670.00 1160.47 -670.00 693840.762502593.40 38 33 33.031 N 109 44 32.864

Weatherford International, Ltd.
Directional Plan Report

Company: Fidelity Exploration & Product Date: 2/27/2008 Time: 13:34:12 Page: 4
Field: Grand County, Utah Co-ordinate(NE) Reference: Well: Cane Creek 8-1, True North
Site: Sec 8-T26S-R20E Vertical (TVD) Reference: SITE 6012.0
WeH: Cane Creek 8-1 Section (VS) Reference: Well (0.00N,0.00E,330 00Azi)
Wellpath: 1 Survey Calculation Method: MinimumCurvature Db: Sybase

Targets

Map Map <-- Latitude --><-- Longitude --

Name Description TVD +N/-S +El-W Northing Easting Deg Min Sec Deg Min Sec
Dip. Dir. ft ft ft ft ft

T3 7670.00 1160.47 -670.00 693840.762502593.40 38 33 33.031 N 109 44 32.864

Weatherford International, Ltd.
Directional Plan Report

Company: Fidelity Exploration & Product Date: 2/27/2008 Time: 13:34:12 Page: 4
Field: Grand County, Utah Co-ordinate(NE) Reference: Well: Cane Creek 8-1, True North
Site: Sec 8-T26S-R20E Vertical (TVD) Reference: SITE 6012.0
WeH: Cane Creek 8-1 Section (VS) Reference: Well (0.00N,0.00E,330 00Azi)
Wellpath: 1 Survey Calculation Method: MinimumCurvature Db: Sybase

Targets

Map Map <-- Latitude --><-- Longitude --

Name Description TVD +N/-S +El-W Northing Easting Deg Min Sec Deg Min Sec
Dip. Dir. ft ft ft ft ft

T3 7670.00 1160.47 -670.00 693840.762502593.40 38 33 33.031 N 109 44 32.864

Weatherford International, Ltd.
Directional Plan Report

Company: Fidelity Exploration & Product Date: 2/27/2008 Time: 13:34:12 Page: 4
Field: Grand County, Utah Co-ordinate(NE) Reference: Well: Cane Creek 8-1, True North
Site: Sec 8-T26S-R20E Vertical (TVD) Reference: SITE 6012.0
WeH: Cane Creek 8-1 Section (VS) Reference: Well (0.00N,0.00E,330 00Azi)
Wellpath: 1 Survey Calculation Method: MinimumCurvature Db: Sybase

Targets

Map Map <-- Latitude --><-- Longitude --

Name Description TVD +N/-S +El-W Northing Easting Deg Min Sec Deg Min Sec
Dip. Dir. ft ft ft ft ft

T3 7670.00 1160.47 -670.00 693840.762502593.40 38 33 33.031 N 109 44 32.864

Weatherford International, Ltd.
Directional Plan Report

Company: Fidelity Exploration & Product Date: 2/27/2008 Time: 13:34:12 Page: 4
Field: Grand County, Utah Co-ordinate(NE) Reference: Well: Cane Creek 8-1, True North
Site: Sec 8-T26S-R20E Vertical (TVD) Reference: SITE 6012.0
WeH: Cane Creek 8-1 Section (VS) Reference: Well (0.00N,0.00E,330 00Azi)
Wellpath: 1 Survey Calculation Method: MinimumCurvature Db: Sybase

Targets

Map Map <-- Latitude --><-- Longitude --

Name Description TVD +N/-S +El-W Northing Easting Deg Min Sec Deg Min Sec
Dip. Dir. ft ft ft ft ft

T3 7670.00 1160.47 -670.00 693840.762502593.40 38 33 33.031 N 109 44 32.864



FIDELITY
Exploration&ProductionCompany

February 29, 2008

Stateof Utah
Divisionof Oil, Gas and Mining
P.O. 145801
Salt Lake City, UT 84I14-5801
Attention: Diana Mason

Re: Cane CreekUnit No. 8-1 Well
Section 8, T26S- R19E
Grand County,Utah

Dear Ms. Mason:

Pursuant to the filing of Form 9, Sundry Notices and Reports on Wells by Fidelity Exploration &
Production Company for the purpose of drillinga horizontalleg in the Cane Creek Unit No. 8-1 Well
located at a surface location of 2,563' FNL - 1,429' FWL of Section 8, T26S-R20E, Grand CountyUtah,
Fidelity hereby submits this letter together with pre-drilling directionalsurvey plan, in accordance with Oil
& Gas Conservation Rule No. R649-3-2 pertaining to the Location and Siting of Wells. Fidelity hereby
submits that:

• Fidelity Exploration & Production Company's proposed Cane Creek Unit No. 8-l Well is located
with the Cane CreekUnit area.

• Fidelity Exploration & Production Companyis permitting this well as a horizontalwell for the
purpose of further exploration since the current vertical portion of the subject wellbore hasproven
unproductive for commercial hydrocarbons.

• Furthermore, Fidelity Exploration & Production Company hereby certifies that its proposed
horizontalwell as planned is in compliance with Utah Oil & Gas Conservation Rule No. R649-3-2
pertaining to the Location and Siting of Horizontal Wells.

• Furthermore, Fidelity Exploration & Production Company herebycertifies that it owns seventy-
five percent (75%) of the working interest together with Babcock and Brown Energy, Inc. who
owns twenty-fivepercent (25%)of the working interestwithin four hundredsixty feet (460') of
the entire proposed wellbore as shown on the attached directionalsurvey.

• Furthermore, Fidelity Exploration & Production Company has obtained the requisite approval
from Babcock & Brown Energy, Inc., to drill the proposed horizontalwell as contemplated herein.

Therefore, based on the above stated information, Fidelity Exploration & Production Company requests
that its permit for the Cane Creek UnitNo. 8-1 be granted and approved. Thank you for your
consideration.

Sincerely,

Darrell Finneman
Regional Land Manager

1700 Lincoln Street - Suite 2800, Denver, Colorado 80203 • 303-893-3133 • Fax

FIDELITY
Exploration&ProductionCompany

February 29, 2008

Stateof Utah
Divisionof Oil, Gas and Mining
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STATE OF UTAH 
DEPARTMENT OF NATURAL RESOURCES 

DIVISION OF OIL, GAS AND MINING 

FORM 9 

5. LEASE DESIGNATION AND SERIAL NUMB",,: 

UTU68122 

SUNDRY NOTICES AND REPORTS ON WELLS 
6, IF INDIAN. ALLOTTEE OR ,RISE NAMe: 

Do nOI use this form for proposals to drill new wells, significantly deepen existing weUs below current bottom·ho!e depth, reenter plugged v.rells. or to 
drill horizontalla(erals. Use APPLICATION FOR PERMIT TO DRILL form for such proposals, 

1. TYPE OF WELL 
OIL WELL [Zj GAS WELL 0 OTHER ___________ _ 

2 NAME OF OPERATOR: 

Fidelity Exploration and Production Company 
3, ADDRESS OF OPERATOR: 

2585 Heartland drive 

4, LOCATION OF WELL 

en',' Sheridan 

FOOTAGESATSURFACE 2563 FNL 1429 FWL 

:"TA"',' WY Zi!,82801 

OTR/OTR. SECTION. TOWNSHIP. RANGE, MERIDIAN: SENW 8 26S 20E 

N/A 
7, UNIT or CA AGREEMENT NAME: 

Cane Creek Federal 
8, WEll NAME and NUMBER: 

Cane Creek 8-1 
9, API NUMBER: 

4301931449 
10, FIELD AND POOL. OR WILDCAT: 

Cane Creek 

COUNTY' Grand 

STATE: 

UTAH 

11 CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA 

TYPE OF SUBMISSION TYPE OF ACTION 
----

[Z] 0 ACIDIZE 0 DEEPEN D REPERFORATE CURREf>-JT FORMAT10r,~ 
NOTICE OF INTENT 

(Submil in Duplicate) 0 ALTER CASING 0 FRACTURE TREAT 0 SIDETRACK TO REPAIR W;oLL 

Approximate date work wHl start: 0 CASING REPAIR 0 NEW CONSTRUCTION 0 TEMPORARILY AS!J,i'{DON 

2/28/2008 0 CHANGE TO PREVIOUS PLANS 0 OPERATOR CHANGE 0 TUBING REPAIR 

0 CHANGE TUSING 0 PLUG AND ABANDON 0 VENT OR FLARE 

0 SUBSEQUENT REPORT D CHANGE WELL NAME 0 PLUG BACK 0 WATER DISPOSAL 
(Submit Original Form Only} 

D 0 0 CHANGE WELL STATUS PRODUCTION ISTARTiRESUME) WATER SHUT~OFF 
Dale of work completion: 

0 COMMINGLE PRODUCING FORMATiONS 0 REClAlvlA TlON OF WELL SITE [Z] OTHER: Drill Horizontal 

0 CONVERT WELL TYPE 0 RECOMPLETE - DIFFERENT FORMATION 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS, Clearly show all pertinent details including dates. depths. volumes. etc. 

Fidelity drilled to a TO of 7720' and ran 99 jts 7" HCL-80 29#1ft and 78 jts HCP-110 26#/ft @ 3360.99 L T&C. During the driiiing 
process it was noted by the geologist the lack of show in hydrocarbons in samples. Fidelity then completed the well by 
perforating the Cane Creek shale F/7580' T/7655'.After perforation there was 0 psi on production string. Swab well down to 
seating nipple at 7460 with no fluid entry nor any pressures. 

Fidelity hereby proposes to re-drill the Cane Creek Shale horizontally as per the attached directional program. It is anticipated 
exiting the Tcasing with a mill at a kick out point of approximately 7386'. Drill with a 6" bit to a target MD of approximately 9704' 
A Cast Iron Bridge Plug will be set @ 7394' in 7" 29# HCL-80, casing with the Whip Stock being orientated by gyro and set on 
the plug to the NW @an azimuth of 330 is anticipated. A second cast iron bridge plug will be set at 7505' to isolate the 
perforations. A projected intercept the top of the target at approximately 2370 FNL 1310FWL Bottom hole location 885 FNL 570 
FWL. Liner will consist of a 4.5"liner with a minimum 1 00' of overlap between liner and T' casing to TD and cemented in place, 
4 1/2"8rd L T&C 13 .50# P11 0 with 12,410 Internal Yield Pressure & 335,000# Joint Yield Strength followed by 1,026' of 4 1/2" 
Ultra Flush Joint 13.50# P11 Owith 12,410 Internal Yield Pressure and 335,000# Joint Yield Strength to TO@ 9704'_ Fidelity 'Nill 
pump approximately 100 sacks of 16# with a slurry yield of 1.28 class G premium cement, with a water mix of 4.55 gai of mix 
per sack 25 bbl fluid volume spacer, 22.70 bbl mix and 97.29 fluid volumes for displacement. The actual directional program 
maybe altered as dictated by hole conditions. 

TITLE 

DATE 

(This space for Stat~t only) 

(5i2000) (See Instructions on Reverse Side) 

Operations Technician iii 

2/28f2008 

RECEIVED 
NOV 22 2010 

DIY. OF OIL, GAS & MINING 

iii::: 

STATE OF UTAH FORM 9
DEPARTMENTOFNATURALRESOURCES
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2585 Heartland drive .p.., Sheridan ., WY , 82801 (307) 675-4924 Cane Creek
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Approximate date work wil3start: CASINGREPA1R NEW CONSTRUCTiON TEMPORAPJLY ASAN.DON
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Dale of work completion:
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Fidelity drilled to a TD of 7720' and ran 99 jts 7" HCL-80 29#lft and 78 jts HCP-110 26#lft @3360.99 LT&C. During the driling
process it was noted by the geologist the lack of show in hydrocarbons in samples. Fidelitythen completed the well by
perforating the Cane Creek shale F/7580' T/7655'.After perforation there was 0 psi on production string. Swab well down to
seating nipple at 7460 with no fluid entry nor any pressures.
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exiting the 7"casing with a miliat a kick out point of approximately 7386'. Drillwitha 6" bit to a target MD of approximately 9704'
A Cast Iron Bridge Plug will be set @7394' in 7" 29# HCL-80, casing withthe Whip Stock being orientated by gyro and set on
the plug to the NW @anazimuth of 330 is anticipated. A second cast iron bridge plug will be set at 7505' to isolate the
perforations. A projected intercept the top of the targetat approximately 2370 FNL 1310FWL Bottom hole location 885 FNL 570
FWL. Liner will consist of a 4.5'Uner with a minimum 100' of overlap between liner and 7" casing to TD and cemented in place,
4 1/2"8rd LT&C 13 .50# P110 with 12,410 Internal Yield Pressure & 335,000# Joint Yield Strength followed by 1,026' of 4 1/2"
Ultra Flush Joint 13.50# P110with 12,410 Internal Yield Pressure and 335,000# Joint Yield Strength to TD@ 9704'. Fidelity will
pump approximately 100 sacks of 16# with a slurry yield of 1,28 class G premium cement, with a water mix of 4.55 gal of mix
per sack 25 bbl fluid volume spacer, 22.70 bbl mix and 97.29 fluid volumes for displacement. The actual directional program
maybe altered as dictated by hole conditions.
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United States Department of the Interior

BUREAU OF LAND MANAGEMENT
Utah State Office

P.O. Box 45155
Salt Lake City, Utah 84145-0155

IN REPLY REEER TO:
3160
(UT-922)

February 29, 2008

Memorandum

To: Assistant Field Office Manager Resources, Moab District

From: Michael Coulthard, Petroleum Engineer

Subject: 2008 Plan of Development Cane Creek Unit,
Grand and San Juan Counties, Utah.

Pursuant to email between Eric Jones, Moab Field Office, and
Mickey Coulthard, Utah State Office, Bureau of Land Management,
the following well horizontal well bore has been revised as shown
below. The proposed well bore is planned for calendar year 2008
within the Cane Creek Unit, Grand and San Juan Counties, Utah.

API# WELLNAME LOCATION

(Proposed PZ Cane Creek Shale)

43-019-31449 Cane Creek Unit 8-1 Sec 8 T26S R20E 2563 FNL 1429 FWL
Intercept of top of Cane Creek Sec 8 T26S R20E 2370 FNL 1310 FWL
End of Horizontal leg Sec 8 T26S R20E 0885 FNL 0570 FWL

This office has no objection to permitting the well at this time.

/s/ Michael L. Coulthard

bcc: File - Cane Creek Unit
Division of Oil Gas and Mining
Central Files
Agr. Sec. Chron
Fluid Chron
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Intercept of top of Cane Creek Sec 8 T26S R20E 2370 FNL 1310 FWL
End of Horizontal leg Sec 8 T26S R20E 0885 FNL 0570 FWL

This office has no objection to permitting the well at this time.

/s/ Michael L. Coulthard

bcc: File - Cane Creek Unit
Division of Oil Gas and Mining
Central Files
Agr. Sec. Chron
Fluid Chron
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RUN SUMMARY

lumber 1 2 3 4 5 6 7 8

te in 6.000 6.000 6.000 6.000 6.000 ô.000 8.000

pe Tri-cone Tri-cone Tri-cone Tri-cone PDC PDC Tri-cone

A in 0.75 0.75 0.75 0.75 0.92
rt Depth 7391.00 7438.00 7495.00 7495.00 7623.00 7623.00 8258.00
d Depth 7438.00 7495.00 7495.00 7623.00 7623.00 8258.00 8432.00

og nterval 7353.05 7398.05 7457.05 7457.05 7585.05 7585.05 8214.36
m Log interval A 7398.05 7398.05 7457.05 7585.05 7585.06 8214.36 7360.00

Log Time hh:mm 4:50 No Gamma Tool Fail 9:45 8:15 7:00 15'30
Log Date DD-MMM-YY 08-Mar-08 No Gamma Tool Fail 13-Mar-08 15-Mar-08 16-Mar-08 19-Mar-08

og Time hh:mm 2:00 No Gamma Tool Fall 6:15 8:30 14:00 11:45

.og Date DD-MMM-YY 09-Mar-08 No Gamma Tool Fall 14-Mar-08 15-Mar-08 18-Mar-08 21-Mar-08

r Wipe or Both Drill No Gamma Tool Fall Drill Tool Fail Drill Drill

Rate gal/min 180 180 180 155 175 180 176

og Depth deg @it 3.50@7392 17.42@7439 N/AgN/A 38.36g7502 N/A@N/A 59.42@7580 71.81@8212

09..$._Pepth deg @ft 5.40g7404 28.52g7470 N/AgN/A 56.58g7565 N/A@N/A 71.21@8180 76.76@8307

DATA
7391 7436 7495 7495 7623 7623 8258

Type invert Invert Invert invert invert invert invert
Neight Ib/gal 16.00 16.00 15,80 16.70 16.70 16.70 16.30

sity sec/qt 56 56 58 63 65 54 56
4 / Sand % 34 32 33 34.44 34.44 33.23 33.18
½uid Loss ml/30 min
Tool Temp /Tool deg F 105 106 105 105 105 120 120

t Representative Greg Creel Greg Creel Greg Creel Greg Creel Greg Creel Greg Creel Greg Creel

herford Engineer Louis/Castillo Louis/Castillo Louis/Casillio Louis/Kendall Louis/Kendall Louis/Kendall Louis/Kendall

EQU PMENT SUMMARY

Number 1 2 3 4 5 6 7 8

/ CDS Serial Number 680 /794 680 /794 680 /794 366 1633 368 /833 360 /714 360 /714

try Serial Number 3662 3682 3662 3663 3663 3675 3675

ma Ray Serial Nurnber 2784 2784 2784 2764 2784 2914 2914

mre obe Ser al Number
Serial Number 1746 1746 1746 1592 1592 1696 1696

erSerial Number 12900 12900 12900 14467 14467 14467 14467

a Sensor Offsets
tional f 52.16 52.16 52.16 52.16 57.85 57.85 52.16

ma Ray I 37.95 37.95 37.95 37.95 43.64 43.64 37.95

r information

Assembly Type Steerable Steerable Steerable Steerable Steerable Steerable Steerable
Circulating Time hrs 15.25 0.00 2.00 21.25 1.50 44.75 39.50

DrillingTime hrs) 8.50 0.00 0.00 17.50 0.00 31.50 28.25

5 Inch - True Vertical Depth

ROP
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te in 6.000 6.000 6.000 6.000 6.000 ô.000 8.000

pe Tri-cone Tri-cone Tri-cone Tri-cone PDC PDC Tri-cone

A in 0.75 0.75 0.75 0.75 0.92

rt Depth 7391.00 7438.00 7495.00 7495.00 7623.00 7623.00 8258.00

d Depth 7438.00 7495.00 7495.00 7623.00 7623.00 8258.00 8432.00

og nterval 7353.05 7398.05 7457.05 7457.05 7585.05 7585.05 8214.36

m Log interval A 7398.05 7398.05 7457.05 7585.05 7585.06 8214.36 7360.00

Log Time hh:mm 4:50 No Gamma Tool Fail 9:45 8:15 7:00 15'30
Log Date DD-MMM-YY 08-Mar-08 No Gamma Tool Fail 13-Mar-08 15-Mar-08 16-Mar-08 19-Mar-08

og Time hh:mm 2:00 No Gamma Tool Fall 6:15 8:30 14:00 11:45

.og Date DD-MMM-YY 09-Mar-08 No Gamma Tool Fall 14-Mar-08 15-Mar-08 18-Mar-08 21-Mar-08

r Wipe or Both Drill No Gamma Tool Fall Drill Tool Fail Drill Drill

Rate gal/min 180 180 180 155 175 180 176

og Depth deg @it 3.50@7392 17.42@7439 N/AgN/A 38.36g7502 N/A@N/A 59.42@7580 71.81@8212

09..$._Pepth deg @ft 5.40g7404 28.52g7470 N/AgN/A 56.58g7565 N/A@N/A 71.21@8180 76.76@8307

DATA
7391 7436 7495 7495 7623 7623 8258

Type invert Invert Invert invert invert invert invert
Neight Ib/gal 16.00 16.00 15,80 16.70 16.70 16.70 16.30

sity sec/qt 56 56 58 63 65 54 56
4 / Sand % 34 32 33 34.44 34.44 33.23 33.18
½uid Loss ml/30 min
Tool Temp /Tool deg F 105 106 105 105 105 120 120

t Representative Greg Creel Greg Creel Greg Creel Greg Creel Greg Creel Greg Creel Greg Creel

herford Engineer Louis/Castillo Louis/Castillo Louis/Casillio Louis/Kendall Louis/Kendall Louis/Kendall Louis/Kendall

EQU PMENT SUMMARY

Number 1 2 3 4 5 6 7 8

/ CDS Serial Number 680 /794 680 /794 680 /794 366 1633 368 /833 360 /714 360 /714

try Serial Number 3662 3682 3662 3663 3663 3675 3675

ma Ray Serial Nurnber 2784 2784 2784 2764 2784 2914 2914

mre obe Ser al Number
Serial Number 1746 1746 1746 1592 1592 1696 1696

erSerial Number 12900 12900 12900 14467 14467 14467 14467

a Sensor Offsets
tional f 52.16 52.16 52.16 52.16 57.85 57.85 52.16

ma Ray I 37.95 37.95 37.95 37.95 43.64 43.64 37.95

r information

Assembly Type Steerable Steerable Steerable Steerable Steerable Steerable Steerable
Circulating Time hrs 15.25 0.00 2.00 21.25 1.50 44.75 39.50

DrillingTime hrs) 8.50 0.00 0.00 17.50 0.00 31.50 28.25

5 Inch - True Vertical Depth

ROP
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lumber 1 2 3 4 5 6 7 8

te in 6.000 6.000 6.000 6.000 6.000 ô.000 8.000

pe Tri-cone Tri-cone Tri-cone Tri-cone PDC PDC Tri-cone

A in 0.75 0.75 0.75 0.75 0.92
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d Depth 7438.00 7495.00 7495.00 7623.00 7623.00 8258.00 8432.00

og nterval 7353.05 7398.05 7457.05 7457.05 7585.05 7585.05 8214.36

m Log interval A 7398.05 7398.05 7457.05 7585.05 7585.06 8214.36 7360.00

Log Time hh:mm 4:50 No Gamma Tool Fail 9:45 8:15 7:00 15'30
Log Date DD-MMM-YY 08-Mar-08 No Gamma Tool Fail 13-Mar-08 15-Mar-08 16-Mar-08 19-Mar-08

og Time hh:mm 2:00 No Gamma Tool Fall 6:15 8:30 14:00 11:45

.og Date DD-MMM-YY 09-Mar-08 No Gamma Tool Fall 14-Mar-08 15-Mar-08 18-Mar-08 21-Mar-08

r Wipe or Both Drill No Gamma Tool Fall Drill Tool Fail Drill Drill

Rate gal/min 180 180 180 155 175 180 176

og Depth deg @it 3.50@7392 17.42@7439 N/AgN/A 38.36g7502 N/A@N/A 59.42@7580 71.81@8212

09..$._Pepth deg @ft 5.40g7404 28.52g7470 N/AgN/A 56.58g7565 N/A@N/A 71.21@8180 76.76@8307

DATA
7391 7436 7495 7495 7623 7623 8258

Type invert Invert Invert invert invert invert invert
Neight Ib/gal 16.00 16.00 15,80 16.70 16.70 16.70 16.30

sity sec/qt 56 56 58 63 65 54 56
4 / Sand % 34 32 33 34.44 34.44 33.23 33.18
½uid Loss ml/30 min
Tool Temp /Tool deg F 105 106 105 105 105 120 120

t Representative Greg Creel Greg Creel Greg Creel Greg Creel Greg Creel Greg Creel Greg Creel

herford Engineer Louis/Castillo Louis/Castillo Louis/Casillio Louis/Kendall Louis/Kendall Louis/Kendall Louis/Kendall

EQU PMENT SUMMARY

Number 1 2 3 4 5 6 7 8

/ CDS Serial Number 680 /794 680 /794 680 /794 366 1633 368 /833 360 /714 360 /714

try Serial Number 3662 3682 3662 3663 3663 3675 3675

ma Ray Serial Nurnber 2784 2784 2784 2764 2784 2914 2914

mre obe Ser al Number
Serial Number 1746 1746 1746 1592 1592 1696 1696

erSerial Number 12900 12900 12900 14467 14467 14467 14467

a Sensor Offsets
tional f 52.16 52.16 52.16 52.16 57.85 57.85 52.16

ma Ray I 37.95 37.95 37.95 37.95 43.64 43.64 37.95

r information

Assembly Type Steerable Steerable Steerable Steerable Steerable Steerable Steerable
Circulating Time hrs 15.25 0.00 2.00 21.25 1.50 44.75 39.50

DrillingTime hrs) 8.50 0.00 0.00 17.50 0.00 31.50 28.25

5 Inch - True Vertical Depth

ROP



SURVEY
Survey Calculation Method: Minimum Curvature

Magnetic Target Total Niagnetic Magnetic Grid TotalReference Direction Magnetic Field Dip Angle Declination Convergence CorrectionTrue North 330.00 deg 51853 nT 64.71 deg 11.40 deg 0.00 deg 11.40 deg
Survey Depth INC AZ TVD NS EWTie-On 7331.00 ft 5.02 deg 192.94 deg 7318.93 ft 54.27 ft 177.50 ft

Well HeadTime Depth Inc Azm TVD NS EW V8ect Dogleg(ft) (deg) (deg) (ft) (ft) (ft) (ft) (deg/100ft)03/11/08 06:04:51 7381.00 4.50 204.82 7368.76 50.36 176.19 -44.48 2.2203/11/08 08:05:35 7392,00 3.90 227.14 7379.73 49.71 175.73 -44.81 15.7103/11/08 06:06:05 7404.00 5.40 272.12 7391.89 49.45 174.87 -44.60 31.7903/13/08 09:01:35 7439.00 17.42 304.33 7425.96 62.48 168,87 -38.98 37.6103/13/08 14:29:00 7470.00 28.52 312.28 7454.47 60.11 159.53 -27.71 37.1103/13/08 18:19:07 7502,00 38.36 312,49 7481.14 71.98 146.52 -10.92 30.7303/13/08 23:53:31 7534.00 47.93 308.77 7504.46 86.16 129.90 9.67 30.9503/14/08 04:02:44 7565.00 56.58 312,48 7523.42 102.14 111.34 32.78 29.4503/16/08 07:31:59 7580.00 59.42 316.83 7531.37 111.08 102.30 45.04 31.0303/16/08 11:09:08 7612.00 67.97 322.29 7545.55 132.91 83.76 73.22 30.7503/16/08 14:14:47 7643.00 70.10 324.02 7556.64 156.08 66.41 101.96 8.6403/16/08 18:50:50 7674.00 72.60 324.52 7566.55 179.92 49.26 131.19 8.2103/17/08 02:39:41 7706.00 75.81 324.33 7575.26 204.96 31.35 161.83 10.0203/17/08 07:56:24 7738.00 77.81 324.37 7582.57 230.28 13.19 192,83 6.2503/17/08 09:12:11 7769.00 78.46 324.54 7588,94 254.96 -4.45 223.03 2.1803/17/08 11:25:51 7801.00 79.14 324.03 7595.16 280.45 -22.77 254.26 2.6303/17/08 13:22:30 7833.00 79.73 324.23 7601.02 305,94 -41.20 285.55 1.9403/17/08 15:13:14 7864,00 78.33 324.61 7606.92 330.69 -58.91 315.84 4.6703/17/08 17:15:01 7896.00 76.87 325.34 7613.79 356.28 -76.85 346..97 5.0603/17/08 18:36:42 7927.00 75.40 325.67 7621.22 381.09 -93.90 376.98 4.8603/17/08 21:32:19 7958.00 75.16 326.26 7629.10 405.93 -110.68 406.89 1.9903/17/08 22:55:10 7990.00 75.80 326.03 7637.12 431.66 -127.94 437.79 2.1203/18108 00:42:17 8022.00 76.41 326.22 7644.80 457.45 -145.25 468.79 1.9903í18/08 02:28:45 8053.00 75.82 326.36 7652.24 482.48 -161.95 498.82 1.9603/18/08 04:59:13 8085.00 73.99 327.05 7660.58 508.30 -178.91 529.66 6.0803/18/08 07:01:56 8116.00 72.61 .327.49 7669,48 533.28 -194.97 559.32 4.6403/18/08 08:31:25 8148.00 71.17 327.77 7679.43 558.97 -211.25 589.71 4.6003/18/08 10:42:06 8180.00 71.21 327.72 7689.75 584.58 -227.42 619.97 0.2103/19/08 15:59:47 8212.00 ' 71.81 327.12 7699.90 610.15 -243.76 650.29 2.5603/20/08 12:34:40 8244.00 72.66 327.54 7709.66 635,80 -260.21 680,73 2.9403/20/08 22:22:30 8276.00 74.57 327.14 7718.69 661.65 -276.78 711.40 6.0903/21/08 03:53:57 8307.00 76.76 326.79 7726.36 686.82 -293.16 741.39 7.1503/21/08 06:12:36 8338.00 75.23 326.03 7733.87 711.88 -309.80 771.40 5,4803/21/08 09:57:12 8370.00 75.17 326.24 7742.04 737.57 -327.04 802.27 0.66

VerticalSection is 16572. fÏBI TiithTtaget-d-inction of 330.00 deg at.ameasured depth of 24718.90 ftHori2ontal Displacement is 16599.50 ft along the well bore azimuth of 326.71 deg.The total correction is 11.40 dag relative to True North.

FIELD Grand

SURVEY
Survey Calculation Method: Minimum Curvature

Magnetic Target Total Niagnetic Magnetic Grid TotalReference Direction Magnetic Field Dip Angle Declination Convergence CorrectionTrue North 330.00 deg 51853 nT 64.71 deg 11.40 deg 0.00 deg 11.40 deg
Survey Depth INC AZ TVD NS EWTie-On 7331.00 ft 5.02 deg 192.94 deg 7318.93 ft 54.27 ft 177.50 ft

Well HeadTime Depth Inc Azm TVD NS EW V8ect Dogleg(ft) (deg) (deg) (ft) (ft) (ft) (ft) (deg/100ft)03/11/08 06:04:51 7381.00 4.50 204.82 7368.76 50.36 176.19 -44.48 2.2203/11/08 08:05:35 7392,00 3.90 227.14 7379.73 49.71 175.73 -44.81 15.7103/11/08 06:06:05 7404.00 5.40 272.12 7391.89 49.45 174.87 -44.60 31.7903/13/08 09:01:35 7439.00 17.42 304.33 7425.96 62.48 168,87 -38.98 37.6103/13/08 14:29:00 7470.00 28.52 312.28 7454.47 60.11 159.53 -27.71 37.1103/13/08 18:19:07 7502,00 38.36 312,49 7481.14 71.98 146.52 -10.92 30.7303/13/08 23:53:31 7534.00 47.93 308.77 7504.46 86.16 129.90 9.67 30.9503/14/08 04:02:44 7565.00 56.58 312,48 7523.42 102.14 111.34 32.78 29.4503/16/08 07:31:59 7580.00 59.42 316.83 7531.37 111.08 102.30 45.04 31.0303/16/08 11:09:08 7612.00 67.97 322.29 7545.55 132.91 83.76 73.22 30.7503/16/08 14:14:47 7643.00 70.10 324.02 7556.64 156.08 66.41 101.96 8.6403/16/08 18:50:50 7674.00 72.60 324.52 7566.55 179.92 49.26 131.19 8.2103/17/08 02:39:41 7706.00 75.81 324.33 7575.26 204.96 31.35 161.83 10.0203/17/08 07:56:24 7738.00 77.81 324.37 7582.57 230.28 13.19 192,83 6.2503/17/08 09:12:11 7769.00 78.46 324.54 7588,94 254.96 -4.45 223.03 2.1803/17/08 11:25:51 7801.00 79.14 324.03 7595.16 280.45 -22.77 254.26 2.6303/17/08 13:22:30 7833.00 79.73 324.23 7601.02 305,94 -41.20 285.55 1.9403/17/08 15:13:14 7864,00 78.33 324.61 7606.92 330.69 -58.91 315.84 4.6703/17/08 17:15:01 7896.00 76.87 325.34 7613.79 356.28 -76.85 346..97 5.0603/17/08 18:36:42 7927.00 75.40 325.67 7621.22 381.09 -93.90 376.98 4.8603/17/08 21:32:19 7958.00 75.16 326.26 7629.10 405.93 -110.68 406.89 1.9903/17/08 22:55:10 7990.00 75.80 326.03 7637.12 431.66 -127.94 437.79 2.1203/18108 00:42:17 8022.00 76.41 326.22 7644.80 457.45 -145.25 468.79 1.9903í18/08 02:28:45 8053.00 75.82 326.36 7652.24 482.48 -161.95 498.82 1.9603/18/08 04:59:13 8085.00 73.99 327.05 7660.58 508.30 -178.91 529.66 6.0803/18/08 07:01:56 8116.00 72.61 .327.49 7669,48 533.28 -194.97 559.32 4.6403/18/08 08:31:25 8148.00 71.17 327.77 7679.43 558.97 -211.25 589.71 4.6003/18/08 10:42:06 8180.00 71.21 327.72 7689.75 584.58 -227.42 619.97 0.2103/19/08 15:59:47 8212.00 ' 71.81 327.12 7699.90 610.15 -243.76 650.29 2.5603/20/08 12:34:40 8244.00 72.66 327.54 7709.66 635,80 -260.21 680,73 2.9403/20/08 22:22:30 8276.00 74.57 327.14 7718.69 661.65 -276.78 711.40 6.0903/21/08 03:53:57 8307.00 76.76 326.79 7726.36 686.82 -293.16 741.39 7.1503/21/08 06:12:36 8338.00 75.23 326.03 7733.87 711.88 -309.80 771.40 5,4803/21/08 09:57:12 8370.00 75.17 326.24 7742.04 737.57 -327.04 802.27 0.66

VerticalSection is 16572. fÏBI TiithTtaget-d-inction of 330.00 deg at.ameasured depth of 24718.90 ftHori2ontal Displacement is 16599.50 ft along the well bore azimuth of 326.71 deg.The total correction is 11.40 dag relative to True North.

FIELD Grand

SURVEY
Survey Calculation Method: Minimum Curvature

Magnetic Target Total Niagnetic Magnetic Grid TotalReference Direction Magnetic Field Dip Angle Declination Convergence CorrectionTrue North 330.00 deg 51853 nT 64.71 deg 11.40 deg 0.00 deg 11.40 deg
Survey Depth INC AZ TVD NS EWTie-On 7331.00 ft 5.02 deg 192.94 deg 7318.93 ft 54.27 ft 177.50 ft

Well HeadTime Depth Inc Azm TVD NS EW V8ect Dogleg(ft) (deg) (deg) (ft) (ft) (ft) (ft) (deg/100ft)03/11/08 06:04:51 7381.00 4.50 204.82 7368.76 50.36 176.19 -44.48 2.2203/11/08 08:05:35 7392,00 3.90 227.14 7379.73 49.71 175.73 -44.81 15.7103/11/08 06:06:05 7404.00 5.40 272.12 7391.89 49.45 174.87 -44.60 31.7903/13/08 09:01:35 7439.00 17.42 304.33 7425.96 62.48 168,87 -38.98 37.6103/13/08 14:29:00 7470.00 28.52 312.28 7454.47 60.11 159.53 -27.71 37.1103/13/08 18:19:07 7502,00 38.36 312,49 7481.14 71.98 146.52 -10.92 30.7303/13/08 23:53:31 7534.00 47.93 308.77 7504.46 86.16 129.90 9.67 30.9503/14/08 04:02:44 7565.00 56.58 312,48 7523.42 102.14 111.34 32.78 29.4503/16/08 07:31:59 7580.00 59.42 316.83 7531.37 111.08 102.30 45.04 31.0303/16/08 11:09:08 7612.00 67.97 322.29 7545.55 132.91 83.76 73.22 30.7503/16/08 14:14:47 7643.00 70.10 324.02 7556.64 156.08 66.41 101.96 8.6403/16/08 18:50:50 7674.00 72.60 324.52 7566.55 179.92 49.26 131.19 8.2103/17/08 02:39:41 7706.00 75.81 324.33 7575.26 204.96 31.35 161.83 10.0203/17/08 07:56:24 7738.00 77.81 324.37 7582.57 230.28 13.19 192,83 6.2503/17/08 09:12:11 7769.00 78.46 324.54 7588,94 254.96 -4.45 223.03 2.1803/17/08 11:25:51 7801.00 79.14 324.03 7595.16 280.45 -22.77 254.26 2.6303/17/08 13:22:30 7833.00 79.73 324.23 7601.02 305,94 -41.20 285.55 1.9403/17/08 15:13:14 7864,00 78.33 324.61 7606.92 330.69 -58.91 315.84 4.6703/17/08 17:15:01 7896.00 76.87 325.34 7613.79 356.28 -76.85 346..97 5.0603/17/08 18:36:42 7927.00 75.40 325.67 7621.22 381.09 -93.90 376.98 4.8603/17/08 21:32:19 7958.00 75.16 326.26 7629.10 405.93 -110.68 406.89 1.9903/17/08 22:55:10 7990.00 75.80 326.03 7637.12 431.66 -127.94 437.79 2.1203/18108 00:42:17 8022.00 76.41 326.22 7644.80 457.45 -145.25 468.79 1.9903í18/08 02:28:45 8053.00 75.82 326.36 7652.24 482.48 -161.95 498.82 1.9603/18/08 04:59:13 8085.00 73.99 327.05 7660.58 508.30 -178.91 529.66 6.0803/18/08 07:01:56 8116.00 72.61 .327.49 7669,48 533.28 -194.97 559.32 4.6403/18/08 08:31:25 8148.00 71.17 327.77 7679.43 558.97 -211.25 589.71 4.6003/18/08 10:42:06 8180.00 71.21 327.72 7689.75 584.58 -227.42 619.97 0.2103/19/08 15:59:47 8212.00 ' 71.81 327.12 7699.90 610.15 -243.76 650.29 2.5603/20/08 12:34:40 8244.00 72.66 327.54 7709.66 635,80 -260.21 680,73 2.9403/20/08 22:22:30 8276.00 74.57 327.14 7718.69 661.65 -276.78 711.40 6.0903/21/08 03:53:57 8307.00 76.76 326.79 7726.36 686.82 -293.16 741.39 7.1503/21/08 06:12:36 8338.00 75.23 326.03 7733.87 711.88 -309.80 771.40 5,4803/21/08 09:57:12 8370.00 75.17 326.24 7742.04 737.57 -327.04 802.27 0.66

VerticalSection is 16572. fÏBI TiithTtaget-d-inction of 330.00 deg at.ameasured depth of 24718.90 ftHori2ontal Displacement is 16599.50 ft along the well bore azimuth of 326.71 deg.The total correction is 11.40 dag relative to True North.

FIELD Grand

SURVEY
Survey Calculation Method: Minimum Curvature

Magnetic Target Total Niagnetic Magnetic Grid TotalReference Direction Magnetic Field Dip Angle Declination Convergence CorrectionTrue North 330.00 deg 51853 nT 64.71 deg 11.40 deg 0.00 deg 11.40 deg
Survey Depth INC AZ TVD NS EWTie-On 7331.00 ft 5.02 deg 192.94 deg 7318.93 ft 54.27 ft 177.50 ft

Well HeadTime Depth Inc Azm TVD NS EW V8ect Dogleg(ft) (deg) (deg) (ft) (ft) (ft) (ft) (deg/100ft)03/11/08 06:04:51 7381.00 4.50 204.82 7368.76 50.36 176.19 -44.48 2.2203/11/08 08:05:35 7392,00 3.90 227.14 7379.73 49.71 175.73 -44.81 15.7103/11/08 06:06:05 7404.00 5.40 272.12 7391.89 49.45 174.87 -44.60 31.7903/13/08 09:01:35 7439.00 17.42 304.33 7425.96 62.48 168,87 -38.98 37.6103/13/08 14:29:00 7470.00 28.52 312.28 7454.47 60.11 159.53 -27.71 37.1103/13/08 18:19:07 7502,00 38.36 312,49 7481.14 71.98 146.52 -10.92 30.7303/13/08 23:53:31 7534.00 47.93 308.77 7504.46 86.16 129.90 9.67 30.9503/14/08 04:02:44 7565.00 56.58 312,48 7523.42 102.14 111.34 32.78 29.4503/16/08 07:31:59 7580.00 59.42 316.83 7531.37 111.08 102.30 45.04 31.0303/16/08 11:09:08 7612.00 67.97 322.29 7545.55 132.91 83.76 73.22 30.7503/16/08 14:14:47 7643.00 70.10 324.02 7556.64 156.08 66.41 101.96 8.6403/16/08 18:50:50 7674.00 72.60 324.52 7566.55 179.92 49.26 131.19 8.2103/17/08 02:39:41 7706.00 75.81 324.33 7575.26 204.96 31.35 161.83 10.0203/17/08 07:56:24 7738.00 77.81 324.37 7582.57 230.28 13.19 192,83 6.2503/17/08 09:12:11 7769.00 78.46 324.54 7588,94 254.96 -4.45 223.03 2.1803/17/08 11:25:51 7801.00 79.14 324.03 7595.16 280.45 -22.77 254.26 2.6303/17/08 13:22:30 7833.00 79.73 324.23 7601.02 305,94 -41.20 285.55 1.9403/17/08 15:13:14 7864,00 78.33 324.61 7606.92 330.69 -58.91 315.84 4.6703/17/08 17:15:01 7896.00 76.87 325.34 7613.79 356.28 -76.85 346..97 5.0603/17/08 18:36:42 7927.00 75.40 325.67 7621.22 381.09 -93.90 376.98 4.8603/17/08 21:32:19 7958.00 75.16 326.26 7629.10 405.93 -110.68 406.89 1.9903/17/08 22:55:10 7990.00 75.80 326.03 7637.12 431.66 -127.94 437.79 2.1203/18108 00:42:17 8022.00 76.41 326.22 7644.80 457.45 -145.25 468.79 1.9903í18/08 02:28:45 8053.00 75.82 326.36 7652.24 482.48 -161.95 498.82 1.9603/18/08 04:59:13 8085.00 73.99 327.05 7660.58 508.30 -178.91 529.66 6.0803/18/08 07:01:56 8116.00 72.61 .327.49 7669,48 533.28 -194.97 559.32 4.6403/18/08 08:31:25 8148.00 71.17 327.77 7679.43 558.97 -211.25 589.71 4.6003/18/08 10:42:06 8180.00 71.21 327.72 7689.75 584.58 -227.42 619.97 0.2103/19/08 15:59:47 8212.00 ' 71.81 327.12 7699.90 610.15 -243.76 650.29 2.5603/20/08 12:34:40 8244.00 72.66 327.54 7709.66 635,80 -260.21 680,73 2.9403/20/08 22:22:30 8276.00 74.57 327.14 7718.69 661.65 -276.78 711.40 6.0903/21/08 03:53:57 8307.00 76.76 326.79 7726.36 686.82 -293.16 741.39 7.1503/21/08 06:12:36 8338.00 75.23 326.03 7733.87 711.88 -309.80 771.40 5,4803/21/08 09:57:12 8370.00 75.17 326.24 7742.04 737.57 -327.04 802.27 0.66

VerticalSection is 16572. fÏBI TiithTtaget-d-inction of 330.00 deg at.ameasured depth of 24718.90 ftHori2ontal Displacement is 16599.50 ft along the well bore azimuth of 326.71 deg.The total correction is 11.40 dag relative to True North.

FIELD Grand

SURVEY
Survey Calculation Method: Minimum Curvature

Magnetic Target Total Niagnetic Magnetic Grid TotalReference Direction Magnetic Field Dip Angle Declination Convergence CorrectionTrue North 330.00 deg 51853 nT 64.71 deg 11.40 deg 0.00 deg 11.40 deg
Survey Depth INC AZ TVD NS EWTie-On 7331.00 ft 5.02 deg 192.94 deg 7318.93 ft 54.27 ft 177.50 ft

Well HeadTime Depth Inc Azm TVD NS EW V8ect Dogleg(ft) (deg) (deg) (ft) (ft) (ft) (ft) (deg/100ft)03/11/08 06:04:51 7381.00 4.50 204.82 7368.76 50.36 176.19 -44.48 2.2203/11/08 08:05:35 7392,00 3.90 227.14 7379.73 49.71 175.73 -44.81 15.7103/11/08 06:06:05 7404.00 5.40 272.12 7391.89 49.45 174.87 -44.60 31.7903/13/08 09:01:35 7439.00 17.42 304.33 7425.96 62.48 168,87 -38.98 37.6103/13/08 14:29:00 7470.00 28.52 312.28 7454.47 60.11 159.53 -27.71 37.1103/13/08 18:19:07 7502,00 38.36 312,49 7481.14 71.98 146.52 -10.92 30.7303/13/08 23:53:31 7534.00 47.93 308.77 7504.46 86.16 129.90 9.67 30.9503/14/08 04:02:44 7565.00 56.58 312,48 7523.42 102.14 111.34 32.78 29.4503/16/08 07:31:59 7580.00 59.42 316.83 7531.37 111.08 102.30 45.04 31.0303/16/08 11:09:08 7612.00 67.97 322.29 7545.55 132.91 83.76 73.22 30.7503/16/08 14:14:47 7643.00 70.10 324.02 7556.64 156.08 66.41 101.96 8.6403/16/08 18:50:50 7674.00 72.60 324.52 7566.55 179.92 49.26 131.19 8.2103/17/08 02:39:41 7706.00 75.81 324.33 7575.26 204.96 31.35 161.83 10.0203/17/08 07:56:24 7738.00 77.81 324.37 7582.57 230.28 13.19 192,83 6.2503/17/08 09:12:11 7769.00 78.46 324.54 7588,94 254.96 -4.45 223.03 2.1803/17/08 11:25:51 7801.00 79.14 324.03 7595.16 280.45 -22.77 254.26 2.6303/17/08 13:22:30 7833.00 79.73 324.23 7601.02 305,94 -41.20 285.55 1.9403/17/08 15:13:14 7864,00 78.33 324.61 7606.92 330.69 -58.91 315.84 4.6703/17/08 17:15:01 7896.00 76.87 325.34 7613.79 356.28 -76.85 346..97 5.0603/17/08 18:36:42 7927.00 75.40 325.67 7621.22 381.09 -93.90 376.98 4.8603/17/08 21:32:19 7958.00 75.16 326.26 7629.10 405.93 -110.68 406.89 1.9903/17/08 22:55:10 7990.00 75.80 326.03 7637.12 431.66 -127.94 437.79 2.1203/18108 00:42:17 8022.00 76.41 326.22 7644.80 457.45 -145.25 468.79 1.9903í18/08 02:28:45 8053.00 75.82 326.36 7652.24 482.48 -161.95 498.82 1.9603/18/08 04:59:13 8085.00 73.99 327.05 7660.58 508.30 -178.91 529.66 6.0803/18/08 07:01:56 8116.00 72.61 .327.49 7669,48 533.28 -194.97 559.32 4.6403/18/08 08:31:25 8148.00 71.17 327.77 7679.43 558.97 -211.25 589.71 4.6003/18/08 10:42:06 8180.00 71.21 327.72 7689.75 584.58 -227.42 619.97 0.2103/19/08 15:59:47 8212.00 ' 71.81 327.12 7699.90 610.15 -243.76 650.29 2.5603/20/08 12:34:40 8244.00 72.66 327.54 7709.66 635,80 -260.21 680,73 2.9403/20/08 22:22:30 8276.00 74.57 327.14 7718.69 661.65 -276.78 711.40 6.0903/21/08 03:53:57 8307.00 76.76 326.79 7726.36 686.82 -293.16 741.39 7.1503/21/08 06:12:36 8338.00 75.23 326.03 7733.87 711.88 -309.80 771.40 5,4803/21/08 09:57:12 8370.00 75.17 326.24 7742.04 737.57 -327.04 802.27 0.66

VerticalSection is 16572. fÏBI TiithTtaget-d-inction of 330.00 deg at.ameasured depth of 24718.90 ftHori2ontal Displacement is 16599.50 ft along the well bore azimuth of 326.71 deg.The total correction is 11.40 dag relative to True North.
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TO: PFIEFER, RYAN
FROM: STROMBERG, STEVEN

REQUESTED ON LOCATION: 22-Mar-2008 08:00 MST
CUSTOMER: FIDELITY EXPLORATION& PRODUCTION

WELL NAME/NBR/LEASE: Cane Creek ,
8-1 I Cane creek

TABLE OF CONTENTS:

Job Site Documents
Job Summary
Job Log

MBU LEADER: BE SURE THAT YOU HAVE RECEIVED EACH OF THE
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HALLIEEUFFTON Cementing Job Summary

The Road to Excellence Starts with Safety
Sold To #: 317997 Ship To #: 2608232 Quote #: Sales Order #: 5766279
Customer: FIDELITY EXPLORATION & PRODUCTION Customer Rep:
Well Name: Cane Creek Well #: 8-1 APl/UWI #:
Field: City (SAP): MOAB County/Parish: Grand State: Utah
Job Purpose: Plug Service - Whipstock
Well Type: Development Well Job Type: Plug Service - Whipstock
Sales Person: SNYDER, RANDALL Srvc Supervisor: PFIEFER, RYAN MBU ID Emp #: 391069

Job Personnel
HES Emp Name Exp Hrs Emp # HES Emp Name Exp Hrs Emp # HES Emp Name Exp Hrs Emp #

DEATON, PAUL 6.0 436811 NEWMAN, ORRIN T 6.0 370194 PFIEFER, RYAN J 6.0 391069
David

Equipment
HES Unit # i Distance-1 way HES Unit # Distance-1 way HES Unit # I Distance-1 way HES Unit # Distance-1 way
10243553 200 mile 10251395 200 mile 10784053 200 mile 10948693 200 mile

Job Hours
Date On Location Operating Date On Location Operating Date On Location Operating

Hours Hours Hours Hours Hours Hours

TOTAL Total is the sum of each column separately
Job Job Times

Formation Name | Date Time Time Zone
Formation Depth (MD) gop Bottom Called Out
Form Type BHST On Location
Job depth MD 8432. ft Job Depth TVD 8432. ft Job Started 22 - Mar - 2008 11:30 MST
Water Depth Wk Ht Above Floor 3. ft Job Completed 22 - Mar - 2008 12:18 MST
Perforation Depth (MD) From | To Departed Loc

Well Data
Description New I Max Size ID Weight Thread Grade Top MD Bottom Top Bottom

Used pressure in in Ibm/ft ft MD TVD TVD
psig ft ft ft

6" Open Hole 6. 7520. . 8432. 7520. 8432.
4 3/4 Drill Collars Unknow 4.75 2.5 44. P-110 7815. 8432. 7815. 8432.

n
Tools and Accessories

Type Size Qty Make Depth Type Size Qty Make Depth Type Size Qty Make
Guide Shoe Packer Top Plug
Float Shoe Bridge Plug Bottom Plug
Float Collar Retainer SSR plug set
insert Float Plug Container
Stage Tool Centralizers

Miscellaneous Materials
Gelling Agt Cone Surfactant Conc cid Type Qty Conc %
Treatment FId Conc Inhibitor Conc Sand Type Size Qty

Fluid.Data-
Stage/Plug 1‡:1
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HALLIEEUFFTON Cementing Job Summary
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Job Hours
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HALLIEEURTON Cementing Job Summary

1 TUNED ÌUNED SPACER - SBM (13256) 10.00 bbi 16. .0 .0 .0SPACER
27.5 gal/bbl FRESH WATER
0.7 gal/bbi MUSOL(R) A, BULK (100003696)

406 lbm/bbl BARITE, BULK (100003681)
2 Cement CMT - PREMIUM - CLASS G, 94 LB SK 160.0 sacks 16. 1.19 4.87 4.87

(100003685)
94 Ibm CMT - PREMIUM - CLASS G REG OR TYPE V, BULK (100003685)
18 % SALT, 100 LB BAG (100003652)
0.2 % HR-5, 50 LB SK (100005050)
0.1 % HR-25, 50 LB BAG (100003756)

4.865 Gal FRESH WATER
3 TUNED TUNED SPACER - SBM (13256) 01.0 bbl 16.

.0 .0 .0SPACER
27.5 gallbbl FRESH WATER
0.7 gallbbi MUSOL(R) A, BULK(100003696)

406 lbm/bbl BARITE, BULK (100003681)
4 Displacement bbi 16.1

.0

CalculatedValues Pressures Wolumes
Displacement Shut in: instant ÌLost Returns Cement Slurry i Pad

op Of Cement 5 Min Cement Returns Actual Displacement! TreatmentFrac Gradient 15 Min Spacers Load and Breakdown! Total Job
Rates

Circulating i Mixing Displacement Avg. Job
Cement Left In Pipe Amount 0 ft Reason Shoe Joint

Frac Ring #1 @ ID Frac ring #2 @ ID Frac Ring #3 @ ID Frac Ring #4 @ ID
Customer Representative SignatureThe Information Stated Herein is Correct

Summit Version: 7.20.130 en y March 24, 2008
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HALLIEBLIRTC3N
Cementing Job Log

The Road to Excellence Starts with safety
Sold To #: 317997 Ship To #: 2608232 |Quote #: Sales Order #: 5766279
Customer: FlDELITY EXPLORATION & PRODUCTION Customer Rep:

ell Name: Cane Creek Well #: 8-1 APl/UWI #:
Field: City (SAP): MOAB County/Parish: Grand State: Utah
Legal Description:
Lat: N 0 deg. OR NO deg. Omin. Osecs. Long: EO deg. OR EO deg. Omin. Osecs.
Contractor: Rig/Platform Name/Num: Stonewall #8

ob Purpose: Plug Service - Whipstock Ticket Amount:
ell Type: Development Well Job Type: Plug Service - Whipstock

Sales Person: SNYDER, RANDALL Srvc S apervisor: PFIEFER, RYAN MBU ID Emp #: 391069
Rate PressureVolumeActivity Description Date/Time Cht bbl/

bbl
poig Comments

min
Stage Total Tubing Casing

Pre-Convoy Safety Meeting 03/21/2008
01:30

Depart from Service Center or 03/21/2008
Other Site 02:00
Wait on Customer or 03/22/2008 WAITING ON RIG
Customer Sub-Contractor 09:00 CREW TO TRIP DP IN
Equip HOLE
Arrive At Loc 03/22/2008

09:00
Pre-Rig Up Safety Meeting 03/22/2008

09:15
Rig-Up Equipment 03/22|2008

09:30
Pre-Job Safety Meeting 03/22/2008

11:00
Pressure Test 03/22/2008 2500.

11:30 0
Circulate Wel! 03/22/2008 3 10 1300. WELL BAISED FLUID

11:35 0
Pump Spacer 03/22/2008 2.5 8.5 1100. TUNED SPACER

11:40 0 MlXED @16#
Pump Cement 03/22/2008 2.5 34 1100. 160SKS OF TYPE G

11:45 0 WITH 18% SALT 2%
HR-5

.1%

HR-25 MIXED
@ 16#

Pump Displacement 03/22/2008 2.5 1.5 1200. TUNED SPACER
11:58 0 MIXED @ 16#

Pump Displacement 03/22/2008 2.5 48.7 1200. WELL BAISED FLUID
11:59 0

End Job 03/22/2008 PULL 16 STANDS ALL
12:18 PULLED WET

Sold To # : 317997 Ship To # :2608232 Quote # : Sales Order # : 5766279
SUMMIT Version: 7.20.130 Monday March 24, 2008
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The Road to Excellence Starts with safety
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Contractor: Rig/Platform Name/Num: Stonewall #8

ob Purpose: Plug Service - Whipstock Ticket Amount:
ell Type: Development Well Job Type: Plug Service - Whipstock

Sales Person: SNYDER, RANDALL Srvc S apervisor: PFIEFER, RYAN MBU ID Emp #: 391069
Rate PressureVolumeActivity Description Date/Time Cht bbl/

bbl
poig Comments

min
Stage Total Tubing Casing

Pre-Convoy Safety Meeting 03/21/2008
01:30

Depart from Service Center or 03/21/2008
Other Site 02:00
Wait on Customer or 03/22/2008 WAITING ON RIG
Customer Sub-Contractor 09:00 CREW TO TRIP DP IN
Equip HOLE
Arrive At Loc 03/22/2008

09:00
Pre-Rig Up Safety Meeting 03/22/2008

09:15
Rig-Up Equipment 03/22|2008

09:30
Pre-Job Safety Meeting 03/22/2008

11:00
Pressure Test 03/22/2008 2500.

11:30 0
Circulate Wel! 03/22/2008 3 10 1300. WELL BAISED FLUID

11:35 0
Pump Spacer 03/22/2008 2.5 8.5 1100. TUNED SPACER

11:40 0 MlXED @16#
Pump Cement 03/22/2008 2.5 34 1100. 160SKS OF TYPE G

11:45 0 WITH 18% SALT 2%
HR-5

.1%

HR-25 MIXED
@ 16#

Pump Displacement 03/22/2008 2.5 1.5 1200. TUNED SPACER
11:58 0 MIXED @ 16#

Pump Displacement 03/22/2008 2.5 48.7 1200. WELL BAISED FLUID
11:59 0

End Job 03/22/2008 PULL 16 STANDS ALL
12:18 PULLED WET

Sold To # : 317997 Ship To # :2608232 Quote # : Sales Order # : 5766279
SUMMIT Version: 7.20.130 Monday March 24, 2008

HALLIEBLIRTC3N
Cementing Job Log

The Road to Excellence Starts with safety
Sold To #: 317997 Ship To #: 2608232 |Quote #: Sales Order #: 5766279
Customer: FlDELITY EXPLORATION & PRODUCTION Customer Rep:

ell Name: Cane Creek Well #: 8-1 APl/UWI #:
Field: City (SAP): MOAB County/Parish: Grand State: Utah
Legal Description:
Lat: N 0 deg. OR NO deg. Omin. Osecs. Long: EO deg. OR EO deg. Omin. Osecs.
Contractor: Rig/Platform Name/Num: Stonewall #8

ob Purpose: Plug Service - Whipstock Ticket Amount:
ell Type: Development Well Job Type: Plug Service - Whipstock

Sales Person: SNYDER, RANDALL Srvc S apervisor: PFIEFER, RYAN MBU ID Emp #: 391069
Rate PressureVolumeActivity Description Date/Time Cht bbl/

bbl
poig Comments

min
Stage Total Tubing Casing

Pre-Convoy Safety Meeting 03/21/2008
01:30

Depart from Service Center or 03/21/2008
Other Site 02:00
Wait on Customer or 03/22/2008 WAITING ON RIG
Customer Sub-Contractor 09:00 CREW TO TRIP DP IN
Equip HOLE
Arrive At Loc 03/22/2008

09:00
Pre-Rig Up Safety Meeting 03/22/2008

09:15
Rig-Up Equipment 03/22|2008

09:30
Pre-Job Safety Meeting 03/22/2008

11:00
Pressure Test 03/22/2008 2500.

11:30 0
Circulate Wel! 03/22/2008 3 10 1300. WELL BAISED FLUID

11:35 0
Pump Spacer 03/22/2008 2.5 8.5 1100. TUNED SPACER

11:40 0 MlXED @16#
Pump Cement 03/22/2008 2.5 34 1100. 160SKS OF TYPE G

11:45 0 WITH 18% SALT 2%
HR-5

.1%

HR-25 MIXED
@ 16#

Pump Displacement 03/22/2008 2.5 1.5 1200. TUNED SPACER
11:58 0 MIXED @ 16#

Pump Displacement 03/22/2008 2.5 48.7 1200. WELL BAISED FLUID
11:59 0

End Job 03/22/2008 PULL 16 STANDS ALL
12:18 PULLED WET

Sold To # : 317997 Ship To # :2608232 Quote # : Sales Order # : 5766279
SUMMIT Version: 7.20.130 Monday March 24, 2008

HALLIEBLIRTC3N
Cementing Job Log

The Road to Excellence Starts with safety
Sold To #: 317997 Ship To #: 2608232 |Quote #: Sales Order #: 5766279
Customer: FlDELITY EXPLORATION & PRODUCTION Customer Rep:

ell Name: Cane Creek Well #: 8-1 APl/UWI #:
Field: City (SAP): MOAB County/Parish: Grand State: Utah
Legal Description:
Lat: N 0 deg. OR NO deg. Omin. Osecs. Long: EO deg. OR EO deg. Omin. Osecs.
Contractor: Rig/Platform Name/Num: Stonewall #8

ob Purpose: Plug Service - Whipstock Ticket Amount:
ell Type: Development Well Job Type: Plug Service - Whipstock

Sales Person: SNYDER, RANDALL Srvc S apervisor: PFIEFER, RYAN MBU ID Emp #: 391069
Rate PressureVolumeActivity Description Date/Time Cht bbl/

bbl
poig Comments

min
Stage Total Tubing Casing

Pre-Convoy Safety Meeting 03/21/2008
01:30

Depart from Service Center or 03/21/2008
Other Site 02:00
Wait on Customer or 03/22/2008 WAITING ON RIG
Customer Sub-Contractor 09:00 CREW TO TRIP DP IN
Equip HOLE
Arrive At Loc 03/22/2008

09:00
Pre-Rig Up Safety Meeting 03/22/2008

09:15
Rig-Up Equipment 03/22|2008

09:30
Pre-Job Safety Meeting 03/22/2008

11:00
Pressure Test 03/22/2008 2500.

11:30 0
Circulate Wel! 03/22/2008 3 10 1300. WELL BAISED FLUID

11:35 0
Pump Spacer 03/22/2008 2.5 8.5 1100. TUNED SPACER

11:40 0 MlXED @16#
Pump Cement 03/22/2008 2.5 34 1100. 160SKS OF TYPE G

11:45 0 WITH 18% SALT 2%
HR-5

.1%

HR-25 MIXED
@ 16#

Pump Displacement 03/22/2008 2.5 1.5 1200. TUNED SPACER
11:58 0 MIXED @ 16#

Pump Displacement 03/22/2008 2.5 48.7 1200. WELL BAISED FLUID
11:59 0

End Job 03/22/2008 PULL 16 STANDS ALL
12:18 PULLED WET

Sold To # : 317997 Ship To # :2608232 Quote # : Sales Order # : 5766279
SUMMIT Version: 7.20.130 Monday March 24, 2008

HALLIEBLIRTC3N
Cementing Job Log

The Road to Excellence Starts with safety
Sold To #: 317997 Ship To #: 2608232 |Quote #: Sales Order #: 5766279
Customer: FlDELITY EXPLORATION & PRODUCTION Customer Rep:

ell Name: Cane Creek Well #: 8-1 APl/UWI #:
Field: City (SAP): MOAB County/Parish: Grand State: Utah
Legal Description:
Lat: N 0 deg. OR NO deg. Omin. Osecs. Long: EO deg. OR EO deg. Omin. Osecs.
Contractor: Rig/Platform Name/Num: Stonewall #8

ob Purpose: Plug Service - Whipstock Ticket Amount:
ell Type: Development Well Job Type: Plug Service - Whipstock

Sales Person: SNYDER, RANDALL Srvc S apervisor: PFIEFER, RYAN MBU ID Emp #: 391069
Rate PressureVolumeActivity Description Date/Time Cht bbl/

bbl
poig Comments

min
Stage Total Tubing Casing

Pre-Convoy Safety Meeting 03/21/2008
01:30

Depart from Service Center or 03/21/2008
Other Site 02:00
Wait on Customer or 03/22/2008 WAITING ON RIG
Customer Sub-Contractor 09:00 CREW TO TRIP DP IN
Equip HOLE
Arrive At Loc 03/22/2008

09:00
Pre-Rig Up Safety Meeting 03/22/2008

09:15
Rig-Up Equipment 03/22|2008

09:30
Pre-Job Safety Meeting 03/22/2008

11:00
Pressure Test 03/22/2008 2500.

11:30 0
Circulate Wel! 03/22/2008 3 10 1300. WELL BAISED FLUID

11:35 0
Pump Spacer 03/22/2008 2.5 8.5 1100. TUNED SPACER

11:40 0 MlXED @16#
Pump Cement 03/22/2008 2.5 34 1100. 160SKS OF TYPE G

11:45 0 WITH 18% SALT 2%
HR-5

.1%

HR-25 MIXED
@ 16#

Pump Displacement 03/22/2008 2.5 1.5 1200. TUNED SPACER
11:58 0 MIXED @ 16#

Pump Displacement 03/22/2008 2.5 48.7 1200. WELL BAISED FLUID
11:59 0

End Job 03/22/2008 PULL 16 STANDS ALL
12:18 PULLED WET

Sold To # : 317997 Ship To # :2608232 Quote # : Sales Order # : 5766279
SUMMIT Version: 7.20.130 Monday March 24, 2008



FIDELITY EPCO

PERFORATION REPORT

WELL NAME: AAC 00E CR
WELL NUMBER: Ë-
LOCATiON: SE/w se4.8 - at,S - Ana
Co.lŠTATE: þg .JD

CASING: \Q Depth set@: 5
'

ZONE PERFORATED: 4A † Q
PERFORATION: FROM TO ZONE

TYPE OF PERFORATIONS:

CARRIER SIZE:
DIA. SHDT: ,3

SHOT: HinX 3 go.. / (= (S
PHASING:

WlTNESSED
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MALLEERLINTOINI
Field Ticket

5806602 Field Ticket Date:

.loh Name: 6" Plugback
Order Type: StreamlineOrder (ZOH)
Weß Name: Cane Creek 8-1
Company Code: 1100
Customer PO No.: NA
Shipping Point: Farmington, NM USA 4109E Main
Sales Office: Rocky Mountains BD

FIDELITYEXPLORATION & PRODUCTION WeH Type:
Cane Creek, 8-1 WeH Category:
2608232
UNKNOWN,

7530 CMT PLUG BACK BOM 1 JOB 0.00 0.00 0.00 60% 0.00

2 MILEAGE FOR CEMENTING CREW,ZI 450 MI 0.00 5.76 2,592.00 60% 1,036.80

Number of Units 1

1 ZI-MILEAGE FROM NEAREST HES BASE,lUNIT 450 MI 0.00 9.79 4,405.50 60% 1.762.20

Number of Units 1

16094 PLUG BACK/SPOT CEMENT OR MUD,Zl 1 EA 0.00 12,584.00 12,584.00 60% 5,033.60

DEPTH 8445

FEET/METERS (FT/M) FT

13256 TUNED SPACER 10 BBL 0.00 293.00 2,930.00 60% 1,172.00

100003696 MUSOL(R) A 5 GAL 0.00 132.18 660.90 60% 264.36

100003681 BARITE 44 SK 0.00 31.07 1,367.08 60% 546.83

100001626 BEM-7 1 GAL 0.00 155.99 155.99 60% 62.40

100003686 CLASS G / PREMlUM 60 SK 0.00 40.42 2,425.20 60% 970.08

100003652 SALT,MORTON-PUREX-FINE 350 LB 0.00 0.44 154.00 60% 61.60

100005050 HR-5 12 LB 0.00 11.07 132.84 60% 53.14

100003756 HR-25S 6 LB 0.00 46.14 276.84 60% 110.74

13256 TUNED SPACER 1 BBL 0.00 293.00 293.00 60% 117.20

100003696 MUSOL(R) A 2 GAL 0.00 132.18 264.36 60% 105.74

100003681 BARITE 4 SK 0.00 31.07 124.28 60% 49.71
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I
100001626 SEM-7 1 GAL I 0.00 155.99 155.99 60% 62.40

76400 ZI MILEAGE,CMT MTLS DEL/RET MIN 225 Mi 0.00 3.35 8,306.33 60% 3,322.53

NUMBER OF TONS 11.02

3965 HANDLE&DUMPSVC CHRG, CMT&ADDITIVES,ZI 202 CF 0.00 5.49 1,108.98 60% 443.59

NUMBER OF EACH 1

7 ENVIRONMENTALSURCHARGE,/JOB,ZI 1 JOB 0.00 134.00 134.00 134.00

8 IRON SAFETY INSPECTION SURCHARGE IJOB Z 1 JOB 0.00 83.00 83.00 83.00

17440 CEMENT ANALYSIS OF MIXWATER, /SAMPLE ZI 1 EA 0.00 198.0Q 198.00 60% 79.20

17441 COMPRESSIVE STRENGTH TEST, /TEST,ZI 1 EA 0.00 870.00 870.00 60% 348.00

17445 FREE WATER TEST,ZI 1 EA 0.00 595.00 595.00 60% 238.00

17446 RHEOLOGY TEST, ITEST,ZI 1 EA 0.00 652.00 652.00 60% 260.80

17447 SETTLING TEST,ITEST,ZI 1 EA 0.00 792.00 792.00 60% 316.80

17450 THICKENING TIME TEST,ITEST,ZI 1 EA 0.00 870.00 870.00 60% 348.00

17451 UCA CEMENT ANALYSIS /TEST, ZI 1 EA 0.00 741.00 741.00 60% 296.40

87605 ZI FUEL SURCHG-CMT & CMT ADDITIVES 230 MI 0.00 0.15 199.07 199.07

NUMBER OF TONS 5.77

372867 Cmt PSL - DOT Vehicle Charge, CMT 2 EA 0.00 241.00 482.00 482.00

13256 TUNED SPACER 10 BBL 0.00 293.00 2,930.00 60% 1,172.00

100003696 MUSOL(R) A 5 GAL 0.00 132.18 660.90 60% 264.36

100001626 SEM-7 4 GAL 0.00 155.99 623.96 60% 249.58

100003681 BARITE 44 SK 0.00 31.07 1,367.08 60% 546.83

100003685 CLASS G I PREMlUM 60 SK 0.00 40.42 2,425.20 60% 970.08

100003652 SALT,MORTON-PUREX-FINE 350 LB 0.00 0.44 154.00 60% 61.60

100005050 HR-5 11 LB 0.00 11.0T 121.77 60% 48.71

100003756 HR-25S 5 LB 0.00 46.14 230.70 60% 92.28

13256 TUNED SPACER 1 BBL 0.00 293.00 293.00 60% 117.20
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100001626 SEM-7 1 GAL 0.00 155.99 155.99 60% 62.40

100003681 BARITE 4 SK 0.00 31.07 124.28 60% 49.71

100003696 MUSOL(R) A 3 GAL 0.00 132.18 396.54 60% 158.62

Halliburton Rep: JESS TALLMAN Totals USD 53,036.78 31,283.22 21,753.56
Custorner Agenž:
Hallibutton Approval

THIS OUTPUT DOES NOT INCLUDE TAXES. APPLICABLE SALES TAX WILL BE BILLEDON THE FINAL INVOICE.
CUSTOMER HEREBY ACKNOWLEDGES RECE1PT OF THE MATERIALS AND SERVICES DESCRIBED ABOVE AND ON THE ATTACHED DOCUMENTS.

X FIELD TiCKET TOTAL: USD 21,753.56
Customer Signature
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HALLI suRTON Cementing Job Summary
The Road to Excenence Starts with Safety

Sold To #: 317997 Ship To #: UNKNOWN Quote #: Sales Order #: 5806602
Customer: FIDELITY EXPLORATION & PRODUCTION Customer Rep:
iNeil Name: Cane Creek geli#: 8-1 PIIUW1#:
Field: City (SAP): UNKNOWN County/Parish: Grand State: Utah
Job Purpose: Plug Back
Well Type: Development Well Job Type: Plug Back
Sales Person: SNYDER, RANDALL Srve Supervisor: TALLMAN,JESS MBU ID Emp #: 122519

Job Personnel
HES Emp Name |Exp Hrs Emp # HES Emp Name Exp Hrs Emp # HES Emp Name Exp Hrs! Emp #

DEATON, PAUL 8.5 436811 HOUSE, JEFFREY 8.5 427132 IGLEHEART, JEFFREY 8.5 387932
David Edward US
TALLMAN,JESS L 8.5 122519

Equipment
HES Unit # Distance4 way HES Unit # Distance4 way HES Unit # Distance-1 way HES Unit # Distance-1 way
10046360 225 mile 10243553 225 mile

. 10713212 225 mile 10741115 225 mile
10784053 225 mite 10948691 225 mite 78678 225 mile

Job Hours
Date On Locadon Operating On Location Operating Date On Location Operating

Hours Hours Hours Hours Hours Hours
4/9/08 8.5 1

TOTAL Total is the sum of each colurna separately
Aub Job Times

Formation Name Date \ Time Time Zone
Fonnation Depth (MD) gop (Bottom Called Out 09 - Apr - 2008 01:00 MST
ËorriiType BHST On Location 09 - Apr - 2008 07:30 MST
Job depth MD 8454. ft ob Depth TVD \ 8454. it Job Started 09 - Apr - 2008 13:16 MST
Water Depth Wk Ht Above Floor | 4. ft Job Completed 09 - Apr - 2008 15:02 MST
Peiiäration Depth (MD) Frorn To | Departed Loc 09 - Apr - 2008 16:00 MST

Well Data
Desniption . New i Max Size ID Weight Thread Grade Top MD Bottom i Top Bottom

Used pressure in in 1bm/ft it MD TVD TVD
psig ft ft ft

6" Open Hole 6. 7520. 8432. 7520. 8432.
2 7/8" DrillPipe Unknow 2.875 2.151 10.4 P-110 5400. 8445. 5400. 8445.

n
3 1/2" DrillPipe Unknow 3.5 2.764 13.3 P-110

. 5400. . 5400.
n

Tools and Accessories
Type Size Oty Make Depth Type Size Qty Make Depth Type Size Qty Make

Guide Shoe Packer Top Plug
Float Shoe Bridge Plug Bottom Plug
Float Collar Retainer SSR plug set
insert Float Plug Container
Sigg Tool Centralizers

Miscellaneous Materials
Gelling Agt Conc Surfactant Conc Acid Type Qty |Conc (%
Treatment Fid Conc Inhibitor Conc Sand Type Size (Qty j

Smnmit Version: 7.20.130 Wednesday, April 09, 2008
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Hours Hours Hours Hours Hours Hours
4/9/08 8.5 1

TOTAL Total is the sum of each colurna separately
Aub Job Times

Formation Name Date \ Time Time Zone
Fonnation Depth (MD) gop (Bottom Called Out 09 - Apr - 2008 01:00 MST
ËorriiType BHST On Location 09 - Apr - 2008 07:30 MST
Job depth MD 8454. ft ob Depth TVD \ 8454. it Job Started 09 - Apr - 2008 13:16 MST
Water Depth Wk Ht Above Floor | 4. ft Job Completed 09 - Apr - 2008 15:02 MST
Peiiäration Depth (MD) Frorn To | Departed Loc 09 - Apr - 2008 16:00 MST

Well Data
Desniption . New i Max Size ID Weight Thread Grade Top MD Bottom i Top Bottom

Used pressure in in 1bm/ft it MD TVD TVD
psig ft ft ft

6" Open Hole 6. 7520. 8432. 7520. 8432.
2 7/8" DrillPipe Unknow 2.875 2.151 10.4 P-110 5400. 8445. 5400. 8445.

n
3 1/2" DrillPipe Unknow 3.5 2.764 13.3 P-110

. 5400. . 5400.
n

Tools and Accessories
Type Size Oty Make Depth Type Size Qty Make Depth Type Size Qty Make

Guide Shoe Packer Top Plug
Float Shoe Bridge Plug Bottom Plug
Float Collar Retainer SSR plug set
insert Float Plug Container
Sigg Tool Centralizers

Miscellaneous Materials
Gelling Agt Conc Surfactant Conc Acid Type Qty |Conc (%
Treatment Fid Conc Inhibitor Conc Sand Type Size (Qty j

Smnmit Version: 7.20.130 Wednesday, April 09, 2008

HALLI suRTON Cementing Job Summary
The Road to Excenence Starts with Safety

Sold To #: 317997 Ship To #: UNKNOWN Quote #: Sales Order #: 5806602
Customer: FIDELITY EXPLORATION & PRODUCTION Customer Rep:
iNeil Name: Cane Creek geli#: 8-1 PIIUW1#:
Field: City (SAP): UNKNOWN County/Parish: Grand State: Utah
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Sales Person: SNYDER, RANDALL Srve Supervisor: TALLMAN,JESS MBU ID Emp #: 122519
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HALLI E3U RTO N Cementing Job Summary

Stage/Riug #: 1
Fluid Stage Type Fluid Name Oty Qty Mixing Yield ix Fluid Rate Total Mix

# uom Density ft3Isk Gallsk bbilmin Fluid Gallsk
Ibm/gal

8 Mud bbi . .0

Displacement i
CalculatedValùes Pressukas Volumes

Displacement Shut in: Instant Lost Returns Cement Sluny | Pad
Top Of Cement 5 Min Cement Returns Actual Displacement Treatment
Frac Gradient 15 Min Spacers Load and Breakdown Total Job ]
Rates
Circulating ) \Mixing 3 )Displacement 3 Avg. Job \ 3
Cement Left In Pipe Amount 0 ft Reason Shoe Joint
Frac Ring # 1 @ ID Frac ring # 2 @ /D Prac Ring# 3 @ D Frac Ring # 4 @ ID

The Infonnation Stated Herein Is Correct Customer Representative Signature

Summit Version: 7.20.130 Wednesday, April 09, 2008
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HALLIE3URTC3N
Cementing Job Log

The Road to Excellence Siatts with SafetySold To #: 317997 Ship To #: UNKNOWN Quote #: Sales Order #: 5806602Customer: FIDELITY EXPLORATION & PRODUCTION Customer Rep:Well Name: Cane Creek Well #: 8-1 APi/UW1 #:Field: þity(SAP): UNKNOWN County/Parish: Grand þtate:UtahLegal Description:
Lat:

.
Long:

Contractor: Rig/Platform Name/Num: Stonewall8Job Purpose: Plug Back Ticket Amount:Well Type: Development Well Job Type: Plug BackþaiesPerson: SNYDER, RANDALL Brve Supervisor: TALLMAN,JESS MBU LDEmp é: 122519
ate PressureActigty Descriptiop ate/Time e

Comrnents

Sta Tota Tubing CasingCall Out 04/09/2008
01:00

Depart Yard Safety Meeting 04/09/2008
02:45

Crew Leave Yard 04/09/2008
03:00

Arrive at Location from Service 04/09/2008
Center 07:30
Safety Meeting - Assessment 04/09/2008
of Location 07:35
Pre-Rig Up Safety Meeting 04/09/2008

07:45
Rig-Up Equipment 04/09/2008

07:55
Pre-Job Saíety Meeting 04/09/2008

12:50
Start Job 04/09/2008 1st plug 8460' top of13:16 plug 8146'Pressure Test 04/09/2008 4000.

13:17 0Pump Spacer 1 04/09/2008 3 i 9.1 1100.
13:19

Pump Cement 04/09/2008 3 11 1400.
13:22 0Pump Spacer 2 04/09/2008 3 1.8 1200.
13:26 0Pump Displacement 04/09/2008 4 52.5 2000.
13:27 0Unknown Event Number 04/09/2008 pull up to 7638' set 2nd13:42 plug top of plug 7324Clean Lines 04/09/2008
14:00

Pump Spader 1 04/09/2008 3 9.3 1050. pressure went to 200014:40 psi @the startPump Cement 04/09/2008 3 11 1300.14:42 0

Sold To #: 7.20.130 Ship To #:UNKNOWN Quote #: Sales Order #: 5806602SUMMIT Version: 7.20.140 Wednesday, April09, 2008 03:28:00
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HALLIE3LMTON
Cementing Job Log

Rate | Pressure
Activity Description DatelTime Cht bbil Vo e psig Comments

min
# Stage Total Tubing Casing

Pump Spacer 2 ' 04/09/2008 3 1.7 1300. |
14:46 O

Pump Displacement 04/09/2008 3 46.6 1266.
14:46 O

End Job i 04/09/2008 rig pulled 4 stands and
15:02 reverse out
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2nd Plug
PS Pressure (psi) A Cmb Rate bpm

A B D
5000 ---, - -- 20 -20

4500-

4000
15 -15

3500

3000-

2500 10 -10

2000

1500

1000

500

0 .. ...
0-0

14:40 14:45 14:50 14:55 15:00
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MALLIEauRTON Cementing Job Summary
The Road to Excellence Starts with Safety

Sold To #: 317997 Ship To #: 2608232 Quote #: Sales Order #: 5773187Customer: FIDELITY EXPLORATION & PRODUCTION Customer Rep:
Well Name: Cane Creek Well #: 8-1 APIIUWI #: iField: City (SAP): MOAB County/Parish: Grand State: UtahJob Purpose: Plug Service - Whipstock
Well Type: Development Well Job Type: Plug Service - Whipstock
Sales Person: SNYDER, RANDALL Srvc Supervisor: TALLMAN,JESS MBU ID Emp #: 122519

Job Personnel
HES Emp Name Exp Hrs Emp # HES Emp Name Exp Hrs Emp # HES Emp Name Exp Hrs Emp #DEATON, PAUL 3.5 436811 HOUSE, JEFFREY 3.5 427132 KIDDOO, JUSTIN Lee 3.5 380554David Edward

TALLMAN,JESS L 3.5 122519 TYLER, LUTHER 3.5 375283
Equipment

HES Unit # Distance-1 way HES Unit # Dístance-1 way HES Unit# Distance-1 way HES Unit # Distance-1 way10025104 230 mile 10046360 230 mile 10804563 230 mile 10948691 230 mile
78678 230 mile

Job Hours
Date On Location Operating Date On Location Operating Date On Location OperatingHours Hours Hours Hours Hours Hours

TOTAL | Total is the sum of each column separately
Job Job Times

Formation Name i Date Time Time ZoneFormation Depth (MD) |Top | Bottom Called Out
Form Type BHST On Location 25 - Mar - 2008 22:30 MSTJob depth MD 7737. ft Job Depth TVD 7737. ft Job Started 26 - Mar - 2008 00:12 MSTWater Depth k Ht Above Floor 4. ft Job Completed 26 - Mar - 2008 00:49 MSTPerforation Depth (MD) |From To Departed Loc 26 - Mar - 2008 02:00 MST

Well Data
Description New I Max Size ID Weight Thread Grade Top MD Bottom Top BottomUsed pressure in in Ibm/ft ft MD TVD TVD

psig ft ft ft6" Open Hole 6. 7520. 8432. 7520. 8432.2 7/8" DrillPipe Unknow 2.875 2.151 10.4 P-110 5400. 7737. 5400. 7737.n
3 1/2" Drill Pipe Unknow 3.5 2.764 13.3 P-110

. 5400. . 5400.n
Tools and Accessories

Type Size Qty Make Depth Type Size Qty Make |Depth Type Size Qty MakeGuide Shoe Packer Top Plug
Float Shoe Bridge Plug Bottom PlugFloat Collar Retainer SSR plug setInsert Float Plug Container
Stage Tool Centralizers

Miscellaneous Materials
Gelling Agt Conc Surfactant Conc Acid Type Qty Conc I%reatment Fld Conc Inhibitor Conc | Sand Type Size Qty i
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MALLI Eau RTON Cementing Job Summary

#
uom Dengity ft3/ek Gallgk bbl/min ÈI iki Gallskthm/gal1 TUNED TUNED SPACER - SBM (13256) 10.0 bbl 16.5

.0 .0 .0SPACER
26.7 gal/bbi FRESH WATER
0.7 gal/bbi MUSOL(R) A, BULK (100003696)
0.5 gallbbi PEN-5M, BULK(100064043)
0.4 gal/bbl DUAL SPACER SURFACTANT B, 5 GAL PAIL (100003665)

435 lbm/bbl BARITE, BULK (100003681)
2 Cement CMT - PREMlUM - CLASS G, 94 LB SK 65.0 sacks 17. 1.04 3.83 3.83(100003685)

94 lbm CMT - PREMlUM - CLASS G REG OR TYPE V, BULK (100003685)
18 % SALT, 100 LB BAG (100003652)
0.2 % HR-5, 50 LB SK (100005050)
0.1 % HR-25,50 LB BAG (100003756)

3.83 Gal FRESH WATER
3 TUNED TUNED SPACER - SBM (13256) 01.0 bbl 16.5 .0 .0 .0SPACER

26.7 gallbbl FRESH WATER
0.7 gal/bbi MUSOL(R) A, BULK (100003696)
0.5 gal/bbi PEN-5M, BULK (100064043)
0.4 gal/bbi DUAL SPACER SURFACTANT B, 5 GAL PAIL (100003665)

435 lbm/bbl BARITE, BULK (100003681)
4 Displacement bbi 16.1

.0

CalculatedValues -Pressures VolumesDisplacement Shut In: Instant Lost Returns Cement Sluny PadTop Of Cement 5 Min Cement Returns ctual Displacement TreatmentFrac Gradient 15 Min Spacers Load and Breakdown Total Job

Circulating Mixing Displacement Avg. Job |Cement Left In Pipe Amount 0 ft Reason Shoe Joint
Frac Ríng # 1 @ ID Frac ring # 2 @ ID Frac Ring # 3 @ ID \ Frac Ring # 4 @ ID |
The Inforrnation Stated Herein Is Correct Customer Representative Signature
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MALLIE URTON
Cementing Job Log

The Road to Excellence Starts with SafetySold To #: 317997
. Ship To #: 2608232 Quote #: Sales Order #: 5773187Customer: FIDELITY EXPLORATION & PRODUCTION Customer Rep:

Well Name: Cane Creek ell #: 8-1 WPl/UWI #:Field: City (SAP): MOAB County/Parish: Grand State: UtahLegal Description:
Lat: Long:
Contractor: Rig/Platform Name/Num: Stonewall8

ob Purpose: Piug Service - Whipstock icket Amount:Well Type: Development Well MobType: Plug_Service - Whipstock
Sales Person: SNYDER, RANDALL Srvc S.ipervisor: TALLMAN,JESS MBU ID Emp #: 122519

Rate Pressure
Activity Description Date/Time -Cht bbil bme

psig Comments
min

jf Stage Total Tubing CasingPre-Job Safety Meeting 03/25/2008
00:00

Arrive at Location from Service 03/25/2008
Center 22:30
Pre-Rig Up Safety Meeting 03/25/2008

22:40
Rig-Up Equipment 03/25/2008

22:45
Start Job 03/26/2008

00:12
Pressure Test 03/26/2008 3500. then start mixing cement00:12 0 & check weight with

pressurezied mud scalesPump Spacer 1 03/26/2008 2 9.1 500.0
00:24

Pump Cement 03/26/2008 3 12 1300.
00:29 0

Pump Spacer 2 03/26/2008 1 1.8 250.0
00:33

Shutdown 03/26/2008 shut down to get mud00:35
Pump Displacement 03/26/2008 4 46.5 2000. cut displacement from00:37 0 47 bbl to 46.5 bbl well

went on vacumeEnd Job 03/26/2008 pulled 6 standes00:49 standes pulled wet

Sold To #: 317997 Ship To #:2608232 Quote #: Sales Order #: 5773187
SUMMIT Version: 7.20.130 Thursday, March27, 2008
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Fidelity Exploration and Production
Cane Creek 8-1

Sec 8-T26S-R20E
Grand County, Utah

SECTION DETAILS

See MD Inc Azi TVD +N/-S +El-W DLeg TFace VSee Target

1 0.00 0.00 330.00 0.00 0.00 0.00 0.00 000 o.co 20002 7390.80 0.00 330.00 7390.80 0.00 0.00 0.00 330.00 0.003 7688.37 80.34 330.00 7600.00 152.95 -88.31 27.00 -30.00 176.61 Tl4 7714.71 87.46 330.00 7602.80 175.62 -101.39 27.00 0.00 202.79
-

Sectio11
5 8327.53 87.46 330.00 7630.00 705.81 -407.50 0.00 0.00 815.00 T2

-6 8358.66 85.59 330.00 7631.89 732.72 -423.04 6.00 180.00 846.087 . 8854.05 85.59 330.00 7670.00 1160.47 -670,00 0.00 -0.00 1340.00 T3 16008 8956.18 91.72 330.00 7672.40 1248.85 -721.03 6.00 0.00 1442.059 970447 91.72 330.00 7650.00 1896.60 -1095.00 0.00 0.00 2190.00 T4
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Weatherford
Client : Fidelity Exploration and Production Page: 1Well :=CanaCreek:8& Date : 4/8/2008Location : Grand County, Utah File : 4013762License : UWl#:

Vertical Section Calculated Along Azimuth 330.00°
KB Elevation = 6017.00ft GR. Elevation = 6000.00ftMD inc Azi TVD North East V'Sect D'Leg Build Turnft deg deg ft ft ft ft °/100 °/100 °/100

0 7331.00 5.02 192.94 7318.93 54.27 177.50 -41.75 0.00 0.00 0.001 7381.00 4.50 204.82 7368.76 50.36 176.19 -44.48 2.22 -1.04 23.762 7392.00 3.90 227.14 7379.73 49.71 175.73 -44.81 15.71 -5.45 202.913 7404.00 5.40 272.12 7391.69 49.45 174.87 -44.60 31.79 12.50 374.834 7439.00 17.42 304.33 7425.96 52.48 168.87 -38.98 37.60 34.34 92.03
5 7470.00 28.52 312.28 7454.47 60.10 159-53 -27.71 37.10 35.81 25.656 7490.00 35.60 312.40 7471.41 67.25 151.69 -17.60 35.40 35.40 0.607 7534.00 47.93 308.77 7504.17 86.19 129.41 9.94 28.55 28.02 -8.258 7566.00 56.58 312.48 7523.74 102.68 110.26 33.79 28.54 27.03 11.599 7580.00 59.42 316.83 7531.16 111.03 101.82 45.24 33.25 20.29 31.07

10 7612.00 67.97 322.29 7545.34 132.86 83.28 73.42 30.77 26.72 17.0611 7643.00 70.10 324.02 7556.43 156.02 65.93 102.16 8.62 6.87 5.5812 7674.00 72.60 324.52 7566.34 179.87 48.78 131.38 8.21 8.06 1.6113 7706.00 75.81 324.33 7575.05 204.91 30.86 162.02 10.05 10.03 -0.5914 7738.00 77.81 324.37 7582.35 230.22 12.71 193.03 6.25 6.25 0.13
15 7769.00 78.46 324.54 7588.73 254.91 -4.93 223.22 2.16 2.10 0.5516 7801.00 79.14 324.03 7594.94 280.40 -23.25 254.46 2.64 2.12 -1.5917 7833.00 79.73 324.24 7600.81 305.89 -41.68 285.75 1.95 1.84 0.6618 7864.00 78.33 324.61 7606.71 330.64 -59.39 316.04 4.67 -4.52 1.1919 7896.00 76.87 325.34 7613.58 356.23 -77.33 347.17 5.08 -4.56 2.28
20 7927.00 75.40 325.67 7621.01 381.04 -94.37 377.17 4.85 -4.74 1.0621 7958.00 75.16 326.26 7628.89 405.88 -111.15 407.08 2.00 -0.77 1.9022 7990.00 75.80 326.03 7636.91 431.61 -128.41 437.99 2.12 2.00 -0.7223 8022.00 76.41 326.22 7644.59 457,40 -145.72 468.98 1.99 1.91 0.5924 8053.00 75.82 326.36 7652.03 482.43 -162.43 499.01 1.95 -1.90 0.45
25 8085.00 73.99 327.05 7660.37 508.26 -179.39 529.86 6.09 -5.72 2.1626 8116.00 72.61 327.49 7669.27 533.23 -195.44 559.51 4.65 -4.45 1.4227 8148.00 71.17 327.77 7679.22 558.92 -211.72 589.90 4.58 -4.50 0.8728 8180.00 71.21 327.27 7689.54 584.47 -227.99 620.16 1.48 0.12 -1.5629 8212.00 71.81 327.12 7699.69 609.98 -244.43 650.48 1.93 1.88 -0.47

30 8244.00 72.66 327.54 7709.45 635.63 -260.88 680.92 2.94 2.66 1.3131 8276.00 74.57 327.14 7718.48 661.48 -277.45 711.58 6.09 5.97 -1.2532 8307.00 76.76 326.79 7726.15 686.66 -293.82 741.57 7.15 7.06 -1.1333 8338.00 75.23 326.03 7733.65 711.71 -310.46 771.59 5.48 -4.94
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5 7470.00 28.52 312.28 7454.47 60.10 159-53 -27.71 37.10 35.81 25.656 7490.00 35.60 312.40 7471.41 67.25 151.69 -17.60 35.40 35.40 0.607 7534.00 47.93 308.77 7504.17 86.19 129.41 9.94 28.55 28.02 -8.258 7566.00 56.58 312.48 7523.74 102.68 110.26 33.79 28.54 27.03 11.599 7580.00 59.42 316.83 7531.16 111.03 101.82 45.24 33.25 20.29 31.07

10 7612.00 67.97 322.29 7545.34 132.86 83.28 73.42 30.77 26.72 17.0611 7643.00 70.10 324.02 7556.43 156.02 65.93 102.16 8.62 6.87 5.5812 7674.00 72.60 324.52 7566.34 179.87 48.78 131.38 8.21 8.06 1.6113 7706.00 75.81 324.33 7575.05 204.91 30.86 162.02 10.05 10.03 -0.5914 7738.00 77.81 324.37 7582.35 230.22 12.71 193.03 6.25 6.25 0.13
15 7769.00 78.46 324.54 7588.73 254.91 -4.93 223.22 2.16 2.10 0.5516 7801.00 79.14 324.03 7594.94 280.40 -23.25 254.46 2.64 2.12 -1.5917 7833.00 79.73 324.24 7600.81 305.89 -41.68 285.75 1.95 1.84 0.6618 7864.00 78.33 324.61 7606.71 330.64 -59.39 316.04 4.67 -4.52 1.1919 7896.00 76.87 325.34 7613.58 356.23 -77.33 347.17 5.08 -4.56 2.28
20 7927.00 75.40 325.67 7621.01 381.04 -94.37 377.17 4.85 -4.74 1.0621 7958.00 75.16 326.26 7628.89 405.88 -111.15 407.08 2.00 -0.77 1.9022 7990.00 75.80 326.03 7636.91 431.61 -128.41 437.99 2.12 2.00 -0.7223 8022.00 76.41 326.22 7644.59 457,40 -145.72 468.98 1.99 1.91 0.5924 8053.00 75.82 326.36 7652.03 482.43 -162.43 499.01 1.95 -1.90 0.45
25 8085.00 73.99 327.05 7660.37 508.26 -179.39 529.86 6.09 -5.72 2.1626 8116.00 72.61 327.49 7669.27 533.23 -195.44 559.51 4.65 -4.45 1.4227 8148.00 71.17 327.77 7679.22 558.92 -211.72 589.90 4.58 -4.50 0.8728 8180.00 71.21 327.27 7689.54 584.47 -227.99 620.16 1.48 0.12 -1.5629 8212.00 71.81 327.12 7699.69 609.98 -244.43 650.48 1.93 1.88 -0.47

30 8244.00 72.66 327.54 7709.45 635.63 -260.88 680.92 2.94 2.66 1.3131 8276.00 74.57 327.14 7718.48 661.48 -277.45 711.58 6.09 5.97 -1.2532 8307.00 76.76 326.79 7726.15 686.66 -293.82 741.57 7.15 7.06 -1.1333 8338.00 75.23 326.03 7733.65 711.71 -310.46 771.59 5.48 -4.94

Weatherford
Client : Fidelity Exploration and Production Page: 1Well :=CanaCreek:8& Date : 4/8/2008Location : Grand County, Utah File : 4013762License : UWl#:

Vertical Section Calculated Along Azimuth 330.00°
KB Elevation = 6017.00ft GR. Elevation = 6000.00ftMD inc Azi TVD North East V'Sect D'Leg Build Turnft deg deg ft ft ft ft °/100 °/100 °/100

0 7331.00 5.02 192.94 7318.93 54.27 177.50 -41.75 0.00 0.00 0.001 7381.00 4.50 204.82 7368.76 50.36 176.19 -44.48 2.22 -1.04 23.762 7392.00 3.90 227.14 7379.73 49.71 175.73 -44.81 15.71 -5.45 202.913 7404.00 5.40 272.12 7391.69 49.45 174.87 -44.60 31.79 12.50 374.834 7439.00 17.42 304.33 7425.96 52.48 168.87 -38.98 37.60 34.34 92.03
5 7470.00 28.52 312.28 7454.47 60.10 159-53 -27.71 37.10 35.81 25.656 7490.00 35.60 312.40 7471.41 67.25 151.69 -17.60 35.40 35.40 0.607 7534.00 47.93 308.77 7504.17 86.19 129.41 9.94 28.55 28.02 -8.258 7566.00 56.58 312.48 7523.74 102.68 110.26 33.79 28.54 27.03 11.599 7580.00 59.42 316.83 7531.16 111.03 101.82 45.24 33.25 20.29 31.07

10 7612.00 67.97 322.29 7545.34 132.86 83.28 73.42 30.77 26.72 17.0611 7643.00 70.10 324.02 7556.43 156.02 65.93 102.16 8.62 6.87 5.5812 7674.00 72.60 324.52 7566.34 179.87 48.78 131.38 8.21 8.06 1.6113 7706.00 75.81 324.33 7575.05 204.91 30.86 162.02 10.05 10.03 -0.5914 7738.00 77.81 324.37 7582.35 230.22 12.71 193.03 6.25 6.25 0.13
15 7769.00 78.46 324.54 7588.73 254.91 -4.93 223.22 2.16 2.10 0.5516 7801.00 79.14 324.03 7594.94 280.40 -23.25 254.46 2.64 2.12 -1.5917 7833.00 79.73 324.24 7600.81 305.89 -41.68 285.75 1.95 1.84 0.6618 7864.00 78.33 324.61 7606.71 330.64 -59.39 316.04 4.67 -4.52 1.1919 7896.00 76.87 325.34 7613.58 356.23 -77.33 347.17 5.08 -4.56 2.28
20 7927.00 75.40 325.67 7621.01 381.04 -94.37 377.17 4.85 -4.74 1.0621 7958.00 75.16 326.26 7628.89 405.88 -111.15 407.08 2.00 -0.77 1.9022 7990.00 75.80 326.03 7636.91 431.61 -128.41 437.99 2.12 2.00 -0.7223 8022.00 76.41 326.22 7644.59 457,40 -145.72 468.98 1.99 1.91 0.5924 8053.00 75.82 326.36 7652.03 482.43 -162.43 499.01 1.95 -1.90 0.45
25 8085.00 73.99 327.05 7660.37 508.26 -179.39 529.86 6.09 -5.72 2.1626 8116.00 72.61 327.49 7669.27 533.23 -195.44 559.51 4.65 -4.45 1.4227 8148.00 71.17 327.77 7679.22 558.92 -211.72 589.90 4.58 -4.50 0.8728 8180.00 71.21 327.27 7689.54 584.47 -227.99 620.16 1.48 0.12 -1.5629 8212.00 71.81 327.12 7699.69 609.98 -244.43 650.48 1.93 1.88 -0.47

30 8244.00 72.66 327.54 7709.45 635.63 -260.88 680.92 2.94 2.66 1.3131 8276.00 74.57 327.14 7718.48 661.48 -277.45 711.58 6.09 5.97 -1.2532 8307.00 76.76 326.79 7726.15 686.66 -293.82 741.57 7.15 7.06 -1.1333 8338.00 75.23 326.03 7733.65 711.71 -310.46 771.59 5.48 -4.94

Weatherford
Client : Fidelity Exploration and Production Page: 1Well :=CanaCreek:8& Date : 4/8/2008Location : Grand County, Utah File : 4013762License : UWl#:

Vertical Section Calculated Along Azimuth 330.00°
KB Elevation = 6017.00ft GR. Elevation = 6000.00ftMD inc Azi TVD North East V'Sect D'Leg Build Turnft deg deg ft ft ft ft °/100 °/100 °/100

0 7331.00 5.02 192.94 7318.93 54.27 177.50 -41.75 0.00 0.00 0.001 7381.00 4.50 204.82 7368.76 50.36 176.19 -44.48 2.22 -1.04 23.762 7392.00 3.90 227.14 7379.73 49.71 175.73 -44.81 15.71 -5.45 202.913 7404.00 5.40 272.12 7391.69 49.45 174.87 -44.60 31.79 12.50 374.834 7439.00 17.42 304.33 7425.96 52.48 168.87 -38.98 37.60 34.34 92.03
5 7470.00 28.52 312.28 7454.47 60.10 159-53 -27.71 37.10 35.81 25.656 7490.00 35.60 312.40 7471.41 67.25 151.69 -17.60 35.40 35.40 0.607 7534.00 47.93 308.77 7504.17 86.19 129.41 9.94 28.55 28.02 -8.258 7566.00 56.58 312.48 7523.74 102.68 110.26 33.79 28.54 27.03 11.599 7580.00 59.42 316.83 7531.16 111.03 101.82 45.24 33.25 20.29 31.07

10 7612.00 67.97 322.29 7545.34 132.86 83.28 73.42 30.77 26.72 17.0611 7643.00 70.10 324.02 7556.43 156.02 65.93 102.16 8.62 6.87 5.5812 7674.00 72.60 324.52 7566.34 179.87 48.78 131.38 8.21 8.06 1.6113 7706.00 75.81 324.33 7575.05 204.91 30.86 162.02 10.05 10.03 -0.5914 7738.00 77.81 324.37 7582.35 230.22 12.71 193.03 6.25 6.25 0.13
15 7769.00 78.46 324.54 7588.73 254.91 -4.93 223.22 2.16 2.10 0.5516 7801.00 79.14 324.03 7594.94 280.40 -23.25 254.46 2.64 2.12 -1.5917 7833.00 79.73 324.24 7600.81 305.89 -41.68 285.75 1.95 1.84 0.6618 7864.00 78.33 324.61 7606.71 330.64 -59.39 316.04 4.67 -4.52 1.1919 7896.00 76.87 325.34 7613.58 356.23 -77.33 347.17 5.08 -4.56 2.28
20 7927.00 75.40 325.67 7621.01 381.04 -94.37 377.17 4.85 -4.74 1.0621 7958.00 75.16 326.26 7628.89 405.88 -111.15 407.08 2.00 -0.77 1.9022 7990.00 75.80 326.03 7636.91 431.61 -128.41 437.99 2.12 2.00 -0.7223 8022.00 76.41 326.22 7644.59 457,40 -145.72 468.98 1.99 1.91 0.5924 8053.00 75.82 326.36 7652.03 482.43 -162.43 499.01 1.95 -1.90 0.45
25 8085.00 73.99 327.05 7660.37 508.26 -179.39 529.86 6.09 -5.72 2.1626 8116.00 72.61 327.49 7669.27 533.23 -195.44 559.51 4.65 -4.45 1.4227 8148.00 71.17 327.77 7679.22 558.92 -211.72 589.90 4.58 -4.50 0.8728 8180.00 71.21 327.27 7689.54 584.47 -227.99 620.16 1.48 0.12 -1.5629 8212.00 71.81 327.12 7699.69 609.98 -244.43 650.48 1.93 1.88 -0.47

30 8244.00 72.66 327.54 7709.45 635.63 -260.88 680.92 2.94 2.66 1.3131 8276.00 74.57 327.14 7718.48 661.48 -277.45 711.58 6.09 5.97 -1.2532 8307.00 76.76 326.79 7726.15 686.66 -293.82 741.57 7.15 7.06 -1.1333 8338.00 75.23 326.03 7733.65 711.71 -310.46 771.59 5.48 -4.94

Weatherford
Client : Fidelity Exploration and Production Page: 1Well :=CanaCreek:8& Date : 4/8/2008Location : Grand County, Utah File : 4013762License : UWl#:

Vertical Section Calculated Along Azimuth 330.00°
KB Elevation = 6017.00ft GR. Elevation = 6000.00ftMD inc Azi TVD North East V'Sect D'Leg Build Turnft deg deg ft ft ft ft °/100 °/100 °/100

0 7331.00 5.02 192.94 7318.93 54.27 177.50 -41.75 0.00 0.00 0.001 7381.00 4.50 204.82 7368.76 50.36 176.19 -44.48 2.22 -1.04 23.762 7392.00 3.90 227.14 7379.73 49.71 175.73 -44.81 15.71 -5.45 202.913 7404.00 5.40 272.12 7391.69 49.45 174.87 -44.60 31.79 12.50 374.834 7439.00 17.42 304.33 7425.96 52.48 168.87 -38.98 37.60 34.34 92.03
5 7470.00 28.52 312.28 7454.47 60.10 159-53 -27.71 37.10 35.81 25.656 7490.00 35.60 312.40 7471.41 67.25 151.69 -17.60 35.40 35.40 0.607 7534.00 47.93 308.77 7504.17 86.19 129.41 9.94 28.55 28.02 -8.258 7566.00 56.58 312.48 7523.74 102.68 110.26 33.79 28.54 27.03 11.599 7580.00 59.42 316.83 7531.16 111.03 101.82 45.24 33.25 20.29 31.07

10 7612.00 67.97 322.29 7545.34 132.86 83.28 73.42 30.77 26.72 17.0611 7643.00 70.10 324.02 7556.43 156.02 65.93 102.16 8.62 6.87 5.5812 7674.00 72.60 324.52 7566.34 179.87 48.78 131.38 8.21 8.06 1.6113 7706.00 75.81 324.33 7575.05 204.91 30.86 162.02 10.05 10.03 -0.5914 7738.00 77.81 324.37 7582.35 230.22 12.71 193.03 6.25 6.25 0.13
15 7769.00 78.46 324.54 7588.73 254.91 -4.93 223.22 2.16 2.10 0.5516 7801.00 79.14 324.03 7594.94 280.40 -23.25 254.46 2.64 2.12 -1.5917 7833.00 79.73 324.24 7600.81 305.89 -41.68 285.75 1.95 1.84 0.6618 7864.00 78.33 324.61 7606.71 330.64 -59.39 316.04 4.67 -4.52 1.1919 7896.00 76.87 325.34 7613.58 356.23 -77.33 347.17 5.08 -4.56 2.28
20 7927.00 75.40 325.67 7621.01 381.04 -94.37 377.17 4.85 -4.74 1.0621 7958.00 75.16 326.26 7628.89 405.88 -111.15 407.08 2.00 -0.77 1.9022 7990.00 75.80 326.03 7636.91 431.61 -128.41 437.99 2.12 2.00 -0.7223 8022.00 76.41 326.22 7644.59 457,40 -145.72 468.98 1.99 1.91 0.5924 8053.00 75.82 326.36 7652.03 482.43 -162.43 499.01 1.95 -1.90 0.45
25 8085.00 73.99 327.05 7660.37 508.26 -179.39 529.86 6.09 -5.72 2.1626 8116.00 72.61 327.49 7669.27 533.23 -195.44 559.51 4.65 -4.45 1.4227 8148.00 71.17 327.77 7679.22 558.92 -211.72 589.90 4.58 -4.50 0.8728 8180.00 71.21 327.27 7689.54 584.47 -227.99 620.16 1.48 0.12 -1.5629 8212.00 71.81 327.12 7699.69 609.98 -244.43 650.48 1.93 1.88 -0.47

30 8244.00 72.66 327.54 7709.45 635.63 -260.88 680.92 2.94 2.66 1.3131 8276.00 74.57 327.14 7718.48 661.48 -277.45 711.58 6.09 5.97 -1.2532 8307.00 76.76 326.79 7726.15 686.66 -293.82 741.57 7.15 7.06 -1.1333 8338.00 75.23 326.03 7733.65 711.71 -310.46 771.59 5.48 -4.94



Weatherford
Client : Fidelity Exploration and Production Page: 2Well : Cane Creek 8-1 Date : 4/8/2008Location : Grand County, Utah File : 4013762License : UWl#:

Vertical Section Calculated Along Azimuth 330.00°
KB Elevation = 6017.00ft GR. Elevation = 6000.00ft

MD Inc Azi TVD North East V'Sect D'Leg Build Turnft deg deg ft ft ft ft °/100 °/100 °/100

34 8370.00 75.17 326.24 7741.83 737.40 -327.70 802.46 0.66 -0.19 0.66

projection to bit
EXT 8422.00 75.51 326.24 7754.99 779.23 -355.66 852.66 0.65 0.65 0.00

Bottom Hole Closure 856.55ft Along Azimuth

Weatherford
Client : Fidelity Exploration and Production Page: 2Well : Cane Creek 8-1 Date : 4/8/2008Location : Grand County, Utah File : 4013762License : UWl#:

Vertical Section Calculated Along Azimuth 330.00°
KB Elevation = 6017.00ft GR. Elevation = 6000.00ft

MD Inc Azi TVD North East V'Sect D'Leg Build Turnft deg deg ft ft ft ft °/100 °/100 °/100

34 8370.00 75.17 326.24 7741.83 737.40 -327.70 802.46 0.66 -0.19 0.66

projection to bit
EXT 8422.00 75.51 326.24 7754.99 779.23 -355.66 852.66 0.65 0.65 0.00

Bottom Hole Closure 856.55ft Along Azimuth

Weatherford
Client : Fidelity Exploration and Production Page: 2Well : Cane Creek 8-1 Date : 4/8/2008Location : Grand County, Utah File : 4013762License : UWl#:

Vertical Section Calculated Along Azimuth 330.00°
KB Elevation = 6017.00ft GR. Elevation = 6000.00ft

MD Inc Azi TVD North East V'Sect D'Leg Build Turnft deg deg ft ft ft ft °/100 °/100 °/100

34 8370.00 75.17 326.24 7741.83 737.40 -327.70 802.46 0.66 -0.19 0.66

projection to bit
EXT 8422.00 75.51 326.24 7754.99 779.23 -355.66 852.66 0.65 0.65 0.00

Bottom Hole Closure 856.55ft Along Azimuth

Weatherford
Client : Fidelity Exploration and Production Page: 2Well : Cane Creek 8-1 Date : 4/8/2008Location : Grand County, Utah File : 4013762License : UWl#:

Vertical Section Calculated Along Azimuth 330.00°
KB Elevation = 6017.00ft GR. Elevation = 6000.00ft

MD Inc Azi TVD North East V'Sect D'Leg Build Turnft deg deg ft ft ft ft °/100 °/100 °/100

34 8370.00 75.17 326.24 7741.83 737.40 -327.70 802.46 0.66 -0.19 0.66

projection to bit
EXT 8422.00 75.51 326.24 7754.99 779.23 -355.66 852.66 0.65 0.65 0.00

Bottom Hole Closure 856.55ft Along Azimuth

Weatherford
Client : Fidelity Exploration and Production Page: 2Well : Cane Creek 8-1 Date : 4/8/2008Location : Grand County, Utah File : 4013762License : UWl#:

Vertical Section Calculated Along Azimuth 330.00°
KB Elevation = 6017.00ft GR. Elevation = 6000.00ft

MD Inc Azi TVD North East V'Sect D'Leg Build Turnft deg deg ft ft ft ft °/100 °/100 °/100

34 8370.00 75.17 326.24 7741.83 737.40 -327.70 802.46 0.66 -0.19 0.66

projection to bit
EXT 8422.00 75.51 326.24 7754.99 779.23 -355.66 852.66 0.65 0.65 0.00

Bottom Hole Closure 856.55ft Along Azimuth

Weatherford
Client : Fidelity Exploration and Production Page: 2Well : Cane Creek 8-1 Date : 4/8/2008Location : Grand County, Utah File : 4013762License : UWl#:

Vertical Section Calculated Along Azimuth 330.00°
KB Elevation = 6017.00ft GR. Elevation = 6000.00ft

MD Inc Azi TVD North East V'Sect D'Leg Build Turnft deg deg ft ft ft ft °/100 °/100 °/100

34 8370.00 75.17 326.24 7741.83 737.40 -327.70 802.46 0.66 -0.19 0.66

projection to bit
EXT 8422.00 75.51 326.24 7754.99 779.23 -355.66 852.66 0.65 0.65 0.00

Bottom Hole Closure 856.55ft Along Azimuth



Weatherford
Client : Fidelity Exploration and Production Page: 1
Well : Cane;QreelefatSid:ettack Date : 4/8/2008
Location : Grand County, Utah File : 4013762
Formation: 7575 Dip Inc : 80.2
Dip Azi : 325.82
License : UWI #:

Vertical Section Calculated Along Azimuth 330.00°
KB Elevation = 6017.00ft

MD Inc Azi TVD North East V'Sect D'Leg Build Turn
ft deg deg ft ft ft ft °/100 °/100 °/100

0 7331.00 5.02 192.94 7318.93 54.27 177.50 -41.75 0.00 0.00 0.00
1 7381.00 4.50 204.82 7368.76 50.36 176.19 -44.48 2.22 -1.04 23.76
2 7392.00 3.90 227.14 7379.73 49.71 175.73 -44.81 15.71 -5.45 202.91
3 7404.00 5.40 272.12 7391.69 49.45 174.87 -44.60 31.79 12.50 374.83
4 7439.00 17.42 304.33 7425.96 52.48 168.87 -38.98 37.60 34.34 92.03

5 7470.00 28.52 312.28 7454.47 60.10 159.53 -27.71 37.10 35.81 25.65
6 7490.00 35.60 312.40 7471.41 67.25 151.69 -17.60 35.40 35.40 0.60
7 7534.00 47.93 308.77 7504.17 86.19 129.41 9.94 28.55 28.02 -8.25

8 7566.00 56.58 312.48 7523.74 102.68 110.26 33.79 28.54 27.03 11.59
9 7580.00 57.37 315.39 7531.37 110.82 101.81 45.07 18.32 5.64 20.79

10 7612.00 56.84 319.75 7548.76 130.65 83.69 71.30 11.56 -1.66 13.63
11 7643.00 57.69 322.69 7565.52 150.97 67.36 97.07 8.44 2.74 9.48
12 7675.00 58.70 323.57 7582.39 172.73 51.04 124.07 3.93 3.16 2.75

I 13 7707.00 62.51 323.74 7598.09 195.18 34.52 151.77 11.92 11.91 0.53
14 7738.00 65.27 322.97 7611.73 217.51 17.91 179.42 9.18 8.90 -2.48

15 7770.00 67.05 323.33 7624.67 240.93 0.36 208.48 5.66 5.56 1.13
16 7802.00 67.93 323.51 7636.92 264.67 -17.26 237.84 2.80 2.75 0.56
17 7865.00 69.53 324.03 7659.77 312.03 -51.96 296.20 2.65 2.54 0.83
18 7896.00 71.04 324.12 7670.23 335.66 -69.08 325.23 4.88 4.87 0.29
19 7928.00 70.20 324.43 7680.85 360.17 -86.70 355.27 2.78 -2.62 0.97

20 7959.00 70.67 324.40 7691.23 383.92 -103.70 384.34 1.52 1.52 -0.10

21 7990.00 71.82 324.94 7701.20 407.87 -120.68 413.56 4.06 3.71 1.74
22 8022.00 70.56 325.28 7711.51 432.72 -138.00 443.74 4.06 -3.94 1.06
23 8054.00 69.20 325.82 7722.52 457.49 -155.00 473.70 4.54 -4.25 1.69
24 8085.00 69.41 326.25 7733.48 481.54 -171.20 502.63 1.46 0.68 1.39

25 8117.00 70.44 326.51 7744.46 506.5T -187.84 532.63 3.31 3.22 0.81
26 8149.00 71.23 326.42 7754.97 531.77 -204.54 562.79 2.48 2.47 -0.28

27 8182.00 72.47 326.82 7765.25 557.95 -221.79 594.10 3.93 3.76 1.21
28 8213.00 73.02 326.65 7774.44 582.71 -238.03 623.65 1.85 1.77 -0.55

29 8245.00 73.49 326.88 7783.66 608.34 -254.83 654.25 1.62 1.47 0.72

30 8276.00 74.34 326.64 7792.25 633.25 -271.15 683.99 2.84 2.74 -0.77

31 8308.00 77.77 326.22 7799.96 659.12 -288.32 714.98 10.79 10.72

Weatherford
Client : Fidelity Exploration and Production Page: 1
Well : Cane;QreelefatSid:ettack Date : 4/8/2008
Location : Grand County, Utah File : 4013762
Formation: 7575 Dip Inc : 80.2
Dip Azi : 325.82
License : UWI #:

Vertical Section Calculated Along Azimuth 330.00°
KB Elevation = 6017.00ft

MD Inc Azi TVD North East V'Sect D'Leg Build Turn
ft deg deg ft ft ft ft °/100 °/100 °/100

0 7331.00 5.02 192.94 7318.93 54.27 177.50 -41.75 0.00 0.00 0.00
1 7381.00 4.50 204.82 7368.76 50.36 176.19 -44.48 2.22 -1.04 23.76
2 7392.00 3.90 227.14 7379.73 49.71 175.73 -44.81 15.71 -5.45 202.91
3 7404.00 5.40 272.12 7391.69 49.45 174.87 -44.60 31.79 12.50 374.83
4 7439.00 17.42 304.33 7425.96 52.48 168.87 -38.98 37.60 34.34 92.03

5 7470.00 28.52 312.28 7454.47 60.10 159.53 -27.71 37.10 35.81 25.65
6 7490.00 35.60 312.40 7471.41 67.25 151.69 -17.60 35.40 35.40 0.60
7 7534.00 47.93 308.77 7504.17 86.19 129.41 9.94 28.55 28.02 -8.25

8 7566.00 56.58 312.48 7523.74 102.68 110.26 33.79 28.54 27.03 11.59
9 7580.00 57.37 315.39 7531.37 110.82 101.81 45.07 18.32 5.64 20.79

10 7612.00 56.84 319.75 7548.76 130.65 83.69 71.30 11.56 -1.66 13.63
11 7643.00 57.69 322.69 7565.52 150.97 67.36 97.07 8.44 2.74 9.48
12 7675.00 58.70 323.57 7582.39 172.73 51.04 124.07 3.93 3.16 2.75

I 13 7707.00 62.51 323.74 7598.09 195.18 34.52 151.77 11.92 11.91 0.53
14 7738.00 65.27 322.97 7611.73 217.51 17.91 179.42 9.18 8.90 -2.48

15 7770.00 67.05 323.33 7624.67 240.93 0.36 208.48 5.66 5.56 1.13
16 7802.00 67.93 323.51 7636.92 264.67 -17.26 237.84 2.80 2.75 0.56
17 7865.00 69.53 324.03 7659.77 312.03 -51.96 296.20 2.65 2.54 0.83
18 7896.00 71.04 324.12 7670.23 335.66 -69.08 325.23 4.88 4.87 0.29
19 7928.00 70.20 324.43 7680.85 360.17 -86.70 355.27 2.78 -2.62 0.97
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22 8022.00 70.56 325.28 7711.51 432.72 -138.00 443.74 4.06 -3.94 1.06
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24 8085.00 69.41 326.25 7733.48 481.54 -171.20 502.63 1.46 0.68 1.39

25 8117.00 70.44 326.51 7744.46 506.5T -187.84 532.63 3.31 3.22 0.81
26 8149.00 71.23 326.42 7754.97 531.77 -204.54 562.79 2.48 2.47 -0.28

27 8182.00 72.47 326.82 7765.25 557.95 -221.79 594.10 3.93 3.76 1.21
28 8213.00 73.02 326.65 7774.44 582.71 -238.03 623.65 1.85 1.77 -0.55

29 8245.00 73.49 326.88 7783.66 608.34 -254.83 654.25 1.62 1.47 0.72

30 8276.00 74.34 326.64 7792.25 633.25 -271.15 683.99 2.84 2.74 -0.77

31 8308.00 77.77 326.22 7799.96 659.12 -288.32 714.98 10.79 10.72
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Weatherford
Client : Fidelity Exploration and Production Page: 2
Well : Cane Creek 8-1 Sidetrack Date : 4/8/2008
Location : Grand County, Utah File : 4013762
Formation: 7575 Dip Inc : 80.2
Dip Azi : 325.82
License : UWl#:

Vertical Section Calculated Along Azimuth 330.00°
KB Elevation = 6017.00ft

MD Inc Azi TVD North East V'Sect D'Leg Build Turn
ft deg deg ft ft ft ft °/100 °/100 °/100

32 8339.00 80.20 324.58 7805.88 684.16 -305.60 745.31 9.40 7.84 -5.29

33 8371.00 81.12 324.39 7811.08 709.87 -323.95 776.73 2.93 2.88 -0.59

34 8402.00 81.87 324.25 7815.66 734.77 -341.83 807.24 2.46 2.42 -0.45

35 8434.00 82.57 324.40 7819.99 760.52 -360.32 838.79 2.24 2.19 0.47
PROJECTION TO BIT

EXT 8486.00 83.71 324.64 7826.20 802.57 -390.28 890.18 2.24 2.19 0.47

Bottom Hole Closure 892.43ft Along Azimuth
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Bottom Hole Closure 892.43ft Along Azimuth



Company: Fidelity Exploration Operator: Ken LangleyLease I Well: Cane Creek 8-1 CommentsCountylParish: Grand County Probe Serial #:State: Utah Proposed Direction: 324Date: 4/8/2008 Mag. Declination: 11.04
Comments:

TIE-INSurvey
Measured inclination Azimuth Vertical Coordinates
Depth (ft.) Bearing Depth (+NI-S) (+El-W)

7331 5.02 192.94 7318.93 54.27 177.50

Digital Multi-Shot Survey Report
Measured inclination Azimuth Vertical Vertical Coordinates Dog-Leg Closure ClosureDepth (ft) Bearing Depth Section (+NI-S) (+El-W) /100 ft. Distance Direction

7364 32.10 313.84 7350.32 -52.50 59.09 170.64 105.81 180.58 70.90°
7427 51.40 312.14 7397.10 -11.54 87.47 140.02 30.69 165.09 58.01°
7490 56.90 321.64 7434.04 39.03 124.76 105.31 15.01 163.27 40.17°
7553 58.50 325.44 7467.71 92.27 167.59 73.69 5,70 183.07 23.74°
7616 65.70 325.34 7497.17 147.89 213.38 42.08 11.43 217.49 11.16°
7679 67.70 325.64 7522.09 205.73 261.06 9.30 3.20 261.22 2.04°
7742 69.70 326,14 7544.98 264.39 309.65 -23.61 3.26 310.55 355.64°
7805 70.40 327.34 7566.47 323.54 359.17 -56.08 2.11 363.52 351.12°
7868 71.60 327.34 7586.98 383.01 409.32 -88.23 1.90 418.72 347.84°
7931 69.30 330.14 7608.07 442.16 460.05 -119.04 5.56 475.21 345.49°
7994 70.40 329.14 7629.77 501.02 511.08 -148.93 2.30 532.34 343.75°
8057 72.30 328.24 7649.91 560.51 562.08 -179.95 3.31 590.18 342.25°
8120 73.40 327.44 7668,49 620.57 613.04 -212.00 2.13 648.66 340.92°
8183 77.10 326.54 7684.53 681.40 664.12 -245.19 6.03 707.93 339.74°
8246 80.90 323.84 7696.55 743.21 714.87 -280.49 7.35 767.93 338.58°
8309 82.40 323.74 7705.70 805.54 765.16 -317.31 2.39 828.35
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Weatherford
Client : Fidelity Exploration and Production Page: 1
Well : Cana_Creek:ßid::Sidetrack Date : 4/8/2008
Location : Grand County, Utah File : 4013762
Formation: 7575 Dip Inc : 80.2
Dip Azi : 325.82
License : UWI #:

Vertical Section Calculated Along Azimuth 330.00°
KB Elevation = 6017.00ft

MD inc Azi TVD North East V'Sect D'Leg Build Turn
ft deg deg ft ft ft ft °/100 °/100 °/100

0 7331.00 5.02 192.94 7318.93 54.27 177.50 -41.75 0.00 0.00 0.00
1 7381.00 4.50 204.82 7368.76 50.36 176.19 -44.48 2.22 -1.04 23.76
2 7392.00 3.90 227.14 7379.73 49.71 175.73 -44.81 15.71 -5.45 202.91
3 7404.00 5.40 272.12 7391.69 49.45 174.87 -44.60 31.79 12.50 374.83
4 7439.00 17.42 304.33 7425.96 52.48 168.87 -38.98 37.60 34.34 92.03

5 7470.00 28.52 312.28 7454.47 60.10 159.53 -27.71 37.10 35.81 25.65
6 7490.00 35.60 312.40 7471.41 67.25 151.69 -17.60 35.40 35.40 0.60
7 7534.00 47.93 308.77 7504.17 86.19 129.41 9.94 28.55 28.02 -8.25

8 7566.00 56.58 312.48 7523.74 102.68 110.26 33.79 28.54 27.03 11.59
9 7580.00 57.37 315.39 7531.37 110.82 101,81 45.07 18.32 5.64 20.79

10 7612.00 56.84 319.75 7548.76 130.65 83.69 71.30 .11.56
-1.66 13.63

11 7643.00 57.69 322.69 7565.52 150.97 67.36 97.07 8.44 2,74 9.48
12 7675.00 58.70 323.57 7582.39 172.73 51.04 124.07 3.93 3.16 2.75
13 7707.00 62.51 323.74 7598.09 195.18 34.52 151.77 11.92 11.91 0.53
14 7738.00 65.27 322.97 7611.73 217.51 17.91 179.42 9.18 8.90 -2.48

15 7770.00 67.05 323.33 7624.67 240.93 0.36 . 208.48 5.66 5.56 1.13
16 7802.00 67.93 323.51 7636.92 264.67 -17.26 237.84 2.80 2.75 0.56
17 7865.00 69.53 324.03 7659.77 312.03 -51.96 296.20 2.65 2.54 0.83
18 7896.00 71.04 324.12 7670.23 335.66 -69.08 325.23 4.88 4.87 0.29
19 7928.00 70.20 324.43 7680.85 360.17 -86.70 355.27 2.78 -2.62 0.97

20 7959.00 70.67 324.40 7691.23 383.92 -103.70 384.34 1.52 1.52 -0.10

21 7990.00 71.82 324.94 7701.20 407.87 -120.68 413.56 4.06 3.71 1.74
22 8022.00 70.56 325.28 7711.51 432.72 -138.00 443.74 4.06 -3.94 1.06
23 8054.00 69.20 325.82 7722.52 457.49 -155.00 473.70 4.54 -4.25 1.69
24 8085.00 69,41 326.25 7733.48 481.54 -171.20 502.63 1.46 0.68 1.39

25 8117.00 70.44 326.51 7744.46 506.57 -187.84 532.63 3.31 3.22 0.81
26 8149.00 71.23 326.42 7754.97 531.77 -204.54 562.79 2.48 2.47 -0.28

27 8182.00 72.47 326.82 7765.25 557.95 -221.79 594.10 3.93 3.76 1.21
28 8213.00 73.02 326.65 7774.44 582.71 -238.03 623.65 1.85 1.77 -0.55

29 8245.00 73.49 326.88 7783.66 608.34 -254.83 654.25 1.62 1.47 0.72

30 8276.00 74.34 326.64 7792.25 633.25 -271.15 683.99 2.84 2.74 -0.77

31 8308.00 77.77 326.22 7799.96 659.12 -288.32 714.98 10.79 10.72
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26 8149.00 71.23 326.42 7754.97 531.77 -204.54 562.79 2.48 2.47 -0.28

27 8182.00 72.47 326.82 7765.25 557.95 -221.79 594.10 3.93 3.76 1.21
28 8213.00 73.02 326.65 7774.44 582.71 -238.03 623.65 1.85 1.77 -0.55

29 8245.00 73.49 326.88 7783.66 608.34 -254.83 654.25 1.62 1.47 0.72

30 8276.00 74.34 326.64 7792.25 633.25 -271.15 683.99 2.84 2.74 -0.77

31 8308.00 77.77 326.22 7799.96 659.12 -288.32 714.98 10.79 10.72
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3 7404.00 5.40 272.12 7391.69 49.45 174.87 -44.60 31.79 12.50 374.83
4 7439.00 17.42 304.33 7425.96 52.48 168.87 -38.98 37.60 34.34 92.03
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Weatherford
Client : Fidelity Exploration and Production Page: 2
Well : Cane Creek 8-1 Sidetrack Date : 4/8/2008
Location : Grand County, Utah

. File : 4013762
Formation: 7575 Dip inc: 80.2
Dip Azi : 325.82
License : UWI#:

Vertical Section Calculated Along Azimuth 330.00°
KB Elevation = 6017.00ft

MD inc Azi TVD North East V'Sect D'Leg Build Turn
ft deg deg ft ft ft ft °/100 °/100 °/100

32 8339.00 80.20 324.58 7805.88 684.16 -305.60 745.31 9.40 7.84 -5.29

33 8371.00 81.12 324.39 7811.08 709.87 -323.95 776.73 2.93 2.88 -0.59

34 8402.00 81.87 324.25 7815.66 734.77 -341.83 807.24 2.46 2.42 -0.45

35 8434.00 82.57 324.40 7819.99 760.52 -360.32 838.79 2.24 2.19 0.47
PROJECTION TO BIT

EXT 8486.00 83.71 324.64 7826.20 802.57 -390.28 890.18 2.24 2.19 0.47

Bottom Hole Closure 892.43ft Along Azimuth

Weatherford
Client : Fidelity Exploration and Production Page: 2
Well : Cane Creek 8-1 Sidetrack Date : 4/8/2008
Location : Grand County, Utah

. File : 4013762
Formation: 7575 Dip inc: 80.2
Dip Azi : 325.82
License : UWI#:

Vertical Section Calculated Along Azimuth 330.00°
KB Elevation = 6017.00ft

MD inc Azi TVD North East V'Sect D'Leg Build Turn
ft deg deg ft ft ft ft °/100 °/100 °/100

32 8339.00 80.20 324.58 7805.88 684.16 -305.60 745.31 9.40 7.84 -5.29

33 8371.00 81.12 324.39 7811.08 709.87 -323.95 776.73 2.93 2.88 -0.59

34 8402.00 81.87 324.25 7815.66 734.77 -341.83 807.24 2.46 2.42 -0.45

35 8434.00 82.57 324.40 7819.99 760.52 -360.32 838.79 2.24 2.19 0.47
PROJECTION TO BIT

EXT 8486.00 83.71 324.64 7826.20 802.57 -390.28 890.18 2.24 2.19 0.47

Bottom Hole Closure 892.43ft Along Azimuth

Weatherford
Client : Fidelity Exploration and Production Page: 2
Well : Cane Creek 8-1 Sidetrack Date : 4/8/2008
Location : Grand County, Utah

. File : 4013762
Formation: 7575 Dip inc: 80.2
Dip Azi : 325.82
License : UWI#:

Vertical Section Calculated Along Azimuth 330.00°
KB Elevation = 6017.00ft

MD inc Azi TVD North East V'Sect D'Leg Build Turn
ft deg deg ft ft ft ft °/100 °/100 °/100

32 8339.00 80.20 324.58 7805.88 684.16 -305.60 745.31 9.40 7.84 -5.29

33 8371.00 81.12 324.39 7811.08 709.87 -323.95 776.73 2.93 2.88 -0.59

34 8402.00 81.87 324.25 7815.66 734.77 -341.83 807.24 2.46 2.42 -0.45

35 8434.00 82.57 324.40 7819.99 760.52 -360.32 838.79 2.24 2.19 0.47
PROJECTION TO BIT

EXT 8486.00 83.71 324.64 7826.20 802.57 -390.28 890.18 2.24 2.19 0.47

Bottom Hole Closure 892.43ft Along Azimuth

Weatherford
Client : Fidelity Exploration and Production Page: 2
Well : Cane Creek 8-1 Sidetrack Date : 4/8/2008
Location : Grand County, Utah

. File : 4013762
Formation: 7575 Dip inc: 80.2
Dip Azi : 325.82
License : UWI#:

Vertical Section Calculated Along Azimuth 330.00°
KB Elevation = 6017.00ft

MD inc Azi TVD North East V'Sect D'Leg Build Turn
ft deg deg ft ft ft ft °/100 °/100 °/100

32 8339.00 80.20 324.58 7805.88 684.16 -305.60 745.31 9.40 7.84 -5.29

33 8371.00 81.12 324.39 7811.08 709.87 -323.95 776.73 2.93 2.88 -0.59

34 8402.00 81.87 324.25 7815.66 734.77 -341.83 807.24 2.46 2.42 -0.45

35 8434.00 82.57 324.40 7819.99 760.52 -360.32 838.79 2.24 2.19 0.47
PROJECTION TO BIT

EXT 8486.00 83.71 324.64 7826.20 802.57 -390.28 890.18 2.24 2.19 0.47

Bottom Hole Closure 892.43ft Along Azimuth

Weatherford
Client : Fidelity Exploration and Production Page: 2
Well : Cane Creek 8-1 Sidetrack Date : 4/8/2008
Location : Grand County, Utah

. File : 4013762
Formation: 7575 Dip inc: 80.2
Dip Azi : 325.82
License : UWI#:

Vertical Section Calculated Along Azimuth 330.00°
KB Elevation = 6017.00ft

MD inc Azi TVD North East V'Sect D'Leg Build Turn
ft deg deg ft ft ft ft °/100 °/100 °/100

32 8339.00 80.20 324.58 7805.88 684.16 -305.60 745.31 9.40 7.84 -5.29

33 8371.00 81.12 324.39 7811.08 709.87 -323.95 776.73 2.93 2.88 -0.59

34 8402.00 81.87 324.25 7815.66 734.77 -341.83 807.24 2.46 2.42 -0.45

35 8434.00 82.57 324.40 7819.99 760.52 -360.32 838.79 2.24 2.19 0.47
PROJECTION TO BIT

EXT 8486.00 83.71 324.64 7826.20 802.57 -390.28 890.18 2.24 2.19 0.47

Bottom Hole Closure 892.43ft Along Azimuth

Weatherford
Client : Fidelity Exploration and Production Page: 2
Well : Cane Creek 8-1 Sidetrack Date : 4/8/2008
Location : Grand County, Utah

. File : 4013762
Formation: 7575 Dip inc: 80.2
Dip Azi : 325.82
License : UWI#:

Vertical Section Calculated Along Azimuth 330.00°
KB Elevation = 6017.00ft

MD inc Azi TVD North East V'Sect D'Leg Build Turn
ft deg deg ft ft ft ft °/100 °/100 °/100

32 8339.00 80.20 324.58 7805.88 684.16 -305.60 745.31 9.40 7.84 -5.29

33 8371.00 81.12 324.39 7811.08 709.87 -323.95 776.73 2.93 2.88 -0.59

34 8402.00 81.87 324.25 7815.66 734.77 -341.83 807.24 2.46 2.42 -0.45

35 8434.00 82.57 324.40 7819.99 760.52 -360.32 838.79 2.24 2.19 0.47
PROJECTION TO BIT

EXT 8486.00 83.71 324.64 7826.20 802.57 -390.28 890.18 2.24 2.19 0.47

Bottom Hole Closure 892.43ft Along Azimuth



Job Number: 083217501224 StatelCountry: UtahlUSA

Company: Fidelity Exploration & Production Company Declination: 11.04°

m a a mmmmmmmmmm a a a mmmmmmme LeaselWell: Cane Creek 8-1 Grid: East To Gridm LTI-SHT Location: Grand County, Utah File name: F:\SURVEY\20088U~1\FIDELITY\CANE81.SVY

Rig Name: Stone #8 DatelTime: 09-Apr-08 l ii:15
maammmmmmmmmmmaamsæmmmmm

Directional Services RKB: O Curve Name: 7364' - 8309' M.D. (Magnetic)

G.L. or M.S.L.: O

We hereby certi that our survey data from
to 'gMD is, to the best of

our knowledge a and accurate account of

WINSERVESURVEY CALCULATIONS l bore

MinimurnCurvature Method 1 'ÎlÊÌ
Vertical Section Plane 324.00 Iti-Shot Date

Vertical Section Referenced to Wellhead
Rectangular Coordinates Referenced to Wellhead

Measured IncI Drift True Vertical CLOSURE Dogleg
Depth Angle Direction Vertical N-S E-W Section Distance Direction Severity

FT Deg Dog Depth FT FT FT FT Deg Deg/100

7331.00 5.02 192.94 7318.93 54.27 177.50 -60.43 185 61 73.00 .00

7364.00 32.10 313.84 7350.32 59.09 170.64 -52.50 180.58 70.90 105.81
7427.00 51.40 312.14 7397.10 87 47 140.02 -11.54 165.09 58.01 30.69
7490.00 56.90 321.64 7434.04 124.76 105.31 39.03 163.27 40.17 15.01
7553.00 58.50 325.44 7467.71 167.59 73.69 92.27 183.07 23.74 5.70

7616.00 65.70 325.34 7497.17 213.38 42.08 147.89 217.49 11.16 11.43
7679.00 67.70 325.64 7522.09 261.06 9.30 205.73 261.22 2.04 3.20
7742.00 69.70 326.14 7544.98 309.65 -23.61 264.39 310.55 355.64 3.26
7805.00 70.40 327.34 7566.47 359.17 -56.08 323.54 363.52 351.12 2.11
7868.00 71.60 327.34 7586.98 409.32 -88.23 383.01 418.72 347.84 1.90

Page

Job Number: 083217501224 StatelCountry: UtahlUSA

Company: Fidelity Exploration & Production Company Declination: 11.04°

m a a mmmmmmmmmm a a a mmmmmmme LeaselWell: Cane Creek 8-1 Grid: East To Gridm LTI-SHT Location: Grand County, Utah File name: F:\SURVEY\20088U~1\FIDELITY\CANE81.SVY

Rig Name: Stone #8 DatelTime: 09-Apr-08 l ii:15
maammmmmmmmmmmaamsæmmmmm

Directional Services RKB: O Curve Name: 7364' - 8309' M.D. (Magnetic)

G.L. or M.S.L.: O

We hereby certi that our survey data from
to 'gMD is, to the best of

our knowledge a and accurate account of

WINSERVESURVEY CALCULATIONS l bore

MinimurnCurvature Method 1 'ÎlÊÌ
Vertical Section Plane 324.00 Iti-Shot Date

Vertical Section Referenced to Wellhead
Rectangular Coordinates Referenced to Wellhead

Measured IncI Drift True Vertical CLOSURE Dogleg
Depth Angle Direction Vertical N-S E-W Section Distance Direction Severity

FT Deg Dog Depth FT FT FT FT Deg Deg/100

7331.00 5.02 192.94 7318.93 54.27 177.50 -60.43 185 61 73.00 .00

7364.00 32.10 313.84 7350.32 59.09 170.64 -52.50 180.58 70.90 105.81
7427.00 51.40 312.14 7397.10 87 47 140.02 -11.54 165.09 58.01 30.69
7490.00 56.90 321.64 7434.04 124.76 105.31 39.03 163.27 40.17 15.01
7553.00 58.50 325.44 7467.71 167.59 73.69 92.27 183.07 23.74 5.70

7616.00 65.70 325.34 7497.17 213.38 42.08 147.89 217.49 11.16 11.43
7679.00 67.70 325.64 7522.09 261.06 9.30 205.73 261.22 2.04 3.20
7742.00 69.70 326.14 7544.98 309.65 -23.61 264.39 310.55 355.64 3.26
7805.00 70.40 327.34 7566.47 359.17 -56.08 323.54 363.52 351.12 2.11
7868.00 71.60 327.34 7586.98 409.32 -88.23 383.01 418.72 347.84 1.90

Page

Job Number: 083217501224 StatelCountry: UtahlUSA

Company: Fidelity Exploration & Production Company Declination: 11.04°

m a a mmmmmmmmmm a a a mmmmmmme LeaselWell: Cane Creek 8-1 Grid: East To Gridm LTI-SHT Location: Grand County, Utah File name: F:\SURVEY\20088U~1\FIDELITY\CANE81.SVY

Rig Name: Stone #8 DatelTime: 09-Apr-08 l ii:15
maammmmmmmmmmmaamsæmmmmm

Directional Services RKB: O Curve Name: 7364' - 8309' M.D. (Magnetic)

G.L. or M.S.L.: O

We hereby certi that our survey data from
to 'gMD is, to the best of

our knowledge a and accurate account of

WINSERVESURVEY CALCULATIONS l bore

MinimurnCurvature Method 1 'ÎlÊÌ
Vertical Section Plane 324.00 Iti-Shot Date

Vertical Section Referenced to Wellhead
Rectangular Coordinates Referenced to Wellhead

Measured IncI Drift True Vertical CLOSURE Dogleg
Depth Angle Direction Vertical N-S E-W Section Distance Direction Severity

FT Deg Dog Depth FT FT FT FT Deg Deg/100

7331.00 5.02 192.94 7318.93 54.27 177.50 -60.43 185 61 73.00 .00

7364.00 32.10 313.84 7350.32 59.09 170.64 -52.50 180.58 70.90 105.81
7427.00 51.40 312.14 7397.10 87 47 140.02 -11.54 165.09 58.01 30.69
7490.00 56.90 321.64 7434.04 124.76 105.31 39.03 163.27 40.17 15.01
7553.00 58.50 325.44 7467.71 167.59 73.69 92.27 183.07 23.74 5.70

7616.00 65.70 325.34 7497.17 213.38 42.08 147.89 217.49 11.16 11.43
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7742.00 69.70 326.14 7544.98 309.65 -23.61 264.39 310.55 355.64 3.26
7805.00 70.40 327.34 7566.47 359.17 -56.08 323.54 363.52 351.12 2.11
7868.00 71.60 327.34 7586.98 409.32 -88.23 383.01 418.72 347.84 1.90
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Measured incl Drift True Vertical CLOSURE DoglegDepth Angle Direction Vertical N-S E-W Section Distance Direction SeverityFT Der Deg Depth FT FT FT FT Deg/1007931.00 69.30 330.14 7608.07 460.05 -119.04 442.16 475.21 345.49 5.567994.00 70.40 329.14 7629.77 511.08 -148.93 501.02 532.34 343.75 2.308057.00 72.30 328.24 7649.91 562.08 -179.95 560.51 590.18 342.25 3.318120.00 73.40 327.44 7668.49 613.04 -212.00 620.57 648,66 340.92 2.138183.00 77.10 326.54 7684.53 664.12 -245.19 681.40 707.93 339.74 6.03
8246.00 80.90 323.84 7696.55 714.87 -280.49 743.21 767.93 338.58 7.35
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Job Numbet"083217501224 State/Country: UtahlUSA

Company: Fidelity Exploration & Production Company Decilnation: 11.04
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Rig Name: Stone #8 Date/Time: 09-Apr-08 I 11:15

Directional Services RKB:O Curve Name: 7364' - 8309' M.D. (Magnetic)

G.L. or M.S.L: O

We hereby certi'' that our survey data from

RECEIVED °*"'°'

oùr knowledge a true and acemate account of

APRlg 2008 WIN
I n

mESm tuCr MCeUthIONS t wellnbo

Vertical Section Plane 324.00 kulti-shot Date

DN.0FOIL,GAS&MiNING Vertical Section Referenced to Wellhead
Rectangular Coordinates Referenced to Wellhead

Measured IncI Drift True Vertical CLOSURE Dogleg
Depth Angle Direction Vertical N-S E-W Section Distance Direction Severity

FT Deg Deg Depth FT FT PT FT Deg Deg/100

Tie-In Information Provided By Operator
7331.00 5.02 192.94 7318.93 54.27 177.50 -60.43 185.61 73.00 .00

7364.00 32,10 313.84 7350.32 ' 59.09 170.64 -52.50 180,58 70.90 105.81
7427.00 51,40 312.14 7397.10 87.47 140.02 -11.54 165.09 58.01 30.69
7490.00 56.90 321.64 7434.04 124.76 105.31 39.03 163.27 40.17 15.01
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7616.00 65.70 325,34 7497.17 213.38 42.08 147.89 217.49 11.16 11.43
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7742.00 69.70 326.14 7544.98 309.65 -23.61 264.39 310.55 355.64 3.26
7805.00 70.40 327.34 7566.47 359.17 -56.08 323.54 363.52 351.12 2.11
7868.00 71.60 327,34 7586.98 409.32 -88.23 383.01 418.72 347.84 1,90
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Measured Incl Drift True Vertical CLOSURE Dogleg
Depth Angle Direction Vertical, N-S E-W Section Distance Direction Severity

FT Den Den Deptif FT FT FT FT Den Deg/100

7931.00 69.30 330.14 7608.07 460,05 -119.04 442.16 475.21 345.49 5.56
7994.00 70.40 329.14 7629,77 511.08 -148.93 501.02 532.34 343.75 2.30
8057.00 72.30 328.24 7649.91 L 562.08 -179.95 560.51 590.18 342.25 3.31
8120.00 73.40 327.44 7668.49 613.04 -212.00 620.57 648.66 340.92 2.13
8183.00 77.10 326.54 7684.53 664.12 -245.19 681.40 707.93 339.74 6.03

8246.00 80.90 323.84 7696.55 714.87 -280.49 743.21 767.93 338.58 7.35
Last Survey Depth Recorded

8309 00 82 40 323 74 7705.70 765.16 -317.31 805.54 828.35 337.48 2.39
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CONFIDENTIALweanenera
Client : Fidelity Exploration and Production Page: 1
Well : Cane-Creek:Se:t Sidetrack Date : 4/8/2008
Location : Grand County, Utah File : 4013762
Formation: 7575 Dip Inc : 80.2
Dip Azi : 325.82
License : UWI #:

Vertical Section Calculated Along Azimuth 330.00°
KB Elevation = 6017.00ft

MD inc Azi TVD North East V'Sect D'Leg Build Turn
ft deg deg ft ft ft ft °/100 °/100 °/100

0 7331.00 5.02 192.94 7318.93 54.27 177.50 -41.75 0.00 0.00 0.00
1 7381.00 4.50 204.82 7368.76 50.36 176.19 -44.48 2.22 -1.04 23.76
2 7392.00 3.90 227.14 7379.73 49.71 175.73 -44,81 15.71 -5.45 202.91
3 7404.00 5.40 272.12 7391.69 49.45 174.87 -44.60 31.79 12.50 374.83
4 7439.00 17.42 304.33 7425.96 52.48 168.87 -38.98 37.60 34.34 92.03

5 7470.00 28.52 312.28 7454.47 60.10 159.53 -27.71 37.10 35.81 25.65
6 7490.00 35.60 312.40 7471.41 67.25 151.69 -17.60 35.40 35.40 0.60
7 7534.00 47.93 ': 308.77 7504.17 86.19 129.41 9.94 28,55 28.02 -8.25

8 7566.00 56.58 312.48 7523.74 102.68 110.26 33,79 28.54 27.03 11.59
9 7580.00 57.37 315.39 7531.37 110,82 101.81 45.07 18.32 5.64 20,79

10 7612.00 56.84 319,75 7548.76 130.65 83.69 71.30 11.56 -1.66 13.63
11 7643.00 57.69 322.69 7565.52 150.97 67.36 97.07 8.44 2.74 9.48
12 7675.00 58.70 323.57 7582.39 172.73 51.04 124.07 3.93 3.16 2.75
13 7707.00 62.51 323.74 7598.09 195.18 34.52 151.77 11.92 11.91 0.53
14 7738.00 65.27 322.97 7611.73 217.51 17.91 179.42 9.18 8.90 -2.48

15 7770.00 67.05 323.33 7624.67 240,93 0.36 208.48 5.66 5.56 1.13
16 7802.00 67,93 323.51 7636.92 264.67 -17.26 237.84 2.80 2.75 0.56
17 7865.00 69.53 324.03 7659.77 312.03 -51.96 296.20 2.65 2.54 0.83
18 7896.00 71.04 324.12 7670.23 335.66 -69.08 325.23 4.88 4.87 0.29
19 7928,00 70.20 324.43 7680.85 360.17 -86.70 355.27 2.78 -2.62 0.97

20 7959.00 70.67 324.40 7691.23 383.92 -103.70 384.34 1.52 1.52 -0.10

21 7990.00 71.82 324.94 7701.20 407.87 -120.68 413.56 4.06 3,71 1.74
22 8022.00 70.56 325.28 7711.51 432.72 -138.00 443.74 4.06 -3.94 1.06
23 8054.00 69.20 325.82 7722.52 457.49 -155.00 473.70 4.54 -4.25 1.69
24 8085.00 69.41 326.25 7733.48 481.54 -171.20 502.63 1.46 0.68 1.39

25 8117.00 70.44 326.51 7744.46 506.57 -187.84 532.63 3.31 3.22 0.81
26 8149.00 71.23 326.42 7754.97 531.77 -204.54 562.79 2.48 2.47 -0.28

27 8182.00 72.47 328.82 7765.25 557.95 -221.79 594.10 3.93 3.76 1.21
28 8213.00 73.02 326.65 7774.44 582.71 -238.03 623.65 1.85 1.77 -0.55

29 8245.00 73.49 326.88 7783.66 608.34 -254.83 654.25 1.62 1.47 0.72

30 8276.00 74.34 326.64 7792.25 633.25 -271.15 683.99 2.84 2.74 -0.77

31 8308.00 77.77 326.22 7799.96 659.12 -288.32 714.98 10.79 10.72
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15 7770.00 67.05 323.33 7624.67 240,93 0.36 208.48 5.66 5.56 1.13
16 7802.00 67,93 323.51 7636.92 264.67 -17.26 237.84 2.80 2.75 0.56
17 7865.00 69.53 324.03 7659.77 312.03 -51.96 296.20 2.65 2.54 0.83
18 7896.00 71.04 324.12 7670.23 335.66 -69.08 325.23 4.88 4.87 0.29
19 7928,00 70.20 324.43 7680.85 360.17 -86.70 355.27 2.78 -2.62 0.97

20 7959.00 70.67 324.40 7691.23 383.92 -103.70 384.34 1.52 1.52 -0.10

21 7990.00 71.82 324.94 7701.20 407.87 -120.68 413.56 4.06 3,71 1.74
22 8022.00 70.56 325.28 7711.51 432.72 -138.00 443.74 4.06 -3.94 1.06
23 8054.00 69.20 325.82 7722.52 457.49 -155.00 473.70 4.54 -4.25 1.69
24 8085.00 69.41 326.25 7733.48 481.54 -171.20 502.63 1.46 0.68 1.39

25 8117.00 70.44 326.51 7744.46 506.57 -187.84 532.63 3.31 3.22 0.81
26 8149.00 71.23 326.42 7754.97 531.77 -204.54 562.79 2.48 2.47 -0.28

27 8182.00 72.47 328.82 7765.25 557.95 -221.79 594.10 3.93 3.76 1.21
28 8213.00 73.02 326.65 7774.44 582.71 -238.03 623.65 1.85 1.77 -0.55

29 8245.00 73.49 326.88 7783.66 608.34 -254.83 654.25 1.62 1.47 0.72

30 8276.00 74.34 326.64 7792.25 633.25 -271.15 683.99 2.84 2.74 -0.77

31 8308.00 77.77 326.22 7799.96 659.12 -288.32 714.98 10.79 10.72

CONFIDENTIALweanenera
Client : Fidelity Exploration and Production Page: 1
Well : Cane-Creek:Se:t:Sidetrack Date : 4/8/2008
Location : Grand County, Utah File : 4013762
Formation: 7575 Dip Inc : 80.2
Dip Azi : 325.82
License : UWI #:

Vertical Section Calculated Along Azimuth 330.00°
KB Elevation = 6017.00ft

MD inc Azi TVD North East V'Sect D'Leg Build Turn
ft deg deg ft ft ft ft °/100 °/100 °/100

0 7331.00 5.02 192.94 7318.93 54.27 177.50 -41.75 0.00 0.00 0.00
1 7381.00 4.50 204.82 7368.76 50.36 176.19 -44.48 2.22 -1.04 23.76
2 7392.00 3.90 227.14 7379.73 49.71 175.73 -44,81 15.71 -5.45 202.91
3 7404.00 5.40 272.12 7391.69 49.45 174.87 -44.60 31.79 12.50 374.83
4 7439.00 17.42 304.33 7425.96 52.48 168.87 -38.98 37.60 34.34 92.03

5 7470.00 28.52 312.28 7454.47 60.10 159.53 -27.71 37.10 35.81 25.65
6 7490.00 35.60 312.40 7471.41 67.25 151.69 -17.60 35.40 35.40 0.60
7 7534.00 47.93 ': 308.77 7504.17 86.19 129.41 9.94 28,55 28.02 -8.25

8 7566.00 56.58 312.48 7523.74 102.68 110.26 33,79 28.54 27.03 11.59
9 7580.00 57.37 315.39 7531.37 110,82 101.81 45.07 18.32 5.64 20,79

10 7612.00 56.84 319,75 7548.76 130.65 83.69 71.30 11.56 -1.66 13.63
11 7643.00 57.69 322.69 7565.52 150.97 67.36 97.07 8.44 2.74 9.48
12 7675.00 58.70 323.57 7582.39 172.73 51.04 124.07 3.93 3.16 2.75
13 7707.00 62.51 323.74 7598.09 195.18 34.52 151.77 11.92 11.91 0.53
14 7738.00 65.27 322.97 7611.73 217.51 17.91 179.42 9.18 8.90 -2.48

15 7770.00 67.05 323.33 7624.67 240,93 0.36 208.48 5.66 5.56 1.13
16 7802.00 67,93 323.51 7636.92 264.67 -17.26 237.84 2.80 2.75 0.56
17 7865.00 69.53 324.03 7659.77 312.03 -51.96 296.20 2.65 2.54 0.83
18 7896.00 71.04 324.12 7670.23 335.66 -69.08 325.23 4.88 4.87 0.29
19 7928,00 70.20 324.43 7680.85 360.17 -86.70 355.27 2.78 -2.62 0.97

20 7959.00 70.67 324.40 7691.23 383.92 -103.70 384.34 1.52 1.52 -0.10

21 7990.00 71.82 324.94 7701.20 407.87 -120.68 413.56 4.06 3,71 1.74
22 8022.00 70.56 325.28 7711.51 432.72 -138.00 443.74 4.06 -3.94 1.06
23 8054.00 69.20 325.82 7722.52 457.49 -155.00 473.70 4.54 -4.25 1.69
24 8085.00 69.41 326.25 7733.48 481.54 -171.20 502.63 1.46 0.68 1.39

25 8117.00 70.44 326.51 7744.46 506.57 -187.84 532.63 3.31 3.22 0.81
26 8149.00 71.23 326.42 7754.97 531.77 -204.54 562.79 2.48 2.47 -0.28

27 8182.00 72.47 328.82 7765.25 557.95 -221.79 594.10 3.93 3.76 1.21
28 8213.00 73.02 326.65 7774.44 582.71 -238.03 623.65 1.85 1.77 -0.55

29 8245.00 73.49 326.88 7783.66 608.34 -254.83 654.25 1.62 1.47 0.72

30 8276.00 74.34 326.64 7792.25 633.25 -271.15 683.99 2.84 2.74 -0.77

31 8308.00 77.77 326.22 7799.96 659.12 -288.32 714.98 10.79 10.72
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Weatherford
Client : Fidelity Exploration and Production Page: 2
Well : Cane Creek 8-1 Sidetrack Date : 4/8/2008
Location : Grand County, Utah File : 4013762
Formation: 7575 Dip inc: 80.2
Dip Azi : 325.82
License : UWl #:

Vertical Section Calculated Along Azimuth 330.00°
KB Elevation = 6017.00ft

MD inc Azi TVD North East V'Sect D'Leg Build Turn
ft deg deg ft ft it ft °/100 °/100 °/100

32 8339.00 80.20 324.58 7805.88 684,16 -305.60 745.31 9.40 7.84 -5.29

33 8371.00 81.12 324.39 7811.08 709.87 -323.95 776.73 2.93 2.88 -0.59

34 8402.00 81.87 324.25 7815.66 734.77 -341.83 807.24 2.46 2.42 -0.45

35 8434.00 82.57 324.40 7819.99 760.52 -360.32 838.79 2.24 2.19 0.47
PROJECTION TO BIT

EXT 8486.00 83.71 324.64 7826.20 802.57 -390.28 890.18 2.24 2.19 0.47

Bottom Hole Closure 892.43ft Along Azimuth 334.07°
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SURVEY
Survey Calculation Method: Minimum Curvature

Magnetic Target Total Magnetic Magnetic Grid TotalReference Direction Magnetic Field Dip Angle Declination Convergence Correction
True North 330.00 deg 51863 nT 64.71 deg 11.40 deg 0.00 deg 11,40 deg

Survey Depth INC AZ TVD NS EWTie-On 7331.00 ft 5.02 deg 192.94 deg 7318,93 ft 64.27 ft 177.50 ft

Well HeadTime Depth lne Azm TVD NS EW VSect Dogleg(ft) (deg) (deg) (ft) (ft) (ft) (ft) (deg/100ft)
03/11/08 06:04 51 7381.00 4.50 204.82 7368.76 50.36 176.19 -44.48 2.22
03/11/08 06:05:35 7392.00 3.90 227.14 7379.73 49.71 175.73 -44,81 15.7103/11/08 06:06:05 7404.00 5.40 272.12 7391.69 49.45 174.87 -44.60 31.7903/13/08 09:01:35 7439.00 17.42 304.33 7425.96 52.48 168.87 -38.98 37.6103/13/08 14:29:00 7470.00 28.52 312.28 7454,47 80.11 159,53 -27.71 37.1103/13/08 18:19:07 7502.00 38.36 312.49 7481.14 71.98 148.52 -10.92 30.7303/13/08 23:53:31 7534.00 47.93 308,77 7504.46 86,16 129.90 9.67 30.9503/14/08 04:02:44 7565.00 56.58 312.48 7523.42 102.14 111,34 32.78 29.4503/16/08 07:31:59 7580.00 59.42 316.83 7531.37 111.08 102.30 45.04 31.03
03/16/08 11:09:08 7612.00 67.97 322,29 7545.55 132.91 83.76 73.22 30.7503í16/OS 14:14:47 7643.00 70,10 324.02 7556.64 156.08 66.41 101.96 8.6403/16/08 18:50:50 7674.00 72.60 324.52 7566.55 179.92 49.26 131.19 8.2103/17|OS 02:39:41 7706.00 75.81 324.33 7575.26 204.96 31.35 161.83 10.0203/17/08 07:56:24 7738,00 77.81 324.37 7582.57 230.28 13.19 192.83 6.2503/17/08 09:12:11 7769.00 78.46 324.54 7588.94 254.96 -4.45 223.03 2.1803/17/08 11:25:51 7801.00 79.14 324,03 7595.16 280.45 -22.77 254.26 2,6303/17/08 13:22:30 7833.00 79.73 324.23 7601.02 305.94 -41.20 285.55 1.9403/17/08 15:13:14 7864.00 78.33 324.61 7606.92 330.69 -58.91 315.84 4.6703/17/08 17:15:01 7896.00 76,87 325.34 7613.79 356.28 -76.85 346.97 5.0603/17/08 18:36:42 7927.00 75.40 325.67 7621.22 381.09 -93.90 376.98 4.8803/17/08 21:32:19 7958.00 75.16 326.26 7629.10 405.93 -110.68 406.89 1.9903/17/08 22:55 10 7990.00 75,80 326.03 7637.12 431.68 -127.94 437.79 2.1203/18/08 00:42:17 8022.00 76.41 326.22 7644.80 457.45 -145.25 468.79 1.9903/18/08 02:28:45 8053,00 75.82 326.36 7652.24 482.48 -161.95 498.82 1.9603/18/08 04:59:13 808500 73.99 327.05 7660.58 508.30 -178.91 529.66 6.0803/18/08 07:01:56 8116.00 72.61 327.49 7669.48 533.28 -194.97 559.32 4.6403/18/08 08:31:25 8148.00 71.17 327.77 7679.43 558.97 -211.25 589,71 4,6003/18/08 10:42:06 8180.00 71.21 327.72 7689.75 584,58 -227.42 619.97 0.2103/19/08 15:59:47 8212.00 71.81 327.12 7699.90 610.15 -243,76 650.29 2.5603/20/08 12:34:40 8244.00 72.66 327.54 7709.66 635.80 -260.21 680,73 2.9403/20/06 22:22:30 8276.00 74.57 327.14 7718 69 661.65 -276.78 711.40 6.0903/21/08 03:53:57 8307.00 76.76 326.79 7726.36 686.82 -293.16 741.39 7.1503/21/08 06:12:36 8338.00 75.23 - - 326.03 7733 87 711.88 -309.80 771.40 5,4803/21/08 09:57:12 8370.00 75.17 326.24 7742.04 737.57 -327.04 802.27 0.66

Vertical Section is 16572 R iloiigthTtarget direction of 330,00 deg at a_measured depth of 24718.90 ftHorizontal Displacement is 16599.50 ft along the well bore azimuth of 326.71 deg.The total correctionis 11.40 deg relative to True North.

COMPANY Fidelity Explorationaanleitord°
WELL Cane Creek 8-1
RELD Grand

SURVEY
Survey Calculation Method: Minimum Curvature

Magnetic Target Total Magnetic Magnetic Grid TotalReference Direction Magnetic Field Dip Angle Declination Convergence Correction
True North 330.00 deg 51863 nT 64.71 deg 11.40 deg 0.00 deg 11,40 deg

Survey Depth INC AZ TVD NS EWTie-On 7331.00 ft 5.02 deg 192.94 deg 7318,93 ft 64.27 ft 177.50 ft

Well HeadTime Depth lne Azm TVD NS EW VSect Dogleg(ft) (deg) (deg) (ft) (ft) (ft) (ft) (deg/100ft)
03/11/08 06:04 51 7381.00 4.50 204.82 7368.76 50.36 176.19 -44.48 2.22
03/11/08 06:05:35 7392.00 3.90 227.14 7379.73 49.71 175.73 -44,81 15.7103/11/08 06:06:05 7404.00 5.40 272.12 7391.69 49.45 174.87 -44.60 31.7903/13/08 09:01:35 7439.00 17.42 304.33 7425.96 52.48 168.87 -38.98 37.6103/13/08 14:29:00 7470.00 28.52 312.28 7454,47 80.11 159,53 -27.71 37.1103/13/08 18:19:07 7502.00 38.36 312.49 7481.14 71.98 148.52 -10.92 30.7303/13/08 23:53:31 7534.00 47.93 308,77 7504.46 86,16 129.90 9.67 30.9503/14/08 04:02:44 7565.00 56.58 312.48 7523.42 102.14 111,34 32.78 29.4503/16/08 07:31:59 7580.00 59.42 316.83 7531.37 111.08 102.30 45.04 31.03
03/16/08 11:09:08 7612.00 67.97 322,29 7545.55 132.91 83.76 73.22 30.7503í16/OS 14:14:47 7643.00 70,10 324.02 7556.64 156.08 66.41 101.96 8.64
03/16/08 18:50:50 7674.00 72.60 324.52 7566.55 179.92 49.26 131.19 8.2103/17|OS 02:39:41 7706.00 75.81 324.33 7575.26 204.96 31.35 161.83 10.0203/17/08 07:56:24 7738,00 77.81 324.37 7582.57 230.28 13.19 192.83 6.2503/17/08 09:12:11 7769.00 78.46 324.54 7588.94 254.96 -4.45 223.03 2.1803/17/08 11:25:51 7801.00 79.14 324,03 7595.16 280.45 -22.77 254.26 2,6303/17/08 13:22:30 7833.00 79.73 324.23 7601.02 305.94 -41.20 285.55 1.9403/17/08 15:13:14 7864.00 78.33 324.61 7606.92 330.69 -58.91 315.84 4.6703/17/08 17:15:01 7896.00 76,87 325.34 7613.79 356.28 -76.85 346.97 5.0603/17/08 18:36:42 7927.00 75.40 325.67 7621.22 381.09 -93.90 376.98 4.8803/17/08 21:32:19 7958.00 75.16 326.26 7629.10 405.93 -110.68 406.89 1.9903/17/08 22:55 10 7990.00 75,80 326.03 7637.12 431.68 -127.94 437.79 2.1203/18/08 00:42:17 8022.00 76.41 326.22 7644.80 457.45 -145.25 468.79 1.9903/18/08 02:28:45 8053,00 75.82 326.36 7652.24 482.48 -161.95 498.82 1.9603/18/08 04:59:13 808500 73.99 327.05 7660.58 508.30 -178.91 529.66 6.0803/18/08 07:01:56 8116.00 72.61 327.49 7669.48 533.28 -194.97 559.32 4.6403/18/08 08:31:25 8148.00 71.17 327.77 7679.43 558.97 -211.25 589,71 4,6003/18/08 10:42:06 8180.00 71.21 327.72 7689.75 584,58 -227.42 619.97 0.2103/19/08 15:59:47 8212.00 71.81 327.12 7699.90 610.15 -243,76 650.29 2.5603/20/08 12:34:40 8244.00 72.66 327.54 7709.66 635.80 -260.21 680,73 2.9403/20/06 22:22:30 8276.00 74.57 327.14 7718 69 661.65 -276.78 711.40 6.0903/21/08 03:53:57 8307.00 76.76 326.79 7726.36 686.82 -293.16 741.39 7.1503/21/08 06:12:36 8338.00 75.23 - - 326.03 7733 87 711.88 -309.80 771.40 5,4803/21/08 09:57:12 8370.00 75.17 326.24 7742.04 737.57 -327.04 802.27 0.66

Vertical Section is 16572 R iloiigthTtarget direction of 330,00 deg at a_measured depth of 24718.90 ftHorizontal Displacement is 16599.50 ft along the well bore azimuth of 326.71 deg.The total correctionis 11.40 deg relative to True North.

COMPANY Fidelity Explorationaanleitord°
WELL Cane Creek 8-1
RELD Grand

SURVEY
Survey Calculation Method: Minimum Curvature

Magnetic Target Total Magnetic Magnetic Grid TotalReference Direction Magnetic Field Dip Angle Declination Convergence Correction
True North 330.00 deg 51863 nT 64.71 deg 11.40 deg 0.00 deg 11,40 deg

Survey Depth INC AZ TVD NS EWTie-On 7331.00 ft 5.02 deg 192.94 deg 7318,93 ft 64.27 ft 177.50 ft
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03/11/08 06:04 51 7381.00 4.50 204.82 7368.76 50.36 176.19 -44.48 2.22
03/11/08 06:05:35 7392.00 3.90 227.14 7379.73 49.71 175.73 -44,81 15.7103/11/08 06:06:05 7404.00 5.40 272.12 7391.69 49.45 174.87 -44.60 31.7903/13/08 09:01:35 7439.00 17.42 304.33 7425.96 52.48 168.87 -38.98 37.6103/13/08 14:29:00 7470.00 28.52 312.28 7454,47 80.11 159,53 -27.71 37.1103/13/08 18:19:07 7502.00 38.36 312.49 7481.14 71.98 148.52 -10.92 30.7303/13/08 23:53:31 7534.00 47.93 308,77 7504.46 86,16 129.90 9.67 30.9503/14/08 04:02:44 7565.00 56.58 312.48 7523.42 102.14 111,34 32.78 29.4503/16/08 07:31:59 7580.00 59.42 316.83 7531.37 111.08 102.30 45.04 31.03
03/16/08 11:09:08 7612.00 67.97 322,29 7545.55 132.91 83.76 73.22 30.7503í16/OS 14:14:47 7643.00 70,10 324.02 7556.64 156.08 66.41 101.96 8.64
03/16/08 18:50:50 7674.00 72.60 324.52 7566.55 179.92 49.26 131.19 8.2103/17|OS 02:39:41 7706.00 75.81 324.33 7575.26 204.96 31.35 161.83 10.0203/17/08 07:56:24 7738,00 77.81 324.37 7582.57 230.28 13.19 192.83 6.2503/17/08 09:12:11 7769.00 78.46 324.54 7588.94 254.96 -4.45 223.03 2.1803/17/08 11:25:51 7801.00 79.14 324,03 7595.16 280.45 -22.77 254.26 2,6303/17/08 13:22:30 7833.00 79.73 324.23 7601.02 305.94 -41.20 285.55 1.9403/17/08 15:13:14 7864.00 78.33 324.61 7606.92 330.69 -58.91 315.84 4.6703/17/08 17:15:01 7896.00 76,87 325.34 7613.79 356.28 -76.85 346.97 5.0603/17/08 18:36:42 7927.00 75.40 325.67 7621.22 381.09 -93.90 376.98 4.8803/17/08 21:32:19 7958.00 75.16 326.26 7629.10 405.93 -110.68 406.89 1.9903/17/08 22:55 10 7990.00 75,80 326.03 7637.12 431.68 -127.94 437.79 2.1203/18/08 00:42:17 8022.00 76.41 326.22 7644.80 457.45 -145.25 468.79 1.9903/18/08 02:28:45 8053,00 75.82 326.36 7652.24 482.48 -161.95 498.82 1.9603/18/08 04:59:13 808500 73.99 327.05 7660.58 508.30 -178.91 529.66 6.0803/18/08 07:01:56 8116.00 72.61 327.49 7669.48 533.28 -194.97 559.32 4.6403/18/08 08:31:25 8148.00 71.17 327.77 7679.43 558.97 -211.25 589,71 4,6003/18/08 10:42:06 8180.00 71.21 327.72 7689.75 584,58 -227.42 619.97 0.2103/19/08 15:59:47 8212.00 71.81 327.12 7699.90 610.15 -243,76 650.29 2.5603/20/08 12:34:40 8244.00 72.66 327.54 7709.66 635.80 -260.21 680,73 2.9403/20/06 22:22:30 8276.00 74.57 327.14 7718 69 661.65 -276.78 711.40 6.0903/21/08 03:53:57 8307.00 76.76 326.79 7726.36 686.82 -293.16 741.39 7.1503/21/08 06:12:36 8338.00 75.23 - - 326.03 7733 87 711.88 -309.80 771.40 5,4803/21/08 09:57:12 8370.00 75.17 326.24 7742.04 737.57 -327.04 802.27 0.66

Vertical Section is 16572 R iloiigthTtarget direction of 330,00 deg at a_measured depth of 24718.90 ftHorizontal Displacement is 16599.50 ft along the well bore azimuth of 326.71 deg.The total correctionis 11.40 deg relative to True North.

COMPANY Fidelity Explorationaanleitord°
WELL Cane Creek 8-1
RELD Grand

SURVEY
Survey Calculation Method: Minimum Curvature

Magnetic Target Total Magnetic Magnetic Grid TotalReference Direction Magnetic Field Dip Angle Declination Convergence Correction
True North 330.00 deg 51863 nT 64.71 deg 11.40 deg 0.00 deg 11,40 deg

Survey Depth INC AZ TVD NS EWTie-On 7331.00 ft 5.02 deg 192.94 deg 7318,93 ft 64.27 ft 177.50 ft

Well HeadTime Depth lne Azm TVD NS EW VSect Dogleg(ft) (deg) (deg) (ft) (ft) (ft) (ft) (deg/100ft)
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03/11/08 06:05:35 7392.00 3.90 227.14 7379.73 49.71 175.73 -44,81 15.7103/11/08 06:06:05 7404.00 5.40 272.12 7391.69 49.45 174.87 -44.60 31.7903/13/08 09:01:35 7439.00 17.42 304.33 7425.96 52.48 168.87 -38.98 37.6103/13/08 14:29:00 7470.00 28.52 312.28 7454,47 80.11 159,53 -27.71 37.1103/13/08 18:19:07 7502.00 38.36 312.49 7481.14 71.98 148.52 -10.92 30.7303/13/08 23:53:31 7534.00 47.93 308,77 7504.46 86,16 129.90 9.67 30.9503/14/08 04:02:44 7565.00 56.58 312.48 7523.42 102.14 111,34 32.78 29.4503/16/08 07:31:59 7580.00 59.42 316.83 7531.37 111.08 102.30 45.04 31.03
03/16/08 11:09:08 7612.00 67.97 322,29 7545.55 132.91 83.76 73.22 30.7503í16/OS 14:14:47 7643.00 70,10 324.02 7556.64 156.08 66.41 101.96 8.64
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Vertical Section is 16572 R iloiigthTtarget direction of 330,00 deg at a_measured depth of 24718.90 ftHorizontal Displacement is 16599.50 ft along the well bore azimuth of 326.71 deg.The total correctionis 11.40 deg relative to True North.

COMPANY Fidelity Explorationaanleitord°
WELL Cane Creek 8-1
RELD Grand

SURVEY
Survey Calculation Method: Minimum Curvature

Magnetic Target Total Magnetic Magnetic Grid TotalReference Direction Magnetic Field Dip Angle Declination Convergence Correction
True North 330.00 deg 51863 nT 64.71 deg 11.40 deg 0.00 deg 11,40 deg

Survey Depth INC AZ TVD NS EWTie-On 7331.00 ft 5.02 deg 192.94 deg 7318,93 ft 64.27 ft 177.50 ft

Well HeadTime Depth lne Azm TVD NS EW VSect Dogleg(ft) (deg) (deg) (ft) (ft) (ft) (ft) (deg/100ft)
03/11/08 06:04 51 7381.00 4.50 204.82 7368.76 50.36 176.19 -44.48 2.22
03/11/08 06:05:35 7392.00 3.90 227.14 7379.73 49.71 175.73 -44,81 15.7103/11/08 06:06:05 7404.00 5.40 272.12 7391.69 49.45 174.87 -44.60 31.7903/13/08 09:01:35 7439.00 17.42 304.33 7425.96 52.48 168.87 -38.98 37.6103/13/08 14:29:00 7470.00 28.52 312.28 7454,47 80.11 159,53 -27.71 37.1103/13/08 18:19:07 7502.00 38.36 312.49 7481.14 71.98 148.52 -10.92 30.7303/13/08 23:53:31 7534.00 47.93 308,77 7504.46 86,16 129.90 9.67 30.9503/14/08 04:02:44 7565.00 56.58 312.48 7523.42 102.14 111,34 32.78 29.4503/16/08 07:31:59 7580.00 59.42 316.83 7531.37 111.08 102.30 45.04 31.03
03/16/08 11:09:08 7612.00 67.97 322,29 7545.55 132.91 83.76 73.22 30.7503í16/OS 14:14:47 7643.00 70,10 324.02 7556.64 156.08 66.41 101.96 8.64
03/16/08 18:50:50 7674.00 72.60 324.52 7566.55 179.92 49.26 131.19 8.2103/17|OS 02:39:41 7706.00 75.81 324.33 7575.26 204.96 31.35 161.83 10.0203/17/08 07:56:24 7738,00 77.81 324.37 7582.57 230.28 13.19 192.83 6.2503/17/08 09:12:11 7769.00 78.46 324.54 7588.94 254.96 -4.45 223.03 2.1803/17/08 11:25:51 7801.00 79.14 324,03 7595.16 280.45 -22.77 254.26 2,6303/17/08 13:22:30 7833.00 79.73 324.23 7601.02 305.94 -41.20 285.55 1.9403/17/08 15:13:14 7864.00 78.33 324.61 7606.92 330.69 -58.91 315.84 4.6703/17/08 17:15:01 7896.00 76,87 325.34 7613.79 356.28 -76.85 346.97 5.0603/17/08 18:36:42 7927.00 75.40 325.67 7621.22 381.09 -93.90 376.98 4.8803/17/08 21:32:19 7958.00 75.16 326.26 7629.10 405.93 -110.68 406.89 1.9903/17/08 22:55 10 7990.00 75,80 326.03 7637.12 431.68 -127.94 437.79 2.1203/18/08 00:42:17 8022.00 76.41 326.22 7644.80 457.45 -145.25 468.79 1.9903/18/08 02:28:45 8053,00 75.82 326.36 7652.24 482.48 -161.95 498.82 1.9603/18/08 04:59:13 808500 73.99 327.05 7660.58 508.30 -178.91 529.66 6.0803/18/08 07:01:56 8116.00 72.61 327.49 7669.48 533.28 -194.97 559.32 4.6403/18/08 08:31:25 8148.00 71.17 327.77 7679.43 558.97 -211.25 589,71 4,6003/18/08 10:42:06 8180.00 71.21 327.72 7689.75 584,58 -227.42 619.97 0.2103/19/08 15:59:47 8212.00 71.81 327.12 7699.90 610.15 -243,76 650.29 2.5603/20/08 12:34:40 8244.00 72.66 327.54 7709.66 635.80 -260.21 680,73 2.9403/20/06 22:22:30 8276.00 74.57 327.14 7718 69 661.65 -276.78 711.40 6.0903/21/08 03:53:57 8307.00 76.76 326.79 7726.36 686.82 -293.16 741.39 7.1503/21/08 06:12:36 8338.00 75.23 - - 326.03 7733 87 711.88 -309.80 771.40 5,4803/21/08 09:57:12 8370.00 75.17 326.24 7742.04 737.57 -327.04 802.27 0.66

Vertical Section is 16572 R iloiigthTtarget direction of 330,00 deg at a_measured depth of 24718.90 ftHorizontal Displacement is 16599.50 ft along the well bore azimuth of 326.71 deg.The total correctionis 11.40 deg relative to True North.

COMPANY Fidelity Explorationaanleitord°
WELL Cane Creek 8-1
RELD Grand

SURVEY
Survey Calculation Method: Minimum Curvature

Magnetic Target Total Magnetic Magnetic Grid TotalReference Direction Magnetic Field Dip Angle Declination Convergence Correction
True North 330.00 deg 51863 nT 64.71 deg 11.40 deg 0.00 deg 11,40 deg

Survey Depth INC AZ TVD NS EWTie-On 7331.00 ft 5.02 deg 192.94 deg 7318,93 ft 64.27 ft 177.50 ft

Well HeadTime Depth lne Azm TVD NS EW VSect Dogleg(ft) (deg) (deg) (ft) (ft) (ft) (ft) (deg/100ft)
03/11/08 06:04 51 7381.00 4.50 204.82 7368.76 50.36 176.19 -44.48 2.22
03/11/08 06:05:35 7392.00 3.90 227.14 7379.73 49.71 175.73 -44,81 15.7103/11/08 06:06:05 7404.00 5.40 272.12 7391.69 49.45 174.87 -44.60 31.7903/13/08 09:01:35 7439.00 17.42 304.33 7425.96 52.48 168.87 -38.98 37.6103/13/08 14:29:00 7470.00 28.52 312.28 7454,47 80.11 159,53 -27.71 37.1103/13/08 18:19:07 7502.00 38.36 312.49 7481.14 71.98 148.52 -10.92 30.7303/13/08 23:53:31 7534.00 47.93 308,77 7504.46 86,16 129.90 9.67 30.9503/14/08 04:02:44 7565.00 56.58 312.48 7523.42 102.14 111,34 32.78 29.4503/16/08 07:31:59 7580.00 59.42 316.83 7531.37 111.08 102.30 45.04 31.03
03/16/08 11:09:08 7612.00 67.97 322,29 7545.55 132.91 83.76 73.22 30.7503í16/OS 14:14:47 7643.00 70,10 324.02 7556.64 156.08 66.41 101.96 8.64
03/16/08 18:50:50 7674.00 72.60 324.52 7566.55 179.92 49.26 131.19 8.2103/17|OS 02:39:41 7706.00 75.81 324.33 7575.26 204.96 31.35 161.83 10.0203/17/08 07:56:24 7738,00 77.81 324.37 7582.57 230.28 13.19 192.83 6.2503/17/08 09:12:11 7769.00 78.46 324.54 7588.94 254.96 -4.45 223.03 2.1803/17/08 11:25:51 7801.00 79.14 324,03 7595.16 280.45 -22.77 254.26 2,6303/17/08 13:22:30 7833.00 79.73 324.23 7601.02 305.94 -41.20 285.55 1.9403/17/08 15:13:14 7864.00 78.33 324.61 7606.92 330.69 -58.91 315.84 4.6703/17/08 17:15:01 7896.00 76,87 325.34 7613.79 356.28 -76.85 346.97 5.0603/17/08 18:36:42 7927.00 75.40 325.67 7621.22 381.09 -93.90 376.98 4.8803/17/08 21:32:19 7958.00 75.16 326.26 7629.10 405.93 -110.68 406.89 1.9903/17/08 22:55 10 7990.00 75,80 326.03 7637.12 431.68 -127.94 437.79 2.1203/18/08 00:42:17 8022.00 76.41 326.22 7644.80 457.45 -145.25 468.79 1.9903/18/08 02:28:45 8053,00 75.82 326.36 7652.24 482.48 -161.95 498.82 1.9603/18/08 04:59:13 808500 73.99 327.05 7660.58 508.30 -178.91 529.66 6.0803/18/08 07:01:56 8116.00 72.61 327.49 7669.48 533.28 -194.97 559.32 4.6403/18/08 08:31:25 8148.00 71.17 327.77 7679.43 558.97 -211.25 589,71 4,6003/18/08 10:42:06 8180.00 71.21 327.72 7689.75 584,58 -227.42 619.97 0.2103/19/08 15:59:47 8212.00 71.81 327.12 7699.90 610.15 -243,76 650.29 2.5603/20/08 12:34:40 8244.00 72.66 327.54 7709.66 635.80 -260.21 680,73 2.9403/20/06 22:22:30 8276.00 74.57 327.14 7718 69 661.65 -276.78 711.40 6.0903/21/08 03:53:57 8307.00 76.76 326.79 7726.36 686.82 -293.16 741.39 7.1503/21/08 06:12:36 8338.00 75.23 - - 326.03 7733 87 711.88 -309.80 771.40 5,4803/21/08 09:57:12 8370.00 75.17 326.24 7742.04 737.57 -327.04 802.27 0.66

Vertical Section is 16572 R iloiigthTtarget direction of 330,00 deg at a_measured depth of 24718.90 ftHorizontal Displacement is 16599.50 ft along the well bore azimuth of 326.71 deg.The total correctionis 11.40 deg relative to True North.

COMPANY Fidelity Explorationaanleitord°
WELL Cane Creek 8-1
RELD Grand



6 Inch - True Vertical Depth

ROP INC
fph ) 0 0 ( deg ) 100
GL -- - AN.- IBE

AAPI) 150 0 (deg) 360100 (F) 400
I :

OP M

I

I

7500
TVD I

l i

I I

I

ROP NC EMP

I I l iII.ill I
lil l I I

I

I l

7600
TVD

lil

6 Inch - True Vertical Depth

ROP INC
fph ) 0 0 ( deg ) 100
GL -- - AN.- IBE

AAPI) 150 0 (deg) 360100 (F) 400
I :

OP M

I

I

7500
TVD I

l i

I I

I

ROP NC EMP

I I l iII.ill I
lil l I I

I

I l

7600
TVD

lil

6 Inch - True Vertical Depth

ROP INC
fph ) 0 0 ( deg ) 100
GL -- - AN.- IBE

AAPI) 150 0 (deg) 360100 (F) 400
I :

OP M

I

I

7500
TVD I

l i

I I

I

ROP NC EMP

I I l iII.ill I
lil l I I

I

I l

7600
TVD

lil

6 Inch - True Vertical Depth

ROP INC
fph ) 0 0 ( deg ) 100
GL -- - AN.- IBE

AAPI) 150 0 (deg) 360100 (F) 400
I :

OP M

I

I

7500
TVD I

l i

I I

I

ROP NC EMP

I I l iII.ill I
lil l I I

I

I l

7600
TVD

lil

6 Inch - True Vertical Depth

ROP INC
fph ) 0 0 ( deg ) 100
GL -- - AN.- IBE

AAPI) 150 0 (deg) 360100 (F) 400
I :

OP M

I

I

7500
TVD I

l i

I I

I

ROP NC EMP

I I l iII.ill I
lil l I I

I

I l

7600
TVD

lil

6 Inch - True Vertical Depth

ROP INC
fph ) 0 0 ( deg ) 100
GL -- - AN.- IBE

AAPI) 150 0 (deg) 360100 (F) 400
I :

OP M

I

I

7500
TVD I

l i

I I

I

ROP NC EMP

I I l iII.ill I
lil l I I

I

I l

7600
TVD

lil



yu lill ifll!

| |

7700
TVD

I
NC EM

ROP INC. .0

0 ( deg ) 100
GR AZM TEMP

SURVEY
Survey Calculaton Method: Minimum Curvature

Magnetic Target Total Magnetic Magnetic Grid Total
Reference Dírection Magnetic Field DipAngle Declination Convergence Correction
True North 330.00 deg StS63 nT 64.71 deg 11.40 deg 0.00 deg 11.40 deg

Survey Depth lNC AZ TVD NS EW
Tie-On 7331.00 ft 5.02 deg 192.94 deg 7318.93 ft 64.27 ft 177.50 ft

Well Head
Time Depth inc Azm TVD NS EW VSect Dogleg

(ft) (deal Ideal fft) Ifa fin to M.

yu lill ifll!

| |

7700
TVD

I
NC EM

ROP INC. .0

0 ( deg ) 100
GR AZM TEMP

SURVEY
Survey Calculaton Method: Minimum Curvature

Magnetic Target Total Magnetic Magnetic Grid Total
Reference Dírection Magnetic Field DipAngle Declination Convergence Correction
True North 330.00 deg StS63 nT 64.71 deg 11.40 deg 0.00 deg 11.40 deg

Survey Depth lNC AZ TVD NS EW
Tie-On 7331.00 ft 5.02 deg 192.94 deg 7318.93 ft 64.27 ft 177.50 ft

Well Head
Time Depth inc Azm TVD NS EW VSect Dogleg

(ft) (deal Ideal fft) Ifa fin to M.

yu lill ifll!

| |

7700
TVD

I
NC EM

ROP INC. .0

0 ( deg ) 100
GR AZM TEMP

SURVEY
Survey Calculaton Method: Minimum Curvature

Magnetic Target Total Magnetic Magnetic Grid Total
Reference Dírection Magnetic Field DipAngle Declination Convergence Correction
True North 330.00 deg StS63 nT 64.71 deg 11.40 deg 0.00 deg 11.40 deg

Survey Depth lNC AZ TVD NS EW
Tie-On 7331.00 ft 5.02 deg 192.94 deg 7318.93 ft 64.27 ft 177.50 ft

Well Head
Time Depth inc Azm TVD NS EW VSect Dogleg

(ft) (deal Ideal fft) Ifa fin to M.

yu lill ifll!

| |

7700
TVD

I
NC EM

ROP INC. .0

0 ( deg ) 100
GR AZM TEMP

SURVEY
Survey Calculaton Method: Minimum Curvature

Magnetic Target Total Magnetic Magnetic Grid Total
Reference Dírection Magnetic Field DipAngle Declination Convergence Correction
True North 330.00 deg StS63 nT 64.71 deg 11.40 deg 0.00 deg 11.40 deg

Survey Depth lNC AZ TVD NS EW
Tie-On 7331.00 ft 5.02 deg 192.94 deg 7318.93 ft 64.27 ft 177.50 ft

Well Head
Time Depth inc Azm TVD NS EW VSect Dogleg

(ft) (deal Ideal fft) Ifa fin to M.

yu lill ifll!

| |

7700
TVD

I
NC EM

ROP INC. .0

0 ( deg ) 100
GR AZM TEMP

SURVEY
Survey Calculaton Method: Minimum Curvature

Magnetic Target Total Magnetic Magnetic Grid Total
Reference Dírection Magnetic Field DipAngle Declination Convergence Correction
True North 330.00 deg StS63 nT 64.71 deg 11.40 deg 0.00 deg 11.40 deg

Survey Depth lNC AZ TVD NS EW
Tie-On 7331.00 ft 5.02 deg 192.94 deg 7318.93 ft 64.27 ft 177.50 ft

Well Head
Time Depth inc Azm TVD NS EW VSect Dogleg

(ft) (deal Ideal fft) Ifa fin to M.

yu lill ifll!

| |

7700
TVD

I
NC EM

ROP INC. .0

0 ( deg ) 100
GR AZM TEMP

SURVEY
Survey Calculaton Method: Minimum Curvature

Magnetic Target Total Magnetic Magnetic Grid Total
Reference Dírection Magnetic Field DipAngle Declination Convergence Correction
True North 330.00 deg StS63 nT 64.71 deg 11.40 deg 0.00 deg 11.40 deg

Survey Depth lNC AZ TVD NS EW
Tie-On 7331.00 ft 5.02 deg 192.94 deg 7318.93 ft 64.27 ft 177.50 ft

Well Head
Time Depth inc Azm TVD NS EW VSect Dogleg

(ft) (deal Ideal fft) Ifa fin to M.



MWDGarnma Ray Log
5 inch True Vertical Depth i g a

Real Time Final Copy § 2 :
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Date Logged: March 08 20 to March 20 200 Spud Date: Re-entry Well

Borehole Record Casing Record
Hole Size From To Size Weight From To e O >6 inch in 7391.00 ft 8432 00 ft
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RUN SUMMARY

umber 1 2 3 4 5 6 7 8

in 6.000 6.000 6.000 6.000 6,000 6.000 6.000

Tri-cone Tri-cone Tri-cone Tri-cone PDC PDC Tri-cone

0.75 0.75 0.75 0.75 0.92

7391,00 7436.00 7495.00 7495.00 7623.00 7623.00 8258.00

7436.00 7495.00 7495.00 7623.00 7623.00 8258.00 8432,00

7353.05 7398.05 7457,05 7457.05 7585.05 7585.05 8214,36

3 Log nterv 7398.05 7398.05 7457.05 7585.05 7685.05 8214.36 7360.00

Log T me hh mm 4:50 No Gamma Tool Fail 9:45 8:15 7:00 15:30
08;Mar-08 No Gamma Tool Fall 13-Mar-08 15-Mar-08 16-Mar-08 19-Mar-08

?? mm 2:00 No Gamma Tool Fail 6:15 8:30 14:00 11:45

PRÑ$ 09-Mag08 No Gamma Tool Fail 14-Mar-08 15-Mar-08 18-Mar-08 21-Mar-08

Wîpe or Both Drill No Gamma Tool Fall Drill Tool Fall Drill Drill

late ge Imin 180 180 180 155 175 180 175

og Depth deg R 3.50@7392 17.42@7439 N/A@N/A 38.36@7502 N/AGN/A 59,42g7580 71.81@8212

199_ deg t 5.40g7404 2ß.52g7470 N/AgN/A 66.58@7565 N/A@N/A 71.2tgâ180 76.76@8307

DATA
7391 7436 7495 749$ 7623 7623 8268

Type invert Invert ,
Invert Inved invert Invert Invert

Veight ib/gal 16.00 16.00 15.80 16.70 16.70 16.70 16.30
sec/qt 56 56 56 63 65 54 56

/ Sand % 34 32 33 34.44 34.44 33.23 33.18

Suid Loss ml/30 min
'ool Temp / Tool deg F 105 105 105 105 105 120 120

RepresÑatÏve Greg Creel Greg Creel Greg Creel Greg Creel Greg Creel Greg Creel Greg Creel

lerford Engineer Louis/Castillo Louis/Castillo Louis/Castillo Louls/Kendall Louis/Kendall Louls/Kendall Louls/Kendall

ECtUIPMENTSUMMARY

Mumber 1 2 3 4 5 6 7 8

/ CDS Serial Number 6ß0 /794 680 /794 680 / 794 366 1633 368 / 833 360 / 714 360 / 714

Ty Serial Number 3662 3882 3862 3863 3863 3675 3675

Tia Ray Serial Number 2784 2784 2784 2764 2784 2914 2914

sure Probe Serial Number

Serial Number 1746 1746 1746 1592 1592 1696 1696

er Serial Number 12900 12900 i 12900 14467 14467 14467 14467

> Sensor O1fsets
:tlanal 52.16 52.16 52.16 52.t6 57.85 57.85 52.16

ma Ray 37.95 37.95 37.95 37.95 43.64 43.64 37.95

Ir Information

Assembly TYPO Steerable Steerable Steerable Steerable Steerable Steerable Steerable

circulatingTime his 15.25 0.00 2.00 21.25 1.50 44.75 39.50

DrillingTime hrs 8.50 0.00 0.00 17.50 0.00 31.50 28.25

5 Inch - True Vertical
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O
STATE OF UTAH FORM 9

DEPARTMENT OF NATURAL RESOURCES
DIVISIONOF OlL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

UTU68122

SUNDRY NOTICES AND REPORTS ON WELLS 6 NDIAN.ALLOTTEEORTRIBENAME:

7. UNIT or CA AGREEMENT NAME:
Do not use this form for proposals to drillnew wells. significentlydeepen existing wells below current bottom-hole depth, reenter plugged wells, or t° Cane Creek Federal

drill horizonlal laterals. Use APPLICATION FOR PERMITTO DRILLform for such proposals.
1. TYPEOF WELL 8. WELLNAMEand NUMBER:

OILWELL / GAS WELL OTHER Cane Creek 8-1
2. NAME OF OPERATOR: 9. API NUMBER:

Fidelity Exploration & Production Company 4301931449
3. ADDRESS OF OPERATOR: PHONË NUMBER: 10. FIELDAND POOL OR WILDCAT:

2585 Heartland drive Sheridan WY ,82801 (307) 675-4924 Wildcat
4. LOCATIONOF WELL

FOOTAGES AT SURFACE: 2563FNL 1429FWL coUNTY: Grand

QTR/QTR,SECTION, TOWNSHlP, RANGE, MERIDIAN: SENW 8 265 20E STATE:
UTAH

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICEOF INTENT

(Submit in Duplicate} ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approxirnate date work will start: CASINGREPA1R NEW CONSTRUCTION TEMPORARILY ABANDON

CHANGETO PREVIOUS PLANS OPERATOR CHANGE TUBINGREPAlR

O CHANGE TUBING PLUG AND ABANDON VENTOR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Odginal Form Only)

O CHANGE WELL STATUS PRODUCTION (START/RESUME) WATERSHUT-OFF
Date of work completion.

O COMMINGLEPRODUCINGFORMAT10NS RECLAMATIONOF WELLSITE OTHER:
4/9/2008 O CONVERTWELLTYPE RECOMPLETE- DIFFERENT FORMATION

12- DESCRIBE PROPOSED OR COMPLETEDOPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc
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RECElVED
APR1 0 2008

ONOF0lL,GAS&MINING
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rorm 3
-a UNITED STATES FORM APPROVED,Augus '

DEPARTMENT OF THE INTERIOR SMB NO. 100443135
BUREAU OF LAND MANAGEMENT -xoires: July 31, 2010

5. Lease Seria! No.
SUNDRY NOTICES AND REPORTS ON WELLS UTU68122

Do not use this form for proposals to dri/I or to re-enter an.
abandoned weíL Use form 3160-3 (APD) for such proposals; 6. If Indian, Allouce or TribeName

SUBMIT IN TRIPLICATE - Other instructions on reverse side. 7. If Unit or CA/Agreement. Name and or No.
CANE CREEK FEDERA

1. Type of Well 8 Well Name and No.
Oil Wel O Gas Well O Othe:. CANECREEK 8-1

2. Name ofOperator Contact: STEPHANIE MASTERS 9. API wellNo,
FIDELITY E&P E-Mail: stephanie.masters@fidelityepco.com 43-019-31449

3a. Address 3þ. Phone No. (include area code) 10. Pield and Pool, or Exploratory
2585 HEARTLAND DRIVE Rh: 307-675-4924 WILDCAT
SHERIDAN, WY 82801

4. Locadon of Wel (Footage, Sec.. T., R., M, or SurveyDescription) I1. County or Parish, and State

Sec 8 T265 R20E SENW 2563FNL 1429FWL GRAND COUNTY COUNTY, UT

12. CHECK APPROPRIATE BOX(ES) TO IÑDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYFE OF SUBMISSION TYPE OFACTION

O Acidize O Deepen O Production (Start/Resume) O Water Shut-OIT
O Notice of Intent

O Alter Casing O Fracture Treat O Reclamation O wellIntegrity
B Subsequent Report O Casing Repair O New Construction O Recomplete O Other

O Final Abandonment Notice O Change Plans O Plug and Abandon O Temporarily Abandon

O Convert to Injection gg Plug Back O Water Disposa!
13. Describe Proposed or Completed Operation (clearly state all pertinent details, including estimated starting date of any proposed work and approximate duration thereof

if the proposal is to deepen directionally or recomplete horizontally, give subsurface locations and measured and true vertical depths of all pertinent markem and zones,
Attach the Bond under which the work will be performed or provide the Bond No. on file with BLM/BlA, Required subsequent reports shal be filed within 30 days
following completion of the involved operations. If the operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 shall be filed once
testing has been completed. Final Abandonment Notices shall be filed only after all requirements, including reclamation, have been completed, and the operator has
detemained that the site is ready for final inspection.)

Fidelity plugged back the well bore as per instructions from Eric Jones from 8460? to 8146? with 60
sks 17 ppg Class G premium cement across the Cane Creek zone and from 7638? to 7324? inside the 7?
casing with 60 sks 17 ppg Class G Premium cement to isolate the well bore untilfurther study of
the formation can be completed.

14, I hereby certify that the foregoing is true and correct.
Electronic Submission #59577 verified by the BLM Well Information System

For FlDELITYE&P sent to the Moab

Name(PrinteckTwez0 STEPHANIE MASTERS Title OPERATIONS

Signature (Electronic Submission) Date 04/10/2008

THIS SPACE FOR FEDERAL OR STATE OFFICE USE

ApiovgBY Title Date

Conditions of approval, if any, are attached. Approval of this notice does not warrant or
certify that the applicant holds legal or equitable title to those rights in the subject lease
which would entitle the applicant to conduct operations thereon. . Office

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfully to make to any department or agency of the United
States any false, fictitious or fraudulent statements or representations as to any matter within its jurisdiction.

** OPERATOR-SUBMITTED ** OPERATOR-SUBMITTED **OPERATOR-SUUË¾ED
NOV22 2018

DIV.0FOIL,GAS&
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if the proposal is to deepen directionally or recomplete horizontally, give subsurface locations and measured and true vertical depths of all pertinent markem and zones,
Attach the Bond under which the work will be performed or provide the Bond No. on file with BLM/BlA, Required subsequent reports shal be filed within 30 days
following completion of the involved operations. If the operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 shall be filed once
testing has been completed. Final Abandonment Notices shall be filed only after all requirements, including reclamation, have been completed, and the operator has
detemained that the site is ready for final inspection.)

Fidelity plugged back the well bore as per instructions from Eric Jones from 8460? to 8146? with 60
sks 17 ppg Class G premium cement across the Cane Creek zone and from 7638? to 7324? inside the 7?
casing with 60 sks 17 ppg Class G Premium cement to isolate the well bore untilfurther study of
the formation can be completed.

14, I hereby certify that the foregoing is true and correct.
Electronic Submission #59577 verified by the BLM Well Information System

For FlDELITYE&P sent to the Moab

Name(PrinteckTwez0 STEPHANIE MASTERS Title OPERATIONS

Signature (Electronic Submission) Date 04/10/2008

THIS SPACE FOR FEDERAL OR STATE OFFICE USE

ApiovgBY Title Date

Conditions of approval, if any, are attached. Approval of this notice does not warrant or
certify that the applicant holds legal or equitable title to those rights in the subject lease
which would entitle the applicant to conduct operations thereon. . Office

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfully to make to any department or agency of the United
States any false, fictitious or fraudulent statements or representations as to any matter within its jurisdiction.

** OPERATOR-SUBMITTED ** OPERATOR-SUBMITTED **OPERATOR-SUUË¾ED
NOV22 2018

DIV.0FOIL,GAS&

rorm 3
-a UNITED STATES FORM APPROVED,Augus '
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BUREAU OF LAND MANAGEMENT -xoires: July 31, 2010
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NOTICE OF LATE REPORTING
DRILLING & COMPLETION INFORMATION

Utah Oil and Gas Conservation General Rule R649-3-6 states that,
> Operators shall submit monthly status reports for each drilling well (including wells where

drillingoperations have been suspended).

Utah Oil and Gas Conservation General Rule R649-3-21 states that,
> A well is considered completed when the well has been adequately worked to be capable

of producing oil or gas or when well testing as required by the division is concluded.

* Within 30 days after the completion or plugging of a well, the following shall be filed:
• Form 8, Well Completion or Recompletion Report and Log
• A copy of electric and radioactivity logs, if run
• A copy of drillstem test reports,
• A copy of formation water analyses, porosity, permeability or fluid saturation

determinations
• A copy of core analyses, and lithologic logs or sample descriptions if compiled
• A copy of directional, deviation, and/or measurement-while-drilling survey for

each horizontal well

Failure to submit reports in a timelymanner will result in the issuance of a Notice of Violation
by the Division of Oil, Gas and Mining, and may result in the Division pursuing enforcement
action as outlined in Rule R649-10, Administrative Procedures, and Section 40-6-11 of the
Utah Code.

As of the mailing of this notice, the division has not received the required reports for

Operator: Fidelity E&P Company Today's Date: 04/21/2008

Well: API Number: Drilling Commenced:

canecreek8-1 4301931449 08/10/2007

List Attached

To avoid compliance action, required reports should be mailed within 7 business days to:
Utah Division of Oil, Gas and Mining
1594 West North Temple, Suite 1210
P.O. Box 145801
Salt Lake City, Utah 84114-5801

Ifyou have questions or concerns regarding this matter, please contact Rachel Medina

at (801) 538-5260

cc: Well File
Compliance
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STATEOFUTAH FORM9
DEPARTMENT OF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

UTU68122

SUNDRY NOTICES AND REPORTS ON WELLS 6 FINDIAN,ALLOTTEËORTRIBENAME:

7. UNITor CA AGREEMENT NAME:
Do not use this form for proposais to drill new wells, significantly deepen existingwells below current bottom-hole depth, reenter plugged wells, or to UTU80000Xdrill horizontal laterals. Use APPLICATlON FOR PERMIT TO DRILL form forsuch proposals.

1. TYPEOF WELL 8. WELL NAMEand NUMBER:
OIL WELL / GAS WELL OTHER Cane Creek 8-1

2.NAMEOFOPERATOR: 9.AP1NUMBER:

Fidelity Exploration and Production Company 4301931449
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FiELD AND POOL. OR WILDCAT:

2585 Heartland drive on, Sheridan s1AT WY as 82801 (307) 675-4924 Wildcat
4. LOCATIONOF WELL

FOOTAGESATSURFACE: 2563FNL 1429FWL COUNTY: Grand

QTR/QTR, SECTION. TOWNSHIP, RANGE, MERIDIAN: SENW 8 26S 20E STATE:
UTAH

11. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE DEEPEN REPERFORATE CURRENT FORMATIONO NOTICE OF INTENT
(Submit in Dupiicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work willstad: CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

CHANGE TO PREV10US PLANS OPERATOR CHANGE TUBlNG REPAIR

CHANGE TUBlNG PLUG AND ABANDON VENT OR FLARE

2 SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Onginal Form Only)

CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF
Date of work completion:

COMMINGLE PRODUCING FORMATlONS RECLAMATION OF WELL SITE OTHER: Chronological
5/15/2008

CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION 4/14/2008-5/15/2008

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

4/14/2008 thru 5/15/2008-Fidelity is in the process of reviewing geological data to establish potential drilling plans.

RECEIVED
MAY19 2008

DIV.OFOlL,GAS&MlNING

NAME (PLEASE NT) TITLE Operations Technician Ill

SlGN E DATE 5/15/2008

(This space for State niy)

(5/2000) (See Instructions on Reverse
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Do not use this form for proposais to drill new wells, significantly deepen existingwells below current bottom-hole depth, reenter plugged wells, or to UTU80000Xdrill horizontal laterals. Use APPLICATlON FOR PERMIT TO DRILL form forsuch proposals.

1. TYPEOF WELL 8. WELL NAMEand NUMBER:
OIL WELL / GAS WELL OTHER Cane Creek 8-1

2.NAMEOFOPERATOR: 9.AP1NUMBER:

Fidelity Exploration and Production Company 4301931449
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FiELD AND POOL. OR WILDCAT:

2585 Heartland drive on, Sheridan s1AT WY as 82801 (307) 675-4924 Wildcat
4. LOCATIONOF WELL

FOOTAGESATSURFACE: 2563FNL 1429FWL COUNTY: Grand

QTR/QTR, SECTION. TOWNSHIP, RANGE, MERIDIAN: SENW 8 26S 20E STATE:
UTAH

11. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE DEEPEN REPERFORATE CURRENT FORMATIONO NOTICE OF INTENT
(Submit in Dupiicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work willstad: CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

CHANGE TO PREV10US PLANS OPERATOR CHANGE TUBlNG REPAIR

CHANGE TUBlNG PLUG AND ABANDON VENT OR FLARE

2 SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Onginal Form Only)

CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF
Date of work completion:

COMMINGLE PRODUCING FORMATlONS RECLAMATION OF WELL SITE OTHER: Chronological
5/15/2008

CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION 4/14/2008-5/15/2008

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

4/14/2008 thru 5/15/2008-Fidelity is in the process of reviewing geological data to establish potential drilling plans.

RECEIVED
MAY19 2008

DIV.OFOlL,GAS&MlNING

NAME (PLEASE NT) TITLE Operations Technician Ill

SlGN E DATE 5/15/2008

(This space for State niy)

(5/2000) (See Instructions on Reverse
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Cane Creek 8-1 logs Utah Logs sent 5/15/2008
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Multipole Array Acoustilog
Gamma Ray Log x
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Gamma Ray Log
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Compensated Neutron Log
Gamma Ray Log
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Accoustic Cement x
Bond Log 7" Casing

Mud Gamma Ray Log 5" True Vertical Depth x
Real time Final copy

Pason -Measured depth log Horizontal #1 x

Pason -Measured depth log Horizontal #2

Cane Creek 8-1 logs Utah Logs sent 5/15/2008

Digital spectralog/Gamma Ray x

Multipole Array Acoustilog
Gamma Ray Log x

High Definition Induction Log x
Gamma Ray Log

Compensated Z Densilog x
Compensated Neutron Log
Gamma Ray Log

Gamma Ray Correlation Log for TCP x

Accoustic Cement x
Bond Log 7" Casing

Mud Gamma Ray Log 5" True Vertical Depth x
Real time Final copy

Pason -Measured depth log Horizontal #1 x

Pason -Measured depth log Horizontal #2
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STATE OF UTAH FORM9
DEPARTMENT OF NATURAL RESOURCES

DIVISIONOF OlL, GAS ANDMINING 5. LEASE DESIGNATION AND SERIALNUMBER:

UTU68122
6. IF INDIAN, ALLOTTEEOR TRIBE NAME:SUNDRY NOTICES AND REPORTS ON WELLS N/A
7. UNITor CA AGREEMENT NAME:

00 not use tills form for proposals to drillnewwells, significantlydeepen existingwells below current bottom-hole depth, reenter plugged wells, or l° UTU80000Xddil horizontal laterals. Use APPLICATION FOR PERMIT TO DRILL form for suchproposals.
L TYPE OF WELL 8 WELL NAMEand NUMBER:

OILWELL GAS WELL Ü OTHER Cane Creek 8-1
2. NAMEOF OPERATOR. 9 API NUMBER:

Fidelity Exploration & Production Company 4301931449
3. ADDRESSOF OPERATOR: PHONE NUMBER: 10 FIELDANDPOOL, OR WILDCAT:
2585 Heartland drive

.
Sheridan

sTATE N DP 82801 (307) 675-4924 Wildcat
4. LOCATION OF WELL

FOOTAGESATSURFACE: 2563 FNL & 1429 FWL coDNTY: Grand

QTR/QTR, SECTION. TOWNSH1P.RANGE, MERIDIAN: SENW 8 26S 20E stATE:
UTAH

n CHECK APPROPRIATE BOXES TO INDICATENATUREOF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

NOTICE OF INTENT
ACID1ZE DEEPEN REPERFORATE CURRENT FORMATION

(Submit in Dupilcale) ALTERCASlNG FRACTURE TREAT SIDETRACKTO REPAIR WELL

Approximate date work willstart: CASINGREPAIR NEWCONSTRUCTION TEMPORARILY ABANDON

6/26/2008 CHANGETO PREVIOUSPLANS OPERATORCHANGE TUBINGREPAlR

O CHANGETUBING PLUG ANDABANDON VENT OR FLARE

O SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER01SPOSAL
(Submit Oliginal Form Only}

O CHANGEWELLSTATUS PRODUCTION (STARTIRESUME) WATER SHUT-OFF
Date of work completion:

O COMMINGLEPRODUCINGFORMATIONS RECLAMATlON OF WELL SITE OTHER:

CONVERTWELLTYPE RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETEDOPERATIONS. Clearly show all perlinent details including dates, depths, volumes, etc.

Fidelity Exploration & Production Company request to set ClBP @7225' and perforate 6914' to 6928' & 6938' to 6959', 4 spf.90° phasing.

COPYSENTTOOPERATOR

Date: le • N' N
Initials:

RECEIVED

CONRDENTIAL JUNN ©
DIV.0FOIL,GAS&MINING

CONRDENTIAL
NAME(PLEASEPRINJ) p 8 S

TlfLE Operations Technician Ill

SIGN DATE 6/23/2008

Acceptedby the
Utah Division of

t I
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Form 3160-5
(August 2007) UNITED STATES FORM APPROVED

DEPARTMENT OF THE INTERIOR OMB NO. 1004-0135 '
BUREAUOF LAND MANAGEMENT Expires: July 3L 2010

5. Lease Serial No.
SUNDRY NOTICESAND REPORTS ON WELLS UTU68122

Do not use this forrn for proposais to drill or to re-enter an . .

abandoned we/I, Use form 3160-3 (APD) for such proposals. 6. If ladian, Allottee or tribe Name

SUBMIT IN TRIPLICATE - Other Instructions on reverse side. 7. If Unit or CA/Agreement, Name and/or No,
UTU80000X

L Type of We|| 8. Well Name and No,

(9 Oil Well O Gas Well O Other - CANECREEK 8-1

2. NameofOperator Contact; STEPHANIEMASTERS 9. APl wellNo.
FIDELITY EXPL&PROD COMPANY E-Mail:stephanie.masters@fidelityepco.com 43-019-31449-00-X1

3a. Address 3b. Phone No. (include area code) 10. Field and Pool, or Exploratory
1700 LINCOLN, SUITE 2800 Ph: 307.675.4924 WILDCAT
DENVER,CO 80202 Fx: 307.673.6850

4. Location of Well (Footage, Sec., T.. R., M.. or Swvey Description) 11. County or Parish, and State

Sec 8 T26S R20E SENW 2563FNL 1429FWL GRAND COUNTY, UT

12. CHECK APPROPRIATE BOX(ES) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O Acidize O Deepen O Production (Start/Resume) O Water Shut-Off
O Notice of Intent

O Alter Casing O Fracture Treat O Reclamation O Well Integruy
12||Subsequent Report O Casing Repair O New Construction O Recomplete O Other

O Final Abandonment Notice O Change Plans O Plug and Abandon O Temporarily Abandon

O Convert to Injection ||g Plug Back O Water Disposal

13. Describe Proposed or Completed Operation (clearly state all pertinent details, including estirnated starting date of any proposed work and approximate duration thereof
if the proposal is to deepen directionally or recomplete horizontally, give subsurface locations and measured and true vertical depths ofall pertinent markers and zones.
Attach the Bond under which the work will beperformed or provide the Band No. on file with BLM/BIA. Required subseauent reports shall be filed within 30 days
following completion of the involved operations. If the operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 shall be filed once
testing has been completed. Final Abandonment Notices shall be filed only after all requirements, including reclamation. have been completed, and the operator has
determined that the site is ready for final inspection.)

Fidelity Exploration and Production Company requestto set a packer @6850 and perforate F/6920'
Tl6927' & F/6942' Tl6959' with 6 spf 609 phasing.

14, I hereby certify that the foregoing is true and correct.
Electronic Submission #61155 verifie·: by the BLMWell Information System

For FIDELITY EXPL & PROD JOMPANY, sent to the Moab
Committed to AFMSS for processing by M/ RIE MCGANN on 06/30/2008 (08MMO691SE)

Name(Printeck7)y>ec0 STEPHANIEMASTERS Title OPERATIONS

Signature (ElectronicSubmission) Date 06/30/2008

THIS SPACE FOR FEDERAL OR STATE OFFICE USE

ACCEDTFD (BLM Approver Not Specified)
Aperoved By -;

_
Title Date 07/02/2008

Conditions of approval, if any, are attached. Approval of this notice does not warrant or
certify that the applicant holds legal or equitable title to those rights in the subject lease
which would entitle theapplicant to conduct operations thereon. Office Moab
Title 18 U.S.C.Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfully La make to any department or agency of the United

States any false, fictitious or fraudulent statemems or representations as to any matter within its jurisdictiort

" BLM REVISED ** BLM REVISED ** BLM REVISED ** BLM REVISED " BLMREVISED **

RECEIVED
NOV22 2010

DWOFort
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O
STATE OF UTAH AMENDED REPORT FORM 8DEPARTMENT OF NATURAL RESOURCES (highlight changes)DIVISION OF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

UTU68122

WELL COMPLETION OR RECOMPLETION REPORT AND LOG
6. IFINDIAN,ALLOTTEEORTRIBENAME

1a. TYPE OF WELL: OW
LL

ESLL DRY OTHER 7. UNIT or CA AGREEMENT NAME

Cane Creek
b. TYPE OF WORK:

8. WELL NAME and NUMBER:NEWL HORZ. EDNEEP- ERN
RY

SFŸR.
OTHER Dry hole-Not plugt Cane Creek 8-1

2.NAMEOFOPERATOR: 9.APINUMBER:Fidelity Exploration and Production Company 4301931449
3. ADDRESS OF OPERATOR: PHONENUMBER: 10 FIELD AND POOL, OR WILDCAT2585 Heartland drive err Sheridan smTe WY e 82801 (307) 675-4924 Undesignated
4. LOCATION OF WELL (FOOTAGES) 11. QTR/QTR, SECTION, TOWNSHIP, RANGE,

MERIDIANATSURFACE: 2563 FNL & 1429 FWL
SENW 8 26S 20E

AT TOP PRODUC1NG INTERVAL REPORTED BELOW:

12. COUNTY 13. STATEATTOTALDEPTH: 2370 FNL & 1310 FWL Grand UTAH
14. DATOE/S20UDD7ED: 15 ET DOhREACHED: 16. O T

ABANDONED READY TO PRODUCE
17. ELEOVATIONS(DF, RKB, RT, GL):

18. TOTAL DEPTH: MD
,432

19. PLUG BACK T.D.: MD 7,324 20. IF MULTIPLE COMPLETIONS, HOW MANY? * 21. DEPTH BRIDGE MD
PLUG SET:TVD 7.754 TVD TVD

22. PE ELECTRIC AND OTHER MECHANICAL LOGS RUN (Submit copy of each) 23.

O ee sen 0 - 00 0 Ád Gy WAS WELL CORED? NO YES (Submit analysis)

/ p
RSECDTONRAL

URVEY?

ubb ppo

24. CASING AND LINER RECORD (Report all strings set in well)

HOLE SIZE SlZElGRADE WEIGHT (#lft.) TOP (MD) BOTTOM (MD) STAGE CEMHENTER CNEMENF
S

KES VOLSUMRE
BL) CEMENT TOP ** AMOUNT PULLED

24 20 H-40 48 0 38 3 167 O
17.50 13.3B H-40 40 0 1,554 450 0 4
12.250 9.625 H-40 54 0 4,088 700
8.75 7 HCR 26 0 6,007 1550 181 2670
8.75 7 HCB 29 6,007 7,715 900 16 7324

25. TUBING RECORD

SIZE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD)

26. PRODUCINGINTERVALS 27. PERFORATION RECORD
FORMATION NAME TOP (MD) BOTTOM (MD) TOP (TVD) BOTTOM (TVD) INTERVAL (Top/Bot- MD) SIZE NO. HOLES PERFORATION STATUS

(A) 6,920 6,927
.360 42 open Squeezed

(B) 6,942 6,959 .360 103 Open Squeezed

(c) 7,580 7,655
.360 300 open Squeezed

(D)
Open Squeezed

28. ACID, FRACTURE, TREATMENT, CEMENT SQUEEZE, ETC. RE ElVEDDEPTH INTERVAL AMOUNT AND TYPE OF MATERIAL

NtW22 2m
DIVOFOfL,GAS&MINING

29. ENCLOSED ATTACHMENTS: 30. WELL STATUS:

ELECTRICAL/MECHANICAL LOGS GEOLOGIC REPORT DST REPORT DIRECTIONAL SURVEY

O SUNDRY NOTICE FOR PLUGGING AND CEMENT VERIFICATION CORE ANALYSIS OTHER:

(5/2000) (CONTINUED ON
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4. LOCATION OF WELL (FOOTAGES) 11. QTR/QTR, SECTION, TOWNSHIP, RANGE,

MERIDIANATSURFACE: 2563 FNL & 1429 FWL
SENW 8 26S 20E

AT TOP PRODUC1NG INTERVAL REPORTED BELOW:

12. COUNTY 13. STATEATTOTALDEPTH: 2370 FNL & 1310 FWL Grand UTAH
14. DATOE/S20UDD7ED: 15 ET DOhREACHED: 16. O T

ABANDONED READY TO PRODUCE
17. ELEOVATIONS(DF, RKB, RT, GL):

18. TOTAL DEPTH: MD
,432

19. PLUG BACK T.D.: MD 7,324 20. IF MULTIPLE COMPLETIONS, HOW MANY? * 21. DEPTH BRIDGE MD
PLUG SET:TVD 7.754 TVD TVD

22. PE ELECTRIC AND OTHER MECHANICAL LOGS RUN (Submit copy of each) 23.

O ee sen 0 - 00 0 Ád Gy WAS WELL CORED? NO YES (Submit analysis)

/ p
RSECDTONRAL

URVEY?

ubb ppo

24. CASING AND LINER RECORD (Report all strings set in well)

HOLE SIZE SlZElGRADE WEIGHT (#lft.) TOP (MD) BOTTOM (MD) STAGE CEMHENTER CNEMENF
S

KES VOLSUMRE
BL) CEMENT TOP ** AMOUNT PULLED

24 20 H-40 48 0 38 3 167 O
17.50 13.3B H-40 40 0 1,554 450 0 4
12.250 9.625 H-40 54 0 4,088 700
8.75 7 HCR 26 0 6,007 1550 181 2670
8.75 7 HCB 29 6,007 7,715 900 16 7324

25. TUBING RECORD

SIZE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD)

26. PRODUCINGINTERVALS 27. PERFORATION RECORD
FORMATION NAME TOP (MD) BOTTOM (MD) TOP (TVD) BOTTOM (TVD) INTERVAL (Top/Bot- MD) SIZE NO. HOLES PERFORATION STATUS

(A) 6,920 6,927
.360 42 open Squeezed

(B) 6,942 6,959 .360 103 Open Squeezed

(c) 7,580 7,655
.360 300 open Squeezed

(D)
Open Squeezed

28. ACID, FRACTURE, TREATMENT, CEMENT SQUEEZE, ETC. RE ElVEDDEPTH INTERVAL AMOUNT AND TYPE OF MATERIAL

NtW22 2m
DIVOFOfL,GAS&MINING

29. ENCLOSED ATTACHMENTS: 30. WELL STATUS:

ELECTRICAL/MECHANICAL LOGS GEOLOGIC REPORT DST REPORT DIRECTIONAL SURVEY

O SUNDRY NOTICE FOR PLUGGING AND CEMENT VERIFICATION CORE ANALYSIS OTHER:

(5/2000) (CONTINUED ON

O
STATE OF UTAH AMENDED REPORT FORM 8DEPARTMENT OF NATURAL RESOURCES (highlight changes)DIVISION OF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

UTU68122

WELL COMPLETION OR RECOMPLETION REPORT AND LOG
6. IFINDIAN,ALLOTTEEORTRIBENAME

1a. TYPE OF WELL: OW
LL

ESLL DRY OTHER 7. UNIT or CA AGREEMENT NAME

Cane Creek
b. TYPE OF WORK:

8. WELL NAME and NUMBER:NEWL HORZ. EDNEEP- ERN
RY

SFŸR.
OTHER Dry hole-Not plugt Cane Creek 8-1

2.NAMEOFOPERATOR: 9.APINUMBER:Fidelity Exploration and Production Company 4301931449
3. ADDRESS OF OPERATOR: PHONENUMBER: 10 FIELD AND POOL, OR WILDCAT2585 Heartland drive err Sheridan smTe WY e 82801 (307) 675-4924 Undesignated
4. LOCATION OF WELL (FOOTAGES) 11. QTR/QTR, SECTION, TOWNSHIP, RANGE,

MERIDIANATSURFACE: 2563 FNL & 1429 FWL
SENW 8 26S 20E

AT TOP PRODUC1NG INTERVAL REPORTED BELOW:

12. COUNTY 13. STATEATTOTALDEPTH: 2370 FNL & 1310 FWL Grand UTAH
14. DATOE/S20UDD7ED: 15 ET DOhREACHED: 16. O T

ABANDONED READY TO PRODUCE
17. ELEOVATIONS(DF, RKB, RT, GL):

18. TOTAL DEPTH: MD
,432

19. PLUG BACK T.D.: MD 7,324 20. IF MULTIPLE COMPLETIONS, HOW MANY? * 21. DEPTH BRIDGE MD
PLUG SET:TVD 7.754 TVD TVD

22. PE ELECTRIC AND OTHER MECHANICAL LOGS RUN (Submit copy of each) 23.

O ee sen 0 - 00 0 Ád Gy WAS WELL CORED? NO YES (Submit analysis)

/ p
RSECDTONRAL

URVEY?

ubb ppo

24. CASING AND LINER RECORD (Report all strings set in well)

HOLE SIZE SlZElGRADE WEIGHT (#lft.) TOP (MD) BOTTOM (MD) STAGE CEMHENTER CNEMENF
S

KES VOLSUMRE
BL) CEMENT TOP ** AMOUNT PULLED

24 20 H-40 48 0 38 3 167 O
17.50 13.3B H-40 40 0 1,554 450 0 4
12.250 9.625 H-40 54 0 4,088 700
8.75 7 HCR 26 0 6,007 1550 181 2670
8.75 7 HCB 29 6,007 7,715 900 16 7324

25. TUBING RECORD

SIZE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD)

26. PRODUCINGINTERVALS 27. PERFORATION RECORD
FORMATION NAME TOP (MD) BOTTOM (MD) TOP (TVD) BOTTOM (TVD) INTERVAL (Top/Bot- MD) SIZE NO. HOLES PERFORATION STATUS

(A) 6,920 6,927
.360 42 open Squeezed

(B) 6,942 6,959 .360 103 Open Squeezed

(c) 7,580 7,655
.360 300 open Squeezed

(D)
Open Squeezed

28. ACID, FRACTURE, TREATMENT, CEMENT SQUEEZE, ETC. RE ElVEDDEPTH INTERVAL AMOUNT AND TYPE OF MATERIAL

NtW22 2m
DIVOFOfL,GAS&MINING

29. ENCLOSED ATTACHMENTS: 30. WELL STATUS:

ELECTRICAL/MECHANICAL LOGS GEOLOGIC REPORT DST REPORT DIRECTIONAL SURVEY

O SUNDRY NOTICE FOR PLUGGING AND CEMENT VERIFICATION CORE ANALYSIS OTHER:

(5/2000) (CONTINUED ON

O
STATE OF UTAH AMENDED REPORT FORM 8DEPARTMENT OF NATURAL RESOURCES (highlight changes)

DIVISION OF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

UTU68122

WELL COMPLETION OR RECOMPLETION REPORT AND LOG
6. IFINDIAN,ALLOTTEEORTRIBENAME

1a. TYPE OF WELL: OW
LL

ESLL DRY OTHER 7. UNIT or CA AGREEMENT NAME

Cane Creek
b. TYPE OF WORK:

8. WELL NAME and NUMBER:NEWL HORZ. EDNEEP- ERN
RY

SFŸR.
OTHER Dry hole-Not plugt Cane Creek 8-1

2.NAMEOFOPERATOR: 9.APINUMBER:Fidelity Exploration and Production Company 4301931449
3. ADDRESS OF OPERATOR: PHONENUMBER: 10 FIELD AND POOL, OR WILDCAT2585 Heartland drive err Sheridan smTe WY av 82801 (307) 675-4924 Undesignated
4. LOCATIONOFWELL(FOOTAGES) See attached drilling records. Vertical 11. QTR/QTR,SECTION,TOWNSHIP,RANGE,

ATSURFACE: 2563 FNL & 1429 FWL hole was drilled. Then 2 laterals were S
ER AN:8

26S 20E
ATTOPPRODUC1NGINTERVALREPORTEDBELOW: drilled. Both lats plugged. Vertical hole

plugged back to 7324 (above lats) and 12. COUNTY 13. STATEATTOTALDEPTH: 2370 FNL & 1310 FWL UTAHperfed between 6920-6959. Grand
14. DATE SPUDDED: 15. DATE T.D. REACHED: 16. E COMPLETED: 17. ELEVATIONS (DF, RKB, RT, GL):8/10/2007 4/7/2008 ,jft/ J døg ABANDONED READY TO PRODUCE 6000 GL
18. TOTAL DEPTH: MD

,432
19. PLUG BACK T.D.: MD 7,324 20. IF MULTIPLE COMPLETIONS, HOW MANY? * 21. DEPTH BRIDGE MD

PLUG SET:TVD 7.754 TVD TVD
22. PE ELECTRIC AND OTHER MECHANICAL LOGS RUN (Submit copy of each) 23.

O ee sin 0 - 00 0 Ád Gy WAS WELL CORED? NO YES (Submit analysis)

/ p
RSECDTONRAL

URVEY?

ubb ppo

24. CASING AND LINER RECORD (Report all strings set in well)

HOLE SIZE SlZElGRADE WEIGHT (#lft.) TOP (MD) BOTTOM (MD) STAGE CEMHENTER CNEMENF
S

KES VOLSUMRE
BL) CEMENT TOP ** AMOUNT PULLED

24 20 H-40 48 0 38 3 167 O
17.50 13.3B H-40 40 0 1,554 450 0 4
12.250 9.625 H-40 54 0 4,088 700
8.75 7 HCR 26 0 6,007 1550 181 2670
8.75 7 HCB 29 6,007 7,715 900 16 7324

25. TUBING RECORD

SIZE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD)

26. PRODUCINGINTERVALS 27. PERFORATION RECORD
FORMATION NAME TOP (MD) BOTTOM (MD) TOP (TVD) BOTTOM (TVD) INTERVAL (Top/Bot- MD) SIZE NO. HOLES PERFORATION STATUS

(A) 6,920 6,927
.360 42 open Squeezed

(B) 6,942 6,959 .360 103 Open Squeezed

(c) 7,580 7,655
.360 300 open Squeezed

(D)
Open Squeezed

28. ACID, FRACTURE, TREATMENT, CEMENT SQUEEZE, ETC. RE ElVEDDEPTH INTERVAL AMOUNT AND TYPE OF MATERIAL

NtW22 2m
DIVOFOfL,GAS&MINING

29. ENCLOSED ATTACHMENTS: 30. WELL STATUS:

ELECTRICAL/MECHANICAL LOGS GEOLOGIC REPORT DST REPORT DIRECTIONAL SURVEY

O SUNDRY NOTICE FOR PLUGGING AND CEMENT VERIFICATION CORE ANALYSIS OTHER:

(5/2000) (CONTINUED ON

O
STATE OF UTAH AMENDED REPORT FORM 8DEPARTMENT OF NATURAL RESOURCES (highlight changes)

DIVISION OF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

UTU68122

WELL COMPLETION OR RECOMPLETION REPORT AND LOG
6. IFINDIAN,ALLOTTEEORTRIBENAME

1a. TYPE OF WELL: OW
LL

ESLL DRY OTHER 7. UNIT or CA AGREEMENT NAME

Cane Creek
b. TYPE OF WORK:

8. WELL NAME and NUMBER:NEWL HORZ. EDNEEP- ERN
RY

SFŸR.
OTHER Dry hole-Not plugt Cane Creek 8-1

2.NAMEOFOPERATOR: 9.APINUMBER:Fidelity Exploration and Production Company 4301931449
3. ADDRESS OF OPERATOR: PHONENUMBER: 10 FIELD AND POOL, OR WILDCAT2585 Heartland drive err Sheridan smTe WY av 82801 (307) 675-4924 Undesignated
4. LOCATIONOFWELL(FOOTAGES) See attached drilling records. Vertical 11. QTR/QTR,SECTION,TOWNSHIP,RANGE,

ATSURFACE: 2563 FNL & 1429 FWL hole was drilled. Then 2 laterals were S
ER AN:8

26S 20E
ATTOPPRODUC1NGINTERVALREPORTEDBELOW: drilled. Both lats plugged. Vertical hole

plugged back to 7324 (above lats) and 12. COUNTY 13. STATEATTOTALDEPTH: 2370 FNL & 1310 FWL UTAHperfed between 6920-6959. Grand
14. DATE SPUDDED: 15. DATE T.D. REACHED: 16. E COMPLETED: 17. ELEVATIONS (DF, RKB, RT, GL):8/10/2007 4/7/2008 ,jft/ J døg ABANDONED READY TO PRODUCE 6000 GL
18. TOTAL DEPTH: MD

,432
19. PLUG BACK T.D.: MD 7,324 20. IF MULTIPLE COMPLETIONS, HOW MANY? * 21. DEPTH BRIDGE MD

PLUG SET:TVD 7.754 TVD TVD
22. PE ELECTRIC AND OTHER MECHANICAL LOGS RUN (Submit copy of each) 23.

O ee sin 0 - 00 0 Ád Gy WAS WELL CORED? NO YES (Submit analysis)

/ p
RSECDTONRAL

URVEY?

ubb ppo

24. CASING AND LINER RECORD (Report all strings set in well)

HOLE SIZE SlZElGRADE WEIGHT (#lft.) TOP (MD) BOTTOM (MD) STAGE CEMHENTER CNEMENF
S

KES VOLSUMRE
BL) CEMENT TOP ** AMOUNT PULLED

24 20 H-40 48 0 38 3 167 O
17.50 13.3B H-40 40 0 1,554 450 0 4
12.250 9.625 H-40 54 0 4,088 700
8.75 7 HCR 26 0 6,007 1550 181 2670
8.75 7 HCB 29 6,007 7,715 900 16 7324

25. TUBING RECORD

SIZE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD)

26. PRODUCINGINTERVALS 27. PERFORATION RECORD
FORMATION NAME TOP (MD) BOTTOM (MD) TOP (TVD) BOTTOM (TVD) INTERVAL (Top/Bot- MD) SIZE NO. HOLES PERFORATION STATUS

(A) 6,920 6,927
.360 42 open Squeezed

(B) 6,942 6,959 .360 103 Open Squeezed

(c) 7,580 7,655
.360 300 open Squeezed

(D)
Open Squeezed

28. ACID, FRACTURE, TREATMENT, CEMENT SQUEEZE, ETC. RE ElVEDDEPTH INTERVAL AMOUNT AND TYPE OF MATERIAL

NtW22 2m
DIVOFOfL,GAS&MINING

29. ENCLOSED ATTACHMENTS: 30. WELL STATUS:

ELECTRICAL/MECHANICAL LOGS GEOLOGIC REPORT DST REPORT DIRECTIONAL SURVEY

O SUNDRY NOTICE FOR PLUGGING AND CEMENT VERIFICATION CORE ANALYSIS OTHER:

(5/2000) (CONTINUED ON

O
STATE OF UTAH AMENDED REPORT FORM 8DEPARTMENT OF NATURAL RESOURCES (highlight changes)

DIVISION OF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

UTU68122

WELL COMPLETION OR RECOMPLETION REPORT AND LOG
6. IFINDIAN,ALLOTTEEORTRIBENAME

1a. TYPE OF WELL: OW
LL

ESLL DRY OTHER 7. UNIT or CA AGREEMENT NAME

Cane Creek
b. TYPE OF WORK:

8. WELL NAME and NUMBER:NEWL HORZ. EDNEEP- ERN
RY

SFŸR.
OTHER Dry hole-Not plugt Cane Creek 8-1

2.NAMEOFOPERATOR: 9.APINUMBER:Fidelity Exploration and Production Company 4301931449
3. ADDRESS OF OPERATOR: PHONENUMBER: 10 FIELD AND POOL, OR WILDCAT2585 Heartland drive err Sheridan smTe WY av 82801 (307) 675-4924 Undesignated
4. LOCATIONOFWELL(FOOTAGES) See attached drilling records. Vertical 11. QTR/QTR,SECTION,TOWNSHIP,RANGE,

ATSURFACE: 2563 FNL & 1429 FWL hole was drilled. Then 2 laterals were S
ER AN:8

26S 20E
ATTOPPRODUC1NGINTERVALREPORTEDBELOW: drilled. Both lats plugged. Vertical hole

plugged back to 7324 (above lats) and 12. COUNTY 13. STATEATTOTALDEPTH: 2370 FNL & 1310 FWL UTAHperfed between 6920-6959. Grand
14. DATE SPUDDED: 15. DATE T.D. REACHED: 16. E COMPLETED: 17. ELEVATIONS (DF, RKB, RT, GL):8/10/2007 4/7/2008 ,jft/ J døg ABANDONED READY TO PRODUCE 6000 GL
18. TOTAL DEPTH: MD

,432
19. PLUG BACK T.D.: MD 7,324 20. IF MULTIPLE COMPLETIONS, HOW MANY? * 21. DEPTH BRIDGE MD

PLUG SET:TVD 7.754 TVD TVD
22. PE ELECTRIC AND OTHER MECHANICAL LOGS RUN (Submit copy of each) 23.

O ee sin 0 - 00 0 Ád Gy WAS WELL CORED? NO YES (Submit analysis)

/ p
RSECDTONRAL

URVEY?

ubb ppo

24. CASING AND LINER RECORD (Report all strings set in well)

HOLE SIZE SlZElGRADE WEIGHT (#lft.) TOP (MD) BOTTOM (MD) STAGE CEMHENTER CNEMENF
S

KES VOLSUMRE
BL) CEMENT TOP ** AMOUNT PULLED

24 20 H-40 48 0 38 3 167 O
17.50 13.3B H-40 40 0 1,554 450 0 4
12.250 9.625 H-40 54 0 4,088 700
8.75 7 HCR 26 0 6,007 1550 181 2670
8.75 7 HCB 29 6,007 7,715 900 16 7324

25. TUBING RECORD

SIZE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD)

26. PRODUCINGINTERVALS 27. PERFORATION RECORD
FORMATION NAME TOP (MD) BOTTOM (MD) TOP (TVD) BOTTOM (TVD) INTERVAL (Top/Bot- MD) SIZE NO. HOLES PERFORATION STATUS

(A) 6,920 6,927
.360 42 open Squeezed

(B) 6,942 6,959 .360 103 Open Squeezed

(c) 7,580 7,655
.360 300 open Squeezed

(D)
Open Squeezed

28. ACID, FRACTURE, TREATMENT, CEMENT SQUEEZE, ETC. RE ElVEDDEPTH INTERVAL AMOUNT AND TYPE OF MATERIAL

NtW22 2m
DIVOFOfL,GAS&MINING

29. ENCLOSED ATTACHMENTS: 30. WELL STATUS:

ELECTRICAL/MECHANICAL LOGS GEOLOGIC REPORT DST REPORT DIRECTIONAL SURVEY

O SUNDRY NOTICE FOR PLUGGING AND CEMENT VERIFICATION CORE ANALYSIS OTHER:

(5/2000) (CONTINUED ON

donstaley
Text Box
See attached drilling records. Vertical hole was drilled. Then 2 laterals were drilled.  Both lats plugged.  Vertical hole plugged back to 7324 (above lats) and perfed between 6920-6959.



OPERATOR Fideality
WELI. NAME Cane Creek Surface Casing: 13 3/8 J 55 54# at 1550
Well Number 1.Aug Intermediate 9 5/8" at 4109HCL 80 40#
Surface Location Production Casing 7" 26 and 29 # HCP110 at 7720'
SS-TWN-RNG 8-268-20E 7" 52.97# SM90 Q125 6061to 10176
COUNTY &SlATE Grand Co Utah Hole 1

FIELD Big Fial
RESERVOIR . 13 5/8 @ 1550
API #

W1NS#
l<.B El EV
GROUND LEVEL Hole 12.25

9 5/8" @4109
PBTO:

LONGITUDE
LATITl]DE Ÿ8tÍOrallODS 7580-7655Below CIBP
Lease n 6942-59 6920-27 3 3/8" CCG 6 SPF 25 gram .36

" EH
Linili)
AFE#

WELL MlSTORY
ATE ACTION
2/15/08 DrlllComent from 7859-7676

8/08 Perforal 7589-7655 TCP guns 4 SPF
Packer 21 6800

3/2/08 Run 7" CISPand sei at 7606

313fDO Sel CIBP and 1 Trip WS at 7395 window 7381-91

3/21/08 Orilllateral 1 AZ 349.67 8424 MD7747 TVD
3/26/08 Tag Cement plug 1240' 117 hgh
3/27/08 Drm second LateTal Perforate 6942-59 8920 7
4/7/08 stOp drillingsecond laterat

5/24/08 Move in DDUand wlndow7381-90
7/3/08 CirculaieOBM oulof hole wilhDiesel cemeni top?324
7/7/06 Perforale 6942-69 anci 6920-27 8 SPF
7/8/08 Do DFITpump in end46 lirsllulln Lateral 2 324 AZ 8395 MD 7854 TVD
7/10/08 Ruil packer and Tubing to SBODsel
7/11/08 swab well down and secure Rlg down

CIBP /Whipsirocic7395

C18P 7505
Perforate 1580-7655 ment plug 75

lateral 1 349.78 AZ 8424 MD 7747TVD
PBTD

OPERATOR Fideality
WELI. NAME Cane Creek Surface Casing: 13 3/8 J 55 54# at 1550
Well Number 1.Aug Intermediate 9 5/8" at 4109HCL 80 40#
Surface Location Production Casing 7" 26 and 29 # HCP110 at 7720'
SS-TWN-RNG 8-268-20E 7" 52.97# SM90 Q125 6061to 10176
COUNTY &SlATE Grand Co Utah Hole 1

FIELD Big Fial
RESERVOIR 13 5/8 @ 1550
API #

W1NS#
l<.B EI.EV

GROUND LEVEL Hole 12.25
9 5/8" @4109

LNITUDE
LATITl]DE Ÿ8tÍOrallODS 7580-7655Below CIBP
tease n 6942-59 6920-27 3 3/8" CCG 6 SPF 25 gram .36

" EH
Linili)
AFE#

WELL MlSTORY
DATE ACTION

2/15/08 Drll1Cement from 7659-7676

8/08 Perforal 75 6n rigCP guns 4 SPF
Packer 21 6800

3/2/08 Run 7" CISPand sei at 7606

3/3/08 Sel CISP and 1 Trip WS at 7395 window 7381-91

3421/08 Orilllateral 1 AZ 349,67 8424 MD7747 TVD
3/26/08 Tag Cement plug 7240' 117 hgh
3/27/08 Dril second Lateral Perforate 6942-59 8920 7
4/7/08 stOp drillingsecond Ialerat

5/24/08 Move in DDUand wlndow7381-90
7/3/08 CirculaieOBM oulof hole wilhDiesel cemeni top?324
7/7/06 Perforale 6942-69 anci 6920-27 8 SPF
7/8/08 Do DFITpump in end46 hrsllulln Lateral 2 324 AZ 8395 MD 7854 TVD
7/10/08 Ruil packer and Tubing to6800 sel
7/11/08 swab well down and secure Rlg down ,

CIBP /Whipsirock 7395

C1BP7505
Pederate 1580-7655 Cement ptUg 758

lateral 1 349.78 AZ 8424 MD 7747TVD
PBTD

OPERATOR Fideality
WELI. NAME Cane Creek Surface Casing: 13 3/8 J 55 54# at 1550
Well Number 1.Aug Intermediate 9 5/8" at 4109HCL 80 40#
Surface Location Production Casing 7" 26 and 29 # HCP110 at 7720'
SS-TWN-RNG 8-268-20E 7" 52.97# SM90 Q125 6061to 10176
COUNTY &SlATE Grand Co Utah Hole 1

FIELD Big Fial
RESERVOIR 13 5/8 @ 1550
API #

W1NS#
l<.B EI.EV

GROUND LEVEL Hole 12.25
9 5/8" @4109

LNITUDE
LATITl]DE Ÿ8tÍOrallODS 7580-7655Below CIBP
tease n 6942-59 6920-27 3 3/8" CCG 6 SPF 25 gram .36

" EH
Linili)
AFE#

WELL MlSTORY
DATE ACTION

2/15/08 Drll1Cement from 7659-7676

8/08 Perforal 75 6n rigCP guns 4 SPF
Packer 21 6800

3/2/08 Run 7" CISPand sei at 7606

3/3/08 Sel CISP and 1 Trip WS at 7395 window 7381-91

3421/08 Orilllateral 1 AZ 349,67 8424 MD7747 TVD
3/26/08 Tag Cement plug 7240' 117 hgh
3/27/08 Dril second Lateral Perforate 6942-59 8920 7
4/7/08 stOp drillingsecond Ialerat

5/24/08 Move in DDUand wlndow7381-90
7/3/08 CirculaieOBM oulof hole wilhDiesel cemeni top?324
7/7/06 Perforale 6942-69 anci 6920-27 8 SPF
7/8/08 Do DFITpump in end46 hrsllulln Lateral 2 324 AZ 8395 MD 7854 TVD
7/10/08 Ruil packer and Tubing to6800 sel
7/11/08 swab well down and secure Rlg down ,

CIBP /Whipsirock 7395

C1BP7505
Pederate 1580-7655 Cement ptUg 758

lateral 1 349.78 AZ 8424 MD 7747TVD
PBTD

OPERATOR Fideality
WELI. NAME Cane Creek Surface Casing: 13 3/8 J 55 54# at 1550
Well Number 1.Aug Intermediate 9 5/8" at 4109HCL 80 40#
Surface Location Production Casing 7" 26 and 29 # HCP110 at 7720'
SS-TWN-RNG 8-268-20E 7" 52.97# SM90 Q125 6061to 10176
COUNTY &SlATE Grand Co Utah Hole 1

FIELD Big Fial
RESERVOIR 13 5/8 @ 1550
API #

W1NS#
l<.B EI.EV

GROUND LEVEL Hole 12.25
9 5/8" @4109

LNITUDE
LATITl]DE Ÿ8tÍOrBÌiODS 7580-7655Below CIBP
tease n 6942-59 6920-27 3 3/8" CCG 6 SPF 25 gram .36

" EH
Linili)
AFE#

WELL MlSTORY
DATE ACTION

2/15/08 Drll1Cement from 7659-7676
2/18/08 Perforale7580-7655 TCPguns4SPF

_
See attached drilling records. Vertical

2/26/09 rigUpdrillingrig4days Packerat6800 hole was drilled. Then 2 laterals were
3/2/08 Run 7" CISPand sei at 7605

3/3/08 SelCISPand1TripWSat7395window7381-9f drilled. Both lats plugged. Vertical hole
3421/08 Orilllateral1AZ349,878424MD7747TVD plugged back to 7324 and perfed
3/26/08 Tag Cement plug 7240' 11f Il i between 6920-6959.
3/27/08 Drillsecond Lateral Perforate 6942-59 6920

4/7/08 stop d<iilingsecond lateral

6/24/08 Move in DDUand wlndow7381-90

7/3i08 CirculalcOBM oulof hole wilhDiesei cemenitop7324
7/7/08 Perforale 6942-59 ant!8920-27 6 SPF
7/6/06 Do DFITpurnp in and 48 hr shut in Lateral 2 324 AZ 8395 MD 7854 TVD
7/10/08 Run packer and Tubing to6800 set
7/11/08 swabwell down and secure Rlg down ,

CIBP /Whipstrock 7395
CIBP 7505
Perforate 7580-7655 Cement plug 758

lateral 1 349.78 AZ 8424 MD 7747TVD
PBTD

OPERATOR Fideality
WELI. NAME Cane Creek Surface Casing: 13 3/8 J 55 54# at 1550
Well Number 1.Aug Intermediate 9 5/8" at 4109HCL 80 40#
Surface Location Production Casing 7" 26 and 29 # HCP110 at 7720'
SS-TWN-RNG 8-268-20E 7" 52.97# SM90 Q125 6061to 10176
COUNTY &SlATE Grand Co Utah Hole 1

FIELD Big Fial
RESERVOIR 13 5/8 @ 1550
API #

W1NS#
l<.B EI.EV

GROUND LEVEL Hole 12.25
9 5/8" @4109

LNITUDE
LATITl]DE Ÿ8tÍOrBÌiODS 7580-7655Below CIBP
tease n 6942-59 6920-27 3 3/8" CCG 6 SPF 25 gram .36

" EH
Linili)
AFE#

WELL MlSTORY
DATE ACTION

2/15/08 Drll1Cement from 7659-7676
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See attached drilling records. Vertical hole was drilled. Then 2 laterals were drilled.  Both lats plugged.  Vertical hole plugged back to 7324 and perfed between 6920-6959.
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STATE OF UTAH FORM 9
DEPARTMENT OF NATURAL RESOURCES

DIVISiON OF OIL, GAS AND MINING 5. LEASEDESIGNATlONANDSERIALNUMBER:

UTU68122

SUNDRY NOTICES AND REPORTS ON WELLS N/A
7. UNIT or CA AGREEMENT NAME:

Do not use this form for proposals to ddl new wells, significantlydeepen existing wells below currertt bottom-holedepth, reenter plugged wells, or1° UTU80000Xdrill horizontal laterals. Use APPUCATION FOR PERMITTO DRILLtorm foisuch proposals.
1. TYPE OF WELL 8. WELLNAMEand NUMBER:

OIL WELL 2 GAS WELL OTHER Cane Creek 8-1
2, NAMEOF OPERATOR: 9. API NUMBER:

Fidelity Exploration and Production Company 4301931449
3. ADDRESSOF OPERATOR: PHONE NUMBER: 10. f~lELDANDP00L, 0R WILDCAT:

2585 Heartland Drive av ,
sheridan WY , 82801 (307) 675-4924 Wildcat

4. LOCATIONOF WELL

FOOTAGESATSURFACE: 2563' FNL 1429' FWL COUNTY: Grand

0TR/QTR, SECTION, TOWNSH1P,RANGE,MERIDIAN:SENW 8 26S 20E STATE:
UTAH

it CHECK APPROPRIATE BOXES TO INDICATE NATUREOF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATIONO NOTICEOF 1NTENT
(Submit in Duplicate) O ALTER CASING FRACTURE TREAT SIDETRACKTO REPAIRWELL

Approximate date workwillstart: CASlNGREPAIR NEW CONSTRUCTION TEMPORARILY ABANDON

O CHANGE TO PREVIOUSPLANS OPERATORCHANGE TUBINGREPAIR

O CHANGETUBING PLUGAND ABANDON VENTOR FLARE

SUBSEQUENTREPORT CHANGEWELLNAME PLUGBACK WATERDISPOSAL
(Submit OrigInal Fomi Only)

CHANGE WELL STATUS PRODUCTION (STAP.TIRESUME) WATER SHUT-OFF
Date of work completion

COMMINGLE PRODUCINGFORMAT10NS RECLAMATION0F WELLSITE OTHER: Chronoloqical
10/7/2008

CONVERT WELL TYPE RECOMPLETE- DIFFERENTFORMATION 5/16/2008 to

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details includingdates, depths, volumes, etc.

Please find attached a complete chronological Well work history report for this well covering the period of 5/16/2008 through
10/7/2008. Fidelity is in the process of reviewing geological data to establish potential drilling plans.

NAME (PLEASE PRINT) StephanigMasters rige, Operations Technician lif

SIGNATU DATE 10/8/2008

(This space for State uke ly)

RECEIVED
(5/2000) (See IrisEructions on Reverse Side}

DIV.0F0lL,GAS&
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FEPCo
1700 Lincoln Street, Suite 4600 Welfwork Chronological Report
Denver, CO 80203
(303) 893-3133

Well Name : Cane Creek 8
Prospect: Big Flat AFE #: 070241

Sec/Twp/Rge: 08 / 26S / 20E AFE Total: $85,185
AP1#: 43-019-31449 Field; Cane Creek This AFE Cost: $0

Work Type Compietion Courity , St.: GRAND, UT Tot Assoc AFE's: $0
Operator: Fidelity E&P Supervisor; Greg Creel Phone:

Production Current/E ected Olli 0 / 0 Gas: 0 / 0 Water: 0 / 0

Wellwork Details
Date : 2/9/2008 | Days 1 DC $0 |CCúl $0 CWC $0
Activity Complete Well Rig Name

Daily Report Summary :

Daily Report Detail:
From 6:00 To 6:00 24 hrs Category Rmks: MIRU : MIRlJ; Set Racks; Unload 2-7/8" tubing; NUBOP; SDFN

Date 2/11/2008 Days 3 DC $0 CCC: $0 CWC: $0
Activity: Complete Well Rig Name

Daily Report Summary :

Daily Report Detail:
From 6:00 To 6:00 24 hrs Category/Rmks: Other : Test BOP to 10K; PU 6" bit; BS; 2-4¾: spiral DC's; X-O & 24 jts 2-7/8" N80

tbg to 7659'; Tag cmt; Pull 2 jts tbg; Shut well in; Spot pump & tank; SDFN
Date : 2/12/2008 Days: 4 DC $0 BCC: $0 CWC $0
Activity Complete Well Rig Name:

Daily Report Summary :

Daily Report Detail:
From 6:00 To 6:00 24 hrs Category/Rmks Other : RIU Pump & Tank; Pick up 24 jts ibg; RIU Power swivel; Fuel trucks stuck &

about to tipover; Pull truck out; Unload 2500 gal diesel into stock tank;SDFN
Date : 2/13/2008 Days: 5 DC $0 CCC: $0 CWC: $0
Activity: Complete Well Rig Namet

Daily Report Summary :

Daily Report Detail:
From 6:00 To 6:00 24 hrs Category/Rmks Other : Pump 15 spacer pad of diesel; pump 160 bbl's source water to displace

inverted drillingmud to tank; Circulatingpressure exceeded 2000 psi; Pull 30
stands of tbg; Stage in hole reversing to pit 6 joints at a time Tl7659'; Drillout cmt
F/7659' T/7667'; CBU; Hang back swivel; Pull 2 stands; Shut well in; SDFN

Date : 2/14/2008 Days 6 DC $0 ccc: $0 CWC: $0
Activity: Complete Well Rig Name:

Daily Report Summary :

Daily Report Detail:
From 7:00 To 18:00 11 hrs Category/Rmks Other : 0 psi; Break reverse circulation; Drillthru float collar @766T; Drillout cmt

to 7675'; Bit hailed out; CBU twice;TOH; Break out 6" bit; Make up casing scraper;
TlH T/7670'; Break rev cir; Displace hole w/280 bbls fresh water treatedwltreat O
CLA-Conc; Bin-clear 1000 biocide & CMS 303 corrosion & scale inhibitor; Shut well
in; SDFN

Date: 2/15/2008 .Days 7 DC: $0 (CCC $0 CWC $0
Activity Complete Well Rig Name:

Daily Report Summary :

Daily Report Detail:
From 7:00 To 19:30 2.5 hr Category/Rmks: Other : 0 psi; TOH; R/U Weatherford wireline; Pull CBL & Tie into open hole log;

RD WWS; ( New PBTD correlated by wireline is 7676') TlH open ended T/7670';
Spot 3 bbis diesel across zone to be perfed; TOH; Lay down 2-4-¾" drill collars;

Ph?%ñ s emme Pick up TCP assembly; TlH to 400'; Shut well in; SDFN
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Denver, CO 80203
(303) 893-3133

Well Name : Cane Creek 8
Prospect: Big Flat AFE #: 070241

Sec/Twp/Rge: 08 / 26S / 20E AFE Total: $85,185
AP1#: 43-019-31449 Field; Cane Creek This AFE Cost: $0

Work Type Compietion Courity , St.: GRAND, UT Tot Assoc AFE's: $0
Operator: Fidelity E&P Supervisor; Greg Creel Phone:

Production Current/E ected Olli 0 / 0 Gas: 0 / 0 Water: 0 / 0

Wellwork Details
Date : 2/9/2008 | Days 1 DC $0 |CCúl $0 CWC $0
Activity Complete Well Rig Name

Daily Report Summary :

Daily Report Detail:
From 6:00 To 6:00 24 hrs Category Rmks: MIRU : MIRlJ; Set Racks; Unload 2-7/8" tubing; NUBOP; SDFN

Date 2/11/2008 Days 3 DC $0 CCC: $0 CWC: $0
Activity: Complete Well Rig Name

Daily Report Summary :

Daily Report Detail:
From 6:00 To 6:00 24 hrs Category/Rmks: Other : Test BOP to 10K; PU 6" bit; BS; 2-4¾: spiral DC's; X-O & 24 jts 2-7/8" N80

tbg to 7659'; Tag cmt; Pull 2 jts tbg; Shut well in; Spot pump & tank; SDFN
Date : 2/12/2008 Days: 4 DC $0 BCC: $0 CWC $0
Activity Complete Well Rig Name:

Daily Report Summary :

Daily Report Detail:
From 6:00 To 6:00 24 hrs Category/Rmks Other : RIU Pump & Tank; Pick up 24 jts ibg; RIU Power swivel; Fuel trucks stuck &

about to tipover; Pull truck out; Unload 2500 gal diesel into stock tank;SDFN
Date : 2/13/2008 Days: 5 DC $0 CCC: $0 CWC: $0
Activity: Complete Well Rig Namet

Daily Report Summary :

Daily Report Detail:
From 6:00 To 6:00 24 hrs Category/Rmks Other : Pump 15 spacer pad of diesel; pump 160 bbl's source water to displace

inverted drillingmud to tank; Circulatingpressure exceeded 2000 psi; Pull 30
stands of tbg; Stage in hole reversing to pit 6 joints at a time Tl7659'; Drillout cmt
F/7659' T/7667'; CBU; Hang back swivel; Pull 2 stands; Shut well in; SDFN

Date : 2/14/2008 Days 6 DC $0 ccc: $0 CWC: $0
Activity: Complete Well Rig Name:

Daily Report Summary :

Daily Report Detail:
From 7:00 To 18:00 11 hrs Category/Rmks Other : 0 psi; Break reverse circulation; Drillthru float collar @766T; Drillout cmt

to 7675'; Bit hailed out; CBU twice;TOH; Break out 6" bit; Make up casing scraper;
TlH T/7670'; Break rev cir; Displace hole w/280 bbls fresh water treatedwltreat O
CLA-Conc; Bin-clear 1000 biocide & CMS 303 corrosion & scale inhibitor; Shut well
in; SDFN

Date: 2/15/2008 .Days 7 DC: $0 (CCC $0 CWC $0
Activity Complete Well Rig Name:

Daily Report Summary :

Daily Report Detail:
From 7:00 To 19:30 2.5 hr Category/Rmks: Other : 0 psi; TOH; R/U Weatherford wireline; Pull CBL & Tie into open hole log;

RD WWS; ( New PBTD correlated by wireline is 7676') TlH open ended T/7670';
Spot 3 bbis diesel across zone to be perfed; TOH; Lay down 2-4-¾" drill collars;

Ph?%ñ s emme Pick up TCP assembly; TlH to 400'; Shut well in; SDFN
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WeN Name Cane Creelc 64
Prospecti Big Flat AFE #: 070241

Sec/Twp/Rget 08 / 26S / 20E AFE Total: $85,185
API #: 43-019-31449 Field Cane Creek This AFE Cost: $0

Work Type: Cornpletion County St. GRAND, UT Tot Assoc AFE's: $0
Operator: Fidelity E&P Supervisor Greg Creel Phone:

Production Cun'ent/Expected Gil 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : 2/16/2008 Daysi 8 DC $0 CCC $0 CWC: $0
Activity: Complete Well Rig Name

Daily Report Summary :

Daily Report Detail:
From 7:00 To 19:00 12 hrs Category/Rmks: Other : O psi; TlH wfTCP & 238 jts 2-7/8" tubing; Land in slips @+/- 7452'; RU

wireline; correlate; 6' deep; Remove 1-6' tubing sub; Try to land in hanger;
Wellhead crooked; Strip off BOP; Land tubing in hanger; Correlate good match; Set
pkr; Land in hanger w/38 K compression; Correlate perfect; Guns landed @7580'
to 7655'; R/D wireline; N/U BOP; Try to release onlofftool; Hydril XO sub on bottom
of hanger; Brake loose; Strip off BOP; Tighten sub; N/U BOP; Try to release on/off
tool; can feel J slot travel but will not release; Dark; Shut well in; SDFN

Date : 2/17/2008 Days: 9 DC $0 CCC; $0 CWCi $0
Activity: Complete Well Rig Name:

Daily Report Summary :

Daily Report Detail:
From 7600 To 19:00 12 hrs Categorylamksi Other : Release packer ( Difficult resembled hydromotic unbalance) Pump 43 bbis

diesel down tubing install BPV in hanger; Reset PKR @7462' w/38K compression;
RU tool for 1660 tubg;Run 121 jts 1660'; 2.33# I J tub (Heat string) Land @3960';
KB; N?D BOP; NU Tree; Test anullas to 1000 psi; Held solid; Bleed off 500 psi;
Shut well in; Rig down & move forward as flow line hits back of rig; SDFN

Date:| 2/18/2008 Days: 10 DC: $0 CCC: $0 (CWC $0
Activity: Perforate RigName:

Daily Report Summary :

Daily Report Detail:
From 7:00 To 18:00 11 hrs Category/Rmks; Other : N/U Flow line; Test to 5000 psi; Held; R/U Hardline to frac tank; Hold safety

meeting; 435 psi holding on anullas; Drop bar @0930 hrs; Guns fired; O pressure &
flow; Csg PSI 435; Monitor well for 30 min; No flow; Move out catwalk 7 pipe racks;
MIRU; On east side of well head R/U swab tool w/2-7/8" HPR cup; Well on very
slight & vac; Fluid level @ 100'; Pull 600'; Diesel dead FL @1400'; Monitor for flow;
Dread Dead run #4 FL @2200'; Pull F/3500'; Dead run #5 FL @3200'; Pull
F/4300'; Run #6 FL@4200'; Pull F/5400'; Run #7 FL @5300'; Pull Fl6300'; Run
#8 FL @6200'; Pull F/7200'; Run #9 FL @7000'; Pull F/PSN @7460'; Dead; Shut
well in; SDFN

Date :| 2/19/2008 Days: 11 (DC $0 CCC: $0 CWC: $0
Activity: Other Rig Name:

Daily Report Summary :

Daily Report Detail:
From 7:00 To 14:30 .5 hre Category/Rmks Other : 0 psi; swab run #1 FL @7150'; Pull F/PSN @7460'-Dead wait on orders;

RD Flow lines &swab equipment; Shut well in; SDFN
Date : 2/20/2008 Days: 12 DO $0 CGC: $0 C\NC $0
Activity Complete Well Rig lúrne:

Daily Report Summary :

Daily Report Detail:
From 7:00 To 18:00 11 hrs , Category/Rmks: Other : 0 PSI, N/D wellhead, N/U BOP, set catwalk & pipe racks, lay down 1-660"

heat string, R/U tongs & slips, release PS1X , Pkr, lay down 100 jts 2 7/8" tbg, shut
well in, SDFN.
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From 7600 To 19:00 12 hrs Categorylamksi Other : Release packer ( Difficult resembled hydromotic unbalance) Pump 43 bbis

diesel down tubing install BPV in hanger; Reset PKR @7462' w/38K compression;
RU tool for 1660 tubg;Run 121 jts 1660'; 2.33# I J tub (Heat string) Land @3960';
KB; N?D BOP; NU Tree; Test anullas to 1000 psi; Held solid; Bleed off 500 psi;
Shut well in; Rig down & move forward as flow line hits back of rig; SDFN

Date:| 2/18/2008 Days: 10 DC: $0 CCC: $0 (CWC $0
Activity: Perforate RigName:

Daily Report Summary :

Daily Report Detail:
From 7:00 To 18:00 11 hrs Category/Rmks; Other : N/U Flow line; Test to 5000 psi; Held; R/U Hardline to frac tank; Hold safety

meeting; 435 psi holding on anullas; Drop bar @0930 hrs; Guns fired; O pressure &
flow; Csg PSI 435; Monitor well for 30 min; No flow; Move out catwalk 7 pipe racks;
MIRU; On east side of well head R/U swab tool w/2-7/8" HPR cup; Well on very
slight & vac; Fluid level @ 100'; Pull 600'; Diesel dead FL @1400'; Monitor for flow;
Dread Dead run #4 FL @2200'; Pull F/3500'; Dead run #5 FL @3200'; Pull
F/4300'; Run #6 FL@4200'; Pull F/5400'; Run #7 FL @5300'; Pull Fl6300'; Run
#8 FL @6200'; Pull F/7200'; Run #9 FL @7000'; Pull F/PSN @7460'; Dead; Shut
well in; SDFN

Date :| 2/19/2008 Days: 11 (DC $0 CCC: $0 CWC: $0
Activity: Other Rig Name:

Daily Report Summary :

Daily Report Detail:
From 7:00 To 14:30 .5 hre Category/Rmks Other : 0 psi; swab run #1 FL @7150'; Pull F/PSN @7460'-Dead wait on orders;

RD Flow lines &swab equipment; Shut well in; SDFN
Date : 2/20/2008 Days: 12 DO $0 CGC: $0 C\NC $0
Activity Complete Well Rig lúrne:

Daily Report Summary :

Daily Report Detail:
From 7:00 To 18:00 11 hrs , Category/Rmks: Other : 0 PSI, N/D wellhead, N/U BOP, set catwalk & pipe racks, lay down 1-660"

heat string, R/U tongs & slips, release PS1X , Pkr, lay down 100 jts 2 7/8" tbg, shut
well in, SDFN.
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WeN Name Cane Creelc 64
Prospecti Big Flat AFE #: 070241

Sec/Twp/Rget 08 / 26S / 20E AFE Total: $85,185
API #: 43-019-31449 Field Cane Creek This AFE Cost: $0

Work Type: Cornpletion County St. GRAND, UT Tot Assoc AFE's: $0
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well in; SDFN
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Activity: Other Rig Name:
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WelhName : CaneOeelú84
Prospect: Big Flat AFE #: 070241

Sec/Twp/Rge: 08 / 26S / 20E AFE Total: $85,185
API #: 43-019-31449 Field: Cane Creek This AFE Cost: $0

Wo Type: Completion County , St.: GRAND, UT Tot Assoc AFE's: $0
Operator: Fidelity E&P Supervisor Greg Creel Phone:

Production Current/E×pected Oil 0 / 0 Gas: 0 / 0 . Water: 0 / 0

Date 2/21/2008 | Days 13 DC $0 CCCi $0 CWO: $0
Activity Other Rig Name

Daily Report Summary :

Daily Report Detail:
From 7:00 To 18:30 1.5 hr Category/Rmks: Other : 0 PSI, lay down 138 jts 2 7/8" tbg, BHA had J'd out of onloff tool &fell to

bottom (note: no visable mark or danger to J slot in the retrieving tool) P/U retrieving
tool & 139 jts 2 7/8" tbg, tag BHA setting on bottom, engage ONIOFF tool (can feel
J slot travel & chatter off drag blocks on PKR, tryto set PKR, will not set, suspect
lugs in PKR jammedon impact w/ PBTD, pull 10 stands, shut well in, SDFN.

Date :) 2/22/2008 Days: 14 DC $0 |CCC $0 CWO $0
Activity: Complete Well Rig Name:

Daily Report Summary :

Daily Report Detail:
From 7:00 To 19:30 2.5 hr Category/Rmks Other : 0 psi; TOH; Did not catch BHA markes on bottom of skirt indicate the profile

is de-centralized; While waiting for short catch over shot bumper sub; Take deliver
& unload on to pipe racks 20 4-¾" Drillcollars; 20 jts 2-7/8"; PH 6 tbg & 232 jts 3½"
IF drill pipe; PU 5¾" short catch overshot w/3¼" grapple & Bumper sub; TlH
engauge fish @7499'; PKR is released; Picked up 2000# plus on up & down
stroke; Pull 60'; Shut well in; SDFN

Date: 2/23/2008 Days 15 DC:| $0 (CCC $0 CWCi $0
Activity: Complete Well Rig Name;

Daily Report Summary :

Daily Report Detail:
From 7:00 To 20:00 13 hrs Category/Rmks: Other : 0 psi; TOH ( 20 stands out; Lost +/- 2000 lbs of string weight; Overshot

empty; First wicker chipped no other markes; Trip back in w/3-3/8" grapple;
Engauge; Fish top ; Gain 2 K on indicator; Pull 30' set & release PKR; Pull 600'; Set
& release PKR; Pull 400'; Set & release Pkr; Lay down remaining 2-7/8" tbg;
Laydown PKR & TCP assembly; Run 1000' for killsrting; SDFN

Date 2/24/2008 Days 16 DC $0 CCCi $0 (CWC $0
Activity: Complete Well Rig Name:

Daily Report Summary :

Daily Report Detail:
From 7:00 To 17:00 |10hrs Category/Rmks: Other : String up rig on 6 lines; Start fab on choke lines; R/U Camp; OD/ID drill

collar;unload 3.5 Bowen power swivel; Choke manifold; Lay derrick over to install
sensor for Pason; SDFN

Date 2/25/2008 Days 17 DC $0 |CCCi $0 CWO $0
Activity: Complete Well Rig Name

Daily Report Summary :

Daily Report Detail:
From 7:00 To 17:00 10 hrs category/Rmks: Other : RIU Pason to fastline on rig, Stand derrick up, set triptank, #1 and #2 mud

pumps; rig in hard line to floor, fab. Watermelon on choke manifold, set 500 Bbl.
frac tank for storage, to killstring, run 7"Cline mech. bridge plug, set @1000', lay
down killstring, sdfn
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sensor for Pason; SDFN

Date 2/25/2008 Days 17 DC $0 |CCCi $0 CWO $0
Activity: Complete Well Rig Name

Daily Report Summary :

Daily Report Detail:
From 7:00 To 17:00 10 hrs category/Rmks: Other : RIU Pason to fastline on rig, Stand derrick up, set triptank, #1 and #2 mud

pumps; rig in hard line to floor, fab. Watermelon on choke manifold, set 500 Bbl.
frac tank for storage, to killstring, run 7"Cline mech. bridge plug, set @1000', lay
down killstring, sdfn
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WelhName : CaneOeelú84
Prospect: Big Flat AFE #: 070241

Sec/Twp/Rge: 08 / 26S / 20E AFE Total: $85,185
API #: 43-019-31449 Field: Cane Creek This AFE Cost: $0

Wo Type: Completion County , St.: GRAND, UT Tot Assoc AFE's: $0
Operator: Fidelity E&P Supervisor Greg Creel Phone:

Production Current/E×pected Oil 0 / 0 Gas: 0 / 0 . Water: 0 / 0

Date 2/21/2008 | Days 13 DC $0 CCCi $0 CWO: $0
Activity Other Rig Name

Daily Report Summary :

Daily Report Detail:
From 7:00 To 18:30 1.5 hr Category/Rmks: Other : 0 PSI, lay down 138 jts 2 7/8" tbg, BHA had J'd out of onloff tool &fell to

bottom (note: no visable mark or danger to J slot in the retrieving tool) P/U retrieving
tool & 139 jts 2 7/8" tbg, tag BHA setting on bottom, engage ONIOFF tool (can feel
J slot travel & chatter off drag blocks on PKR, tryto set PKR, will not set, suspect
lugs in PKR jammedon impact w/ PBTD, pull 10 stands, shut well in, SDFN.

Date :) 2/22/2008 Days: 14 DC $0 |CCC $0 CWO $0
Activity: Complete Well Rig Name:

Daily Report Summary :

Daily Report Detail:
From 7:00 To 19:30 2.5 hr Category/Rmks Other : 0 psi; TOH; Did not catch BHA markes on bottom of skirt indicate the profile

is de-centralized; While waiting for short catch over shot bumper sub; Take deliver
& unload on to pipe racks 20 4-¾" Drillcollars; 20 jts 2-7/8"; PH 6 tbg & 232 jts 3½"
IF drill pipe; PU 5¾" short catch overshot w/3¼" grapple & Bumper sub; TlH
engauge fish @7499'; PKR is released; Picked up 2000# plus on up & down
stroke; Pull 60'; Shut well in; SDFN

Date: 2/23/2008 Days 15 DC:| $0 (CCC $0 CWCi $0
Activity: Complete Well Rig Name;

Daily Report Summary :

Daily Report Detail:
From 7:00 To 20:00 13 hrs Category/Rmks: Other : 0 psi; TOH ( 20 stands out; Lost +/- 2000 lbs of string weight; Overshot

empty; First wicker chipped no other markes; Trip back in w/3-3/8" grapple;
Engauge; Fish top ; Gain 2 K on indicator; Pull 30' set & release PKR; Pull 600'; Set
& release PKR; Pull 400'; Set & release Pkr; Lay down remaining 2-7/8" tbg;
Laydown PKR & TCP assembly; Run 1000' for killsrting; SDFN

Date 2/24/2008 Days 16 DC $0 CCCi $0 (CWC $0
Activity: Complete Well Rig Name:

Daily Report Summary :

Daily Report Detail:
From 7:00 To 17:00 |10hrs Category/Rmks: Other : String up rig on 6 lines; Start fab on choke lines; R/U Camp; OD/ID drill

collar;unload 3.5 Bowen power swivel; Choke manifold; Lay derrick over to install
sensor for Pason; SDFN

Date 2/25/2008 Days 17 DC $0 |CCCi $0 CWO $0
Activity: Complete Well Rig Name

Daily Report Summary :

Daily Report Detail:
From 7:00 To 17:00 10 hrs category/Rmks: Other : RIU Pason to fastline on rig, Stand derrick up, set triptank, #1 and #2 mud

pumps; rig in hard line to floor, fab. Watermelon on choke manifold, set 500 Bbl.
frac tank for storage, to killstring, run 7"Cline mech. bridge plug, set @1000', lay
down killstring, sdfn
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Well Name : Cane Creek 841
Prospect: Big Flat AFE #: 070241

Sec/Twp/Rge 08 / 26S / 20E AFE Total: $85,185
API #: 43-019-31449 Field: Cane Creek This AFE Cost: $0

Tot Assoc AFE' $0
Operator: Fidelity E&P Supervisor: Greg Creel Phon

Production Current/Expected Oil 0 / 0 Gias: 0 / 0 Water:| 0 / 0

Date 2/26/2008 | Days 18 DC $0 |CCC $0 CWCi $0
Activity: Complete Well Rig Name:

Daily Report Summary :

Daily Report Detail:
From 7:00 To 7:00 24 hrs CategoryÏRinks; Other : R/U Pason to fastline on rig, Stand derrick up, set triptank, #1 and #2 mud

pumps; rig in hard line to floor, fab. Watermelon on choke manifold set 500 BbL frac
tanks for storage, TOH kill string, run 7"Cline mech. bridge plug, set @1000', lay
down kill string, sdfn; N/D BOP, N/U single gate BOP w/ variable rams F/2 3/8" T/ 3
1/2", D spool w/ gate valves and HCR valve; Dbl. gate BOP w/ Blind & 3 1/2" rams,
Hydril. Set in choke manifold, missing two 4" 10K weld flanges to be able to test.
Unload a set in Pre-mix tank, hard wire to generator. Take delivery of 400 Bbls.
invert from DHS #12, r/u centrifugal pump to agitate mud. Drilling pit showed up 5
hours late, unload pit and mud cleaner/shaker, pumps and gas buster. Spot in gas
buster and wait for Swaco hand to set up the mud pit. Spot in bulk trailerw/ 46,200#
Barite. RIU high work floor and elevate operator controls. R/u & function test Super
Chokes. R/U flow lines to stand pipe. Load pipe racks and talley 7,600' 3 1/2" drill
pipe

Date 2/27/2008 Days: 19 DO $0 |CCC $0 CWC: $0
Activity: Complete Well Rig Name:

Daily Report Summary .

Daily Report Detail:
From 7:00 To 6:59 p.98h Category/Rmks: Other : Set choke manifold and N/U to BOP stack, set mud tank, set mud cleaner

and shaker on tank, set in and hook up twincentrificalpumps to charge mud
cleaner, stand up gas buster, make measurements for flow line, unload whip stack
and directional tools, RIU rotary tongs, make up test tool, one of the tongs has a
bent head, test couldn't test either.pipe ram as top sub of test toolnot tight
enough(bent head) test Hydril, blind rams and choke manifold, good, wait 3 hours
on Weatherford to deliver new tong at their cost, lay down test plug to tighten tool
joints, water in stack suck the seal rubber off test plug, wait 3½ hours for single
Jack to get another seal at theircost, Aaarg! Continue to test pipe rams.

Date : 2/28/2008 | Days: 20 DC $0 COC $0 OWO) $0
Activdy! Complete Well Rig Name

Daily Report Summary :

Daily Report Detail:
From 7:00 To 6:59 3.98 hi Category/Rmks: Other : Waiting on approved sundry from the BLM,generator #1 had water pump

go out and generator #2 doesn't have a distribution panel, rig down both gen sets
and obtain another gen from Grand Junc. Cummins, will be on location tomorrow
noon, Swaco waiting for two Victraulic fittings for their mud tank which will be here
tomorrowas well, moved PH6 tbgonto rack and talley, make final fabrications to
flowline/gas buster.

Date : 2/29/2008 Days: 21 DC: $0 |CCC $0 CWCi $0
Activity:) Complete Well Rig Name:

Daily Report Summary :

Daily Report Detail:
From 7:00 To 6:59 .98 h Category/Rmks: Other : Finished rigging up Swaco mud tank and cleaner, received 305 BBLS of

15.5# invert to storage, Nippled up fiow line, all tranducers installed and functioning,
rig out both bad generators, waiting on approved sundry and replacement
generator, Received approved sundry, generator on location at 17: 00 hrs,
distribution panel arrived at 18:00 hrs, wire in panel and function test electrical
equipment, functiontest BOP stack, R/UTRS 5½" Hyd tongs,Pick up 13 jts 2 7/8"

a et PH6 tbg, X-O, 3 jts 3½" S-135 drill pipe, tongs quit supplying minimal torque on
make up, inspect hydraulic equipment - appears in good order, rig up back up set
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pumps; rig in hard line to floor, fab. Watermelon on choke manifold set 500 BbL frac
tanks for storage, TOH kill string, run 7"Cline mech. bridge plug, set @1000', lay
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joints, water in stack suck the seal rubber off test plug, wait 3½ hours for single
Jack to get another seal at theircost, Aaarg! Continue to test pipe rams.
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Activdy! Complete Well Rig Name
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go out and generator #2 doesn't have a distribution panel, rig down both gen sets
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rig out both bad generators, waiting on approved sundry and replacement
generator, Received approved sundry, generator on location at 17: 00 hrs,
distribution panel arrived at 18:00 hrs, wire in panel and function test electrical
equipment, functiontest BOP stack, R/UTRS 5½" Hyd tongs,Pick up 13 jts 2 7/8"

a et PH6 tbg, X-O, 3 jts 3½" S-135 drill pipe, tongs quit supplying minimal torque on
make up, inspect hydraulic equipment - appears in good order, rig up back up set
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Jack to get another seal at theircost, Aaarg! Continue to test pipe rams.
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rig out both bad generators, waiting on approved sundry and replacement
generator, Received approved sundry, generator on location at 17: 00 hrs,
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enough(bent head) test Hydril, blind rams and choke manifold, good, wait 3 hours
on Weatherford to deliver new tong at their cost, lay down test plug to tighten tool
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Jack to get another seal at theircost, Aaarg! Continue to test pipe rams.
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Date : 2/28/2008 | Days: 20 DC $0 COC $0 OWO) $0
Activdy! Complete Well Rig Name

Daily Report Summary :

Daily Report Detail:
From 7:00 To 6:59 3.98 hi Category/Rmks: Other : Waiting on approved sundry from the BLM,generator #1 had water pump

go out and generator #2 doesn't have a distribution panel, rig down both gen sets
and obtain another gen from Grand Junc. Cummins, will be on location tomorrow
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Date : 2/29/2008 Days: 21 DC: $0 |CCC $0 CWCi $0
Activity:) Complete Well Rig Name:

Daily Report Summary :

Daily Report Detail:
From 7:00 To 6:59 .98 h Category/Rmks: Other : Finished rigging up Swaco mud tank and cleaner, received 305 BBLS of

15.5# invert to storage, Nippled up fiow line, all tranducers installed and functioning,
rig out both bad generators, waiting on approved sundry and replacement
generator, Received approved sundry, generator on location at 17: 00 hrs,
distribution panel arrived at 18:00 hrs, wire in panel and function test electrical
equipment, functiontest BOP stack, R/UTRS 5½" Hyd tongs,Pick up 13 jts 2 7/8"

a et PH6 tbg, X-O, 3 jts 3½" S-135 drill pipe, tongs quit supplying minimal torque on
make up, inspect hydraulic equipment - appears in good order, rig up back up set
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WelLName : Cane Creek 84
Prospect: Big Flat AFE #1 070241

Sec/Twp/Rge: 08 / 26S / 20E AFE Total: $85,185
API #: 43-019-31449 Field Cane Creek This AFE Cost! $0

Work Type: Completion County , St. GRAND, UT Tot AssocAFE'st $0
Operator: Fidelity E&P Supervisor Greg Creel Phone:

Production Current/Expected Oil: 0 / 0 Gas O/ 0 Waterl 0 / 0

Date : 3/1/2008 QDays; 22 DC $0 |CCC: $0 CWC: $0
Activity: Complete Well Rig Name:

Daily Report Summary :

Daily Report Detail:
From 7:00 To 6:59 þ.98h Category/Rrnks: Other : Problems solved return to running drill pipe, run last 42 jts 3½" drill pipe to

7,684' KB, total string 13 jts 2 7í8" PHs Tbg & 239 jts 3½" drill pipe, break circ, circ
completion fluids to reserve pit, swap to mud tank, load mud system with 432 BBLS
15.5# OBM (received 244 BBLS 15.5# OBM in reserve-total 549 BBLS), Lay down
17 jts drill pipe on racks, TOH standing back D.P. & PH6 (long trip-veryhigh winds)
R/U Weatherford Wireline, run 5.85 gauge ring to 7, 550', correlate to CCL/CBL log.

Date : 3/2/2008 Days; 23 (DC $0 |CCO) $0 (CWC $0
Activity: Complete Well Rig Name:

Daily Report Summary :

Daily Report Detail:
From 7:00 To 6:59 þ.98hi Category/Rmks: Other : Run 7" CIBP & set @ 7,505' (75' above perfs) run & CIBP & set @7,395'

(set point for whipstock) R/D wireline P/U 6" window mili, 6" watermelon mill, 6"
watermelon mill,XO, 1 jt Hevi-wate drill pipe, and 20 4¾" drill collars, (Total BHA-

659.06') TlH wi212 jts D.P. to 7,395', tag CIBP, TOH.
Date 1 3/3/2008 ( Days: 24 DC : $0 CCC: $0 (CWC:| $0
Activity:I Compiete Well Rig Name:

Daily Report Summary :

Daily Report Detail:
From 6:00 To 6:00 |24hrs category/Rmks: Other : Finished rigging up Swaco mud tank and cleaner, received 305 Bbl's. of

15.50# invert to storage. Nippled up flow line, all transducers installed and
functioning. Rig out both bad generators. Waiting on approved sundry and
replacement generator. Received approved sundry, generator on location at 1700
Hrs. distribution panel arrived at 1800 Hrs. wire in panel and function test electrical
equipment. Function test BOP stack. R/U TRS; 5 1/2" Hyd. Tongs; Pick up 13 jts. 2
7/8" PH6 tbg., X-O,3 jts. 3 1/2" S-135 drill pipe, tongs quit supplying minimal torque
on make up, inspect hydraulic equipment-appears in good order, rig up back-up set
of tongs.Pick up 13 jts. 2 7/8" PH6 tbg., X-O,3jts. 3 1/2" S-135 drill pipe, tongs quit
supplyingminimaltorque on make up, inspect hydraulic equipment-appears in good
order, rig up back-up set of tongs. Problems solved, return to running drill pipe. Run
last 42 jts. 3 1/2" drill pipe to 7,684' KB. Total string: 13 jts 2 7/8" PHs Tbg & 239 jts
3 1/2" DrillPipe Break circ, circ completion fluids to reserve pit, swap to mud tank,
load mud system with 432 Bbis; 15.5# OBM (Received 244 Bbl's 15.5# OBM in
reserve-Total 549 Bbl's) Lay down 17 jts drill pipe on racks, TOH standing back D.P.
& PH6 (long trip-veryhigh winds) R/U.Weatherford Wireline, run 5.85' gauge ring to
7,550', Correlate to CCL/CBL log; Run 7" CIBP & set @7,505' (75' above perfs),
Run &' CIBP & set @7,395' (set point for whipstock); RID wireline, P/U 6" Window
Mill,6" Watermelon Mill,6" Watermelon Mill,XO, 1 jt. Hevi-Wate DrillPipe, and 20
4 3/4" DrillCollars, (Total BHA - 659.06'), TlH w/ 212 jts D.P. to 7,395', Tag CIBP,
TOH; Pick Whip Stock, add UBHO sub between top of Hvei-Wate DP and Drill
Collars, TlH very slowly@3 minutes per stand. R/U wireline & Gyro,orientate whip
stock @330 degrees, Set whip stock-felt the roll pin shear but not the shear stud,
question whether or not the tool set fully-decided to trip for retrieving hook to verify
set and direction, R/D wireline. TOH, Mill shows tool apparently sheared correctly,
P/U Retrieving Hook, Function test BOP; TlH w/Hook; Tota! OBM in active and
reserve - 911 Bbl's 15.5#(Held saftey meeting 3-3-08 @2:00 am with rig crew &
Weatherford Whip stock hands. Discussed the importance of not hurrying while
handling drill collars and bottom hole tools.)
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From 7:00 To 6:59 þ.98hi Category/Rmks: Other : Run 7" CIBP & set @ 7,505' (75' above perfs) run & CIBP & set @7,395'

(set point for whipstock) R/D wireline P/U 6" window mili, 6" watermelon mill, 6"
watermelon mill,XO, 1 jt Hevi-wate drill pipe, and 20 4¾" drill collars, (Total BHA-

659.06') TlH wi212 jts D.P. to 7,395', tag CIBP, TOH.
Date 1 3/3/2008 ( Days: 24 DC : $0 CCC: $0 (CWC:| $0
Activity:I Compiete Well Rig Name:

Daily Report Summary :

Daily Report Detail:
From 6:00 To 6:00 |24hrs category/Rmks: Other : Finished rigging up Swaco mud tank and cleaner, received 305 Bbl's. of

15.50# invert to storage. Nippled up flow line, all transducers installed and
functioning. Rig out both bad generators. Waiting on approved sundry and
replacement generator. Received approved sundry, generator on location at 1700
Hrs. distribution panel arrived at 1800 Hrs. wire in panel and function test electrical
equipment. Function test BOP stack. R/U TRS; 5 1/2" Hyd. Tongs; Pick up 13 jts. 2
7/8" PH6 tbg., X-O,3 jts. 3 1/2" S-135 drill pipe, tongs quit supplying minimal torque
on make up, inspect hydraulic equipment-appears in good order, rig up back-up set
of tongs.Pick up 13 jts. 2 7/8" PH6 tbg., X-O,3jts. 3 1/2" S-135 drill pipe, tongs quit
supplyingminimaltorque on make up, inspect hydraulic equipment-appears in good
order, rig up back-up set of tongs. Problems solved, return to running drill pipe. Run
last 42 jts. 3 1/2" drill pipe to 7,684' KB. Total string: 13 jts 2 7/8" PHs Tbg & 239 jts
3 1/2" DrillPipe Break circ, circ completion fluids to reserve pit, swap to mud tank,
load mud system with 432 Bbis; 15.5# OBM (Received 244 Bbl's 15.5# OBM in
reserve-Total 549 Bbl's) Lay down 17 jts drill pipe on racks, TOH standing back D.P.
& PH6 (long trip-veryhigh winds) R/U.Weatherford Wireline, run 5.85' gauge ring to
7,550', Correlate to CCL/CBL log; Run 7" CIBP & set @7,505' (75' above perfs),
Run &' CIBP & set @7,395' (set point for whipstock); RID wireline, P/U 6" Window
Mill,6" Watermelon Mill,6" Watermelon Mill,XO, 1 jt. Hevi-Wate DrillPipe, and 20
4 3/4" DrillCollars, (Total BHA - 659.06'), TlH w/ 212 jts D.P. to 7,395', Tag CIBP,
TOH; Pick Whip Stock, add UBHO sub between top of Hvei-Wate DP and Drill
Collars, TlH very slowly@3 minutes per stand. R/U wireline & Gyro,orientate whip
stock @330 degrees, Set whip stock-felt the roll pin shear but not the shear stud,
question whether or not the tool set fully-decided to trip for retrieving hook to verify
set and direction, R/D wireline. TOH, Mill shows tool apparently sheared correctly,
P/U Retrieving Hook, Function test BOP; TlH w/Hook; Tota! OBM in active and
reserve - 911 Bbl's 15.5#(Held saftey meeting 3-3-08 @2:00 am with rig crew &
Weatherford Whip stock hands. Discussed the importance of not hurrying while
handling drill collars and bottom hole tools.)
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Well Name : Cane Creek 8
Prðspect: Big Flat AFE #: 070241

Sec/Twp/Rge: 08 / 26S / 20E AFE Total: $85,185
API #: 43-019-31449 Field: Cane Creek This AFE Cost: $0

Work Type; Completion County , St.: GRAND, UT Tot Assoc AFE's: $0
Operator: Fidelity E&P Supervisor: Greg Creel Phone:

Production 0urrent/Expectád Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date 3/4/2008 Days: 25 DC $0 CCC: $0 CWO: $0
Activity: Compiete Well Rig Name

Daily Report Summary :

Daily Report Detail:
From To 0 hrs Category/Rmks: Other : Finished rigging up Swaco mud tank and cleaner, received 305 Bbl's. of

15.50# invert to storage. Nippled up flow line, all transducers installed and
functioning. Rig out both bad generators.; Waiting on approved sundry and
replacement generator. Received approved sundry, generator on location at 1700
Hrs., distribution panel arrived at 1800 Hrs., wire in panel and function test electrical
equipment. Function test BOP stack. R/U TRS; 5 1/2" Hyd. Tongs; Pick up 13 jts. 2
7/8" PH6 tbg., X-O,3 jts. 3 1/2" S-135 drill pipe, tongs quit supplying minimal torque
on make up, inspect hydraulic equipment-appears in good order, rig up back-up set
of tongs. Pick up 13 jts. 2 7/8" PH6 tbg., X-O,3 jts. 3 1/2" S-135 drill pipe, tongs quit
supplying minimal torque on make up, inspect hydraulic equipment-appears in good
order, rig up back-up set of tongs.Problems solved, return to running drill pipe. Run
last 42 jts. 3 1/2" drill pipe to 7,684' KB. Total string: 13 jts 2 7/8" PHs Tbg & 239 jts
3 1/2" DrillPipe Break circ, circ completion fluids to reserve pit, swap to mud tank,
load mud system with 432 Bbis; 15.5# OBM (Received 244 Bbl's 15.5# OBM in
reserve-Total 549 Bbl's) Lay down 17 jts drill pipe on racks, TOH standing back D.P.
& PH6 (long trip-veryhigh winds) R/U Weatherford Wireline, run 5.85' gauge ring to
7,550', Correlate to CCL/CBL log; Run 7" CIBP & set @7,505' (75' above perfs),
Run &' CIBP & set @7,395' (set point for whipstock); R/D wireline, P/U 6" Window
Mill,6" Watermelon Mill,6" Watermelon Mill,XO, 1 jt. Hevi-Wate DrillPipe, and 20
4 3/4" DrillCollars, (Total BHA - 659.06'), TlH w/ 212 jts D.P. to 7,395', Tag CIBP,
TOH; Pick Whip Stock, add UBHO sub between top of Hvel-Wate DP and Drill
Collars, TlH very slowly @3 minutes per stand. R/U wireline & Gyro, orientate whip
stock @330 degrees, Set whip stock-felt the roll pin shear but not the shear stud,
question whether or not the tool set fully-decided to trip for retrieving hook to verify
set and direction, R/D wireline. TOH, Millshows tool apparently sheared correctly,
P/U Retrieving Hook, Function test BOP; TlH w/Hook; Total OBM in active and
reserve - 911 Bbl's 15.5#(Held saftey meeting 3-3-08 @2:00 am with rig crew &
Weatherford Whip stock hands. Discussed the importance of not hurrying while
handling drill collars and bottom hole tools.)

Date 3/5/2008 Days: 26 DC : $0 CCCi $0 CWC $0
Activity: Complete Well Rig Name:

Daily Report Summary :

Daily Report Detail:
From 6:00 To 6:00 |24hrs Category/Rmks: Other : TIH w/ Retrieving Hook, J onto whip stock, Pull 40k over, tool is definitely

set, R/U wireline, Run Gyro but there is ten deg +- in the hook slot. Release off of
the whip stock. TOH, Night crew showed at 8:00 pm-Derrick hand and tool pusher
quit and walked off location. The Day Driller and Pusher stayed and finished the trip
out. Make up Window Mill,Function test BOP, service rig equipment, clean up
location and perform general service on all equipment while waiting on replacement
hands from Vernal. TlH wl window mill assembly to 7,390', R/U 3.5 Power Swivel,
Break Circ, Install magnets in Possum belly. Hold safety meeting w/ every person
on location, walk around location and make certain everyone knows the function of
each piece of equipment Start cutting window in the 7" casing, top of window is at
7,381' - bottom at 7,390', after window is cut rathole is at 7,394'. Circ bottoms up.
Lay down 411ts. 3 1/2" DP, TOH.
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Date 3/5/2008 Days: 26 DC : $0 CCC: $0 CWC $0
Activity: Complete Well Rig Name:

Daily Report Summary :

Daily Report Detail:
From 6:00 To 6:00 |24hrs Category/Rmks: Other : TlH w/ Retrieving Hook, J onto whip stock, Pull 40k over, tool is definitely

set, R/U wireline, Run Gyro but there is ten deg +- in the hook slot. Release off of
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out. Make up Window Mill,Function test BOP, service rig equipment, clean up
location and perform general service on all equipment while waiting on replacement

Begin Lateral 1 hands from Vemal. TIH wl window mill assembly to 7,390', R/U 3.5 Power Swivel,
Break Circ, Install magnets in Possum belly. Hold safety meeting w/ every person
on location, walk around location and make certain everyone knows the function of
each piece of equipment Start cutting window in the 7" casing, top of window is at
7,381' - bottom at 7,390', after window is cut rathole is at 7,394'. Circ bottoms up.
Lay down 411ts. 3 1/2" DP, TOH.
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Well Name : Cane Creek 8-0
Prospect: Big Flat AFE #: 070241

Sec/Twp/Rge 08 I 26S / 20E AFE Total: $85,185
ÄPI # 43-019-31449 Field Cane Creek This AFE Cost: $0

Work Type Completion Gourity , St. GRAND, UT Tot Assoc AFE's: $0
Operator: Fidelitv E&P Supervisor: Greg Creel Phone:

Production Current/Expected Oíli 0 / 0 Gasi 0 / 0 Water: 0 / 0

Date : 3/6/2008 QDays|| 27 DC $0 GCC: $0 CW0 $0
Activity: Complete Well Rig Namé:

Daily Report Summary :

Daily Report Detail:
From 7:00 To 6:59 $.98hi Category/Rmks: Other : TOH t!4,260', tong heads broke from high torque on DP, waitfor repair

parts, mud weight had dropped to 15#, move 250 BBLSfrom active to storage,
transfer 250 BBLS 18#from 1-1 and blend into active, move 42 jts 3½" DP off racks
, move in 27 jts 2 7/8" PH6 tbg and talley, move in directional tools, repair Hyd
tongs, TOH lay down window mill assm, start millout 1/64", P/U directional motor,
attempt to break connection to change angle of motor, tong hand ran into the
connection and broke the tongs again, Aarg, release tong hand and wait on another.

Date : 3/7/2008 Days: 28 DC $0 CCC; $0 CWC: $0
Activity: Complete Well Rig Name:

Daily Report Summary :

Daily Report Detail:
From 6:00 To 6:00 |24hrs Category/Rmks: Other : TOH t/ 4,260', tong heads broke from high torque on DP, wait for repair

parts, mud weight had dropped to 15#, move 250 BBLS from active to storage,
transfer 250 BBLS 18#from 1-1 and blend into active, move 42 jts 3½" DP off racks
, move in 27 jts 2 7/8" PH6 tbgand taliey,move in directional tools, repair Hyd
tongs, TOH lay down window millassm, start mill out 1/64", P/U directional motor,
attempt to break connection to change angle of motor, tong hand ran into the
connection and broke the tongsagain, Aarg, release tonghand and wait on another,

Date : 3/10/2008 Days: 31 DC :) $0 CCC $0 |CWC: $0
Activity: Complete Well Rig Name:

Daily Report Summary :

Daily Report Detail:
From 6:00 To 6;00 |24hrs Catégory/Rmksi Other : Wait on replacement tongs, function test BOP, service equipment, RIU

replacement tongs; P/U 6" SL12TP Reed Tri-Cone Bit (SIN-JW5940), Drilling Motor
set @2.6, NM Muleshoe Sub, 2-4 3/4"; Flex NMDC, Gyro UBHO, X-O, 40 jts 2 7/8"
PH6 tbg., X/O, 20-4 3/4" DrillCollars and 171 jts 3 1/2" DPRIU wireline, Run Gyro
@330 top of slide, 335 @bottom of rathole, R/U swivelw/ wet connect run Gyro &
seat in UBHO, Break circ @3000 PSI/190 GPM; Start Drilling, Drilldown T/7431',
Top of connection places lobe of drill collar in the window, stuck; Work drill string,
pulling 35k over, torque & work pipe, pull 50k over, pulled free easily, triedseveral
times with the same result, make a connection, run Gyro and RTD, drilled 6',
differential pressure falling off, circ. Clean; TOH, pulling smooth, pulled 42 stands
and tongs failed, fill anullas, install IBOP; Standby waiting for replacement
equipment, deferring charges to Weatherford TRS; TOH, No hard marks on
NMDC's, motor and bit look green; Function test BOP, Drop out NMDC'sfrom BHA,
shallow test motor, TlH, ran 4 stands and lost a bearing in tongs from torque shock;
Set of Clincher DrillPipe tongs are to be delivered by 7 am rated at 40,000 Ft. Lbs.
torque

Date 3/11/2008 Days: 32 DO $0 CCC $0 CWC $0
Activity: Complete Well Rig Name:

Daily Report Summary :

Daily Report Detail:
From 7:00 To 6:59 $.98h Category/Rmks: DRLG : RTD, Drilling @ 9 Avg Ft/Hr - 30k WOB - 50 RPM on Bit - 180 GPM @

3000 PSI - 16.7 PPGl70 Vis. 30.31 degree/100' CBU, R/D Gyro and swivel
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shallow test motor, TIH, ran 4 stands and lost a bearing in tongs from torque shock;
Set of Clincher DrillPipe tongs are to be delivered by 7 am rated at 40,000 Ft. Lbs.
torque

Date 3/11/2008 Days: 32 DC :| $0 CCC $0 CWC $0
Activity: Complete Well Rig Name:

Daily Report Summary :

Daily Report Detail:
From 7:00 To 6:59 $.98h Category/Rmks: DRLG : RTD, Drilling@ 9 Avg Ft/Hr - 30k WOB - 50 RPM on Bit - 180 GPM @

3000 PSI - 16.7 PPGl70 Vis. 30.31 degree/100' CBU, R/D Gyro and swivel
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WeltName : Cane Creek 841
Prospect: Big Flat AFE # 070241

Sec/Twp/Rge: 08 / 26S / 20E AFE Total $85,185
API # 43-019-31449 Fieldi Cane Creek This AFE Cost $0

Work Type: Completion County , St.: GRAND, UT Tot Assoc AFE's: $0
Operator: Fidelity E&P Supervisor: Greg Creel Phone:

Production Current/E ected[ il 0 / 0 Gas O/ 0 Water: 0 / 0

Date :| 3/11/2008 Days 32 DC $0 CCC: $0 |CWC: $0
Activity: Complete Well Rig Name:

Daily Report Summary :

Daily Report Detail:
From 7:00 To 16:00 9 hrs Category/Rmks Other : Monitor well bore for flow, dead; Pull slowly into csg, Puli 20 stands wet DP,

Run surprise Kick Drill - 5 minutes to fully close Hydril &stab, TlW valve, continue
pulling wet string, Clincher DrillPipe tongs slower but have positive bite on Bit @85
plus %, Bump motor back from 2.6 to 2.121, make up 2 Monel DC's w/ MWD & TlH,
Fill DP every 20 stands

Date :| 3/12/2008 Days: 33 DO $0 [0C0 $0 CWC $0
Activity: Complete Well Rig Name:

Daily Report Summary :

Daily Report Detail:
From 16:00 To 5:30 |3.5hr . Category/Rmks Other : surprise Kick Drillon Night Crew - 9 minutes to fully close Hydril and stab

IIW valve, needs practice and will run again! Continue TIH, break circ @7468Circ
out bubble while working on Pason Unit

Date : 3/13/2008 | Daysi 34 DO $0 (COCi $0 CWC: $0
Activity: Complete Well Rig Name:

I Daily Report Summary :

Daily Report Detail:
From 7:00 To 6:59 $.98hi Category/Rmks: Other : Pason working, Start drilling,drill 1 ft. and pop-off tripped, re-set pop-off,

now pulse not reading from MWD, found that rubber from pop-off was pumped
down hole because the rig crew forgot to install the
DrillPipe screen, try to flush obstruction out to no avail, discussed with Tool Pusher
and it is agreed they will pay for the trip to clear out the string.
TOH, inspect box and pins of PH6 - lay down 2 for wear, found some rubble on
pulser and also found that the float had come unseated spinning the MWD tools up
into and lodging in the PH6, replace float and MWD tools, surface test motor, TlH,
stop at topof PH6 and fill, stop at 3800" and fill,TlH.

Date: 3/14/2008 Days: 35 DC: $0 (CCC $0 CWO:) $0
Activity: Complete Well Rig Narne:

Daily Report Summary :

Daily Report Detail:
From 7:00 To 6:59 þ.98hi Category/Rmks: Drill : TlH to 7495', RIU swivel and break circ, pulse reading fine, RTD F/ 7495',

ROP @8.2 -- 28 WOB - 130 GPM @2300 PSl, Depth 7589', 31 K WOB, ROP 8.4
FPH, 2926 PSI @185 GPM 48.8 degrees inclination/ 308.78 degrees Azimuth, 63
Vis - 16.8 PPG, reached target 1, 7623' MD, ROP 8.4 FPH, 2870 PSI @189 GPM,
57.3 degrees inclination/ 313.28 degrees Azimuth, 63 Vis - 16.8 PPG, 62.2 Bit
hours, circ clean for trip to change Motor/Bit/Angle .TOH, Bit green, Change out
motor, make up 6" PDC 7 blade bit, Change BHA-add 24 jts PH6 and 12jts 3 1/2"
DP below DrillCollars

Date 3/15/2008 Days: 36 DC: $0 CCC: $0 CWC:| $0
Activity: Complete Well Rig Name:

Daily Report Summary :

Daily Report Detail:
From 7:00 To 18:30 1.5 hr Category/Rmks: Other : MWD not reading and Pason unit crashed, TOH, pulls very smooth around

curve, lay MWD down and test, pulser is working but no power or comunication with
the BDR
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Weil Name : Cane Creekä-d
Prospect; Big Flat AFE #: 070241

Sec/Twp/Rge: 08 / 26S / 20E AFE Total: $85,185
APl #: 43-019-31449 Field: Cane Creek This AFE Cost: $0

Work Type: Completion County , S GRAND, UT Tot Assoc AFE's: $0
Operator: Fidelity E&P Supervisor Greg Creel Phone:

Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : 3/16/2008 Days: 37 DC $0 CCC: $0 CWC: $0
Activity: Complete Well Rig Name

Daily Report Summary :

Daily Report Detail:
From 18:30 To 7:00 2.5 hr Category/Rmks: Other : Assemble new MWD-Test,TlH w/ 6" PDC, Drilling Motor, NM sub, 24 3/4"

Monel DrillCollars with MWD, XO, 64 jts 2 7/8" PH6 Tbg, XO, 12 jts 3 1/2" Drill
Pipe, 20 4 3/4" DrillCollars Fill string every 20 standsRIU swivel, break circ.RTD,
180 RPM @Bit, 14K WOB, 2470 PSI, 11.4 ROP Ft/Hr, 16.3/56, Dropping 9' per 50'
Took power surge due to undersized motor on Swaco De-Sander, Trip Pason unit,
Pull to high kelly

Date 3/17/2008 Days: 38 DC $0 CCC $0 CWC $0
Activity: Complete Well Rig Name:

Daily Report Summary :

Daily Report Detail:
From 1:00 To 7:00 6 hrs Category/Rmks: DRLG : Pason unit and Satelite system both failed-possibly to due the snow storm,

Pull to high kelly and circ Re-boot Pasonand satelite, everything came back up
except the satelite RTD, 180 RPM @Bit, 14K WOB, 2720 PSI, 11.4 ROP Ft/Hr,
16.3/57, Dropping 9' per 50' Slip & Dril to 7764', lost remote radio signal with the
Pason unit as well as the satelite. Pason field serve rep due to arrive at 5:30am,
Installed a UPS & new radio transmiters, Pason working
solid, monitor for 20 minutes RTD, MD-7764'/TVD-768T, Inc-80, Azi-324.33, 180
GPM/2700 PSI, Slip and Drillg 25 RPM (Still In The Salt)

Date: 3/18/2008 Daysd 39 DC: $0 GCC: $0 CWC $0
Activity: Complete Well Rig Namä:

Daily Report Summary :

Daily Report Detail:
From 7:00 To 6:59 .98 h¡ Category/Rmks: Other : Drlg Fl7764' Tl7827' Still in the salt, consult with Denver-agree to cut our

build and dive for the shale, drop from 80- degree Inc to 75.16 @7958 MD/7628.89
TVD, @7930 by lag had 5% shale in sample Held angle to 8053.00 MD/7652.03
TVD, 100% Salt in return, Drop angle to 72.61 over next two connections @
8116'MD/7669.27'TVD, 559.51' V'Sect, 327.49 Azi, 16#l54 VisContinue to drill
looking for top of Cane Creek, Circ bottoms up after every connection 33'l100' drop
@71 deg Inc
Found top of formation @ 8205' MD/7698' TVD, DrillT/8243', Max gas @100 units,
calculate dip @81 degree, Start building curve, PDC generating high torqueand
not want to keep tool face up Stalling motor, Slide to 8256' MD, Concerned about
motor stalling-release and backing off motor Circ clean, no gas in returns, Hang
back swivel TOH, At beginning of tour change discuss in saftey meeting the
concerns of pulling a bubble as well as keeping the hole full while tripping,Lay
down motor & PDC bit(PDC green), Pick up slow speed motor set @1.15, make up
newReed

Date ; 3/19/2008 | Days: 40 DC : $0 CCC: $0 CWC $0
Activity Complete Well Rig Name:

Daily Report Summary :

Daily Report Detail:
From 7:00 To 6:59 þ.98h¡ Category/Rmks: Other : 6" Tri-Cone bit 20/20/20, surface test motor TlH, fill DP At CollarsFill at

5000' and 7390' (Window), TlH to btm @ 8256' Swivel up, break circ RTD @ 8256'
1.2 to 1.8 FPH bulling back curve, 16.4#/54 Vis, 41K WOB,
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Weil Name : Cane Creekä-d
Prospect; Big Flat AFE #: 070241

Sec/Twp/Rge: 08 / 26S / 20E AFE Total: $85,185
APl #: 43-019-31449 Field: Cane Creek This AFE Cost: $0

Work Type: Completion County , S GRAND, UT Tot Assoc AFE's: $0
Operator: Fidelity E&P Supervisor Greg Creel Phone:

Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : 3/16/2008 Days: 37 DC $0 CCC: $0 CWC: $0
Activity: Complete Well Rig Name

Daily Report Summary :

Daily Report Detail:
From 18:30 To 7:00 2.5 hr Category/Rmks: Other : Assemble new MWD-Test,TlH w/ 6" PDC, Drilling Motor, NM sub, 24 3/4"

Monel DrillCollars with MWD, XO, 64 jts 2 7/8" PH6 Tbg, XO, 12 jts 3 1/2" Drill
Pipe, 20 4 3/4" DrillCollars Fill string every 20 standsRIU swivel, break circ.RTD,
180 RPM @Bit, 14K WOB, 2470 PSI, 11.4 ROP Ft/Hr, 16.3/56, Dropping 9' per 50'
Took power surge due to undersized motor on Swaco De-Sander, Trip Pason unit,
Pull to high kelly

Date 3/17/2008 Days: 38 DC $0 CCC $0 CWC $0
Activity: Complete Well Rig Name:

Daily Report Summary :

Daily Report Detail:
From 1:00 To 7:00 6 hrs Category/Rmks: DRLG : Pason unit and Satelite system both failed-possibly to due the snow storm,

Pull to high kelly and circ Re-boot Pasonand satelite, everything came back up
except the satelite RTD, 180 RPM @Bit, 14K WOB, 2720 PSI, 11.4 ROP Ft/Hr,
16.3/57, Dropping 9' per 50' Slip & Dril to 7764', lost remote radio signal with the
Pason unit as well as the satelite. Pason field serve rep due to arrive at 5:30am,
Installed a UPS & new radio transmiters, Pason working
solid, monitor for 20 minutes RTD, MD-7764'/TVD-768T, Inc-80, Azi-324.33, 180
GPM/2700 PSI, Slip and Drillg 25 RPM (Still In The Salt)
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TVD, 100% Salt in return, Drop angle to 72.61 over next two connections @
8116'MD/7669.27'TVD, 559.51' V'Sect, 327.49 Azi, 16#l54 VisContinue to drill
looking for top of Cane Creek, Circ bottoms up after every connection 33'l100' drop
@71 deg Inc
Found top of formation @ 8205' MD/7698' TVD, DrillT/8243', Max gas @100 units,
calculate dip @81 degree, Start building curve, PDC generating high torqueand
not want to keep tool face up Stalling motor, Slide to 8256' MD, Concerned about
motor stalling-release and backing off motor Circ clean, no gas in returns, Hang
back swivel TOH, At beginning of tour change discuss in saftey meeting the
concerns of pulling a bubble as well as keeping the hole full while tripping,Lay
down motor & PDC bit(PDC green), Pick up slow speed motor set @1.15, make up
newReed
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Date ; 3/19/2008 | Days: 40 DC : $0 CCC: $0 CWC $0
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Well Name Cane Creeik 8-1
Prospect: Big Fiat AFE # 070241

Sec/Twp/Rge: 08 / 26S / 20E AFE Total $85,185
API #: 43-019-31449 Field: Cane Creek This AFE Cost $0

Work Type: Compietion County . St - GRAND, UT Tot Assoc AFE's $0
Operator: Fidelity E&P Supervisor: Greg Creel Phone:

Production Current/Expected Oil: 0 í 0 Gas: 0 / 0 Water: 0 / 0

Date :I 3/20/2008 Days:| 41 DC $0 CCC $0 CWC: $0
Activity: Complete Well Rig Name

Daily Report Summary :

Daily Report Detail:
From 7:00 To 6:59 98 h, Category/Rmks: Other : Started at 71.7 Inc coming up to 72.8, Azi @349.78, background gas @

17u, #1 pump went down- packing on plunger Drillingwith pump #2, 107 GMP @
1778 PSI, ROP @1.3 to 3.0, 16.5#!59 Vis, CBU every hour due to lower GPM from
pump #2, Formation is 50% Anhy. Explaining the slower ROP, will cut the mud
weight and Vis during daylight tour Pull up to 8255', CBU, RTD, rnud @16.4#l64
Vis, 1.2 to 3.0 FPH w/ 24K WOB
Encountered a few small drilling breaks, Silt Stone 20%!Shale 65%/Anhy 15%Circ
clean, make connection, switch to primary pump, regain circ. Service rig and
generatorRTD, maintaining +- 75 deg, slide then drill, mud @16.3#l54Vis, 37K
WOB @2752 PSI, @8306' MD sample by lag 100% salt, Consult with Robert
Flook and Mark Koury (Geologist), decision made to
drill ahead by Robert Flook &onsite Geologist is to steer us in tne zone

Date: 3/21/2008 Days:| 42 DC:| $0 CCC $0 CWC $0
Activity: Complete Well Rig Name:

Daily Report Summary :

Daily Report Detail:
From 7:00 To 6:59 þ.98hi Category/Rmks: DRLG : Drillingfrom 8321' MD to 8389' MD, Still drilling in Salt, last Gamma kick @

8344'MD, Drilling @75Deg Inc 327.53 Azi, Mud @16.0#l52 VisDrilling break @
8400'MD/7747 TVD, sample by lag 10% shale, drlg @8408' sample by lag
90%Drilling break @8400'MD/774T TVD, sample by lag 10% shale, dríg @8408'
sample by lag 90%shale, drlg break @8416 MD (increase) sample by lag @8424'
98% salt with a trace of shaleROP @17.8 Ft/Hr, 23K WOB, 25 RPM, 2142 PSI w/
16.1#l53 Vis, NO GAS, 75 Deg Inc decision made to plug back and sidetrack, Circ
clean for two hours, Hang back swivel TOH, pull first 8 stands slowly - 4K overpull,
load hole every 20 stands, lay down motor and MWD

Date : 3/22/2008 Days: 43 DC : $0 00C: $0 CWC: $0
Activity: Complete Well Rig Name:

Daily Report Summary :

Daily Report Detail:
From 7:00 To 6:59 $.98h( Category/Rmks:|DRLG : TlH, Open ended w/ 64 jts PH6-12 jts 3 1/2" DP-20 4 3/4" DCs-171 jts 3

1/2" DP TlH w/ final jts 3 1/2" DP T/ 8422' Break circ, CBU R/U HOWCO, Pump
Balanced Plug,plug back lateral section of open hole F/ 8422' T/ 7520' Pump 8.5
Bbls Tuned Spacer, 34 Bbls 16# G Cement w/ 18% salt and fluid loss additive, 1.5
Bbis tuned Spacer, displace w/ 48.7 Bbis OBM Puli 21 stands DP very slowly, Break
circ, circ for 2 hours

Date : 3/23/2008 Days: 44 |DC:| $0 CCC $0 OWCi $0
Activity: Complete Well Rig Name;

Daily Report Summary :

Daily Report Detail:
From 7:00 To 6:59 þ.98hi Category/Rmks: Drill : TOH, Night Pusher miss understood what waiting 24 hours on cement meant

and had reieased the crew, pulled to DC's and shut down waiting on crew New crew
arrived, finish TOH, Make up 6" Tri-Cone bit (re-run), TlH
Tag cement stringer @ 6852', Lay down 6 jts-run 3 stands, R/U swivel, break cire,
drill out cement .
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8400'MD/7747 TVD, sample by lag 10% shale, drlg @8408' sample by lag
90%Drilling break @8400'MD/774T TVD, sample by lag 10% shale, dríg @8408'
sample by lag 90%shale, drlg break @8416 MD (increase) sample by lag @8424'
98% salt with a trace of shaleROP @17.8 Ft/Hr, 23K WOB, 25 RPM, 2142 PSI w/
16.1#l53 Vis, NO GAS, 75 Deg Inc decision made to plug back and sidetrack, Circ
clean for two hours, Hang back swivel TOH, pull first 8 stands slowly - 4K overpull,
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1/2" DP TlH w/ final jts 3 1/2" DP T/ 8422' Break circ, CBU R/U HOWCO, Pump
Balanced Plug,plug back lateral section of open hole F/ 8422' T/ 7520' Pump 8.5
Bbls Tuned Spacer, 34 Bbls 16# G Cement w/ 18% salt and fluid loss additive, 1.5
Bbis tuned Spacer, displace w/ 48.7 Bbis OBM Puli 21 stands DP very slowly, Break
circ, circ for 2 hours
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From 7:00 To 6:59 þ.98hi Category/Rmks: Drill : TOH, Night Pusher miss understood what waiting 24 hours on cement meant

and had reieased the crew, pulled to DC's and shut down waiting on crew New crew
arrived, finish TOH, Make up 6" Tri-Cone bit (re-run), TlH
Tag cement stringer @ 6852', Lay down 6 jts-run 3 stands, R/U swivel, break cire,
drill out cement .
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Well Name Cane Creeik 8-1
Prospect: Big Fiat AFE # 070241

Sec/Twp/Rge: 08 / 26S / 20E AFE Total $85,185
API #: 43-019-31449 Field: Cane Creek This AFE Cost $0

Work Type: Compietion County . St GRAND, UT Tot Assoc AFE's $0
Operator: Fidelity E&P Supervisor: Greg Creel Phone:
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Well Name : Cane Creek 84
Prospect: Big Flat AFE #: 070241

Sec/Twp/Rge: 08 / 26S / 20E AFETotal: $85,185
API #: 43-019-31449 Field: Cane Creek This AFE Cost: $0

Work Typel Cornpletion County , St.: GRAND, UT Tot Assoc AFE's: $0
Operator: Fidelity E&P Supervisor: Greg Creel Phone:

Productiort Current/Expected Oil O/ 0 Gas: 0 / 0 Water: 0 / 0

Date : 3/24/2008 Days: 45 DC $0 CCO: $0 CWC: $0
ActÏvity: Complete Well Rig Name

Daily Report Summary :

Daily Report Detail:
From 7:00 To 6:59 .98 h CategoryiRmks Other :

F/ 6852' T/ 7009', Circ F/ 7042' Lay down 42 jts to clear out derrick.Wash and rotate
soft cement T/ 7737' MD

Date 3/25/2008 Days 46 DC $0 CCC $0 CWC: $0
Activity: Complete Well Rig Name:

Daily Report Summary :

Daily Report Detail:
From 7:00 To 6:59 .98 h, Category/Rmks: Other : Circulate clean, R/D swivel TOH, Break bit outHeld saftey meeting,

Function test BOP, service rig and equipment, wash off work floor and pumps TlH
open ended w/ PH6,DC's & DP Tl 7732' Break circ, circulate while waiting on
Halliburton

Date 3/26/2008 Days: 47 DC i| $0 CCC: $0 CWC $0
Activity:| Complete Well RigName:

Daily Report Summary.:
Daily Report Detail:

From 7:00 To 6:59 .98 h¡ Category/Rmksi MIRU : R/U Halliburton, hold satey meeting, Plug back lateral leg from 7732' to
7500', Pump 9.1 Bbls 16.5# Tuned Spacer, Sacks 17# G cement w/ 18% salt, 1.9
Bbls 16.5# Tuned Spacer, displaced with 47 Bbis 16# OBM, R/D Halliburton (CIP
@0048 Hrs) Pull 12 jts DP very slowly, break circ, circulate for 2 hours TOH; Make
up 6" Tri Cone bit (re-run) TlH T/ 7355', Circ while waiting for cement to cure total of
24 hours, Tag hard @7240' (111' High)est. cement top was 7389'

Date: 3/27/2008 Days: 48 C: $0 (CCC: $0 OWQi $0
Activity; Complete Well Rig Name

Daily Report Summary :

Daily Report Detail:
From 6:00 To 6:00 24 hrs Category/Rmks: Other : R/Uswivel &break circ, circ for 3 hours; Start drilling cement (Hard, chips

have concave shape coming from casing wall)7337' to 7350' fairly solid, fell thru @
7350', washed nipple on manifold on pump #2-switch to pump #1, Pumping 4.6
BPM @2024 PSI, Small scattered stringers F/7390' Ti 7486', start drilling harder
cement, takiný .5 to 1.2k wob to drill off, cement hard @749T running 1 to 2k
WOB, drilling cement
at 2.5 minutes per foot @7515'Drilling Fl 7515' @9 FPH running 1.5 to 3k WOB w/
1800 PSI, Stop drilling a KOP of 7580' Circulate hole clean with two volumes
cement hard @7497' running 1 to 2k WOB, drilling cement at 2.5 minutes per foot

7515'
Date 3/28/2008 | Days 49 BC: $0 |CCC: $0 CWCQ$0
Activity: Complete Well Rig Name:

Daily Report Summary :

Daily Report Detail:
From 7:00 To 6:59 þ.98h Category/Rmks: Other : Lay down 18 jts 3 1/2" DP, TOH, Break out 6" bit (re-run), Function test BOF

P/U New Hughes 6" Tricone long milltooth bit S/N #ATJ3VM981, jets 20/20/20, 0.28
mud motor set @2.6, NM Muleshoe, 2 -4 3/4" Monel DC's, MWD,XO, 64 jts PH6
Push Pipe, XO, 12 jts 3 1/2" DP 20 -4 3/4" Spiral DC's & 3 1/2" DPTlH, Load DP
every 15 stands -R/U swivel, break circ, Orientate toolface to 311 Azi., Start Time
Drilling@1 inch per 3 minutes to kick off, 177 gpm - 2604 psi - 1.5k wob - 49 rpm
A bit increasing WOB slowlyfrom 2.5k to 19.6 @7595', 50.3 Inc./ 309.78 Azi
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Drilling@1 inch per 3 minutes to kick off, 177 gpm - 2604 psi - 1.5k wob - 49 rpm
A bit increasing WOB slowlyfrom 2.5k to 19.6 @7595', 50.3 Inc./ 309.78 Azi
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Well Name : Cane Creek 84
Prospect:) Big Flat AFE # 070241

Sec/Twp/Rge: 08 / 268 / 20E AFE TotaÏ $85,185
API #: 43-019-31449 Fieldi Cane Creek This AFE Cost: $0

Work Type: Completion County , St : GRAND, UT Tot Assoc AFE's: . $0
Operator: Fidelity E&P Supervisor: Greg Creel Phone;

Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water 0 / 0

Date : 3/29/2008 Days 50 DCl| $0 ccc: $0 CWC | $0
Activity: Complete Well Rig Name:

Daily Report Summary :

Daily Report Detail:
From 7:00 To 6:59 $.98hi| Category/Rmks: DRLG : 57.2 Inc. / 314.53 Azi., Start rotating for 60', Return to slide drill to 7695'

Purge Gas Buster, Purge Choke Manifold - cycle both Super Chokes twice, system
Clear Hold Saftery Meeting and Kick Dri I RTD, 57.8 Inc.í 322.78 Azi., Gamma 2.6
cps, Estimated 7592' TVD / 7695' MD 7727' MD/ 7605' TVD, ROP @10.0 FPH,
30K WOB, 2375 PSI, 63.9 inc. / 324.12 Azi. 7732' Rotating @70 RPM, 19.5K
WOB, 28.5 ROP, 2579 PSI, 3.6 CPS Gamma, 11 Units Background Gas Drilling
ahead closing on the formation top Drilled past estimated formation top, Maintain 69
+/- degree Inc. @330 Azi., ODM @15.9 ppg/5 vis

Date: 3/30/2008 Days; 51 DC: $0 CCC: $0 (CWC: $0
Activity; Complete Well Rig Name:

Daily Report Summary :

Daily Report Detail:
From 7:00 To 6:59 $.98hi Category/Rmks DRLG : 8006' MD - Salt, vary 7.4 to 36.6 FPHwl 18 to 32K WOB, 2560 PSI, 69.2

Inc/330.78 Azi ( 8050' MD 20% Shale & Anhydrite/80% Salt, 20 units background
gas, OBM 15.9 ppg/59 vis, 2810 PSI, 2.7 ROP @8174' MD/ 7767' TVD Lost
Tranmission on pump #1 @8178', Was in the process of changing seats in pump
#2, monitorwell for flow - 0, Pull 14 stands into casing @7390', Will repair both
pumps before we continue to drill Replaced valve seats in pump #2, TlH and break
circ while changing out transmission on pump #1 RTD, 22.8k WOB, 2844 PSI @4
BPM, 2.5 ROP rotating 65 rm on swivel, 70.87 Inc./326.93 Azi

Date : 3/31/2008 Days: 52 |DC : $0 (CCC: $0 CWC: $0
.

Activity: Complete Well Rig Name:
Daily Report Summary :

Daily Report Detail:
From 7:00 To 6:59 3.98 hi Category/Rmks DRLG : Shaie/Anhy-trace of Salt, Inc. @71.98 degree 326.27 Azimuth

Took a 30 Bbl kick, pull to high swiveland shut pump down, monitor tillflow
subsided, RTD Drilling @8212' MD/7771' TVD 1.5 to 2.0 FPH ROP, mud @ 16.1 |
62 vis
Took a small increase in fluid, pull to high swivel, flow died Pump #2 started to
surge, switch to pump #1, suspect a slug of LCM went thru the system

Date : 4/1/2008 Days: 53 (DC i $0 CCC: $0 CWC: $0
Activity: Complete Well . Rig Name:

Daily Report Summary :

Daily Report Detail:
From 7:00 To 6:59 $.98hi Category/Rmks: DRLG : Pull 15 stands into casing and tear down both fluid ends TlH, swivel up @

8202', break circ RTD @8227', Drilling/Slide, drill to 8229' MD, @8226' where we
had the small flow the motor torques and releases constantly and has an over pull
of 8.6 to 14.2 K, Pressure runs smooth @2565 PSI 160 gpm, slowly working bit
thru to ream of side bite.Swivel and Motor continue to stall, concerned the bit has
dropped a cone, R/D swivel TOH

Date: 4/2/2008 Days: 54 DC: $0 CCC $0 CWC: $0
Activity: Complete Well Rig Name:

Daily Report Summary :

Daily Report Detail:
From 7:00 To 6:59 þ.98h Category/Rmks: Other : All three cones gone.off bit, decided to go after the cones with a Globe

Basket, order out tools Pick up Double finger Globe Basket , Jar and TIH Finish trip
in hole R/U swivel,break circ, Tag .2' high, Rotating @40 rpm, 50 spm @855 Psi,
Torque in string for first 4 inches then smoothed out, cored 2.5', kicked out pump
and dry drilled for ten minutes, pulled up slowly,felt no break, R/D swivel
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Clear Hold Saftery Meeting and Kick Dri I RTD, 57.8 Inc.í 322.78 Azi., Gamma 2.6
cps, Estimated 7592' TVD / 7695' MD 7727' MD/ 7605' TVD, ROP @10.0 FPH,
30K WOB, 2375 PSI, 63.9 inc. / 324.12 Azi. 7732' Rotating @70 RPM, 19.5K
WOB, 28.5 ROP, 2579 PSI, 3.6 CPS Gamma, 11 Units Background Gas Drilling
ahead closing on the formation top Drilled past estimated formation top, Maintain 69
+/- degree Inc. @330 Azi., ODM @15.9 ppg/5 vis

Date: 3/30/2008 Days; 51 DC: $0 CCC: $0 (CWC: $0
Activity; Complete Well Rig Name:

Daily Report Summary :

Daily Report Detail:
From 7:00 To 6:59 $.98hi Category/Rmks DRLG : 8006' MD - Salt, vary 7.4 to 36.6 FPHwl 18 to 32K WOB, 2560 PSI, 69.2

Inc/330.78 Azi ( 8050' MD 20% Shale & Anhydrite/80% Salt, 20 units background
gas, OBM 15.9 ppg/59 vis, 2810 PSI, 2.7 ROP @8174' MD/ 7767' TVD Lost
Tranmission on pump #1 @8178', Was in the process of changing seats in pump
#2, monitorwell for flow - 0, Pull 14 stands into casing @7390', Will repair both
pumps before we continue to drill Replaced valve seats in pump #2, TlH and break
circ while changing out transmission on pump #1 RTD, 22.8k WOB, 2844 PSI @4
BPM, 2.5 ROP rotating 65 rm on swivel, 70.87 Inc./326.93 Azi

Date : 3/31/2008 Days: 52 |DC : $0 (CCC: $0 CWC: $0
.

Activity: Complete Well Rig Name:
Daily Report Summary :

Daily Report Detail:
From 7:00 To 6:59 3.98 hi Category/Rmks DRLG : Shaie/Anhy-trace of Salt, Inc. @71.98 degree 326.27 Azimuth

Took a 30 Bbl kick, pull to high swiveland shut pump down, monitor tillflow
subsided, RTD Drilling @8212' MD/7771' TVD 1.5 to 2.0 FPH ROP, mud @ 16.1 |
62 vis
Took a small increase in fluid, pull to high swivel, flow died Pump #2 started to
surge, switch to pump #1, suspect a slug of LCM went thru the system

Date : 4/1/2008 Days: 53 (DC i $0 CCC: $0 CWC: $0
Activity: Complete Well . Rig Name:

Daily Report Summary :

Daily Report Detail:
From 7:00 To 6:59 $.98hi Category/Rmks: DRLG : Pull 15 stands into casing and tear down both fluid ends TlH, swivel up @

8202', break circ RTD @8227', Drilling/Slide, drill to 8229' MD, @8226' where we
had the small flow the motor torques and releases constantly and has an over pull
of 8.6 to 14.2 K, Pressure runs smooth @2565 PSI 160 gpm, slowly working bit
thru to ream of side bite.Swivel and Motor continue to stall, concerned the bit has
dropped a cone, R/D swivel TOH

Date: 4/2/2008 Days: 54 DC: $0 CCC $0 CWC: $0
Activity: Complete Well Rig Name:

Daily Report Summary :

Daily Report Detail:
From 7:00 To 6:59 þ.98h Category/Rmks: Other : All three cones gone.off bit, decided to go after the cones with a Globe

Basket, order out tools Pick up Double finger Globe Basket , Jar and TIH Finish trip
in hole R/U swivel,break circ, Tag .2' high, Rotating @40 rpm, 50 spm @855 Psi,
Torque in string for first 4 inches then smoothed out, cored 2.5', kicked out pump
and dry drilled for ten minutes, pulled up slowly,felt no break, R/D swivel
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Well Name : Cane Creek 84
Prospect:) Big Flat AFE # 070241

Sec/Twp/Rge: 08 / 268 / 20E AFE TotaÏ $85,185
API #: 43-019-31449 Fieldi Cane Creek This AFE Cost: $0

Work Type: Completion County , St : GRAND, UT Tot Assoc AFE's: . $0
Operator: Fidelity E&P Supervisor: Greg Creel Phone;

Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water 0 / 0
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Well Name Cane Creek 8 1
Prospect: Big Flat AFE #: 070241

Sec/Twp/Rge: 08 / 26S / 20E AFE Total: $85,185
ÄPI # 43-019-31449 Field Cane Creek This AFE Cost: $0

Work Týpe Completion Gourity, St : GRAND, UT Tot Assoc AFE's: $0
Operator Fidelity E&P Supervisor: Greg Creel Phone:

Productiort Current/Expected Gil 0 / 0 Gasi 0 / 0 Water: 0 / 0

Date : 4/3/2008 | Days:) 55 DC $0 CCC: $0 (CWC: $0
Activity: Complete Well Rig Narne

Daily Report Summary :

Daily Report Detail:
From 7:00 To 6:59 þ.98h¡ Category/Rmks Other : TOH slowly Break down tools, ALL three cones intact inside of Globe

Basket, Make up Reed Milltooth bit on mud motor, pick up Monel DC's with
MWDFlow test motor at surface, TlH w/ BHA, fillDP every 15 stands, R/U swivel,
break circ, check weight indicator, start mud cleaner,Circ bottoms up,RTD, Rotate
and circ F/ 8205' T/ 8229', cutting new hole, good pulse from MWD, Mud 16.1# / 60
Vis

Date : 4/4/2008 Daysi 56 OC $0 CCC: $0 CWC: $0
Activityi| Complete Well Rig Name

Daily Report Summary :

Daily Report Detail:
From 7:00 To 6:59 $.98hi Category/Rmksi DRLG : 123 SPM @2554 PSI, ROP @ 3.6 average Last survey @ 8182', 72.47

inc. / 326,82 Azi., 7765.29' TVD, Currant MD @8264', last Gamma 202.4 CPS ROP
@4.1 FPH, 2554 PSI, Mud 16.1#/ 60 Vis, 25K WOB ROP increase at 8266'to
8275', Sample show siltstone, 8275' on show shale, start building in curve

Date: 4/5/2008 Days; 57 DC: $0 CCC: $0 (CWCi $0
Activityg Complete Well Rig Name

Daily Report Summary :

Daily Report Detail:
From 7:00 To 6:59 þ.98hi Category/Rmio: DRLG : ROP 1.4 to 5.8, Mud @16#l55 vis, 171 GPM @2733 PSI, 20.2K WOB

Sample at 8310' MD40% Siltstone/205 Shale/40% Anhydrite ROP increase @
8329" MD, Sample 100% Salt, 78 Degree Inc. / 327.25 Degree Azi., 8336.9' MD/
7807' TVD Samples 70% Salt/20% Shale/10% Anhydrite ROP decrease to 2.2
FPH, Samples 80% Anhydrite/10% Salt!5% Siltstone/5% Shale Shut down due to
pump issues, pull into casing @7390'.Secure Well Bore Repair parts are on
location, Pump #1 - packing washed on center jug, threads on packing nut

Date : 4/6/2008 Days: 58 DC i $0 |CCC: $0 CWC $0
Activity: Complete Well Rig.Name:

Daily Report Summary :

Daily Report Detail:
From 7:00 To 6:59 þ.98h CategonjlRmks: DRLG : are crossed, Pump #2 - Threads on pony rod are gaulded, both pumps are

inoperable, obtained pump from LEED Energy of Grand Junction, CO., anticipate
delivery by noon 4/6/08 While waiting on second pump change out complete fluid
end on pump #1

Date 4/7/2008 Days: 59 DC: $0 (CCC: $0 [CWC: $0
Activity Complete Well Rig Name:

Daily Report Summary :

Daily Report Detail:
From 7:00 To 6:59 98 h Category/Rmks: DRLG : Second pump arrived - GD PJ8 4.5 x 8, spot pumps in and rig in hard line

Run two stands DP to clear window at 7390', Test both pumps, TlH to bottom R/U
swivel & break circ, 2617 PSl, mud @16.1#l57 Vis, Drilling F/ 8395° MD/ 7854'
TVD, 81 Degree Inc.l324.58 degree Azi, 24.5K WOB, three samples -

90/10Salt/Anhy,100/Salt,90/10 Salt Anhy ROP @ 15 FPH, 8422' p-rate dropped to
2 FPH ROP increased back to 16 FPH, Samples from 8430' and 8440' both 100%
Salt 100% Salt in all samples Decision made to plug back ieg to well bore, Circulate
bottoms up, Call BLMfor plugging orders

Page 13 of 16 -

.
Powered by Production Access 8/20/2010 09:08

Well Name Cane Creek 8 1
Prospect: Big Flat AFE #: 070241

Sec/Twp/Rge: 08 / 26S / 20E AFE Total: $85,185
ÄPI # 43-019-31449 Field Cane Creek This AFE Cost: $0

Work Týpe Completion Gourity, St : GRAND, UT Tot Assoc AFE's: $0
Operator Fidelity E&P Supervisor: Greg Creel Phone:

Productiort Current/Expected Gil 0 / 0 Gasi 0 / 0 Water: 0 / 0

Date : 4/3/2008 | Days:) 55 DC $0 CCC: $0 (CWC: $0
Activity: Complete Well Rig Narne

Daily Report Summary :

Daily Report Detail:
From 7:00 To 6:59 þ.98h¡ Category/Rmks Other : TOH slowly Break down tools, ALL three cones intact inside of Globe

Basket, Make up Reed Milltooth bit on mud motor, pick up Monel DC's with
MWDFlow test motor at surface, TlH w/ BHA, fillDP every 15 stands, R/U swivel,
break circ, check weight indicator, start mud cleaner,Circ bottoms up,RTD, Rotate
and circ F/ 8205' T/ 8229', cutting new hole, good pulse from MWD, Mud 16.1# / 60
Vis

Date : 4/4/2008 Daysi 56 OC $0 CCC: $0 CWC: $0
Activityi| Complete Well Rig Name

Daily Report Summary :

Daily Report Detail:
From 7:00 To 6:59 $.98hi Category/Rmksi DRLG : 123 SPM @2554 PSI, ROP @ 3.6 average Last survey @ 8182', 72.47

inc. / 326,82 Azi., 7765.29' TVD, Currant MD @8264', last Gamma 202.4 CPS ROP
@4.1 FPH, 2554 PSI, Mud 16.1#/ 60 Vis, 25K WOB ROP increase at 8266'to
8275', Sample show siltstone, 8275' on show shale, start building in curve

Date: 4/5/2008 Days; 57 DC: $0 CCC: $0 (CWCi $0
Activityg Complete Well Rig Name

Daily Report Summary :

Daily Report Detail:
From 7:00 To 6:59 þ.98hi Category/Rmio: DRLG : ROP 1.4 to 5.8, Mud @16#l55 vis, 171 GPM @2733 PSI, 20.2K WOB

Sample at 8310' MD40% Siltstone/205 Shale/40% Anhydrite ROP increase @
8329" MD, Sample 100% Salt, 78 Degree Inc. / 327.25 Degree Azi., 8336.9' MD/
7807' TVD Samples 70% Salt/20% Shale/10% Anhydrite ROP decrease to 2.2
FPH, Samples 80% Anhydrite/10% Salt!5% Siltstone/5% Shale Shut down due to
pump issues, pull into casing @7390'.Secure Well Bore Repair parts are on
location, Pump #1 - packing washed on center jug, threads on packing nut

Date : 4/6/2008 Days: 58 DC i $0 |CCC: $0 CWC $0
Activity: Complete Well Rig.Name:

Daily Report Summary :

Daily Report Detail:
From 7:00 To 6:59 þ.98h CategonjlRmks: DRLG : are crossed, Pump #2 - Threads on pony rod are gaulded, both pumps are

inoperable, obtained pump from LEED Energy of Grand Junction, CO., anticipate
delivery by noon 4/6/08 While waiting on second pump change out complete fluid
end on pump #1

Date 4/7/2008 Days: 59 DC: $0 (CCC: $0 [CWC: $0
Activity Complete Well Rig Name:

Daily Report Summary :

Daily Report Detail:
From 7:00 To 6:59 98 h Category/Rmks: DRLG : Second pump arrived - GD PJ8 4.5 x 8, spot pumps in and rig in hard line

Run two stands DP to clear window at 7390', Test both pumps, TlH to bottom R/U
swivel & break circ, 2617 PSl, mud @16.1#l57 Vis, Drilling F/ 8395° MD/ 7854'
TVD, 81 Degree Inc.l324.58 degree Azi, 24.5K WOB, three samples -

90/10Salt/Anhy,100/Salt,90/10 Salt Anhy ROP @ 15 FPH, 8422' p-rate dropped to
2 FPH ROP increased back to 16 FPH, Samples from 8430' and 8440' both 100%
Salt 100% Salt in all samples Decision made to plug back ieg to well bore, Circulate
bottoms up, Call BLMfor plugging orders

Page 13 of 16 -

.
Powered by Production Access 8/20/2010 09:08

Well Name Cane Creek 8 1
Prospect: Big Flat AFE #: 070241

Sec/Twp/Rge: 08 / 26S / 20E AFE Total: $85,185
ÄPI # 43-019-31449 Field Cane Creek This AFE Cost: $0

Work Týpe Completion Gourity, St : GRAND, UT Tot Assoc AFE's: $0
Operator Fidelity E&P Supervisor: Greg Creel Phone:

Productiort Current/Expected Gil 0 / 0 Gasi 0 / 0 Water: 0 / 0

Date : 4/3/2008 | Days:) 55 DC $0 CCC: $0 (CWC: $0
Activity: Complete Well Rig Narne

Daily Report Summary :

Daily Report Detail:
From 7:00 To 6:59 þ.98h¡ Category/Rmks Other : TOH slowly Break down tools, ALL three cones intact inside of Globe

Basket, Make up Reed Milltooth bit on mud motor, pick up Monel DC's with
MWDFlow test motor at surface, TlH w/ BHA, fillDP every 15 stands, R/U swivel,
break circ, check weight indicator, start mud cleaner,Circ bottoms up,RTD, Rotate
and circ F/ 8205' T/ 8229', cutting new hole, good pulse from MWD, Mud 16.1# / 60
Vis

Date : 4/4/2008 Daysi 56 OC $0 CCC: $0 CWC: $0
Activityi| Complete Well Rig Name

Daily Report Summary :

Daily Report Detail:
From 7:00 To 6:59 $.98hi Category/Rmksi DRLG : 123 SPM @2554 PSI, ROP @ 3.6 average Last survey @ 8182', 72.47

inc. / 326,82 Azi., 7765.29' TVD, Currant MD @8264', last Gamma 202.4 CPS ROP
@4.1 FPH, 2554 PSI, Mud 16.1#/ 60 Vis, 25K WOB ROP increase at 8266'to
8275', Sample show siltstone, 8275' on show shale, start building in curve

Date: 4/5/2008 Days; 57 DC: $0 CCC: $0 (CWCi $0
Activityg Complete Well Rig Name

Daily Report Summary :

Daily Report Detail:
From 7:00 To 6:59 þ.98hi Category/Rmio: DRLG : ROP 1.4 to 5.8, Mud @16#l55 vis, 171 GPM @2733 PSI, 20.2K WOB

Sample at 8310' MD40% Siltstone/205 Shale/40% Anhydrite ROP increase @
8329" MD, Sample 100% Salt, 78 Degree Inc. / 327.25 Degree Azi., 8336.9' MD/
7807' TVD Samples 70% Salt/20% Shale/10% Anhydrite ROP decrease to 2.2
FPH, Samples 80% Anhydrite/10% Salt!5% Siltstone/5% Shale Shut down due to
pump issues, pull into casing @7390'.Secure Well Bore Repair parts are on
location, Pump #1 - packing washed on center jug, threads on packing nut

Date : 4/6/2008 Days: 58 DC i $0 |CCC: $0 CWC $0
Activity: Complete Well Rig.Name:

Daily Report Summary :

Daily Report Detail:
From 7:00 To 6:59 þ.98h CategonjlRmks: DRLG : are crossed, Pump #2 - Threads on pony rod are gaulded, both pumps are

inoperable, obtained pump from LEED Energy of Grand Junction, CO., anticipate
delivery by noon 4/6/08 While waiting on second pump change out complete fluid
end on pump #1

Date 4/7/2008 Days: 59 DC: $0 CCC: $0 CWC: $0
Activity Complete Well Rig Name:

Daily Report Summary :

Daily Report Detail:
From 7:00 To 6:59 .98 h Category/Rmks: DRLG : Second pump arrived - GD PJ8 4.5 x 8, spot pumps in and rig in hard line

Run two stands DP to clear window at 7390', Test both pumps, TlH to bottom R/U
swivel & break circ, 2617 PSI, mud @16.1#l57 Vis, Drilling F/ 8395° MD/ 7854'
TVD, 81 Degree Inc./324.58 degree Azi, 24.5K WOB, three samples -

90/10Salt/Anhy,100/Salt,90/10 Salt Anhy ROP @ 15 FPH, 8422' p-rate dropped to
2 FPH ROP increased back to 16 FPH, Samples from 8430' and 8440' both 100%
Salt 100% Salt in all samples Decision made to plug back ieg to well bore, Circulate
bottoms up, Call BLMfor plugging orders
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Well Name : Cane Creelé84
Pro ect Big Flat AFE #: 070241

Sec/Twp/Rge: 08 / 26S / 20E AFE Total: $85,185
API #: 43-019-31449 Field Cane Creek This AFE Cost: $0

Wofk Type: Completion Courdy , St GRAND, UT Tot Assoc AFE's: $0
Operator: Fidelity E&P Superkisor: Greg Creel Phone:

Productiorr Current/Expecte Oil 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : 4/8/2008 ( Days 60 DO $0 COC: $0 [CWC $0
Activity: Complete Well Rig Narn

Daily Report Summary :

Daily Report Detail:
From 7:00 To 6:59 .98 h CategoryÏRmks Other : R/D swivel, TOH, lay down MWD and directional tools Night crew short

handed, Run 6" bitbit sub, 2 Monel collars, 2 7/8" PH6, 4 3/4" DC's TlHT/7390',
Drop double Multi-Shot Gyro, TlH T/ 8486', break circ, pump for 45 minutes TOH,
Lay down Multi-Shot and Monel DC's TlH open ended to 2994', Secure well, SDFN
(Night crew released-turnover to Daylight Work)

Date : 4/9/2008 Days 61 00 $0 (0CC $0 CWO $0
Activity Complete Well Rig Name:

Daily Report Summary :

Daily Report Detail:
From 7:00 To 6:59 .98 h Category/Rmks Other : TlH to 8460', circ hole while rigging up Halliburton, pump 9.1 Bbis 16.5#

Tuned Spacer, 11Bbls 17# Class G cement, 1.9 Bbls 16.5# Tuned Spacer, displace
with 52.5 Bbls OBM, estimated height of cmt at 8146', pull 26 jts DP to 7638', pump
9.3 Bbls 16.5# Tuned Spacer, 11 Bbls 17# class G cement, 1.7 Bbl 16.5# Tuned
Spacer, displace with46.6 Bbis OBM, estimated height of cement @7324' Pull 8 jts
DP, reverse circ out any cement out to pit, rack back Power Swivel, move out
catwalk and rig in Little Tripper, start transferring OBM to storage.

Date ; 4/10/2008 Daysi 62 DC | $0 CCOi $0 (CWQi $0
Activity Complete Well Rig Name:

Daily Report Summary :

Daily Report Detail:
From 7:00 To 19:30 2.5 hr Category/Rmksi Other : Lay down 3 1/2" drill pipe, 4 3/4"' drill collars and 2 7/8" PH6 tubing Load

out drilling mud material, Transfer 160 Bb\s 16.1# OBM to 16-1, haul catwalk to 1-1,
set out pumpRig down flare stack, Super Chokes, Remote Panel and Pason

Date 4/11/2008 Days: 63 DC $0 CCC $0 OWC $0
Activity: Other Rig Name:

Daily Report Summary :

Daily Report Detail:
From 7:00 To 18:00 |11hrs Category/Rmks: RDMO : Rig down & release support equipment cleaning rig

Date : 4/12/2008 Days: 64 DC: $0 COC $0 CWC $0
Activity: RDMO Rig Rig Name;

Daily Report Summary :

Daily Report Detail:
From 7:00 To 12:00 |5 hrs Category/Rmks: RDMO : RD camps, water, sewer & generator; Return to Casper

Date: 4/13/2008 Daysi 65 DC:| $0 CCC $0 CWC $0
Activity RDMO Rig Rig Name:

Daily Report Summary :

Daily Report Detail:
From To 0 hrs Category/Rmks Other : Crews off for weekend

Date : 6/24/2008 Daysi 137 DC : $0 CCC: $0 OWC: $0
Activity: Complete Well Rig Name:

Daily Report Summary :

Daily Report Detail:
From 7:00 To 15:00 8 hrs Category/Rmks:)MIRU : RU. Set BOP & accumulator. RD. Move to 19-1.
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Activity Complete Well Rig Name:

Daily Report Summary :

Daily Report Detail:
From 7:00 To 19:30 2.5 hr Category/Rmksi Other : Lay down 3 1/2" drill pipe, 4 3/4"' drill collars and 2 7/8" PH6 tubing Load

out drilling mud material, Transfer 160 Bb\s 16.1# OBM to 16-1, haul catwalk to 1-1,
set out pumpRig down flare stack, Super Chokes, Remote Panel and Pason

Date 4/11/2008 Days: 63 DC $0 CCC $0 OWC $0
Activity: Other Rig Name:

Daily Report Summary :

Daily Report Detail:
From 7:00 To 18:00 |11hrs Category/Rmks: RDMO : Rig down & release support equipment cleaning rig

Date : 4/12/2008 Days: 64 DC: $0 COC $0 CWC $0
Activity: RDMO Rig Rig Name;

Daily Report Summary :

Daily Report Detail:
From 7:00 To 12:00 |5 hrs Category/Rmks: RDMO : RD camps, water, sewer & generator; Return to Casper

Date: 4/13/2008 Daysi 65 DC:| $0 CCC $0 CWC $0
Activity RDMO Rig Rig Name:

Daily Report Summary :

Daily Report Detail:
From To 0 hrs Category/Rmks Other : Crews off for weekend

Date : 6/24/2008 Daysi 137 DC : $0 CCC: $0 OWC: $0
Activity: Complete Well Rig Name:

Daily Report Summary :

Daily Report Detail:
From 7:00 To 15:00 8 hrs Category/Rmks:)MIRU : RU. Set BOP & accumulator. RD. Move to 19-1.
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Well Name : Cane Creelé84
Pro ect Big Flat AFE #: 070241

Sec/Twp/Rge: 08 / 26S / 20E AFE Total: $85,185
API #: 43-019-31449 Field Cane Creek This AFE Cost: $0

Wofk Type: Completion Courdy , St GRAND, UT Tot Assoc AFE's: $0
Operator: Fidelity E&P Superkisor: Greg Creel Phone:

Productiorr Current/Expecte Oil 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date : 4/8/2008 ( Days 60 DO $0 COC: $0 [CWC $0
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with 52.5 Bbls OBM, estimated height of cmt at 8146', pull 26 jts DP to 7638', pumpLateral 2 abandoned 9.3 Bbls 16.5#Tuned Spacer, 11 Bbls 17#class G cement, 1.7 Bbl 16.5#Tuned
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DP, reverse circ out any cement out to pit, rack back Power Swivel, move out
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Activity Complete Well Rig Name:

Daily Report Summary :

Daily Report Detail:
From 7:00 To 19:30 2.5 hr Category/Rmksi Other : Lay down 3 1/2" drill pipe, 4 3/4"' drill collars and 2 7/8" PH6 tubing Load

out drilling mud material, Transfer 160 Bb\s 16.1# OBM to 16-1, haul catwalk to 1-1,
set out pumpRig down flare stack, Super Chokes, Remote Panel and Pason
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Activity: Other Rig Name:
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From 7:00 To 18:00 |11hrs Category/Rmks: RDMO : Rig down & release support equipment cleaning rig

Date : 4/12/2008 Days: 64 DC: $0 COC $0 CWC $0
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From 7:00 To 12:00 |5 hrs Category/Rmks: RDMO : RD camps, water, sewer & generator; Return to Casper

Date: 4/13/2008 Daysi 65 DC:| $0 CCC $0 CWC $0
Activity RDMO Rig Rig Name:

Daily Report Summary :

Daily Report Detail:
From To 0 hrs Category/Rmks Other : Crews off for weekend

Date : 6/24/2008 Daysi 137 DC : $0 CCC: $0 OWC: $0
Activity: Complete Well Rig Name:

Daily Report Summary :

Daily Report Detail:
From 7:00 To 15:00 8 hrs Category/Rmks:)MIRU : RU. Set BOP & accumulator. RD. Move to 19-1.
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WeH Name Cane Creek 84
Prospect: Big Flat AFE #: 070241

Sec/Twp/Rge: 08 / 26S! 20E AFE Total: $85,185
API #i 43-019-31449 Eield Cane Creek This AFE Cost: $0

Work Typel Completion Countý , St GRAND, UT Tot Assoc AFE's: $0
Òperator: Fidelity E&P Supervisor: Greg Creel Phone:

Production CurrerttiIxpected Oil: 0 / 0 Gasi 0 í 0 Water: 0 / 0

Date : 6/27/2008 Days: 140 DC $0 CCCi $0 (CWC $0
Activity Complete Well Rig Name:

Daily Report Summary :

Daily Report Detail:
From 7:00 To 15:00 |8 hrs CategonjlRmks: MIRU : ove from 10-1 to location. Spot rig & rig up. ND BOP. Work on tubing head

locator pin. Old pin sheared off. Replace with new pin. NU BOP. Secure well. SD
until 6-30-08.

Date 6/30/2008 Days: 143 DC : $0 CCC: $0 GWC $0
Activity: Complete Well Rig Name:

Daily Report Summary :

Daily Report Detail:
From 7:00 To 16:00 9 hrs Category/Rmks: Other : Tally tbg. Test BOP equipment. Pipe rams won't test. Call for rams out of

Vernal. Move frac tanks &fluids from 16-1. Unload 13000 gals diesel. Rams arrived
@15:30. Install new rams & door seals. Test BOP equipment. (16:30) PU 116 jts 2-
7/8" tbg. Secure well. SDFN.

Date:) 7/1/2008 Days: 144 DC:| $0 000 $0 CWC $0
Activity: Complete Well Rig Name:

Daily Report Summary :

Daily Report Detail:
From 7:00 To 15:00 |8 hrs Category/Rmks: Other : Wait on trucks to haul off OBM. Circulate mud out from 3660'. PU 117 jts 2-

7/8" tbg.Tag @7337'. Pull 1 jt. Circulate 195 bbis OBM. Return line plugged off.
Shut down. Clean rocks & balls of hard cement out of lines. Break circulation.
Pump 20 bbls. Lines plugged again. Bleed off. Clean lines. Can not circulate either
direction. Open rams. PU on tbg. Pull 5K over. Pipe moving. Pull 15'. Pulled tight.
Slack off. No movement up or down. Haul off 215 bbls OBM. Secure well. SDFN.

Ðate 1 7/2/2008 | Days: 145 DC: $0 CCC: $0 CWC: $0
Activity Complete Well Rig Name

Daily Report Summary :

Daily Report Detail:
From 7:00 To 15:00 8 hrs Category/Rmks; Other : Bleed off tbg. Open rams. Pipe free. RIH 15'. Pull i full jt. RIH 1 jt. RU

pump. Pump 20 bbls down annulus. Switch manifold. Pump 20 bbis down tbg.
Diesel returns changed to mud. Pump 2 bb\s. Packed off. Bleed off. Pump down
annulus. Circulatedown annulus 265 bbis w /clean diesel. Haul off65 bbls OBM.
Total OBM sent to Pinedale Wyo. 270 bbis. POOH w / tbg. MU 6" bit & 7" csg
scraper. TlH to 6990'. Didn't see anything w / scraper. Secure well. SDFN.

Date : 7/7/2008 | Days 150 DC $0 CCCi $0 CWC; $0
Activity: Complete Well Rig Name:

Daily Report Summary :

Daily Report Detail:
From 7:00 To 17:00 10 hrs Category/Rmks: Other : RU Weatherford wireline to perforate. Test lubricator to 6000#. RIH w 3-3/8"

guns 6 spf 60 degree. phasing 25 gram charges .36" EH. Perforate 6942'- 6959' 17'
103 holes, 6920'- 6927', 7', 42 holes. Correlated to Weatherford cement bond log
dated 2-15-2008. No change in well bore after perforating. POOH. RD & release
Weatherford wireline. Ready to pump D/FIT in A.M. Secure well. SDFN.

Date : 7/8/2008 Days: 151 DC | $0 CCC: $0 CWC:) $0
Activity: Complete Well Rig Name:

Daily Report Summary :

Daily Report Detail:
From 7:00 To 0:00 17 hrs Category/Rmks: Other : SICP 0#. RU Weatherford pumping services. Test lines to 8500#. Pump

2000 gals diesel 3 BPM @4550#. ISIP 4410#. 5 min 4320#, 10 min 4297#, 15 min
4297#. Constantly record pressures every 3 seconds for next 48 hrs. Pressure @
midnight 4192#.
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WeH Name Cane Creek 84
Prospect: Big Flat AFE #: 070241

Sec/Twp/Rge: 08 / 26S! 20E AFE Total: $85,185
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Pump 20 bbls. Lines plugged again. Bleed off. Clean lines. Can not circulate either
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Slack off. No movement up or down. Haul off 215 bbls OBM. Secure well. SDFN.
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Activity Complete Well Rig Name
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From 7:00 To 15:00 8 hrs Category/Rmks; Other : Bleed off tbg. Open rams. Pipe free. RIH 15'. Pull i full jt. RIH 1 jt. RU

pump. Pump 20 bbls down annulus. Switch manifold. Pump 20 bbis down tbg.
Diesel returns changed to mud. Pump 2 bb\s. Packed off. Bleed off. Pump down
annulus. Circulatedown annulus 265 bbis w /clean diesel. Haul off65 bbls OBM.
Total OBM sent to Pinedale Wyo. 270 bbis. POOH w / tbg. MU 6" bit & 7" csg
scraper. TlH to 6990'. Didn't see anything w / scraper. Secure well. SDFN.

Date : 7/7/2008 | Days 150 DC $0 CCCi $0 CWC; $0
Activity: Complete Well Rig Name:

Daily Report Summary :

Daily Report Detail:
From 7:00 To 17:00 10 hrs Category/Rmks: Other : RU Weatherford wireline to perforate. Test lubricator to 6000#. RIH w 3-3/8"

guns 6 spf 60 degree. phasing 25 gram charges .36" EH. Perforate 6942'- 6959' 17'
103 holes, 6920'- 6927', 7', 42 holes. Correlated to Weatherford cement bond log
dated 2-15-2008. No change in well bore after perforating. POOH. RD & release
Weatherford wireline. Ready to pump D/FIT in A.M. Secure well. SDFN.

Date : 7/8/2008 Days: 151 DC | $0 CCC: $0 CWC:) $0
Activity: Complete Well Rig Name:

Daily Report Summary :

Daily Report Detail:
From 7:00 To 0:00 17 hrs Category/Rmks: Other : SICP 0#. RU Weatherford pumping services. Test lines to 8500#. Pump

2000 gals diesel 3 BPM @4550#. ISIP 4410#. 5 min 4320#, 10 min 4297#, 15 min
4297#. Constantly record pressures every 3 seconds for next 48 hrs. Pressure @
midnight 4192#.
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WeH Name Cane Creek 84
Prospect: Big Flat AFE #: 070241
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pump. Pump 20 bbls down annulus. Switch manifold. Pump 20 bbis down tbg.
Diesel returns changed to mud. Pump 2 bb\s. Packed off. Bleed off. Pump down
annulus. Circulatedown annulus 265 bbis w /clean diesel. Haul off65 bbls OBM.
Total OBM sent to Pinedale Wyo. 270 bbis. POOH w / tbg. MU 6" bit & 7" csg
scraper. TlH to 6990'. Didn't see anything w / scraper. Secure well. SDFN.
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Daily Report Summary :
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From 7:00 To 17:00 10 hrs Category/Rmks: Other : RU Weatherford wireline to perforate. Test lubricator to 6000#. RIH w 3-3/8"

guns 6 spf 60 degree. phasing 25 gram charges .36" EH. Perforate 6942'- 6959' 17'
103 holes, 6920'- 6927', T, 42 holes. Correlated to Weatherford cement bond log
dated 2-15-2008. No change in well bore after perforating. POOH. RD & release
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Date : 7/8/2008 Days: 151 DC | $0 CCC: $0 CWC:) $0
Activity: Complete Well Rig Name:
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Well Name Cane Creek 84
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pump. Pump 20 bbls down annulus. Switch manifold. Pump 20 bbis down tbg.
Diesel returns changed to mud. Pump 2 bb\s. Packed off. Bleed off. Pump down
annulus. Circulatedown annulus 265 bbis w /clean diesel. Haul off65 bbls OBM.
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Daily Report Detail:
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guns 6 spf 60 degree. phasing 25 gram charges .36" EH. Perforate 6942'- 6959' 17'
Vertical hole 103 holes, 6920'- 6927', T, 42 holes. Correlated to Weatherford cement bond log
perforated dated 2-15-2008. No change in well bore after perforating. POOH. RD & release

Weatherford wireline. Ready to pump D/FIT in A.M. Secure well. SDFN.
Date : 7/8/2008 Days: 151 DC | $0 BCC: $0 CWC:) $0
Activity: Complete Well Rig Name:

Daily Report Summary :

Daily Report Detail:
From 7:00 To 0:00 17 hrs Category/Rmks: Other : SICP 0#. RU Weatherford pumping services. Test lines to 8500#. Pump

2000 gals diesel 3 BPM @4550#. ISIP 4410#. 5 min 4320#, 10 min 4297#, 15 min
4297#. Constantly record pressures every 3 seconds for next 48 hrs. Pressure @
midnight 4192#.
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Date:) 7/1/2008 Days: 144 DC:| $0 000 $0 CWC $0
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Activity: Complete Well RigpName:
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Well Name : Cane Creek 8-1
Prospect: Big Flat AFE #: 0ÑÌ1

Sec/Twp/Rge: 08 / 26S / 20E AFE Total: __g5,185
API#: 43-019-31449 Field: Cane Creek Fed This AFE Cost: $0

Work Type: Completion County , St.: GRAND, UT Tot Assoc AFE's: $0
Operator:; Exploration & Product Supervisor: Greg Creel Phone:

Production Current/Expected Oil: 0 / 0 Gas: 0 / 0 Water: 0 / 0

Date 7/9/2008 D 152 DC: $0 CCC: $0 CWC: $0
Activity: Complete Well Rig Name:

Daily Report Summary :

Daily Report Detail:
From 0:00 To 0:00 24 hrs Category/Rmks Test : Pressure 4192#. Record pressure every 3 seconds. Pressure @midnight

4185#.
Date : 7/10/2008 Days: 153 D0 : $0 CCC: $0 CWC: $0
Activity: Complete Well Rig Name:

Daily Report Summary :

DailyReport Detail:
From 0:00 To 0:00 24 hrs category/Rmks: Test : Pressure 4185#. Record pressure until 9:46. SICP 4176#. RD Weatherford.

Bleed well down to tank. Recover 3 bbls. PU Weatherford Arrow Set packer & S/N.
TlH w 215 jts 2-7/8" tbg. MUhanger. Set packer @6800' w I25000# compression. I
ND BOP. NU tree &test. RU swab. SFL @surface. Make 6 swab runs. Recover 39 i
bbis fluid. EFL @6800'. Secure well. SDFN.

Date : 7/11/2008 Days: 154 DC : $0 CCC: $0 CWC: $0
Activity: Complete Well Rig Name:

Daily Report Summary :

Daily Report Detail:
From 7:00 To 15:00 8 hrs Category/Rmks: Other : SITP 20#. SFL @5500'. Make 1 swab run from S/N. Recover 5 bbis diesel.

Make 3 runs 1 hour aparL No fluid entry. Secure well. SD until 7-14-08.
Date : 7/14/2008 Days: 157 DC : $0 CCC: $0 CWC: $0
Activity: Complete Well Rig Name:

Daily Report Summary :

Daily Report Detail:
From 7:00 To 12:00 5 hrs category/Rmks: Other : SITP 0#, SFL @5500'. Make run from SIN. Recover 5 bbis diesel. Wait 1

hr. Make run. No entry. RD. Move to Utah State 16-1

Casinc
Dateln Setting Depth Jts Run Type Size Weight Grade MINID HoleDiam TD

8/10/2007 0 0 1. Conductor 0 0 0 38

11/8/2007 0 0 3. Surface 0 0 17.5 1559
Stage: 1, Lead, 0, 325, Surface, Fine Grained, 4.2, 10.5
Stage: 1. Tail. 0, 700, Surface, Class G, 1.15, 15.8

11/23/2007 4108.71 96 4. Intermediate 9.625 40 HCL-80 0 12.25 4109
Stage: 1, Lead, 0, 1000, intermediate, Class G, 1.95, 14.3
Stage: 1, Tail, 0, 550, Intermediate, Class G, 1.47, 14,3

12/18/2007 7720.24 177 5. Production 7 29 HCP-110 6.184 8.75 7720

Stage; 1, Tail, 0, 900, Production, , 1.13, 16.4
Perforation

Date Formation Perf Status Upper I erf Lower Perf Sht / Ft Description:

2/ 8/2008 Cane CreeÑ Open 7580 7655 0
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UTAH DIVISIONOF OIL, GAS AND MINING

NOTICE OF REPORTING PROBLEMS

Operator: Fidelity E&P Company Account: N3155 Today's Date: 10/23/2008

Problems Failure to submit reports in a timely,accurate, and

O complete manner may result in the issuance of a Notice of/ Late Report(s) Violation by the Division of Oil, Gas and Mining, and may
result in the Divisionpursuing enforcement action asInaccurate Report(s) outlined in Rule R649-10, Administrative Procedures, and

Incomplete Report(s) Section 40-6-11 of the Utah Code.

Other. To avoid compliance action, these reporting problems
should be resolved within 7 days.

Send reports to: Fax to:

Utah Division of Oil, Gas and Mining (801) 359-3940
1594 West North Temple, Suite 1210
P.O. Box 145801
Salt Lake City, Utah 84114-5801

Type of Report Month(s) of Problem Report

Production - Form 10

Disposition - Form 11

Gas Plant - Form 13

Enhanced Recovery - UIC Form 2

Injection - UIC Form 3

Other

Type of Report Well Name(s) API Number(s) Drilling Commenced

O Spud Notice - Form 9 Cane Creek 8-1 4301931449 08/10/2007

Drilling Reports - Form 9
Tenmile Wash ST 16-1 4301931576 04/25/2008

O wellCompletion Report - Form 8

O Other
List Attached

Description of Problem:

Per R649-3-6 2.4 The operator shall submit a monthly status report for each drillingwell on Form 9, Sundry Notices and
Reports on Wells. The report should include the well depth and a description of the operations conducted on the well
during the month.

If you have questions or concerns regarding this matter, please contact Rachel Medina at (801) 538-5260
.

cc: Compliance File
RAM
Well File
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Reports on Wells. The report should include the well depth and a description of the operations conducted on the well
during the month.

If you have questions or concerns regarding this matter, please contact Rachel Medina at (801) 538-5260
.

cc: Compliance File
RAM
Well File

UTAH DIVISIONOF OIL, GAS AND MINING

NOTICE OF REPORTING PROBLEMS

Operator: Fidelity E&P Company Account: N3155 Today's Date: 10/23/2008
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result in the Divisionpursuing enforcement action asInaccurate Report(s) outlined in Rule R649-10, Administrative Procedures, and

Incomplete Report(s) Section 40-6-11 of the Utah Code.

Other. To avoid compliance action, these reporting problems
should be resolved within 7 days.
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STATE OF UTAH FORM 9

DEPARTMENT OF NATURAL RESOURCES
DIVlSION OF OlL, GAS AND MINING S. LEASEDESIGNATIONANDSERIÀLNUMBER:

UTU68122

SUNDRY NOTICES AND REPORTS ON WELLS
NDIAN,ALLOTTEEORTRIBENAME:

T UNIT of CA AGREEMENTNAME:
Do not use this form for proposals to drillnew wells, significantlydeepen e×lsting wells below currentbottom-hole depth, reenler plugged wells, or t° UTU80000drillhorizontal laterals. Use APPLIGATION FOR PERMlT TO DRILLform for such proposals.

L TYPE OF WELL 8. WELLNAMEand NUMBER:
OIL WELL Q GAS WELL OTHER Cane Creek 8-1

2. NAMEOF OPERATOR: 9. API NUMBER:

Fidelity Exploration and Production Company 4301931449
3, ADDRESS OF OPERATOR: PHONE NUMBER: 10, RELD ANDPOOL, OR WlLDCAT:

2585 Heartland Drive criv Sheridan sTam- WY 82801 (307) 675-4924 Wildcat
4. LOCATION OF WELL

FOOTAGESATSURFACE: 2563' FNL & 1429' FWL COUNTY: Grand

QTR/QTR, SECTION, TOWNSHIP, RANGE. MERIDIAN:SENW 8 26S 20E sr^TE:
UTAM

u. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ^CIDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTERCASING FRACTURETREAT SIDETRACK TO REPAIR WELL

Approximate date work witi start: CASlNG REPAIR NEWCONSTRUCTION TEMPORARILYABANDON

CHANGETO PREVIOUS PLANS OPERATOR CHANGE TUBINGREPA1R

CHANGETUBING PLUG AND ABANDON VENT OR FLARE

SUSSEQUENT REPORT CHANGE WELLNAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

CHANGEWELL STATUS PRODUCTlON (START/RESUME} WATER SHUT-OFF
Date of work completion:

COMMINGLE PRODUCINGFORMATIONS RECLAMATIONOF WELLSITE OTHER: Chronological report
12/16/2008

CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc

There has been no work done on this well during the covered period of 10/9/2008 thru 12/16/2008.

Fidelity is suspending operations on this well until further notice.

NAME{PLEASE INT) / ( TITLE Operations Technician lil

SIGNAT DATE 12/16/2008

(This space for State only)

(5/2000) (See Instructions on Reverse

STATE OF UTAH FORM 9
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Do not use this form for proposals to drillnew wells, significantlydeepen e×lsting wells below currentbottom-hole depth, reenler plugged wells, or t° UTU80000drillhorizontal laterals. Use APPLIGATION FOR PERMlT TO DRILLform for such proposals.
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(This space for State only)

(5/2000) (See Instructions on Reverse
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(This space for State only)

(5/2000) (See Instructions on Reverse



STATE OF UTAH FORM 9

DEPARTMENT OF NATURALRESOURCES sim
DIVISION OF OIL, GAS AND MINING 5. LEASEDES1GNATIONANDSERIALNUMBER:

UTU68
6. IF INDIAN, ALLOTTEEOR TRIBENAME:

SUNDRY NOTICES AND REPORTS ON WELLS N/A
7. UNITor CA AGREEMENT NAME:

Do not use fois form for proposalsio drillnew wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or t° UTU80000
drill horizontal laterais. Use APPLICATION FOR PERMlT TO DRILLform forsuch proposals.

1. TYPE OF WELL
OIL WELL GAS WELL OTHER

8 WELL NAMEand NUMBER:

2 NAME ÒF ÒÑFiÃTOR: 9. API NUMBER:

Fidelity Exploration and Production Cornpany 4301931449
3 ADDRESS OF 0PERATOR: PHONE NUMBER: 10. FIELDANDPOOL, OR WILOCAT:

2585 Heartland drive
.

Sheridan m WY ,82801 (307) 675-4924 Wildcat
4 LOCATIONOF WELL

FOOTAGESATSURFACE: 2563' FNL & 1429 FWL COUNTY: Grand

OTR/QTR. SECTION. TOWNSHIP, RANGE, MERIDIAN: SENW 8 26S 20E STATE:
UTAH

CHECK APPROPRIATE BOXES TO INDICATE NATUREOF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF1NTENT

(Submit in Duplicate} ALTER CASING FRACTURE TREAT SIDETRACKTO REPAIR WELL

Approximate date work will start: CASING REPAIR NEWCONSTRUCTION TEMPORARILYABANDON

O CHANGETO PREVIOUS PLANS OPERATOR CHANGE TUBlNG REPAIR

O CHANGETUBiNG PLUGANDASANDON VENTOR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATERDISPOSAL
(Submit Orioinal Form only)

CHANGE WELL STATUS PRODUCTION(START/RESUME} WATE SHUT-OFF
Dale of wol1< completion:

O COMMINGLE PRODUCING FORMATIONS RECLAMATIONOF WELL SITE OTHER: Chronological report
12/16/2008 O CONVERT WELLTYPE RECOMPLETE - DIFFERENT FORMATION

DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc

There has been no work done on this well during the covered period of 12/17/2008 thru 3111/2009.

Fidelity will continue to suspend operations on this well until further notice.

CONFDENTIAL

NAME PLEAS RINT Stephanie Masters 7 TITLE Operations Technician lil

SIGNA R / . .. DATE 3/11/2009

TnisspaceforStateuseonlé RECEIVED
MAR1 1 2009

5/2000) (See Instructions on Reverse Side) DIV.OFOIL,GAS&
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O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF1NTENT

(Submit in Duplicate} ALTER CASING FRACTURE TREAT SIDETRACKTO REPAIR WELL

Approximate date work will start: CASING REPAIR NEWCONSTRUCTION TEMPORARILYABANDON

O CHANGETO PREVIOUS PLANS OPERATOR CHANGE TUBlNG REPAIR

O CHANGETUBiNG PLUGANDASANDON VENTOR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATERDISPOSAL
(Submit Orioinal Form only)

CHANGE WELL STATUS PRODUCTION(START/RESUME} WATE SHUT-OFF
Dale of wol1< completion:

O COMMINGLE PRODUCING FORMATIONS RECLAMATIONOF WELL SITE OTHER: Chronological report
12/16/2008 O CONVERT WELLTYPE RECOMPLETE - DIFFERENT FORMATION

DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc

There has been no work done on this well during the covered period of 12/17/2008 thru 3111/2009.

Fidelity will continue to suspend operations on this well until further notice.

CONFDENTIAL

NAME PLEAS RINT Stephanie Masters 7 TITLE Operations Technician lil

SIGNA R / . .. DATE 3/11/2009

TnisspaceforStateuseonlé RECEIVED
MAR1 1 2009

5/2000) (See Instructions on Reverse Side) DIV.OFOIL,GAS&

STATE OF UTAH FORM 9

DEPARTMENT OF NATURALRESOURCES sim
DIVISION OF OIL, GAS AND MINING 5. LEASEDES1GNATIONANDSERIALNUMBER:

UTU68
6. IF INDIAN, ALLOTTEEOR TRIBENAME:

SUNDRY NOTICES AND REPORTS ON WELLS N/A
7. UNITor CA AGREEMENT NAME:

Do not use fois form for proposalsio drillnew wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or t° UTU80000
drill horizontal laterais. Use APPLICATION FOR PERMlT TO DRILLform forsuch proposals.

1. TYPE OF WELL
OIL WELL GAS WELL OTHER

8 WELL NAMEand NUMBER:

2 NAME ÒF ÒÑFiÃTOR: 9. API NUMBER:

Fidelity Exploration and Production Cornpany 4301931449
3 ADDRESS OF 0PERATOR: PHONE NUMBER: 10. FIELDANDPOOL, OR WILOCAT:

2585 Heartland drive
.

Sheridan m WY ,82801 (307) 675-4924 Wildcat
4 LOCATIONOF WELL

FOOTAGESATSURFACE: 2563' FNL & 1429 FWL COUNTY: Grand

OTR/QTR. SECTION. TOWNSHIP, RANGE, MERIDIAN: SENW 8 26S 20E STATE:
UTAH

CHECK APPROPRIATE BOXES TO INDICATE NATUREOF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF1NTENT

(Submit in Duplicate} ALTER CASING FRACTURE TREAT SIDETRACKTO REPAIR WELL

Approximate date work will start: CASING REPAIR NEWCONSTRUCTION TEMPORARILYABANDON

O CHANGETO PREVIOUS PLANS OPERATOR CHANGE TUBlNG REPAIR

O CHANGETUBiNG PLUGANDASANDON VENTOR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATERDISPOSAL
(Submit Orioinal Form only)

CHANGE WELL STATUS PRODUCTION(START/RESUME} WATE SHUT-OFF
Dale of wol1< completion:

O COMMINGLE PRODUCING FORMATIONS RECLAMATIONOF WELL SITE OTHER: Chronological report
12/16/2008 O CONVERT WELLTYPE RECOMPLETE - DIFFERENT FORMATION

DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc

There has been no work done on this well during the covered period of 12/17/2008 thru 3111/2009.

Fidelity will continue to suspend operations on this well until further notice.

CONFDENTIAL

NAME PLEAS RINT Stephanie Masters 7 TITLE Operations Technician lil

SIGNA R / . .. DATE 3/11/2009

TnisspaceforStateuseonlé RECEIVED
MAR1 1 2009

5/2000) (See Instructions on Reverse Side) DIV.OFOIL,GAS&

STATE OF UTAH FORM 9

DEPARTMENT OF NATURALRESOURCES sim
DIVISION OF OIL, GAS AND MINING 5. LEASEDES1GNATIONANDSERIALNUMBER:

UTU68
6. IF INDIAN, ALLOTTEEOR TRIBENAME:

SUNDRY NOTICES AND REPORTS ON WELLS N/A
7. UNITor CA AGREEMENT NAME:

Do not use fois form for proposalsio drillnew wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or t° UTU80000
drill horizontal laterais. Use APPLICATION FOR PERMlT TO DRILLform forsuch proposals.

1. TYPE OF WELL
OIL WELL GAS WELL OTHER

8 WELL NAMEand NUMBER:

2 NAME ÒF ÒÑFiÃTOR: 9. API NUMBER:

Fidelity Exploration and Production Cornpany 4301931449
3 ADDRESS OF 0PERATOR: PHONE NUMBER: 10. FIELDANDPOOL, OR WILOCAT:

2585 Heartland drive
.

Sheridan m WY ,82801 (307) 675-4924 Wildcat
4 LOCATIONOF WELL

FOOTAGESATSURFACE: 2563' FNL & 1429 FWL COUNTY: Grand

OTR/QTR. SECTION. TOWNSHIP, RANGE, MERIDIAN: SENW 8 26S 20E STATE:
UTAH

CHECK APPROPRIATE BOXES TO INDICATE NATUREOF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF1NTENT

(Submit in Duplicate} ALTER CASING FRACTURE TREAT SIDETRACKTO REPAIR WELL

Approximate date work will start: CASING REPAIR NEWCONSTRUCTION TEMPORARILYABANDON

O CHANGETO PREVIOUS PLANS OPERATOR CHANGE TUBlNG REPAIR

O CHANGETUBiNG PLUGANDASANDON VENTOR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATERDISPOSAL
(Submit Orioinal Form only)

CHANGE WELL STATUS PRODUCTION(START/RESUME} WATE SHUT-OFF
Dale of wol1< completion:

O COMMINGLE PRODUCING FORMATIONS RECLAMATIONOF WELL SITE OTHER: Chronological report
12/16/2008 O CONVERT WELLTYPE RECOMPLETE - DIFFERENT FORMATION

DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc

There has been no work done on this well during the covered period of 12/17/2008 thru 3111/2009.

Fidelity will continue to suspend operations on this well until further notice.

CONFDENTIAL

NAME PLEAS RINT Stephanie Masters 7 TITLE Operations Technician lil

SIGNA R / . .. DATE 3/11/2009

TnisspaceforStateuseonlé RECEIVED
MAR1 1 2009

5/2000) (See Instructions on Reverse Side) DIV.OFOIL,GAS&

STATE OF UTAH FORM 9

DEPARTMENT OF NATURALRESOURCES sim
DIVISION OF OIL, GAS AND MINING 5. LEASEDES1GNATIONANDSERIALNUMBER:

UTU68
6. IF INDIAN, ALLOTTEEOR TRIBENAME:

SUNDRY NOTICES AND REPORTS ON WELLS N/A
7. UNITor CA AGREEMENT NAME:

Do not use fois form for proposalsio drillnew wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or t° UTU80000
drill horizontal laterais. Use APPLICATION FOR PERMlT TO DRILLform forsuch proposals.

1. TYPE OF WELL
OIL WELL GAS WELL OTHER

8 WELL NAMEand NUMBER:

2 NAME ÒF ÒÑFiÃTOR: 9. API NUMBER:

Fidelity Exploration and Production Cornpany 4301931449
3 ADDRESS OF 0PERATOR: PHONE NUMBER: 10. FIELDANDPOOL, OR WILOCAT:

2585 Heartland drive
.

Sheridan m WY ,82801 (307) 675-4924 Wildcat
4 LOCATIONOF WELL

FOOTAGESATSURFACE: 2563' FNL & 1429 FWL COUNTY: Grand

OTR/QTR. SECTION. TOWNSHIP, RANGE, MERIDIAN: SENW 8 26S 20E STATE:
UTAH

CHECK APPROPRIATE BOXES TO INDICATE NATUREOF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF1NTENT

(Submit in Duplicate} ALTER CASING FRACTURE TREAT SIDETRACKTO REPAIR WELL

Approximate date work will start: CASING REPAIR NEWCONSTRUCTION TEMPORARILYABANDON

O CHANGETO PREVIOUS PLANS OPERATOR CHANGE TUBlNG REPAIR

O CHANGETUBiNG PLUGANDASANDON VENTOR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATERDISPOSAL
(Submit Orioinal Form only)

CHANGE WELL STATUS PRODUCTION(START/RESUME} WATE SHUT-OFF
Dale of wol1< completion:

O COMMINGLE PRODUCING FORMATIONS RECLAMATIONOF WELL SITE OTHER: Chronological report
12/16/2008 O CONVERT WELLTYPE RECOMPLETE - DIFFERENT FORMATION

DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc

There has been no work done on this well during the covered period of 12/17/2008 thru 3111/2009.

Fidelity will continue to suspend operations on this well until further notice.

CONFDENTIAL

NAME PLEAS RINT Stephanie Masters 7 TITLE Operations Technician lil

SIGNA R / . .. DATE 3/11/2009

TnisspaceforStateuseonlé RECEIVED
MAR1 1 2009

5/2000) (See Instructions on Reverse Side) DIV.OFOIL,GAS&



CONFllENTIAL
STAi E OF UTAH FORM 9

DEPARTMENTOF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING 5. LEASE DESIGNATIONANDSERIAL NUMBER:

UTU68
6. IF INDIAN,ALLOTTEEOR TRIBENAME:

SUNDRY NOTICES AND REPORTS ON WELLS N/A
7 UNIT orCA AGREEMENTNAME:

Do noi me Blidorna for proposals to drillnew wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, ort° UTU80000drlll horizontal laterals. Use APPLICATIONFOR PERMITTO DRILLform for sutta proposats.

1. TYPË OF WELL
OILWELL 2 GAS WELL OTHER

SELL NAMEeaendNUMBER:

2. NAMEOF OPERATOR: 9. API NUMBER:

Fidelity Exploration and production Company 4301931449
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELDAND POOL, OR WILDCAT:

2585 Heartland drive on Sheridan WY a,82801 (307) 675-4924 Wildcat
4. LOCATION OF WELL

FOOTAGESATSURFACE 2563' FNL & 1429' FWL couNTY: Grand

QTRíQTR, SECT10N, TOWNSHIP, RANGE. MERID1AN:SENW 8 26S 20E STATE:
UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBM1SSION TYPE OF ACTION

O ^ciolza DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit iri Duplicate) ALTERCASING FRACTURETREAT SIDETRACK TO REPAIR WELL

ApproximâLe date work will start: CASING REPAIR NEWCONSTRUCTlON TEMPORARILYABANDON

O CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBINGREPAlR

O CHANGE TUBING PLUG AND ABANDON VENTOR FLARE

SUBSEQUENT REPORT CHANGE WELLNAME PLUG BACK WATERDISPOSAL
(Submit Original Forrn Only)

O CHANGE WELLSTATUS PRODUCTION(START/RESUME) WATERSHUT-OFF
Date of work completion:

O COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELL SlTE OTHER: Chronological Report
4/1/2009 O CONVERT WELLTYPE RECOMPLETE-DIFFERENT FORMATION

2 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinentdetails including dates, depths,volumes, etc.

There has been no work done on this well from 3/12/2009 thru4/1/2009.
Fidelity will continue to suspend operations on thiswell until further notice.

RECEIVED
APR0 1 2009

DIV.0F OIL,GAS&MIMNG

CONFilENM.

NAME(PLEAS Stephang Mastep TITLE Operations Technician til

SIGNATÒ DATE 4/1/2009

(This space for State use o

(512000) (See Instructions on Reverse

CONFllENTIAL
STAi E OF UTAH FORM 9

DEPARTMENTOF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING 5. LEASE DESIGNATIONANDSERIAL NUMBER:

UTU68
6. IF INDIAN,ALLOTTEEOR TRIBENAME:

SUNDRY NOTICES AND REPORTS ON WELLS N/A
7 UNIT orCA AGREEMENTNAME:

Do noi me Blidorna for proposals to drillnew wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, ort° UTU80000drlll horizontal laterals. Use APPLICATIONFOR PERMITTO DRILLform for sutta proposats.

1. TYPË OF WELL
OILWELL 2 GAS WELL OTHER

SELL NAMEeaendNUMBER:

2. NAMEOF OPERATOR: 9. API NUMBER:

Fidelity Exploration and production Company 4301931449
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELDAND POOL, OR WILDCAT:

2585 Heartland drive on Sheridan WY a,82801 (307) 675-4924 Wildcat
4. LOCATION OF WELL

FOOTAGESATSURFACE 2563' FNL & 1429' FWL couNTY: Grand

QTRíQTR, SECT10N, TOWNSHIP, RANGE. MERID1AN:SENW 8 26S 20E STATE:
UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBM1SSION TYPE OF ACTION

O ^ciolza DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit iri Duplicate) ALTERCASING FRACTURETREAT SIDETRACK TO REPAIR WELL

ApproximâLe date work will start: CASING REPAIR NEWCONSTRUCTlON TEMPORARILYABANDON

O CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBINGREPAlR

O CHANGE TUBING PLUG AND ABANDON VENTOR FLARE

SUBSEQUENT REPORT CHANGE WELLNAME PLUG BACK WATERDISPOSAL
(Submit Original Forrn Only)

O CHANGE WELLSTATUS PRODUCTION(START/RESUME) WATERSHUT-OFF
Date of work completion:

O COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELL SlTE OTHER: Chronological Report
4/1/2009 O CONVERT WELLTYPE RECOMPLETE-DIFFERENT FORMATION

2 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinentdetails including dates, depths,volumes, etc.

There has been no work done on this well from 3/12/2009 thru4/1/2009.
Fidelity will continue to suspend operations on thiswell until further notice.

RECEIVED
APR0 1 2009

DIV.0F OIL,GAS&MIMNG

CONFilENM.

NAME(PLEAS Stephang Mastep TITLE Operations Technician til

SIGNATÒ DATE 4/1/2009

(This space for State use o

(512000) (See Instructions on Reverse

CONFllENTIAL
STAi E OF UTAH FORM 9

DEPARTMENTOF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING 5. LEASE DESIGNATIONANDSERIAL NUMBER:

UTU68
6. IF INDIAN,ALLOTTEEOR TRIBENAME:

SUNDRY NOTICES AND REPORTS ON WELLS N/A
7 UNIT orCA AGREEMENTNAME:

Do noi me Blidorna for proposals to drillnew wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, ort° UTU80000drlll horizontal laterals. Use APPLICATIONFOR PERMITTO DRILLform for sutta proposats.

1. TYPË OF WELL
OILWELL 2 GAS WELL OTHER

SELL NAMEeaendNUMBER:

2. NAMEOF OPERATOR: 9. API NUMBER:

Fidelity Exploration and production Company 4301931449
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELDAND POOL, OR WILDCAT:

2585 Heartland drive on Sheridan WY a,82801 (307) 675-4924 Wildcat
4. LOCATION OF WELL

FOOTAGESATSURFACE 2563' FNL & 1429' FWL couNTY: Grand

QTRíQTR, SECT10N, TOWNSHIP, RANGE. MERID1AN:SENW 8 26S 20E STATE:
UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBM1SSION TYPE OF ACTION

O ^ciolza DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit iri Duplicate) ALTERCASING FRACTURETREAT SIDETRACK TO REPAIR WELL

ApproximâLe date work will start: CASING REPAIR NEWCONSTRUCTlON TEMPORARILYABANDON

O CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBINGREPAlR

O CHANGE TUBING PLUG AND ABANDON VENTOR FLARE

SUBSEQUENT REPORT CHANGE WELLNAME PLUG BACK WATERDISPOSAL
(Submit Original Forrn Only)

O CHANGE WELLSTATUS PRODUCTION(START/RESUME) WATERSHUT-OFF
Date of work completion:

O COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELL SlTE OTHER: Chronological Report
4/1/2009 O CONVERT WELLTYPE RECOMPLETE-DIFFERENT FORMATION

2 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinentdetails including dates, depths,volumes, etc.

There has been no work done on this well from 3/12/2009 thru4/1/2009.
Fidelity will continue to suspend operations on thiswell until further notice.

RECEIVED
APR0 1 2009

DIV.0F OIL,GAS&MIMNG

CONFilENM.

NAME(PLEAS Stephang Mastep TITLE Operations Technician til

SIGNATÒ DATE 4/1/2009

(This space for State use o

(512000) (See Instructions on Reverse

CONFllENTIAL
STAi E OF UTAH FORM 9

DEPARTMENTOF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING 5. LEASE DESIGNATIONANDSERIAL NUMBER:

UTU68
6. IF INDIAN,ALLOTTEEOR TRIBENAME:

SUNDRY NOTICES AND REPORTS ON WELLS N/A
7 UNIT orCA AGREEMENTNAME:

Do noi me Blidorna for proposals to drillnew wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, ort° UTU80000drlll horizontal laterals. Use APPLICATIONFOR PERMITTO DRILLform for sutta proposats.

1. TYPË OF WELL
OILWELL 2 GAS WELL OTHER

SELL NAMEeaendNUMBER:

2. NAMEOF OPERATOR: 9. API NUMBER:

Fidelity Exploration and production Company 4301931449
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELDAND POOL, OR WILDCAT:

2585 Heartland drive on Sheridan WY a,82801 (307) 675-4924 Wildcat
4. LOCATION OF WELL

FOOTAGESATSURFACE 2563' FNL & 1429' FWL couNTY: Grand

QTRíQTR, SECT10N, TOWNSHIP, RANGE. MERID1AN:SENW 8 26S 20E STATE:
UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBM1SSION TYPE OF ACTION

O ^ciolza DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit iri Duplicate) ALTERCASING FRACTURETREAT SIDETRACK TO REPAIR WELL

ApproximâLe date work will start: CASING REPAIR NEWCONSTRUCTlON TEMPORARILYABANDON

O CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBINGREPAlR

O CHANGE TUBING PLUG AND ABANDON VENTOR FLARE

SUBSEQUENT REPORT CHANGE WELLNAME PLUG BACK WATERDISPOSAL
(Submit Original Forrn Only)

O CHANGE WELLSTATUS PRODUCTION(START/RESUME) WATERSHUT-OFF
Date of work completion:

O COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELL SlTE OTHER: Chronological Report
4/1/2009 O CONVERT WELLTYPE RECOMPLETE-DIFFERENT FORMATION

2 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinentdetails including dates, depths,volumes, etc.

There has been no work done on this well from 3/12/2009 thru4/1/2009.
Fidelity will continue to suspend operations on thiswell until further notice.

RECEIVED
APR0 1 2009

DIV.0F OIL,GAS&MIMNG

CONFilENM.

NAME(PLEAS Stephang Mastep TITLE Operations Technician til

SIGNATÒ DATE 4/1/2009

(This space for State use o

(512000) (See Instructions on Reverse

CONFllENTIAL
STAi E OF UTAH FORM 9

DEPARTMENTOF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING 5. LEASE DESIGNATIONANDSERIAL NUMBER:

UTU68
6. IF INDIAN,ALLOTTEEOR TRIBENAME:

SUNDRY NOTICES AND REPORTS ON WELLS N/A
7 UNIT orCA AGREEMENTNAME:

Do noi me Blidorna for proposals to drillnew wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, ort° UTU80000drlll horizontal laterals. Use APPLICATIONFOR PERMITTO DRILLform for sutta proposats.

1. TYPË OF WELL
OILWELL 2 GAS WELL OTHER

SELL NAMEeaendNUMBER:

2. NAMEOF OPERATOR: 9. API NUMBER:

Fidelity Exploration and production Company 4301931449
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELDAND POOL, OR WILDCAT:

2585 Heartland drive on Sheridan WY a,82801 (307) 675-4924 Wildcat
4. LOCATION OF WELL

FOOTAGESATSURFACE 2563' FNL & 1429' FWL couNTY: Grand

QTRíQTR, SECT10N, TOWNSHIP, RANGE. MERID1AN:SENW 8 26S 20E STATE:
UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBM1SSION TYPE OF ACTION

O ^ciolza DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit iri Duplicate) ALTERCASING FRACTURETREAT SIDETRACK TO REPAIR WELL

ApproximâLe date work will start: CASING REPAIR NEWCONSTRUCTlON TEMPORARILYABANDON

O CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBINGREPAlR

O CHANGE TUBING PLUG AND ABANDON VENTOR FLARE

SUBSEQUENT REPORT CHANGE WELLNAME PLUG BACK WATERDISPOSAL
(Submit Original Forrn Only)

O CHANGE WELLSTATUS PRODUCTION(START/RESUME) WATERSHUT-OFF
Date of work completion:

O COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELL SlTE OTHER: Chronological Report
4/1/2009 O CONVERT WELLTYPE RECOMPLETE-DIFFERENT FORMATION

2 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinentdetails including dates, depths,volumes, etc.

There has been no work done on this well from 3/12/2009 thru4/1/2009.
Fidelity will continue to suspend operations on thiswell until further notice.

RECEIVED
APR0 1 2009

DIV.0F OIL,GAS&MIMNG

CONFilENM.

NAME(PLEAS Stephang Mastep TITLE Operations Technician til

SIGNATÒ DATE 4/1/2009

(This space for State use o

(512000) (See Instructions on Reverse



STATE OF UTAH FORM9
DEPARTMENTOF NATURALRESOU

DIVISION OF OIL, GAS ANDMINING 5 LEASEDESIGNATIONANDSERIALNUMBER

UTU68

SUNDRY NOTICES AND REPORTS ON WELLS
6. IFINDIAN,ALLOTTEEORTR!BENAME:

7. UNITor CA AGREEMENT NAME:
Do not use this form for proposals to drillnew wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or to UTU80000

drillhorizontal laterals. Use APPLICATIONFOR PERMITTO DRILLform for suchproposals.

1. TYPE OF WELL 8. WELLNAMEand NUMBER:
OIL WELL O GAS WELL OTHER Cane Creek 8-1

2. NAMEOF OPERATOR: 9. API NUMBER:

Fidelity Exploration and Production Company 4301931449
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELOAND POOL, OR WILDCAT:

2585 Heartland Drive Sheridan si re zie 82801 (307) 675-4924 Wildcat
4. LOCATION OF WELL

FOOTAGESATSURFACE: 2563' FNL & 1429' FWL COUNTY: Grand

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: SENW 8 265 20E STATE:
UTAH

n. CHECK APPROPRIATE BOXES TO INDICATENATUREOF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ^CIDIZE DEEPEN REPERFORATE CURRENT FORMATION

NOTICE OF INTENT
(Submit in Duplicate) ALTERCASING FRACTURETREAT SIDETRACKTO REPAIR WELL

Approximate date work willstart: CASING REPAIR NEWCONSTRUCTION TEMPORARILY ABANDON

GHANGETO PREVIOUS PLANS OPERATOR CHANGE TUBlNGREPAIR

CHANGE TUBING PLUGANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form only)

CHANGE WELLSTATUS PRODUCTION (STARTIRESUME} WATER SHUT-OFF
Date ofwork completion:

COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELLSITE OTHER: Chronological Report
5/18/2009 O CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all parlinent details including dates, depths, volumes, etc

There has been no work done on this well from 4/2/2009 thru5/18/2009.
Fidelity willcontinue to suspend Operations on thiswell until further notice.

CONFilENTIN.

NAME(PLEASE ) SPhade Masters

SIGNA

DTTE 50pe8rations Technician lil

(This space for St e only)

(5/2000) (See lostructions on Reverse

STATE OF UTAH FORM9

DEPARTMENTOF NATURALRESOU
DIVISION OF OIL, GAS ANDMINING 5 LEASEDESIGNATIONANDSERIALNUMBER

UTU68

SUNDRY NOTICES AND REPORTS ON WELLS
6. IFINDIAN,ALLOTTEEORTR!BENAME:

7. UNITor CA AGREEMENT NAME:
Do not use this form for proposals to drillnew wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or to UTU80000

drillhorizontal laterals. Use APPLICATIONFOR PERMITTO DRILLform for suchproposals.

1. TYPE OF WELL 8. WELLNAMEand NUMBER:
OIL WELL O GAS WELL OTHER Cane Creek 8-1

2. NAMEOF OPERATOR: 9. API NUMBER:

Fidelity Exploration and Production Company 4301931449
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELOAND POOL, OR WILDCAT:

2585 Heartland Drive Sheridan si re zie 82801 (307) 675-4924 Wildcat
4. LOCATION OF WELL

FOOTAGESATSURFACE: 2563' FNL & 1429' FWL COUNTY: Grand

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: SENW 8 265 20E STATE:
UTAH

n. CHECK APPROPRIATE BOXES TO INDICATENATUREOF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ^CIDIZE DEEPEN REPERFORATE CURRENT FORMATION

NOTICE OF INTENT
(Submit in Duplicate) ALTERCASING FRACTURETREAT SIDETRACKTO REPAIR WELL

Approximate date work willstart: CASING REPAIR NEWCONSTRUCTION TEMPORARILY ABANDON

GHANGETO PREVIOUS PLANS OPERATOR CHANGE TUBlNGREPAIR

CHANGE TUBING PLUGANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form only)

CHANGE WELLSTATUS PRODUCTION (STARTIRESUME} WATER SHUT-OFF
Date ofwork completion:

COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELLSITE OTHER: Chronological Report
5/18/2009 O CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all parlinent details including dates, depths, volumes, etc

There has been no work done on this well from 4/2/2009 thru5/18/2009.
Fidelity willcontinue to suspend Operations on thiswell until further notice.

CONFilENTIN.

NAME(PLEASE ) SPhade Masters

SIGNA

DTTE 50pe8rations Technician lil

(This space for St e only)

(5/2000) (See lostructions on Reverse

STATE OF UTAH FORM9

DEPARTMENTOF NATURALRESOU
DIVISION OF OIL, GAS ANDMINING 5 LEASEDESIGNATIONANDSERIALNUMBER

UTU68

SUNDRY NOTICES AND REPORTS ON WELLS
6. IFINDIAN,ALLOTTEEORTR!BENAME:

7. UNITor CA AGREEMENT NAME:
Do not use this form for proposals to drillnew wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or to UTU80000

drillhorizontal laterals. Use APPLICATIONFOR PERMITTO DRILLform for suchproposals.

1. TYPE OF WELL 8. WELLNAMEand NUMBER:
OIL WELL O GAS WELL OTHER Cane Creek 8-1

2. NAMEOF OPERATOR: 9. API NUMBER:

Fidelity Exploration and Production Company 4301931449
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELOAND POOL, OR WILDCAT:

2585 Heartland Drive Sheridan si re zie 82801 (307) 675-4924 Wildcat
4. LOCATION OF WELL

FOOTAGESATSURFACE: 2563' FNL & 1429' FWL COUNTY: Grand

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: SENW 8 265 20E STATE:
UTAH

n. CHECK APPROPRIATE BOXES TO INDICATENATUREOF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ^CIDIZE DEEPEN REPERFORATE CURRENT FORMATION

NOTICE OF INTENT
(Submit in Duplicate) ALTERCASING FRACTURETREAT SIDETRACKTO REPAIR WELL

Approximate date work willstart: CASING REPAIR NEWCONSTRUCTION TEMPORARILY ABANDON

GHANGETO PREVIOUS PLANS OPERATOR CHANGE TUBlNGREPAIR

CHANGE TUBING PLUGANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form only)

CHANGE WELLSTATUS PRODUCTION (STARTIRESUME} WATER SHUT-OFF
Date ofwork completion:

COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELLSITE OTHER: Chronological Report
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12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all parlinent details including dates, depths, volumes, etc

There has been no work done on this well from 4/2/2009 thru5/18/2009.
Fidelity willcontinue to suspend Operations on thiswell until further notice.

CONFilENTIN.

NAME(PLEASE ) SPhade Masters

SIGNA

DTTE 50pe8rations Technician lil

(This space for St e only)

(5/2000) (See lostructions on Reverse
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DEPARTMENTOF NATURALRESOU
DIVISION OF OIL, GAS ANDMINING 5 LEASEDESIGNATIONANDSERIALNUMBER

UTU68

SUNDRY NOTICES AND REPORTS ON WELLS
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4. LOCATION OF WELL

FOOTAGESATSURFACE: 2563' FNL & 1429' FWL COUNTY: Grand

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: SENW 8 265 20E STATE:
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(Submit Original Form only)
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There has been no work done on this well from 4/2/2009 thru5/18/2009.
Fidelity willcontinue to suspend Operations on thiswell until further notice.
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DTTE 50pe8rations Technician lil

(This space for St e only)
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12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all parlinent details including dates, depths, volumes, etc
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(This space for St e only)
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DEPARTMENTOF NATURALRESOU
DIVISION OF OIL, GAS ANDMINING 5 LEASEDESIGNATIONANDSERIALNUMBER

UTU68
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CHANGE TUBING PLUGANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form only)

CHANGE WELLSTATUS PRODUCTION (STARTIRESUME} WATER SHUT-OFF
Date ofwork completion:

COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELLSITE OTHER: Chronological Report
5/18/2009 O CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all parlinent details including dates, depths, volumes, etc

There has been no work done on this well from 4/2/2009 thru5/18/2009.
Fidelity willcontinue to suspend Operations on thiswell until further notice.
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(This space for St e only)
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API Well No: 43019314490000

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-68122 

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO
DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK 8-1 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019314490000

3. ADDRESS OF OPERATOR:  
 2585 Heartland Drive , Sheridan, WY, 82801 8543 

9. FIELD and POOL or WILDCAT:
 UNDESIGNATED 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2563 FNL 1429 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SENW Section: 08 Township: 26.0S Range: 20.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

   NOTICE OF INTENT
Approximate date work will start:

   SUBSEQUENT REPORT
Date of Work Completion:

9/9/2009

   SPUD REPORT
Date of Spud:

 

   DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE  

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE       WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 There has been no work done on this well from 7/18/2009 to 9/9/2009.
Fidelity wil continue to suspend operations on this well until further notice. 

NAME (PLEASE PRINT)  
 Stephanie Masters

TITLE
 Operations Tech

SIGNATURE
 N/A

DATE
 9/9/2009

PHONE NUMBER:
303 893-3133  Ext 

Chronological Report 

 

PHONE NUMBER
307 675-4924

September 09, 2009

September 23, 2009

iPI Well No: 43019314490000

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING 5.LEAS6E DE2SIGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6.IFINDIAN,ALLOTTEEORTRIBENAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 8-1

2.NAMEOFOPERATOR: 9.APINUMBER:
FIDELITY E&P COMPANY 43019314490000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext UNDESIGNATED

4.LOCATIONOFWELL COUNTY:
FOOTAGESATSURFACE: GRAND

2563 FNL 1429 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: SENW Section: 08 Township: 26.0S Range: 20.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SDUat
o

WENrkRCEPmOp
tion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

9/9/2009 OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT
PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

Date of Spud:
REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCAT WELL DETERMINATION OTHER OTHER: Chronological Report

12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

There has been no work done on this well from 7/18/2009 to 9/9/2009.
Fidelity wil continue to suspend operations on this well until further notice.Accepted by the

Utah Division of
Oil, Gas and Mining

FOR RE er9,SÏ

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 9/9/2009

RECEIVED September 09,

iPI Well No: 43019314490000

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING 5.LEAS6E DE2SIGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6.IFINDIAN,ALLOTTEEORTRIBENAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 8-1

2.NAMEOFOPERATOR: 9.APINUMBER:
FIDELITY E&P COMPANY 43019314490000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext UNDESIGNATED

4.LOCATIONOFWELL COUNTY:
FOOTAGESATSURFACE: GRAND

2563 FNL 1429 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: SENW Section: 08 Township: 26.0S Range: 20.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SDUat
o

WENrkRCEPmOp
tion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

9/9/2009 OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT
PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

Date of Spud:
REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCAT WELL DETERMINATION OTHER OTHER: Chronological Report

12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

There has been no work done on this well from 7/18/2009 to 9/9/2009.
Fidelity wil continue to suspend operations on this well until further notice.Accepted by the

Utah Division of
Oil, Gas and Mining

FOR RE er9,SÏ

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 9/9/2009

RECEIVED September 09,

iPI Well No: 43019314490000

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING 5.LEAS6E DE2SIGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6.IFINDIAN,ALLOTTEEORTRIBENAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 8-1

2.NAMEOFOPERATOR: 9.APINUMBER:
FIDELITY E&P COMPANY 43019314490000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext UNDESIGNATED

4.LOCATIONOFWELL COUNTY:
FOOTAGESATSURFACE: GRAND

2563 FNL 1429 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: SENW Section: 08 Township: 26.0S Range: 20.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SDUat
o

WENrkRCEPmOp
tion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

9/9/2009 OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT
PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

Date of Spud:
REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCAT WELL DETERMINATION OTHER OTHER: Chronological Report

12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

There has been no work done on this well from 7/18/2009 to 9/9/2009.
Fidelity wil continue to suspend operations on this well until further notice.Accepted by the

Utah Division of
Oil, Gas and Mining

FOR RE er9,SÏ

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 9/9/2009

RECEIVED September 09,

iPI Well No: 43019314490000

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING 5.LEAS6E DE2SIGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6.IFINDIAN,ALLOTTEEORTRIBENAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 8-1

2.NAMEOFOPERATOR: 9.APINUMBER:
FIDELITY E&P COMPANY 43019314490000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext UNDESIGNATED

4.LOCATIONOFWELL COUNTY:
FOOTAGESATSURFACE: GRAND

2563 FNL 1429 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: SENW Section: 08 Township: 26.0S Range: 20.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SDUat
o

WENrkRCEPmOp
tion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

9/9/2009 OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT
PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

Date of Spud:
REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCAT WELL DETERMINATION OTHER OTHER: Chronological Report

12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

There has been no work done on this well from 7/18/2009 to 9/9/2009.
Fidelity wil continue to suspend operations on this well until further notice.Accepted by the

Utah Division of
Oil, Gas and Mining

FOR RE er9,SÏ

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 9/9/2009

RECEIVED September 09,

iPI Well No: 43019314490000

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING 5.LEAS6E DE2SIGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6.IFINDIAN,ALLOTTEEORTRIBENAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 8-1

2.NAMEOFOPERATOR: 9.APINUMBER:
FIDELITY E&P COMPANY 43019314490000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext UNDESIGNATED

4.LOCATIONOFWELL COUNTY:
FOOTAGESATSURFACE: GRAND

2563 FNL 1429 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: SENW Section: 08 Township: 26.0S Range: 20.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SDUat
o

WENrkRCEPmOp
tion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

9/9/2009 OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT
PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

Date of Spud:
REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCAT WELL DETERMINATION OTHER OTHER: Chronological Report

12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

There has been no work done on this well from 7/18/2009 to 9/9/2009.
Fidelity wil continue to suspend operations on this well until further notice.Accepted by the

Utah Division of
Oil, Gas and Mining

FOR RE er9,SÏ

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 9/9/2009

RECEIVED September 09,

iPI Well No: 43019314490000

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING 5.LEAS6E DE2SIGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6.IFINDIAN,ALLOTTEEORTRIBENAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 8-1

2.NAMEOFOPERATOR: 9.APINUMBER:
FIDELITY E&P COMPANY 43019314490000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext UNDESIGNATED

4.LOCATIONOFWELL COUNTY:
FOOTAGESATSURFACE: GRAND

2563 FNL 1429 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: SENW Section: 08 Township: 26.0S Range: 20.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SDUat
o

WENrkRCEPmOp
tion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

9/9/2009 OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT
PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

Date of Spud:
REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCAT WELL DETERMINATION OTHER OTHER: Chronological Report

12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

There has been no work done on this well from 7/18/2009 to 9/9/2009.
Fidelity wil continue to suspend operations on this well until further notice.Accepted by the

Utah Division of
Oil, Gas and Mining

FOR RE er9,SÏ

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 9/9/2009

RECEIVED September 09,



API Well No: 43019314490000

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-68122 

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO
DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK 8-1 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019314490000

3. ADDRESS OF OPERATOR:  
 2585 Heartland Drive , Sheridan, WY, 82801 8543 

9. FIELD and POOL or WILDCAT:
 UNDESIGNATED 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2563 FNL 1429 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SENW Section: 08 Township: 26.0S Range: 20.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

   NOTICE OF INTENT
Approximate date work will start:

   SUBSEQUENT REPORT
Date of Work Completion:

 

   SPUD REPORT
Date of Spud:

 

   DRILLING REPORT
Report Date:

10/1/2009

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE  

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE       WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 There has been no work done on this well from 7/18/2009 thru 10/1/2009.
Fidelity will continue to suspend operations on this well until further notice.

NAME (PLEASE PRINT)  
 Stephanie Masters

TITLE
 Operations Tech

SIGNATURE
 N/A

DATE
 10/1/2009

PHONE NUMBER:
303 893-3133  Ext 

 

PHONE NUMBER
307 675-4924

October 01, 2009

October 01, 2009

iPI Well No: 43019314490000

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING 5.LEAS6E DE2SIGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6.IFINDIAN,ALLOTTEEORTRIBENAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 8-1

2.NAMEOFOPERATOR: 9.APINUMBER:
FIDELITY E&P COMPANY 43019314490000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext UNDESIGNATED

4.LOCATIONOFWELL COUNTY:
FOOTAGESATSURFACE: GRAND

2563 FNL 1429 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: SENW Section: 08 Township: 26.0S Range: 20.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SDUat
o

WENrkRCEPmOp
tion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT
PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

Date of Spud:
REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

/ DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

10/1/2009
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

There has been no work done on this well from 7/18/2009 thru 10/1/2009.
Fidelity will continue to suspend operations on this well until further noticeAccepted by the

Utah Division of
Oil, Gas and Mining

FOR REÇQgiggY

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 10/1/2009

RECEIVED October 01,

iPI Well No: 43019314490000

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING 5.LEAS6E DE2SIGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6.IFINDIAN,ALLOTTEEORTRIBENAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 8-1

2.NAMEOFOPERATOR: 9.APINUMBER:
FIDELITY E&P COMPANY 43019314490000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext UNDESIGNATED

4.LOCATIONOFWELL COUNTY:
FOOTAGESATSURFACE: GRAND

2563 FNL 1429 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: SENW Section: 08 Township: 26.0S Range: 20.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SDUat
o

WENrkRCEPmOp
tion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT
PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

Date of Spud:
REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

/ DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

10/1/2009
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

There has been no work done on this well from 7/18/2009 thru 10/1/2009.
Fidelity will continue to suspend operations on this well until further noticeAccepted by the

Utah Division of
Oil, Gas and Mining

FOR REÇQgiggY

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 10/1/2009

RECEIVED October 01,

iPI Well No: 43019314490000

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING 5.LEAS6E DE2SIGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6.IFINDIAN,ALLOTTEEORTRIBENAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 8-1

2.NAMEOFOPERATOR: 9.APINUMBER:
FIDELITY E&P COMPANY 43019314490000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext UNDESIGNATED

4.LOCATIONOFWELL COUNTY:
FOOTAGESATSURFACE: GRAND

2563 FNL 1429 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: SENW Section: 08 Township: 26.0S Range: 20.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SDUat
o

WENrkRCEPmOp
tion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT
PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

Date of Spud:
REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

/ DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

10/1/2009
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

There has been no work done on this well from 7/18/2009 thru 10/1/2009.
Fidelity will continue to suspend operations on this well until further noticeAccepted by the

Utah Division of
Oil, Gas and Mining

FOR REÇQgiggY

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 10/1/2009

RECEIVED October 01,

iPI Well No: 43019314490000

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING 5.LEAS6E DE2SIGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6.IFINDIAN,ALLOTTEEORTRIBENAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 8-1

2.NAMEOFOPERATOR: 9.APINUMBER:
FIDELITY E&P COMPANY 43019314490000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext UNDESIGNATED

4.LOCATIONOFWELL COUNTY:
FOOTAGESATSURFACE: GRAND

2563 FNL 1429 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: SENW Section: 08 Township: 26.0S Range: 20.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SDUat
o

WENrkRCEPmOp
tion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT
PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

Date of Spud:
REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

/ DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

10/1/2009
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

There has been no work done on this well from 7/18/2009 thru 10/1/2009.
Fidelity will continue to suspend operations on this well until further noticeAccepted by the

Utah Division of
Oil, Gas and Mining

FOR REÇQgiggY

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 10/1/2009

RECEIVED October 01,

iPI Well No: 43019314490000

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING 5.LEAS6E DE2SIGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6.IFINDIAN,ALLOTTEEORTRIBENAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 8-1

2.NAMEOFOPERATOR: 9.APINUMBER:
FIDELITY E&P COMPANY 43019314490000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext UNDESIGNATED

4.LOCATIONOFWELL COUNTY:
FOOTAGESATSURFACE: GRAND

2563 FNL 1429 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: SENW Section: 08 Township: 26.0S Range: 20.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SDUat
o

WENrkRCEPmOp
tion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT
PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

Date of Spud:
REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

/ DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

10/1/2009
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

There has been no work done on this well from 7/18/2009 thru 10/1/2009.
Fidelity will continue to suspend operations on this well until further noticeAccepted by the

Utah Division of
Oil, Gas and Mining

FOR REÇQgiggY

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 10/1/2009

RECEIVED October 01,

iPI Well No: 43019314490000

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING 5.LEAS6E DE2SIGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6.IFINDIAN,ALLOTTEEORTRIBENAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 8-1

2.NAMEOFOPERATOR: 9.APINUMBER:
FIDELITY E&P COMPANY 43019314490000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext UNDESIGNATED

4.LOCATIONOFWELL COUNTY:
FOOTAGESATSURFACE: GRAND

2563 FNL 1429 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: SENW Section: 08 Township: 26.0S Range: 20.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SDUat
o

WENrkRCEPmOp
tion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT
PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

Date of Spud:
REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

/ DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

10/1/2009
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

There has been no work done on this well from 7/18/2009 thru 10/1/2009.
Fidelity will continue to suspend operations on this well until further noticeAccepted by the

Utah Division of
Oil, Gas and Mining

FOR REÇQgiggY

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 10/1/2009

RECEIVED October 01,



API Well No: 43019314490000

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-68122 

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO
DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK 8-1 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019314490000

3. ADDRESS OF OPERATOR:  
 2585 Heartland Drive , Sheridan, WY, 82801 8543 

9. FIELD and POOL or WILDCAT:
 UNDESIGNATED 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2563 FNL 1429 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SENW Section: 08 Township: 26.0S Range: 20.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

   NOTICE OF INTENT
Approximate date work will start:

   SUBSEQUENT REPORT
Date of Work Completion:

 

   SPUD REPORT
Date of Spud:

 

   DRILLING REPORT
Report Date:

11/4/2009

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE  

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE       WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Fidelity is reporting that there has been no work done on this well from
10/1/2009 thru 11/4/2009. Fidelity will continue to suspend operations on

this well until further notice. 

NAME (PLEASE PRINT)  
 Stephanie Masters

TITLE
 Operations Tech

SIGNATURE
 N/A

DATE
 11/4/2009

PHONE NUMBER:
303 893-3133  Ext 

 

PHONE NUMBER
307 675-4924

November 04, 2009

iPI Well No: 43019314490000

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING 5.LEAS6E DE2SIGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6.IFINDIAN,ALLOTTEEORTRIBENAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 8-1

2.NAMEOFOPERATOR: 9.APINUMBER:
FIDELITY E&P COMPANY 43019314490000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext UNDESIGNATED

4.LOCATIONOFWELL COUNTY:
FOOTAGESATSURFACE: GRAND

2563 FNL 1429 FWL
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CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SDUat
o

WENrkRCEPmOp
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API Well No: 43019314490000

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-68122 

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO
DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK 8-1 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019314490000

3. ADDRESS OF OPERATOR:  
 2585 Heartland Drive , Sheridan, WY, 82801 8543 

9. FIELD and POOL or WILDCAT:
 UNDESIGNATED 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2563 FNL 1429 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SENW Section: 08 Township: 26.0S Range: 20.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

   NOTICE OF INTENT
Approximate date work will start:

   SUBSEQUENT REPORT
Date of Work Completion:

 

   SPUD REPORT
Date of Spud:

 

   DRILLING REPORT
Report Date:

12/3/2009

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE  

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE       WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 There has been no work done on the referenced well from 11/5/2009 thru
12/3/2009. Fidelity will continue to suspend operations on this well until

further notice. 

NAME (PLEASE PRINT)  
 Stephanie Masters

TITLE
 Operations Tech

SIGNATURE
 N/A

DATE
 12/3/2009

PHONE NUMBER:
303 893-3133  Ext 

 

PHONE NUMBER
307 675-4924

December 03, 2009

December 03, 2009
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12/3/2009. Fidelity will continue to suspend operations on this well until Accepted by the

further notice. Utah Division of
Oil, Gas and Mining

FOR RE e erÛ,W

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
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Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 8-1

2.NAMEOFOPERATOR: 9.APINUMBER:
FIDELITY E&P COMPANY 43019314490000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext UNDESIGNATED

4.LOCATIONOFWELL COUNTY:
FOOTAGESATSURFACE: GRAND

2563 FNL 1429 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: SENW Section: 08 Township: 26.0S Range: 20.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SDUat
o

WENrkRCEPmOp
tion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT
PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

Date of Spud:
REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

/ DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

12/3/2009
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

There has been no work done on the referenced well from 11/5/2009 thru
12/3/2009. Fidelity will continue to suspend operations on this well until Accepted by the

further notice. Utah Division of
Oil, Gas and Mining

FOR RE e erÛ,W

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 12/3/2009

RECEIVED December 03,

iPI Well No: 43019314490000

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING 5.LEAS6E DE2SIGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6.IFINDIAN,ALLOTTEEORTRIBENAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 8-1

2.NAMEOFOPERATOR: 9.APINUMBER:
FIDELITY E&P COMPANY 43019314490000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext UNDESIGNATED

4.LOCATIONOFWELL COUNTY:
FOOTAGESATSURFACE: GRAND

2563 FNL 1429 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: SENW Section: 08 Township: 26.0S Range: 20.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SDUat
o

WENrkRCEPmOp
tion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT
PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

Date of Spud:
REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

/ DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

12/3/2009
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

There has been no work done on the referenced well from 11/5/2009 thru
12/3/2009. Fidelity will continue to suspend operations on this well until Accepted by the

further notice. Utah Division of
Oil, Gas and Mining

FOR RE e erÛ,W

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 12/3/2009

RECEIVED December 03,

iPI Well No: 43019314490000

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING 5.LEAS6E DE2SIGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6.IFINDIAN,ALLOTTEEORTRIBENAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 8-1

2.NAMEOFOPERATOR: 9.APINUMBER:
FIDELITY E&P COMPANY 43019314490000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext UNDESIGNATED

4.LOCATIONOFWELL COUNTY:
FOOTAGESATSURFACE: GRAND

2563 FNL 1429 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: SENW Section: 08 Township: 26.0S Range: 20.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SDUat
o

WENrkRCEPmOp
tion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT
PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

Date of Spud:
REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

/ DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

12/3/2009
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

There has been no work done on the referenced well from 11/5/2009 thru
12/3/2009. Fidelity will continue to suspend operations on this well until Accepted by the

further notice. Utah Division of
Oil, Gas and Mining

FOR RE e erÛ,W

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 12/3/2009

RECEIVED December 03,



API Well No: 43019314490000

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-68122 

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO
DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK 8-1 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019314490000

3. ADDRESS OF OPERATOR:  
 2585 Heartland Drive , Sheridan, WY, 82801 8543 

9. FIELD and POOL or WILDCAT:
 UNDESIGNATED 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2563 FNL 1429 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SENW Section: 08 Township: 26.0S Range: 20.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

   NOTICE OF INTENT
Approximate date work will start:

   SUBSEQUENT REPORT
Date of Work Completion:

 

   SPUD REPORT
Date of Spud:

 

   DRILLING REPORT
Report Date:

1/5/2010

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE  

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE       WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 There has been no work done on the referenced well from 12/3/2009 thru
1/5/2010. Fidelity will continue to suspend operations on this well until

further notice. 

NAME (PLEASE PRINT)  
 Stephanie Masters

TITLE
 Operations Tech

SIGNATURE
 N/A

DATE
 1/5/2010

PHONE NUMBER:
303 893-3133  Ext 

 

PHONE NUMBER
307 675-4924

January 05, 2010

January 05, 2010

iPI Well No: 43019314490000

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING 5.LEAS6E DE2SIGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6.IFINDIAN,ALLOTTEEORTRIBENAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 8-1

2.NAMEOFOPERATOR: 9.APINUMBER:
FIDELITY E&P COMPANY 43019314490000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext UNDESIGNATED

4.LOCATIONOFWELL COUNTY:
FOOTAGESATSURFACE: GRAND

2563 FNL 1429 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: SENW Section: 08 Township: 26.0S Range: 20.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SDUat
o

WENrkRCEPmOp
tion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT
PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

Date of Spud:
REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

/ DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

1/5/2010
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

There has been no work done on the referenced well from 12/3/2009 thru
1/5/2010. Fidelity will continue to suspend operations on this well until Accepted by the

further notice. Utah Division of
Oil, Gas and Mining

FOR REÇQgggY

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 1/5/2010

RECEIVED January 05,

iPI Well No: 43019314490000

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING 5.LEAS6E DE2SIGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6.IFINDIAN,ALLOTTEEORTRIBENAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 8-1

2.NAMEOFOPERATOR: 9.APINUMBER:
FIDELITY E&P COMPANY 43019314490000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext UNDESIGNATED

4.LOCATIONOFWELL COUNTY:
FOOTAGESATSURFACE: GRAND

2563 FNL 1429 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: SENW Section: 08 Township: 26.0S Range: 20.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SDUat
o

WENrkRCEPmOp
tion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT
PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

Date of Spud:
REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

/ DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

1/5/2010
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

There has been no work done on the referenced well from 12/3/2009 thru
1/5/2010. Fidelity will continue to suspend operations on this well until Accepted by the

further notice. Utah Division of
Oil, Gas and Mining

FOR REÇQgggY

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 1/5/2010

RECEIVED January 05,

iPI Well No: 43019314490000

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING 5.LEAS6E DE2SIGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6.IFINDIAN,ALLOTTEEORTRIBENAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 8-1

2.NAMEOFOPERATOR: 9.APINUMBER:
FIDELITY E&P COMPANY 43019314490000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext UNDESIGNATED

4.LOCATIONOFWELL COUNTY:
FOOTAGESATSURFACE: GRAND

2563 FNL 1429 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: SENW Section: 08 Township: 26.0S Range: 20.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SDUat
o

WENrkRCEPmOp
tion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT
PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

Date of Spud:
REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

/ DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

1/5/2010
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

There has been no work done on the referenced well from 12/3/2009 thru
1/5/2010. Fidelity will continue to suspend operations on this well until Accepted by the

further notice. Utah Division of
Oil, Gas and Mining

FOR REÇQgggY

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 1/5/2010

RECEIVED January 05,

iPI Well No: 43019314490000

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING 5.LEAS6E DE2SIGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6.IFINDIAN,ALLOTTEEORTRIBENAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 8-1

2.NAMEOFOPERATOR: 9.APINUMBER:
FIDELITY E&P COMPANY 43019314490000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext UNDESIGNATED

4.LOCATIONOFWELL COUNTY:
FOOTAGESATSURFACE: GRAND

2563 FNL 1429 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: SENW Section: 08 Township: 26.0S Range: 20.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SDUat
o

WENrkRCEPmOp
tion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT
PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

Date of Spud:
REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

/ DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

1/5/2010
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

There has been no work done on the referenced well from 12/3/2009 thru
1/5/2010. Fidelity will continue to suspend operations on this well until Accepted by the

further notice. Utah Division of
Oil, Gas and Mining

FOR REÇQgggY

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 1/5/2010

RECEIVED January 05,

iPI Well No: 43019314490000

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING 5.LEAS6E DE2SIGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6.IFINDIAN,ALLOTTEEORTRIBENAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 8-1

2.NAMEOFOPERATOR: 9.APINUMBER:
FIDELITY E&P COMPANY 43019314490000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext UNDESIGNATED

4.LOCATIONOFWELL COUNTY:
FOOTAGESATSURFACE: GRAND

2563 FNL 1429 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: SENW Section: 08 Township: 26.0S Range: 20.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SDUat
o

WENrkRCEPmOp
tion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT
PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

Date of Spud:
REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

/ DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

1/5/2010
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

There has been no work done on the referenced well from 12/3/2009 thru
1/5/2010. Fidelity will continue to suspend operations on this well until Accepted by the

further notice. Utah Division of
Oil, Gas and Mining

FOR REÇQgggY

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 1/5/2010

RECEIVED January 05,

iPI Well No: 43019314490000

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING 5.LEAS6E DE2SIGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6.IFINDIAN,ALLOTTEEORTRIBENAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 8-1

2.NAMEOFOPERATOR: 9.APINUMBER:
FIDELITY E&P COMPANY 43019314490000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext UNDESIGNATED

4.LOCATIONOFWELL COUNTY:
FOOTAGESATSURFACE: GRAND

2563 FNL 1429 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: SENW Section: 08 Township: 26.0S Range: 20.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SDUat
o

WENrkRCEPmOp
tion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT
PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

Date of Spud:
REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

/ DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

1/5/2010
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

There has been no work done on the referenced well from 12/3/2009 thru
1/5/2010. Fidelity will continue to suspend operations on this well until Accepted by the

further notice. Utah Division of
Oil, Gas and Mining

FOR REÇQgggY

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 1/5/2010

RECEIVED January 05,



API Well No: 43019314490000

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-68122 

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO
DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK 8-1 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019314490000

3. ADDRESS OF OPERATOR:  
 2585 Heartland Drive , Sheridan, WY, 82801 8543 

9. FIELD and POOL or WILDCAT:
 UNDESIGNATED 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2563 FNL 1429 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SENW Section: 08 Township: 26.0S Range: 20.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

   NOTICE OF INTENT
Approximate date work will start:

   SUBSEQUENT REPORT
Date of Work Completion:

 

   SPUD REPORT
Date of Spud:

 

   DRILLING REPORT
Report Date:

2/11/2010

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE  

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE       WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Fidelity is reporting that there has been no work done on this well from
1/1/2010 thru 2/11/2010. Fidelity will continue to suspend operations on this

well until further notice. 

NAME (PLEASE PRINT)  
 Stephanie Masters

TITLE
 Operations Tech

SIGNATURE
 N/A

DATE
 2/11/2010

PHONE NUMBER:
303 893-3133  Ext 

 

PHONE NUMBER
307 675-4924

February 11, 2010

February 11, 2010

iPI Well No: 43019314490000

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING 5.LEAS6E DE2SIGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6.IFINDIAN,ALLOTTEEORTRIBENAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.uNIT or CA AGREEMENT NAME:

DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 8-1

2.NAMEOFOPERATOR: 9.APINUMBER:
FIDELITY E&P COMPANY 43019314490000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext UNDESIGNATED

4.LOCATIONOFWELL COUNTY:
FOOTAGESATSURFACE: GRAND

2563 FNL 1429 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: SENW Section: 08 Township: 26.0S Range: 20.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SDUat
o

WENrkRCEPmOp
tion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT
PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

Date of Spud:
REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

/ DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

2/11/2010
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity is reporting that there has been no work done on this well from
1/1/2010 thru 2/11/2010. Fidelity will continue to suspend operations on thiAccepted by the

well until further notice. Utah Division of
Oil, Gas and Mining

FOR REÇQggypgÇY

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 2/11/2010

RECEIVED February 11,

iPI Well No: 43019314490000

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING 5.LEAS6E DE2SIGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6.IFINDIAN,ALLOTTEEORTRIBENAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.uNIT or CA AGREEMENT NAME:

DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 8-1

2.NAMEOFOPERATOR: 9.APINUMBER:
FIDELITY E&P COMPANY 43019314490000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext UNDESIGNATED

4.LOCATIONOFWELL COUNTY:
FOOTAGESATSURFACE: GRAND

2563 FNL 1429 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: SENW Section: 08 Township: 26.0S Range: 20.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SDUat
o

WENrkRCEPmOp
tion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT
PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

Date of Spud:
REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

/ DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

2/11/2010
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity is reporting that there has been no work done on this well from
1/1/2010 thru 2/11/2010. Fidelity will continue to suspend operations on thiAccepted by the

well until further notice. Utah Division of
Oil, Gas and Mining

FOR REÇQggypgÇY

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 2/11/2010

RECEIVED February 11,

iPI Well No: 43019314490000

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING 5.LEAS6E DE2SIGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6.IFINDIAN,ALLOTTEEORTRIBENAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.uNIT or CA AGREEMENT NAME:

DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 8-1

2.NAMEOFOPERATOR: 9.APINUMBER:
FIDELITY E&P COMPANY 43019314490000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext UNDESIGNATED

4.LOCATIONOFWELL COUNTY:
FOOTAGESATSURFACE: GRAND

2563 FNL 1429 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: SENW Section: 08 Township: 26.0S Range: 20.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SDUat
o

WENrkRCEPmOp
tion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT
PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

Date of Spud:
REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

/ DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

2/11/2010
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity is reporting that there has been no work done on this well from
1/1/2010 thru 2/11/2010. Fidelity will continue to suspend operations on thiAccepted by the

well until further notice. Utah Division of
Oil, Gas and Mining

FOR REÇQggypgÇY

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 2/11/2010

RECEIVED February 11,

iPI Well No: 43019314490000

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING 5.LEAS6E DE2SIGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6.IFINDIAN,ALLOTTEEORTRIBENAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.uNIT or CA AGREEMENT NAME:

DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 8-1

2.NAMEOFOPERATOR: 9.APINUMBER:
FIDELITY E&P COMPANY 43019314490000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext UNDESIGNATED

4.LOCATIONOFWELL COUNTY:
FOOTAGESATSURFACE: GRAND

2563 FNL 1429 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: SENW Section: 08 Township: 26.0S Range: 20.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SDUat
o

WENrkRCEPmOp
tion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT
PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

Date of Spud:
REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

/ DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

2/11/2010
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity is reporting that there has been no work done on this well from
1/1/2010 thru 2/11/2010. Fidelity will continue to suspend operations on thiAccepted by the

well until further notice. Utah Division of
Oil, Gas and Mining

FOR REÇQggypgÇY

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 2/11/2010

RECEIVED February 11,

iPI Well No: 43019314490000

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING 5.LEAS6E DE2SIGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6.IFINDIAN,ALLOTTEEORTRIBENAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.uNIT or CA AGREEMENT NAME:

DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 8-1

2.NAMEOFOPERATOR: 9.APINUMBER:
FIDELITY E&P COMPANY 43019314490000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext UNDESIGNATED

4.LOCATIONOFWELL COUNTY:
FOOTAGESATSURFACE: GRAND

2563 FNL 1429 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: SENW Section: 08 Township: 26.0S Range: 20.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SDUat
o

WENrkRCEPmOp
tion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT
PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

Date of Spud:
REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

/ DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

2/11/2010
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity is reporting that there has been no work done on this well from
1/1/2010 thru 2/11/2010. Fidelity will continue to suspend operations on thiAccepted by the

well until further notice. Utah Division of
Oil, Gas and Mining

FOR REÇQggypgÇY

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 2/11/2010

RECEIVED February 11,

iPI Well No: 43019314490000

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING 5.LEAS6E DE2SIGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6.IFINDIAN,ALLOTTEEORTRIBENAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.uNIT or CA AGREEMENT NAME:

DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 8-1

2.NAMEOFOPERATOR: 9.APINUMBER:
FIDELITY E&P COMPANY 43019314490000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext UNDESIGNATED

4.LOCATIONOFWELL COUNTY:
FOOTAGESATSURFACE: GRAND

2563 FNL 1429 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: SENW Section: 08 Township: 26.0S Range: 20.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SDUat
o

WENrkRCEPmOp
tion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT
PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

Date of Spud:
REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

/ DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

2/11/2010
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity is reporting that there has been no work done on this well from
1/1/2010 thru 2/11/2010. Fidelity will continue to suspend operations on thiAccepted by the

well until further notice. Utah Division of
Oil, Gas and Mining

FOR REÇQggypgÇY

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 2/11/2010

RECEIVED February 11,



API Well No: 43019314490000

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-68122 

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO
DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK 8-1 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019314490000

3. ADDRESS OF OPERATOR:  
 2585 Heartland Drive , Sheridan, WY, 82801 8543 

9. FIELD and POOL or WILDCAT:
 UNDESIGNATED 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2563 FNL 1429 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SENW Section: 08 Township: 26.0S Range: 20.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

   NOTICE OF INTENT
Approximate date work will start:

   SUBSEQUENT REPORT
Date of Work Completion:

 

   SPUD REPORT
Date of Spud:

 

   DRILLING REPORT
Report Date:

3/3/2010

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE  

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE       WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Fidelity is reporting that there has been no work done on this well from
2/11/2010 thru 3/3/2010. Fidelity will continue to suspend operations until

further notice. 

NAME (PLEASE PRINT)  
 Stephanie Masters

TITLE
 Operations Tech

SIGNATURE
 N/A

DATE
 3/3/2010

PHONE NUMBER:
303 893-3133  Ext 

 

PHONE NUMBER
307 675-4924

March 03, 2010

March 04, 2010

iPI Well No: 43019314490000

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING 5.LEAS6E DE2SIGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6.IFINDIAN,ALLOTTEEORTRIBENAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 8-1

2.NAMEOFOPERATOR: 9.APINUMBER:
FIDELITY E&P COMPANY 43019314490000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext UNDESIGNATED

4.LOCATIONOFWELL COUNTY:
FOOTAGESATSURFACE: GRAND

2563 FNL 1429 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: SENW Section: 08 Township: 26.0S Range: 20.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SDUat
o

WENrkRCEPmOp
tion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT
PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

Date of Spud:
REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

/ DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

3/3/2010
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity is reporting that there has been no work done on this well from
2/11/2010 thru 3/3/2010. Fidelity will continue to suspend operations untilAccepted by the

further notice. Utah Division of
Oil, Gas and Mining

FOR RE ggQgLY

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 3/3/2010

RECEIVED March 03,

iPI Well No: 43019314490000

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING 5.LEAS6E DE2SIGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6.IFINDIAN,ALLOTTEEORTRIBENAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 8-1

2.NAMEOFOPERATOR: 9.APINUMBER:
FIDELITY E&P COMPANY 43019314490000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext UNDESIGNATED

4.LOCATIONOFWELL COUNTY:
FOOTAGESATSURFACE: GRAND

2563 FNL 1429 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: SENW Section: 08 Township: 26.0S Range: 20.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SDUat
o

WENrkRCEPmOp
tion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT
PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

Date of Spud:
REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

/ DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

3/3/2010
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity is reporting that there has been no work done on this well from
2/11/2010 thru 3/3/2010. Fidelity will continue to suspend operations untilAccepted by the

further notice. Utah Division of
Oil, Gas and Mining

FOR RE ggQgLY

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 3/3/2010

RECEIVED March 03,

iPI Well No: 43019314490000
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2/11/2010 thru 3/3/2010. Fidelity will continue to suspend operations untilAccepted by the

further notice. Utah Division of
Oil, Gas and Mining
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Stephanie Masters 307 675-4924 Operations Tech
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N/A 3/3/2010
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DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 8-1

2.NAMEOFOPERATOR: 9.APINUMBER:
FIDELITY E&P COMPANY 43019314490000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext UNDESIGNATED

4.LOCATIONOFWELL COUNTY:
FOOTAGESATSURFACE: GRAND

2563 FNL 1429 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: SENW Section: 08 Township: 26.0S Range: 20.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SDUat
o

WENrkRCEPmOp
tion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT
PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

Date of Spud:
REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

/ DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

3/3/2010
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity is reporting that there has been no work done on this well from
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SIGNATURE DATE
N/A 3/3/2010
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API Well No: 43019314490000

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-68122 

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO
DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK 8-1 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019314490000

3. ADDRESS OF OPERATOR:  
 2585 Heartland Drive , Sheridan, WY, 82801 8543 

9. FIELD and POOL or WILDCAT:
 UNDESIGNATED 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2563 FNL 1429 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SENW Section: 08 Township: 26.0S Range: 20.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

   NOTICE OF INTENT
Approximate date work will start:

   SUBSEQUENT REPORT
Date of Work Completion:

 

   SPUD REPORT
Date of Spud:

 

   DRILLING REPORT
Report Date:

4/13/2010

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE  

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE       WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Fidelity is reporting that there has been no work done on this well from
3/4/2010 thru 4/13/2010. Fidelity will continue to suspend operations until

further notice. 

NAME (PLEASE PRINT)  
 Stephanie Masters

TITLE
 Operations Tech

SIGNATURE
 N/A

DATE
 4/13/2010

PHONE NUMBER:
303 893-3133  Ext 

 

PHONE NUMBER
307 675-4924

April 13, 2010

April 14, 2010

iPI Well No: 43019314490000

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING 5.LEAS6E DE2SIGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6.IFINDIAN,ALLOTTEEORTRIBENAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
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4.LOCATIONOFWELL COUNTY:
FOOTAGESATSURFACE: GRAND

2563 FNL 1429 FWL
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PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

Date of Spud:
REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON
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12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity is reporting that there has been no work done on this well from
3/4/2010 thru 4/13/2010. Fidelity will continue to suspend operations untilAccepted by the

further notice. Utah Division of
Oil, Gas and Mining

FOR RECggp2 LY

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 4/13/2010

RECEIVED April 13,

iPI Well No: 43019314490000

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING 5.LEAS6E DE2SIGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6.IFINDIAN,ALLOTTEEORTRIBENAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 8-1

2.NAMEOFOPERATOR: 9.APINUMBER:
FIDELITY E&P COMPANY 43019314490000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext UNDESIGNATED

4.LOCATIONOFWELL COUNTY:
FOOTAGESATSURFACE: GRAND

2563 FNL 1429 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: SENW Section: 08 Township: 26.0S Range: 20.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION
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SDUat
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TUBING REPAIR VENT OR FLARE WATER DISPOSAL

/ DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

4/13/2010
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity is reporting that there has been no work done on this well from
3/4/2010 thru 4/13/2010. Fidelity will continue to suspend operations untilAccepted by the

further notice. Utah Division of
Oil, Gas and Mining

FOR RECggp2 LY

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 4/13/2010

RECEIVED April 13,

iPI Well No: 43019314490000

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING 5.LEAS6E DE2SIGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6.IFINDIAN,ALLOTTEEORTRIBENAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 8-1

2.NAMEOFOPERATOR: 9.APINUMBER:
FIDELITY E&P COMPANY 43019314490000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext UNDESIGNATED

4.LOCATIONOFWELL COUNTY:
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QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:
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11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR
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Approximate date work will start:
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SDUat
o
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tion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION
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Date of Spud:
REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

/ DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

4/13/2010
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity is reporting that there has been no work done on this well from
3/4/2010 thru 4/13/2010. Fidelity will continue to suspend operations untilAccepted by the

further notice. Utah Division of
Oil, Gas and Mining

FOR RECggp2 LY

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 4/13/2010

RECEIVED April 13,

iPI Well No: 43019314490000
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bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
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2.NAMEOFOPERATOR: 9.APINUMBER:
FIDELITY E&P COMPANY 43019314490000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext UNDESIGNATED

4.LOCATIONOFWELL COUNTY:
FOOTAGESATSURFACE: GRAND

2563 FNL 1429 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:
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11.
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ACIDIZE ALTER CASING CASING REPAIR
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SDUat
o
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tion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION
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TUBING REPAIR VENT OR FLARE WATER DISPOSAL
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Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

4/13/2010
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity is reporting that there has been no work done on this well from
3/4/2010 thru 4/13/2010. Fidelity will continue to suspend operations untilAccepted by the

further notice. Utah Division of
Oil, Gas and Mining

FOR RECggp2 LY

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 4/13/2010

RECEIVED April 13,

iPI Well No: 43019314490000

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING 5.LEAS6E DE2SIGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6.IFINDIAN,ALLOTTEEORTRIBENAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 8-1

2.NAMEOFOPERATOR: 9.APINUMBER:
FIDELITY E&P COMPANY 43019314490000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext UNDESIGNATED

4.LOCATIONOFWELL COUNTY:
FOOTAGESATSURFACE: GRAND

2563 FNL 1429 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: SENW Section: 08 Township: 26.0S Range: 20.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SDUat
o

WENrkRCEPmOp
tion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT
PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

Date of Spud:
REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

/ DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

4/13/2010
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity is reporting that there has been no work done on this well from
3/4/2010 thru 4/13/2010. Fidelity will continue to suspend operations untilAccepted by the

further notice. Utah Division of
Oil, Gas and Mining

FOR RECggp2 LY

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 4/13/2010

RECEIVED April 13,

iPI Well No: 43019314490000

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING 5.LEAS6E DE2SIGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6.IFINDIAN,ALLOTTEEORTRIBENAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 8-1

2.NAMEOFOPERATOR: 9.APINUMBER:
FIDELITY E&P COMPANY 43019314490000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext UNDESIGNATED

4.LOCATIONOFWELL COUNTY:
FOOTAGESATSURFACE: GRAND

2563 FNL 1429 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: SENW Section: 08 Township: 26.0S Range: 20.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SDUat
o

WENrkRCEPmOp
tion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT
PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

Date of Spud:
REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

/ DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

4/13/2010
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity is reporting that there has been no work done on this well from
3/4/2010 thru 4/13/2010. Fidelity will continue to suspend operations untilAccepted by the

further notice. Utah Division of
Oil, Gas and Mining

FOR RECggp2 LY

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 4/13/2010

RECEIVED April 13,



API Well No: 43019314490000

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-68122 

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO
DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK 8-1 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019314490000

3. ADDRESS OF OPERATOR:  
 2585 Heartland Drive , Sheridan, WY, 82801 8543 

9. FIELD and POOL or WILDCAT:
 UNDESIGNATED 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2563 FNL 1429 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SENW Section: 08 Township: 26.0S Range: 20.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

   NOTICE OF INTENT
Approximate date work will start:

   SUBSEQUENT REPORT
Date of Work Completion:

 

   SPUD REPORT
Date of Spud:

 

   DRILLING REPORT
Report Date:

7/13/2010

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE  

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE       WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Fidelity is reporting that there has been no work done on this well from
4/13/2010 thru 7/13/2010. Fidelity will continue to suspend operations until

further notice. 

NAME (PLEASE PRINT)  
 Stephanie Masters

TITLE
 Operations Tech

SIGNATURE
 N/A

DATE
 7/13/2010

PHONE NUMBER:
303 893-3133  Ext 

 

PHONE NUMBER
307 675-4924

July 13, 2010

July 14, 2010

iPI Well No: 43019314490000

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING 5.LEAS6E DE2SIGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6.IFINDIAN,ALLOTTEEORTRIBENAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 8-1

2.NAMEOFOPERATOR: 9.APINUMBER:
FIDELITY E&P COMPANY 43019314490000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext UNDESIGNATED

4.LOCATIONOFWELL COUNTY:
FOOTAGESATSURFACE: GRAND

2563 FNL 1429 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: SENW Section: 08 Township: 26.0S Range: 20.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SDUat
o

WENrkRCEPmOp
tion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT
PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

Date of Spud:
REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

/ DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

7/13/2010
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity is reporting that there has been no work done on this well from
4/13/2010 thru 7/13/2010. Fidelity will continue to suspend operations untiAccepted by the

further notice. Utah Division of
Oil, Gas and Mining

FOR REÇgogNLY

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 7/13/2010

RECEIVED July 13,

iPI Well No: 43019314490000

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING 5.LEAS6E DE2SIGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6.IFINDIAN,ALLOTTEEORTRIBENAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 8-1

2.NAMEOFOPERATOR: 9.APINUMBER:
FIDELITY E&P COMPANY 43019314490000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext UNDESIGNATED

4.LOCATIONOFWELL COUNTY:
FOOTAGESATSURFACE: GRAND

2563 FNL 1429 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: SENW Section: 08 Township: 26.0S Range: 20.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SDUat
o

WENrkRCEPmOp
tion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT
PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

Date of Spud:
REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

/ DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

7/13/2010
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity is reporting that there has been no work done on this well from
4/13/2010 thru 7/13/2010. Fidelity will continue to suspend operations untiAccepted by the

further notice. Utah Division of
Oil, Gas and Mining

FOR REÇgogNLY

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 7/13/2010

RECEIVED July 13,

iPI Well No: 43019314490000

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING 5.LEAS6E DE2SIGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6.IFINDIAN,ALLOTTEEORTRIBENAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 8-1

2.NAMEOFOPERATOR: 9.APINUMBER:
FIDELITY E&P COMPANY 43019314490000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext UNDESIGNATED

4.LOCATIONOFWELL COUNTY:
FOOTAGESATSURFACE: GRAND

2563 FNL 1429 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: SENW Section: 08 Township: 26.0S Range: 20.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SDUat
o

WENrkRCEPmOp
tion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT
PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

Date of Spud:
REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

/ DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

7/13/2010
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity is reporting that there has been no work done on this well from
4/13/2010 thru 7/13/2010. Fidelity will continue to suspend operations untiAccepted by the

further notice. Utah Division of
Oil, Gas and Mining

FOR REÇgogNLY

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 7/13/2010

RECEIVED July 13,

iPI Well No: 43019314490000

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING 5.LEAS6E DE2SIGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6.IFINDIAN,ALLOTTEEORTRIBENAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 8-1

2.NAMEOFOPERATOR: 9.APINUMBER:
FIDELITY E&P COMPANY 43019314490000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext UNDESIGNATED

4.LOCATIONOFWELL COUNTY:
FOOTAGESATSURFACE: GRAND

2563 FNL 1429 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: SENW Section: 08 Township: 26.0S Range: 20.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SDUat
o

WENrkRCEPmOp
tion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT
PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

Date of Spud:
REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

/ DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

7/13/2010
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity is reporting that there has been no work done on this well from
4/13/2010 thru 7/13/2010. Fidelity will continue to suspend operations untiAccepted by the

further notice. Utah Division of
Oil, Gas and Mining

FOR REÇgogNLY

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 7/13/2010

RECEIVED July 13,

iPI Well No: 43019314490000

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING 5.LEAS6E DE2SIGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6.IFINDIAN,ALLOTTEEORTRIBENAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 8-1

2.NAMEOFOPERATOR: 9.APINUMBER:
FIDELITY E&P COMPANY 43019314490000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext UNDESIGNATED

4.LOCATIONOFWELL COUNTY:
FOOTAGESATSURFACE: GRAND

2563 FNL 1429 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: SENW Section: 08 Township: 26.0S Range: 20.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SDUat
o

WENrkRCEPmOp
tion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT
PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

Date of Spud:
REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

/ DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

7/13/2010
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity is reporting that there has been no work done on this well from
4/13/2010 thru 7/13/2010. Fidelity will continue to suspend operations untiAccepted by the

further notice. Utah Division of
Oil, Gas and Mining

FOR REÇgogNLY

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 7/13/2010

RECEIVED July 13,

iPI Well No: 43019314490000

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING 5.LEAS6E DE2SIGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6.IFINDIAN,ALLOTTEEORTRIBENAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 8-1

2.NAMEOFOPERATOR: 9.APINUMBER:
FIDELITY E&P COMPANY 43019314490000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext UNDESIGNATED

4.LOCATIONOFWELL COUNTY:
FOOTAGESATSURFACE: GRAND

2563 FNL 1429 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: SENW Section: 08 Township: 26.0S Range: 20.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SDUat
o

WENrkRCEPmOp
tion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT
PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

Date of Spud:
REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

/ DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

7/13/2010
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR CC MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity is reporting that there has been no work done on this well from
4/13/2010 thru 7/13/2010. Fidelity will continue to suspend operations untiAccepted by the

further notice. Utah Division of
Oil, Gas and Mining

FOR REÇgogNLY

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 7/13/2010

RECEIVED July 13,



STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-68122 

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO
DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK 8-1 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019314490000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133  Ext 

9. FIELD and POOL or WILDCAT:
 UNDESIGNATED 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2563 FNL 1429 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SENW Section: 08 Township: 26.0S Range: 20.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

   NOTICE OF INTENT
Approximate date work will start:

12/16/2011

   SUBSEQUENT REPORT
Date of Work Completion:

 

   SPUD REPORT
Date of Spud:

 

   DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE  

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE       WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Fidelity is requesting to keep referenced well in SI status as they are in the
process of reviewing data to establish potential plans. 

 

NAME (PLEASE PRINT) PHONE NUMBER 
 Stephanie Masters 307 675-4924

TITLE
 Operations Tech

SIGNATURE
 N/A

DATE
 12/16/2011

01/04/2012

Dec. 16, 2011

Sundry Number: 21327 API Well Number: 43019314490000Federal Approval of this
Action is Necessary

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING 5.LEASE DE25IGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 8-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITY E&P COMPANY 43019314490000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 E×t UNDESIGNATED

4.LOCATIONOFVVELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2563 FNL 1429 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: SENW Section: 08 Township: 26.05 Range: 20.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

/ NOTICE OF INTENT
Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

12/16/2011
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

SPUD REPORT
Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR C( MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity is requesting to keep referenced well in SI status as they are in the
process of reviewing data to establish potential plans.

REQUEST DENIED
Utah Division of

Oil, Gas and Mining

Date: Ol/04/2pg

By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 12/16/2011

Please Review Attached Reasons for

Federal Approval of this
Action is Necessary

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING 5.LEASE DE25IGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 8-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITY E&P COMPANY 43019314490000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 E×t UNDESIGNATED

4.LOCATIONOFVVELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2563 FNL 1429 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: SENW Section: 08 Township: 26.05 Range: 20.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

/ NOTICE OF INTENT
Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

12/16/2011
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

SPUD REPORT
Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR C( MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity is requesting to keep referenced well in SI status as they are in the
process of reviewing data to establish potential plans.

REQUEST DENIED
Utah Division of

Oil, Gas and Mining

Date: Ol/04/2pg

By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 12/16/2011

Please Review Attached Reasons for

Federal Approval of this
Action is Necessary

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING 5.LEASE DE25IGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 8-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITY E&P COMPANY 43019314490000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 E×t UNDESIGNATED

4.LOCATIONOFVVELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2563 FNL 1429 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: SENW Section: 08 Township: 26.05 Range: 20.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

/ NOTICE OF INTENT
Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

12/16/2011
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

SPUD REPORT
Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR C( MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity is requesting to keep referenced well in SI status as they are in the
process of reviewing data to establish potential plans.

REQUEST DENIED
Utah Division of

Oil, Gas and Mining

Date: Ol/04/2pg

By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 12/16/2011

Please Review Attached Reasons for

Federal Approval of this
Action is Necessary

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING 5.LEASE DE25IGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 8-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITY E&P COMPANY 43019314490000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 E×t UNDESIGNATED

4.LOCATIONOFVVELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2563 FNL 1429 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: SENW Section: 08 Township: 26.05 Range: 20.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

/ NOTICE OF INTENT
Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

12/16/2011
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

SPUD REPORT
Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR C( MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity is requesting to keep referenced well in SI status as they are in the
process of reviewing data to establish potential plans.

REQUEST DENIED
Utah Division of

Oil, Gas and Mining

Date: Ol/04/2pg

By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 12/16/2011

Please Review Attached Reasons for

Federal Approval of this
Action is Necessary

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING 5.LEASE DE25IGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 8-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITY E&P COMPANY 43019314490000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 E×t UNDESIGNATED

4.LOCATIONOFVVELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2563 FNL 1429 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: SENW Section: 08 Township: 26.05 Range: 20.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

/ NOTICE OF INTENT
Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

12/16/2011
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

SPUD REPORT
Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR C( MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity is requesting to keep referenced well in SI status as they are in the
process of reviewing data to establish potential plans.

REQUEST DENIED
Utah Division of

Oil, Gas and Mining

Date: Ol/04/2pg

By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 12/16/2011

Please Review Attached Reasons for

Federal Approval of this
Action is Necessary

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING 5.LEASE DE25IGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 8-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITY E&P COMPANY 43019314490000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 E×t UNDESIGNATED

4.LOCATIONOFVVELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2563 FNL 1429 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: SENW Section: 08 Township: 26.05 Range: 20.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

/ NOTICE OF INTENT
Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

12/16/2011
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

SPUD REPORT
Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR C( MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity is requesting to keep referenced well in SI status as they are in the
process of reviewing data to establish potential plans.

REQUEST DENIED
Utah Division of

Oil, Gas and Mining

Date: Ol/04/2pg

By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 12/16/2011

Please Review Attached Reasons for



  

The Utah Division of Oil, Gas, and Mining

- State of Utah
- Department of Natural Resources

Electronic Permitting System - Sundry Notices

Sundry Conditions of Approval Well Number 43019314490000

See requirements of R649-3-36. 

Dec. 16, 2011

Sundry Number: 21327 API Well Number: 43019314490000Federal Approval of this
Action is Necessary

UTAH

DNR The Utah Division of Oil, Gas, and Mining
- State of Utah
- Department of Natural Resources
Electronic Permitting System - Sundry Notices

OTI GAS & M1NTNG

Sundry Conditions of Approval Well Number 43019314490000

See requirements of

Federal Approval of this
Action is Necessary

UTAH

DNR The Utah Division of Oil, Gas, and Mining
- State of Utah
- Department of Natural Resources

Electronic Permitting System - Sundry Notices
OTI GAS & M1NTNG

Sundry Conditions of Approval Well Number 43019314490000

See requirements of

Federal Approval of this
Action is Necessary

UTAH

DNR The Utah Division of Oil, Gas, and Mining
- State of Utah
- Department of Natural Resources

Electronic Permitting System - Sundry Notices
OTI GAS & M1NTNG

Sundry Conditions of Approval Well Number 43019314490000

See requirements of

Federal Approval of this
Action is Necessary

UTAH

DNR The Utah Division of Oil, Gas, and Mining
- State of Utah
- Department of Natural Resources

Electronic Permitting System - Sundry Notices
OTI GAS & M1NTNG

Sundry Conditions of Approval Well Number 43019314490000

See requirements of

Federal Approval of this
Action is Necessary

UTAH

DNR The Utah Division of Oil, Gas, and Mining
- State of Utah
- Department of Natural Resources

Electronic Permitting System - Sundry Notices
OTI GAS & M1NTNG

Sundry Conditions of Approval Well Number 43019314490000

See requirements of

Federal Approval of this
Action is Necessary

UTAH

DNR The Utah Division of Oil, Gas, and Mining
- State of Utah
- Department of Natural Resources

Electronic Permitting System - Sundry Notices
OTI GAS & M1NTNG

Sundry Conditions of Approval Well Number 43019314490000

See requirements of



RECEIVED: Jun. 03, 2013

                           FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-68122 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK 8-1 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019314490000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459  Ext 

9. FIELD and POOL or WILDCAT:
 UNDESIGNATED 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2563 FNL 1429 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SENW Section: 08 Township: 26.0S Range: 20.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

6 /18 /2013

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Fidelity intends to plug the Clastic 18/19 completion and complete and
test Clastic 12. Clastic 12 will then be plugged and Clastic 10

completed and tested per the following: 1.MIRU rig and equipment. MU
and test BOPE. 2.Pressure test casing annulus. Release packer and TOH.

3.Clean out well to below Clastic 18/19. 4.Plug Clastic 18/19
completion (6920–6959 gross) with a 200’ minimum balanced plug.
a.Place cement plug 6980 to 6780 minimum (220; 45.9 ft3/40 sxs;
Class G 15.8 ppg w/ additives) b.Pull 4 stands and reverse circulate

clean. c.Pull 4 stands. Apply 500 psi SP and WOC. 5.Perforate Clastic 12
(5808–5822 gross) with higher performance SDP charges and test well.
Do not plan to break down perforations. 6.Plug Clastic 12 completion
with a bridge plug at ~5695. a.Dump bail 10’ cement cap. b.Pressure test casing to CIBP.7.Perforate

Clastic 10 (5610 - 5654 gross)and test well. 8. RDMO

NAME (PLEASE PRINT) PHONE NUMBER 
 Joy Gardner 720 956-5763

TITLE
 Sr. Engineering Tech

SIGNATURE
 N/A

DATE
 6 /3 /2013

June 13, 2013

Sundry Number: 38414 API Well Number: 43019314490000Sundry Number: 38414 API Well Number: 43019314490000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-68122

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 8-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019314490000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext UNDESIGNATED

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2563 FNL 1429 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SENW Section: 08 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

6/18/2013
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity intends to plug the Clastic 18/19 completion and complete and Accepted by the
test Clastic 12. Clastic 12 will then be plugged and Clastic 10 Utah Division of

completed and tested per the following: 1.MIRU rig and equipment. MU oil, Gas and Mining

and test BOPE. 2.Pressure test casing annulus. Release packer and TOH. Date: June 13, 2013
3.Clean out well to below Clastic 18/19. 4.Plug Clastic 18/19

completion (6920-6959 gross) with a 200' minimum balanced plug. sy: \ \ È
a.Place cement plug 6980 to 6780 minimum (220; 45.9 ft3/40 sxs;
Class G 15.8 ppg w/ additives) b.Pull 4 stands and reverse circulate

clean. c.Pull 4 stands. Apply 500 psi SP and WOC. 5.Perforate Clastic 12
(5808-5822 gross) with higher performance SDP charges and test well.
Do not plan to break down perforations. 6.Plug Clastic 12 completion
with a bridge plug at ~5695. a.Dump bail 10' cement cap. b.Pressure test casing to CIBP.7.Perforate

Clastic 10 (5610 - 5654 gross)and test well. 8. RDMO

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 6/3/2013

RECEIVED: Jun. 03,

Sundry Number: 38414 API Well Number: 43019314490000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-68122

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 8-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019314490000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext UNDESIGNATED

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2563 FNL 1429 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SENW Section: 08 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

6/18/2013
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity intends to plug the Clastic 18/19 completion and complete and Accepted by the
test Clastic 12. Clastic 12 will then be plugged and Clastic 10 Utah Division of

completed and tested per the following: 1.MIRU rig and equipment. MU oil, Gas and Mining

and test BOPE. 2.Pressure test casing annulus. Release packer and TOH. Date: June 13, 2013
3.Clean out well to below Clastic 18/19. 4.Plug Clastic 18/19

completion (6920-6959 gross) with a 200' minimum balanced plug. sy: \ \ È
a.Place cement plug 6980 to 6780 minimum (220; 45.9 ft3/40 sxs;
Class G 15.8 ppg w/ additives) b.Pull 4 stands and reverse circulate

clean. c.Pull 4 stands. Apply 500 psi SP and WOC. 5.Perforate Clastic 12
(5808-5822 gross) with higher performance SDP charges and test well.
Do not plan to break down perforations. 6.Plug Clastic 12 completion
with a bridge plug at ~5695. a.Dump bail 10' cement cap. b.Pressure test casing to CIBP.7.Perforate

Clastic 10 (5610 - 5654 gross)and test well. 8. RDMO

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 6/3/2013

RECEIVED: Jun. 03,

Sundry Number: 38414 API Well Number: 43019314490000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-68122

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 8-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019314490000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext UNDESIGNATED

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2563 FNL 1429 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SENW Section: 08 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

6/18/2013
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity intends to plug the Clastic 18/19 completion and complete and Accepted by the
test Clastic 12. Clastic 12 will then be plugged and Clastic 10 Utah Division of

completed and tested per the following: 1.MIRU rig and equipment. MU oil, Gas and Mining

and test BOPE. 2.Pressure test casing annulus. Release packer and TOH. Date: June 13, 2013
3.Clean out well to below Clastic 18/19. 4.Plug Clastic 18/19

completion (6920-6959 gross) with a 200' minimum balanced plug. sy: \ \ È
a.Place cement plug 6980 to 6780 minimum (220; 45.9 ft3/40 sxs;
Class G 15.8 ppg w/ additives) b.Pull 4 stands and reverse circulate

clean. c.Pull 4 stands. Apply 500 psi SP and WOC. 5.Perforate Clastic 12
(5808-5822 gross) with higher performance SDP charges and test well.
Do not plan to break down perforations. 6.Plug Clastic 12 completion
with a bridge plug at ~5695. a.Dump bail 10' cement cap. b.Pressure test casing to CIBP.7.Perforate

Clastic 10 (5610 - 5654 gross)and test well. 8. RDMO

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 6/3/2013

RECEIVED: Jun. 03,

Sundry Number: 38414 API Well Number: 43019314490000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-68122

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 8-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019314490000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext UNDESIGNATED

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2563 FNL 1429 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SENW Section: 08 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

6/18/2013
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity intends to plug the Clastic 18/19 completion and complete and Accepted by the
test Clastic 12. Clastic 12 will then be plugged and Clastic 10 Utah Division of

completed and tested per the following: 1.MIRU rig and equipment. MU oil, Gas and Mining

and test BOPE. 2.Pressure test casing annulus. Release packer and TOH. Date: June 13, 2013
3.Clean out well to below Clastic 18/19. 4.Plug Clastic 18/19

completion (6920-6959 gross) with a 200' minimum balanced plug. sy: \ \ È
a.Place cement plug 6980 to 6780 minimum (220; 45.9 ft3/40 sxs;
Class G 15.8 ppg w/ additives) b.Pull 4 stands and reverse circulate

clean. c.Pull 4 stands. Apply 500 psi SP and WOC. 5.Perforate Clastic 12
(5808-5822 gross) with higher performance SDP charges and test well.
Do not plan to break down perforations. 6.Plug Clastic 12 completion
with a bridge plug at ~5695. a.Dump bail 10' cement cap. b.Pressure test casing to CIBP.7.Perforate

Clastic 10 (5610 - 5654 gross)and test well. 8. RDMO

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 6/3/2013

RECEIVED: Jun. 03,

Sundry Number: 38414 API Well Number: 43019314490000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-68122

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 8-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019314490000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext UNDESIGNATED

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2563 FNL 1429 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SENW Section: 08 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

6/18/2013
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity intends to plug the Clastic 18/19 completion and complete and Accepted by the
test Clastic 12. Clastic 12 will then be plugged and Clastic 10 Utah Division of

completed and tested per the following: 1.MIRU rig and equipment. MU oil, Gas and Mining

and test BOPE. 2.Pressure test casing annulus. Release packer and TOH. Date: June 13, 2013
3.Clean out well to below Clastic 18/19. 4.Plug Clastic 18/19

completion (6920-6959 gross) with a 200' minimum balanced plug. sy: \ \ È
a.Place cement plug 6980 to 6780 minimum (220; 45.9 ft3/40 sxs;
Class G 15.8 ppg w/ additives) b.Pull 4 stands and reverse circulate

clean. c.Pull 4 stands. Apply 500 psi SP and WOC. 5.Perforate Clastic 12
(5808-5822 gross) with higher performance SDP charges and test well.
Do not plan to break down perforations. 6.Plug Clastic 12 completion
with a bridge plug at ~5695. a.Dump bail 10' cement cap. b.Pressure test casing to CIBP.7.Perforate

Clastic 10 (5610 - 5654 gross)and test well. 8. RDMO

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 6/3/2013

RECEIVED: Jun. 03,

Sundry Number: 38414 API Well Number: 43019314490000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-68122

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 8-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019314490000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext UNDESIGNATED

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2563 FNL 1429 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SENW Section: 08 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

6/18/2013
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity intends to plug the Clastic 18/19 completion and complete and Accepted by the
test Clastic 12. Clastic 12 will then be plugged and Clastic 10 Utah Division of

completed and tested per the following: 1.MIRU rig and equipment. MU oil, Gas and Mining

and test BOPE. 2.Pressure test casing annulus. Release packer and TOH. Date: June 13, 2013
3.Clean out well to below Clastic 18/19. 4.Plug Clastic 18/19

completion (6920-6959 gross) with a 200' minimum balanced plug. sy: \ \ È
a.Place cement plug 6980 to 6780 minimum (220; 45.9 ft3/40 sxs;
Class G 15.8 ppg w/ additives) b.Pull 4 stands and reverse circulate

clean. c.Pull 4 stands. Apply 500 psi SP and WOC. 5.Perforate Clastic 12
(5808-5822 gross) with higher performance SDP charges and test well.
Do not plan to break down perforations. 6.Plug Clastic 12 completion
with a bridge plug at ~5695. a.Dump bail 10' cement cap. b.Pressure test casing to CIBP.7.Perforate

Clastic 10 (5610 - 5654 gross)and test well. 8. RDMO

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 6/3/2013

RECEIVED: Jun. 03,



Sundry Number: 42970 API Well Number: 43019314490000 

FORM 9 
STATE OF UTAH 

DEPARTMENT OF NATURAL RESOURCES 

DIVISION OF OIL, GAS, AND MINING 
5.LEASE DESIGNATION AND SERIAL NUMBER: 
UTU-68122 

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME: 

Do not use this form for proposals to drill new wells, significantly deepen existing wells below 
7.UNIT or CA AGREEMENT NAME: current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 
CANE CREEK FOR PERMIT TO DRILL form for such proposals. 

1. TYPE OF WELL 8. WELL NAME and NUMBER: 
Oil Well CANE CREEK 8-1 

2. NAME OF OPERATOR: 9. API NUMBER: 
FIDELITY E&P COMPANY 43019314490000 

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT: 
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext UNDESIGNATED 

4. LOCATION OF WELL COUNTY: 
FOOTAGES AT SURFACE: GRAND 

2563 FNL 1429 FWL 
QTRlQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE: 

Qtr/Qtr: SENW Section: 08 Township: 26.0S Range: 20.0E Meridian: S UTAH 

11. 

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA 

TYPE OF SUBMISSION TYPE OF ACTION 

./ NOTICE OF INTENT 

D ACIDIZE D ALTER CASING D CASING REPAIR 

Approximate date work will start: D CHANGE TO PREVIOUS PLANS D CHANGE TUBING D CHANGEWELLNAME 

10/15/2013 
D CHANGE WELL STATUS D COMMINGLE PRODUCING FORMATIONS D CONVERT WELL TYPE 

D SUBSEQUENT REPORT D DEEPEN D FRACTURE TREAT D NEW CONSTRUCTION 
Date of Work Completion: 

D OPERATOR CHANGE D PLUG AND ABANDON D PLUG BACK 

D PRODUCTION START OR RESUME D RECLAMATION OF WELL SITE ./ RECOMPLETE DIFFERENT FORMATION 

D SPUD REPORT 

D REPERFORATE CURRENT FORMATION D SIDETRACK TO REPAIR WELL D TEMPORARY ABANDON Oate of Spud: 

D TUBING REPAIR D VENT OR FLARE D WATER DISPOSAL 

D DRILLING REPORT D WATER SHUTOFF D SITASTATUSEXTENSION D APD EXTENSION 
Report Date: 

D WILDCAT WELL DETERMINATION D OTHER OTHER: I I 
12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc. 

Fidelity would like to reenter the Cane Creek 8-1 well as per attached 8-pt plan to drill Horizontal #3 
and make it a producing well. First, the perforations from 5604 - 5614' and 5634 - 5650' must be 
abandoned (see attached for current well bore schematic). Fidelity requests permission to pull the 

tubing, pull the packer (at 5472') and perf gun assembly, and set a balanced cement plug of class G 
cement from 5750 - 5400'. RDMO service rig. MIRU drilling rig. Set whipstock at +/-5110' and mill 6" 
window in 7" casing. Directional drilling tools will then be used to kick off, build a curve, and land the 
sidetrack in the Clastic 10 formation at approximately 5860' MD/5636' TVD. A 6" lateral will then be 

drilled per the attached directional plan to a TD of +/-9665' MD Fidelity's contact person for this 
program is Sr. Drilling Engineer Jody Robins at 72~"t:StOVW'bythe 

Utah Division of 

lfloq-c rr7 ~ lO'~ to I 0 l~41) '! 
011, Gas and Mining 

if Z4 f:l )"-{ 'f ~ -r::..ef'l '-J 'l..4'<H q I '/ _ 

3 u,,</'l-iN r ~o -O~,- \~ 3 %- '7-;' 1 9 If JtJ.'d' " 
. - !iJ1.iI.{01 f ; - , oct . '11-- 'F~ ,~ J3v: ~~\l jj\\ 'l 

NAME (PLEASE PRINT) PHONE NUMBER TITLE '--' 

",~\~ Joy Gardner 720 956-5763 Sr. Engineering Tech 

SIGNATURE DATE 
NIA 9/27/2013 

RECEIVED: Sep. 27, 2013 

Sundry Number: 42970 API Well Number: 43019314490000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATIONAND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-68122

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN,ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNIT or CA AGREEMENT NAME:

FOR PERMIT TO DRILLform for such proposals. CANECREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 8-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019314490000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext UNDESIGNATED

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2563 FNL 1429 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: SENW Section: 08 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE,REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

10/15/2013
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

O SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

O PRODUCTION STARTOR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
O SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

O TUBING REPAIR VENT OR FLARE WATER DISPOSAL

O DRILLING REPORT WATER SHUTOFF St TA STATUS EXTENSION APD EXTENSION
Report Date:

O WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity would like to reenter the Cane Creek 8-1 well as per attached 8-pt plan to drill Horizontal #3
and make it a producing well. First, the perforations from 5604 - 5614' and 5634 - 5650' must be
abandoned (see attached for current wellbore schematic). Fidelity requests permission to pull the

tubing, pull the packer (at 5472') and perf gun assembly, and set a balanced cement plug of class G
cement from 5750 -- 5400'. RDMO service rig. MIRU drilling rig. Set whipstock at +/-5110' and mill 6"
window in 7" casing. Directional drilling tools will then be used to kick off, build a curve, and land the
sidetrack in the Clastic 10 formation at approximately 5860' MD/5636' TVD. A 6" lateral will then be

drilled per the attached directional plan to a TD of +/-9665' MD Fidelity's contact person for this
program is Sr. Drilling Engineer Jody Robins at 72(AWRdVbWhythe

UtahDivisionof
Oll,Gas and Mining

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 9/27/2013

RECEIVED: Sep. 27,

Sundry Number: 42970 API Well Number: 43019314490000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
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Sundry Number: 42970 API Well Number: 43019314490000

Fidelity Exploration & Production Company Eight Point Plan

CANE CREEK 8-1H3
SEC 8 / T26S / R20E, 2563' FNL & 1429' FWL

GRAND COUNTY, UTAH

1. & 2. ESTIMATED TOPS & ANTICIPATED OIL, GAS, & WATER ZONES:

FORMATION TVD-RKB (ft) Sub-Sea (ft) Lithology Objective
Windgate Sand N/A Sandstone

Chinle N/A Sand/Shale
Moenkopi N/A Sand/Shale

Cutler N/A Sandstone
Honaker Trail N/A Sand/Evaporite

Paradox N/A Salt/Clastics
Clastic 10 5599 433 Shale Primary

T.D. 5955 77
T.D. (LATERAL MD) ±9665

Estimated TD: 5955' TVDI 9665' MD Anticipated BHP: ±5100 Psig

1. Lost circulation in all intervals.
2. Cement isolation is installed to surface of the well isolating all zones by cement and casing.

3. PRESSURE CONTROL EQUIPMENT: Intermediate & Production Hole - 10,000 Psig
BOP schematic diagrams attached.

4. CASING PROGRAM:

HoleCASING .- Length
.

Sjze WEIGHT Grade Thread Collapse Burst TensileSize
(psi) a (psi) b (IK lbs) c

Existing 0-3367' 7" 26 HCP-110 LTC 6230 7968

Existing 3361-7715' 7" 29 HCL-80 LTC 9200 8160

Production 6" 4860 - 9665' 4-1/2" 13.5 HCP-110 BTC 11,250/2.2 12,410/2.4 448/2.7

Production based on full evacuation: a=16.5 ppg fluid on backside, b=16.5 ppg inside, & c=16.5 ppf fluid + 100K overpull
All casing will be new or inspected.

ALL INFORMATIONIS CONFIDENTIAL
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5. Float Equipment:

Production Hole Procedure (4860' - TD):
Float shoe, 1 joint casing, float collar and balance of casing to liner hanger. Thread lock float shoe, top
and bottom of float collar, and top of 2nd jOint. TWO CentraliZerS on the shoe joint, then 1 every joint to
liner top at ± 4860'.

6. MUD PROGRAM

Interval Mud Type Mud Wt. PVI YP OWR
5110'- TD Oil Based Mud 13.5-16.5 ppg 22-32 / 12-22 +/-90:10

Production Hole Procedure (5110' - TD): Anticipated mud weight 12.5 - 16.5 ppg depending on
actual wellbore conditions encountered while drilling.

An oil based mud (OBM) system will be used to prevent fluid interaction with the salts and shales. LCM
sweeps, pills, etc., will be used to prevent fluid loss. Adequate amounts of weighting material will be on
hand as needed for well control.

7. EVALUATION PROGRAM:

Mud Logs: Mud log from Exit to TD.
Open-hole Logs: LWD Gamma Ray only

8. CEMENT PROGRAM:

Production Hole Procedure (±5110 - TD):

Lead: 200 sks Weighted Class G + 10% Silica Flour + 25% 100 Mesh sand. Yield = 1.73 ft3/sk @
16.80 ppg.

Tail: 400 sks Weighted Class G cement + 75 pps Hematite + LCM. Yield = 1.73 ft3/sk @ 18.00 ppg.

Note: The above number of sacks is based on gauge-hole calculation, 30% excess.
Final Cement volumes will be based upon gauge-hole plus 30% excess and the actual
depth drilled to.

ALL INFORMATION IS CONFIDENTIAL
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10. ABNORMAL CONDITIONS:

Production Hole (5110± - TD):
Lost circulation zones and over pressure in the production zone.

11. STANDARD REQUIRED EQUIPMENT:

A. Choke Manifold
B. Upper and Lower Kelly Cock
C. Stabbing Valve
D. Visual Mud Monitoring

12. HAZARDOUS CHEMICALS:

No chemicals subject to reporting under SARA title III in an amount equal to or greater than 10,000 pounds
will be used, produced, stored, transported, or disposed of annually in association with the drilling of this
well. Furthermore, no extremely hazardous substances, as defined in 40 CFR 355, in threshold planning
quantities, will be used, produced, stored, transported, or disposed of in association with the drilling of this
well.

(Attachment: BOP Schematic Diagram)

ALL INFORMATIONIS CONFIDENTIAL
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well. Furthermore, no extremely hazardous substances, as defined in 40 CFR 355, in threshold planning
quantities, will be used, produced, stored, transported, or disposed of in association with the drilling of this
well.

(Attachment: BOP Schematic Diagram)

ALL INFORMATIONIS CONFIDENTIAL
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Wellbore Dia ram for Test of Clastics 10 and 12 07/23/13
WELL NAME: Cane Cree Unit 6-1 SECTION, TOWNSHIP. RANGE: 6ENWsee. 8 263 20E At Total Depth:

FLEl,D: Cane Creek Surface: At Total Depth:
LOCATION: Grand County,UT SURFACE LAT (NAD83): Lease:FIDE LITY APIS: 43-019-314490000 SURFACE LONG (NADB3): Abstract:

Ex loration &ProductionCo AFE NUMBER: 130105 KB: 27 AGl. Survey:p mpany SPUDDATE: GL: 6005 Distance to Survey Lines:AnainuRammesinipo
REVISION DATE: OST Br2013 UPDATEDBY: RMS Cletence to Lease Lines:

Pipe Size Grade Weight Conn OD ID DriR Burst Conapse TOC Top Btm Hole
inchse ppi inches Incha in0hes paint10D¾ palat100% feel feet foot inchOS

Conductot
Surf Csa 13 3/8 J-55 54.5 13.373 12 615 3,450 1.950 Surf | 1 550 17 1/2
Inler Csa 9 5/8 HCL-80 40.0 9.525 8 835 5.750 ""3090 Surf | 4,109 12 1/1
ProdCsa 7 BCP-110 28.0 LTC 7,000 ö 6 9,960 **6210

-2500 Surf i 3,361 634
Prod Csa 7 HCP-110 29.0 LTC 7,009 6,184 11.220 **8510 3,361 7,715 B 14

CurrentStatus: SuspBil[lBdUþllOlBClâ5|LC10SIworkQ7723/1J.
Noies: 07/06/13 RU to PA Clastic 18/19 by omt,perforateand tesi Clastic 12, plug Clastic 12 by CIBP,& perforateand test Clastic10.

Claslic 12 and 10 both lested withIlttle to no entry. Suspended work 07/23/13
I-I

9 5/8 40.0 put. HCLlio (b 4109

Completion by TCP**
T0ptMO;BLTD(MO TORLTVD) Btm(TVD) Nelmi(MDJ Size SPF anass Hoes Stalus BlankfMO)

Clastle 10 6,004 5.014 10 0.4 5 (0 50' Clastic 10 6.634 5.650 18 0.4 5 60 80
- Ulastic 12 5,804 5.518 14 0.4 5 60 70

•Claslic1W19 B,92û B,92Y 7 0.4 6 00 35 |

Production casing: SCP System: 4 1/2" EHC,5 spf, 60 deg phase, 39 gm, SDP-4500-411NT3 Super Hero charges
7" 26 0 ppf, HCP-110 O surlace -

3361• "TCP System: 3 3/8" EHC,6 spf, 60 deg phase
7" 29.0 ppi, HCP-110 0 3361' - 7715' O |TOC2500' (design)

- Clastic10 completion

CISP at 5780' wlcementcap to 5768

E olastio12 completion

Gementplug,50 6xs (10.2 bbis) Class G 6812' to 6980

lastic 18/19 completion
I

. coment plug at 7337 (detall not shown)are:
1. Verlical Cane Creekcompletion7580'•7655' (perforatedbyTCP)
2. CIPBat 7505'
3. Whipstock!CIBP at 7395'; milledwindow7881'-7390'
4. Lateral91 at 349 78 Az to 8424' MDI T147' TVD. Plugged by cement to 7580' MD
5. Lateral#2 open hole sidetrackat 324 Az to 8395' MD/ 7854' TVD, Plugged by cement to 7337° MD

CCU 8-1 WBD 092513 9/26/2013: 3:53

Wellbore Dia ram for Test of Clastics 10 and 12 07/23/13
WELL NAME: Cane Cree Unit 6-1 SECTION, TOWNSHIP. RANGE: 6ENWsee. 8 263 20E At Total Depth:

FLEl,D: Cane Creek Surface: At Total Depth:
LOCATION: Grand County,UT SURFACE LAT (NAD83): Lease:FIDE LITY APIS: 43-019-314490000 SURFACE LONG (NADB3): Abstract:

Ex loration &ProductionCo AFE NUMBER: 130105 KB: 27 AGl. Survey:p mpany SPUDDATE: GL: 6005 Distance to Survey Lines:AnainuRammesinipo
REVISION DATE: OST Br2013 UPDATEDBY: RMS Cletence to Lease Lines:

Pipe Size Grade Weight Conn OD ID DriR Burst Conapse TOC Top Btm Hole
inchse ppi inches Incha in0hes paint10D¾ palat100% feel feet foot inchOS

Conductot
Surf Csa 13 3/8 J-55 54.5 13.373 12 615 3,450 1.950 Surf | 1 550 17 1/2
Inler Csa 9 5/8 HCL-80 40.0 9.525 8 835 5.750 ""3090 Surf | 4,109 12 1/1
ProdCsa 7 BCP-110 28.0 LTC 7,000 ö 6 9,960 **6210

-2500 Surf i 3,361 634
Prod Csa 7 HCP-110 29.0 LTC 7,009 6,184 11.220 **8510 3,361 7,715 B 14

CurrentStatus: SuspBil[lBdUþllOlBClâ5|LC10SIworkQ7723/1J.
Noies: 07/06/13 RU to PA Clastic 18/19 by omt,perforateand tesi Clastic 12, plug Clastic 12 by CIBP,& perforateand test Clastic10.

Claslic 12 and 10 both lested withIlttle to no entry. Suspended work 07/23/13
I-I

9 5/8 40.0 put. HCLlio (b 4109

Completion by TCP**
T0ptMO;BLTD(MO TORLTVD) Btm(TVD) Nelmi(MDJ Size SPF anass Hoes Stalus BlankfMO)

Clastle 10 6,004 5.014 10 0.4 5 (0 50' Clastic 10 6.634 5.650 18 0.4 5 60 80
- Ulastic 12 5,804 5.518 14 0.4 5 60 70

•Claslic1W19 B,92û B,92Y 7 0.4 6 00 35 |

Production casing: SCP System: 4 1/2" EHC,5 spf, 60 deg phase, 39 gm, SDP-4500-411NT3 Super Hero charges
7" 26 0 ppf, HCP-110 O surlace -

3361• "TCP System: 3 3/8" EHC,6 spf, 60 deg phase
7" 29.0 ppi, HCP-110 0 3361' - 7715' O |TOC2500' (design)

- Clastic10 completion

CISP at 5780' wlcementcap to 5768

E olastio12 completion

Gementplug,50 6xs (10.2 bbis) Class G 6812' to 6980

lastic 18/19 completion
I

. coment plug at 7337 (detall not shown)are:
1. Verlical Cane Creekcompletion7580'•7655' (perforatedbyTCP)
2. CIPBat 7505'
3. Whipstock!CIBP at 7395'; milledwindow7881'-7390'
4. Lateral91 at 349 78 Az to 8424' MDI T147' TVD. Plugged by cement to 7580' MD
5. Lateral#2 open hole sidetrackat 324 Az to 8395' MD/ 7854' TVD, Plugged by cement to 7337° MD

CCU 8-1 WBD 092513 9/26/2013: 3:53

Wellbore Dia ram for Test of Clastics 10 and 12 07/23/13
WELL NAME: Cane Cree Unit 6-1 SECTION, TOWNSHIP. RANGE: 6ENWsee. 8 263 20E At Total Depth:

FLEl,D: Cane Creek Surface: At Total Depth:
LOCATION: Grand County,UT SURFACE LAT (NAD83): Lease:FIDE LITY APIS: 43-019-314490000 SURFACE LONG (NADB3): Abstract:

Ex loration &ProductionCo AFE NUMBER: 130105 KB: 27 AGl. Survey:p mpany SPUDDATE: GL: 6005 Distance to Survey Lines:AnainuRammesinipo
REVISION DATE: OST Br2013 UPDATEDBY: RMS Cletence to Lease Lines:

Pipe Size Grade Weight Conn OD ID DriR Burst Conapse TOC Top Btm Hole
inchse ppi inches Incha in0hes paint10D¾ palat100% feel feet foot inchOS

Conductot
Surf Csa 13 3/8 J-55 54.5 13.373 12 615 3,450 1.950 Surf | 1 550 17 1/2
Inler Csa 9 5/8 HCL-80 40.0 9.525 8 835 5.750 ""3090 Surf | 4,109 12 1/1
ProdCsa 7 BCP-110 28.0 LTC 7,000 ö 6 9,960 **6210

-2500 Surf i 3,361 634
Prod Csa 7 HCP-110 29.0 LTC 7,009 6,184 11.220 **8510 3,361 7,715 B 14

CurrentStatus: SuspBil[lBdUþllOlBClâ5|LC10SIworkQ7723/1J.
Noies: 07/06/13 RU to PA Clastic 18/19 by omt,perforateand tesi Clastic 12, plug Clastic 12 by CIBP,& perforateand test Clastic10.

Claslic 12 and 10 both lested withIlttle to no entry. Suspended work 07/23/13
I-I

9 5/8 40.0 put. HCLlio (b 4109

Completion by TCP**
T0ptMO;BLTD(MO TORLTVD) Btm(TVD) Nelmi(MDJ Size SPF anass Hoes Stalus BlankfMO)

Clastle 10 6,004 5.014 10 0.4 5 (0 50' Clastic 10 6.634 5.650 18 0.4 5 60 80
- Ulastic 12 5,804 5.518 14 0.4 5 60 70

•Claslic1W19 B,92û B,92Y 7 0.4 6 00 35 |

Production casing: SCP System: 4 1/2" EHC,5 spf, 60 deg phase, 39 gm, SDP-4500-411NT3 Super Hero charges
7" 26 0 ppf, HCP-110 O surlace -

3361• "TCP System: 3 3/8" EHC,6 spf, 60 deg phase
7" 29.0 ppi, HCP-110 0 3361' - 7715' O |TOC2500' (design)

- Clastic10 completion

CISP at 5780' wlcementcap to 5768

E olastio12 completion

Gementplug,50 6xs (10.2 bbis) Class G 6812' to 6980

lastic 18/19 completion
I

. coment plug at 7337 (detall not shown)are:
1. Verlical Cane Creekcompletion7580'•7655' (perforatedbyTCP)
2. CIPBat 7505'
3. Whipstock!CIBP at 7395'; milledwindow7881'-7390'
4. Lateral91 at 349 78 Az to 8424' MDI T147' TVD. Plugged by cement to 7580' MD
5. Lateral#2 open hole sidetrackat 324 Az to 8395' MD/ 7854' TVD, Plugged by cement to 7337° MD

CCU 8-1 WBD 092513 9/26/2013: 3:53
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TKNUKSHEET
APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 09/27/2013 API NO. ASSIGNED: 43-019-31449

WELL NAME: CANE CREEK 8-1

OPERATOR: FIDELITY E&P COMPANY ( N3155 ) PHONE NUMBER: 720-956-5763

CONTACT: JOY GARDNER

PROPOSED LOCATION: INSPECT LOCATN BY: / /
SENW 08 260S 200E .Tech Review Initials Date
SURFACE: 2563 FNL 1429 FWL
BOTTOM: 0447 FSL 0715 FEL Engineering

COUNTY: GRAND Geology
LATITUDE: 38.55598 LONGITUDE: -109.74091

UTM SURF EASTINGS:609707 NORTHINGS: 4268257 Surface

FIELD NAME: UNDESIGNATED ( 2 )

LEASE TYPE: 1 - Federal

LEASE NUMBER: UTU-68122 PROPOSED FORMATION: PRDX

SURFACE OWNER: 1 - Federal COALBED METHANE WELL? NO

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

Plat R649-2-3.

Bond: Fed[1] Ind[] Sta[] Fee[]
Unit: CANE CREEK

(No. CO 1395 )
Potash (Y/N) sy R649-3-2. General

Oil Shale 190-5 (B) or 190-3 or 190-13 Siting:46o From Qtr/Qtr & 920' Between Wells

Water Permit R649-3-3. Exception
(No. MUNICIPAL )

. .Drilling Unit
L RDCC Review (Y/N)

Board Cause No:(Date: )
Eff Date:

\l Fee Surf Agreement (Y/N) Siting:

.\Pr Intent to Commingle (Y/N) R649-3-11. Directional Drill

COMMENTS:

STIPULATIONS: L
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e State of Utah
DEPARTMENT OF NATURAL RESOURCES

1896
MICHAEL R. STYLER

GARY R.HERBERT ExecutiveDirector

Governor Division of Oil, Gas and Mining
GREGORY S. BELL JOHN R. BAZA
Lieutenant Governor Division Director

October 7, 2013

Fidelity E&P Company
1700 Lincoln St, Ste 2800
Denver, CO 80203

Subject: Cane Creek 8-1 Well, Surface Location 2563' FNL, 1429' FWL, SE NW, Sec. 8, T. 26
South, R. 20 East, Bottom Location 447' FSL, 715' FEL, Sec. 5, T. 26 South, R. 20
East, Grand County, Utah

Ladies and Gentlemen:

Pursuant to Utah Code Ann.§40-6-1 et seq., and Utah Administrative Code R649-3-1 et
seq., the Utah Division of Oil, Gas and Mining issues conditions of approval, and permit to drill
the listed well. This permit is issued in accordance with the requirements of R649-3-2. The
expected producing formation or pool is the Paradox Formation(s), completion into any other
zones will require filing a Sundry Notice (Form 9). Completion and commingling of more than
one pool will require approval in accordance with R649-3-22.

This approval shall expire one year from the above date unless substantial and
continuous operation is underway, or a request for extension is made prior to the expiration date.
The API identification number assigned to this well is 43-019-3 49.

ely,

John Roger
Associate Director

R/BGH/js
Enclosures

cc: Grand County Assessor
Bureau of Land Management, Moab Office

UTAH

DNR

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114 -5801

telephone (801) 538-5340•facsimile (801) 359-3940 •TTY (801) 538-7458 •www.ogm.utah.gov

OIL, GAS &
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Operator: Fidelity E&P Company
Well Name & Number Cane Creek 8-1

API Number: 43-019-31449
Lease: UTU-68122

Surface Location: SE NW Sec. 8 T. 26 South R. 20 East
Bottom Location: Sec. 5 T. 26 South R. 20 East

Conditions of Approval

1. General
Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas
Conservation General Rules, and the applicable terms and provisions of the approved
Application for permit to drill.

2. Notification Requirements
The operator is required to notify the Division of Oil, Gas and Mining of the following
actions during drilling of this well:
• Within 24 hours following the spudding of the well - contact Carol Daniels at 801-

538-5284 (please let a voicemail message if not available)
OR
Submit an electronic sundry notice (pre-registration required) via the Utah Oil & Gas
website at http://oilmas.ogm.utah.gov

Notify the Division prior to commencing operations to plug and abandon the well.
• Contact Dustin Doucet at (801) 538-5281 office

(801) 733-0983 after office hours

3. Reporting Requirements
All reports, forms and submittals as required by the Utah Oil and Gas Conservation
General Rules will be promptly filed with the Division of Oil, Gas and Mining, including
but not limited:
• Entity Action Form (Form 6) - due within 5 days of spudding the well
• Monthly Status Report (Form 9) - due by 5thday of the following calendar month
• Requests to Change Plans (Form 9) - due prior to implementation
• Written Notice of Emergency Changes (Form 9) - due within 5 days
• Notice of Operations Suspension or Resumption (Form 9) - due prior to implementation
• Report of Water Encountered (Form 7) - due within 30 days after completion
• Well Completion Report (Form 8) - due within 30 days after completion or plugging

4. State approval of this well does not supersede the required federal approval, which must be
obtained prior to
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5. In accordance with Utah Admin. R.649-3-21, the operator shall submit a complete angular
deviation and directional survey report to the Division within 30 days following completion
of the well.

6. This proposed well is located in an area for which drilling units (well spacing patterns) have
not been established through an order of the Board of Oil, Gas and Mining (the "Board").
In order to avoid the possibility of waste or injury to correlative rights, the operator is
requested, once the well has been drilled, completed, and has produced, to analyze
geological and engineering data generated therefrom, as well as any similar data from
surrounding areas if available. As soon as is practicable after completion of its analysis, and
if the analysis suggests an area larger than the quarter-quarter section upon which the well is
located is being drained, the operator is requested to seek an appropriate order from the
Board establishing drilling and spacing units in conformance with such analysis by filing a
Request for Agency Action with the
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United States Department of the Interior

BUREAU OF LANDMANAGEMENT
Utah State Office

440 West 200 South, Suite 500
Salt Lake City, UT 84101

IN FŒPLY REEER TO:
3160
(UT-922)

September 30, 2013

Memorandum

To: Assistant Field Office Manager Resources,
Moab Field Office

From: Michael Coulthard, Petroleum Engineer

Subject: 2013 Plan of Development Cane Creek Unit,
Grand and San Juan Counties, Utah.

Pursuant to email between Diana Mason, Division of Oil, Gas and
Mining, and Mickey Coulthard, Utah State Office, Bureau of Land
Management, the following wells are planned for calendar year
2013 within the Cane Creek Unit, Grand and San Juan Counties,
Utah. The Cane Creek 36-2 directional drilling plan has been
modified (see our memo dated July 23, 2013). The Cane Creek 8-1
will be re-entered and a horizontal lateral drilled in Clastic
10.

API# WELLNAME LOCATION

(Proposed PZ Clastic 10 TVD 5600')

43-019-31449 Cane Creek Unit 8-1H Sec 08 T26S R20E 2563 FNL 1429 FWL
Lateral 1 Sec 05 T26S R20E 0447 FSL 0715 FEL

(Proposed PZ Cane Creek)

43-019-50033 Cane Creek Unit 36-2H Sec 36 T25S R19E 0267 FSL 0754 FWL
Lateral 1 Sec 06 T26S R20E 2080 FSL 0318 FWL

This office has no objection to permitting the wells at this
time.

gitallysigned by Michael Coulthard

IhCMi ae OU ‡ ¡g DN:cn=Michaelcoulthard,o=BureauofLandManagement,
i L I ou=DivisionofMinerals,ema11=mcoultha@blm.gov,c--US

Date:2013.0930 10:40:21 -06'00'

bcc: File - Cane Creek Unit
Division of Oil Gas and Mining
Central Files
Agr. Sec. Chron
Fluid Chron
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RECEIVED: Feb. 05, 2014

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-68122 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK 8-1 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019314490000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459  Ext 

9. FIELD and POOL or WILDCAT:
 UNDESIGNATED 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2563 FNL 1429 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SENW Section: 08 Township: 26.0S Range: 20.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

1 /5 /2014

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Please see the attached chronological well report for January, 2014.

NAME (PLEASE PRINT) PHONE NUMBER 
 Joy Gardner 720 956-5763

TITLE
 Sr. Engineering Tech

SIGNATURE
 N/A

DATE
 2 /5 /2014

February 05, 2014

Sundry Number: 47509 API Well Number: 43019314490000Sundry Number: 47509 API Well Number: 43019314490000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-68122

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 8-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019314490000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext UNDESIGNATED

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2563 FNL 1429 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SENW Section: 08 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

1/5/2014
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Please see the attached chronological well report for January, 2014. Accepted by the
utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
February 05, 2014

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 2/5/2014

RECEIVED: Feb. 05,

Sundry Number: 47509 API Well Number: 43019314490000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-68122

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 8-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019314490000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext UNDESIGNATED

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2563 FNL 1429 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SENW Section: 08 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

1/5/2014
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Please see the attached chronological well report for January, 2014. Accepted by the
utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
February 05, 2014

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 2/5/2014

RECEIVED: Feb. 05,

Sundry Number: 47509 API Well Number: 43019314490000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-68122

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 8-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019314490000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext UNDESIGNATED

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2563 FNL 1429 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SENW Section: 08 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

1/5/2014
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Please see the attached chronological well report for January, 2014. Accepted by the
utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
February 05, 2014

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 2/5/2014

RECEIVED: Feb. 05,

Sundry Number: 47509 API Well Number: 43019314490000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-68122

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 8-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019314490000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext UNDESIGNATED

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2563 FNL 1429 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SENW Section: 08 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

1/5/2014
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Please see the attached chronological well report for January, 2014. Accepted by the
utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
February 05, 2014

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 2/5/2014

RECEIVED: Feb. 05,

Sundry Number: 47509 API Well Number: 43019314490000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-68122

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 8-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019314490000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext UNDESIGNATED

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2563 FNL 1429 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SENW Section: 08 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

1/5/2014
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Please see the attached chronological well report for January, 2014. Accepted by the
utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
February 05, 2014

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 2/5/2014

RECEIVED: Feb. 05,

Sundry Number: 47509 API Well Number: 43019314490000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-68122

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 8-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019314490000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext UNDESIGNATED

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2563 FNL 1429 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SENW Section: 08 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

1/5/2014
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Please see the attached chronological well report for January, 2014. Accepted by the
utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
February 05, 2014

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 2/5/2014

RECEIVED: Feb. 05,



RECEIVED: Feb. 05, 2014

Page  1/1

Well Name: Cane Creek 8-1

Report Printed:   2/5/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31449
Excaliber ID

74*23557
Well Area

Paradox
Basin Regulatory Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

6,005.00
KB-Ground Distance (ft)

-5,982.00
Spud Date

10/22/2007 00:00
Rig Release Date

Operator

Fidelity E&P
Surface Legal Location

Rig

Nabors Drilling  
M40

Company Man\Well Site Lead

Delbert Sullivan
Rig Email Address

NaborsM40@Fidelityepco.com
Rig Phone Number

(970) 986-4401
Rig Release Previous Well

1/28/2014 06:00
Rig Release Date

Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

Target Depth (ftKB)

9,665.0
Kick Off Date Kick Off Depth (ftKB) Kick Off Depth  (TVD) (ftKB)

Daily Operations
Report Start Date

1/28/2014 06:00
Report End Date

1/29/2014 06:00
Days From Spud (days)

2,291.25
Start Depth (ftKB)

0.0
End Depth (ftKB)

0.0
Daily Depth Progress (ft)

Operations at Report Time

waiting on day light
Operations Summary

Safety meeting, rig down, move man camps,
Operations Next Report Period

Rig Up & Tear Down
Weather

Sunny and Clear
Wellbore

Re-Entry #3
Daily Contacts

Job Contact Position Office

Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 1 Waiting on day light

07:00 11.00 12.00 1 Held safety meeting, rig down man camps, & move from 17-2 location to 8-
1H3 location & rig up same

18:00 12.00 24.00 1 Waiting on day light

Mud Check: <depth>ftKB, <dttm>
Date Depth (ftKB) Density (lb/gal) Vis (s/qt) PV OR (Pa•s) YP OR (lbf/1… Gel (10s) (lbf… Gel (10m) (lb… Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat… HTHP FC (1…

MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCl (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr… T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft… Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time … % Rot Time (%)

Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in) ID Nom Min (in)

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8

8/10/2007 Conductor

11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8

12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184

Report for: 1/29/2014
Report #: 1, DFS: 2,291.25

Daily Depth Progress:

Sundry Number: 47509 API Well Number: 43019314490000Sundry Number: 47509 API Well Number: 43019314490000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/29/2014
Report #: 1, DFS: 2,291.25

Well Name: Cane Creek 8-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,005.00 -5,982.00 10/22/2007 00:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 1/28/2014 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,665.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/28/2014 06:00 1/29/2014 06:00 2,291.25 0.0 0.0
Operations at Report Time

waiting on day light
Operations Summary

Safety meeting, rig down, move man camps,
Operations Next Report Period

Rig Up & Tear Down
Weather Wellbore

Sunny and Clear Re-Entry #3
Daily Contacts

Job Contact Position Offce

Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 1 Waiting on day light
07:00 11.00 12.00 1 Held safety meeting, rig down man camps, & move from 17-2 location to 8-

1H3 location & rig up same

18:00 12.00 24.00 1 Waiting on day light

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8
8/10/2007 Conductor
11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8
12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184

Page 1/1 Report Printed:

Sundry Number: 47509 API Well Number: 43019314490000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/29/2014
Report #: 1, DFS: 2,291.25

Well Name: Cane Creek 8-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,005.00 -5,982.00 10/22/2007 00:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 1/28/2014 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,665.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/28/2014 06:00 1/29/2014 06:00 2,291.25 0.0 0.0
Operations at Report Time

waiting on day light
Operations Summary

Safety meeting, rig down, move man camps,
Operations Next Report Period

Rig Up & Tear Down
Weather Wellbore

Sunny and Clear Re-Entry #3
Daily Contacts

Job Contact Position Offce

Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 1 Waiting on day light

07:00 11.00 12.00 1 Held safety meeting, rig down man camps, & move from 17-2 location to 8-
1H3 location & rig up same

18:00 12.00 24.00 1 Waiting on day light

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8

8/10/2007 Conductor

11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8

12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184

Page 1/1 Report Printed:

Sundry Number: 47509 API Well Number: 43019314490000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/29/2014
Report #: 1, DFS: 2,291.25

Well Name: Cane Creek 8-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,005.00 -5,982.00 10/22/2007 00:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 1/28/2014 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,665.0
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Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)
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waiting on day light
Operations Summary

Safety meeting, rig down, move man camps,
Operations Next Report Period

Rig Up & Tear Down
Weather Wellbore

Sunny and Clear Re-Entry #3
Daily Contacts

Job Contact Position Offce

Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401
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RECEIVED: Feb. 05, 2014

Page  1/1

Well Name: Cane Creek 8-1

Report Printed:   2/5/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31449
Excaliber ID

74*23557
Well Area

Paradox
Basin Regulatory Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

6,005.00
KB-Ground Distance (ft)

-5,982.00
Spud Date

10/22/2007 00:00
Rig Release Date

Operator

Fidelity E&P
Surface Legal Location

Rig

Nabors Drilling  
M40

Company Man\Well Site Lead

Delbert Sullivan
Rig Email Address

NaborsM40@Fidelityepco.com
Rig Phone Number

(970) 986-4401
Rig Release Previous Well

1/28/2014 06:00
Rig Release Date

Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

Target Depth (ftKB)

9,665.0
Kick Off Date Kick Off Depth (ftKB) Kick Off Depth  (TVD) (ftKB)

Daily Operations
Report Start Date

1/29/2014 06:00
Report End Date

1/30/2014 06:00
Days From Spud (days)

2,292.25
Start Depth (ftKB)

0.0
End Depth (ftKB)

0.0
Daily Depth Progress (ft)

Operations at Report Time

waiting om day light
Operations Summary

Safety meeting, Rigging down, Moving rig &  rigging up
Operations Next Report Period

Rig Up & Tear Down
Weather

Cloudy
Wellbore

Re-Entry #3
Daily Contacts

Job Contact Position Office

Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 1 Waiting on day light

07:00 11.00 12.00 1 Rigging down, Moving rig, Set back yard,

18:00 12.00 24.00 1 Waiting on day light

Mud Check: <depth>ftKB, <dttm>
Date Depth (ftKB) Density (lb/gal) Vis (s/qt) PV OR (Pa•s) YP OR (lbf/1… Gel (10s) (lbf… Gel (10m) (lb… Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat… HTHP FC (1…

MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCl (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr… T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft… Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time … % Rot Time (%)

Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in) ID Nom Min (in)

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8

8/10/2007 Conductor

11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8

12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184

Report for: 1/30/2014
Report #: 2, DFS: 2,292.25

Daily Depth Progress:

Sundry Number: 47509 API Well Number: 43019314490000Sundry Number: 47509 API Well Number: 43019314490000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/30/2014
Report #: 2, DFS: 2,292.25

Well Name: Cane Creek 8-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,005.00 -5,982.00 10/22/2007 00:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 1/28/2014 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,665.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/29/2014 06:00 1/30/2014 06:00 2,292.25 0.0 0.0
Operations at Report Time

waiting om day light
Operations Summary

Safety meeting, Rigging down, Moving rig & rigging up
Operations Next Report Period

Rig Up & Tear Down
Weather Wellbore

Cloudy Re-Entry #3
Daily Contacts

Job Contact Position Offce

Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 1 Waiting on day light

07:00 11.00 12.00 1 Rigging down, Moving rig, Set back yard,

18:00 12.00 24.00 1 Waiting on day light

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8

8/10/2007 Conductor

11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8

12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184
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9,665.0
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Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/29/2014 06:00 1/30/2014 06:00 2,292.25 0.0 0.0
Operations at Report Time

waiting om day light
Operations Summary

Safety meeting, Rigging down, Moving rig & rigging up
Operations Next Report Period

Rig Up & Tear Down
Weather Wellbore

Cloudy Re-Entry #3
Daily Contacts

Job Contact Position Offce

Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 1 Waiting on day light

07:00 11.00 12.00 1 Rigging down, Moving rig, Set back yard,

18:00 12.00 24.00 1 Waiting on day light

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)
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APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
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County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
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Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
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Well Name: Cane Creek 8-1

Report Printed:   2/5/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31449
Excaliber ID

74*23557
Well Area

Paradox
Basin Regulatory Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

6,005.00
KB-Ground Distance (ft)

-5,982.00
Spud Date

10/22/2007 00:00
Rig Release Date

Operator

Fidelity E&P
Surface Legal Location

Rig

Nabors Drilling  
M40

Company Man\Well Site Lead

Delbert Sullivan
Rig Email Address

NaborsM40@Fidelityepco.com
Rig Phone Number

(970) 986-4401
Rig Release Previous Well

1/28/2014 06:00
Rig Release Date

Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

Target Depth (ftKB)

9,665.0
Kick Off Date Kick Off Depth (ftKB) Kick Off Depth  (TVD) (ftKB)

Daily Operations
Report Start Date

1/30/2014 06:00
Report End Date

1/31/2014 06:00
Days From Spud (days)

2,293.25
Start Depth (ftKB)

0.0
End Depth (ftKB)

0.0
Daily Depth Progress (ft)

Operations at Report Time

Waiting on Daylight
Operations Summary

Safety Meeting, Rigging up
Operations Next Report Period

Rig Up & Tear Down
Weather

Snow
Wellbore

Re-Entry #3
Daily Contacts

Job Contact Position Office

Delbert Sullivan Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 1 Wait on Daylight.

07:00 11.00 12.00 1 Pin Derrick To A-Legs, Installed Board, Prep Derrick. Set in Backyard and  
Rig Up. Rig up Zeco eauip.

18:00 12.00 24.00 1 Operations suspended for the night. Crews working daylights only on Rig  
Move.  

Mud Check: <depth>ftKB, <dttm>
Date Depth (ftKB) Density (lb/gal) Vis (s/qt) PV OR (Pa•s) YP OR (lbf/1… Gel (10s) (lbf… Gel (10m) (lb… Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat… HTHP FC (1…

MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCl (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr… T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft… Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time … % Rot Time (%)

Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in) ID Nom Min (in)

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8

8/10/2007 Conductor

11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8

12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184

Report for: 1/31/2014
Report #: 3, DFS: 2,293.25

Daily Depth Progress:

Sundry Number: 47509 API Well Number: 43019314490000Sundry Number: 47509 API Well Number: 43019314490000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 1/31/2014
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Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 1/28/2014 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,665.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/30/2014 06:00 1/31/2014 06:00 2,293.25 0.0 0.0
Operations at Report Time

Waiting on Daylight
Operations Summary

Safety Meeting, Rigging up
Operations Next Report Period

Rig Up & Tear Down
Weather Wellbore

Snow Re-Entry #3
Daily Contacts

Job Contact Position Offce

Delbert Sullivan Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 1 Wait on Daylight.

07:00 11.00 12.00 1 Pin Derrick To A-Legs, Installed Board, Prep Derrick. Set in Backyard and
Rig Up. Rig up Zeco eauip.

18:00 12.00 24.00 1 Operations suspended for the night. Crews working daylights only on Rig
Move.

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8

8/10/2007 Conductor

11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8

12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184
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RECEIVED: Feb. 05, 2014

Page  1/1

Well Name: Cane Creek 8-1

Report Printed:   2/5/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31449
Excaliber ID

74*23557
Well Area

Paradox
Basin Regulatory Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

6,005.00
KB-Ground Distance (ft)

-5,982.00
Spud Date

10/22/2007 00:00
Rig Release Date

Operator

Fidelity E&P
Surface Legal Location

Rig

Nabors Drilling  
M40

Company Man\Well Site Lead

Delbert Sullivan
Rig Email Address

NaborsM40@Fidelityepco.com
Rig Phone Number

(970) 986-4401
Rig Release Previous Well

1/28/2014 06:00
Rig Release Date

Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

Target Depth (ftKB)

9,665.0
Kick Off Date Kick Off Depth (ftKB) Kick Off Depth  (TVD) (ftKB)

Daily Operations
Report Start Date

1/31/2014 06:00
Report End Date

2/1/2014 06:00
Days From Spud (days)

2,294.25
Start Depth (ftKB)

0.0
End Depth (ftKB)

0.0
Daily Depth Progress (ft)

Operations at Report Time

Rigging Up
Operations Summary

Safety Meeting. Rig up. Raised Derrick and subbase.
Operations Next Report Period

Rig Up & Tear Down
Weather

Snow
Wellbore

Re-Entry #3
Daily Contacts

Job Contact Position Office

Delbert Sullivan Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 4.00 4.00 1 Held safety meeting. Prepped to raise derrick.

10:00 4.00 8.00 1 Raised derrick. Unpinned rams and R/U rams to scope up subbases.  
Scope up Subbase and pin in place.  

14:00 2.00 10.00 1 R/U cords to Drawworks. Spooled Drilling Line on drum. Secure bolts on  
deadman.  

16:00 2.00 12.00 1 Install Batwings. R/U Bridle Lines. Pull and plug in electric cords. Switch  
camps over to rig power.   

18:00 3.00 15.00 1 Set stairs for drillers shack. Install wind wall braces. R/U steam lines to rig  
floor. 

21:00 3.00 18.00 1 Prep to scope up sections of derrick. Scope derrick up and pin in place.

00:00 6.00 24.00 1 Make up bumper hoses. Hung Kelly Hose. Set stairs to trip tank. Plug in  
electric cords.   

Mud Check: <depth>ftKB, <dttm>
Date Depth (ftKB) Density (lb/gal) Vis (s/qt) PV OR (Pa•s) YP OR (lbf/1… Gel (10s) (lbf… Gel (10m) (lb… Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat… HTHP FC (1…

MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCl (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr… T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft… Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time … % Rot Time (%)

Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in) ID Nom Min (in)

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8

8/10/2007 Conductor

11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8

12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184

Report for: 2/1/2014
Report #: 4, DFS: 2,294.25

Daily Depth Progress:

Sundry Number: 47509 API Well Number: 43019314490000Sundry Number: 47509 API Well Number: 43019314490000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/1/2014
Report #: 4, DFS: 2,294.25

Well Name: Cane Creek 8-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,005.00 -5,982.00 10/22/2007 00:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 1/28/2014 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,665.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/31/2014 06:00 2/1/2014 06:00 2,294.25 0.0 0.0
Operations at Report Time

Rigging Up
Operations Summary

Safety Meeting. Rig up. Raised Derrick and subbase.
Operations Next Report Period

Rig Up & Tear Down
Weather Wellbore

Snow Re-Entry #3
Daily Contacts

Job Contact Position Offce

Delbert Sullivan Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 4.00 4.00 1 Held safety meeting. Prepped to raise derrick.
10:00 4.00 8.00 1 Raised derrick. Unpinned rams and RIU rams to scope up subbases.

Scope up Subbase and pin in place.

14:00 2.00 10.00 1 R/U cords to Drawworks. Spooled Drilling Line on drum. Secure bolts on
deadman.

16:00 2.00 12.00 1 Install Batwings. RIU Bridle Lines. Pull and plug in electric cords. Switch
camps over to rig power.

18:00 3.00 15.00 1 Set stairs for drillers shack. Install wind wall braces. R/U steam lines to rig
floor.

21:00 3.00 18.00 1 Prep to scope up sections of derrick. Scope derrick up and pin in place.
00:00 6.00 24.00 1 Make up bumper hoses. Hung Kelly Hose. Set stairs to trip tank. Plug in

electric cords.

Mud Check: <depth>ftKB, <dttm>
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Daily Drilling Performance
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Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)
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8/10/2007 Conductor

11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8

12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184
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FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/1/2014
Report #: 4, DFS: 2,294.25

Well Name: Cane Creek 8-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 6,005.00 -5,982.00 10/22/2007 00:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
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M40
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Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)
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Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)
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Operations at Report Time

Rigging Up
Operations Summary

Safety Meeting. Rig up. Raised Derrick and subbase.
Operations Next Report Period

Rig Up & Tear Down
Weather Wellbore

Snow Re-Entry #3
Daily Contacts

Job Contact Position Offce

Delbert Sullivan Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur
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RECEIVED: Mar. 03, 2014

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-68122 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK 8-1 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019314490000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459  Ext 

9. FIELD and POOL or WILDCAT:
 UNDESIGNATED 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2563 FNL 1429 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SENW Section: 08 Township: 26.0S Range: 20.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

3 /3 /2014

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Monthly drilling report 

NAME (PLEASE PRINT) PHONE NUMBER 
 Joy Gardner 720 956-5763

TITLE
 Sr. Engineering Tech

SIGNATURE
 N/A

DATE
 3 /3 /2014

March 04, 2014

Sundry Number: 48308 API Well Number: 43019314490000Sundry Number: 48308 API Well Number: 43019314490000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-68122

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 8-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019314490000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext UNDESIGNATED

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2563 FNL 1429 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SENW Section: 08 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

3/3/2014
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Monthly drilling report Accepted by the
utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
March 04, 2014

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 3/3/2014

RECEIVED: Mar. 03,

Sundry Number: 48308 API Well Number: 43019314490000
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12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Monthly drilling report Accepted by the
utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
March 04, 2014

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 3/3/2014

RECEIVED: Mar. 03,

Sundry Number: 48308 API Well Number: 43019314490000
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Well Name: Cane Creek 8-1

Report Printed:   3/3/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31449
Excaliber ID

74*23557
Well Area

Paradox
Basin Regulatory Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Graded Ground Elevation  (ft) KB-Ground Distance (ft) Spud Date

10/22/2007 00:00
Rig Release Date

12/20/2007 17:00
Operator

Fidelity E&P
Surface Legal Location

Rig

Nabors Drilling  
M40

Company Man\Well Site Lead

Paul Roberts
Rig Email Address

NaborsM40@Fidelityepco.com
Rig Phone Number

(970) 986-4401
Rig Release Previous Well

1/28/2014 06:00
Rig Release Date

2/20/2014 18:00

Drilling Hours (hr)

175.45
Circulating Hours (hr)

15.35
Job ROP (ft/hr)

26.0
Job ROP Rotating (ft/hr)

49.1
Job ROP Sliding (ft/hr)

14.0
Job Rotating % (%)

34.12
Total Job Percent Sliding (%)

65.88
Target Depth (ftKB)

9,665.0
Kick Off Date Kick Off Depth (ftKB)

5,010.0
Kick Off Depth  (TVD) (ftKB)

5,006.3
Daily Operations
Report Start Date

1/31/2014 06:00
Report End Date

2/1/2014 06:00
Days From Spud (days)

-4.79
Start Depth (ftKB)

0.0
End Depth (ftKB)

0.0
Daily Depth Progress (ft)

Operations at Report Time

Rigging Up
Operations Summary

Safety Meeting. Rig up. Raised Derrick and subbase.
Operations Next Report Period

Rig Up & Tear Down
Weather

Snow
Wellbore

Re-Entry #3
Daily Contacts

Job Contact Position Office

Delbert Sullivan Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 4.00 4.00 1 Held safety meeting. Prepped to raise derrick.

10:00 4.00 8.00 1 Raised derrick. Unpinned rams and R/U rams to scope up subbases.  
Scope up Subbase and pin in place.  

14:00 2.00 10.00 1 R/U cords to Drawworks. Spooled Drilling Line on drum. Secure bolts on  
deadman.  

16:00 2.00 12.00 1 Install Batwings. R/U Bridle Lines. Pull and plug in electric cords. Switch  
camps over to rig power.   

18:00 3.00 15.00 1 Set stairs for drillers shack. Install wind wall braces. R/U steam lines to rig  
floor. 

21:00 3.00 18.00 1 Prep to scope up sections of derrick. Scope derrick up and pin in place.

00:00 6.00 24.00 1 Make up bumper hoses. Hung Kelly Hose. Set stairs to trip tank. Plug in  
electric cords.   

Mud Check: <depth>ftKB, <dttm>
Date Depth (ftKB) Density (lb/gal) Vis (s/qt) PV OR (Pa•s) YP OR (lbf/1… Gel (10s) (lbf… Gel (10m) (lb… Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat… HTHP FC (1…

MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCl (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr… T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft… Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time … % Rot Time (%)

Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in) ID Nom Min (in)

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8

8/10/2007 Conductor

11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8

12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184

2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826

Report for: 2/1/2014
Report #: 4, DFS: -4.79
Daily Depth Progress:

Sundry Number: 48308 API Well Number: 43019314490000Sundry Number: 48308 API Well Number: 43019314490000
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APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
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MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8

8/10/2007 Conductor

11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8

12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184

2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826
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Sundry Number: 48308 API Well Number: 43019314490000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/1/2014
Report #: 4, DFS: -4.79

Well Name: Cane Creek 8-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 1/28/2014 06:00 2/20/2014 18:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

175.45 15.35 26.0 49.1 14.0 34.12 65.88
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,665.0 5,010.0 5,006.3
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

1/31/2014 06:00 2/1/2014 06:00 -4.79 0.0 0.0
Operations at Report Time

Rigging Up
Operations Summary

Safety Meeting. Rig up. Raised Derrick and subbase.
Operations Next Report Period

Rig Up & Tear Down
Weather Wellbore

Snow Re-Entry #3
Daily Contacts

Job Contact Position Offce

Delbert Sullivan Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
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Scope up Subbase and pin in place.
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deadman.

16:00 2.00 12.00 1 Install Batwings. RIU Bridle Lines. Pull and plug in electric cords. Switch
camps over to rig power.

18:00 3.00 15.00 1 Set stairs for drillers shack. Install wind wall braces. R/U steam lines to rig
floor.

21:00 3.00 18.00 1 Prep to scope up sections of derrick. Scope derrick up and pin in place.

00:00 6.00 24.00 1 Make up bumper hoses. Hung Kelly Hose. Set stairs to trip tank. Plug in
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RECEIVED: Mar. 03, 2014

Page  1/1

Well Name: Cane Creek 8-1

Report Printed:   3/3/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31449
Excaliber ID

74*23557
Well Area

Paradox
Basin Regulatory Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Graded Ground Elevation  (ft) KB-Ground Distance (ft) Spud Date

10/22/2007 00:00
Rig Release Date

12/20/2007 17:00
Operator

Fidelity E&P
Surface Legal Location

Rig

Nabors Drilling  
M40

Company Man\Well Site Lead

Paul Roberts
Rig Email Address

NaborsM40@Fidelityepco.com
Rig Phone Number

(970) 986-4401
Rig Release Previous Well

1/28/2014 06:00
Rig Release Date

2/20/2014 18:00

Drilling Hours (hr)

175.45
Circulating Hours (hr)

15.35
Job ROP (ft/hr)

26.0
Job ROP Rotating (ft/hr)

49.1
Job ROP Sliding (ft/hr)

14.0
Job Rotating % (%)

34.12
Total Job Percent Sliding (%)

65.88
Target Depth (ftKB)

9,665.0
Kick Off Date Kick Off Depth (ftKB)

5,010.0
Kick Off Depth  (TVD) (ftKB)

5,006.3
Daily Operations
Report Start Date

2/1/2014 06:00
Report End Date

2/2/2014 06:00
Days From Spud (days)

-3.79
Start Depth (ftKB)

0.0
End Depth (ftKB)

0.0
Daily Depth Progress (ft)

Operations at Report Time

N/U BOP'S
Operations Summary

Repair Drag Link for Top Drive. Test Top Drive functions to verify everything working - Good. Install Rotary Hose to Top Drive. R/U Drilling Bales and elevators.
Operations Next Report Period

Nipple up B.O.P.
Weather

Sunny and Clear
Wellbore

Re-Entry #3
Daily Contacts

Job Contact Position Office

Delbert Sullivan Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 12.00 12.00 8 Removed Electrical connections and Drag Link for Top Drive. Installed new  
Drag Link. Wiring up electrical connections.  

18:00 6.00 18.00 8 Wiring up electrical connections on Top Drive.

00:00 2.00 20.00 8 Completed electrical connections on Top Drive. Test Top Drive functions -  
Good.   

02:00 2.50 22.50 1 Install Kelly Hose to Top Drive. R/U Bales and elevators.

04:30 1.50 24.00 14 Rig up 4-Way slings. N/D 7-1/16", 10M Tree. N/U BOP'S

Mud Check: <depth>ftKB, <dttm>
Date Depth (ftKB) Density (lb/gal) Vis (s/qt) PV OR (Pa•s) YP OR (lbf/1… Gel (10s) (lbf… Gel (10m) (lb… Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat… HTHP FC (1…

MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCl (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr… T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft… Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time … % Rot Time (%)

Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in) ID Nom Min (in)

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8

8/10/2007 Conductor

11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8

12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184

2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826

Report for: 2/2/2014
Report #: 5, DFS: -3.79
Daily Depth Progress:

Sundry Number: 48308 API Well Number: 43019314490000Sundry Number: 48308 API Well Number: 43019314490000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/2/2014
Report #: 5, DFS: -3.79

Well Name: Cane Creek 8-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 1/28/2014 06:00 2/20/2014 18:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

175.45 15.35 26.0 49.1 14.0 34.12 65.88
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,665.0 5,010.0 5,006.3
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

2/1/2014 06:00 2/2/2014 06:00 -3.79 0.0 0.0
Operations at Report Time

N/U BOP'S
Operations Summary

Repair Drag Link for Top Drive. Test Top Drive functions to verify everything working - Good. Install Rotary Hose to Top Drive. R/U Drilling Bales and elevators.
Operations Next Report Period

Nipple up B.O.P.
Weather Wellbore

Sunny and Clear Re-Entry #3
Daily Contacts

Job Contact Position Offce

Delbert Sullivan Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 12.00 12.00 8 Removed Electrical connections and Drag Link for Top Drive. Installed new
Drag Link. Wiring up electrical connections.

18:00 6.00 18.00 8 Wiring up electrical connections on Top Drive.
00:00 2.00 20.00 8 Completed electrical connections on Top Drive. Test Top Drive functions -

Good.

02:00 2.50 22.50 1 Install Kelly Hose to Top Drive. RIU Bales and elevators.
04:30 1.50 24.00 14 Rig up 4-Way slings. N/D 7-1/16", 10M Tree. N/U BOP'S

Mud Check: <depth>ftKB, <dttm>
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Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)
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Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)
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2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826
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Cum Dur
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11/8/2007 Surface 13 3/8 54.50 H40 13 3/8

8/10/2007 Conductor

11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8

12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184

2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826
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Sundry Number: 48308 API Well Number: 43019314490000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/2/2014
Report #: 5, DFS: -3.79

Well Name: Cane Creek 8-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 1/28/2014 06:00 2/20/2014 18:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

175.45 15.35 26.0 49.1 14.0 34.12 65.88
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,665.0 5,010.0 5,006.3
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

2/1/2014 06:00 2/2/2014 06:00 -3.79 0.0 0.0
Operations at Report Time

N/U BOP'S
Operations Summary

Repair Drag Link for Top Drive. Test Top Drive functions to verify everything working - Good. Install Rotary Hose to Top Drive. R/U Drilling Bales and elevators.
Operations Next Report Period

Nipple up B.O.P.
Weather Wellbore

Sunny and Clear Re-Entry #3
Daily Contacts

Job Contact Position Offce

Delbert Sullivan Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 12.00 12.00 8 Removed Electrical connections and Drag Link for Top Drive. Installed new
Drag Link. Wiring up electrical connections.

18:00 6.00 18.00 8 Wiring up electrical connections on Top Drive.

00:00 2.00 20.00 8 Completed electrical connections on Top Drive. Test Top Drive functions -
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04:30 1.50 24.00 14 Rig up 4-Way slings. N/D 7-1/16", 10M Tree. N/U BOP'S

Mud Check: <depth>ftKB, <dttm>
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MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
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RECEIVED: Mar. 03, 2014

Page  1/1

Well Name: Cane Creek 8-1

Report Printed:   3/3/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31449
Excaliber ID

74*23557
Well Area

Paradox
Basin Regulatory Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Graded Ground Elevation  (ft) KB-Ground Distance (ft) Spud Date

10/22/2007 00:00
Rig Release Date

12/20/2007 17:00
Operator

Fidelity E&P
Surface Legal Location

Rig

Nabors Drilling  
M40

Company Man\Well Site Lead

Paul Roberts
Rig Email Address

NaborsM40@Fidelityepco.com
Rig Phone Number

(970) 986-4401
Rig Release Previous Well

1/28/2014 06:00
Rig Release Date

2/20/2014 18:00

Drilling Hours (hr)

175.45
Circulating Hours (hr)

15.35
Job ROP (ft/hr)

26.0
Job ROP Rotating (ft/hr)

49.1
Job ROP Sliding (ft/hr)

14.0
Job Rotating % (%)

34.12
Total Job Percent Sliding (%)

65.88
Target Depth (ftKB)

9,665.0
Kick Off Date Kick Off Depth (ftKB)

5,010.0
Kick Off Depth  (TVD) (ftKB)

5,006.3
Daily Operations
Report Start Date

2/2/2014 06:00
Report End Date

2/3/2014 06:00
Days From Spud (days)

-2.79
Start Depth (ftKB)

0.0
End Depth (ftKB)

0.0
Daily Depth Progress (ft)

Operations at Report Time

Torquing bolts and nuts bop's
Operations Summary

N/U BOPE.
Operations Next Report Period

Trips
Weather

Snow
Wellbore

Re-Entry #3
Daily Contacts

Job Contact Position Office

Delbert Sullivan Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.50 2.50 14 Set in DSA and Lower Pipe Rams. 4 Bolt stack.

08:30 2.00 4.50 14 Change out Upper Pipe Rams.

10:30 2.50 7.00 14 Set in Double Gate using Rig and Gin Truck.

13:00 3.00 10.00 14 Install Top Spool on Annular. Gin Truck spotted annular. Rig up 4-way lines  
and set annular on double gate.  

16:00 2.00 12.00 14 Removed Clamp from Rotating Head. Set on Rotating Head. Removed  
crossover from rotating head. Set in Catwalk.  

18:00 6.00 18.00 14 Turn spool and rotating head to line up with Flow Line. Install Kill Line  
valves on stack. Installed Orbit Valve.  

00:00 6.00 24.00 14 Install Choke Valve & HCR Valve manifold on stack. Installed Kill Line  
Hose, Choke Line, and Catch Pan. Install Hydraulic Lines. Cameron  
torquing bolts and nuts on stack.  

Mud Check: <depth>ftKB, <dttm>
Date Depth (ftKB) Density (lb/gal) Vis (s/qt) PV OR (Pa•s) YP OR (lbf/1… Gel (10s) (lbf… Gel (10m) (lb… Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat… HTHP FC (1…

MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCl (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr… T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft… Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time … % Rot Time (%)

Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in) ID Nom Min (in)

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8

8/10/2007 Conductor

11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8

12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184

2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826

Report for: 2/3/2014
Report #: 6, DFS: -2.79
Daily Depth Progress:

Sundry Number: 48308 API Well Number: 43019314490000Sundry Number: 48308 API Well Number: 43019314490000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/3/2014
Report #: 6, DFS: -2.79

Well Name: Cane Creek 8-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
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Well Name: Cane Creek 8-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 1/28/2014 06:00 2/20/2014 18:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

175.45 15.35 26.0 49.1 14.0 34.12 65.88
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,665.0 5,010.0 5,006.3
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

2/2/2014 06:00 2/3/2014 06:00 -2.79 0.0 0.0
Operations at Report Time

Torquing bolts and nuts bop's
Operations Summary

N/U BOPE.
Operations Next Report Period

Trips
Weather Wellbore

Snow Re-Entry #3
Daily Contacts

Job Contact Position Offce

Delbert Sullivan Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.50 2.50 14 Set in DSA and Lower Pipe Rams. 4 Bolt stack.

08:30 2.00 4.50 14 Change out Upper Pipe Rams.

10:30 2.50 7.00 14 Set in Double Gate using Rig and Gin Truck.

13:00 3.00 10.00 14 Install Top Spool on Annular. Gin Truck spotted annular. Rig up 4-way lines
and set annular on double gate.

16:00 2.00 12.00 14 Removed Clamp from Rotating Head. Set on Rotating Head. Removed
crossover from rotating head. Set in Catwalk.

18:00 6.00 18.00 14 Turn spool and rotating head to line up with Flow Line. Install Kill Line
valves on stack. Installed Orbit Valve.

00:00 6.00 24.00 14 Install Choke Valve & HCR Valve manifold on stack. Installed Kill Line
Hose, Choke Line, and Catch Pan. Install Hydraulic Lines. Cameron
torquing bolts and nuts on stack.

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8

8/10/2007 Conductor

11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8

12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184

2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826
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Torquing bolts and nuts bop's
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N/U BOPE.
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Weather Wellbore

Snow Re-Entry #3
Daily Contacts

Job Contact Position Offce

Delbert Sullivan Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
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Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.50 2.50 14 Set in DSA and Lower Pipe Rams. 4 Bolt stack.

08:30 2.00 4.50 14 Change out Upper Pipe Rams.

10:30 2.50 7.00 14 Set in Double Gate using Rig and Gin Truck.

13:00 3.00 10.00 14 Install Top Spool on Annular. Gin Truck spotted annular. Rig up 4-way lines
and set annular on double gate.

16:00 2.00 12.00 14 Removed Clamp from Rotating Head. Set on Rotating Head. Removed
crossover from rotating head. Set in Catwalk.

18:00 6.00 18.00 14 Turn spool and rotating head to line up with Flow Line. Install Kill Line
valves on stack. Installed Orbit Valve.

00:00 6.00 24.00 14 Install Choke Valve & HCR Valve manifold on stack. Installed Kill Line
Hose, Choke Line, and Catch Pan. Install Hydraulic Lines. Cameron
torquing bolts and nuts on stack.

Mud Check: <depth>ftKB, <dttm>
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12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184

2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826
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Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.50 2.50 14 Set in DSA and Lower Pipe Rams. 4 Bolt stack.

08:30 2.00 4.50 14 Change out Upper Pipe Rams.

10:30 2.50 7.00 14 Set in Double Gate using Rig and Gin Truck.

13:00 3.00 10.00 14 Install Top Spool on Annular. Gin Truck spotted annular. Rig up 4-way lines
and set annular on double gate.

16:00 2.00 12.00 14 Removed Clamp from Rotating Head. Set on Rotating Head. Removed
crossover from rotating head. Set in Catwalk.
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torquing bolts and nuts on stack.
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12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184

2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826
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Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.50 2.50 14 Set in DSA and Lower Pipe Rams. 4 Bolt stack.

08:30 2.00 4.50 14 Change out Upper Pipe Rams.

10:30 2.50 7.00 14 Set in Double Gate using Rig and Gin Truck.

13:00 3.00 10.00 14 Install Top Spool on Annular. Gin Truck spotted annular. Rig up 4-way lines
and set annular on double gate.

16:00 2.00 12.00 14 Removed Clamp from Rotating Head. Set on Rotating Head. Removed
crossover from rotating head. Set in Catwalk.

18:00 6.00 18.00 14 Turn spool and rotating head to line up with Flow Line. Install Kill Line
valves on stack. Installed Orbit Valve.

00:00 6.00 24.00 14 Install Choke Valve & HCR Valve manifold on stack. Installed Kill Line
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torquing bolts and nuts on stack.
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12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184

2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826
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RECEIVED: Mar. 03, 2014

Page  1/1

Well Name: Cane Creek 8-1

Report Printed:   3/3/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31449
Excaliber ID

74*23557
Well Area

Paradox
Basin Regulatory Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Graded Ground Elevation  (ft) KB-Ground Distance (ft) Spud Date

10/22/2007 00:00
Rig Release Date

12/20/2007 17:00
Operator

Fidelity E&P
Surface Legal Location

Rig

Nabors Drilling  
M40

Company Man\Well Site Lead

Paul Roberts
Rig Email Address

NaborsM40@Fidelityepco.com
Rig Phone Number

(970) 986-4401
Rig Release Previous Well

1/28/2014 06:00
Rig Release Date

2/20/2014 18:00

Drilling Hours (hr)

175.45
Circulating Hours (hr)

15.35
Job ROP (ft/hr)

26.0
Job ROP Rotating (ft/hr)

49.1
Job ROP Sliding (ft/hr)

14.0
Job Rotating % (%)

34.12
Total Job Percent Sliding (%)

65.88
Target Depth (ftKB)

9,665.0
Kick Off Date Kick Off Depth (ftKB)

5,010.0
Kick Off Depth  (TVD) (ftKB)

5,006.3
Daily Operations
Report Start Date

2/3/2014 06:00
Report End Date

2/4/2014 06:00
Days From Spud (days)

-1.79
Start Depth (ftKB)

0.0
End Depth (ftKB)

0.0
Daily Depth Progress (ft)

Operations at Report Time

Install Catch Pan and drain hoses.
Operations Summary

N/U BOP'S. Test BOPE. Removed Rotary Hose. Installed Catch Pan and drain hoses.
Operations Next Report Period

Trips
Weather

Snow
Wellbore

Re-Entry #3
Daily Contacts

Job Contact Position Office

Delbert Sullivan Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.50 2.50 14 Cameron nippled up stack, and Choke lines. Hooked up accumulator lines  
to Double Gate and Annular. Changed Saver Sub to 4" XT-39.   

08:30 2.00 4.50 14 Welder making connection for flow line. Cameron making up HCR bolts.  
Function Test BOPE.  

10:30 5.00 9.50 15 Test Choke Manifold and Halliburton MPD Lines to 250 psi low and 10K  
high. 

15:30 1.00 10.50 1 Set V-Door in Place.

16:30 1.50 12.00 15 R/U Cameron Testers. M/U Test Joint. Set test plug. Filled stack with  
water.  

18:00 9.00 21.00 15 Test Lower Pipe Rams to 250/10K, HCR Valve, Test Kill & Choke valves,  
Upper Pipe Rams, Annular, FOSV & IBOP. Test Lower Kelly Valve and  
Mud Saver valve. Test mud lines and standpipe. Rotary Hose and bumper  
hose had pinhole next to crimped connections.  

03:00 1.00 22.00 9 Serviced Rig & Equipment. Removed Kelly Hose.

04:00 2.00 24.00 14 Install Catch Pan and drain hoses.

Mud Check: <depth>ftKB, <dttm>
Date Depth (ftKB) Density (lb/gal) Vis (s/qt) PV OR (Pa•s) YP OR (lbf/1… Gel (10s) (lbf… Gel (10m) (lb… Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat… HTHP FC (1…

MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCl (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr… T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft… Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time … % Rot Time (%)

Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in) ID Nom Min (in)

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8

8/10/2007 Conductor

11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8

12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184

2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826

Report for: 2/4/2014
Report #: 7, DFS: -1.79
Daily Depth Progress:

Sundry Number: 48308 API Well Number: 43019314490000Sundry Number: 48308 API Well Number: 43019314490000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/4/2014
Report #: 7, DFS: -1.79

Well Name: Cane Creek 8-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 1/28/2014 06:00 2/20/2014 18:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

175.45 15.35 26.0 49.1 14.0 34.12 65.88
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,665.0 5,010.0 5,006.3
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

2/3/2014 06:00 2/4/2014 06:00 -1.79 0.0 0.0
Operations at Report Time

Install Catch Pan and drain hoses.
Operations Summary

N/U BOP'S. Test BOPE. Removed Rotary Hose. Installed Catch Pan and drain hoses.
Operations Next Report Period

Trips
Weather Wellbore

Snow Re-Entry #3
Daily Contacts

Job Contact Position Office

Delbert Sullivan Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.50 2.50 14 Cameron nippled up stack, and Choke lines. Hooked up accumulator lines
to Double Gate and Annular. Changed Saver Sub to 4" XT-39.

08:30 2.00 4.50 14 Welder making connection for flow line. Cameron making up HCR bolts.
Function Test BOPE.

10:30 5.00 9.50 15 Test Choke Manifold and Halliburton MPD Lines to 250 psi low and 10K
high.

15:30 1.00 10.50 1 Set V-Door in Place.
16:30 1.50 12.00 15 R/U Cameron Testers. M/U Test Joint. Set test plug. Filled stack with

water.

18:00 9.00 21.00 15 Test Lower Pipe Rams to 250/10K, HCR Valve, Test Kill & Choke valves,
Upper Pipe Rams, Annular, FOSV & IBOP. Test Lower Kelly Valve and
Mud Saver valve. Test mud lines and standpipe. Rotary Hose and bumper
hose had pinhole next to crimped connections.

03:00 1.00 22.00 9 Serviced Rig & Equipment. Removed Kelly Hose.
04:00 2.00 24.00 14 Install Catch Pan and drain hoses.

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8
8/10/2007 Conductor
11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8
12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184
2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826
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Sundry Number: 48308 API Well Number: 43019314490000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/4/2014
Report #: 7, DFS: -1.79

Well Name: Cane Creek 8-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 1/28/2014 06:00 2/20/2014 18:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

175.45 15.35 26.0 49.1 14.0 34.12 65.88
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,665.0 5,010.0 5,006.3
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

2/3/2014 06:00 2/4/2014 06:00 -1.79 0.0 0.0
Operations at Report Time

Install Catch Pan and drain hoses.
Operations Summary

N/U BOP'S. Test BOPE. Removed Rotary Hose. Installed Catch Pan and drain hoses.
Operations Next Report Period

Trips
Weather Wellbore

Snow Re-Entry #3
Daily Contacts

Job Contact Position Office

Delbert Sullivan Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.50 2.50 14 Cameron nippled up stack, and Choke lines. Hooked up accumulator lines
to Double Gate and Annular. Changed Saver Sub to 4" XT-39.

08:30 2.00 4.50 14 Welder making connection for flow line. Cameron making up HCR bolts.
Function Test BOPE.

10:30 5.00 9.50 15 Test Choke Manifold and Halliburton MPD Lines to 250 psi low and 10K
high.

15:30 1.00 10.50 1 Set V-Door in Place.

16:30 1.50 12.00 15 R/U Cameron Testers. M/U Test Joint. Set test plug. Filled stack with
water.

18:00 9.00 21.00 15 Test Lower Pipe Rams to 250/10K, HCR Valve, Test Kill & Choke valves,
Upper Pipe Rams, Annular, FOSV & IBOP. Test Lower Kelly Valve and
Mud Saver valve. Test mud lines and standpipe. Rotary Hose and bumper
hose had pinhole next to crimped connections.

03:00 1.00 22.00 9 Serviced Rig & Equipment. Removed Kelly Hose.

04:00 2.00 24.00 14 Install Catch Pan and drain hoses.

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
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Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8

8/10/2007 Conductor

11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8

12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184

2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826
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9,665.0 5,010.0 5,006.3
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Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

2/3/2014 06:00 2/4/2014 06:00 -1.79 0.0 0.0
Operations at Report Time

Install Catch Pan and drain hoses.
Operations Summary

N/U BOP'S. Test BOPE. Removed Rotary Hose. Installed Catch Pan and drain hoses.
Operations Next Report Period

Trips
Weather Wellbore

Snow Re-Entry #3
Daily Contacts

Job Contact Position Office

Delbert Sullivan Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.50 2.50 14 Cameron nippled up stack, and Choke lines. Hooked up accumulator lines
to Double Gate and Annular. Changed Saver Sub to 4" XT-39.

08:30 2.00 4.50 14 Welder making connection for flow line. Cameron making up HCR bolts.
Function Test BOPE.

10:30 5.00 9.50 15 Test Choke Manifold and Halliburton MPD Lines to 250 psi low and 10K
high.

15:30 1.00 10.50 1 Set V-Door in Place.

16:30 1.50 12.00 15 R/U Cameron Testers. M/U Test Joint. Set test plug. Filled stack with
water.

18:00 9.00 21.00 15 Test Lower Pipe Rams to 250/10K, HCR Valve, Test Kill & Choke valves,
Upper Pipe Rams, Annular, FOSV & IBOP. Test Lower Kelly Valve and
Mud Saver valve. Test mud lines and standpipe. Rotary Hose and bumper
hose had pinhole next to crimped connections.

03:00 1.00 22.00 9 Serviced Rig & Equipment. Removed Kelly Hose.

04:00 2.00 24.00 14 Install Catch Pan and drain hoses.

Mud Check: <depth>ftKB, <dttm>
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Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8

8/10/2007 Conductor

11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8

12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184

2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826
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Install Catch Pan and drain hoses.
Operations Summary

N/U BOP'S. Test BOPE. Removed Rotary Hose. Installed Catch Pan and drain hoses.
Operations Next Report Period

Trips
Weather Wellbore

Snow Re-Entry #3
Daily Contacts
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Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.50 2.50 14 Cameron nippled up stack, and Choke lines. Hooked up accumulator lines
to Double Gate and Annular. Changed Saver Sub to 4" XT-39.

08:30 2.00 4.50 14 Welder making connection for flow line. Cameron making up HCR bolts.
Function Test BOPE.

10:30 5.00 9.50 15 Test Choke Manifold and Halliburton MPD Lines to 250 psi low and 10K
high.

15:30 1.00 10.50 1 Set V-Door in Place.

16:30 1.50 12.00 15 R/U Cameron Testers. M/U Test Joint. Set test plug. Filled stack with
water.

18:00 9.00 21.00 15 Test Lower Pipe Rams to 250/10K, HCR Valve, Test Kill & Choke valves,
Upper Pipe Rams, Annular, FOSV & IBOP. Test Lower Kelly Valve and
Mud Saver valve. Test mud lines and standpipe. Rotary Hose and bumper
hose had pinhole next to crimped connections.

03:00 1.00 22.00 9 Serviced Rig & Equipment. Removed Kelly Hose.

04:00 2.00 24.00 14 Install Catch Pan and drain hoses.
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Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8

8/10/2007 Conductor

11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8

12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184

2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826
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Cum Dur
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06:00 2.50 2.50 14 Cameron nippled up stack, and Choke lines. Hooked up accumulator lines
to Double Gate and Annular. Changed Saver Sub to 4" XT-39.

08:30 2.00 4.50 14 Welder making connection for flow line. Cameron making up HCR bolts.
Function Test BOPE.

10:30 5.00 9.50 15 Test Choke Manifold and Halliburton MPD Lines to 250 psi low and 10K
high.

15:30 1.00 10.50 1 Set V-Door in Place.

16:30 1.50 12.00 15 R/U Cameron Testers. M/U Test Joint. Set test plug. Filled stack with
water.

18:00 9.00 21.00 15 Test Lower Pipe Rams to 250/10K, HCR Valve, Test Kill & Choke valves,
Upper Pipe Rams, Annular, FOSV & IBOP. Test Lower Kelly Valve and
Mud Saver valve. Test mud lines and standpipe. Rotary Hose and bumper
hose had pinhole next to crimped connections.

03:00 1.00 22.00 9 Serviced Rig & Equipment. Removed Kelly Hose.

04:00 2.00 24.00 14 Install Catch Pan and drain hoses.
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06:00 2.50 2.50 14 Cameron nippled up stack, and Choke lines. Hooked up accumulator lines
to Double Gate and Annular. Changed Saver Sub to 4" XT-39.

08:30 2.00 4.50 14 Welder making connection for flow line. Cameron making up HCR bolts.
Function Test BOPE.

10:30 5.00 9.50 15 Test Choke Manifold and Halliburton MPD Lines to 250 psi low and 10K
high.

15:30 1.00 10.50 1 Set V-Door in Place.

16:30 1.50 12.00 15 R/U Cameron Testers. M/U Test Joint. Set test plug. Filled stack with
water.

18:00 9.00 21.00 15 Test Lower Pipe Rams to 250/10K, HCR Valve, Test Kill & Choke valves,
Upper Pipe Rams, Annular, FOSV & IBOP. Test Lower Kelly Valve and
Mud Saver valve. Test mud lines and standpipe. Rotary Hose and bumper
hose had pinhole next to crimped connections.

03:00 1.00 22.00 9 Serviced Rig & Equipment. Removed Kelly Hose.

04:00 2.00 24.00 14 Install Catch Pan and drain hoses.
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11/8/2007 Surface 13 3/8 54.50 H40 13 3/8

8/10/2007 Conductor

11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8

12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184
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Page  1/2

Well Name: Cane Creek 8-1

Report Printed:   3/3/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31449
Excaliber ID

74*23557
Well Area

Paradox
Basin Regulatory Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Graded Ground Elevation  (ft) KB-Ground Distance (ft) Spud Date

10/22/2007 00:00
Rig Release Date

12/20/2007 17:00
Operator

Fidelity E&P
Surface Legal Location

Rig

Nabors Drilling  
M40

Company Man\Well Site Lead

Paul Roberts
Rig Email Address

NaborsM40@Fidelityepco.com
Rig Phone Number

(970) 986-4401
Rig Release Previous Well

1/28/2014 06:00
Rig Release Date

2/20/2014 18:00

Drilling Hours (hr)

175.45
Circulating Hours (hr)

15.35
Job ROP (ft/hr)

26.0
Job ROP Rotating (ft/hr)

49.1
Job ROP Sliding (ft/hr)

14.0
Job Rotating % (%)

34.12
Total Job Percent Sliding (%)

65.88
Target Depth (ftKB)

9,665.0
Kick Off Date Kick Off Depth (ftKB)

5,010.0
Kick Off Depth  (TVD) (ftKB)

5,006.3
Daily Operations
Report Start Date

2/4/2014 06:00
Report End Date

2/5/2014 06:00
Days From Spud (days)

-0.79
Start Depth (ftKB)

0.0
End Depth (ftKB)

0.0
Daily Depth Progress (ft)

Operations at Report Time

RIH picking up 4" Drill Pipe.
Operations Summary

Installed Rotary Hose and Bumper Hose. Test Mud Line, Standpipe and hoses. R/D Tester. RIH picking up 102 Joints of 4" XT-39 Drill Pipe. POH racking back  
34 stands of Drill Pipe. Install Wear Bushing. M/U BHA, RIH picking up 4" HWDP & Drill Pipe.  
Operations Next Report Period

Trips
Weather

Cloudy
Wellbore

Re-Entry #3
Daily Contacts

Job Contact Position Office

Paul Roberts Company Man / WSL (281) 705-4881

Sam Loredo Company Man / WSL (970) 986-4401

Delbert Sullivan Company Man / WSL (970) 986-4401

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 1 Complete installation of Catch Pan.

07:00 3.00 4.00 8 Replace Kelly Hose and Bumper Hose.

10:00 1.50 5.50 15 M/U Test Joint. Test Standpipe, Kelly Hose, and mudline. R/D Test  
equipment.  

11:30 1.00 6.50 6 Set Mats and pipe racks. Load 102 joints of 4" XT-39 Drill Pipe on racks.  
Strap drill pipe.  

12:30 1.00 7.50 9 Serviced rig and Power Catwalk.

13:30 5.50 13.00 6 RIH picking up 102 joints of 4", XT-39 Drill Pipe.

19:00 1.50 14.50 6 Trip out of hole standing back 34 stands of 4" Drill Pipe.

20:30 2.00 16.50 6 Strap BHA and 45 Joints of 4" HWDP.

22:30 1.00 17.50 6 Install Wear Bushing. Length 8.0" x 6-3/8" I.D. x 7.0" O.D.

23:30 0.50 18.00 6 M/U Bit, Bit Sub, Casing Scraper, Brush and magnet BHA.

00:00 2.00 20.00 6 RIH to 1,415' picking up 45 Joints of 4" HWDP.

02:00 4.00 24.00 6 RIH from 1,415' to 4,600' picking up 4" XT-39 Drill Pipe.

Mud Check: <depth>ftKB, 2/4/2014 00:00
Date

2/4/2014
Depth (ftKB) Density (lb/gal)

14.00
Vis (s/qt)

63
PV OR (Pa•s)

20.0
YP OR (lbf/1…

10.000
Gel (10s) (lbf…

10.000
Gel (10m) (lb…

11.000
Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat…

3.0
HTHP FC (1…

2
MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%)

27.5
CaCl (ppm) Oil Water Ratio

82.5/17.5
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr… T Flowline (°F) Comment

Mud Check: 5,400.0ftKB, 2/4/2014 14:00
Date

2/4/2014
Depth (ftKB)

5,400.0
Density (lb/gal)

14.30
Vis (s/qt)

73
PV OR (Pa•s)

22.0
YP OR (lbf/1…

14.000
Gel (10s) (lbf…

10.000
Gel (10m) (lb…

12.000
Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat…

3.0
HTHP FC (1…

2
MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%)

28.5
CaCl (ppm) Oil Water Ratio

82.5/17.5
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr… T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft… Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time … % Rot Time (%)

Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in) ID Nom Min (in)

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8

8/10/2007 Conductor

11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8

12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184

Report for: 2/5/2014
Report #: 8, DFS: -0.79
Daily Depth Progress:

Sundry Number: 48308 API Well Number: 43019314490000Sundry Number: 48308 API Well Number: 43019314490000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/5/2014
Report #: 8, DFS: -0.79

Well Name: Cane Creek 8-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 1/28/2014 06:00 2/20/2014 18:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

175.45 15.35 26.0 49.1 14.0 34.12 65.88
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,665.0 5,010.0 5,006.3
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

2/4/2014 06:00 2/5/2014 06:00 -0.79 0.0 0.0
Operations at Report Time

RIH picking up 4" Drill Pipe.
Operations Summary

Installed Rotary Hose and Bumper Hose. Test Mud Line, Standpipe and hoses. R/D Tester. RIH picking up 102 Joints of 4" XT-39 Drill Pipe. POH racking back
34 stands of Drill Pipe. Install Wear Bushing. M/U BHA, RIH picking up 4" HWDP & Drill Pipe.
Operations Next Report Period

Trips
Weather Wellbore

Cloudy Re-Entry #3
Daily Contacts

Job Contact Position Office

Paul Roberts Company Man / WSL (281) 705-4881

Sam Loredo Company Man / WSL (970) 986-4401

Delbert Sullivan Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 1 Complete installation of Catch Pan.
07:00 3.00 4.00 8 Replace Kelly Hose and Bumper Hose.
10:00 1.50 5.50 15 M/U Test Joint. Test Standpipe, Kelly Hose, and mudline. R/D Test

equipment.

11:30 1.00 6.50 6 Set Mats and pipe racks. Load 102 joints of 4" XT-39 Drill Pipe on racks.
Strap drill pipe.

12:30 1.00 7.50 9 Serviced rig and Power Catwalk.
13:30 5.50 13.00 6 RIH picking up 102 joints of 4", XT-39 Drill Pipe.
19:00 1.50 14.50 6 Trip out of hole standing back 34 stands of 4" Drill Pipe.
20:30 2.00 16.50 6 Strap BHA and 45 Joints of 4" HWDP.
22:30 1.00 17.50 6 Install Wear Bushing. Length 8.0" x 6-3/8" l.D. x 7.0" O.D.
23:30 0.50 18.00 6 M/IJ Bit, Bit Sub, Casing Scraper, Brush and magnet BHA.
00:00 2.00 20.00 6 RIH to 1,415' picking up 45 Joints of 4" HWDP.
02:00 4.00 24.00 6 RIH from 1,415' to 4,600' picking up 4"XT-39 Drill Pipe.

Mud Check: <depth>ftKB, 1/4/2014 03:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/4/2014 14.00 63 20.0 10.000 10.000 11.000 3.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

27.5 82.5/17.5
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Mud Check: 5,400.0ftKB, 2/4/2014 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/4/2014 5,400.0 14.30 73 22.0 14.000 10.000 12.000 3.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

28.5 82.5/17.5
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8
8/10/2007 Conductor
11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8
12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184

Page 1/2 Report Printed:

Sundry Number: 48308 API Well Number: 43019314490000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/5/2014
Report #: 8, DFS: -0.79

Well Name: Cane Creek 8-1 Daily Depth Progress:
APllUWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 1/28/2014 06:00 2/20/2014 18:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

175.45 15.35 26.0 49.1 14.0 34.12 65.88
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,665.0 5,010.0 5,006.3
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

2/4/2014 06:00 2/5/2014 06:00 -0.79 0.0 0.0
Operations at Report Time

RIH picking up 4" Drill Pipe.
Operations Summary

Installed Rotary Hose and Bumper Hose. Test Mud Line, Standpipe and hoses. R/D Tester. RIH picking up 102 Joints of 4" XT-39 Drill Pipe. POH racking back
34 stands of Drill Pipe. Install Wear Bushing. M/U BHA, RIH picking up 4" HWDP & Drill Pipe.
Operations Next Report Period

Trips
Weather Wellbore

Cloudy Re-Entry #3
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (281) 705-4881

Sam Loredo Company Man / WSL (970) 986-4401

Delbert Sullivan Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 1 Complete installation of Catch Pan.

07:00 3.00 4.00 8 Replace Kelly Hose and Bumper Hose.

10:00 1.50 5.50 15 M/U Test Joint. Test Standpipe, Kelly Hose, and mudline. R/D Test
equipment.

11:30 1.00 6.50 6 Set Mats and pipe racks. Load 102 jointsof 4" XT-39 Drill Pipe on racks.
Strap drill pipe.

12:30 1.00 7.50 9 Serviced rig and Power Catwalk.

13:30 5.50 13.00 6 RIH picking up 102 jointsof 4", XT-39 Drill Pipe.

19:00 1.50 14.50 6 Trip out of hole standing back 34 stands of 4" Drill Pipe.

20:30 2.00 16.50 6 Strap BHA and 45 Joints of 4" HWDP.

22:30 1.00 17.50 6 Install Wear Bushing. Length 8.0" x 6-3/8" l.D. x 7.0" O.D.

23:30 0.50 18.00 6 M/IJ Bit, Bit Sub, Casing Scraper, Brush and magnet BHA.

00:00 2.00 20.00 6 RIH to 1,415' picking up 45 Joints of 4" HWDP.

02:00 4.00 24.00 6 RIH from 1,415' to 4,600' picking up 4"XT-39 Drill Pipe.

Mud Check: <depth>ftKB, 1/4/2014 03:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/4/2014 14.00 63 20.0 10.000 10.000 11.000 3.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

27.5 82.5/17.5
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Mud Check: 5,400.0ftKB, 2/4/2014 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/4/2014 5,400.0 14.30 73 22.0 14.000 10.000 12.000 3.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

28.5 82.5/17.5
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8

8/10/2007 Conductor

11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8

12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184

Page 1/2 Report Printed:

Sundry Number: 48308 API Well Number: 43019314490000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/5/2014
Report #: 8, DFS: -0.79

Well Name: Cane Creek 8-1 Daily Depth Progress:
APllUWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 1/28/2014 06:00 2/20/2014 18:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

175.45 15.35 26.0 49.1 14.0 34.12 65.88
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,665.0 5,010.0 5,006.3
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

2/4/2014 06:00 2/5/2014 06:00 -0.79 0.0 0.0
Operations at Report Time

RIH picking up 4" Drill Pipe.
Operations Summary

Installed Rotary Hose and Bumper Hose. Test Mud Line, Standpipe and hoses. R/D Tester. RIH picking up 102 Joints of 4" XT-39 Drill Pipe. POH racking back
34 stands of Drill Pipe. Install Wear Bushing. M/U BHA, RIH picking up 4" HWDP & Drill Pipe.
Operations Next Report Period

Trips
Weather Wellbore

Cloudy Re-Entry #3
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (281) 705-4881

Sam Loredo Company Man / WSL (970) 986-4401

Delbert Sullivan Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 1 Complete installation of Catch Pan.

07:00 3.00 4.00 8 Replace Kelly Hose and Bumper Hose.

10:00 1.50 5.50 15 M/U Test Joint. Test Standpipe, Kelly Hose, and mudline. R/D Test
equipment.

11:30 1.00 6.50 6 Set Mats and pipe racks. Load 102 jointsof 4" XT-39 Drill Pipe on racks.
Strap drill pipe.

12:30 1.00 7.50 9 Serviced rig and Power Catwalk.

13:30 5.50 13.00 6 RIH picking up 102 jointsof 4", XT-39 Drill Pipe.

19:00 1.50 14.50 6 Trip out of hole standing back 34 stands of 4" Drill Pipe.

20:30 2.00 16.50 6 Strap BHA and 45 Joints of 4" HWDP.

22:30 1.00 17.50 6 Install Wear Bushing. Length 8.0" x 6-3/8" l.D. x 7.0" O.D.

23:30 0.50 18.00 6 M/IJ Bit, Bit Sub, Casing Scraper, Brush and magnet BHA.

00:00 2.00 20.00 6 RIH to 1,415' picking up 45 Joints of 4" HWDP.

02:00 4.00 24.00 6 RIH from 1,415' to 4,600' picking up 4"XT-39 Drill Pipe.

Mud Check: <depth>ftKB, 1/4/2014 03:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/4/2014 14.00 63 20.0 10.000 10.000 11.000 3.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

27.5 82.5/17.5
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Mud Check: 5,400.0ftKB, 2/4/2014 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/4/2014 5,400.0 14.30 73 22.0 14.000 10.000 12.000 3.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

28.5 82.5/17.5
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8

8/10/2007 Conductor

11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8

12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184

Page 1/2 Report Printed:

Sundry Number: 48308 API Well Number: 43019314490000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/5/2014
Report #: 8, DFS: -0.79

Well Name: Cane Creek 8-1 Daily Depth Progress:
APllUWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 10/22/2007 00:00 12/20/2007 17:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 1/28/2014 06:00 2/20/2014 18:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

175.45 15.35 26.0 49.1 14.0 34.12 65.88
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,665.0 5,010.0 5,006.3
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

2/4/2014 06:00 2/5/2014 06:00 -0.79 0.0 0.0
Operations at Report Time

RIH picking up 4" Drill Pipe.
Operations Summary

Installed Rotary Hose and Bumper Hose. Test Mud Line, Standpipe and hoses. R/D Tester. RIH picking up 102 Joints of 4" XT-39 Drill Pipe. POH racking back
34 stands of Drill Pipe. Install Wear Bushing. M/U BHA, RIH picking up 4" HWDP & Drill Pipe.
Operations Next Report Period

Trips
Weather Wellbore

Cloudy Re-Entry #3
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (281) 705-4881

Sam Loredo Company Man / WSL (970) 986-4401

Delbert Sullivan Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 1 Complete installation of Catch Pan.

07:00 3.00 4.00 8 Replace Kelly Hose and Bumper Hose.

10:00 1.50 5.50 15 M/U Test Joint. Test Standpipe, Kelly Hose, and mudline. R/D Test
equipment.

11:30 1.00 6.50 6 Set Mats and pipe racks. Load 102 jointsof 4" XT-39 Drill Pipe on racks.
Strap drill pipe.

12:30 1.00 7.50 9 Serviced rig and Power Catwalk.

13:30 5.50 13.00 6 RIH picking up 102 jointsof 4", XT-39 Drill Pipe.

19:00 1.50 14.50 6 Trip out of hole standing back 34 stands of 4" Drill Pipe.

20:30 2.00 16.50 6 Strap BHA and 45 Joints of 4" HWDP.

22:30 1.00 17.50 6 Install Wear Bushing. Length 8.0" x 6-3/8" l.D. x 7.0" O.D.

23:30 0.50 18.00 6 M/U Bit, Bit Sub, Casing Scraper, Brush and magnet BHA.

00:00 2.00 20.00 6 RIH to 1,415' picking up 45 Joints of 4" HWDP.

02:00 4.00 24.00 6 RIH from 1,415' to 4,600' picking up 4"XT-39 Drill Pipe.

Mud Check: <depth>ftKB, 4/4/2014 03:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/4/2014 14.00 63 20.0 10.000 10.000 11.000 3.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

27.5 82.5/17.5
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Mud Check: 5,400.0ftKB, 2/4/2014 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/4/2014 5,400.0 14.30 73 22.0 14.000 10.000 12.000 3.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

28.5 82.5/17.5
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8

8/10/2007 Conductor

11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8

12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184

Page 1/2 Report Printed:

Sundry Number: 48308 API Well Number: 43019314490000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/5/2014
Report #: 8, DFS: -0.79

Well Name: Cane Creek 8-1 Daily Depth Progress:
APllUWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 10/22/2007 00:00 12/20/2007 17:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 1/28/2014 06:00 2/20/2014 18:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

175.45 15.35 26.0 49.1 14.0 34.12 65.88
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,665.0 5,010.0 5,006.3
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

2/4/2014 06:00 2/5/2014 06:00 -0.79 0.0 0.0
Operations at Report Time

RIH picking up 4" Drill Pipe.
Operations Summary

Installed Rotary Hose and Bumper Hose. Test Mud Line, Standpipe and hoses. R/D Tester. RIH picking up 102 Joints of 4" XT-39 Drill Pipe. POH racking back
34 stands of Drill Pipe. Install Wear Bushing. M/U BHA, RIH picking up 4" HWDP & Drill Pipe.
Operations Next Report Period

Trips
Weather Wellbore

Cloudy Re-Entry #3
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (281) 705-4881

Sam Loredo Company Man / WSL (970) 986-4401

Delbert Sullivan Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 1 Complete installation of Catch Pan.

07:00 3.00 4.00 8 Replace Kelly Hose and Bumper Hose.

10:00 1.50 5.50 15 M/U Test Joint. Test Standpipe, Kelly Hose, and mudline. R/D Test
equipment.

11:30 1.00 6.50 6 Set Mats and pipe racks. Load 102 jointsof 4" XT-39 Drill Pipe on racks.
Strap drill pipe.

12:30 1.00 7.50 9 Serviced rig and Power Catwalk.

13:30 5.50 13.00 6 RIH picking up 102 jointsof 4", XT-39 Drill Pipe.

19:00 1.50 14.50 6 Trip out of hole standing back 34 stands of 4" Drill Pipe.

20:30 2.00 16.50 6 Strap BHA and 45 Joints of 4" HWDP.

22:30 1.00 17.50 6 Install Wear Bushing. Length 8.0" x 6-3/8" l.D. x 7.0" O.D.

23:30 0.50 18.00 6 M/U Bit, Bit Sub, Casing Scraper, Brush and magnet BHA.

00:00 2.00 20.00 6 RIH to 1,415' picking up 45 Joints of 4" HWDP.

02:00 4.00 24.00 6 RIH from 1,415' to 4,600' picking up 4"XT-39 Drill Pipe.

Mud Check: <depth>ftKB, 4/4/2014 03:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/4/2014 14.00 63 20.0 10.000 10.000 11.000 3.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

27.5 82.5/17.5
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Mud Check: 5,400.0ftKB, 2/4/2014 14:00
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Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)
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Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)
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FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/5/2014
Report #: 8, DFS: -0.79
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RECEIVED: Mar. 03, 2014

Page  2/2

Well Name: Cane Creek 8-1

Report Printed:   3/3/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31449
Excaliber ID

74*23557
Well Area

Paradox
Basin Regulatory Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Graded Ground Elevation  (ft) KB-Ground Distance (ft) Spud Date

10/22/2007 00:00
Rig Release Date

12/20/2007 17:00
Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in) ID Nom Min (in)

2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826

Report for: 2/5/2014
Report #: 8, DFS: -0.79
Daily Depth Progress:

Sundry Number: 48308 API Well Number: 43019314490000Sundry Number: 48308 API Well Number: 43019314490000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/5/2014
Report #: 8, DFS: -0.79

Well Name: Cane Creek 8-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)
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RECEIVED: Mar. 03, 2014

Page  1/2

Well Name: Cane Creek 8-1

Report Printed:   3/3/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31449
Excaliber ID

74*23557
Well Area

Paradox
Basin Regulatory Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Graded Ground Elevation  (ft) KB-Ground Distance (ft) Spud Date

10/22/2007 00:00
Rig Release Date

12/20/2007 17:00
Operator

Fidelity E&P
Surface Legal Location

Rig

Nabors Drilling  
M40

Company Man\Well Site Lead

Paul Roberts
Rig Email Address

NaborsM40@Fidelityepco.com
Rig Phone Number

(970) 986-4401
Rig Release Previous Well

1/28/2014 06:00
Rig Release Date

2/20/2014 18:00

Drilling Hours (hr)

175.45
Circulating Hours (hr)

15.35
Job ROP (ft/hr)

26.0
Job ROP Rotating (ft/hr)

49.1
Job ROP Sliding (ft/hr)

14.0
Job Rotating % (%)

34.12
Total Job Percent Sliding (%)

65.88
Target Depth (ftKB)

9,665.0
Kick Off Date Kick Off Depth (ftKB)

5,010.0
Kick Off Depth  (TVD) (ftKB)

5,006.3
Daily Operations
Report Start Date

2/5/2014 06:00
Report End Date

2/6/2014 06:00
Days From Spud (days)

0.21
Start Depth (ftKB)

5,000.0
End Depth (ftKB)

5,020.0
Daily Depth Progress (ft)

20.00
Operations at Report Time

Circulate bottoms up.
Operations Summary

RIH picking up 4" Drill Pipe to 5,200'. Changed well over to 13.4 ppg OBM. POH L/D BHA. M/U Whipstock Assembly. TIH with whipstock assembly to5000'.  
Orient whipstock, set anchor. Milled window from 5,000' to 5,010'. Drill formation from 5,010' to 5,020'. Circulate bottoms up.  
Operations Next Report Period

Drilling
Weather

Cloudy
Wellbore

Re-Entry #3
Daily Contacts

Job Contact Position Office

Paul Roberts Company Man / WSL (281) 705-4881

Sam Loredo Company Man / WSL (970) 986-4401

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 6 RIH to 5,200' picking up 4" Xt-39 Drill Pipe.

07:00 1.50 2.50 6 Removed Trip Nipple. Stabbed drill pipe through new Rotating Head  
Element. Seat Rotating Head Element.  

08:30 2.00 4.50 5 Displaced water out of hole with 13.4 ppg OBM.

10:30 3.00 7.50 6 Trip out of hole. L/D Clean Out BHA.

13:30 2.50 10.00 6 M/U Whipstock BHA.

16:00 2.00 12.00 6 Trip in hole with Whipstock Assembly to 1,472' at 2 minutes per stand.

18:00 2.00 14.00 6 Trip in hole from 1,472' to 3,654'.

20:00 1.00 15.00 10 Held safety meeting with Gyro Data. R/U Sheaves and wireline.

21:00 1.50 16.50 6 Trip in hole from 3,654' to 5,020'. Position Top of Whipstock at 5,000' and  
bottom of ramp at 5,010'.  

5,000.0 5,000.0

22:30 2.00 18.50 10 R/U Gyro Data. Ran in with Gyro Survey Tools and latched into UBHO sub.  
Oriented whipstock face to 39.8 Deg. POH with Gyro Survey. R/D Wireline  
Equipment.  

5,000.0 5,000.0

00:30 0.50 19.00 5 Pressured up on string to 1850 psi 5 times. Pressured to 4300 psi. set 15K  
downweight. Pulled up 15K to confirm whipstock anchor is set. Pulled 35K  
to shear off of whipstock.  

5,000.0 5,000.0

01:00 2.50 21.50 2 Mill window in 7" Casing from 5,000' to 5,010'. 5,000.0 5,010.0

03:30 1.50 23.00 2 Drilled formation from 5,010' to 5,020'. 5,010.0 5,020.0

05:00 1.00 24.00 5 Circulate bottoms up. Spot LCM pill. 5,020.0 5,020.0

Mud Check: 5,200.0ftKB, 2/5/2014 14:00
Date

2/5/2014
Depth (ftKB)

5,200.0
Density (lb/gal)

13.40
Vis (s/qt)

53
PV OR (Pa•s)

16.0
YP OR (lbf/1…

11.000
Gel (10s) (lbf…

7.000
Gel (10m) (lb…

9.000
Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat…

3.0
HTHP FC (1…

2
MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L)

3.400
Calcium (mg/L)

2.500
Pot (mg/L) Lime (lb/bbl) Solids (%)

25.5
CaCl (ppm) Oil Water Ratio

83.9/16.1
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr… T Flowline (°F) Comment

Mud Check: <depth>ftKB, 2/5/2014 22:59
Date

2/5/2014
Depth (ftKB) Density (lb/gal)

13.70
Vis (s/qt)

60
PV OR (Pa•s)

17.0
YP OR (lbf/1…

8.000
Gel (10s) (lbf…

7.000
Gel (10m) (lb…

9.000
Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat…

3.0
HTHP FC (1…

2
MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L)

3.500
Calcium (mg/L)

2.600
Pot (mg/L) Lime (lb/bbl) Solids (%)

26.0
CaCl (ppm) Oil Water Ratio

83.9/16.1
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr… T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB)

5,000.0
Depth Out (ft…

5,020.0
Drilled (ft)

20.00
Date In

2/6/2014 01:00
Date Out

2/6/2014 06:00
Drill Time (hr)

4.00
BHA ROP (ft/hr)

5.0
Rot Time (hr)

4.00
Slide Time (hr) % Slide Time … % Rot Time (%)

100.00

Report for: 2/6/2014
Report #: 9, DFS: 0.21

Daily Depth Progress: 20.00

Sundry Number: 48308 API Well Number: 43019314490000Sundry Number: 48308 API Well Number: 43019314490000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/6/2014
Report #: 9, DFS: 0.21

Well Name: Cane Creek 8-1 Daily Depth Progress: 20.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 1/28/2014 06:00 2/20/2014 18:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

175.45 15.35 26.0 49.1 14.0 34.12 65.88
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,665.0 5,010.0 5,006.3
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

2/5/2014 06:00 2/6/2014 06:00 0.21 5,000.0 5,020.0 20.00
Operations at Report Time

Circulate bottoms up.
Operations Summary

RIH picking up 4" Drill Pipe to 5,200'. Changed well over to 13.4 ppg OBM. POH L/D BHA. M/U Whipstock Assembly. TlH with whipstock assembly to5000'.
Orient whipstock, set anchor. Milled window from 5,000' to 5,010'. Drill formation from 5,010' to 5,020'. Circulate bottoms up.
Operations Next Report Period

Drilling
Weather Wellbore

Cloudy Re-Entry #3
Daily Contacts

Job Contact Position Offce

Paul Roberts Company Man / WSL (281) 705-4881

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 6 RIH to 5,200' picking up 4" Xt-39 Drill Pipe.
07:00 1.50 2.50 6 Removed Trip Nipple. Stabbed drill pipe through new Rotating Head

Element. Seat Rotating Head Element.

08:30 2.00 4.50 5 Displaced water out of hole with 13.4 ppg OBM.
10:30 3.00 7.50 6 Trip out of hole. L/D Clean Out BHA.
13:30 2.50 10.00 6 M/U Whipstock BHA.
16:00 2.00 12.00 6 Trip in hole with Whipstock Assembly to 1,472' at 2 minutes per stand.
18:00 2.00 14.00 6 Trip in hole from 1,472' to 3,654'.
20:00 1.00 15.00 10 Held safety meeting with Gyro Data. RIU Sheaves and wireline.
21:00 1.50 16.50 6 Trip in hole from 3,654' to 5,020'. Position Top of Whipstock at 5,000' and 5,000.0 5,000.0

bottom of ramp at 5,010'.

22:30 2.00 18.50 10 RIU Gyro Data. Ran in with Gyro Survey Tools and latched into UBHO sub. 5,000.0 5,000.0
Oriented whipstock face to 39.8 Deg. POH with Gyro Survey. RID Wireline
Equipment.

00:30 0.50 19.00 5 Pressured up on string to 1850 psi 5 times. Pressured to 4300 psi. set 15K 5,000.0 5,000.0
downweight. Pulled up 15K to confirm whipstock anchor is set. Pulled 35K
to shear off of whipstock.

01:00 2.50 21.50 2 Mill window in 7" Casing from 5,000' to 5,010'. 5,000.0 5,010.0
03:30 1.50 23.00 2 Drilled formation from 5,010' to 5,020'. 5,010.0 5,020.0
05:00 1.00 24.00 5 Circulate bottoms up. Spot LCM pill. 5,020.0 5,020.0

Mud Check: 5,200.0ftKB, 2/5/2014 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/5/2014 5,200.0 13.40 53 16.0 11.000 7.000 9.000 3.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

3.400 2.500 25.5 83.9/16.1
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Mud Check: <depth>ftKB, 2/5/2014 22:59
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/5/2014 13.70 60 17.0 8.000 7.000 9.000 3.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

3.500 2.600 26.0 83.9/16.1
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

5,000.0 5,020.0 20.00 2/6/2014 01:00 2/6/2014 06:00 4.00 5.0 4.00 100.00
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Operations Summary

RIH picking up 4" Drill Pipe to 5,200'. Changed well over to 13.4 ppg OBM. POH L/D BHA. M/U Whipstock Assembly. TlH with whipstock assembly to5000'.
Orient whipstock, set anchor. Milled window from 5,000' to 5,010'. Drill formation from 5,010' to 5,020'. Circulate bottoms up.
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Weather Wellbore
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Daily Contacts
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Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 6 RIH to 5,200' picking up 4" Xt-39 Drill Pipe.

07:00 1.50 2.50 6 Removed Trip Nipple. Stabbed drill pipe through new Rotating Head
Element. Seat Rotating Head Element.

08:30 2.00 4.50 5 Displaced water out of hole with 13.4 ppg OBM.

10:30 3.00 7.50 6 Trip out of hole. L/D Clean Out BHA.

13:30 2.50 10.00 6 M/U Whipstock BHA.

16:00 2.00 12.00 6 Trip in hole with Whipstock Assembly to 1,472' at 2 minutes per stand.

18:00 2.00 14.00 6 Trip in hole from 1,472' to 3,654'.

20:00 1.00 15.00 10 Held safety meeting with Gyro Data. RIU Sheaves and wireline.

21:00 1.50 16.50 6 Trip in hole from 3,654' to 5,020'. Position Top of Whipstock at 5,000' and 5,000.0 5,000.0
bottom of ramp at 5,010'.

22:30 2.00 18.50 10 RIU Gyro Data. Ran in with Gyro Survey Tools and latched into UBHO sub. 5,000.0 5,000.0
Oriented whipstock face to 39.8 Deg. POH with Gyro Survey. RID Wireline
Equipment.

00:30 0.50 19.00 5 Pressured up on string to 1850 psi 5 times. Pressured to 4300 psi. set 15K 5,000.0 5,000.0
downweight. Pulled up 15K to confirm whipstock anchor is set. Pulled 35K
to shear off of whipstock.

01:00 2.50 21.50 2 Mill window in 7" Casing from 5,000' to 5,010'. 5,000.0 5,010.0

03:30 1.50 23.00 2 Drilled formation from 5,010' to 5,020'. 5,010.0 5,020.0
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RIH picking up 4" Drill Pipe to 5,200'. Changed well over to 13.4 ppg OBM. POH L/D BHA. M/U Whipstock Assembly. TlH with whipstock assembly to5000'.
Orient whipstock, set anchor. Milled window from 5,000' to 5,010'. Drill formation from 5,010' to 5,020'. Circulate bottoms up.
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Weather Wellbore
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Daily Contacts

Job Contact Position Offce

Paul Roberts Company Man / WSL (281) 705-4881

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 6 RIH to 5,200' picking up 4" Xt-39 Drill Pipe.

07:00 1.50 2.50 6 Removed Trip Nipple. Stabbed drill pipe through new Rotating Head
Element. Seat Rotating Head Element.

08:30 2.00 4.50 5 Displaced water out of hole with 13.4 ppg OBM.

10:30 3.00 7.50 6 Trip out of hole. L/D Clean Out BHA.

13:30 2.50 10.00 6 M/U Whipstock BHA.

16:00 2.00 12.00 6 Trip in hole with Whipstock Assembly to 1,472' at 2 minutes per stand.

18:00 2.00 14.00 6 Trip in hole from 1,472' to 3,654'.

20:00 1.00 15.00 10 Held safety meeting with Gyro Data. RIU Sheaves and wireline.

21:00 1.50 16.50 6 Trip in hole from 3,654' to 5,020'. Position Top of Whipstock at 5,000' and 5,000.0 5,000.0
bottom of ramp at 5,010'.

22:30 2.00 18.50 10 RIU Gyro Data. Ran in with Gyro Survey Tools and latched into UBHO sub. 5,000.0 5,000.0
Oriented whipstock face to 39.8 Deg. POH with Gyro Survey. RID Wireline
Equipment.

00:30 0.50 19.00 5 Pressured up on string to 1850 psi 5 times. Pressured to 4300 psi. set 15K 5,000.0 5,000.0
downweight. Pulled up 15K to confirm whipstock anchor is set. Pulled 35K
to shear off of whipstock.

01:00 2.50 21.50 2 Mill window in 7" Casing from 5,000' to 5,010'. 5,000.0 5,010.0

03:30 1.50 23.00 2 Drilled formation from 5,010' to 5,020'. 5,010.0 5,020.0

05:00 1.00 24.00 5 Circulate bottoms up. Spot LCM pill. 5,020.0 5,020.0
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Cum Dur
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06:00 1.00 1.00 6 RIH to 5,200' picking up 4" Xt-39 Drill Pipe.

07:00 1.50 2.50 6 Removed Trip Nipple. Stabbed drill pipe through new Rotating Head
Element. Seat Rotating Head Element.

08:30 2.00 4.50 5 Displaced water out of hole with 13.4 ppg OBM.

10:30 3.00 7.50 6 Trip out of hole. L/D Clean Out BHA.

13:30 2.50 10.00 6 M/U Whipstock BHA.

16:00 2.00 12.00 6 Trip in hole with Whipstock Assembly to 1,472' at 2 minutes per stand.

18:00 2.00 14.00 6 Trip in hole from 1,472' to 3,654'.

20:00 1.00 15.00 10 Held safety meeting with Gyro Data. RIU Sheaves and wireline.

21:00 1.50 16.50 6 Trip in hole from 3,654' to 5,020'. Position Top of Whipstock at 5,000' and 5,000.0 5,000.0
bottom of ramp at 5,010'.

22:30 2.00 18.50 10 RIU Gyro Data. Ran in with Gyro Survey Tools and latched into UBHO sub. 5,000.0 5,000.0
Oriented whipstock face to 39.8 Deg. POH with Gyro Survey. RID Wireline
Equipment.

00:30 0.50 19.00 5 Pressured up on string to 1850 psi 5 times. Pressured to 4300 psi. set 15K 5,000.0 5,000.0
downweight. Pulled up 15K to confirm whipstock anchor is set. Pulled 35K
to shear off of whipstock.
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Paul Roberts Company Man / WSL (281) 705-4881

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 6 RIH to 5,200' picking up 4" Xt-39 Drill Pipe.

07:00 1.50 2.50 6 Removed Trip Nipple. Stabbed drill pipe through new Rotating Head
Element. Seat Rotating Head Element.

08:30 2.00 4.50 5 Displaced water out of hole with 13.4 ppg OBM.

10:30 3.00 7.50 6 Trip out of hole. L/D Clean Out BHA.

13:30 2.50 10.00 6 M/U Whipstock BHA.

16:00 2.00 12.00 6 Trip in hole with Whipstock Assembly to 1,472' at 2 minutes per stand.

18:00 2.00 14.00 6 Trip in hole from 1,472' to 3,654'.

20:00 1.00 15.00 10 Held safety meeting with Gyro Data. RIU Sheaves and wireline.

21:00 1.50 16.50 6 Trip in hole from 3,654' to 5,020'. Position Top of Whipstock at 5,000' and 5,000.0 5,000.0
bottom of ramp at 5,010'.

22:30 2.00 18.50 10 RIU Gyro Data. Ran in with Gyro Survey Tools and latched into UBHO sub. 5,000.0 5,000.0
Oriented whipstock face to 39.8 Deg. POH with Gyro Survey. RID Wireline
Equipment.

00:30 0.50 19.00 5 Pressured up on string to 1850 psi 5 times. Pressured to 4300 psi. set 15K 5,000.0 5,000.0
downweight. Pulled up 15K to confirm whipstock anchor is set. Pulled 35K
to shear off of whipstock.

01:00 2.50 21.50 2 Mill window in 7" Casing from 5,000' to 5,010'. 5,000.0 5,010.0

03:30 1.50 23.00 2 Drilled formation from 5,010' to 5,020'. 5,010.0 5,020.0

05:00 1.00 24.00 5 Circulate bottoms up. Spot LCM pill. 5,020.0 5,020.0

Mud Check: 5,200.0ftKB, 2/5/2014 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/5/2014 5,200.0 13.40 53 16.0 11.000 7.000 9.000 3.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

3.400 2.500 25.5 83.9/16.1
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Mud Check: <depth>ftKB, 2/5/2014 22:59
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/5/2014 13.70 60 17.0 8.000 7.000 9.000 3.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

3.500 2.600 26.0 83.9/16.1
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

5,000.0 5,020.0 20.00 2/6/2014 01:00 2/6/2014 06:00 4.00 5.0 4.00 100.00

Page 1/2 Report Printed:

Sundry Number: 48308 API Well Number: 43019314490000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/6/2014
Report #: 9, DFS: 0.21

Well Name: Cane Creek 8-1 Daily Depth Progress: 20.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 1/28/2014 06:00 2/20/2014 18:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

175.45 15.35 26.0 49.1 14.0 34.12 65.88
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,665.0 5,010.0 5,006.3
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

2/5/2014 06:00 2/6/2014 06:00 0.21 5,000.0 5,020.0 20.00
Operations at Report Time

Circulate bottoms up.
Operations Summary

RIH picking up 4" Drill Pipe to 5,200'. Changed well over to 13.4 ppg OBM. POH L/D BHA. M/U Whipstock Assembly. TlH with whipstock assembly to5000'.
Orient whipstock, set anchor. Milled window from 5,000' to 5,010'. Drill formation from 5,010' to 5,020'. Circulate bottoms up.
Operations Next Report Period

Drilling
Weather Wellbore

Cloudy Re-Entry #3
Daily Contacts

Job Contact Position Offce

Paul Roberts Company Man / WSL (281) 705-4881

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 6 RIH to 5,200' picking up 4" Xt-39 Drill Pipe.

07:00 1.50 2.50 6 Removed Trip Nipple. Stabbed drill pipe through new Rotating Head
Element. Seat Rotating Head Element.

08:30 2.00 4.50 5 Displaced water out of hole with 13.4 ppg OBM.

10:30 3.00 7.50 6 Trip out of hole. L/D Clean Out BHA.

13:30 2.50 10.00 6 M/U Whipstock BHA.

16:00 2.00 12.00 6 Trip in hole with Whipstock Assembly to 1,472' at 2 minutes per stand.

18:00 2.00 14.00 6 Trip in hole from 1,472' to 3,654'.

20:00 1.00 15.00 10 Held safety meeting with Gyro Data. RIU Sheaves and wireline.

21:00 1.50 16.50 6 Trip in hole from 3,654' to 5,020'. Position Top of Whipstock at 5,000' and 5,000.0 5,000.0
bottom of ramp at 5,010'.

22:30 2.00 18.50 10 RIU Gyro Data. Ran in with Gyro Survey Tools and latched into UBHO sub. 5,000.0 5,000.0
Oriented whipstock face to 39.8 Deg. POH with Gyro Survey. RID Wireline
Equipment.

00:30 0.50 19.00 5 Pressured up on string to 1850 psi 5 times. Pressured to 4300 psi. set 15K 5,000.0 5,000.0
downweight. Pulled up 15K to confirm whipstock anchor is set. Pulled 35K
to shear off of whipstock.

01:00 2.50 21.50 2 Mill window in 7" Casing from 5,000' to 5,010'. 5,000.0 5,010.0

03:30 1.50 23.00 2 Drilled formation from 5,010' to 5,020'. 5,010.0 5,020.0

05:00 1.00 24.00 5 Circulate bottoms up. Spot LCM pill. 5,020.0 5,020.0

Mud Check: 5,200.0ftKB, 2/5/2014 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/5/2014 5,200.0 13.40 53 16.0 11.000 7.000 9.000 3.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

3.400 2.500 25.5 83.9/16.1
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Mud Check: <depth>ftKB, 2/5/2014 22:59
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/5/2014 13.70 60 17.0 8.000 7.000 9.000 3.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

3.500 2.600 26.0 83.9/16.1
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

5,000.0 5,020.0 20.00 2/6/2014 01:00 2/6/2014 06:00 4.00 5.0 4.00 100.00
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RECEIVED: Mar. 03, 2014

Page  2/2

Well Name: Cane Creek 8-1

Report Printed:   3/3/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31449
Excaliber ID

74*23557
Well Area

Paradox
Basin Regulatory Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Graded Ground Elevation  (ft) KB-Ground Distance (ft) Spud Date

10/22/2007 00:00
Rig Release Date

12/20/2007 17:00
Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in) ID Nom Min (in)

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8

8/10/2007 Conductor

11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8

12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184

2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826

Report for: 2/6/2014
Report #: 9, DFS: 0.21

Daily Depth Progress: 20.00

Sundry Number: 48308 API Well Number: 43019314490000Sundry Number: 48308 API Well Number: 43019314490000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/6/2014
Report #: 9, DFS: 0.21

Well Name: Cane Creek 8-1 Daily Depth Progress: 20.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8
8/10/2007 Conductor
11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8
12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184
2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826
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RECEIVED: Mar. 03, 2014

Page  1/1

Well Name: Cane Creek 8-1

Report Printed:   3/3/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31449
Excaliber ID

74*23557
Well Area

Paradox
Basin Regulatory Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Graded Ground Elevation  (ft) KB-Ground Distance (ft) Spud Date

10/22/2007 00:00
Rig Release Date

12/20/2007 17:00
Operator

Fidelity E&P
Surface Legal Location

Rig

Nabors Drilling  
M40

Company Man\Well Site Lead

Paul Roberts
Rig Email Address

NaborsM40@Fidelityepco.com
Rig Phone Number

(970) 986-4401
Rig Release Previous Well

1/28/2014 06:00
Rig Release Date

2/20/2014 18:00

Drilling Hours (hr)

175.45
Circulating Hours (hr)

15.35
Job ROP (ft/hr)

26.0
Job ROP Rotating (ft/hr)

49.1
Job ROP Sliding (ft/hr)

14.0
Job Rotating % (%)

34.12
Total Job Percent Sliding (%)

65.88
Target Depth (ftKB)

9,665.0
Kick Off Date Kick Off Depth (ftKB)

5,010.0
Kick Off Depth  (TVD) (ftKB)

5,006.3
Daily Operations
Report Start Date

2/6/2014 06:00
Report End Date

2/7/2014 06:00
Days From Spud (days)

1.21
Start Depth (ftKB)

5,020.0
End Depth (ftKB)

5,020.0
Daily Depth Progress (ft)

0.00
Operations at Report Time

Troubleshoot electrical problems on Top Drive.
Operations Summary

Formation Integrity test ot 18.0 ppg RMW. Pump Dry Job. POH L/D BHA. M/U Directional BHA, RIH to 2,384'. Troubleshoot Encoder electrical problems on Top  
Drive.
Operations Next Report Period

Drilling
Weather

Cloudy
Wellbore

Re-Entry #3
Daily Contacts

Job Contact Position Office

Paul Roberts Company Man / WSL (281) 705-4881

Sam Loredo Company Man / WSL (970) 986-4401

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 5 Performed F.I.T. to 18.0 ppg EMW. Good Test. Pumped dry job. 5,020.0 5,020.0

07:00 1.50 2.50 6 Trip out of hole from 5,020' to 1,400'. 5,020.0 5,020.0

08:30 0.50 3.00 6 Removed Rotating Head Element and Installed Trip Nipple. 5,020.0 5,020.0

09:00 1.00 4.00 6 Trip out of hole from 1,400' to BHA. 5,020.0 5,020.0

10:00 1.50 5.50 6 L/D Milling Assembly. 5,020.0 5,020.0

11:30 2.50 8.00 6 M/U Directional BHA, orient BHA. Shallow test MWD. 5,020.0 5,020.0

14:00 1.50 9.50 6 M/U Bit, M/U Monels, XO's, and Exciter. 5,020.0 5,020.0

15:30 0.50 10.00 6 Removed Trip Nipple and installed Rotating Head Element. 5,020.0 5,020.0

16:00 2.00 12.00 6 Trip in hole to 2,383'. 5,020.0 5,020.0

18:00 6.00 18.00 8 Troubleshoot Top Drive electrical problems. 5,020.0 5,020.0

00:00 6.00 24.00 8 Troubleshoot Top Drive electrical problems. 5,020.0 5,020.0

Mud Check: 5,020.0ftKB, 2/6/2014 14:00
Date

2/6/2014
Depth (ftKB)

5,020.0
Density (lb/gal)

13.90
Vis (s/qt)

53
PV OR (Pa•s)

19.0
YP OR (lbf/1…

13.000
Gel (10s) (lbf…

9.000
Gel (10m) (lb…

10.000
Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat…

3.0
HTHP FC (1…

2
MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L)

10,000.000
Pot (mg/L) Lime (lb/bbl) Solids (%)

26.5
CaCl (ppm) Oil Water Ratio

83.7/16.3
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr… T Flowline (°F) Comment

Mud Check: <depth>ftKB, 2/6/2014 23:59
Date

2/6/2014
Depth (ftKB) Density (lb/gal)

13.90
Vis (s/qt)

58
PV OR (Pa•s)

19.0
YP OR (lbf/1…

13.000
Gel (10s) (lbf…

9.000
Gel (10m) (lb…

10.000
Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat…

3.0
HTHP FC (1…

2
MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L)

10,000.000
Pot (mg/L) Lime (lb/bbl) Solids (%)

26.5
CaCl (ppm) Oil Water Ratio

83.7/16.3
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr… T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB)

5,000.0
Depth Out (ft…

5,020.0
Drilled (ft)

20.00
Date In

2/6/2014 01:00
Date Out

2/6/2014 06:00
Drill Time (hr)

4.00
BHA ROP (ft/hr)

5.0
Rot Time (hr)

4.00
Slide Time (hr) % Slide Time … % Rot Time (%)

100.00
Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in) ID Nom Min (in)

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8

8/10/2007 Conductor

11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8

12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184

2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826

Report for: 2/7/2014
Report #: 10, DFS: 1.21

Daily Depth Progress: 0.00

Sundry Number: 48308 API Well Number: 43019314490000Sundry Number: 48308 API Well Number: 43019314490000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/7/2014
Report #: 10, DFS: 1.21

Well Name: Cane Creek 8-1 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 1/28/2014 06:00 2/20/2014 18:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

175.45 15.35 26.0 49.1 14.0 34.12 65.88
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,665.0 5,010.0 5,006.3
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

2/6/2014 06:00 2/7/2014 06:00 1.21 5,020.0 5,020.0 0.00
Operations at Report Time

Troubleshoot electrical problems on Top Drive.
Operations Summary

Formation Integrity test ot 18.0 ppg RMW. Pump Dry Job. POH L/D BHA. M/U Directional BHA, RIH to 2,384'. Troubleshoot Encoder electrical problems on Top
Drive.
Operations Next Report Period

Drilling
Weather Wellbore

Cloudy Re-Entry #3
Daily Contacts

Job Contact Position Offce

Paul Roberts Company Man / WSL (281) 705-4881

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 5 Performed F.I.T. to 18.0 ppg EMW. Good Test. Pumped dry job. 5,020.0 5,020.0
07:00 1.50 2.50 6 Trip out of hole from 5,020' to 1,400'. 5,020.0 5,020.0
08:30 0.50 3.00 6 Removed Rotating Head Element and Installed Trip Nipple. 5,020.0 5,020.0
09:00 1.00 4.00 6 Trip out of hole from 1,400' to BHA. 5,020.0 5,020.0
10:00 1.50 5.50 6 L/D Milling Assembly. 5,020.0 5,020.0
11:30 2.50 8.00 6 M/U Directional BHA, orient BHA. Shallow test MWD. 5,020.0 5,020.0
14:00 1.50 9.50 6 M/U Bit, M/U Monels, XO's, and Exciter. 5,020.0 5,020.0
15:30 0.50 10.00 6 Removed Trip Nipple and installed Rotating Head Element. 5,020.0 5,020.0
16:00 2.00 12.00 6 Trip in hole to 2,383'. 5,020.0 5,020.0
18:00 6.00 18.00 8 Troubleshoot Top Drive electrical problems. 5,020.0 5,020.0
00:00 6.00 24.00 8 Troubleshoot Top Drive electrical problems. 5,020.0 5,020.0

Mud Check: 5,020.0ftKB, 2/6/2014 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/6/2014 5,020.0 13.90 53 19.0 13.000 9.000 10.000 3.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

10,000.000 26.5 83.7/16.3
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Mud Check: <depth>ftKB, 2/6/2014 23:59
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...
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Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

5,000.0 5,020.0 20.00 2/6/2014 01:00 2/6/2014 06:00 4.00 5.0 4.00 100.00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8
8/10/2007 Conductor
11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8
12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184
2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826
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08:30 0.50 3.00 6 Removed Rotating Head Element and Installed Trip Nipple. 5,020.0 5,020.0

09:00 1.00 4.00 6 Trip out of hole from 1,400' to BHA. 5,020.0 5,020.0

10:00 1.50 5.50 6 L/D Milling Assembly. 5,020.0 5,020.0

11:30 2.50 8.00 6 M/U Directional BHA, orient BHA. Shallow test MWD. 5,020.0 5,020.0

14:00 1.50 9.50 6 M/U Bit, M/U Monels, XO's, and Exciter. 5,020.0 5,020.0

15:30 0.50 10.00 6 Removed Trip Nipple and installed Rotating Head Element. 5,020.0 5,020.0

16:00 2.00 12.00 6 Trip in hole to 2,383'. 5,020.0 5,020.0

18:00 6.00 18.00 8 Troubleshoot Top Drive electrical problems. 5,020.0 5,020.0

00:00 6.00 24.00 8 Troubleshoot Top Drive electrical problems. 5,020.0 5,020.0

Mud Check: 5,020.0ftKB, 2/6/2014 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/6/2014 5,020.0 13.90 53 19.0 13.000 9.000 10.000 3.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

10,000.000 26.5 83.7/16.3
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Mud Check: <depth>ftKB, 2/6/2014 23:59
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/6/2014 13.90 58 19.0 13.000 9.000 10.000 3.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

10,000.000 26.5 83.7/16.3
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

5,000.0 5,020.0 20.00 2/6/2014 01:00 2/6/2014 06:00 4.00 5.0 4.00 100.00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8

8/10/2007 Conductor

11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8

12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184

2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 48308 API Well Number: 43019314490000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/7/2014
Report #: 10, DFS: 1.21

Well Name: Cane Creek 8-1 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 1/28/2014 06:00 2/20/2014 18:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

175.45 15.35 26.0 49.1 14.0 34.12 65.88
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,665.0 5,010.0 5,006.3
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

2/6/2014 06:00 2/7/2014 06:00 1.21 5,020.0 5,020.0 0.00
Operations at Report Time

Troubleshoot electrical problems on Top Drive.
Operations Summary

Formation Integrity test ot 18.0 ppg RMW. Pump Dry Job. POH L/D BHA. M/U Directional BHA, RIH to 2,384'. Troubleshoot Encoder electrical problems on Top
Drive.
Operations Next Report Period

Drilling
Weather Wellbore

Cloudy Re-Entry #3
Daily Contacts

Job Contact Position Offce

Paul Roberts Company Man / WSL (281) 705-4881

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 5 Performed F.I.T. to 18.0 ppg EMW. Good Test. Pumped dry job. 5,020.0 5,020.0

07:00 1.50 2.50 6 Trip out of hole from 5,020' to 1,400'. 5,020.0 5,020.0

08:30 0.50 3.00 6 Removed Rotating Head Element and Installed Trip Nipple. 5,020.0 5,020.0

09:00 1.00 4.00 6 Trip out of hole from 1,400' to BHA. 5,020.0 5,020.0

10:00 1.50 5.50 6 L/D Milling Assembly. 5,020.0 5,020.0

11:30 2.50 8.00 6 M/U Directional BHA, orient BHA. Shallow test MWD. 5,020.0 5,020.0

14:00 1.50 9.50 6 M/U Bit, M/U Monels, XO's, and Exciter. 5,020.0 5,020.0

15:30 0.50 10.00 6 Removed Trip Nipple and installed Rotating Head Element. 5,020.0 5,020.0

16:00 2.00 12.00 6 Trip in hole to 2,383'. 5,020.0 5,020.0

18:00 6.00 18.00 8 Troubleshoot Top Drive electrical problems. 5,020.0 5,020.0

00:00 6.00 24.00 8 Troubleshoot Top Drive electrical problems. 5,020.0 5,020.0

Mud Check: 5,020.0ftKB, 2/6/2014 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/6/2014 5,020.0 13.90 53 19.0 13.000 9.000 10.000 3.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

10,000.000 26.5 83.7/16.3
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Mud Check: <depth>ftKB, 2/6/2014 23:59
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/6/2014 13.90 58 19.0 13.000 9.000 10.000 3.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

10,000.000 26.5 83.7/16.3
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

5,000.0 5,020.0 20.00 2/6/2014 01:00 2/6/2014 06:00 4.00 5.0 4.00 100.00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8

8/10/2007 Conductor

11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8

12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184

2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826
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RECEIVED: Mar. 03, 2014

Page  1/2

Well Name: Cane Creek 8-1

Report Printed:   3/3/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31449
Excaliber ID

74*23557
Well Area

Paradox
Basin Regulatory Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Graded Ground Elevation  (ft) KB-Ground Distance (ft) Spud Date

10/22/2007 00:00
Rig Release Date

12/20/2007 17:00
Operator

Fidelity E&P
Surface Legal Location

Rig

Nabors Drilling  
M40

Company Man\Well Site Lead

Paul Roberts
Rig Email Address

NaborsM40@Fidelityepco.com
Rig Phone Number

(970) 986-4401
Rig Release Previous Well

1/28/2014 06:00
Rig Release Date

2/20/2014 18:00

Drilling Hours (hr)

175.45
Circulating Hours (hr)

15.35
Job ROP (ft/hr)

26.0
Job ROP Rotating (ft/hr)

49.1
Job ROP Sliding (ft/hr)

14.0
Job Rotating % (%)

34.12
Total Job Percent Sliding (%)

65.88
Target Depth (ftKB)

9,665.0
Kick Off Date Kick Off Depth (ftKB)

5,010.0
Kick Off Depth  (TVD) (ftKB)

5,006.3
Daily Operations
Report Start Date

2/7/2014 06:00
Report End Date

2/8/2014 06:00
Days From Spud (days)

2.21
Start Depth (ftKB)

5,020.0
End Depth (ftKB)

5,095.0
Daily Depth Progress (ft)

75.00
Operations at Report Time

Drill 6" Hole.
Operations Summary

Repair Top Drive. Removed Rotating Head, Installed Trip Nipple. Trip in hole to 5,020'. CBU. R/U and RIH w/ Gyro Tool. Slide drilled from 5,020' to 5,081'. Pull  
to side entry sub. POH with Gyro Tool. R/D Wireline. RIH to 5,081'. Drill 6" hole from 5,081' to 5,095'.   
Operations Next Report Period

Drilling
Weather

Cloudy
Wellbore

Re-Entry #3
Daily Contacts

Job Contact Position Office

Paul Roberts Company Man / WSL (281) 705-4881

Sam Loredo Company Man / WSL (970) 986-4401

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 4.50 4.50 8 Repaired encoder problems with Top Drive. 5,020.0 5,020.0

10:30 0.50 5.00 6 Removed Rotating Head Element. Installed Trip Nipple. 5,020.0 5,020.0

11:00 1.50 6.50 6 Trip in hole from 2,380' to 5,020'. 5,020.0 5,020.0

12:30 1.00 7.50 5 Circulate bottoms up. Held PJSM with Gyro Data. 5,020.0 5,020.0

13:30 1.50 9.00 10 R/U Wireline and Gyro Survey Tools. M/U Side entry sub, xo's. RIH and  
latch into UBHO sub.  

5,020.0 5,020.0

15:00 3.00 12.00 2 Slide drill from 5,020' to 5,041'. WOB 5-15K, 212 GPM, SPP 3500 psi. 5,020.0 5,041.0

18:00 2.50 14.50 2 Slide drill from 5,041' to 5,055'. WOB 5-15K, 212 GPM, SPP 3500 psi. 5,041.0 5,055.0

20:30 1.00 15.50 10 Pulled up to Side Entry Sub. Slipped 2 ft of wireline to prevent wear. RIH to  
5,055'. 

5,055.0 5,055.0

21:30 3.50 19.00 2 Slide drill from 5,055' to 5,081'. WOB 5-15K, 212 GPM, SPP 3500 psi. 5,055.0 5,081.0

01:00 2.00 21.00 10 Pull up to side entry sub. POH with Gyro Tool. R/D wireline equipment. 5,081.0 5,081.0

03:00 0.50 21.50 6 Remove Trip Nipple. Install Rotating Head Element. 5,081.0 5,081.0

03:30 2.50 24.00 2 Washed down from 5,050' to 5,081'. Slide drill from 5,081' to 5,095'. WOB 5
-15K, 212 GPM, SPP 3500 psi. MW 13.9 ppg, BGG 12 Units.

5,081.0 5,095.0

Mud Check: 5,020.0ftKB, 2/7/2014 14:00
Date

2/7/2014
Depth (ftKB)

5,020.0
Density (lb/gal)

13.90
Vis (s/qt)

63
PV OR (Pa•s)

19.0
YP OR (lbf/1…

13.000
Gel (10s) (lbf…

9.000
Gel (10m) (lb…

10.000
Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat…

3.0
HTHP FC (1…

2
MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L)

3.400
Calcium (mg/L)

3.000
Pot (mg/L) Lime (lb/bbl) Solids (%)

26.5
CaCl (ppm) Oil Water Ratio

83.7/16.3
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr… T Flowline (°F) Comment

Mud Check: <depth>ftKB, 2/7/2014 23:59
Date

2/7/2014
Depth (ftKB) Density (lb/gal)

14.00
Vis (s/qt)

56
PV OR (Pa•s)

20.0
YP OR (lbf/1…

19.000
Gel (10s) (lbf…

11.000
Gel (10m) (lb…

14.000
Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat…

3.0
HTHP FC (1…

2
MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L)

3.500
Calcium (mg/L)

3.100
Pot (mg/L) Lime (lb/bbl) Solids (%)

26.0
CaCl (ppm) Oil Water Ratio

83.7/16.3
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr… T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB)

5,020.0
Depth Out (ft…

5,827.0
Drilled (ft)

807.00
Date In

2/7/2014 15:00
Date Out

2/9/2014 19:00
Drill Time (hr)

43.45
BHA ROP (ft/hr)

18.6
Rot Time (hr)

2.85
Slide Time (hr)

40.60
% Slide Time …

93.44
% Rot Time (%)

6.56
Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in) ID Nom Min (in)

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8

8/10/2007 Conductor

11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8

12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184

Report for: 2/8/2014
Report #: 11, DFS: 2.21

Daily Depth Progress: 75.00

Sundry Number: 48308 API Well Number: 43019314490000Sundry Number: 48308 API Well Number: 43019314490000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/8/2014
Report #: 11, DFS: 2.21

Well Name: Cane Creek 8-1 Daily Depth Progress: 75.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 1/28/2014 06:00 2/20/2014 18:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

175.45 15.35 26.0 49.1 14.0 34.12 65.88
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,665.0 5,010.0 5,006.3
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

2/7/2014 06:00 2/8/2014 06:00 2.21 5,020.0 5,095.0 75.00
Operations at Report Time

Drill 6" Hole.
Operations Summary

Repair Top Drive. Removed Rotating Head, Installed Trip Nipple. Trip in hole to 5,020'. CBU. R/U and RIH w/ Gyro Tool. Slide drilled from 5,020' to 5,081'. Pull
to side entry sub. POH with Gyro Tool. R/D Wireline. RIH to 5,081'. Drill 6" hole from 5,081' to 5,095'.
Operations Next Report Period

Drilling
Weather Wellbore

Cloudy Re-Entry #3
Daily Contacts

Job Contact Position Office

Paul Roberts Company Man / WSL (281) 705-4881

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 4.50 4.50 8 Repaired encoder problems with Top Drive. 5,020.0 5,020.0
10:30 0.50 5.00 6 Removed Rotating Head Element. Installed Trip Nipple. 5,020.0 5,020.0
11:00 1.50 6.50 6 Trip in hole from 2,380' to 5,020'. 5,020.0 5,020.0
12:30 1.00 7.50 5 Circulate bottoms up. Held PJSM with Gyro Data. 5,020.0 5,020.0
13:30 1.50 9.00 10 R/U Wireline and Gyro Survey Tools. M/U Side entry sub, xo's. RIH and 5,020.0 5,020.0

latch into UBHO sub.

15:00 3.00 12.00 2 Slide drill from 5,020' to 5,041'. WOB 5-15K, 212 GPM, SPP 3500 psi. 5,020.0 5,041.0
18:00 2.50 14.50 2 Slide drill from 5,041' to 5,055'. WOB 5-15K, 212 GPM, SPP 3500 psi. 5,041.0 5,055.0
20:30 1.00 15.50 10 Pulled up to Side Entry Sub. Slipped 2 ft of wireline to prevent wear. RIH to 5,055.0 5,055.0

5,055'.

21:30 3.50 19.00 2 Slide drill from 5,055' to 5,081'. WOB 5-15K, 212 GPM, SPP 3500 psi. 5,055.0 5,081.0
01:00 2.00 21.00 10 Pull up to side entry sub. POH with Gyro Tool. RID wireline equipment. 5,081.0 5,081.0
03:00 0.50 21.50 6 Remove Trip Nipple. Install Rotating Head Element. 5,081.0 5,081.0
03:30 2.50 24.00 2 Washed down from 5,050' to 5,081'. Slide drill from 5,081' to 5,095'. WOB 5 5,081.0 5,095.0

-15K, 212 GPM, SPP 3500 psi. MW 13.9 ppg, BGG 12 IJnits.

Mud Check: 5,020.0ftKB, 2/7/2014 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/7/2014 5,020.0 13.90 63 19.0 13.000 9.000 10.000 3.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

3.400 3.000 26.5 83.7/16.3
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Mud Check: <depth>ftKB, 2/7/2014 23:59
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/7/2014 14.00 56 20.0 19.000 11.000 14.000 3.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

3.500 3.100 26.0 83.7/16.3
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

5,020.0 5,827.0 807.00 2/7/2014 15:00 2/9/2014 19:00 43.45 18.6 2.85 40.60 93.44 6.56
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8
8/10/2007 Conductor
11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8
12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184

Page 1/2 Report Printed:

Sundry Number: 48308 API Well Number: 43019314490000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/8/2014
Report #: 11, DFS: 2.21

Well Name: Cane Creek 8-1 Daily Depth Progress: 75.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 1/28/2014 06:00 2/20/2014 18:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

175.45 15.35 26.0 49.1 14.0 34.12 65.88
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,665.0 5,010.0 5,006.3
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

2/7/2014 06:00 2/8/2014 06:00 2.21 5,020.0 5,095.0 75.00
Operations at Report Time

Drill 6" Hole.
Operations Summary

Repair Top Drive. Removed Rotating Head, Installed Trip Nipple. Trip in hole to 5,020'. CBU. R/U and RIH w/ Gyro Tool. Slide drilled from 5,020' to 5,081'. Pull
to side entry sub. POH with Gyro Tool. R/D Wireline. RIH to 5,081'. Drill 6" hole from 5,081' to 5,095'.
Operations Next Report Period

Drilling
Weather Wellbore

Cloudy Re-Entry #3
Daily Contacts

Job Contact Position Office

Paul Roberts Company Man / WSL (281) 705-4881

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 4.50 4.50 8 Repaired encoder problems with Top Drive. 5,020.0 5,020.0

10:30 0.50 5.00 6 Removed Rotating Head Element. Installed Trip Nipple. 5,020.0 5,020.0

11:00 1.50 6.50 6 Trip in hole from 2,380' to 5,020'. 5,020.0 5,020.0

12:30 1.00 7.50 5 Circulate bottoms up. Held PJSM with Gyro Data. 5,020.0 5,020.0

13:30 1.50 9.00 10 R/U Wireline and Gyro Survey Tools. M/U Side entry sub, xo's. RIH and 5,020.0 5,020.0
latch into UBHO sub.

15:00 3.00 12.00 2 Slide drill from 5,020' to 5,041'. WOB 5-15K, 212 GPM, SPP 3500 psi. 5,020.0 5,041.0

18:00 2.50 14.50 2 Slide drill from 5,041' to 5,055'. WOB 5-15K, 212 GPM, SPP 3500 psi. 5,041.0 5,055.0

20:30 1.00 15.50 10 Pulled up to Side Entry Sub. Slipped 2 ft of wireline to prevent wear. RIH to 5,055.0 5,055.0
5,055'.

21:30 3.50 19.00 2 Slide drill from 5,055' to 5,081'. WOB 5-15K, 212 GPM, SPP 3500 psi. 5,055.0 5,081.0

01:00 2.00 21.00 10 Pull up to side entry sub. POH with Gyro Tool. RID wireline equipment. 5,081.0 5,081.0

03:00 0.50 21.50 6 Remove Trip Nipple. Install Rotating Head Element. 5,081.0 5,081.0

03:30 2.50 24.00 2 Washed down from 5,050' to 5,081'. Slide drill from 5,081' to 5,095'. WOB 5 5,081.0 5,095.0
-15K, 212 GPM, SPP 3500 psi. MW 13.9 ppg, BGG 12 IJnits.

Mud Check: 5,020.0ftKB, 2/7/2014 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/7/2014 5,020.0 13.90 63 19.0 13.000 9.000 10.000 3.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

3.400 3.000 26.5 83.7/16.3
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Mud Check: <depth>ftKB, 2/7/2014 23:59
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/7/2014 14.00 56 20.0 19.000 11.000 14.000 3.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

3.500 3.100 26.0 83.7/16.3
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

5,020.0 5,827.0 807.00 2/7/2014 15:00 2/9/2014 19:00 43.45 18.6 2.85 40.60 93.44 6.56
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8

8/10/2007 Conductor

11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8

12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184
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Sundry Number: 48308 API Well Number: 43019314490000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/8/2014
Report #: 11, DFS: 2.21

Well Name: Cane Creek 8-1 Daily Depth Progress: 75.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 1/28/2014 06:00 2/20/2014 18:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

175.45 15.35 26.0 49.1 14.0 34.12 65.88
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,665.0 5,010.0 5,006.3
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

2/7/2014 06:00 2/8/2014 06:00 2.21 5,020.0 5,095.0 75.00
Operations at Report Time

Drill 6" Hole.
Operations Summary

Repair Top Drive. Removed Rotating Head, Installed Trip Nipple. Trip in hole to 5,020'. CBU. R/U and RIH w/ Gyro Tool. Slide drilled from 5,020' to 5,081'. Pull
to side entry sub. POH with Gyro Tool. R/D Wireline. RIH to 5,081'. Drill 6" hole from 5,081' to 5,095'.
Operations Next Report Period

Drilling
Weather Wellbore

Cloudy Re-Entry #3
Daily Contacts

Job Contact Position Office

Paul Roberts Company Man / WSL (281) 705-4881

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 4.50 4.50 8 Repaired encoder problems with Top Drive. 5,020.0 5,020.0

10:30 0.50 5.00 6 Removed Rotating Head Element. Installed Trip Nipple. 5,020.0 5,020.0
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12:30 1.00 7.50 5 Circulate bottoms up. Held PJSM with Gyro Data. 5,020.0 5,020.0

13:30 1.50 9.00 10 R/U Wireline and Gyro Survey Tools. M/U Side entry sub, xo's. RIH and 5,020.0 5,020.0
latch into UBHO sub.
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5,055'.

21:30 3.50 19.00 2 Slide drill from 5,055' to 5,081'. WOB 5-15K, 212 GPM, SPP 3500 psi. 5,055.0 5,081.0
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03:00 0.50 21.50 6 Remove Trip Nipple. Install Rotating Head Element. 5,081.0 5,081.0

03:30 2.50 24.00 2 Washed down from 5,050' to 5,081'. Slide drill from 5,081' to 5,095'. WOB 5 5,081.0 5,095.0
-15K, 212 GPM, SPP 3500 psi. MW 13.9 ppg, BGG 12 IJnits.
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Operations at Report Time

Drill 6" Hole.
Operations Summary

Repair Top Drive. Removed Rotating Head, Installed Trip Nipple. Trip in hole to 5,020'. CBU. R/U and RIH w/ Gyro Tool. Slide drilled from 5,020' to 5,081'. Pull
to side entry sub. POH with Gyro Tool. R/D Wireline. RIH to 5,081'. Drill 6" hole from 5,081' to 5,095'.
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13:30 1.50 9.00 10 R/U Wireline and Gyro Survey Tools. M/U Side entry sub, xo's. RIH and 5,020.0 5,020.0
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10:30 0.50 5.00 6 Removed Rotating Head Element. Installed Trip Nipple. 5,020.0 5,020.0

11:00 1.50 6.50 6 Trip in hole from 2,380' to 5,020'. 5,020.0 5,020.0

12:30 1.00 7.50 5 Circulate bottoms up. Held PJSM with Gyro Data. 5,020.0 5,020.0

13:30 1.50 9.00 10 R/U Wireline and Gyro Survey Tools. M/U Side entry sub, xo's. RIH and 5,020.0 5,020.0
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Operations Summary

Repair Top Drive. Removed Rotating Head, Installed Trip Nipple. Trip in hole to 5,020'. CBU. R/U and RIH w/ Gyro Tool. Slide drilled from 5,020' to 5,081'. Pull
to side entry sub. POH with Gyro Tool. R/D Wireline. RIH to 5,081'. Drill 6" hole from 5,081' to 5,095'.
Operations Next Report Period

Drilling
Weather Wellbore

Cloudy Re-Entry #3
Daily Contacts

Job Contact Position Office

Paul Roberts Company Man / WSL (281) 705-4881

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 4.50 4.50 8 Repaired encoder problems with Top Drive. 5,020.0 5,020.0

10:30 0.50 5.00 6 Removed Rotating Head Element. Installed Trip Nipple. 5,020.0 5,020.0

11:00 1.50 6.50 6 Trip in hole from 2,380' to 5,020'. 5,020.0 5,020.0

12:30 1.00 7.50 5 Circulate bottoms up. Held PJSM with Gyro Data. 5,020.0 5,020.0

13:30 1.50 9.00 10 R/U Wireline and Gyro Survey Tools. M/U Side entry sub, xo's. RIH and 5,020.0 5,020.0
latch into UBHO sub.

15:00 3.00 12.00 2 Slide drill from 5,020' to 5,041'. WOB 5-15K, 212 GPM, SPP 3500 psi. 5,020.0 5,041.0

18:00 2.50 14.50 2 Slide drill from 5,041' to 5,055'. WOB 5-15K, 212 GPM, SPP 3500 psi. 5,041.0 5,055.0

20:30 1.00 15.50 10 Pulled up to Side Entry Sub. Slipped 2 ft of wireline to prevent wear. RIH to 5,055.0 5,055.0
5,055'.

21:30 3.50 19.00 2 Slide drill from 5,055' to 5,081'. WOB 5-15K, 212 GPM, SPP 3500 psi. 5,055.0 5,081.0

01:00 2.00 21.00 10 Pull up to side entry sub. POH with Gyro Tool. RID wireline equipment. 5,081.0 5,081.0

03:00 0.50 21.50 6 Remove Trip Nipple. Install Rotating Head Element. 5,081.0 5,081.0

03:30 2.50 24.00 2 Washed down from 5,050' to 5,081'. Slide drill from 5,081' to 5,095'. WOB 5 5,081.0 5,095.0
-15K, 212 GPM, SPP 3500 psi. MW 13.9 ppg, BGG 12 IJnits.

Mud Check: 5,020.0ftKB, 2/7/2014 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/7/2014 5,020.0 13.90 63 19.0 13.000 9.000 10.000 3.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

3.400 3.000 26.5 83.7/16.3
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Mud Check: <depth>ftKB, 2/7/2014 23:59
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/7/2014 14.00 56 20.0 19.000 11.000 14.000 3.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

3.500 3.100 26.0 83.7/16.3
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

5,020.0 5,827.0 807.00 2/7/2014 15:00 2/9/2014 19:00 43.45 18.6 2.85 40.60 93.44 6.56
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8

8/10/2007 Conductor

11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8

12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184
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RECEIVED: Mar. 03, 2014

Page  2/2

Well Name: Cane Creek 8-1

Report Printed:   3/3/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31449
Excaliber ID

74*23557
Well Area

Paradox
Basin Regulatory Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Graded Ground Elevation  (ft) KB-Ground Distance (ft) Spud Date

10/22/2007 00:00
Rig Release Date

12/20/2007 17:00
Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in) ID Nom Min (in)

2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826

Report for: 2/8/2014
Report #: 11, DFS: 2.21

Daily Depth Progress: 75.00

Sundry Number: 48308 API Well Number: 43019314490000Sundry Number: 48308 API Well Number: 43019314490000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/8/2014
Report #: 11, DFS: 2.21

Well Name: Cane Creek 8-1 Daily Depth Progress: 75.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826
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Sundry Number: 48308 API Well Number: 43019314490000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/8/2014
Report #: 11, DFS: 2.21

Well Name: Cane Creek 8-1 Daily Depth Progress: 75.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826
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Sundry Number: 48308 API Well Number: 43019314490000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/8/2014
Report #: 11, DFS: 2.21

Well Name: Cane Creek 8-1 Daily Depth Progress: 75.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826

Page 2/2 Report Printed:

Sundry Number: 48308 API Well Number: 43019314490000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/8/2014
Report #: 11, DFS: 2.21

Well Name: Cane Creek 8-1 Daily Depth Progress: 75.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826

Page 2/2 Report Printed:

Sundry Number: 48308 API Well Number: 43019314490000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/8/2014
Report #: 11, DFS: 2.21

Well Name: Cane Creek 8-1 Daily Depth Progress: 75.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826
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Sundry Number: 48308 API Well Number: 43019314490000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/8/2014
Report #: 11, DFS: 2.21

Well Name: Cane Creek 8-1 Daily Depth Progress: 75.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826
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RECEIVED: Mar. 03, 2014

Page  1/1

Well Name: Cane Creek 8-1

Report Printed:   3/3/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31449
Excaliber ID

74*23557
Well Area

Paradox
Basin Regulatory Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Graded Ground Elevation  (ft) KB-Ground Distance (ft) Spud Date

10/22/2007 00:00
Rig Release Date

12/20/2007 17:00
Operator

Fidelity E&P
Surface Legal Location

Rig

Nabors Drilling  
M40

Company Man\Well Site Lead

Paul Roberts
Rig Email Address

NaborsM40@Fidelityepco.com
Rig Phone Number

(970) 986-4401
Rig Release Previous Well

1/28/2014 06:00
Rig Release Date

2/20/2014 18:00

Drilling Hours (hr)

175.45
Circulating Hours (hr)

15.35
Job ROP (ft/hr)

26.0
Job ROP Rotating (ft/hr)

49.1
Job ROP Sliding (ft/hr)

14.0
Job Rotating % (%)

34.12
Total Job Percent Sliding (%)

65.88
Target Depth (ftKB)

9,665.0
Kick Off Date Kick Off Depth (ftKB)

5,010.0
Kick Off Depth  (TVD) (ftKB)

5,006.3
Daily Operations
Report Start Date

2/8/2014 06:00
Report End Date

2/9/2014 06:00
Days From Spud (days)

3.21
Start Depth (ftKB)

5,095.0
End Depth (ftKB)

5,620.0
Daily Depth Progress (ft)

525.00
Operations at Report Time

Drill 6" Curve Section
Operations Summary

Drill 6" Curve Section from 5095' to 5,620'.
Total OBM Loss last 24 Hrs = 10 BBLS
5 BBLS to Formation
5 BBLS to SCE
Operations Next Report Period

Drilling
Weather

Cloudy
Wellbore

Re-Entry #3
Daily Contacts

Job Contact Position Office

Paul Roberts Company Man / WSL (281) 705-4881

Sam Loredo Company Man / WSL (970) 986-4401

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.00 2.00 2 Drill 6" Hole from 5,095' to 5,130'. WOB 5-15K, 240 GPM, SPP 3000 psi.  
MW 13.9 ppg, BGG 12 Units.

5,095.0 5,130.0

08:00 1.00 3.00 5 Circulated OBM through surface equipment, Choke Manifold, Super Choke,  
Gas Buster and MPD Equipment.  

5,130.0 5,130.0

09:00 3.00 6.00 2 Drill 6" Hole from 5,130' to 5,152'. WOB 5-15K, 240 GPM, SPP 3000 psi.  
MW 13.9 ppg, BGG 12 Units.

5,130.0 5,152.0

12:00 6.00 12.00 2 Drill 6" Hole from 5,152' to 5,255'. WOB 5-15K, 240 GPM, SPP 3000 psi.  
MW 13.9 ppg, BGG 25 Units.

5,152.0 5,255.0

18:00 6.00 18.00 2 Drill 6" Curve Section from 5,255' to 5,447'. WOB 5-15K, 240 GPM, SPP  
3000 psi. MW 13.8 ppg, BGG 25 Units.

5,255.0 5,447.0

00:00 6.00 24.00 2 Drill 6" Curve Section from 5,447' to 5,620'. WOB 5-15K, 240 GPM, SPP  
3000 psi. MW 13.8 ppg, BGG 25 Units. CG 330 Units
BOP Drill, Men At Stations in 75 Seconds

5,447.0 5,620.0

Mud Check: 5,159.0ftKB, 2/8/2014 14:00
Date

2/8/2014
Depth (ftKB)

5,159.0
Density (lb/gal)

13.90
Vis (s/qt)

53
PV OR (Pa•s)

23.0
YP OR (lbf/1…

19.000
Gel (10s) (lbf…

11.000
Gel (10m) (lb…

14.000
Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat…

2.0
HTHP FC (1…

2
MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L)

35,000.000
Calcium (mg/L)

10,400.000
Pot (mg/L) Lime (lb/bbl) Solids (%)

25.0
CaCl (ppm) Oil Water Ratio

81.3/18.7
Mud Lost (Hole) (bbl)

5.0
Mud Lost (Surf) (bbl)

5.0
LCM ECD - Manual Entr… T Flowline (°F) Comment

Mud Check: <depth>ftKB, 2/8/2014 23:59
Date

2/8/2014
Depth (ftKB) Density (lb/gal)

13.80
Vis (s/qt)

53
PV OR (Pa•s)

23.0
YP OR (lbf/1…

20.000
Gel (10s) (lbf…

11.000
Gel (10m) (lb…

14.000
Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat…

2.0
HTHP FC (1…

2
MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L)

35,000.000
Calcium (mg/L)

10,400.000
Pot (mg/L) Lime (lb/bbl) Solids (%)

27.0
CaCl (ppm) Oil Water Ratio

81.3/18.7
Mud Lost (Hole) (bbl)

5.0
Mud Lost (Surf) (bbl)

4.0
LCM ECD - Manual Entr… T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB)

5,020.0
Depth Out (ft…

5,827.0
Drilled (ft)

807.00
Date In

2/7/2014 15:00
Date Out

2/9/2014 19:00
Drill Time (hr)

43.45
BHA ROP (ft/hr)

18.6
Rot Time (hr)

2.85
Slide Time (hr)

40.60
% Slide Time …

93.44
% Rot Time (%)

6.56
Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in) ID Nom Min (in)

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8

8/10/2007 Conductor

11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8

12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184

2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826

Report for: 2/9/2014
Report #: 12, DFS: 3.21

Daily Depth Progress: 525.00

Sundry Number: 48308 API Well Number: 43019314490000Sundry Number: 48308 API Well Number: 43019314490000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/9/2014
Report #: 12, DFS: 3.21

Well Name: Cane Creek 8-1 Daily Depth Progress: 525.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 1/28/2014 06:00 2/20/2014 18:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

175.45 15.35 26.0 49.1 14.0 34.12 65.88
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,665.0 5,010.0 5,006.3
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

2/8/2014 06:00 2/9/2014 06:00 3.21 5,095.0 5,620.0 525.00
Operations at Report Time

Drill 6" Curve Section
Operations Summary

Drill 6" Curve Section from 5095' to 5,620'.
Total OBM Loss last 24 Hrs = 10 BBLS
5 BBLS to Formation
5 BBLS to SCE
Operations Next Report Period

Drilling
Weather Wellbore

Cloudy Re-Entry #3
Daily Contacts

Job Contact Position Office

Paul Roberts Company Man / WSL (281) 705-4881

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.00 2.00 2 Drill 6" Hole from 5,095' to 5,130'. WOB 5-15K, 240 GPM, SPP 3000 psi. 5,095.0 5,130.0
MW 13.9 ppg, BGG 12 Units.

08:00 1.00 3.00 5 Circulated OBM through surface equipment, Choke Manifold, Super Choke, 5,130.0 5,130.0
Gas Buster and MPD Equipment.

09:00 3.00 6.00 2 Drill 6" Hole from 5,130' to 5,152'. WOB 5-15K, 240 GPM, SPP 3000 psi. 5,130.0 5,152.0
MW 13.9 ppg, BGG 12 Units.

12:00 6.00 12.00 2 Drill 6" Hole from 5,152' to 5,255'. WOB 5-15K, 240 GPM, SPP 3000 psi. 5,152.0 5,255.0
MW 13.9 ppg, BGG 25 Units.

18:00 6.00 18.00 2 Drill 6" Curve Section from 5,255' to 5,447'. WOB 5-15K, 240 GPM, SPP 5,255.0 5,447.0
3000 psi. MW 13.8 ppg, BGG 25 Units.

00:00 6.00 24.00 2 Drill 6" Curve Section from 5,447' to 5,620'. WOB 5-15K, 240 GPM, SPP 5,447.0 5,620.0
3000 psi. MW 13.8 ppg, BGG 25 Units. CG 330 Units
BOP Drill, Men At Stations in 75 Seconds

Mud Check: 5,159.0ftKB, 2/8/2014 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/8/2014 5,159.0 13.90 53 23.0 19.000 11.000 14.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

35,000.000 10,400.000 25.0 81.3/18.7
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

5.0 5.0
Mud Check: <depth>ftKB, 2/8/2014 23:59
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/8/2014 13.80 53 23.0 20.000 11.000 14.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

35,000.000 10,400.000 27.0 81.3/18.7
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

5.0 4.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

5,020.0 5,827.0 807.00 2/7/2014 15:00 2/9/2014 19:00 43.45 18.6 2.85 40.60 93.44 6.56
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8
8/10/2007 Conductor
11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8
12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184
2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 48308 API Well Number: 43019314490000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/9/2014
Report #: 12, DFS: 3.21

Well Name: Cane Creek 8-1 Daily Depth Progress: 525.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 1/28/2014 06:00 2/20/2014 18:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

175.45 15.35 26.0 49.1 14.0 34.12 65.88
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,665.0 5,010.0 5,006.3
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

2/8/2014 06:00 2/9/2014 06:00 3.21 5,095.0 5,620.0 525.00
Operations at Report Time

Drill 6" Curve Section
Operations Summary

Drill 6" Curve Section from 5095' to 5,620'.
Total OBM Loss last 24 Hrs = 10 BBLS
5 BBLS to Formation
5 BBLS to SCE
Operations Next Report Period

Drilling
Weather Wellbore

Cloudy Re-Entry #3
Daily Contacts

Job Contact Position Office

Paul Roberts Company Man / WSL (281) 705-4881

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.00 2.00 2 Drill 6" Hole from 5,095' to 5,130'. WOB 5-15K, 240 GPM, SPP 3000 psi. 5,095.0 5,130.0
MW 13.9 ppg, BGG 12 Units.

08:00 1.00 3.00 5 Circulated OBM through surface equipment, Choke Manifold, Super Choke, 5,130.0 5,130.0
Gas Buster and MPD Equipment.

09:00 3.00 6.00 2 Drill 6" Hole from 5,130' to 5,152'. WOB 5-15K, 240 GPM, SPP 3000 psi. 5,130.0 5,152.0
MW 13.9 ppg, BGG 12 Units.

12:00 6.00 12.00 2 Drill 6" Hole from 5,152' to 5,255'. WOB 5-15K, 240 GPM, SPP 3000 psi. 5,152.0 5,255.0
MW 13.9 ppg, BGG 25 Units.

18:00 6.00 18.00 2 Drill 6" Curve Section from 5,255' to 5,447'. WOB 5-15K, 240 GPM, SPP 5,255.0 5,447.0
3000 psi. MW 13.8 ppg, BGG 25 Units.

00:00 6.00 24.00 2 Drill 6" Curve Section from 5,447' to 5,620'. WOB 5-15K, 240 GPM, SPP 5,447.0 5,620.0
3000 psi. MW 13.8 ppg, BGG 25 Units. CG 330 Units
BOP Drill, Men At Stations in 75 Seconds

Mud Check: 5,159.0ftKB, 2/8/2014 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/8/2014 5,159.0 13.90 53 23.0 19.000 11.000 14.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

35,000.000 10,400.000 25.0 81.3/18.7
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

5.0 5.0
Mud Check: <depth>ftKB, 2/8/2014 23:59
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/8/2014 13.80 53 23.0 20.000 11.000 14.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

35,000.000 10,400.000 27.0 81.3/18.7
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

5.0 4.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

5,020.0 5,827.0 807.00 2/7/2014 15:00 2/9/2014 19:00 43.45 18.6 2.85 40.60 93.44 6.56
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8

8/10/2007 Conductor

11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8

12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184

2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826
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FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/9/2014
Report #: 12, DFS: 3.21
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APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
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M40
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MW 13.9 ppg, BGG 12 Units.

12:00 6.00 12.00 2 Drill 6" Hole from 5,152' to 5,255'. WOB 5-15K, 240 GPM, SPP 3000 psi. 5,152.0 5,255.0
MW 13.9 ppg, BGG 25 Units.

18:00 6.00 18.00 2 Drill 6" Curve Section from 5,255' to 5,447'. WOB 5-15K, 240 GPM, SPP 5,255.0 5,447.0
3000 psi. MW 13.8 ppg, BGG 25 Units.

00:00 6.00 24.00 2 Drill 6" Curve Section from 5,447' to 5,620'. WOB 5-15K, 240 GPM, SPP 5,447.0 5,620.0
3000 psi. MW 13.8 ppg, BGG 25 Units. CG 330 Units
BOP Drill, Men At Stations in 75 Seconds

Mud Check: 5,159.0ftKB, 2/8/2014 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/8/2014 5,159.0 13.90 53 23.0 19.000 11.000 14.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

35,000.000 10,400.000 25.0 81.3/18.7
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

5.0 5.0
Mud Check: <depth>ftKB, 2/8/2014 23:59
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/8/2014 13.80 53 23.0 20.000 11.000 14.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

35,000.000 10,400.000 27.0 81.3/18.7
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

5.0 4.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

5,020.0 5,827.0 807.00 2/7/2014 15:00 2/9/2014 19:00 43.45 18.6 2.85 40.60 93.44 6.56
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8

8/10/2007 Conductor

11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8

12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184

2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826
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Well Name: Cane Creek 8-1

Report Printed:   3/3/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31449
Excaliber ID

74*23557
Well Area

Paradox
Basin Regulatory Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Graded Ground Elevation  (ft) KB-Ground Distance (ft) Spud Date

10/22/2007 00:00
Rig Release Date

12/20/2007 17:00
Operator

Fidelity E&P
Surface Legal Location

Rig

Nabors Drilling  
M40

Company Man\Well Site Lead

Paul Roberts
Rig Email Address

NaborsM40@Fidelityepco.com
Rig Phone Number

(970) 986-4401
Rig Release Previous Well

1/28/2014 06:00
Rig Release Date

2/20/2014 18:00

Drilling Hours (hr)

175.45
Circulating Hours (hr)

15.35
Job ROP (ft/hr)

26.0
Job ROP Rotating (ft/hr)

49.1
Job ROP Sliding (ft/hr)

14.0
Job Rotating % (%)

34.12
Total Job Percent Sliding (%)

65.88
Target Depth (ftKB)

9,665.0
Kick Off Date Kick Off Depth (ftKB)

5,010.0
Kick Off Depth  (TVD) (ftKB)

5,006.3
Daily Operations
Report Start Date

2/9/2014 06:00
Report End Date

2/10/2014 06:00
Days From Spud (days)

4.21
Start Depth (ftKB)

5,620.0
End Depth (ftKB)

5,827.0
Daily Depth Progress (ft)

207.00
Operations at Report Time

Trip In Hole.
Operations Summary

Drilled 6" Curve Section from 5,620' to 5,827', end of Curve Section. Circulate hole clean. Pump Dry Job. POH. L/D BHA. M/U Lateral BHA, Trip in hole.  
OBM Loss = 13 bbls to SCE  
Operations Next Report Period

Drilling
Weather

Rain
Wellbore

Re-Entry #3
Daily Contacts

Job Contact Position Office

Paul Roberts Company Man / WSL (281) 705-4881

Sam Loredo Company Man / WSL (970) 986-4401

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 2 Drill 6" Curve Section from 5,620' to 5,700'. WOB 5-15K, 240 GPM, SPP  
3000 psi. MW 13.8 ppg, BGG 25 Units. CG 330 Units

5,620.0 5,700.0

12:00 6.00 12.00 2 Drill 6" Curve Section from 5,700' to 5,812'. WOB 5-15K, 240 GPM, SPP  
3000 psi. MW 13.7 ppg, BGG 25 Units. CG 330 Units

5,700.0 5,812.0

18:00 1.00 13.00 2 Drill 6" Curve Section from 5,812' to 5,827' end of Curve Section. WOB 5-
15K, 240 GPM, SPP 3000 psi. MW 13.6 ppg, BGG 25 Units. CG 330 Units

5,812.0 5,827.0

19:00 1.50 14.50 5 Circulate hole clean. Pump Dry Job. 5,827.0 5,827.0

20:30 1.50 16.00 6 Trip out of hole from 5,827' to 4,900'. Flow Check - No Flow. POH from  
4,900' to 2,320'.  

5,827.0 5,827.0

22:00 0.50 16.50 6 Removed Rotating Head Element. Install Trip Nipple. 5,827.0 5,827.0

22:30 1.50 18.00 6 Trip out of hole from 2,320' to BHA. Monitor fluid displacement on trip tank. 5,827.0 5,827.0

00:00 2.00 20.00 6 L/D XO's, UBHO Sub, Float Sub, Exciter and NMDC. Pulled up and broke  
off bit. Pulled MWD Probe. L/D Motor and Stabilizer.  

5,827.0 5,827.0

02:00 2.00 22.00 6 M/U Lateral BHA, Orient BHA. Shallow test MWD - Good Test. 5,827.0 5,827.0

04:00 1.00 23.00 6 M/U iPZIG and Bit. Install MWD Probe. M/U NMDC, Float Sub, Filter Sub,  
Well Commander Subs and Xo.  

5,827.0 5,827.0

05:00 1.00 24.00 6 Trip in hole with BHA to 1945'. 5,827.0 5,827.0

Mud Check: 5,764.0ftKB, 2/9/2014 14:00
Date

2/9/2014
Depth (ftKB)

5,764.0
Density (lb/gal)

13.70
Vis (s/qt) PV OR (Pa•s) YP OR (lbf/1… Gel (10s) (lbf… Gel (10m) (lb… Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat…

2.0
HTHP FC (1…

2
MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L)

34,000.000
Calcium (mg/L)

10,800.000
Pot (mg/L) Lime (lb/bbl) Solids (%)

27.0
CaCl (ppm) Oil Water Ratio

80.8/19.2
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl)

13.0
LCM ECD - Manual Entr… T Flowline (°F) Comment

Mud Check: <depth>ftKB, 2/9/2014 23:59
Date

2/9/2014
Depth (ftKB) Density (lb/gal)

13.65
Vis (s/qt) PV OR (Pa•s) YP OR (lbf/1… Gel (10s) (lbf… Gel (10m) (lb… Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat…

2.0
HTHP FC (1…

2
MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L)

34,000.000
Calcium (mg/L)

10,400.000
Pot (mg/L) Lime (lb/bbl) Solids (%)

25.0
CaCl (ppm) Oil Water Ratio

80.8/19.2
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl)

13.0
LCM ECD - Manual Entr… T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB)

5,020.0
Depth Out (ft…

5,827.0
Drilled (ft)

807.00
Date In

2/7/2014 15:00
Date Out

2/9/2014 19:00
Drill Time (hr)

43.45
BHA ROP (ft/hr)

18.6
Rot Time (hr)

2.85
Slide Time (hr)

40.60
% Slide Time …

93.44
% Rot Time (%)

6.56
Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in) ID Nom Min (in)

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8

Report for: 2/10/2014
Report #: 13, DFS: 4.21

Daily Depth Progress: 207.00

Sundry Number: 48308 API Well Number: 43019314490000Sundry Number: 48308 API Well Number: 43019314490000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/10/2014
Report #: 13, DFS: 4.21

Well Name: Cane Creek 8-1 Daily Depth Progress: 207.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 1/28/2014 06:00 2/20/2014 18:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

175.45 15.35 26.0 49.1 14.0 34.12 65.88
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,665.0 5,010.0 5,006.3
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

2/9/2014 06:00 2/10/2014 06:00 4.21 5,620.0 5,827.0 207.00
Operations at Report Time

Trip In Hole.
Operations Summary

Drilled 6" Curve Section from 5,620' to 5,827', end of Curve Section. Circulate hole clean. Pump Dry Job. POH. L/D BHA. M/U Lateral BHA, Trip in hole.
OBM Loss = 13 bbls to SCE
Operations Next Report Period

Drilling
Weather Wellbore

Rain Re-Entry #3
Daily Contacts

Job Contact Position Offce

Paul Roberts Company Man / WSL (281) 705-4881

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 2 Drill 6" Curve Section from 5,620' to 5,700'. WOB 5-15K, 240 GPM, SPP 5,620.0 5,700.0
3000 psi. MW 13.8 ppg, BGG 25 Units. CG 330 Units

12:00 6.00 12.00 2 Drill 6" Curve Section from 5,700' to 5,812'. WOB 5-15K, 240 GPM, SPP 5,700.0 5,812.0
3000 psi. MW 13.7 ppg, BGG 25 Units. CG 330 Units

18:00 1.00 13.00 2 Drill 6" Curve Section from 5,812' to 5,827' end of Curve Section. WOB 5- 5,812.0 5,827.0
15K, 240 GPM, SPP 3000 psi. MW 13.6 ppg, BGG 25 Units. CG 330 Units

19:00 1.50 14.50 5 Circulate hole clean. Pump Dry Job. 5,827.0 5,827.0
20:30 1.50 16.00 6 Trip out of hole from 5,827' to 4,900'. Flow Check - No Flow. POH from 5,827.0 5,827.0

4,900' to 2,320'.

22:00 0.50 16.50 6 Removed Rotating Head Element. Install Trip Nipple. 5,827.0 5,827.0
22:30 1.50 18.00 6 Trip out of hole from 2,320' to BHA. Monitor fluid displacement on trip tank. 5,827.0 5,827.0

00:00 2.00 20.00 6 L/D XO's, UBHO Sub, Float Sub, Exciter and NMDC. Pulled up and broke 5,827.0 5,827.0
off bit. Pulled MWD Probe. L/D Motor and Stabilizer.

02:00 2.00 22.00 6 M/U Lateral BHA, Orient BHA. Shallow test MWD - Good Test. 5,827.0 5,827.0
04:00 1.00 23.00 6 M/U iPZIG and Bit. Install MWD Probe. M/U NMDC, Float Sub, Filter Sub, 5,827.0 5,827.0

Well Commander Subs and Xo.

05:00 1.00 24.00 6 Trip in hole with BHA to 1945'. 5,827.0 5,827.0

Mud Check: 5,764.0ftKB, 2/9/2014 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/9/2014 5,764.0 13.70 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

34,000.000 10,800.000 27.0 80.8/19.2
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

13.0
Mud Check: <depth>ftKB, 2/9/2014 23:59
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/9/2014 13.65 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

34,000.000 10,400.000 25.0 80.8/19.2
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

13.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

5,020.0 5,827.0 807.00 2/7/2014 15:00 2/9/2014 19:00 43.45 18.6 2.85 40.60 93.44 6.56
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8
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Sundry Number: 48308 API Well Number: 43019314490000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/10/2014
Report #: 13, DFS: 4.21

Well Name: Cane Creek 8-1 Daily Depth Progress: 207.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 1/28/2014 06:00 2/20/2014 18:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

175.45 15.35 26.0 49.1 14.0 34.12 65.88
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,665.0 5,010.0 5,006.3
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

2/9/2014 06:00 2/10/2014 06:00 4.21 5,620.0 5,827.0 207.00
Operations at Report Time

Trip In Hole.
Operations Summary

Drilled 6" Curve Section from 5,620' to 5,827', end of Curve Section. Circulate hole clean. Pump Dry Job. POH. L/D BHA. M/U Lateral BHA, Trip in hole.
OBM Loss = 13 bbls to SCE
Operations Next Report Period

Drilling
Weather Wellbore

Rain Re-Entry #3
Daily Contacts

Job Contact Position Offce

Paul Roberts Company Man / WSL (281) 705-4881

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 2 Drill 6" Curve Section from 5,620' to 5,700'. WOB 5-15K, 240 GPM, SPP 5,620.0 5,700.0
3000 psi. MW 13.8 ppg, BGG 25 Units. CG 330 Units

12:00 6.00 12.00 2 Drill 6" Curve Section from 5,700' to 5,812'. WOB 5-15K, 240 GPM, SPP 5,700.0 5,812.0
3000 psi. MW 13.7 ppg, BGG 25 Units. CG 330 Units

18:00 1.00 13.00 2 Drill 6" Curve Section from 5,812' to 5,827' end of Curve Section. WOB 5- 5,812.0 5,827.0
15K, 240 GPM, SPP 3000 psi. MW 13.6 ppg, BGG 25 Units. CG 330 Units

19:00 1.50 14.50 5 Circulate hole clean. Pump Dry Job. 5,827.0 5,827.0

20:30 1.50 16.00 6 Trip out of hole from 5,827' to 4,900'. Flow Check - No Flow. POH from 5,827.0 5,827.0
4,900' to 2,320'.

22:00 0.50 16.50 6 Removed Rotating Head Element. Install Trip Nipple. 5,827.0 5,827.0

22:30 1.50 18.00 6 Trip out of hole from 2,320' to BHA. Monitor fluid displacement on trip tank. 5,827.0 5,827.0

00:00 2.00 20.00 6 L/D XO's, UBHO Sub, Float Sub, Exciter and NMDC. Pulled up and broke 5,827.0 5,827.0
off bit. Pulled MWD Probe. L/D Motor and Stabilizer.

02:00 2.00 22.00 6 M/U Lateral BHA, Orient BHA. Shallow test MWD - Good Test. 5,827.0 5,827.0

04:00 1.00 23.00 6 M/U iPZIG and Bit. Install MWD Probe. M/U NMDC, Float Sub, Filter Sub, 5,827.0 5,827.0
Well Commander Subs and Xo.

05:00 1.00 24.00 6 Trip in hole with BHA to 1945'. 5,827.0 5,827.0

Mud Check: 5,764.0ftKB, 2/9/2014 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/9/2014 5,764.0 13.70 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

34,000.000 10,800.000 27.0 80.8/19.2
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

13.0
Mud Check: <depth>ftKB, 2/9/2014 23:59
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/9/2014 13.65 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

34,000.000 10,400.000 25.0 80.8/19.2
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

13.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

5,020.0 5,827.0 807.00 2/7/2014 15:00 2/9/2014 19:00 43.45 18.6 2.85 40.60 93.44 6.56
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8
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Sundry Number: 48308 API Well Number: 43019314490000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/10/2014
Report #: 13, DFS: 4.21

Well Name: Cane Creek 8-1 Daily Depth Progress: 207.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 1/28/2014 06:00 2/20/2014 18:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

175.45 15.35 26.0 49.1 14.0 34.12 65.88
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,665.0 5,010.0 5,006.3
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

2/9/2014 06:00 2/10/2014 06:00 4.21 5,620.0 5,827.0 207.00
Operations at Report Time

Trip In Hole.
Operations Summary

Drilled 6" Curve Section from 5,620' to 5,827', end of Curve Section. Circulate hole clean. Pump Dry Job. POH. L/D BHA. M/U Lateral BHA, Trip in hole.
OBM Loss = 13 bbls to SCE
Operations Next Report Period

Drilling
Weather Wellbore

Rain Re-Entry #3
Daily Contacts

Job Contact Position Offce

Paul Roberts Company Man / WSL (281) 705-4881

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 2 Drill 6" Curve Section from 5,620' to 5,700'. WOB 5-15K, 240 GPM, SPP 5,620.0 5,700.0
3000 psi. MW 13.8 ppg, BGG 25 Units. CG 330 Units

12:00 6.00 12.00 2 Drill 6" Curve Section from 5,700' to 5,812'. WOB 5-15K, 240 GPM, SPP 5,700.0 5,812.0
3000 psi. MW 13.7 ppg, BGG 25 Units. CG 330 Units

18:00 1.00 13.00 2 Drill 6" Curve Section from 5,812' to 5,827' end of Curve Section. WOB 5- 5,812.0 5,827.0
15K, 240 GPM, SPP 3000 psi. MW 13.6 ppg, BGG 25 Units. CG 330 Units

19:00 1.50 14.50 5 Circulate hole clean. Pump Dry Job. 5,827.0 5,827.0

20:30 1.50 16.00 6 Trip out of hole from 5,827' to 4,900'. Flow Check - No Flow. POH from 5,827.0 5,827.0
4,900' to 2,320'.

22:00 0.50 16.50 6 Removed Rotating Head Element. Install Trip Nipple. 5,827.0 5,827.0

22:30 1.50 18.00 6 Trip out of hole from 2,320' to BHA. Monitor fluid displacement on trip tank. 5,827.0 5,827.0

00:00 2.00 20.00 6 L/D XO's, UBHO Sub, Float Sub, Exciter and NMDC. Pulled up and broke 5,827.0 5,827.0
off bit. Pulled MWD Probe. L/D Motor and Stabilizer.

02:00 2.00 22.00 6 M/U Lateral BHA, Orient BHA. Shallow test MWD - Good Test. 5,827.0 5,827.0

04:00 1.00 23.00 6 M/U iPZIG and Bit. Install MWD Probe. M/U NMDC, Float Sub, Filter Sub, 5,827.0 5,827.0
Well Commander Subs and Xo.

05:00 1.00 24.00 6 Trip in hole with BHA to 1945'. 5,827.0 5,827.0

Mud Check: 5,764.0ftKB, 2/9/2014 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/9/2014 5,764.0 13.70 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

34,000.000 10,800.000 27.0 80.8/19.2
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

13.0
Mud Check: <depth>ftKB, 2/9/2014 23:59
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/9/2014 13.65 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

34,000.000 10,400.000 25.0 80.8/19.2
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

13.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

5,020.0 5,827.0 807.00 2/7/2014 15:00 2/9/2014 19:00 43.45 18.6 2.85 40.60 93.44 6.56
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8

Page 1/2 Report Printed:

Sundry Number: 48308 API Well Number: 43019314490000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/10/2014
Report #: 13, DFS: 4.21

Well Name: Cane Creek 8-1 Daily Depth Progress: 207.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 1/28/2014 06:00 2/20/2014 18:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

175.45 15.35 26.0 49.1 14.0 34.12 65.88
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,665.0 5,010.0 5,006.3
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

2/9/2014 06:00 2/10/2014 06:00 4.21 5,620.0 5,827.0 207.00
Operations at Report Time

Trip In Hole.
Operations Summary

Drilled 6" Curve Section from 5,620' to 5,827', end of Curve Section. Circulate hole clean. Pump Dry Job. POH. L/D BHA. M/U Lateral BHA, Trip in hole.
OBM Loss = 13 bbls to SCE
Operations Next Report Period

Drilling
Weather Wellbore

Rain Re-Entry #3
Daily Contacts

Job Contact Position Offce

Paul Roberts Company Man / WSL (281) 705-4881

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 2 Drill 6" Curve Section from 5,620' to 5,700'. WOB 5-15K, 240 GPM, SPP 5,620.0 5,700.0
3000 psi. MW 13.8 ppg, BGG 25 Units. CG 330 Units

12:00 6.00 12.00 2 Drill 6" Curve Section from 5,700' to 5,812'. WOB 5-15K, 240 GPM, SPP 5,700.0 5,812.0
3000 psi. MW 13.7 ppg, BGG 25 Units. CG 330 Units

18:00 1.00 13.00 2 Drill 6" Curve Section from 5,812' to 5,827' end of Curve Section. WOB 5- 5,812.0 5,827.0
15K, 240 GPM, SPP 3000 psi. MW 13.6 ppg, BGG 25 Units. CG 330 Units

19:00 1.50 14.50 5 Circulate hole clean. Pump Dry Job. 5,827.0 5,827.0

20:30 1.50 16.00 6 Trip out of hole from 5,827' to 4,900'. Flow Check - No Flow. POH from 5,827.0 5,827.0
4,900' to 2,320'.

22:00 0.50 16.50 6 Removed Rotating Head Element. Install Trip Nipple. 5,827.0 5,827.0

22:30 1.50 18.00 6 Trip out of hole from 2,320' to BHA. Monitor fluid displacement on trip tank. 5,827.0 5,827.0

00:00 2.00 20.00 6 L/D XO's, UBHO Sub, Float Sub, Exciter and NMDC. Pulled up and broke 5,827.0 5,827.0
off bit. Pulled MWD Probe. L/D Motor and Stabilizer.

02:00 2.00 22.00 6 M/U Lateral BHA, Orient BHA. Shallow test MWD - Good Test. 5,827.0 5,827.0

04:00 1.00 23.00 6 M/U iPZIG and Bit. Install MWD Probe. M/U NMDC, Float Sub, Filter Sub, 5,827.0 5,827.0
Well Commander Subs and Xo.

05:00 1.00 24.00 6 Trip in hole with BHA to 1945'. 5,827.0 5,827.0

Mud Check: 5,764.0ftKB, 2/9/2014 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/9/2014 5,764.0 13.70 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

34,000.000 10,800.000 27.0 80.8/19.2
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

13.0
Mud Check: <depth>ftKB, 2/9/2014 23:59
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/9/2014 13.65 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

34,000.000 10,400.000 25.0 80.8/19.2
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

13.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

5,020.0 5,827.0 807.00 2/7/2014 15:00 2/9/2014 19:00 43.45 18.6 2.85 40.60 93.44 6.56
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8
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Sundry Number: 48308 API Well Number: 43019314490000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/10/2014
Report #: 13, DFS: 4.21

Well Name: Cane Creek 8-1 Daily Depth Progress: 207.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 1/28/2014 06:00 2/20/2014 18:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

175.45 15.35 26.0 49.1 14.0 34.12 65.88
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,665.0 5,010.0 5,006.3
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

2/9/2014 06:00 2/10/2014 06:00 4.21 5,620.0 5,827.0 207.00
Operations at Report Time

Trip In Hole.
Operations Summary

Drilled 6" Curve Section from 5,620' to 5,827', end of Curve Section. Circulate hole clean. Pump Dry Job. POH. L/D BHA. M/U Lateral BHA, Trip in hole.
OBM Loss = 13 bbls to SCE
Operations Next Report Period

Drilling
Weather Wellbore

Rain Re-Entry #3
Daily Contacts

Job Contact Position Offce

Paul Roberts Company Man / WSL (281) 705-4881

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 2 Drill 6" Curve Section from 5,620' to 5,700'. WOB 5-15K, 240 GPM, SPP 5,620.0 5,700.0
3000 psi. MW 13.8 ppg, BGG 25 Units. CG 330 Units

12:00 6.00 12.00 2 Drill 6" Curve Section from 5,700' to 5,812'. WOB 5-15K, 240 GPM, SPP 5,700.0 5,812.0
3000 psi. MW 13.7 ppg, BGG 25 Units. CG 330 Units

18:00 1.00 13.00 2 Drill 6" Curve Section from 5,812' to 5,827' end of Curve Section. WOB 5- 5,812.0 5,827.0
15K, 240 GPM, SPP 3000 psi. MW 13.6 ppg, BGG 25 Units. CG 330 Units

19:00 1.50 14.50 5 Circulate hole clean. Pump Dry Job. 5,827.0 5,827.0

20:30 1.50 16.00 6 Trip out of hole from 5,827' to 4,900'. Flow Check - No Flow. POH from 5,827.0 5,827.0
4,900' to 2,320'.

22:00 0.50 16.50 6 Removed Rotating Head Element. Install Trip Nipple. 5,827.0 5,827.0

22:30 1.50 18.00 6 Trip out of hole from 2,320' to BHA. Monitor fluid displacement on trip tank. 5,827.0 5,827.0

00:00 2.00 20.00 6 L/D XO's, UBHO Sub, Float Sub, Exciter and NMDC. Pulled up and broke 5,827.0 5,827.0
off bit. Pulled MWD Probe. L/D Motor and Stabilizer.

02:00 2.00 22.00 6 M/U Lateral BHA, Orient BHA. Shallow test MWD - Good Test. 5,827.0 5,827.0

04:00 1.00 23.00 6 M/U iPZIG and Bit. Install MWD Probe. M/U NMDC, Float Sub, Filter Sub, 5,827.0 5,827.0
Well Commander Subs and Xo.

05:00 1.00 24.00 6 Trip in hole with BHA to 1945'. 5,827.0 5,827.0

Mud Check: 5,764.0ftKB, 2/9/2014 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/9/2014 5,764.0 13.70 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

34,000.000 10,800.000 27.0 80.8/19.2
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

13.0
Mud Check: <depth>ftKB, 2/9/2014 23:59
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Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
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Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

5,020.0 5,827.0 807.00 2/7/2014 15:00 2/9/2014 19:00 43.45 18.6 2.85 40.60 93.44 6.56
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8
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Sundry Number: 48308 API Well Number: 43019314490000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/10/2014
Report #: 13, DFS: 4.21

Well Name: Cane Creek 8-1 Daily Depth Progress: 207.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 1/28/2014 06:00 2/20/2014 18:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

175.45 15.35 26.0 49.1 14.0 34.12 65.88
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,665.0 5,010.0 5,006.3
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

2/9/2014 06:00 2/10/2014 06:00 4.21 5,620.0 5,827.0 207.00
Operations at Report Time

Trip In Hole.
Operations Summary

Drilled 6" Curve Section from 5,620' to 5,827', end of Curve Section. Circulate hole clean. Pump Dry Job. POH. L/D BHA. M/U Lateral BHA, Trip in hole.
OBM Loss = 13 bbls to SCE
Operations Next Report Period

Drilling
Weather Wellbore

Rain Re-Entry #3
Daily Contacts

Job Contact Position Offce

Paul Roberts Company Man / WSL (281) 705-4881

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 2 Drill 6" Curve Section from 5,620' to 5,700'. WOB 5-15K, 240 GPM, SPP 5,620.0 5,700.0
3000 psi. MW 13.8 ppg, BGG 25 Units. CG 330 Units

12:00 6.00 12.00 2 Drill 6" Curve Section from 5,700' to 5,812'. WOB 5-15K, 240 GPM, SPP 5,700.0 5,812.0
3000 psi. MW 13.7 ppg, BGG 25 Units. CG 330 Units

18:00 1.00 13.00 2 Drill 6" Curve Section from 5,812' to 5,827' end of Curve Section. WOB 5- 5,812.0 5,827.0
15K, 240 GPM, SPP 3000 psi. MW 13.6 ppg, BGG 25 Units. CG 330 Units

19:00 1.50 14.50 5 Circulate hole clean. Pump Dry Job. 5,827.0 5,827.0

20:30 1.50 16.00 6 Trip out of hole from 5,827' to 4,900'. Flow Check - No Flow. POH from 5,827.0 5,827.0
4,900' to 2,320'.

22:00 0.50 16.50 6 Removed Rotating Head Element. Install Trip Nipple. 5,827.0 5,827.0

22:30 1.50 18.00 6 Trip out of hole from 2,320' to BHA. Monitor fluid displacement on trip tank. 5,827.0 5,827.0

00:00 2.00 20.00 6 L/D XO's, UBHO Sub, Float Sub, Exciter and NMDC. Pulled up and broke 5,827.0 5,827.0
off bit. Pulled MWD Probe. L/D Motor and Stabilizer.

02:00 2.00 22.00 6 M/U Lateral BHA, Orient BHA. Shallow test MWD - Good Test. 5,827.0 5,827.0

04:00 1.00 23.00 6 M/U iPZIG and Bit. Install MWD Probe. M/U NMDC, Float Sub, Filter Sub, 5,827.0 5,827.0
Well Commander Subs and Xo.

05:00 1.00 24.00 6 Trip in hole with BHA to 1945'. 5,827.0 5,827.0

Mud Check: 5,764.0ftKB, 2/9/2014 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/9/2014 5,764.0 13.70 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

34,000.000 10,800.000 27.0 80.8/19.2
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

13.0
Mud Check: <depth>ftKB, 2/9/2014 23:59
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/9/2014 13.65 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

34,000.000 10,400.000 25.0 80.8/19.2
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

13.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

5,020.0 5,827.0 807.00 2/7/2014 15:00 2/9/2014 19:00 43.45 18.6 2.85 40.60 93.44 6.56
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8
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RECEIVED: Mar. 03, 2014

Page  2/2

Well Name: Cane Creek 8-1

Report Printed:   3/3/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31449
Excaliber ID

74*23557
Well Area

Paradox
Basin Regulatory Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Graded Ground Elevation  (ft) KB-Ground Distance (ft) Spud Date

10/22/2007 00:00
Rig Release Date

12/20/2007 17:00
Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in) ID Nom Min (in)

8/10/2007 Conductor

11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8

12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184

2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826

Report for: 2/10/2014
Report #: 13, DFS: 4.21

Daily Depth Progress: 207.00

Sundry Number: 48308 API Well Number: 43019314490000Sundry Number: 48308 API Well Number: 43019314490000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/10/2014
Report #: 13, DFS: 4.21

Well Name: Cane Creek 8-1 Daily Depth Progress: 207.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

8/10/2007 Conductor
11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8
12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184
2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826
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Sundry Number: 48308 API Well Number: 43019314490000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/10/2014
Report #: 13, DFS: 4.21
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RECEIVED: Mar. 03, 2014

Page  1/2

Well Name: Cane Creek 8-1

Report Printed:   3/3/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31449
Excaliber ID

74*23557
Well Area

Paradox
Basin Regulatory Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Graded Ground Elevation  (ft) KB-Ground Distance (ft) Spud Date

10/22/2007 00:00
Rig Release Date

12/20/2007 17:00
Operator

Fidelity E&P
Surface Legal Location

Rig

Nabors Drilling  
M40

Company Man\Well Site Lead

Paul Roberts
Rig Email Address

NaborsM40@Fidelityepco.com
Rig Phone Number

(970) 986-4401
Rig Release Previous Well

1/28/2014 06:00
Rig Release Date

2/20/2014 18:00

Drilling Hours (hr)

175.45
Circulating Hours (hr)

15.35
Job ROP (ft/hr)

26.0
Job ROP Rotating (ft/hr)

49.1
Job ROP Sliding (ft/hr)

14.0
Job Rotating % (%)

34.12
Total Job Percent Sliding (%)

65.88
Target Depth (ftKB)

9,665.0
Kick Off Date Kick Off Depth (ftKB)

5,010.0
Kick Off Depth  (TVD) (ftKB)

5,006.3
Daily Operations
Report Start Date

2/10/2014 06:00
Report End Date

2/11/2014 06:00
Days From Spud (days)

5.21
Start Depth (ftKB)

5,827.0
End Depth (ftKB)

6,319.0
Daily Depth Progress (ft)

492.00
Operations at Report Time

Drill 6" Section.
Operations Summary

Trip in hole to 4,696'. Remove Trip Nipple, install Rotating Head Bushing. RIH to 5,815', log from 5,815' to 5,827'. Drilled 6" section from 5,827' to 6,319'.
OBM Loss Last 24 Hrs = 5 bbls to SCE
Operations Next Report Period

Drilling
Weather

Rain
Wellbore

Re-Entry #3
Daily Contacts

Job Contact Position Office

Paul Roberts Company Man / WSL (281) 705-4881

Sam Loredo Company Man / WSL (970) 986-4401

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.50 2.50 6 Trip in hole from 1,945' to 4,696'. Held BOP Drill, Men at Stations in 2 min,  
12 seconds.  

5,827.0 5,827.0

08:30 0.50 3.00 6 Removed Trip Nipple. Installed Rotating Head Element. 5,827.0 5,827.0

09:00 1.50 4.50 6 Trip in hole from 4,696' to 5,815'. Relogged down from 5,815' to 5,827'. 5,827.0 5,827.0

10:30 1.50 6.00 2 Drill 6"  Section from 5,827' to 5,854'. WOB 5-15K, 240 GPM, SPP 3000  
psi. MW 13.7 ppg, BGG 50 Units. CG 300-650 Units

5,827.0 5,854.0

12:00 6.00 12.00 2 Drill 6"  Section from 5,854' to 5,926'. WOB 5-15K, 240 GPM, SPP 3000  
psi. MW 13.7 ppg, BGG 50 Units. CG 300-650 Units

5,854.0 5,926.0

18:00 3.50 15.50 2 Drill 6"  Section from 5,926' to 6,078'. WOB 5-16K, 240 GPM, SPP 3000  
psi. MW 13.7 ppg, BGG 50 Units. CG 300-650 Units

5,926.0 6,078.0

21:30 1.00 16.50 6 Trip out with 3 stands of Drill Pipe, RIH with 3 stands of HWDP. 6,078.0 6,078.0

22:30 1.50 18.00 2 Drill 6"  Section from 6,078' to 6,156'. WOB 5-16K, 240 GPM, SPP 3000  
psi. MW 13.7 ppg, BGG 50 Units. CG 300-650 Units

6,078.0 6,156.0

00:00 6.00 24.00 2 Drill 6"  Section from 6,156' to 6,319'. WOB 5-16K, 240 GPM, SPP 3000  
psi. MW 13.7 ppg, BGG 50 Units. CG 300-650 Units

6,156.0 6,319.0

Mud Check: <depth>ftKB, 2/10/2014 14:00
Date

2/10/2014
Depth (ftKB) Density (lb/gal)

13.65
Vis (s/qt)

47
PV OR (Pa•s)

18.0
YP OR (lbf/1…

18.000
Gel (10s) (lbf…

10.000
Gel (10m) (lb…

13.000
Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat…

2.0
HTHP FC (1…

2
MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L)

40,000.000
Calcium (mg/L)

10,400.000
Pot (mg/L) Lime (lb/bbl) Solids (%)

24.5
CaCl (ppm) Oil Water Ratio

82/18
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl)

10.0
LCM ECD - Manual Entr… T Flowline (°F) Comment

Mud Check: 5,873.0ftKB, 2/10/2014 14:00
Date

2/10/2014
Depth (ftKB)

5,873.0
Density (lb/gal)

13.80
Vis (s/qt)

50
PV OR (Pa•s)

19.0
YP OR (lbf/1…

19.000
Gel (10s) (lbf…

10.000
Gel (10m) (lb…

12.000
Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat…

2.0
HTHP FC (1…

2
MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L)

34,000.000
Calcium (mg/L)

11,200.000
Pot (mg/L) Lime (lb/bbl) Solids (%)

25.0
CaCl (ppm) Oil Water Ratio

82/18
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl)

5.0
LCM ECD - Manual Entr… T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB)

5,827.0
Depth Out (ft…

9,554.0
Drilled (ft)

3,727.00
Date In

2/10/2014 09:55
Date Out

2/16/2014 11:30
Drill Time (hr)

128.00
BHA ROP (ft/hr)

29.1
Rot Time (hr)

53.01
Slide Time (hr)

74.99
% Slide Time …

58.59
% Rot Time (%)

41.41
Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in) ID Nom Min (in)

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8

8/10/2007 Conductor

11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8

12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184

Report for: 2/11/2014
Report #: 14, DFS: 5.21

Daily Depth Progress: 492.00

Sundry Number: 48308 API Well Number: 43019314490000Sundry Number: 48308 API Well Number: 43019314490000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/11/2014
Report #: 14, DFS: 5.21

Well Name: Cane Creek 8-1 Daily Depth Progress: 492.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 1/28/2014 06:00 2/20/2014 18:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

175.45 15.35 26.0 49.1 14.0 34.12 65.88
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,665.0 5,010.0 5,006.3
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

2/10/2014 06:00 2/11/2014 06:00 5.21 5,827.0 6,319.0 492.00
Operations at Report Time

Drill 6" Section.
Operations Summary

Trip in hole to 4,696'. Remove Trip Nipple, install Rotating Head Bushing. RIH to 5,815', log from 5,815' to 5,827'. Drilled 6" section from 5,827' to 6,319'.
OBM Loss Last 24 Hrs = 5 bbls to SCE
Operations Next Report Period

Drilling
Weather Wellbore

Rain Re-Entry #3
Daily Contacts

Job Contact Position Office

Paul Roberts Company Man / WSL (281) 705-4881

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.50 2.50 6 Trip in hole from 1,945' to 4,696'. Held BOP Drill, Men at Stations in 2 min, 5,827.0 5,827.0
12 seconds.

08:30 0.50 3.00 6 Removed Trip Nipple. Installed Rotating Head Element. 5,827.0 5,827.0
09:00 1.50 4.50 6 Trip in hole from 4,696' to 5,815'. Relogged down from 5,815' to 5,827'. 5,827.0 5,827.0
10:30 1.50 6.00 2 Drill 6" Section from 5,827' to 5,854'. WOB 5-15K, 240 GPM, SPP 3000 5,827.0 5,854.0

psi. MW 13.7 ppg, BGG 50 Units. CG 300-650 Units

12:00 6.00 12.00 2 Drill 6" Section from 5,854' to 5,926'. WOB 5-15K, 240 GPM, SPP 3000 5,854.0 5,926.0
psi. MW 13.7 ppg, BGG 50 Units. CG 300-650 Units

18:00 3.50 15.50 2 Drill 6" Section from 5,926' to 6,078'. WOB 5-16K, 240 GPM, SPP 3000 5,926.0 6,078.0
psi. MW 13.7 ppg, BGG 50 Units. CG 300-650 Units

21:30 1.00 16.50 6 Trip out with 3 stands of Drill Pipe, RIH with 3 stands of HWDP. 6,078.0 6,078.0
22:30 1.50 18.00 2 Drill 6" Section from 6,078' to 6,156'. WOB 5-16K, 240 GPM, SPP 3000 6,078.0 6,156.0

psi. MW 13.7 ppg, BGG 50 Units. CG 300-650 Units

00:00 6.00 24.00 2 Drill 6" Section from 6,156' to 6,319'. WOB 5-16K, 240 GPM, SPP 3000 6,156.0 6,319.0
psi. MW 13.7 ppg, BGG 50 Units. CG 300-650 Units

Mud Check: <depth>ftKB, 1/10/2014 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/10/2014 13.65 47 18.0 18.000 10.000 13.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

40,000.000 10,400.000 24.5 82/18
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

10.0
Mud Check: 5,873.0ftKB, 2/10/2014 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/10/2014 5,873.0 13.80 50 19.0 19.000 10.000 12.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

34,000.000 11,200.000 25.0 82/18
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

5.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

5,827.0 9,554.0 3,727.00 2/10/2014 09:55 2/16/2014 11:30 128.00 29.1 53.01 74.99 58.59 41.41
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8
8/10/2007 Conductor
11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8
12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184
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Operations at Report Time

Drill 6" Section.
Operations Summary

Trip in hole to 4,696'. Remove Trip Nipple, install Rotating Head Bushing. RIH to 5,815', log from 5,815' to 5,827'. Drilled 6" section from 5,827' to 6,319'.
OBM Loss Last 24 Hrs = 5 bbls to SCE
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Drilling
Weather Wellbore
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Daily Contacts

Job Contact Position Office

Paul Roberts Company Man / WSL (281) 705-4881
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Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.50 2.50 6 Trip in hole from 1,945' to 4,696'. Held BOP Drill, Men at Stations in 2 min, 5,827.0 5,827.0
12 seconds.

08:30 0.50 3.00 6 Removed Trip Nipple. Installed Rotating Head Element. 5,827.0 5,827.0

09:00 1.50 4.50 6 Trip in hole from 4,696' to 5,815'. Relogged down from 5,815' to 5,827'. 5,827.0 5,827.0

10:30 1.50 6.00 2 Drill 6" Section from 5,827' to 5,854'. WOB 5-15K, 240 GPM, SPP 3000 5,827.0 5,854.0
psi. MW 13.7 ppg, BGG 50 Units. CG 300-650 Units

12:00 6.00 12.00 2 Drill 6" Section from 5,854' to 5,926'. WOB 5-15K, 240 GPM, SPP 3000 5,854.0 5,926.0
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psi. MW 13.7 ppg, BGG 50 Units. CG 300-650 Units

00:00 6.00 24.00 2 Drill 6" Section from 6,156' to 6,319'. WOB 5-16K, 240 GPM, SPP 3000 6,156.0 6,319.0
psi. MW 13.7 ppg, BGG 50 Units. CG 300-650 Units
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11/8/2007 Surface 13 3/8 54.50 H40 13 3/8

8/10/2007 Conductor

11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8

12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184
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Sundry Number: 48308 API Well Number: 43019314490000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/11/2014
Report #: 14, DFS: 5.21

Well Name: Cane Creek 8-1 Daily Depth Progress: 492.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 1/28/2014 06:00 2/20/2014 18:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

175.45 15.35 26.0 49.1 14.0 34.12 65.88
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,665.0 5,010.0 5,006.3
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

2/10/2014 06:00 2/11/2014 06:00 5.21 5,827.0 6,319.0 492.00
Operations at Report Time

Drill 6" Section.
Operations Summary

Trip in hole to 4,696'. Remove Trip Nipple, install Rotating Head Bushing. RIH to 5,815', log from 5,815' to 5,827'. Drilled 6" section from 5,827' to 6,319'.
OBM Loss Last 24 Hrs = 5 bbls to SCE
Operations Next Report Period

Drilling
Weather Wellbore

Rain Re-Entry #3
Daily Contacts

Job Contact Position Office

Paul Roberts Company Man / WSL (281) 705-4881

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.50 2.50 6 Trip in hole from 1,945' to 4,696'. Held BOP Drill, Men at Stations in 2 min, 5,827.0 5,827.0
12 seconds.

08:30 0.50 3.00 6 Removed Trip Nipple. Installed Rotating Head Element. 5,827.0 5,827.0

09:00 1.50 4.50 6 Trip in hole from 4,696' to 5,815'. Relogged down from 5,815' to 5,827'. 5,827.0 5,827.0

10:30 1.50 6.00 2 Drill 6" Section from 5,827' to 5,854'. WOB 5-15K, 240 GPM, SPP 3000 5,827.0 5,854.0
psi. MW 13.7 ppg, BGG 50 Units. CG 300-650 Units

12:00 6.00 12.00 2 Drill 6" Section from 5,854' to 5,926'. WOB 5-15K, 240 GPM, SPP 3000 5,854.0 5,926.0
psi. MW 13.7 ppg, BGG 50 Units. CG 300-650 Units

18:00 3.50 15.50 2 Drill 6" Section from 5,926' to 6,078'. WOB 5-16K, 240 GPM, SPP 3000 5,926.0 6,078.0
psi. MW 13.7 ppg, BGG 50 Units. CG 300-650 Units

21:30 1.00 16.50 6 Trip out with 3 stands of Drill Pipe, RIH with 3 stands of HWDP. 6,078.0 6,078.0

22:30 1.50 18.00 2 Drill 6" Section from 6,078' to 6,156'. WOB 5-16K, 240 GPM, SPP 3000 6,078.0 6,156.0
psi. MW 13.7 ppg, BGG 50 Units. CG 300-650 Units

00:00 6.00 24.00 2 Drill 6" Section from 6,156' to 6,319'. WOB 5-16K, 240 GPM, SPP 3000 6,156.0 6,319.0
psi. MW 13.7 ppg, BGG 50 Units. CG 300-650 Units

Mud Check: <depth>ftKB, 1/10/2014 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/10/2014 13.65 47 18.0 18.000 10.000 13.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

40,000.000 10,400.000 24.5 82/18
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

10.0
Mud Check: 5,873.0ftKB, 2/10/2014 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/10/2014 5,873.0 13.80 50 19.0 19.000 10.000 12.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

34,000.000 11,200.000 25.0 82/18
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

5.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

5,827.0 9,554.0 3,727.00 2/10/2014 09:55 2/16/2014 11:30 128.00 29.1 53.01 74.99 58.59 41.41
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8

8/10/2007 Conductor

11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8

12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184
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11/8/2007 Surface 13 3/8 54.50 H40 13 3/8

8/10/2007 Conductor

11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8

12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184
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RECEIVED: Mar. 03, 2014

Page  2/2

Well Name: Cane Creek 8-1

Report Printed:   3/3/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31449
Excaliber ID

74*23557
Well Area

Paradox
Basin Regulatory Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Graded Ground Elevation  (ft) KB-Ground Distance (ft) Spud Date

10/22/2007 00:00
Rig Release Date

12/20/2007 17:00
Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in) ID Nom Min (in)

2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826

Report for: 2/11/2014
Report #: 14, DFS: 5.21

Daily Depth Progress: 492.00

Sundry Number: 48308 API Well Number: 43019314490000Sundry Number: 48308 API Well Number: 43019314490000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/11/2014
Report #: 14, DFS: 5.21

Well Name: Cane Creek 8-1 Daily Depth Progress: 492.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826
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Sundry Number: 48308 API Well Number: 43019314490000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/11/2014
Report #: 14, DFS: 5.21

Well Name: Cane Creek 8-1 Daily Depth Progress: 492.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Casing & Liners

Set Depth OD Nom Max
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Sundry Number: 48308 API Well Number: 43019314490000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/11/2014
Report #: 14, DFS: 5.21

Well Name: Cane Creek 8-1 Daily Depth Progress: 492.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)
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Sundry Number: 48308 API Well Number: 43019314490000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/11/2014
Report #: 14, DFS: 5.21

Well Name: Cane Creek 8-1 Daily Depth Progress: 492.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826
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RECEIVED: Mar. 03, 2014

Page  1/1

Well Name: Cane Creek 8-1

Report Printed:   3/3/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31449
Excaliber ID

74*23557
Well Area

Paradox
Basin Regulatory Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Graded Ground Elevation  (ft) KB-Ground Distance (ft) Spud Date

10/22/2007 00:00
Rig Release Date

12/20/2007 17:00
Operator

Fidelity E&P
Surface Legal Location

Rig

Nabors Drilling  
M40

Company Man\Well Site Lead

Paul Roberts
Rig Email Address

NaborsM40@Fidelityepco.com
Rig Phone Number

(970) 986-4401
Rig Release Previous Well

1/28/2014 06:00
Rig Release Date

2/20/2014 18:00

Drilling Hours (hr)

175.45
Circulating Hours (hr)

15.35
Job ROP (ft/hr)

26.0
Job ROP Rotating (ft/hr)

49.1
Job ROP Sliding (ft/hr)

14.0
Job Rotating % (%)

34.12
Total Job Percent Sliding (%)

65.88
Target Depth (ftKB)

9,665.0
Kick Off Date Kick Off Depth (ftKB)

5,010.0
Kick Off Depth  (TVD) (ftKB)

5,006.3
Daily Operations
Report Start Date

2/11/2014 06:00
Report End Date

2/12/2014 06:00
Days From Spud (days)

6.21
Start Depth (ftKB)

6,319.0
End Depth (ftKB)

6,770.0
Daily Depth Progress (ft)

451.00
Operations at Report Time

Drill 6" Lateral Section.
Operations Summary

Drilled 6" Lateral Section from 6,319' to 6,770'.  
OBM Loss Last 24 Hrs = 21 bbls to SCE
Operations Next Report Period

Drilling
Weather

Cloudy
Wellbore

Re-Entry #3
Daily Contacts

Job Contact Position Office

Paul Roberts Company Man / WSL (281) 705-4881

Sam Loredo Company Man / WSL (970) 986-4401

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 2 Drill 6"  Section from 6,319' to 6,350'. WOB 5-16K, 240 GPM, SPP 3000  
psi. MW 13.7 ppg, BGG 50 Units. CG 300-650 Units
BOP Drill, Men at Stations in 40 Seconds.

6,319.0 6,350.0

12:00 6.00 12.00 2 Drill 6"  Section from 6,350' to 6,518'. WOB 5-16K, 240 GPM, SPP 3000  
psi. MW 13.7 ppg, BGG 50 Units. CG 300-650 Units

6,350.0 6,518.0

18:00 6.00 18.00 2 Drill 6"  Section from 6,518' to 6,615'. WOB 5-16K, 240 GPM, SPP 3000  
psi. MW 13.7 ppg, BGG 50 Units. CG 300-650 Units

6,518.0 6,615.0

00:00 6.00 24.00 2 Drill 6"  Section from 6,615' to 6,770'. WOB 5-16K, 240 GPM, SPP 3000  
psi. MW 13.7 ppg, BGG 50 Units. CG 300-650 Units

6,615.0 6,770.0

Mud Check: 6,388.0ftKB, 2/11/2014 14:00
Date

2/11/2014
Depth (ftKB)

6,388.0
Density (lb/gal)

13.50
Vis (s/qt)

46
PV OR (Pa•s)

19.0
YP OR (lbf/1…

13.000
Gel (10s) (lbf…

9.000
Gel (10m) (lb…

11.000
Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat…

2.0
HTHP FC (1…

2
MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L)

42,000.000
Calcium (mg/L)

11,600.000
Pot (mg/L) Lime (lb/bbl) Solids (%)

23.5
CaCl (ppm) Oil Water Ratio

82.4/17.6
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl)

21.0
LCM ECD - Manual Entr… T Flowline (°F) Comment

Mud Check: <depth>ftKB, 2/11/2014 23:59
Date

2/11/2014
Depth (ftKB) Density (lb/gal)

13.50
Vis (s/qt)

47
PV OR (Pa•s)

18.0
YP OR (lbf/1…

16.000
Gel (10s) (lbf…

10.000
Gel (10m) (lb…

13.000
Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat…

2.0
HTHP FC (1…

2
MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L)

42,000.000
Calcium (mg/L)

10,400.000
Pot (mg/L) Lime (lb/bbl) Solids (%)

24.5
CaCl (ppm) Oil Water Ratio

82.4/17.6
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl)

21.0
LCM ECD - Manual Entr… T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB)

5,827.0
Depth Out (ft…

9,554.0
Drilled (ft)

3,727.00
Date In

2/10/2014 09:55
Date Out

2/16/2014 11:30
Drill Time (hr)

128.00
BHA ROP (ft/hr)

29.1
Rot Time (hr)

53.01
Slide Time (hr)

74.99
% Slide Time …

58.59
% Rot Time (%)

41.41
Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in) ID Nom Min (in)

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8

8/10/2007 Conductor

11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8

12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184

2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826

Report for: 2/12/2014
Report #: 15, DFS: 6.21

Daily Depth Progress: 451.00

Sundry Number: 48308 API Well Number: 43019314490000Sundry Number: 48308 API Well Number: 43019314490000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/12/2014
Report #: 15, DFS: 6.21

Well Name: Cane Creek 8-1 Daily Depth Progress: 451.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 1/28/2014 06:00 2/20/2014 18:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

175.45 15.35 26.0 49.1 14.0 34.12 65.88
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,665.0 5,010.0 5,006.3
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

2/11/2014 06:00 2/12/2014 06:00 6.21 6,319.0 6,770.0 451.00
Operations at Report Time

Drill 6" Lateral Section.
Operations Summary

Drilled 6" Lateral Section from 6,319' to 6,770'.
OBM Loss Last 24 Hrs = 21 bbls to SCE
Operations Next Report Period

Drilling
Weather Wellbore

Cloudy Re-Entry #3
Daily Contacts

Job Contact Position Offce

Paul Roberts Company Man / WSL (281) 705-4881

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 2 Drill 6" Section from 6,319' to 6,350'. WOB 5-16K, 240 GPM, SPP 3000 6,319.0 6,350.0
psi. MW 13.7 ppg, BGG 50 Units. CG 300-650 Units
BOP Drill, Men at Stations in 40 Seconds.

12:00 6.00 12.00 2 Drill 6" Section from 6,350' to 6,518'. WOB 5-16K, 240 GPM, SPP 3000 6,350.0 6,518.0
psi. MW 13.7 ppg, BGG 50 Units. CG 300-650 Units

18:00 6.00 18.00 2 Drill 6" Section from 6,518' to 6,615'. WOB 5-16K, 240 GPM, SPP 3000 6,518.0 6,615.0
psi. MW 13.7 ppg, BGG 50 Units. CG 300-650 Units

00:00 6.00 24.00 2 Drill 6" Section from 6,615' to 6,770'. WOB 5-16K, 240 GPM, SPP 3000 6,615.0 6,770.0
psi. MW 13.7 ppg, BGG 50 Units. CG 300-650 Units

Mud Check: 6,388.0ftKB, 2/11/2014 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/11/2014 6,388.0 13.50 46 19.0 13.000 9.000 11.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

42,000.000 11,600.000 23.5 82.4/17.6
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

21.0
Mud Check: <depth>ftKB, 2/11/2014 23:59
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/11/2014 13.50 47 18.0 16.000 10.000 13.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

42,000.000 10,400.000 24.5 82.4/17.6
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

21.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

5,827.0 9,554.0 3,727.00 2/10/2014 09:55 2/16/2014 11:30 128.00 29.1 53.01 74.99 58.59 41.41
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8
8/10/2007 Conductor
11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8
12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184
2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 48308 API Well Number: 43019314490000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/12/2014
Report #: 15, DFS: 6.21

Well Name: Cane Creek 8-1 Daily Depth Progress: 451.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 1/28/2014 06:00 2/20/2014 18:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

175.45 15.35 26.0 49.1 14.0 34.12 65.88
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,665.0 5,010.0 5,006.3
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

2/11/2014 06:00 2/12/2014 06:00 6.21 6,319.0 6,770.0 451.00
Operations at Report Time

Drill 6" Lateral Section.
Operations Summary

Drilled 6" Lateral Section from 6,319' to 6,770'.
OBM Loss Last 24 Hrs = 21 bbls to SCE
Operations Next Report Period

Drilling
Weather Wellbore

Cloudy Re-Entry #3
Daily Contacts

Job Contact Position Offce

Paul Roberts Company Man / WSL (281) 705-4881

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 2 Drill 6" Section from 6,319' to 6,350'. WOB 5-16K, 240 GPM, SPP 3000 6,319.0 6,350.0
psi. MW 13.7 ppg, BGG 50 Units. CG 300-650 Units
BOP Drill, Men at Stations in 40 Seconds.

12:00 6.00 12.00 2 Drill 6" Section from 6,350' to 6,518'. WOB 5-16K, 240 GPM, SPP 3000 6,350.0 6,518.0
psi. MW 13.7 ppg, BGG 50 Units. CG 300-650 Units

18:00 6.00 18.00 2 Drill 6" Section from 6,518' to 6,615'. WOB 5-16K, 240 GPM, SPP 3000 6,518.0 6,615.0
psi. MW 13.7 ppg, BGG 50 Units. CG 300-650 Units

00:00 6.00 24.00 2 Drill 6" Section from 6,615' to 6,770'. WOB 5-16K, 240 GPM, SPP 3000 6,615.0 6,770.0
psi. MW 13.7 ppg, BGG 50 Units. CG 300-650 Units

Mud Check: 6,388.0ftKB, 2/11/2014 14:00
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42,000.000 11,600.000 23.5 82.4/17.6
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

21.0
Mud Check: <depth>ftKB, 2/11/2014 23:59
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Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
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Daily Drilling Performance
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11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8
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APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 1/28/2014 06:00 2/20/2014 18:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

175.45 15.35 26.0 49.1 14.0 34.12 65.88
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)
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Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

2/11/2014 06:00 2/12/2014 06:00 6.21 6,319.0 6,770.0 451.00
Operations at Report Time

Drill 6" Lateral Section.
Operations Summary

Drilled 6" Lateral Section from 6,319' to 6,770'.
OBM Loss Last 24 Hrs = 21 bbls to SCE
Operations Next Report Period

Drilling
Weather Wellbore

Cloudy Re-Entry #3
Daily Contacts

Job Contact Position Offce

Paul Roberts Company Man / WSL (281) 705-4881

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 2 Drill 6" Section from 6,319' to 6,350'. WOB 5-16K, 240 GPM, SPP 3000 6,319.0 6,350.0
psi. MW 13.7 ppg, BGG 50 Units. CG 300-650 Units
BOP Drill, Men at Stations in 40 Seconds.

12:00 6.00 12.00 2 Drill 6" Section from 6,350' to 6,518'. WOB 5-16K, 240 GPM, SPP 3000 6,350.0 6,518.0
psi. MW 13.7 ppg, BGG 50 Units. CG 300-650 Units

18:00 6.00 18.00 2 Drill 6" Section from 6,518' to 6,615'. WOB 5-16K, 240 GPM, SPP 3000 6,518.0 6,615.0
psi. MW 13.7 ppg, BGG 50 Units. CG 300-650 Units

00:00 6.00 24.00 2 Drill 6" Section from 6,615' to 6,770'. WOB 5-16K, 240 GPM, SPP 3000 6,615.0 6,770.0
psi. MW 13.7 ppg, BGG 50 Units. CG 300-650 Units

Mud Check: 6,388.0ftKB, 2/11/2014 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/11/2014 6,388.0 13.50 46 19.0 13.000 9.000 11.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

42,000.000 11,600.000 23.5 82.4/17.6
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

21.0
Mud Check: <depth>ftKB, 2/11/2014 23:59
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/11/2014 13.50 47 18.0 16.000 10.000 13.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

42,000.000 10,400.000 24.5 82.4/17.6
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

21.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

5,827.0 9,554.0 3,727.00 2/10/2014 09:55 2/16/2014 11:30 128.00 29.1 53.01 74.99 58.59 41.41
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8

8/10/2007 Conductor

11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8

12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184

2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 48308 API Well Number: 43019314490000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/12/2014
Report #: 15, DFS: 6.21

Well Name: Cane Creek 8-1 Daily Depth Progress: 451.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 1/28/2014 06:00 2/20/2014 18:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

175.45 15.35 26.0 49.1 14.0 34.12 65.88
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,665.0 5,010.0 5,006.3
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

2/11/2014 06:00 2/12/2014 06:00 6.21 6,319.0 6,770.0 451.00
Operations at Report Time

Drill 6" Lateral Section.
Operations Summary

Drilled 6" Lateral Section from 6,319' to 6,770'.
OBM Loss Last 24 Hrs = 21 bbls to SCE
Operations Next Report Period

Drilling
Weather Wellbore

Cloudy Re-Entry #3
Daily Contacts

Job Contact Position Offce

Paul Roberts Company Man / WSL (281) 705-4881

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 2 Drill 6" Section from 6,319' to 6,350'. WOB 5-16K, 240 GPM, SPP 3000 6,319.0 6,350.0
psi. MW 13.7 ppg, BGG 50 Units. CG 300-650 Units
BOP Drill, Men at Stations in 40 Seconds.

12:00 6.00 12.00 2 Drill 6" Section from 6,350' to 6,518'. WOB 5-16K, 240 GPM, SPP 3000 6,350.0 6,518.0
psi. MW 13.7 ppg, BGG 50 Units. CG 300-650 Units

18:00 6.00 18.00 2 Drill 6" Section from 6,518' to 6,615'. WOB 5-16K, 240 GPM, SPP 3000 6,518.0 6,615.0
psi. MW 13.7 ppg, BGG 50 Units. CG 300-650 Units

00:00 6.00 24.00 2 Drill 6" Section from 6,615' to 6,770'. WOB 5-16K, 240 GPM, SPP 3000 6,615.0 6,770.0
psi. MW 13.7 ppg, BGG 50 Units. CG 300-650 Units

Mud Check: 6,388.0ftKB, 2/11/2014 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/11/2014 6,388.0 13.50 46 19.0 13.000 9.000 11.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

42,000.000 11,600.000 23.5 82.4/17.6
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

21.0
Mud Check: <depth>ftKB, 2/11/2014 23:59
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/11/2014 13.50 47 18.0 16.000 10.000 13.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

42,000.000 10,400.000 24.5 82.4/17.6
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

21.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

5,827.0 9,554.0 3,727.00 2/10/2014 09:55 2/16/2014 11:30 128.00 29.1 53.01 74.99 58.59 41.41
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8

8/10/2007 Conductor

11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8

12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184

2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 48308 API Well Number: 43019314490000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/12/2014
Report #: 15, DFS: 6.21

Well Name: Cane Creek 8-1 Daily Depth Progress: 451.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 1/28/2014 06:00 2/20/2014 18:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

175.45 15.35 26.0 49.1 14.0 34.12 65.88
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,665.0 5,010.0 5,006.3
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

2/11/2014 06:00 2/12/2014 06:00 6.21 6,319.0 6,770.0 451.00
Operations at Report Time

Drill 6" Lateral Section.
Operations Summary

Drilled 6" Lateral Section from 6,319' to 6,770'.
OBM Loss Last 24 Hrs = 21 bbls to SCE
Operations Next Report Period

Drilling
Weather Wellbore

Cloudy Re-Entry #3
Daily Contacts

Job Contact Position Offce

Paul Roberts Company Man / WSL (281) 705-4881

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 2 Drill 6" Section from 6,319' to 6,350'. WOB 5-16K, 240 GPM, SPP 3000 6,319.0 6,350.0
psi. MW 13.7 ppg, BGG 50 Units. CG 300-650 Units
BOP Drill, Men at Stations in 40 Seconds.

12:00 6.00 12.00 2 Drill 6" Section from 6,350' to 6,518'. WOB 5-16K, 240 GPM, SPP 3000 6,350.0 6,518.0
psi. MW 13.7 ppg, BGG 50 Units. CG 300-650 Units

18:00 6.00 18.00 2 Drill 6" Section from 6,518' to 6,615'. WOB 5-16K, 240 GPM, SPP 3000 6,518.0 6,615.0
psi. MW 13.7 ppg, BGG 50 Units. CG 300-650 Units

00:00 6.00 24.00 2 Drill 6" Section from 6,615' to 6,770'. WOB 5-16K, 240 GPM, SPP 3000 6,615.0 6,770.0
psi. MW 13.7 ppg, BGG 50 Units. CG 300-650 Units

Mud Check: 6,388.0ftKB, 2/11/2014 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/11/2014 6,388.0 13.50 46 19.0 13.000 9.000 11.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

42,000.000 11,600.000 23.5 82.4/17.6
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

21.0
Mud Check: <depth>ftKB, 2/11/2014 23:59
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/11/2014 13.50 47 18.0 16.000 10.000 13.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

42,000.000 10,400.000 24.5 82.4/17.6
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

21.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

5,827.0 9,554.0 3,727.00 2/10/2014 09:55 2/16/2014 11:30 128.00 29.1 53.01 74.99 58.59 41.41
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8

8/10/2007 Conductor

11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8

12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184

2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 48308 API Well Number: 43019314490000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/12/2014
Report #: 15, DFS: 6.21

Well Name: Cane Creek 8-1 Daily Depth Progress: 451.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 1/28/2014 06:00 2/20/2014 18:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

175.45 15.35 26.0 49.1 14.0 34.12 65.88
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,665.0 5,010.0 5,006.3
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

2/11/2014 06:00 2/12/2014 06:00 6.21 6,319.0 6,770.0 451.00
Operations at Report Time

Drill 6" Lateral Section.
Operations Summary

Drilled 6" Lateral Section from 6,319' to 6,770'.
OBM Loss Last 24 Hrs = 21 bbls to SCE
Operations Next Report Period

Drilling
Weather Wellbore

Cloudy Re-Entry #3
Daily Contacts

Job Contact Position Offce

Paul Roberts Company Man / WSL (281) 705-4881

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 2 Drill 6" Section from 6,319' to 6,350'. WOB 5-16K, 240 GPM, SPP 3000 6,319.0 6,350.0
psi. MW 13.7 ppg, BGG 50 Units. CG 300-650 Units
BOP Drill, Men at Stations in 40 Seconds.

12:00 6.00 12.00 2 Drill 6" Section from 6,350' to 6,518'. WOB 5-16K, 240 GPM, SPP 3000 6,350.0 6,518.0
psi. MW 13.7 ppg, BGG 50 Units. CG 300-650 Units

18:00 6.00 18.00 2 Drill 6" Section from 6,518' to 6,615'. WOB 5-16K, 240 GPM, SPP 3000 6,518.0 6,615.0
psi. MW 13.7 ppg, BGG 50 Units. CG 300-650 Units

00:00 6.00 24.00 2 Drill 6" Section from 6,615' to 6,770'. WOB 5-16K, 240 GPM, SPP 3000 6,615.0 6,770.0
psi. MW 13.7 ppg, BGG 50 Units. CG 300-650 Units

Mud Check: 6,388.0ftKB, 2/11/2014 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/11/2014 6,388.0 13.50 46 19.0 13.000 9.000 11.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

42,000.000 11,600.000 23.5 82.4/17.6
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

21.0
Mud Check: <depth>ftKB, 2/11/2014 23:59
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/11/2014 13.50 47 18.0 16.000 10.000 13.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

42,000.000 10,400.000 24.5 82.4/17.6
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

21.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

5,827.0 9,554.0 3,727.00 2/10/2014 09:55 2/16/2014 11:30 128.00 29.1 53.01 74.99 58.59 41.41
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8

8/10/2007 Conductor

11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8

12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184

2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826

Page 1/1 Report Printed:



RECEIVED: Mar. 03, 2014

Page  1/1

Well Name: Cane Creek 8-1

Report Printed:   3/3/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31449
Excaliber ID

74*23557
Well Area

Paradox
Basin Regulatory Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Graded Ground Elevation  (ft) KB-Ground Distance (ft) Spud Date

10/22/2007 00:00
Rig Release Date

12/20/2007 17:00
Operator

Fidelity E&P
Surface Legal Location

Rig

Nabors Drilling  
M40

Company Man\Well Site Lead

Paul Roberts
Rig Email Address

NaborsM40@Fidelityepco.com
Rig Phone Number

(970) 986-4401
Rig Release Previous Well

1/28/2014 06:00
Rig Release Date

2/20/2014 18:00

Drilling Hours (hr)

175.45
Circulating Hours (hr)

15.35
Job ROP (ft/hr)

26.0
Job ROP Rotating (ft/hr)

49.1
Job ROP Sliding (ft/hr)

14.0
Job Rotating % (%)

34.12
Total Job Percent Sliding (%)

65.88
Target Depth (ftKB)

9,665.0
Kick Off Date Kick Off Depth (ftKB)

5,010.0
Kick Off Depth  (TVD) (ftKB)

5,006.3
Daily Operations
Report Start Date

2/12/2014 06:00
Report End Date

2/13/2014 06:00
Days From Spud (days)

7.21
Start Depth (ftKB)

6,770.0
End Depth (ftKB)

7,336.0
Daily Depth Progress (ft)

566.00
Operations at Report Time

Drill 6" Lateral Section
Operations Summary

Drilled 6" Lateral Section from 6,770' to 7,365'.
OBM Loss Last 24 Hrs = 12 bbls to SCE
Operations Next Report Period

Drilling
Weather

Cloudy
Wellbore

Re-Entry #3
Daily Contacts

Job Contact Position Office

Paul Roberts Company Man / WSL (281) 705-4881

Sam Loredo Company Man / WSL (970) 986-4401

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 2 Drill 6"  Section from 6,770' to 6,830'. WOB 5-16K, 240 GPM, SPP 3000  
psi. MW 13.5 ppg, BGG 50 Units. CG 300-450 Units

6,770.0 6,830.0

12:00 6.00 12.00 2 Drill 6"  Section from 6,830' to 7,000'. WOB 5-16K, 240 GPM, SPP 3000  
psi. MW 13.5 ppg, BGG 50 Units. CG 300-450 Units
BOP Drill, Men at Stations 1 min, 55 seconds.  

6,830.0 7,000.0

18:00 6.00 18.00 2 Drill 6"  Section from 7,000' to 7,188'. WOB 5-16K, ROP 0-35, 240 GPM,  
SPP 3000 psi. MW 13.4 ppg, BGG 50 Units. CG 300-450 Units

7,000.0 7,188.0

00:00 6.00 24.00 2 Drill 6"  Section from 7,188' to 7,365'. WOB 5-16K, ROP 0-35, 240 GPM,  
SPP 3000 psi. MW 13.4 ppg, BGG 50 Units. CG 300-450 Units

7,188.0 7,365.0

Mud Check: 6,913.0ftKB, 2/12/2014 14:00
Date

2/12/2014
Depth (ftKB)

6,913.0
Density (lb/gal)

13.50
Vis (s/qt)

46
PV OR (Pa•s)

18.0
YP OR (lbf/1…

14.000
Gel (10s) (lbf…

8.000
Gel (10m) (lb…

9.000
Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat…

2.0
HTHP FC (1…

2
MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L)

42,000.000
Calcium (mg/L)

11,600.000
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Daily Drilling Performance
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Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in) ID Nom Min (in)

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8

8/10/2007 Conductor

11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8

12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184

2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826

Report for: 2/13/2014
Report #: 16, DFS: 7.21

Daily Depth Progress: 566.00

Sundry Number: 48308 API Well Number: 43019314490000Sundry Number: 48308 API Well Number: 43019314490000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/13/2014
Report #: 16, DFS: 7.21

Well Name: Cane Creek 8-1 Daily Depth Progress: 566.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 1/28/2014 06:00 2/20/2014 18:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

175.45 15.35 26.0 49.1 14.0 34.12 65.88
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,665.0 5,010.0 5,006.3
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

2/12/2014 06:00 2/13/2014 06:00 7.21 6,770.0 7,336.0 566.00
Operations at Report Time

Drill 6" Lateral Section
Operations Summary

Drilled 6" Lateral Section from 6,770' to 7,365'.
OBM Loss Last 24 Hrs = 12 bbls to SCE
Operations Next Report Period

Drilling
Weather Wellbore

Cloudy Re-Entry #3
Daily Contacts

Job Contact Position Offce

Paul Roberts Company Man / WSL (281) 705-4881

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 2 Drill 6" Section from 6,770' to 6,830'. WOB 5-16K, 240 GPM, SPP 3000 6,770.0 6,830.0
psi. MW 13.5 ppg, BGG 50 Units. CG 300-450 Units

12:00 6.00 12.00 2 Drill 6" Section from 6,830' to 7,000'. WOB 5-16K, 240 GPM, SPP 3000 6,830.0 7,000.0
psi. MW 13.5 ppg, BGG 50 Units. CG 300-450 Units
BOP Drill, Men at Stations 1 min, 55 seconds.

18:00 6.00 18.00 2 Drill 6" Section from 7,000' to 7,188'. WOB 5-16K, ROP 0-35, 240 GPM, 7,000.0 7,188.0
SPP 3000 psi. MW 13.4 ppg, BGG 50 Units. CG 300-450 Units

00:00 6.00 24.00 2 Drill 6" Section from 7,188' to 7,365'. WOB 5-16K, ROP 0-35, 240 GPM, 7,188.0 7,365.0
SPP 3000 psi. MW 13.4 ppg, BGG 50 Units. CG 300-450 Units

Mud Check: 6,913.0ftKB, 2/12/2014 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/12/2014 6,913.0 13.50 46 18.0 14.000 8.000 9.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

42,000.000 11,600.000 26.0 83.8/16.2
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

12.0 93.0
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Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

5,827.0 9,554.0 3,727.00 2/10/2014 09:55 2/16/2014 11:30 128.00 29.1 53.01 74.99 58.59 41.41
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Page 1/1 Report Printed:

Sundry Number: 48308 API Well Number: 43019314490000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/13/2014
Report #: 16, DFS: 7.21

Well Name: Cane Creek 8-1 Daily Depth Progress: 566.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 1/28/2014 06:00 2/20/2014 18:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

175.45 15.35 26.0 49.1 14.0 34.12 65.88
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,665.0 5,010.0 5,006.3
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

2/12/2014 06:00 2/13/2014 06:00 7.21 6,770.0 7,336.0 566.00
Operations at Report Time

Drill 6" Lateral Section
Operations Summary

Drilled 6" Lateral Section from 6,770' to 7,365'.
OBM Loss Last 24 Hrs = 12 bbls to SCE
Operations Next Report Period

Drilling
Weather Wellbore

Cloudy Re-Entry #3
Daily Contacts

Job Contact Position Offce

Paul Roberts Company Man / WSL (281) 705-4881

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 2 Drill 6" Section from 6,770' to 6,830'. WOB 5-16K, 240 GPM, SPP 3000 6,770.0 6,830.0
psi. MW 13.5 ppg, BGG 50 Units. CG 300-450 Units

12:00 6.00 12.00 2 Drill 6" Section from 6,830' to 7,000'. WOB 5-16K, 240 GPM, SPP 3000 6,830.0 7,000.0
psi. MW 13.5 ppg, BGG 50 Units. CG 300-450 Units
BOP Drill, Men at Stations 1 min, 55 seconds.

18:00 6.00 18.00 2 Drill 6" Section from 7,000' to 7,188'. WOB 5-16K, ROP 0-35, 240 GPM, 7,000.0 7,188.0
SPP 3000 psi. MW 13.4 ppg, BGG 50 Units. CG 300-450 Units

00:00 6.00 24.00 2 Drill 6" Section from 7,188' to 7,365'. WOB 5-16K, ROP 0-35, 240 GPM, 7,188.0 7,365.0
SPP 3000 psi. MW 13.4 ppg, BGG 50 Units. CG 300-450 Units

Mud Check: 6,913.0ftKB, 2/12/2014 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/12/2014 6,913.0 13.50 46 18.0 14.000 8.000 9.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

42,000.000 11,600.000 26.0 83.8/16.2
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

12.0 93.0
Mud Check: <depth>ftKB, 2/12/2014 23:59
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/12/2014 13.45 47 19.0 12.000 10.000 13.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

43,000.000 10,400.000 24.5 83.8/16.2
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

16.0 93.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

5,827.0 9,554.0 3,727.00 2/10/2014 09:55 2/16/2014 11:30 128.00 29.1 53.01 74.99 58.59 41.41
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8

8/10/2007 Conductor

11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8

12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184

2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 48308 API Well Number: 43019314490000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/13/2014
Report #: 16, DFS: 7.21

Well Name: Cane Creek 8-1 Daily Depth Progress: 566.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 1/28/2014 06:00 2/20/2014 18:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

175.45 15.35 26.0 49.1 14.0 34.12 65.88
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,665.0 5,010.0 5,006.3
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

2/12/2014 06:00 2/13/2014 06:00 7.21 6,770.0 7,336.0 566.00
Operations at Report Time

Drill 6" Lateral Section
Operations Summary

Drilled 6" Lateral Section from 6,770' to 7,365'.
OBM Loss Last 24 Hrs = 12 bbls to SCE
Operations Next Report Period

Drilling
Weather Wellbore

Cloudy Re-Entry #3
Daily Contacts

Job Contact Position Offce

Paul Roberts Company Man / WSL (281) 705-4881

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 2 Drill 6" Section from 6,770' to 6,830'. WOB 5-16K, 240 GPM, SPP 3000 6,770.0 6,830.0
psi. MW 13.5 ppg, BGG 50 Units. CG 300-450 Units

12:00 6.00 12.00 2 Drill 6" Section from 6,830' to 7,000'. WOB 5-16K, 240 GPM, SPP 3000 6,830.0 7,000.0
psi. MW 13.5 ppg, BGG 50 Units. CG 300-450 Units
BOP Drill, Men at Stations 1 min, 55 seconds.

18:00 6.00 18.00 2 Drill 6" Section from 7,000' to 7,188'. WOB 5-16K, ROP 0-35, 240 GPM, 7,000.0 7,188.0
SPP 3000 psi. MW 13.4 ppg, BGG 50 Units. CG 300-450 Units

00:00 6.00 24.00 2 Drill 6" Section from 7,188' to 7,365'. WOB 5-16K, ROP 0-35, 240 GPM, 7,188.0 7,365.0
SPP 3000 psi. MW 13.4 ppg, BGG 50 Units. CG 300-450 Units

Mud Check: 6,913.0ftKB, 2/12/2014 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/12/2014 6,913.0 13.50 46 18.0 14.000 8.000 9.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

42,000.000 11,600.000 26.0 83.8/16.2
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

12.0 93.0
Mud Check: <depth>ftKB, 2/12/2014 23:59
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/12/2014 13.45 47 19.0 12.000 10.000 13.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

43,000.000 10,400.000 24.5 83.8/16.2
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

16.0 93.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

5,827.0 9,554.0 3,727.00 2/10/2014 09:55 2/16/2014 11:30 128.00 29.1 53.01 74.99 58.59 41.41
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8

8/10/2007 Conductor

11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8

12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184

2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826

Page 1/1 Report Printed:



RECEIVED: Mar. 03, 2014

Page  1/1

Well Name: Cane Creek 8-1

Report Printed:   3/3/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31449
Excaliber ID

74*23557
Well Area

Paradox
Basin Regulatory Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Graded Ground Elevation  (ft) KB-Ground Distance (ft) Spud Date

10/22/2007 00:00
Rig Release Date

12/20/2007 17:00
Operator

Fidelity E&P
Surface Legal Location

Rig

Nabors Drilling  
M40

Company Man\Well Site Lead

Paul Roberts
Rig Email Address

NaborsM40@Fidelityepco.com
Rig Phone Number

(970) 986-4401
Rig Release Previous Well

1/28/2014 06:00
Rig Release Date

2/20/2014 18:00

Drilling Hours (hr)

175.45
Circulating Hours (hr)

15.35
Job ROP (ft/hr)

26.0
Job ROP Rotating (ft/hr)

49.1
Job ROP Sliding (ft/hr)

14.0
Job Rotating % (%)

34.12
Total Job Percent Sliding (%)

65.88
Target Depth (ftKB)

9,665.0
Kick Off Date Kick Off Depth (ftKB)

5,010.0
Kick Off Depth  (TVD) (ftKB)

5,006.3
Daily Operations
Report Start Date

2/13/2014 06:00
Report End Date

2/14/2014 06:00
Days From Spud (days)

8.21
Start Depth (ftKB)

7,371.0
End Depth (ftKB)

8,228.0
Daily Depth Progress (ft)

857.00
Operations at Report Time

Drill 6" lateral section
Operations Summary

Drilled 6" Lateral Section from 7,365' to 8,225'.
OBM Loss Last 24 Hrs = 7 bbls to SCE
Operations Next Report Period

Drilling
Weather

Sunny and Clear
Wellbore

Re-Entry #3
Daily Contacts

Job Contact Position Office

Paul Roberts Company Man / WSL (281) 705-4881

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 2 Drill 6"  Section from 7,365' to 7,643'. WOB 5-16K, ROP 0-35, 240 GPM,  
SPP 3000 psi. MW 13.4-13.2 ppg, BGG 50 Units. CG 300-450 Units

7,365.0 7,643.0

12:00 6.00 12.00 2 Drill 6"  Section from 7,643' to 7,843'. WOB 5-16K, ROP 0-35, 240 GPM,  
SPP 3000 psi. MW 13.2 ppg, BGG 50 Units. CG 250-450 Units. BOP Drill  
Men to Stations - 1 min 47 sec.

7,643.0 7,843.0

18:00 6.00 18.00 2 Drill 6"  Section from 7,843' to 8,042'. WOB 5-16K, ROP 0-35, 240 GPM,  
SPP 3000 psi. MW 13.2 ppg, BGG 50 Units. CG 250-450 Units. BOP drill  
1min 53sec.

7,843.0 8,042.0

00:00 6.00 24.00 2 Drill 6"  Section from 8,042' to 8,225'. WOB 5-16K, ROP 0-35, 240 GPM,  
SPP 3000 psi. MW 13.2 ppg, BGG 50 Units. CG 250-450 Units.

8,042.0 8,225.0

Mud Check: 7,691.0ftKB, 2/13/2014 15:00
Date

2/13/2014
Depth (ftKB)

7,691.0
Density (lb/gal)

13.20
Vis (s/qt)

43
PV OR (Pa•s)

19.0
YP OR (lbf/1…

14.000
Gel (10s) (lbf…

10.000
Gel (10m) (lb…

13.000
Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat…

2.0
HTHP FC (1…

2
MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L)

301,616.00
0

Pot (mg/L) Lime (lb/bbl) Solids (%)

25.0
CaCl (ppm) Oil Water Ratio

86.7/13.3

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr… T Flowline (°F)

100.0
Comment

Mud Check: 8,140.0ftKB, 2/13/2014 23:30
Date

2/13/2014
Depth (ftKB)

8,140.0
Density (lb/gal)

13.20
Vis (s/qt)

47
PV OR (Pa•s)

18.0
YP OR (lbf/1…

16.000
Gel (10s) (lbf…

10.000
Gel (10m) (lb…

13.000
Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat…

2.0
HTHP FC (1…

2
MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L)

283,370.00
0

Pot (mg/L) Lime (lb/bbl) Solids (%)

24.0
CaCl (ppm) Oil Water Ratio

85.5/14.5

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl)

7.0
LCM ECD - Manual Entr… T Flowline (°F)

103.0
Comment

Daily Drilling Performance
Depth In (ftKB)

5,827.0
Depth Out (ft…

9,554.0
Drilled (ft)

3,727.00
Date In

2/10/2014 09:55
Date Out

2/16/2014 11:30
Drill Time (hr)

128.00
BHA ROP (ft/hr)

29.1
Rot Time (hr)

53.01
Slide Time (hr)

74.99
% Slide Time …

58.59
% Rot Time (%)

41.41
Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in) ID Nom Min (in)

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8

8/10/2007 Conductor

11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8

12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184

2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826

Report for: 2/14/2014
Report #: 17, DFS: 8.21

Daily Depth Progress: 857.00

Sundry Number: 48308 API Well Number: 43019314490000Sundry Number: 48308 API Well Number: 43019314490000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/14/2014
Report #: 17, DFS: 8.21

Well Name: Cane Creek 8-1 Daily Depth Progress: 857.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 1/28/2014 06:00 2/20/2014 18:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

175.45 15.35 26.0 49.1 14.0 34.12 65.88
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,665.0 5,010.0 5,006.3
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

2/13/2014 06:00 2/14/2014 06:00 8.21 7,371.0 8,228.0 857.00
Operations at Report Time

Drill 6" lateral section
Operations Summary

Drilled 6" Lateral Section from 7,365' to 8,225'.
OBM Loss Last 24 Hrs = 7 bbls to SCE
Operations Next Report Period

Drilling
Weather Wellbore

Sunny and Clear Re-Entry #3
Daily Contacts

Job Contact Position Offce

Paul Roberts Company Man / WSL (281) 705-4881

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 2 Drill 6" Section from 7,365' to 7,643'. WOB 5-16K, ROP 0-35, 240 GPM, 7,365.0 7,643.0
SPP 3000 psi. MW 13.4-13.2 ppg, BGG 50 Units. CG 300-450 Units

12:00 6.00 12.00 2 Drill 6" Section from 7,643' to 7,843'. WOB 5-16K, ROP 0-35, 240 GPM, 7,643.0 7,843.0
SPP 3000 psi. MW 13.2 ppg, BGG 50 Units. CG 250-450 Units. BOP Drill
Men to Stations - 1 min 47 sec.

18:00 6.00 18.00 2 Drill 6" Section from 7,843' to 8,042'. WOB 5-16K, ROP 0-35, 240 GPM, 7,843.0 8,042.0
SPP 3000 psi. MW 13.2 ppg, BGG 50 Units. CG 250-450 Units. BOP drill
1min 53sec.

00:00 6.00 24.00 2 Drill 6" Section from 8,042' to 8,225'. WOB 5-16K, ROP 0-35, 240 GPM, 8,042.0 8,225.0
SPP 3000 psi. MW 13.2 ppg, BGG 50 Units. CG 250-450 Units.

Mud Check: 7,691.0ftKB, 2/13/2014 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/13/2014 7,691.0 13.20 43 19.0 14.000 10.000 13.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

301,616.00 25.0 86.7/13.3
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

100.0
Mud Check: 8,140.0ftKB, 2/13/2014 23:30
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/13/2014 8,140.0 13.20 47 18.0 16.000 10.000 13.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

283,370.00 24.0 85.5/14.5
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

7.0 103.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

5,827.0 9,554.0 3,727.00 2/10/2014 09:55 2/16/2014 11:30 128.00 29.1 53.01 74.99 58.59 41.41
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8
8/10/2007 Conductor
11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8
12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184
2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 48308 API Well Number: 43019314490000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/14/2014
Report #: 17, DFS: 8.21

Well Name: Cane Creek 8-1 Daily Depth Progress: 857.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 1/28/2014 06:00 2/20/2014 18:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

175.45 15.35 26.0 49.1 14.0 34.12 65.88
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,665.0 5,010.0 5,006.3
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

2/13/2014 06:00 2/14/2014 06:00 8.21 7,371.0 8,228.0 857.00
Operations at Report Time

Drill 6" lateral section
Operations Summary

Drilled 6" Lateral Section from 7,365' to 8,225'.
OBM Loss Last 24 Hrs = 7 bbls to SCE
Operations Next Report Period

Drilling
Weather Wellbore

Sunny and Clear Re-Entry #3
Daily Contacts

Job Contact Position Offce

Paul Roberts Company Man / WSL (281) 705-4881

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 2 Drill 6" Section from 7,365' to 7,643'. WOB 5-16K, ROP 0-35, 240 GPM, 7,365.0 7,643.0
SPP 3000 psi. MW 13.4-13.2 ppg, BGG 50 Units. CG 300-450 Units

12:00 6.00 12.00 2 Drill 6" Section from 7,643' to 7,843'. WOB 5-16K, ROP 0-35, 240 GPM, 7,643.0 7,843.0
SPP 3000 psi. MW 13.2 ppg, BGG 50 Units. CG 250-450 Units. BOP Drill
Men to Stations - 1 min 47 sec.

18:00 6.00 18.00 2 Drill 6" Section from 7,843' to 8,042'. WOB 5-16K, ROP 0-35, 240 GPM, 7,843.0 8,042.0
SPP 3000 psi. MW 13.2 ppg, BGG 50 Units. CG 250-450 Units. BOP drill
1min 53sec.

00:00 6.00 24.00 2 Drill 6" Section from 8,042' to 8,225'. WOB 5-16K, ROP 0-35, 240 GPM, 8,042.0 8,225.0
SPP 3000 psi. MW 13.2 ppg, BGG 50 Units. CG 250-450 Units.

Mud Check: 7,691.0ftKB, 2/13/2014 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/13/2014 7,691.0 13.20 43 19.0 14.000 10.000 13.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

301,616.00 25.0 86.7/13.3
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

100.0
Mud Check: 8,140.0ftKB, 2/13/2014 23:30
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/13/2014 8,140.0 13.20 47 18.0 16.000 10.000 13.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

283,370.00 24.0 85.5/14.5
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

7.0 103.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

5,827.0 9,554.0 3,727.00 2/10/2014 09:55 2/16/2014 11:30 128.00 29.1 53.01 74.99 58.59 41.41
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8

8/10/2007 Conductor

11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8

12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184

2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 48308 API Well Number: 43019314490000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/14/2014
Report #: 17, DFS: 8.21

Well Name: Cane Creek 8-1 Daily Depth Progress: 857.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 1/28/2014 06:00 2/20/2014 18:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

175.45 15.35 26.0 49.1 14.0 34.12 65.88
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,665.0 5,010.0 5,006.3
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

2/13/2014 06:00 2/14/2014 06:00 8.21 7,371.0 8,228.0 857.00
Operations at Report Time

Drill 6" lateral section
Operations Summary

Drilled 6" Lateral Section from 7,365' to 8,225'.
OBM Loss Last 24 Hrs = 7 bbls to SCE
Operations Next Report Period

Drilling
Weather Wellbore

Sunny and Clear Re-Entry #3
Daily Contacts

Job Contact Position Offce

Paul Roberts Company Man / WSL (281) 705-4881

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 2 Drill 6" Section from 7,365' to 7,643'. WOB 5-16K, ROP 0-35, 240 GPM, 7,365.0 7,643.0
SPP 3000 psi. MW 13.4-13.2 ppg, BGG 50 Units. CG 300-450 Units

12:00 6.00 12.00 2 Drill 6" Section from 7,643' to 7,843'. WOB 5-16K, ROP 0-35, 240 GPM, 7,643.0 7,843.0
SPP 3000 psi. MW 13.2 ppg, BGG 50 Units. CG 250-450 Units. BOP Drill
Men to Stations - 1 min 47 sec.

18:00 6.00 18.00 2 Drill 6" Section from 7,843' to 8,042'. WOB 5-16K, ROP 0-35, 240 GPM, 7,843.0 8,042.0
SPP 3000 psi. MW 13.2 ppg, BGG 50 Units. CG 250-450 Units. BOP drill
1min 53sec.

00:00 6.00 24.00 2 Drill 6" Section from 8,042' to 8,225'. WOB 5-16K, ROP 0-35, 240 GPM, 8,042.0 8,225.0
SPP 3000 psi. MW 13.2 ppg, BGG 50 Units. CG 250-450 Units.

Mud Check: 7,691.0ftKB, 2/13/2014 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/13/2014 7,691.0 13.20 43 19.0 14.000 10.000 13.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

301,616.00 25.0 86.7/13.3
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

100.0
Mud Check: 8,140.0ftKB, 2/13/2014 23:30
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/13/2014 8,140.0 13.20 47 18.0 16.000 10.000 13.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

283,370.00 24.0 85.5/14.5
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

7.0 103.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

5,827.0 9,554.0 3,727.00 2/10/2014 09:55 2/16/2014 11:30 128.00 29.1 53.01 74.99 58.59 41.41
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8

8/10/2007 Conductor

11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8

12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184

2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 48308 API Well Number: 43019314490000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/14/2014
Report #: 17, DFS: 8.21

Well Name: Cane Creek 8-1 Daily Depth Progress: 857.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 1/28/2014 06:00 2/20/2014 18:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

175.45 15.35 26.0 49.1 14.0 34.12 65.88
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,665.0 5,010.0 5,006.3
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

2/13/2014 06:00 2/14/2014 06:00 8.21 7,371.0 8,228.0 857.00
Operations at Report Time

Drill 6" lateral section
Operations Summary

Drilled 6" Lateral Section from 7,365' to 8,225'.
OBM Loss Last 24 Hrs = 7 bbls to SCE
Operations Next Report Period

Drilling
Weather Wellbore

Sunny and Clear Re-Entry #3
Daily Contacts

Job Contact Position Offce

Paul Roberts Company Man / WSL (281) 705-4881

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 2 Drill 6" Section from 7,365' to 7,643'. WOB 5-16K, ROP 0-35, 240 GPM, 7,365.0 7,643.0
SPP 3000 psi. MW 13.4-13.2 ppg, BGG 50 Units. CG 300-450 Units

12:00 6.00 12.00 2 Drill 6" Section from 7,643' to 7,843'. WOB 5-16K, ROP 0-35, 240 GPM, 7,643.0 7,843.0
SPP 3000 psi. MW 13.2 ppg, BGG 50 Units. CG 250-450 Units. BOP Drill
Men to Stations - 1 min 47 sec.

18:00 6.00 18.00 2 Drill 6" Section from 7,843' to 8,042'. WOB 5-16K, ROP 0-35, 240 GPM, 7,843.0 8,042.0
SPP 3000 psi. MW 13.2 ppg, BGG 50 Units. CG 250-450 Units. BOP drill
1min 53sec.

00:00 6.00 24.00 2 Drill 6" Section from 8,042' to 8,225'. WOB 5-16K, ROP 0-35, 240 GPM, 8,042.0 8,225.0
SPP 3000 psi. MW 13.2 ppg, BGG 50 Units. CG 250-450 Units.

Mud Check: 7,691.0ftKB, 2/13/2014 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/13/2014 7,691.0 13.20 43 19.0 14.000 10.000 13.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

301,616.00 25.0 86.7/13.3
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

100.0
Mud Check: 8,140.0ftKB, 2/13/2014 23:30
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/13/2014 8,140.0 13.20 47 18.0 16.000 10.000 13.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

283,370.00 24.0 85.5/14.5
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

7.0 103.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

5,827.0 9,554.0 3,727.00 2/10/2014 09:55 2/16/2014 11:30 128.00 29.1 53.01 74.99 58.59 41.41
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8

8/10/2007 Conductor

11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8

12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184

2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 48308 API Well Number: 43019314490000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/14/2014
Report #: 17, DFS: 8.21

Well Name: Cane Creek 8-1 Daily Depth Progress: 857.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 1/28/2014 06:00 2/20/2014 18:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

175.45 15.35 26.0 49.1 14.0 34.12 65.88
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,665.0 5,010.0 5,006.3
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

2/13/2014 06:00 2/14/2014 06:00 8.21 7,371.0 8,228.0 857.00
Operations at Report Time

Drill 6" lateral section
Operations Summary

Drilled 6" Lateral Section from 7,365' to 8,225'.
OBM Loss Last 24 Hrs = 7 bbls to SCE
Operations Next Report Period

Drilling
Weather Wellbore

Sunny and Clear Re-Entry #3
Daily Contacts

Job Contact Position Offce

Paul Roberts Company Man / WSL (281) 705-4881

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 2 Drill 6" Section from 7,365' to 7,643'. WOB 5-16K, ROP 0-35, 240 GPM, 7,365.0 7,643.0
SPP 3000 psi. MW 13.4-13.2 ppg, BGG 50 Units. CG 300-450 Units

12:00 6.00 12.00 2 Drill 6" Section from 7,643' to 7,843'. WOB 5-16K, ROP 0-35, 240 GPM, 7,643.0 7,843.0
SPP 3000 psi. MW 13.2 ppg, BGG 50 Units. CG 250-450 Units. BOP Drill
Men to Stations - 1 min 47 sec.

18:00 6.00 18.00 2 Drill 6" Section from 7,843' to 8,042'. WOB 5-16K, ROP 0-35, 240 GPM, 7,843.0 8,042.0
SPP 3000 psi. MW 13.2 ppg, BGG 50 Units. CG 250-450 Units. BOP drill
1min 53sec.

00:00 6.00 24.00 2 Drill 6" Section from 8,042' to 8,225'. WOB 5-16K, ROP 0-35, 240 GPM, 8,042.0 8,225.0
SPP 3000 psi. MW 13.2 ppg, BGG 50 Units. CG 250-450 Units.

Mud Check: 7,691.0ftKB, 2/13/2014 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/13/2014 7,691.0 13.20 43 19.0 14.000 10.000 13.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

301,616.00 25.0 86.7/13.3
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

100.0
Mud Check: 8,140.0ftKB, 2/13/2014 23:30
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/13/2014 8,140.0 13.20 47 18.0 16.000 10.000 13.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

283,370.00 24.0 85.5/14.5
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

7.0 103.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

5,827.0 9,554.0 3,727.00 2/10/2014 09:55 2/16/2014 11:30 128.00 29.1 53.01 74.99 58.59 41.41
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8

8/10/2007 Conductor

11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8

12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184

2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 48308 API Well Number: 43019314490000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/14/2014
Report #: 17, DFS: 8.21

Well Name: Cane Creek 8-1 Daily Depth Progress: 857.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 1/28/2014 06:00 2/20/2014 18:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

175.45 15.35 26.0 49.1 14.0 34.12 65.88
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,665.0 5,010.0 5,006.3
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

2/13/2014 06:00 2/14/2014 06:00 8.21 7,371.0 8,228.0 857.00
Operations at Report Time

Drill 6" lateral section
Operations Summary

Drilled 6" Lateral Section from 7,365' to 8,225'.
OBM Loss Last 24 Hrs = 7 bbls to SCE
Operations Next Report Period

Drilling
Weather Wellbore

Sunny and Clear Re-Entry #3
Daily Contacts

Job Contact Position Offce

Paul Roberts Company Man / WSL (281) 705-4881

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 2 Drill 6" Section from 7,365' to 7,643'. WOB 5-16K, ROP 0-35, 240 GPM, 7,365.0 7,643.0
SPP 3000 psi. MW 13.4-13.2 ppg, BGG 50 Units. CG 300-450 Units

12:00 6.00 12.00 2 Drill 6" Section from 7,643' to 7,843'. WOB 5-16K, ROP 0-35, 240 GPM, 7,643.0 7,843.0
SPP 3000 psi. MW 13.2 ppg, BGG 50 Units. CG 250-450 Units. BOP Drill
Men to Stations - 1 min 47 sec.

18:00 6.00 18.00 2 Drill 6" Section from 7,843' to 8,042'. WOB 5-16K, ROP 0-35, 240 GPM, 7,843.0 8,042.0
SPP 3000 psi. MW 13.2 ppg, BGG 50 Units. CG 250-450 Units. BOP drill
1min 53sec.

00:00 6.00 24.00 2 Drill 6" Section from 8,042' to 8,225'. WOB 5-16K, ROP 0-35, 240 GPM, 8,042.0 8,225.0
SPP 3000 psi. MW 13.2 ppg, BGG 50 Units. CG 250-450 Units.

Mud Check: 7,691.0ftKB, 2/13/2014 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/13/2014 7,691.0 13.20 43 19.0 14.000 10.000 13.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

301,616.00 25.0 86.7/13.3
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

100.0
Mud Check: 8,140.0ftKB, 2/13/2014 23:30
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/13/2014 8,140.0 13.20 47 18.0 16.000 10.000 13.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

283,370.00 24.0 85.5/14.5
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

7.0 103.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

5,827.0 9,554.0 3,727.00 2/10/2014 09:55 2/16/2014 11:30 128.00 29.1 53.01 74.99 58.59 41.41
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8

8/10/2007 Conductor

11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8

12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184

2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826

Page 1/1 Report Printed:



RECEIVED: Mar. 03, 2014

Page  1/1

Well Name: Cane Creek 8-1

Report Printed:   3/3/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31449
Excaliber ID

74*23557
Well Area

Paradox
Basin Regulatory Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Graded Ground Elevation  (ft) KB-Ground Distance (ft) Spud Date

10/22/2007 00:00
Rig Release Date

12/20/2007 17:00
Operator

Fidelity E&P
Surface Legal Location

Rig

Nabors Drilling  
M40

Company Man\Well Site Lead

Paul Roberts
Rig Email Address

NaborsM40@Fidelityepco.com
Rig Phone Number

(970) 986-4401
Rig Release Previous Well

1/28/2014 06:00
Rig Release Date

2/20/2014 18:00

Drilling Hours (hr)

175.45
Circulating Hours (hr)

15.35
Job ROP (ft/hr)

26.0
Job ROP Rotating (ft/hr)

49.1
Job ROP Sliding (ft/hr)

14.0
Job Rotating % (%)

34.12
Total Job Percent Sliding (%)

65.88
Target Depth (ftKB)

9,665.0
Kick Off Date Kick Off Depth (ftKB)

5,010.0
Kick Off Depth  (TVD) (ftKB)

5,006.3
Daily Operations
Report Start Date

2/14/2014 06:00
Report End Date

2/15/2014 06:00
Days From Spud (days)

9.21
Start Depth (ftKB)

8,228.0
End Depth (ftKB)

8,667.0
Daily Depth Progress (ft)

439.00
Operations at Report Time

Operations Summary

Drilled 6" Lateral Section from 8,225' to 8,678'.
OBM Loss Last 24 Hrs = 10 bbls to SCE
Operations Next Report Period

Weather

Sunny and Clear
Wellbore

Re-Entry #3
Daily Contacts

Job Contact Position Office

Paul Roberts Company Man / WSL (281) 705-4881

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 2 Drill 6"  Section from 8,225' to 8,284'. WOB 5-16K, ROP 0-35, 240 GPM,  
SPP 3000 psi. MW 13.2 ppg, BGG 50 Units. CG 250-450 Units.

8,225.0 8,284.0

12:00 6.00 12.00 2 Drill 6"  Section from 8,284' to 8,405'. WOB 5-16K, ROP 0-35, 240 GPM,  
SPP 3000 psi. MW 13.2 ppg, BGG 50 Units. CG 250-450 Units.

8,284.0 8,405.0

18:00 6.00 18.00 2 Drill 6"  Section from 8,405' to 8,475'. WOB 5-16K, ROP 0-35, 240 GPM,  
SPP 3000 psi. MW 13.2 ppg, BGG 50 Units. CG 250-450 Units.

8,405.0 8,475.0

00:00 6.00 24.00 2 Drill 6"  Section from 8,475' to 8,678'. WOB 5-16K, ROP 0-35, 240 GPM,  
SPP 3000 psi. MW 13.2+ ppg, BGG 50 Units. CG 250-450 Units.

8,475.0 8,678.0

Mud Check: 8,370.0ftKB, 2/14/2014 15:00
Date

2/14/2014
Depth (ftKB)

8,370.0
Density (lb/gal)

13.20
Vis (s/qt)

45
PV OR (Pa•s)

20.0
YP OR (lbf/1…

15.000
Gel (10s) (lbf…

10.000
Gel (10m) (lb…

14.000
Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat…

2.0
HTHP FC (1…

2
MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L)

329,642.00
0

Pot (mg/L) Lime (lb/bbl) Solids (%)

25.0
CaCl (ppm) Oil Water Ratio

86.7/13.3

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl)

9.0
LCM ECD - Manual Entr… T Flowline (°F)

100.0
Comment

Mud Check: <depth>ftKB, 2/14/2014 23:30
Date

2/14/2014
Depth (ftKB) Density (lb/gal)

13.20
Vis (s/qt)

47
PV OR (Pa•s)

20.0
YP OR (lbf/1…

15.000
Gel (10s) (lbf…

10.000
Gel (10m) (lb…

14.000
Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat…

2.0
HTHP FC (1…

2
MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L)

338,744.00
0

Pot (mg/L) Lime (lb/bbl) Solids (%)

25.0
CaCl (ppm) Oil Water Ratio

86.7/13.3

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl)

1.0
LCM ECD - Manual Entr… T Flowline (°F)

100.0
Comment

Daily Drilling Performance
Depth In (ftKB)

5,827.0
Depth Out (ft…

9,554.0
Drilled (ft)

3,727.00
Date In

2/10/2014 09:55
Date Out

2/16/2014 11:30
Drill Time (hr)

128.00
BHA ROP (ft/hr)

29.1
Rot Time (hr)

53.01
Slide Time (hr)

74.99
% Slide Time …

58.59
% Rot Time (%)

41.41
Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in) ID Nom Min (in)

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8

8/10/2007 Conductor

11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8

12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184

2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826

Report for: 2/15/2014
Report #: 18, DFS: 9.21

Daily Depth Progress: 439.00

Sundry Number: 48308 API Well Number: 43019314490000Sundry Number: 48308 API Well Number: 43019314490000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/15/2014
Report #: 18, DFS: 9.21

Well Name: Cane Creek 8-1 Daily Depth Progress: 439.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 1/28/2014 06:00 2/20/2014 18:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

175.45 15.35 26.0 49.1 14.0 34.12 65.88
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,665.0 5,010.0 5,006.3
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

2/14/2014 06:00 2/15/2014 06:00 9.21 8,228.0 8,667.0 439.00
Operations at Report Time

Operations Summary

Drilled 6" Lateral Section from 8,225' to 8,678'.
OBM Loss Last 24 Hrs = 10 bbls to SCE
Operations Next Report Period

Weather Wellbore

Sunny and Clear Re-Entry #3
Daily Contacts

Job Contact Position Offce

Paul Roberts Company Man / WSL (281) 705-4881

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 2 Drill 6" Section from 8,225' to 8,284'. WOB 5-16K, ROP 0-35, 240 GPM, 8,225.0 8,284.0
SPP 3000 psi. MW 13.2 ppg, BGG 50 Units. CG 250-450 Units.

12:00 6.00 12.00 2 Drill 6" Section from 8,284' to 8,405'. WOB 5-16K, ROP 0-35, 240 GPM, 8,284.0 8,405.0
SPP 3000 psi. MW 13.2 ppg, BGG 50 Units. CG 250-450 Units.

18:00 6.00 18.00 2 Drill 6" Section from 8,405' to 8,475'. WOB 5-16K, ROP 0-35, 240 GPM, 8,405.0 8,475.0
SPP 3000 psi. MW 13.2 ppg, BGG 50 Units. CG 250-450 Units.

00:00 6.00 24.00 2 Drill 6" Section from 8,475' to 8,678'. WOB 5-16K, ROP 0-35, 240 GPM, 8,475.0 8,678.0
SPP 3000 psi. MW 13.2+ ppg, BGG 50 Units. CG 250-450 Units.

Mud Check: 8,370.0ftKB, 2/14/2014 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/14/2014 8,370.0 13.20 45 20.0 15.000 10.000 14.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

329,642.00 25.0 86.7/13.3
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

9.0 100.0
Mud Check: <depth>ftKB, 2/14/2014 23:30
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/14/2014 13.20 47 20.0 15.000 10.000 14.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

338,744.00 25.0 86.7/13.3
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

1.0 100.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

5,827.0 9,554.0 3,727.00 2/10/2014 09:55 2/16/2014 11:30 128.00 29.1 53.01 74.99 58.59 41.41
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8
8/10/2007 Conductor
11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8
12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184
2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 48308 API Well Number: 43019314490000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/15/2014
Report #: 18, DFS: 9.21

Well Name: Cane Creek 8-1 Daily Depth Progress: 439.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 1/28/2014 06:00 2/20/2014 18:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

175.45 15.35 26.0 49.1 14.0 34.12 65.88
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,665.0 5,010.0 5,006.3
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

2/14/2014 06:00 2/15/2014 06:00 9.21 8,228.0 8,667.0 439.00
Operations at Report Time

Operations Summary

Drilled 6" Lateral Section from 8,225' to 8,678'.
OBM Loss Last 24 Hrs = 10 bbls to SCE
Operations Next Report Period

Weather Wellbore

Sunny and Clear Re-Entry #3
Daily Contacts

Job Contact Position Offce

Paul Roberts Company Man / WSL (281) 705-4881

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 2 Drill 6" Section from 8,225' to 8,284'. WOB 5-16K, ROP 0-35, 240 GPM, 8,225.0 8,284.0
SPP 3000 psi. MW 13.2 ppg, BGG 50 Units. CG 250-450 Units.

12:00 6.00 12.00 2 Drill 6" Section from 8,284' to 8,405'. WOB 5-16K, ROP 0-35, 240 GPM, 8,284.0 8,405.0
SPP 3000 psi. MW 13.2 ppg, BGG 50 Units. CG 250-450 Units.

18:00 6.00 18.00 2 Drill 6" Section from 8,405' to 8,475'. WOB 5-16K, ROP 0-35, 240 GPM, 8,405.0 8,475.0
SPP 3000 psi. MW 13.2 ppg, BGG 50 Units. CG 250-450 Units.

00:00 6.00 24.00 2 Drill 6" Section from 8,475' to 8,678'. WOB 5-16K, ROP 0-35, 240 GPM, 8,475.0 8,678.0
SPP 3000 psi. MW 13.2+ ppg, BGG 50 Units. CG 250-450 Units.

Mud Check: 8,370.0ftKB, 2/14/2014 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/14/2014 8,370.0 13.20 45 20.0 15.000 10.000 14.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

329,642.00 25.0 86.7/13.3
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

9.0 100.0
Mud Check: <depth>ftKB, 2/14/2014 23:30
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/14/2014 13.20 47 20.0 15.000 10.000 14.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

338,744.00 25.0 86.7/13.3
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

1.0 100.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

5,827.0 9,554.0 3,727.00 2/10/2014 09:55 2/16/2014 11:30 128.00 29.1 53.01 74.99 58.59 41.41
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8

8/10/2007 Conductor

11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8

12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184

2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 48308 API Well Number: 43019314490000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/15/2014
Report #: 18, DFS: 9.21

Well Name: Cane Creek 8-1 Daily Depth Progress: 439.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 1/28/2014 06:00 2/20/2014 18:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

175.45 15.35 26.0 49.1 14.0 34.12 65.88
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,665.0 5,010.0 5,006.3
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

2/14/2014 06:00 2/15/2014 06:00 9.21 8,228.0 8,667.0 439.00
Operations at Report Time

Operations Summary

Drilled 6" Lateral Section from 8,225' to 8,678'.
OBM Loss Last 24 Hrs = 10 bbls to SCE
Operations Next Report Period

Weather Wellbore

Sunny and Clear Re-Entry #3
Daily Contacts

Job Contact Position Offce

Paul Roberts Company Man / WSL (281) 705-4881

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 2 Drill 6" Section from 8,225' to 8,284'. WOB 5-16K, ROP 0-35, 240 GPM, 8,225.0 8,284.0
SPP 3000 psi. MW 13.2 ppg, BGG 50 Units. CG 250-450 Units.

12:00 6.00 12.00 2 Drill 6" Section from 8,284' to 8,405'. WOB 5-16K, ROP 0-35, 240 GPM, 8,284.0 8,405.0
SPP 3000 psi. MW 13.2 ppg, BGG 50 Units. CG 250-450 Units.

18:00 6.00 18.00 2 Drill 6" Section from 8,405' to 8,475'. WOB 5-16K, ROP 0-35, 240 GPM, 8,405.0 8,475.0
SPP 3000 psi. MW 13.2 ppg, BGG 50 Units. CG 250-450 Units.

00:00 6.00 24.00 2 Drill 6" Section from 8,475' to 8,678'. WOB 5-16K, ROP 0-35, 240 GPM, 8,475.0 8,678.0
SPP 3000 psi. MW 13.2+ ppg, BGG 50 Units. CG 250-450 Units.

Mud Check: 8,370.0ftKB, 2/14/2014 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/14/2014 8,370.0 13.20 45 20.0 15.000 10.000 14.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

329,642.00 25.0 86.7/13.3
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

9.0 100.0
Mud Check: <depth>ftKB, 2/14/2014 23:30
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/14/2014 13.20 47 20.0 15.000 10.000 14.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

338,744.00 25.0 86.7/13.3
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

1.0 100.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

5,827.0 9,554.0 3,727.00 2/10/2014 09:55 2/16/2014 11:30 128.00 29.1 53.01 74.99 58.59 41.41
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8

8/10/2007 Conductor

11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8

12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184

2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 48308 API Well Number: 43019314490000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/15/2014
Report #: 18, DFS: 9.21

Well Name: Cane Creek 8-1 Daily Depth Progress: 439.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 1/28/2014 06:00 2/20/2014 18:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

175.45 15.35 26.0 49.1 14.0 34.12 65.88
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,665.0 5,010.0 5,006.3
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

2/14/2014 06:00 2/15/2014 06:00 9.21 8,228.0 8,667.0 439.00
Operations at Report Time

Operations Summary

Drilled 6" Lateral Section from 8,225' to 8,678'.
OBM Loss Last 24 Hrs = 10 bbls to SCE
Operations Next Report Period

Weather Wellbore

Sunny and Clear Re-Entry #3
Daily Contacts

Job Contact Position Offce

Paul Roberts Company Man / WSL (281) 705-4881

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 2 Drill 6" Section from 8,225' to 8,284'. WOB 5-16K, ROP 0-35, 240 GPM, 8,225.0 8,284.0
SPP 3000 psi. MW 13.2 ppg, BGG 50 Units. CG 250-450 Units.

12:00 6.00 12.00 2 Drill 6" Section from 8,284' to 8,405'. WOB 5-16K, ROP 0-35, 240 GPM, 8,284.0 8,405.0
SPP 3000 psi. MW 13.2 ppg, BGG 50 Units. CG 250-450 Units.

18:00 6.00 18.00 2 Drill 6" Section from 8,405' to 8,475'. WOB 5-16K, ROP 0-35, 240 GPM, 8,405.0 8,475.0
SPP 3000 psi. MW 13.2 ppg, BGG 50 Units. CG 250-450 Units.

00:00 6.00 24.00 2 Drill 6" Section from 8,475' to 8,678'. WOB 5-16K, ROP 0-35, 240 GPM, 8,475.0 8,678.0
SPP 3000 psi. MW 13.2+ ppg, BGG 50 Units. CG 250-450 Units.

Mud Check: 8,370.0ftKB, 2/14/2014 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/14/2014 8,370.0 13.20 45 20.0 15.000 10.000 14.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

329,642.00 25.0 86.7/13.3
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

9.0 100.0
Mud Check: <depth>ftKB, 2/14/2014 23:30
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/14/2014 13.20 47 20.0 15.000 10.000 14.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

338,744.00 25.0 86.7/13.3
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

1.0 100.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

5,827.0 9,554.0 3,727.00 2/10/2014 09:55 2/16/2014 11:30 128.00 29.1 53.01 74.99 58.59 41.41
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8

8/10/2007 Conductor

11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8

12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184

2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826
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Sundry Number: 48308 API Well Number: 43019314490000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/15/2014
Report #: 18, DFS: 9.21

Well Name: Cane Creek 8-1 Daily Depth Progress: 439.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 1/28/2014 06:00 2/20/2014 18:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

175.45 15.35 26.0 49.1 14.0 34.12 65.88
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,665.0 5,010.0 5,006.3
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

2/14/2014 06:00 2/15/2014 06:00 9.21 8,228.0 8,667.0 439.00
Operations at Report Time

Operations Summary

Drilled 6" Lateral Section from 8,225' to 8,678'.
OBM Loss Last 24 Hrs = 10 bbls to SCE
Operations Next Report Period

Weather Wellbore

Sunny and Clear Re-Entry #3
Daily Contacts

Job Contact Position Offce

Paul Roberts Company Man / WSL (281) 705-4881

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 2 Drill 6" Section from 8,225' to 8,284'. WOB 5-16K, ROP 0-35, 240 GPM, 8,225.0 8,284.0
SPP 3000 psi. MW 13.2 ppg, BGG 50 Units. CG 250-450 Units.

12:00 6.00 12.00 2 Drill 6" Section from 8,284' to 8,405'. WOB 5-16K, ROP 0-35, 240 GPM, 8,284.0 8,405.0
SPP 3000 psi. MW 13.2 ppg, BGG 50 Units. CG 250-450 Units.

18:00 6.00 18.00 2 Drill 6" Section from 8,405' to 8,475'. WOB 5-16K, ROP 0-35, 240 GPM, 8,405.0 8,475.0
SPP 3000 psi. MW 13.2 ppg, BGG 50 Units. CG 250-450 Units.

00:00 6.00 24.00 2 Drill 6" Section from 8,475' to 8,678'. WOB 5-16K, ROP 0-35, 240 GPM, 8,475.0 8,678.0
SPP 3000 psi. MW 13.2+ ppg, BGG 50 Units. CG 250-450 Units.

Mud Check: 8,370.0ftKB, 2/14/2014 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/14/2014 8,370.0 13.20 45 20.0 15.000 10.000 14.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

329,642.00 25.0 86.7/13.3
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

9.0 100.0
Mud Check: <depth>ftKB, 2/14/2014 23:30
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/14/2014 13.20 47 20.0 15.000 10.000 14.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

338,744.00 25.0 86.7/13.3
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

1.0 100.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

5,827.0 9,554.0 3,727.00 2/10/2014 09:55 2/16/2014 11:30 128.00 29.1 53.01 74.99 58.59 41.41
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8

8/10/2007 Conductor

11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8

12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184

2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826
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Sundry Number: 48308 API Well Number: 43019314490000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/15/2014
Report #: 18, DFS: 9.21

Well Name: Cane Creek 8-1 Daily Depth Progress: 439.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 1/28/2014 06:00 2/20/2014 18:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

175.45 15.35 26.0 49.1 14.0 34.12 65.88
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,665.0 5,010.0 5,006.3
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

2/14/2014 06:00 2/15/2014 06:00 9.21 8,228.0 8,667.0 439.00
Operations at Report Time

Operations Summary

Drilled 6" Lateral Section from 8,225' to 8,678'.
OBM Loss Last 24 Hrs = 10 bbls to SCE
Operations Next Report Period

Weather Wellbore

Sunny and Clear Re-Entry #3
Daily Contacts

Job Contact Position Offce

Paul Roberts Company Man / WSL (281) 705-4881

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 2 Drill 6" Section from 8,225' to 8,284'. WOB 5-16K, ROP 0-35, 240 GPM, 8,225.0 8,284.0
SPP 3000 psi. MW 13.2 ppg, BGG 50 Units. CG 250-450 Units.

12:00 6.00 12.00 2 Drill 6" Section from 8,284' to 8,405'. WOB 5-16K, ROP 0-35, 240 GPM, 8,284.0 8,405.0
SPP 3000 psi. MW 13.2 ppg, BGG 50 Units. CG 250-450 Units.

18:00 6.00 18.00 2 Drill 6" Section from 8,405' to 8,475'. WOB 5-16K, ROP 0-35, 240 GPM, 8,405.0 8,475.0
SPP 3000 psi. MW 13.2 ppg, BGG 50 Units. CG 250-450 Units.

00:00 6.00 24.00 2 Drill 6" Section from 8,475' to 8,678'. WOB 5-16K, ROP 0-35, 240 GPM, 8,475.0 8,678.0
SPP 3000 psi. MW 13.2+ ppg, BGG 50 Units. CG 250-450 Units.

Mud Check: 8,370.0ftKB, 2/14/2014 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/14/2014 8,370.0 13.20 45 20.0 15.000 10.000 14.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

329,642.00 25.0 86.7/13.3
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

9.0 100.0
Mud Check: <depth>ftKB, 2/14/2014 23:30
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/14/2014 13.20 47 20.0 15.000 10.000 14.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

338,744.00 25.0 86.7/13.3
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

1.0 100.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

5,827.0 9,554.0 3,727.00 2/10/2014 09:55 2/16/2014 11:30 128.00 29.1 53.01 74.99 58.59 41.41
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8

8/10/2007 Conductor

11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8

12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184

2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826
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RECEIVED: Mar. 03, 2014

Page  1/1

Well Name: Cane Creek 8-1

Report Printed:   3/3/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31449
Excaliber ID

74*23557
Well Area

Paradox
Basin Regulatory Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Graded Ground Elevation  (ft) KB-Ground Distance (ft) Spud Date

10/22/2007 00:00
Rig Release Date

12/20/2007 17:00
Operator

Fidelity E&P
Surface Legal Location

Rig

Nabors Drilling  
M40

Company Man\Well Site Lead

Paul Roberts
Rig Email Address

NaborsM40@Fidelityepco.com
Rig Phone Number

(970) 986-4401
Rig Release Previous Well

1/28/2014 06:00
Rig Release Date

2/20/2014 18:00

Drilling Hours (hr)

175.45
Circulating Hours (hr)

15.35
Job ROP (ft/hr)

26.0
Job ROP Rotating (ft/hr)

49.1
Job ROP Sliding (ft/hr)

14.0
Job Rotating % (%)

34.12
Total Job Percent Sliding (%)

65.88
Target Depth (ftKB)

9,665.0
Kick Off Date Kick Off Depth (ftKB)

5,010.0
Kick Off Depth  (TVD) (ftKB)

5,006.3
Daily Operations
Report Start Date

2/15/2014 06:00
Report End Date

2/16/2014 06:00
Days From Spud (days)

10.21
Start Depth (ftKB)

8,731.0
End Depth (ftKB)

9,363.0
Daily Depth Progress (ft)

632.00
Operations at Report Time

Drilling ahead
Operations Summary

Drilled 6" Lateral Section from 8,678' to 9,395'.
OBM Loss Last 24 Hrs = 30 bbls to SCE
Operations Next Report Period

Drilling
Weather

Cloudy
Wellbore

Re-Entry #3
Daily Contacts

Job Contact Position Office

Paul Roberts Company Man / WSL (281) 705-4881

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 2 Drill 6"  Section from 8,678' to 8,830'. WOB 5-16K, ROP 0-35, 240 GPM,  
SPP 3000 psi. MW 13.3-13.2 ppg, BGG 50 Units. CG 250-450 Units. Run  
Centrafuge for 2 x circulations to drop mud weight.

8,678.0 8,830.0

12:00 6.00 12.00 2 Drill 6"  Section from 8,830' to 8,984'. WOB 5-16K, ROP 0-35, 240 GPM,  
SPP 3000 psi. MW 13.2 ppg, BGG 50 Units. CG 250-450 Units.

8,830.0 8,984.0

18:00 6.00 18.00 2 Drill 6"  Section from 8,984' to 9,165'. WOB 5-16K, ROP 0-35, 240 GPM,  
SPP 3150 psi. MW 13.2 ppg, BGG 50 Units. CG 250-450 Units.

8,984.0 9,165.0

00:00 6.00 24.00 2 Drill 6"  Section from 9,165' to 9,395'. WOB 5-16K, ROP 0-35, 240 GPM,  
SPP 3150 psi. MW 13.2 ppg, BGG 50 Units. CG 250-450 Units. BOP drill  
1min 45sec.

9,165.0 9,395.0

Mud Check: 8,936.0ftKB, 2/15/2014 15:00
Date

2/15/2014
Depth (ftKB)

8,936.0
Density (lb/gal)

13.20
Vis (s/qt)

47
PV OR (Pa•s)

19.0
YP OR (lbf/1…

14.000
Gel (10s) (lbf…

9.000
Gel (10m) (lb…

13.000
Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat…

2.0
HTHP FC (1…

2
MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L)

338,744.00
0

Pot (mg/L) Lime (lb/bbl) Solids (%)

25.0
CaCl (ppm) Oil Water Ratio

13.3/86.7

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl)

22.0
LCM ECD - Manual Entr… T Flowline (°F)

100.0
Comment

Mud Check: 9,242.0ftKB, 2/15/2014 23:30
Date

2/15/2014
Depth (ftKB)

9,242.0
Density (lb/gal)

13.25
Vis (s/qt)

47
PV OR (Pa•s)

17.0
YP OR (lbf/1…

15.000
Gel (10s) (lbf…

9.000
Gel (10m) (lb…

13.000
Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat…

2.0
HTHP FC (1…

2
MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L)

338,744.00
0

Pot (mg/L) Lime (lb/bbl) Solids (%)

25.0
CaCl (ppm) Oil Water Ratio

13.3/86.7

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl)

8.0
LCM ECD - Manual Entr… T Flowline (°F)

100.0
Comment

Daily Drilling Performance
Depth In (ftKB)

5,827.0
Depth Out (ft…

9,554.0
Drilled (ft)

3,727.00
Date In

2/10/2014 09:55
Date Out

2/16/2014 11:30
Drill Time (hr)

128.00
BHA ROP (ft/hr)

29.1
Rot Time (hr)

53.01
Slide Time (hr)

74.99
% Slide Time …

58.59
% Rot Time (%)

41.41
Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in) ID Nom Min (in)

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8

8/10/2007 Conductor

11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8

12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184

2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826

Report for: 2/16/2014
Report #: 19, DFS: 10.21

Daily Depth Progress: 632.00

Sundry Number: 48308 API Well Number: 43019314490000Sundry Number: 48308 API Well Number: 43019314490000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/16/2014
Report #: 19, DFS: 10.21

Well Name: Cane Creek 8-1 Daily Depth Progress: 632.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 1/28/2014 06:00 2/20/2014 18:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

175.45 15.35 26.0 49.1 14.0 34.12 65.88
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,665.0 5,010.0 5,006.3
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

2/15/2014 06:00 2/16/2014 06:00 10.21 8,731.0 9,363.0 632.00
Operations at Report Time

Drilling ahead
Operations Summary

Drilled 6" Lateral Section from 8,678' to 9,395'.
OBM Loss Last 24 Hrs = 30 bbls to SCE
Operations Next Report Period

Drilling
Weather Wellbore

Cloudy Re-Entry #3
Daily Contacts

Job Contact Position Offce

Paul Roberts Company Man / WSL (281) 705-4881

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 2 Drill 6" Section from 8,678' to 8,830'. WOB 5-16K, ROP 0-35, 240 GPM, 8,678.0 8,830.0
SPP 3000 psi. MW 13.3-13.2 ppg, BGG 50 Units. CG 250-450 Units. Run
Centrafuge for 2 x circulations to drop mud weight.

12:00 6.00 12.00 2 Drill 6" Section from 8,830' to 8,984'. WOB 5-16K, ROP 0-35, 240 GPM, 8,830.0 8,984.0
SPP 3000 psi. MW 13.2 ppg, BGG 50 Units. CG 250-450 Units.

18:00 6.00 18.00 2 Drill 6" Section from 8,984' to 9,165'. WOB 5-16K, ROP 0-35, 240 GPM, 8,984.0 9,165.0
SPP 3150 psi. MW 13.2 ppg, BGG 50 Units. CG 250-450 Units.

00:00 6.00 24.00 2 Drill 6" Section from 9,165' to 9,395'. WOB 5-16K, ROP 0-35, 240 GPM, 9,165.0 9,395.0
SPP 3150 psi. MW 13.2 ppg, BGG 50 Units. CG 250-450 Units. BOP drill
1min 45sec.

Mud Check: 8,936.0ftKB, 2/15/2014 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/15/2014 8,936.0 13.20 47 19.0 14.000 9.000 13.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

338,744.00 25.0 13.3/86.7
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

22.0 100.0
Mud Check: 9,242.0ftKB, 2/15/2014 23:30
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/15/2014 9,242.0 13.25 47 17.0 15.000 9.000 13.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

338,744.00 25.0 13.3/86.7
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

8.0 100.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

5,827.0 9,554.0 3,727.00 2/10/2014 09:55 2/16/2014 11:30 128.00 29.1 53.01 74.99 58.59 41.41
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8
8/10/2007 Conductor
11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8
12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184
2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 48308 API Well Number: 43019314490000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/16/2014
Report #: 19, DFS: 10.21

Well Name: Cane Creek 8-1 Daily Depth Progress: 632.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 1/28/2014 06:00 2/20/2014 18:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

175.45 15.35 26.0 49.1 14.0 34.12 65.88
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,665.0 5,010.0 5,006.3
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

2/15/2014 06:00 2/16/2014 06:00 10.21 8,731.0 9,363.0 632.00
Operations at Report Time

Drilling ahead
Operations Summary

Drilled 6" Lateral Section from 8,678' to 9,395'.
OBM Loss Last 24 Hrs = 30 bbls to SCE
Operations Next Report Period

Drilling
Weather Wellbore

Cloudy Re-Entry #3
Daily Contacts

Job Contact Position Offce

Paul Roberts Company Man / WSL (281) 705-4881

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 2 Drill 6" Section from 8,678' to 8,830'. WOB 5-16K, ROP 0-35, 240 GPM, 8,678.0 8,830.0
SPP 3000 psi. MW 13.3-13.2 ppg, BGG 50 Units. CG 250-450 Units. Run
Centrafuge for 2 x circulations to drop mud weight.

12:00 6.00 12.00 2 Drill 6" Section from 8,830' to 8,984'. WOB 5-16K, ROP 0-35, 240 GPM, 8,830.0 8,984.0
SPP 3000 psi. MW 13.2 ppg, BGG 50 Units. CG 250-450 Units.

18:00 6.00 18.00 2 Drill 6" Section from 8,984' to 9,165'. WOB 5-16K, ROP 0-35, 240 GPM, 8,984.0 9,165.0
SPP 3150 psi. MW 13.2 ppg, BGG 50 Units. CG 250-450 Units.

00:00 6.00 24.00 2 Drill 6" Section from 9,165' to 9,395'. WOB 5-16K, ROP 0-35, 240 GPM, 9,165.0 9,395.0
SPP 3150 psi. MW 13.2 ppg, BGG 50 Units. CG 250-450 Units. BOP drill
1min 45sec.

Mud Check: 8,936.0ftKB, 2/15/2014 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/15/2014 8,936.0 13.20 47 19.0 14.000 9.000 13.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

338,744.00 25.0 13.3/86.7
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

22.0 100.0
Mud Check: 9,242.0ftKB, 2/15/2014 23:30
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/15/2014 9,242.0 13.25 47 17.0 15.000 9.000 13.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

338,744.00 25.0 13.3/86.7
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

8.0 100.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

5,827.0 9,554.0 3,727.00 2/10/2014 09:55 2/16/2014 11:30 128.00 29.1 53.01 74.99 58.59 41.41
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8

8/10/2007 Conductor

11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8

12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184

2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 48308 API Well Number: 43019314490000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/16/2014
Report #: 19, DFS: 10.21

Well Name: Cane Creek 8-1 Daily Depth Progress: 632.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 1/28/2014 06:00 2/20/2014 18:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

175.45 15.35 26.0 49.1 14.0 34.12 65.88
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,665.0 5,010.0 5,006.3
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

2/15/2014 06:00 2/16/2014 06:00 10.21 8,731.0 9,363.0 632.00
Operations at Report Time

Drilling ahead
Operations Summary

Drilled 6" Lateral Section from 8,678' to 9,395'.
OBM Loss Last 24 Hrs = 30 bbls to SCE
Operations Next Report Period

Drilling
Weather Wellbore

Cloudy Re-Entry #3
Daily Contacts

Job Contact Position Offce

Paul Roberts Company Man / WSL (281) 705-4881

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 2 Drill 6" Section from 8,678' to 8,830'. WOB 5-16K, ROP 0-35, 240 GPM, 8,678.0 8,830.0
SPP 3000 psi. MW 13.3-13.2 ppg, BGG 50 Units. CG 250-450 Units. Run
Centrafuge for 2 x circulations to drop mud weight.

12:00 6.00 12.00 2 Drill 6" Section from 8,830' to 8,984'. WOB 5-16K, ROP 0-35, 240 GPM, 8,830.0 8,984.0
SPP 3000 psi. MW 13.2 ppg, BGG 50 Units. CG 250-450 Units.

18:00 6.00 18.00 2 Drill 6" Section from 8,984' to 9,165'. WOB 5-16K, ROP 0-35, 240 GPM, 8,984.0 9,165.0
SPP 3150 psi. MW 13.2 ppg, BGG 50 Units. CG 250-450 Units.

00:00 6.00 24.00 2 Drill 6" Section from 9,165' to 9,395'. WOB 5-16K, ROP 0-35, 240 GPM, 9,165.0 9,395.0
SPP 3150 psi. MW 13.2 ppg, BGG 50 Units. CG 250-450 Units. BOP drill
1min 45sec.

Mud Check: 8,936.0ftKB, 2/15/2014 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/15/2014 8,936.0 13.20 47 19.0 14.000 9.000 13.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

338,744.00 25.0 13.3/86.7
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

22.0 100.0
Mud Check: 9,242.0ftKB, 2/15/2014 23:30
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/15/2014 9,242.0 13.25 47 17.0 15.000 9.000 13.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

338,744.00 25.0 13.3/86.7
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

8.0 100.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

5,827.0 9,554.0 3,727.00 2/10/2014 09:55 2/16/2014 11:30 128.00 29.1 53.01 74.99 58.59 41.41
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8

8/10/2007 Conductor

11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8

12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184

2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826
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Sundry Number: 48308 API Well Number: 43019314490000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/16/2014
Report #: 19, DFS: 10.21

Well Name: Cane Creek 8-1 Daily Depth Progress: 632.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 1/28/2014 06:00 2/20/2014 18:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

175.45 15.35 26.0 49.1 14.0 34.12 65.88
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,665.0 5,010.0 5,006.3
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

2/15/2014 06:00 2/16/2014 06:00 10.21 8,731.0 9,363.0 632.00
Operations at Report Time

Drilling ahead
Operations Summary

Drilled 6" Lateral Section from 8,678' to 9,395'.
OBM Loss Last 24 Hrs = 30 bbls to SCE
Operations Next Report Period

Drilling
Weather Wellbore

Cloudy Re-Entry #3
Daily Contacts

Job Contact Position Offce

Paul Roberts Company Man / WSL (281) 705-4881

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 2 Drill 6" Section from 8,678' to 8,830'. WOB 5-16K, ROP 0-35, 240 GPM, 8,678.0 8,830.0
SPP 3000 psi. MW 13.3-13.2 ppg, BGG 50 Units. CG 250-450 Units. Run
Centrafuge for 2 x circulations to drop mud weight.

12:00 6.00 12.00 2 Drill 6" Section from 8,830' to 8,984'. WOB 5-16K, ROP 0-35, 240 GPM, 8,830.0 8,984.0
SPP 3000 psi. MW 13.2 ppg, BGG 50 Units. CG 250-450 Units.

18:00 6.00 18.00 2 Drill 6" Section from 8,984' to 9,165'. WOB 5-16K, ROP 0-35, 240 GPM, 8,984.0 9,165.0
SPP 3150 psi. MW 13.2 ppg, BGG 50 Units. CG 250-450 Units.

00:00 6.00 24.00 2 Drill 6" Section from 9,165' to 9,395'. WOB 5-16K, ROP 0-35, 240 GPM, 9,165.0 9,395.0
SPP 3150 psi. MW 13.2 ppg, BGG 50 Units. CG 250-450 Units. BOP drill
1min 45sec.

Mud Check: 8,936.0ftKB, 2/15/2014 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/15/2014 8,936.0 13.20 47 19.0 14.000 9.000 13.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

338,744.00 25.0 13.3/86.7
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

22.0 100.0
Mud Check: 9,242.0ftKB, 2/15/2014 23:30
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/15/2014 9,242.0 13.25 47 17.0 15.000 9.000 13.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

338,744.00 25.0 13.3/86.7
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

8.0 100.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

5,827.0 9,554.0 3,727.00 2/10/2014 09:55 2/16/2014 11:30 128.00 29.1 53.01 74.99 58.59 41.41
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8

8/10/2007 Conductor

11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8

12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184

2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826
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Sundry Number: 48308 API Well Number: 43019314490000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/16/2014
Report #: 19, DFS: 10.21

Well Name: Cane Creek 8-1 Daily Depth Progress: 632.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 1/28/2014 06:00 2/20/2014 18:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

175.45 15.35 26.0 49.1 14.0 34.12 65.88
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,665.0 5,010.0 5,006.3
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

2/15/2014 06:00 2/16/2014 06:00 10.21 8,731.0 9,363.0 632.00
Operations at Report Time

Drilling ahead
Operations Summary

Drilled 6" Lateral Section from 8,678' to 9,395'.
OBM Loss Last 24 Hrs = 30 bbls to SCE
Operations Next Report Period

Drilling
Weather Wellbore

Cloudy Re-Entry #3
Daily Contacts

Job Contact Position Offce

Paul Roberts Company Man / WSL (281) 705-4881

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 2 Drill 6" Section from 8,678' to 8,830'. WOB 5-16K, ROP 0-35, 240 GPM, 8,678.0 8,830.0
SPP 3000 psi. MW 13.3-13.2 ppg, BGG 50 Units. CG 250-450 Units. Run
Centrafuge for 2 x circulations to drop mud weight.

12:00 6.00 12.00 2 Drill 6" Section from 8,830' to 8,984'. WOB 5-16K, ROP 0-35, 240 GPM, 8,830.0 8,984.0
SPP 3000 psi. MW 13.2 ppg, BGG 50 Units. CG 250-450 Units.

18:00 6.00 18.00 2 Drill 6" Section from 8,984' to 9,165'. WOB 5-16K, ROP 0-35, 240 GPM, 8,984.0 9,165.0
SPP 3150 psi. MW 13.2 ppg, BGG 50 Units. CG 250-450 Units.

00:00 6.00 24.00 2 Drill 6" Section from 9,165' to 9,395'. WOB 5-16K, ROP 0-35, 240 GPM, 9,165.0 9,395.0
SPP 3150 psi. MW 13.2 ppg, BGG 50 Units. CG 250-450 Units. BOP drill
1min 45sec.

Mud Check: 8,936.0ftKB, 2/15/2014 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/15/2014 8,936.0 13.20 47 19.0 14.000 9.000 13.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

338,744.00 25.0 13.3/86.7
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

22.0 100.0
Mud Check: 9,242.0ftKB, 2/15/2014 23:30
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/15/2014 9,242.0 13.25 47 17.0 15.000 9.000 13.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

338,744.00 25.0 13.3/86.7
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

8.0 100.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

5,827.0 9,554.0 3,727.00 2/10/2014 09:55 2/16/2014 11:30 128.00 29.1 53.01 74.99 58.59 41.41
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8

8/10/2007 Conductor

11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8

12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184

2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826
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Sundry Number: 48308 API Well Number: 43019314490000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/16/2014
Report #: 19, DFS: 10.21

Well Name: Cane Creek 8-1 Daily Depth Progress: 632.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 1/28/2014 06:00 2/20/2014 18:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

175.45 15.35 26.0 49.1 14.0 34.12 65.88
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,665.0 5,010.0 5,006.3
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

2/15/2014 06:00 2/16/2014 06:00 10.21 8,731.0 9,363.0 632.00
Operations at Report Time

Drilling ahead
Operations Summary

Drilled 6" Lateral Section from 8,678' to 9,395'.
OBM Loss Last 24 Hrs = 30 bbls to SCE
Operations Next Report Period

Drilling
Weather Wellbore

Cloudy Re-Entry #3
Daily Contacts

Job Contact Position Offce

Paul Roberts Company Man / WSL (281) 705-4881

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 2 Drill 6" Section from 8,678' to 8,830'. WOB 5-16K, ROP 0-35, 240 GPM, 8,678.0 8,830.0
SPP 3000 psi. MW 13.3-13.2 ppg, BGG 50 Units. CG 250-450 Units. Run
Centrafuge for 2 x circulations to drop mud weight.

12:00 6.00 12.00 2 Drill 6" Section from 8,830' to 8,984'. WOB 5-16K, ROP 0-35, 240 GPM, 8,830.0 8,984.0
SPP 3000 psi. MW 13.2 ppg, BGG 50 Units. CG 250-450 Units.

18:00 6.00 18.00 2 Drill 6" Section from 8,984' to 9,165'. WOB 5-16K, ROP 0-35, 240 GPM, 8,984.0 9,165.0
SPP 3150 psi. MW 13.2 ppg, BGG 50 Units. CG 250-450 Units.

00:00 6.00 24.00 2 Drill 6" Section from 9,165' to 9,395'. WOB 5-16K, ROP 0-35, 240 GPM, 9,165.0 9,395.0
SPP 3150 psi. MW 13.2 ppg, BGG 50 Units. CG 250-450 Units. BOP drill
1min 45sec.

Mud Check: 8,936.0ftKB, 2/15/2014 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/15/2014 8,936.0 13.20 47 19.0 14.000 9.000 13.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

338,744.00 25.0 13.3/86.7
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

22.0 100.0
Mud Check: 9,242.0ftKB, 2/15/2014 23:30
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/15/2014 9,242.0 13.25 47 17.0 15.000 9.000 13.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

338,744.00 25.0 13.3/86.7
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

8.0 100.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

5,827.0 9,554.0 3,727.00 2/10/2014 09:55 2/16/2014 11:30 128.00 29.1 53.01 74.99 58.59 41.41
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8

8/10/2007 Conductor

11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8

12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184

2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826
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RECEIVED: Mar. 03, 2014
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Well Name: Cane Creek 8-1

Report Printed:   3/3/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31449
Excaliber ID

74*23557
Well Area

Paradox
Basin Regulatory Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Graded Ground Elevation  (ft) KB-Ground Distance (ft) Spud Date

10/22/2007 00:00
Rig Release Date

12/20/2007 17:00
Operator

Fidelity E&P
Surface Legal Location

Rig

Nabors Drilling  
M40

Company Man\Well Site Lead

Paul Roberts
Rig Email Address

NaborsM40@Fidelityepco.com
Rig Phone Number

(970) 986-4401
Rig Release Previous Well

1/28/2014 06:00
Rig Release Date

2/20/2014 18:00

Drilling Hours (hr)

175.45
Circulating Hours (hr)

15.35
Job ROP (ft/hr)

26.0
Job ROP Rotating (ft/hr)

49.1
Job ROP Sliding (ft/hr)

14.0
Job Rotating % (%)

34.12
Total Job Percent Sliding (%)

65.88
Target Depth (ftKB)

9,665.0
Kick Off Date Kick Off Depth (ftKB)

5,010.0
Kick Off Depth  (TVD) (ftKB)

5,006.3
Daily Operations
Report Start Date

2/16/2014 06:00
Report End Date

2/17/2014 06:00
Days From Spud (days)

11.21
Start Depth (ftKB)

9,427.0
End Depth (ftKB)

9,554.0
Daily Depth Progress (ft)

127.00
Operations at Report Time

POOH at 3600 ft.
Operations Summary

Drilled 6" Lateral Section from 8,678' to 9,554'. Total depth of lateral section. Circulate prior to short trip, pump 2 x 15 bbl LCM sweeps 20 min apart, circulate out  
of the hole. Pump dry job, pull 5 stands. Flow check for 10 minutes, No Flow. Continue trip to 5020 ft. Trip in hole to 9554'. Circulate prior to trip, pump 2 x LCM  
sweeps, circulate out of the hole. Pump slug, pull 5 stds. check flow, continue POOH, SLM
OBM Loss Last 24 Hrs = 24 bbls to SCE
Operations Next Report Period

Run Casing & Cement
Weather

Sunny and Clear
Wellbore

Re-Entry #3
Daily Contacts

Job Contact Position Office

Paul Roberts Company Man / WSL (281) 705-4881

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 2 Drill 6"  Section from 9,395' to 9,554'. WOB 5-16K, ROP 0-35, 240 GPM,  
SPP 3150 psi. MW 13.2 ppg, BGG 50 Units. CG 250-450 Units.

TD 2/16/2014 at 12:00 noon - AF

9,395.0 9,554.0

12:00 2.00 8.00 5 Circulate prior to short strip. Flowrate 240 gpm, reciprocate pipe, rotate 15  
rpm on downstroke, Pzig limitation. Pump 2 x 15 bbl LCM sweeps, (30 ppb  
Cal Carb.) Circulate sweeps out of the hole. Pump Dry job.

9,554.0 9,554.0

14:00 0.50 8.50 6 Pull 5 stands at 6-7 mps. Flow check, No Flow. 9,554.0 9,554.0

14:30 3.50 12.00 6 Continue trip out of the hole to 5020 ft, (window 5000' to 5010')  Monitor  
hole on trip tank, hole taking proper fill, normal drag.

9,554.0 9,554.0

18:00 4.00 16.00 6 TIH filling pipe every 2000ft. to 9554' 9,554.0 9,554.0

22:00 2.00 18.00 5 Cir. 2 x  LCM sweeps around. Circulate till shakers cleanup. Max Gas on  
circulation after short trip 1144 units.  Pump Dry Job.  

9,554.0 9,554.0

00:00 0.50 18.50 6 POOH 5 stds, Check flow, No Flow. 9,554.0 9,554.0

00:30 5.50 24.00 6 POOH to3,600'. Monitor hole on trip tank, hole taking proper fill. SLM. 9,554.0 9,554.0

Mud Check: 9,554.0ftKB, 2/16/2014 15:00
Date

2/16/2014
Depth (ftKB)

9,554.0
Density (lb/gal)

13.30
Vis (s/qt)

45
PV OR (Pa•s)

20.0
YP OR (lbf/1…

14.000
Gel (10s) (lbf…

10.000
Gel (10m) (lb…

14.000
Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat…

2.0
HTHP FC (1…

2
MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L)

320,479.00
0

Pot (mg/L) Lime (lb/bbl) Solids (%)

26.0
CaCl (ppm) Oil Water Ratio

86.5/13.5

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr… T Flowline (°F) Comment

Mud Check: 9,554.0ftKB, 2/16/2014 23:30
Date

2/16/2014
Depth (ftKB)

9,554.0
Density (lb/gal)

13.20
Vis (s/qt)

47
PV OR (Pa•s)

15.0
YP OR (lbf/1…

15.000
Gel (10s) (lbf…

10.000
Gel (10m) (lb…

13.000
Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat…

2.0
HTHP FC (1…

2
MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L)

338,744.00
0

Pot (mg/L) Lime (lb/bbl) Solids (%)

25.0
CaCl (ppm) Oil Water Ratio

86.7/13.3

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl)

24.0
LCM ECD - Manual Entr… T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB)

5,827.0
Depth Out (ft…

9,554.0
Drilled (ft)

3,727.00
Date In

2/10/2014 09:55
Date Out

2/16/2014 11:30
Drill Time (hr)

128.00
BHA ROP (ft/hr)

29.1
Rot Time (hr)

53.01
Slide Time (hr)

74.99
% Slide Time …

58.59
% Rot Time (%)

41.41
Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in) ID Nom Min (in)

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8

Report for: 2/17/2014
Report #: 20, DFS: 11.21

Daily Depth Progress: 127.00

Sundry Number: 48308 API Well Number: 43019314490000Sundry Number: 48308 API Well Number: 43019314490000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/17/2014
Report #: 20, DFS: 11.21

Well Name: Cane Creek 8-1 Daily Depth Progress: 127.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 1/28/2014 06:00 2/20/2014 18:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

175.45 15.35 26.0 49.1 14.0 34.12 65.88
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,665.0 5,010.0 5,006.3
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

2/16/2014 06:00 2/17/2014 06:00 11.21 9,427.0 9,554.0 127.00
Operations at Report Time

POOH at 3600 ft.
Operations Summary

Drilled 6" Lateral Section from 8,678' to 9,554'. Total depth of lateral section. Circulate prior to short trip, pump 2 x 15 bbl LCM sweeps 20 min apart, circulate out
of the hole. Pump dry job, pull 5 stands. Flow check for 10 minutes, No Flow. Continue trip to 5020 ft. Trip in hole to 9554'. Circulate prior to trip, pump 2 x LCM
sweeps, circulate out of the hole. Pump slug, pull 5 stds. check flow, continue POOH, SLM
OBM Loss Last 24 Hrs = 24 bbls to SCE
Operations Next Report Period

Run Casing & Cement
Weather Wellbore

Sunny and Clear Re-Entry #3
Daily Contacts

Job Contact Position Offce

Paul Roberts Company Man / WSL (281) 705-4881

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 2 Drill 6" Section from 9,395' to 9,554'. WOB 5-16K, ROP 0-35, 240 GPM, 9,395.0 9,554.0
SPP 3150 psi. MW 13.2 ppg, BGG 50 Units. CG 250-450 Units.

TD 2/16/2014 at 12:00 noon - AF

12:00 2.00 8.00 5 Circulate prior to short strip. Flowrate 240 gpm, reciprocate pipe, rotate 15 9,554.0 9,554.0
rpm on downstroke, Pzig limitation. Pump 2 x 15 bbl LCM sweeps, (30 ppb
Cal Carb.) Circulate sweeps out of the hole. Pump Dry job.

14:00 0.50 8.50 6 Pull 5 stands at 6-7 mps. Flow check, No Flow. 9,554.0 9,554.0
14:30 3.50 12.00 6 Continue trip out of the hole to 5020 ft, (window 5000' to 5010') Monitor 9,554.0 9,554.0

hole on trip tank, hole taking proper fill, normal drag.

18:00 4.00 16.00 6 TlH filling pipe every 2000ft. to 9554' 9,554.0 9,554.0
22:00 2.00 18.00 5 Cir. 2 x LCM sweeps around. Circulate tillshakers cleanup. Max Gas on 9,554.0 9,554.0

circulation after short trip 1144 units. Pump Dry Job.

00:00 0.50 18.50 6 POOH 5 stds, Check flow, No Flow. 9,554.0 9,554.0
00:30 5.50 24.00 6 POOH to3,600'. Monitor hole on trip tank, hole taking proper fill. SLM. 9,554.0 9,554.0

Mud Check: 9,554.0ftKB, 2/16/2014 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/16/2014 9,554.0 13.30 45 20.0 14.000 10.000 14.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

320,479.00 26.0 86.5/13.5
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Mud Check: 9,554.0ftKB, 2/16/2014 23:30
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/16/2014 9,554.0 13.20 47 15.0 15.000 10.000 13.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

338,744.00 25.0 86.7/13.3
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

24.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

5,827.0 9,554.0 3,727.00 2/10/2014 09:55 2/16/2014 11:30 128.00 29.1 53.01 74.99 58.59 41.41
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8

Page 1/2 Report Printed:

Sundry Number: 48308 API Well Number: 43019314490000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/17/2014
Report #: 20, DFS: 11.21

Well Name: Cane Creek 8-1 Daily Depth Progress: 127.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 1/28/2014 06:00 2/20/2014 18:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

175.45 15.35 26.0 49.1 14.0 34.12 65.88
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,665.0 5,010.0 5,006.3
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

2/16/2014 06:00 2/17/2014 06:00 11.21 9,427.0 9,554.0 127.00
Operations at Report Time

POOH at 3600 ft.
Operations Summary

Drilled 6" Lateral Section from 8,678' to 9,554'. Total depth of lateral section. Circulate prior to short trip, pump 2 x 15 bbl LCM sweeps 20 min apart, circulate out
of the hole. Pump dry job, pull 5 stands. Flow check for 10 minutes, No Flow. Continue trip to 5020 ft. Trip in hole to 9554'. Circulate prior to trip, pump 2 x LCM
sweeps, circulate out of the hole. Pump slug, pull 5 stds. check flow, continue POOH, SLM
OBM Loss Last 24 Hrs = 24 bbls to SCE
Operations Next Report Period

Run Casing & Cement
Weather Wellbore

Sunny and Clear Re-Entry #3
Daily Contacts

Job Contact Position Offce

Paul Roberts Company Man / WSL (281) 705-4881

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 2 Drill 6" Section from 9,395' to 9,554'. WOB 5-16K, ROP 0-35, 240 GPM, 9,395.0 9,554.0
SPP 3150 psi. MW 13.2 ppg, BGG 50 Units. CG 250-450 Units.

TD 2/16/2014 at 12:00 noon - AF

12:00 2.00 8.00 5 Circulate prior to short strip. Flowrate 240 gpm, reciprocate pipe, rotate 15 9,554.0 9,554.0
rpm on downstroke, Pzig limitation. Pump 2 x 15 bbl LCM sweeps, (30 ppb
Cal Carb.) Circulate sweeps out of the hole. Pump Dry job.

14:00 0.50 8.50 6 Pull 5 stands at 6-7 mps. Flow check, No Flow. 9,554.0 9,554.0

14:30 3.50 12.00 6 Continue trip out of the hole to 5020 ft, (window 5000' to 5010') Monitor 9,554.0 9,554.0
hole on trip tank, hole taking proper fill, normal drag.

18:00 4.00 16.00 6 TlH filling pipe every 2000ft. to 9554' 9,554.0 9,554.0

22:00 2.00 18.00 5 Cir. 2 x LCM sweeps around. Circulate tillshakers cleanup. Max Gas on 9,554.0 9,554.0
circulation after short trip 1144 units. Pump Dry Job.

00:00 0.50 18.50 6 POOH 5 stds, Check flow, No Flow. 9,554.0 9,554.0

00:30 5.50 24.00 6 POOH to3,600'. Monitor hole on trip tank, hole taking proper fill. SLM. 9,554.0 9,554.0

Mud Check: 9,554.0ftKB, 2/16/2014 15:00
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320,479.00 26.0 86.5/13.5
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
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Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

5,827.0 9,554.0 3,727.00 2/10/2014 09:55 2/16/2014 11:30 128.00 29.1 53.01 74.99 58.59 41.41
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8

Page 1/2 Report Printed:

Sundry Number: 48308 API Well Number: 43019314490000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/17/2014
Report #: 20, DFS: 11.21

Well Name: Cane Creek 8-1 Daily Depth Progress: 127.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 1/28/2014 06:00 2/20/2014 18:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

175.45 15.35 26.0 49.1 14.0 34.12 65.88
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,665.0 5,010.0 5,006.3
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

2/16/2014 06:00 2/17/2014 06:00 11.21 9,427.0 9,554.0 127.00
Operations at Report Time

POOH at 3600 ft.
Operations Summary

Drilled 6" Lateral Section from 8,678' to 9,554'. Total depth of lateral section. Circulate prior to short trip, pump 2 x 15 bbl LCM sweeps 20 min apart, circulate out
of the hole. Pump dry job, pull 5 stands. Flow check for 10 minutes, No Flow. Continue trip to 5020 ft. Trip in hole to 9554'. Circulate prior to trip, pump 2 x LCM
sweeps, circulate out of the hole. Pump slug, pull 5 stds. check flow, continue POOH, SLM
OBM Loss Last 24 Hrs = 24 bbls to SCE
Operations Next Report Period

Run Casing & Cement
Weather Wellbore

Sunny and Clear Re-Entry #3
Daily Contacts

Job Contact Position Offce

Paul Roberts Company Man / WSL (281) 705-4881

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
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SPP 3150 psi. MW 13.2 ppg, BGG 50 Units. CG 250-450 Units.
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Mud Check: 9,554.0ftKB, 2/16/2014 23:30
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/16/2014 9,554.0 13.20 47 15.0 15.000 10.000 13.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

338,744.00 25.0 86.7/13.3
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

24.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

5,827.0 9,554.0 3,727.00 2/10/2014 09:55 2/16/2014 11:30 128.00 29.1 53.01 74.99 58.59 41.41
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8
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Well Name: Cane Creek 8-1

Report Printed:   3/3/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31449
Excaliber ID

74*23557
Well Area

Paradox
Basin Regulatory Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Graded Ground Elevation  (ft) KB-Ground Distance (ft) Spud Date

10/22/2007 00:00
Rig Release Date

12/20/2007 17:00
Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in) ID Nom Min (in)

8/10/2007 Conductor

11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8

12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184

2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826

Report for: 2/17/2014
Report #: 20, DFS: 11.21

Daily Depth Progress: 127.00

Sundry Number: 48308 API Well Number: 43019314490000Sundry Number: 48308 API Well Number: 43019314490000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/17/2014
Report #: 20, DFS: 11.21

Well Name: Cane Creek 8-1 Daily Depth Progress: 127.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

8/10/2007 Conductor
11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8
12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184
2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826
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Well Name: Cane Creek 8-1

Report Printed:   3/3/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31449
Excaliber ID

74*23557
Well Area

Paradox
Basin Regulatory Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Graded Ground Elevation  (ft) KB-Ground Distance (ft) Spud Date

10/22/2007 00:00
Rig Release Date

12/20/2007 17:00
Operator

Fidelity E&P
Surface Legal Location

Rig

Nabors Drilling  
M40

Company Man\Well Site Lead

Paul Roberts
Rig Email Address

NaborsM40@Fidelityepco.com
Rig Phone Number

(970) 986-4401
Rig Release Previous Well

1/28/2014 06:00
Rig Release Date

2/20/2014 18:00

Drilling Hours (hr)

175.45
Circulating Hours (hr)

15.35
Job ROP (ft/hr)

26.0
Job ROP Rotating (ft/hr)

49.1
Job ROP Sliding (ft/hr)

14.0
Job Rotating % (%)

34.12
Total Job Percent Sliding (%)

65.88
Target Depth (ftKB)

9,665.0
Kick Off Date Kick Off Depth (ftKB)

5,010.0
Kick Off Depth  (TVD) (ftKB)

5,006.3
Daily Operations
Report Start Date

2/17/2014 06:00
Report End Date

2/18/2014 06:00
Days From Spud (days)

12.21
Start Depth (ftKB)

9,554.0
End Depth (ftKB)

9,554.0
Daily Depth Progress (ft)

0.00
Operations at Report Time

cementing
Operations Summary

Trip out of the hole from 3600' to 150,. Work BHA. Clear and clea drill floor. Rig up casing equipment. Run 4 1/2" Casing. Pickup liner hanger. Run in the hole  
with drillpipe. Land liner. Rig up cement head. Pressure test lines. Pump cement. Bump plug at 1970 psi. Bleedoff 0.75 bbl back, float held.
OBM Loss Last 24 Hrs = 13 bbls to SCE
Operations Next Report Period

Trips
Weather

Sunny and Clear
Wellbore

Re-Entry #3
Daily Contacts

Job Contact Position Office

Paul Roberts Company Man / WSL (281) 705-4881

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.00 2.00 6 Trip out from 3600' to 150'. Monitor hole on trip tank. 9,554.0 9,554.0

08:00 2.00 4.00 6 Work BHA. Lay MWD and Directional tools. 9,554.0 9,554.0

10:00 1.00 5.00 22 Clear and Clean drill floor. Remove extra equipment and clean OBM. 9,554.0 9,554.0

11:00 1.00 6.00 12 Pre Job Safety Meeting with B&L Casing and Rig Crew. Rig up casing  
equipment.

9,554.0 9,554.0

12:00 1.00 7.00 12 Run 4 1/2" Production Liner. Makeup Shoe, 2 jnts, Float Collar, and  
Landing Collar. Pump through string to check floats, good.  

9,554.0 9,554.0

13:00 4.00 11.00 12 Run 4 1/2" Production Liner from 102' to 4840'. Collar clamp on first 20  
joints. Fill every 30 joints or when floating.

9,554.0 9,554.0

17:00 1.50 12.50 12 Pickup Liner Hanger and Running tools., set rotating rubber. 9,554.0 9,554.0

18:30 0.50 13.00 5 Cir. bottoms up before getting pick up & slack off weights. 9,554.0 9,554.0

19:00 6.00 19.00 6 TIH with h.wt. & drill pipe, 4 1/2" liner, at 2mins. per stand slack off. fill pipe  
every 10stds.

9,554.0 9,554.0

01:00 0.50 19.50 6 Space out & land casing @ 9554 ft. 9,554.0 9,554.0

01:30 1.50 21.00 5 Cir. bottoms up from 9554' @ 3BPM, max gas 1624 units 9,554.0 9,554.0

03:00 3.00 24.00 12 Rig up cement head, safety meeting, Test lines to 9500psi, mix & pump, 20  
bbls. diesel, 20 bbls tuned spacer, @ 13.7ppg, 29.6bbls. lead @ 14.0ppg,
(135 sks) yield 1.23, 63.6bbls. tail @ 15.0ppg(305 sks). yield 1.17, drop  
plug, 67bbls. mud @ 13.2 ppg, 10bbls. spacer @ 13.7ppg., 37.3bbls. mud  
@ 13.2ppg. Bump Plug, hold 1950 psi for 10 min. bleedoff 0.75 bbl  
returned.

9,554.0 9,554.0

Mud Check: 9,554.0ftKB, 2/17/2014 15:00
Date

2/17/2014
Depth (ftKB)

9,554.0
Density (lb/gal)

13.40
Vis (s/qt)

50
PV OR (Pa•s)

18.0
YP OR (lbf/1…

14.000
Gel (10s) (lbf…

9.000
Gel (10m) (lb…

13.000
Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat…

2.0
HTHP FC (1…

2
MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L)

373,878.00
0

Pot (mg/L) Lime (lb/bbl) Solids (%)

26.0
CaCl (ppm) Oil Water Ratio

87.8/12.2

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr… T Flowline (°F) Comment

Mud Check: 9,554.0ftKB, 2/17/2014 23:30
Date

2/17/2014
Depth (ftKB)

9,554.0
Density (lb/gal)

13.30
Vis (s/qt)

47
PV OR (Pa•s)

17.0
YP OR (lbf/1…

13.000
Gel (10s) (lbf…

9.000
Gel (10m) (lb…

13.000
Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat…

2.0
HTHP FC (1…

2
MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L)

352,736.00
0

Pot (mg/L) Lime (lb/bbl) Solids (%)

26.0
CaCl (ppm) Oil Water Ratio

88.4/11.6

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr… T Flowline (°F) Comment

Report for: 2/18/2014
Report #: 21, DFS: 12.21

Daily Depth Progress: 0.00

Sundry Number: 48308 API Well Number: 43019314490000Sundry Number: 48308 API Well Number: 43019314490000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/18/2014
Report #: 21, DFS: 12.21

Well Name: Cane Creek 8-1 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 1/28/2014 06:00 2/20/2014 18:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

175.45 15.35 26.0 49.1 14.0 34.12 65.88
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,665.0 5,010.0 5,006.3
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

2/17/2014 06:00 2/18/2014 06:00 12.21 9,554.0 9,554.0 0.00
Operations at Report Time

cementing
Operations Summary

Trip out of the hole from 3600' to 150,. Work BHA. Clear and clea drill floor. Rig up casing equipment. Run 4 1/2" Casing. Pickup liner hanger. Run in the hole
with drillpipe. Land liner. Rig up cement head. Pressure test lines. Pump cement. Bump plug at 1970 psi. Bleedoff 0.75 bbl back, float held.
OBM Loss Last 24 Hrs = 13 bbls to SCE
Operations Next Report Period

Trips
Weather Wellbore

Sunny and Clear Re-Entry #3
Daily Contacts

Job Contact Position Offce

Paul Roberts Company Man / WSL (281) 705-4881

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.00 2.00 6 Trip out from 3600' to 150'. Monitor hole on trip tank. 9,554.0 9,554.0
08:00 2.00 4.00 6 Work BHA. Lay MWD and Directional tools. 9,554.0 9,554.0
10:00 1.00 5.00 22 Clear and Clean drill floor. Remove extra equipment and clean OBM. 9,554.0 9,554.0
11:00 1.00 6.00 12 Pre Job Safety Meeting with B&L Casing and Rig Crew. Rig up casing 9,554.0 9,554.0

equipment.

12:00 1.00 7.00 12 Run 4 1/2" Production Liner. Makeup Shoe, 2 jnts, Float Collar, and 9,554.0 9,554.0
Landing Collar. Pump through string to check floats, good.

13:00 4.00 11.00 12 Run 4 1/2" Production Liner from 102' to 4840'. Collar clamp on first 20 9,554.0 9,554.0
joints. Fill every 30 joints or when floating.

17:00 1.50 12.50 12 Pickup Liner Hanger and Running tools., set rotating rubber. 9,554.0 9,554.0
18:30 0.50 13.00 5 Cir. bottoms up before getting pick up & slack off weights. 9,554.0 9,554.0
19:00 6.00 19.00 6 TlH with h.wt. & drill pipe, 4 1/2" liner, at 2mins. per stand slack off. fill pipe 9,554.0 9,554.0

every 10stds.

01:00 0.50 19.50 6 Space out & land casing @9554 ft. 9,554.0 9,554.0
01:30 1.50 21.00 5 Cir. bottoms up from 9554' @3BPM, max gas 1624 units 9,554.0 9,554.0
03:00 3.00 24.00 12 Rig up cement head, safety meeting, Test lines to 9500psi, mix & pump, 20 9,554.0 9,554.0

bbls. diesel, 20 bbls tuned spacer, @ 13.7ppg, 29.6bbls. lead @ 14.Oppg,
(135 sks) yield 1.23, 63.6bbls. tail @ 15.Oppg(305 sks). yield 1.17, drop
plug, 67bbls. mud @ 13.2 ppg, 10bbls. spacer @ 13.7ppg., 37.3bbls. mud
@ 13.2ppg. Bump Plug, hold 1950 psi for 10 min. bleedoff 0.75 bbl
returned.

Mud Check: 9,554.0ftKB, 2/17/2014 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/17/2014 9,554.0 13.40 50 18.0 14.000 9.000 13.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

373,878.00 26.0 87.8/12.2
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Mud Check: 9,554.0ftKB, 2/17/2014 23:30
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/17/2014 9,554.0 13.30 47 17.0 13.000 9.000 13.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

352,736.00 26.0 88.4/11.6
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
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Sundry Number: 48308 API Well Number: 43019314490000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/18/2014
Report #: 21, DFS: 12.21

Well Name: Cane Creek 8-1 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 1/28/2014 06:00 2/20/2014 18:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

175.45 15.35 26.0 49.1 14.0 34.12 65.88
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,665.0 5,010.0 5,006.3
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

2/17/2014 06:00 2/18/2014 06:00 12.21 9,554.0 9,554.0 0.00
Operations at Report Time

cementing
Operations Summary

Trip out of the hole from 3600' to 150,. Work BHA. Clear and clea drill floor. Rig up casing equipment. Run 4 1/2" Casing. Pickup liner hanger. Run in the hole
with drillpipe. Land liner. Rig up cement head. Pressure test lines. Pump cement. Bump plug at 1970 psi. Bleedoff 0.75 bbl back, float held.
OBM Loss Last 24 Hrs = 13 bbls to SCE
Operations Next Report Period

Trips
Weather Wellbore

Sunny and Clear Re-Entry #3
Daily Contacts

Job Contact Position Offce

Paul Roberts Company Man / WSL (281) 705-4881

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.00 2.00 6 Trip out from 3600' to 150'. Monitor hole on trip tank. 9,554.0 9,554.0

08:00 2.00 4.00 6 Work BHA. Lay MWD and Directional tools. 9,554.0 9,554.0

10:00 1.00 5.00 22 Clear and Clean drill floor. Remove extra equipment and clean OBM. 9,554.0 9,554.0

11:00 1.00 6.00 12 Pre Job Safety Meeting with B&L Casing and Rig Crew. Rig up casing 9,554.0 9,554.0
equipment.

12:00 1.00 7.00 12 Run 4 1/2" Production Liner. Makeup Shoe, 2 jnts, Float Collar, and 9,554.0 9,554.0
Landing Collar. Pump through string to check floats, good.

13:00 4.00 11.00 12 Run 4 1/2" Production Liner from 102' to 4840'. Collar clamp on first 20 9,554.0 9,554.0
joints. Fill every 30 joints or when floating.

17:00 1.50 12.50 12 Pickup Liner Hanger and Running tools., set rotating rubber. 9,554.0 9,554.0

18:30 0.50 13.00 5 Cir. bottoms up before getting pick up & slack off weights. 9,554.0 9,554.0

19:00 6.00 19.00 6 TlH with h.wt. & drill pipe, 4 1/2" liner, at 2mins. per stand slack off. fill pipe 9,554.0 9,554.0
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03:00 3.00 24.00 12 Rig up cement head, safety meeting, Test lines to 9500psi, mix & pump, 20 9,554.0 9,554.0
bbls. diesel, 20 bbls tuned spacer, @ 13.7ppg, 29.6bbls. lead @ 14.Oppg,
(135 sks) yield 1.23, 63.6bbls. tail @ 15.Oppg(305 sks). yield 1.17, drop
plug, 67bbls. mud @ 13.2 ppg, 10bbls. spacer @ 13.7ppg., 37.3bbls. mud
@ 13.2ppg. Bump Plug, hold 1950 psi for 10 min. bleedoff 0.75 bbl
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Sundry Number: 48308 API Well Number: 43019314490000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/18/2014
Report #: 21, DFS: 12.21

Well Name: Cane Creek 8-1 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 1/28/2014 06:00 2/20/2014 18:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

175.45 15.35 26.0 49.1 14.0 34.12 65.88
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,665.0 5,010.0 5,006.3
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

2/17/2014 06:00 2/18/2014 06:00 12.21 9,554.0 9,554.0 0.00
Operations at Report Time

cementing
Operations Summary

Trip out of the hole from 3600' to 150,. Work BHA. Clear and clea drill floor. Rig up casing equipment. Run 4 1/2" Casing. Pickup liner hanger. Run in the hole
with drillpipe. Land liner. Rig up cement head. Pressure test lines. Pump cement. Bump plug at 1970 psi. Bleedoff 0.75 bbl back, float held.
OBM Loss Last 24 Hrs = 13 bbls to SCE
Operations Next Report Period

Trips
Weather Wellbore

Sunny and Clear Re-Entry #3
Daily Contacts

Job Contact Position Offce

Paul Roberts Company Man / WSL (281) 705-4881

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
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2/17/2014 9,554.0 13.40 50 18.0 14.000 9.000 13.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

373,878.00 26.0 87.8/12.2
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Mud Check: 9,554.0ftKB, 2/17/2014 23:30
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/17/2014 9,554.0 13.30 47 17.0 13.000 9.000 13.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

352,736.00 26.0 88.4/11.6
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
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Well Name: Cane Creek 8-1

Report Printed:   3/3/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31449
Excaliber ID

74*23557
Well Area

Paradox
Basin Regulatory Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Graded Ground Elevation  (ft) KB-Ground Distance (ft) Spud Date

10/22/2007 00:00
Rig Release Date

12/20/2007 17:00
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft… Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time … % Rot Time (%)

Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in) ID Nom Min (in)

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8

8/10/2007 Conductor

11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8

12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184

2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826

Report for: 2/18/2014
Report #: 21, DFS: 12.21

Daily Depth Progress: 0.00

Sundry Number: 48308 API Well Number: 43019314490000Sundry Number: 48308 API Well Number: 43019314490000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/18/2014
Report #: 21, DFS: 12.21

Well Name: Cane Creek 8-1 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)
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Page  1/2

Well Name: Cane Creek 8-1

Report Printed:   3/3/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31449
Excaliber ID

74*23557
Well Area

Paradox
Basin Regulatory Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Graded Ground Elevation  (ft) KB-Ground Distance (ft) Spud Date

10/22/2007 00:00
Rig Release Date

12/20/2007 17:00
Operator

Fidelity E&P
Surface Legal Location

Rig

Nabors Drilling  
M40

Company Man\Well Site Lead

Paul Roberts
Rig Email Address

NaborsM40@Fidelityepco.com
Rig Phone Number

(970) 986-4401
Rig Release Previous Well

1/28/2014 06:00
Rig Release Date

2/20/2014 18:00

Drilling Hours (hr)

175.45
Circulating Hours (hr)

15.35
Job ROP (ft/hr)

26.0
Job ROP Rotating (ft/hr)

49.1
Job ROP Sliding (ft/hr)

14.0
Job Rotating % (%)

34.12
Total Job Percent Sliding (%)

65.88
Target Depth (ftKB)

9,665.0
Kick Off Date Kick Off Depth (ftKB)

5,010.0
Kick Off Depth  (TVD) (ftKB)

5,006.3
Daily Operations
Report Start Date

2/18/2014 06:00
Report End Date

2/19/2014 06:00
Days From Spud (days)

13.21
Start Depth (ftKB)

9,554.0
End Depth (ftKB)

9,554.0
Daily Depth Progress (ft)

0.00
Operations at Report Time

TIH
Operations Summary

Cir., rig down, POOH, service rig, TIH, attempt to set bridge plug failed, POOH, R/U wireline, run in hole set packer @ 4641',WLM, pull out of hole, TIH
Operations Next Report Period

Trips
Weather

Sunny and Clear
Wellbore

Re-Entry #3
Daily Contacts

Job Contact Position Office

Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Paul Roberts Company Man / WSL (281) 705-4881

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.00 2.00 5 Cir. out bottoms up from 4700', 9,554.0 9,554.0

08:00 0.50 2.50 22 Test packer to 1500psi for 15mins. 9,554.0 9,554.0

08:30 1.00 3.50 12 rig down cement head, lines & clear rig floor 9,554.0 9,554.0

09:30 2.50 6.00 6 POOH, & lay down running tool 9,554.0 9,554.0

12:00 0.50 6.50 7 Service rig & top drive 9,554.0 9,554.0

12:30 4.00 10.50 6 Make up RET, B/P & TIH to 4595' 9,554.0 9,554.0

16:30 2.50 13.00 22 Attempt to set bridge plug from 4600' to 4695', bridge pulg failed to set 9,554.0 9,554.0

19:00 1.00 14.00 5 Transfer mud to slugging pit, build & pump slug 9,554.0 9,554.0

20:00 3.50 17.50 6 POOH with Ret. B/P, lay down bridge plug 9,554.0 9,554.0

23:30 1.00 18.50 11 Rig up rocky mt. wire line 9,554.0 9,554.0

00:30 1.50 20.00 22 Waiting on bridge plug 9,554.0 9,554.0

02:00 2.50 22.50 11 Make up Ret. bridge plug on wireline & run in hole with same, set Ret.  
bridge plug @ 4641' WLM, pull out of hole with wireline, rig down

9,554.0 9,554.0

04:30 1.50 24.00 6 Make up bit & TIH 9,554.0 9,554.0

Mud Check: 9,554.0ftKB, 2/18/2014 03:30
Date

2/18/2014
Depth (ftKB)

9,554.0
Density (lb/gal)

13.40
Vis (s/qt)

50
PV OR (Pa•s)

18.0
YP OR (lbf/1…

13.000
Gel (10s) (lbf…

9.000
Gel (10m) (lb…

12.000
Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat…

2.0
HTHP FC (1…

2
MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L)

342,154.00
0

Pot (mg/L) Lime (lb/bbl) Solids (%)

26.0
CaCl (ppm) Oil Water Ratio

87.8/12.2

Mud Lost (Hole) (bbl)

0.0
Mud Lost (Surf) (bbl) LCM ECD - Manual Entr… T Flowline (°F) Comment

Mud Check: 9,554.0ftKB, 2/18/2014 16:00
Date

2/18/2014
Depth (ftKB)

9,554.0
Density (lb/gal)

13.40
Vis (s/qt)

50
PV OR (Pa•s)

18.0
YP OR (lbf/1…

13.000
Gel (10s) (lbf…

9.000
Gel (10m) (lb…

13.000
Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat…

2.0
HTHP FC (1…

2
MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L)

342,154.00
0

Pot (mg/L) Lime (lb/bbl) Solids (%)

26.0
CaCl (ppm) Oil Water Ratio

87.8/12.2

Mud Lost (Hole) (bbl)

71.0
Mud Lost (Surf) (bbl) LCM ECD - Manual Entr… T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft… Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time … % Rot Time (%)

Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in) ID Nom Min (in)

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8

8/10/2007 Conductor

11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8

Report for: 2/19/2014
Report #: 22, DFS: 13.21

Daily Depth Progress: 0.00

Sundry Number: 48308 API Well Number: 43019314490000Sundry Number: 48308 API Well Number: 43019314490000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/19/2014
Report #: 22, DFS: 13.21

Well Name: Cane Creek 8-1 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 1/28/2014 06:00 2/20/2014 18:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

175.45 15.35 26.0 49.1 14.0 34.12 65.88
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,665.0 5,010.0 5,006.3
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

2/18/2014 06:00 2/19/2014 06:00 13.21 9,554.0 9,554.0 0.00
Operations at Report Time

TlH
Operations Summary

Cir., rig down, POOH, service rig, TlH, attempt to set bridge plug failed, POOH, R/U wireline, run in hole set packer @4641',WLM, pull out of hole, TlH
Operations Next Report Period

Trips
Weather Wellbore

Sunny and Clear Re-Entry #3
Daily Contacts

Job Contact Position Office

Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Paul Roberts Company Man / WSL (281) 705-4881

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.00 2.00 5 Cir. out bottoms up from 4700', 9,554.0 9,554.0
08:00 0.50 2.50 22 Test packer to 1500psi for 15mins. 9,554.0 9,554.0
08:30 1.00 3.50 12 rig down cement head, lines & clear rig floor 9,554.0 9,554.0
09:30 2.50 6.00 6 POOH, & lay down running tool 9,554.0 9,554.0
12:00 0.50 6.50 7 Service rig & top drive 9,554.0 9,554.0
12:30 4.00 10.50 6 Make up RET, BIP & TlH to 4595' 9,554.0 9,554.0
16:30 2.50 13.00 22 Attempt to set bridge plug from 4600' to 4695', bridge pulg failed to set 9,554.0 9,554.0
19:00 1.00 14.00 5 Transfer mud to slugging pit, build & pump slug 9,554.0 9,554.0
20:00 3.50 17.50 6 POOH with Ret. B/P, lay down bridge plug 9,554.0 9,554.0
23:30 1.00 18.50 11 Rig up rocky mt. wire line 9,554.0 9,554.0
00:30 1.50 20.00 22 Waiting on bridge plug 9,554.0 9,554.0
02:00 2.50 22.50 11 Make up Ret. bridge plug on wireline & run in hole with same, set Ret. 9,554.0 9,554.0

bridge plug @4641' WLM, pull out of hole with wireline, rig down

04:30 1.50 24.00 6 Make up bit & TlH 9,554.0 9,554.0

Mud Check: 9,554.0ftKB, 2/18/2014 03:30
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/18/2014 9,554.0 13.40 50 18.0 13.000 9.000 12.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

342,154.00 26.0 87.8/12.2
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

0.0
Mud Check: 9,554.0ftKB, 2/18/2014 16:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...
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MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

342,154.00 26.0 87.8/12.2
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

71.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8
8/10/2007 Conductor
11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8
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Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.00 2.00 5 Cir. out bottoms up from 4700', 9,554.0 9,554.0

08:00 0.50 2.50 22 Test packer to 1500psi for 15mins. 9,554.0 9,554.0

08:30 1.00 3.50 12 rig down cement head, lines & clear rig floor 9,554.0 9,554.0

09:30 2.50 6.00 6 POOH, & lay down running tool 9,554.0 9,554.0
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12:30 4.00 10.50 6 Make up RET, BIP & TlH to 4595' 9,554.0 9,554.0
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71.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8

8/10/2007 Conductor

11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8
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Sundry Number: 48308 API Well Number: 43019314490000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/19/2014
Report #: 22, DFS: 13.21

Well Name: Cane Creek 8-1 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
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Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

175.45 15.35 26.0 49.1 14.0 34.12 65.88
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,665.0 5,010.0 5,006.3
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

2/18/2014 06:00 2/19/2014 06:00 13.21 9,554.0 9,554.0 0.00
Operations at Report Time

TlH
Operations Summary
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MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

342,154.00 26.0 87.8/12.2
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

0.0
Mud Check: 9,554.0ftKB, 2/18/2014 16:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

2/18/2014 9,554.0 13.40 50 18.0 13.000 9.000 13.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

342,154.00 26.0 87.8/12.2
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

71.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8

8/10/2007 Conductor

11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8
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RECEIVED: Mar. 03, 2014

Page  2/2

Well Name: Cane Creek 8-1

Report Printed:   3/3/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31449
Excaliber ID

74*23557
Well Area

Paradox
Basin Regulatory Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Graded Ground Elevation  (ft) KB-Ground Distance (ft) Spud Date

10/22/2007 00:00
Rig Release Date

12/20/2007 17:00
Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in) ID Nom Min (in)

12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184

2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826

Report for: 2/19/2014
Report #: 22, DFS: 13.21

Daily Depth Progress: 0.00

Sundry Number: 48308 API Well Number: 43019314490000Sundry Number: 48308 API Well Number: 43019314490000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/19/2014
Report #: 22, DFS: 13.21

Well Name: Cane Creek 8-1 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
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RECEIVED: Mar. 03, 2014

Page  1/1

Well Name: Cane Creek 8-1

Report Printed:   3/3/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31449
Excaliber ID

74*23557
Well Area

Paradox
Basin Regulatory Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Graded Ground Elevation  (ft) KB-Ground Distance (ft) Spud Date

10/22/2007 00:00
Rig Release Date

12/20/2007 17:00
Operator

Fidelity E&P
Surface Legal Location

Rig

Nabors Drilling  
M40

Company Man\Well Site Lead

Paul Roberts
Rig Email Address

NaborsM40@Fidelityepco.com
Rig Phone Number

(970) 986-4401
Rig Release Previous Well

1/28/2014 06:00
Rig Release Date

2/20/2014 18:00

Drilling Hours (hr)

175.45
Circulating Hours (hr)

15.35
Job ROP (ft/hr)

26.0
Job ROP Rotating (ft/hr)

49.1
Job ROP Sliding (ft/hr)

14.0
Job Rotating % (%)

34.12
Total Job Percent Sliding (%)

65.88
Target Depth (ftKB)

9,665.0
Kick Off Date Kick Off Depth (ftKB)

5,010.0
Kick Off Depth  (TVD) (ftKB)

5,006.3
Daily Operations
Report Start Date

2/19/2014 06:00
Report End Date

2/20/2014 06:00
Days From Spud (days)

14.21
Start Depth (ftKB)

9,554.0
End Depth (ftKB)

9,554.0
Daily Depth Progress (ft)

0.00
Operations at Report Time

nipple down
Operations Summary

TIH, displace well with CaCl2, pumped thru all pumps & lines, L/D drill pipe, rig dowm cat walk/v-door, nipple down BOPs.
Operations Next Report Period

Nipple up B.O.P.
Weather

Rain
Wellbore

Re-Entry #3
Daily Contacts

Job Contact Position Office

Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.00 2.00 6 TIH to top of CIBP @ 4641'

08:00 1.50 3.50 5 Displace 13.2ppg mud out of hole with CaCl2 water 10.5ppg

09:30 2.00 5.50 5 Flush thru all pumps & lines, MPD, gas buster & choke manifold

11:30 4.00 9.50 6 Lay down drill pipe

15:30 2.50 12.00 6 TIH to 4600ft. with drill pipe

18:00 6.50 18.50 6 Lay down 4" drill pipe & remove 4" handling tools from rig floor

00:30 5.50 24.00 14 Nipple down flow line, orbit valve, poll. pan, rig down hyl. cat walk/v-door,  
remove control line from bops,

Mud Check: <depth>ftKB, <dttm>
Date Depth (ftKB) Density (lb/gal) Vis (s/qt) PV OR (Pa•s) YP OR (lbf/1… Gel (10s) (lbf… Gel (10m) (lb… Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat… HTHP FC (1…

MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCl (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr… T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft… Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time … % Rot Time (%)

Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in) ID Nom Min (in)

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8

8/10/2007 Conductor

11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8

12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184

2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826

Report for: 2/20/2014
Report #: 23, DFS: 14.21

Daily Depth Progress: 0.00

Sundry Number: 48308 API Well Number: 43019314490000Sundry Number: 48308 API Well Number: 43019314490000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/20/2014
Report #: 23, DFS: 14.21

Well Name: Cane Creek 8-1 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 1/28/2014 06:00 2/20/2014 18:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

175.45 15.35 26.0 49.1 14.0 34.12 65.88
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,665.0 5,010.0 5,006.3
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

2/19/2014 06:00 2/20/2014 06:00 14.21 9,554.0 9,554.0 0.00
Operations at Report Time

nipple down
Operations Summary

TlH, displace well with CaCl2, pumped thru all pumps & lines, L/D drill pipe, rig dowm cat walk/v-door, nipple down BOPs.
Operations Next Report Period

Nipple up B.O.P.
Weather Wellbore

Rain Re-Entry #3
Daily Contacts

Job Contact Position Offce

Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.00 2.00 6 TlH to top of CIBP @4641'
08:00 1.50 3.50 5 Displace 13.2ppg mud out of hole with CaCl2 water 10.5ppg
09:30 2.00 5.50 5 Flush thru all pumps & lines, MPD, gas buster & choke manifold
11:30 4.00 9.50 6 Lay down drill pipe
15:30 2.50 12.00 6 TlH to 4600ft. with drill pipe
18:00 6.50 18.50 6 Lay down 4" drill pipe & remove 4" handling tools from rig floor
00:30 5.50 24.00 14 Nipple down flow line, orbit valve, poll. pan, rig down hyl. cat walk/v-door,

remove control line from bops,

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8
8/10/2007 Conductor
11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8
12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184
2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826
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11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8

12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184

2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826
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Sundry Number: 48308 API Well Number: 43019314490000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/20/2014
Report #: 23, DFS: 14.21

Well Name: Cane Creek 8-1 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 1/28/2014 06:00 2/20/2014 18:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

175.45 15.35 26.0 49.1 14.0 34.12 65.88
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

9,665.0 5,010.0 5,006.3
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

2/19/2014 06:00 2/20/2014 06:00 14.21 9,554.0 9,554.0 0.00
Operations at Report Time

nipple down
Operations Summary

TlH, displace well with CaCl2, pumped thru all pumps & lines, L/D drill pipe, rig dowm cat walk/v-door, nipple down BOPs.
Operations Next Report Period

Nipple up B.O.P.
Weather Wellbore

Rain Re-Entry #3
Daily Contacts

Job Contact Position Offce

Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.00 2.00 6 TlH to top of CIBP @4641'

08:00 1.50 3.50 5 Displace 13.2ppg mud out of hole with CaCl2 water 10.5ppg

09:30 2.00 5.50 5 Flush thru all pumps & lines, MPD, gas buster & choke manifold

11:30 4.00 9.50 6 Lay down drill pipe

15:30 2.50 12.00 6 TlH to 4600ft. with drill pipe

18:00 6.50 18.50 6 Lay down 4" drill pipe & remove 4" handling tools from rig floor

00:30 5.50 24.00 14 Nipple down flow line, orbit valve, poll. pan, rig down hyl. cat walk/v-door,
remove control line from bops,

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)
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2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826
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15:30 2.50 12.00 6 TlH to 4600ft. with drill pipe
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RECEIVED: Mar. 03, 2014

Page  1/1

Well Name: Cane Creek 8-1

Report Printed:   3/3/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31449
Excaliber ID

74*23557
Well Area

Paradox
Basin Regulatory Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Graded Ground Elevation  (ft) KB-Ground Distance (ft) Spud Date

10/22/2007 00:00
Rig Release Date

12/20/2007 17:00
Operator

Fidelity E&P
Surface Legal Location

Rig

Nabors Drilling  
M40

Company Man\Well Site Lead

Paul Roberts
Rig Email Address

NaborsM40@Fidelityepco.com
Rig Phone Number

(970) 986-4401
Rig Release Previous Well

1/28/2014 06:00
Rig Release Date

2/20/2014 18:00

Drilling Hours (hr)

175.45
Circulating Hours (hr)

15.35
Job ROP (ft/hr)

26.0
Job ROP Rotating (ft/hr)

49.1
Job ROP Sliding (ft/hr)

14.0
Job Rotating % (%)

34.12
Total Job Percent Sliding (%)

65.88
Target Depth (ftKB)

9,665.0
Kick Off Date Kick Off Depth (ftKB)

5,010.0
Kick Off Depth  (TVD) (ftKB)

5,006.3
Daily Operations
Report Start Date

2/20/2014 06:00
Report End Date

2/21/2014 06:00
Days From Spud (days)

15.21
Start Depth (ftKB)

9,554.0
End Depth (ftKB)

9,554.0
Daily Depth Progress (ft)

0.00
Operations at Report Time

Waiting on day light
Operations Summary

Nipple down BOPs, nipple up dry hole tree, and move man camps, scope down derrick
Operations Next Report Period

Rig Up & Tear Down
Weather

Sunny and Clear
Wellbore

Re-Entry #3
Daily Contacts

Job Contact Position Office

Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 18.00 18.00 14 Nipple down BOPs, install dry hole tree on well, move man camps, scope  
down derrick.
Rig Released @ 18:00 2/20/2014

00:00 6.00 24.00 1 Waiting on day light

Mud Check: <depth>ftKB, <dttm>
Date Depth (ftKB) Density (lb/gal) Vis (s/qt) PV OR (Pa•s) YP OR (lbf/1… Gel (10s) (lbf… Gel (10m) (lb… Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat… HTHP FC (1…

MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCl (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr… T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft… Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time … % Rot Time (%)

Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in) ID Nom Min (in)

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8

8/10/2007 Conductor

11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8

12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184

2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826

Report for: 2/21/2014
Report #: 24, DFS: 15.21

Daily Depth Progress: 0.00

Sundry Number: 48308 API Well Number: 43019314490000Sundry Number: 48308 API Well Number: 43019314490000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/21/2014
Report #: 24, DFS: 15.21

Well Name: Cane Creek 8-1 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
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Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
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Nipple down BOPs, nipple up dry hole tree, and move man camps, scope down derrick
Operations Next Report Period
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Weather Wellbore

Sunny and Clear Re-Entry #3
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Time Log
Cum Dur
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2/20/2014 06:00 2/21/2014 06:00 15.21 9,554.0 9,554.0 0.00
Operations at Report Time

Waiting on day light
Operations Summary

Nipple down BOPs, nipple up dry hole tree, and move man camps, scope down derrick
Operations Next Report Period

Rig Up & Tear Down
Weather Wellbore

Sunny and Clear Re-Entry #3
Daily Contacts

Job Contact Position Offce

Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 18.00 18.00 14 Nipple down BOPs, install dry hole tree on well, move man camps, scope
down derrick.
Rig Released @ 18:00 2/20/2014

00:00 6.00 24.00 1 Waiting on day light

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8

8/10/2007 Conductor

11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8

12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184

2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826
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Sundry Number: 48308 API Well Number: 43019314490000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 2/21/2014
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O
O WELL DATA SUMMARY

FIDELITY EXPLORATION AND PRODUCTION

O CANE CREEK UNIT # 8-1H3

O
O

OPERATOR: FIDELITY EXPLORATION & PRODUCTION CO.

ADDRESS: 1700 Lincoln, Suite 2800, Denver, CO. 80203

WELL NAME: CANE CREEK UNIT # 8-1H3

API #: 43-019-31449-00X1

SURFACE LOCATION: 2563' FNL & 1429' FWL,
SE/NW SEC 8, T26S, R20E

O FIELD: Big Flat ( Cane Creek Unit)
O

COUNTY, STATE Grand, Utah

BASIN: Paradox

WELL TYPE: Horizontal Pennsylvanian, Paradox Clastic # 10

BASIS OF PROSPECT: Evaluating Shallow Production Potential above Cane Creek

ELEVATION: GL: 6005', KB: 6032' (Measured, Graded)

SPUD DATE February 6, 2014

TD DATE: February 16, 2014

HORIZONTAL TARGET: Paradox, Clastic # 10

KICK-OFF POINT: 5110' md, 5107' tvd

TOTAL DEPTH: 9554' md, 5955' tvd
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0
WELL DATA SUMMARY

FIDELITY EXPLORATIONAND PRODUCTION
CANE CREEK UNIT#8-1 H3

TVD AT TD: 5955.35'

BOTTOM HOLE LOCATION: 465' FSL, 921' FEL, SEC. 5, T26S, R20E

FINAL VERTICAL SECTION: 4278.41'

FINAL CLOSURE AZIMUTH: 44.96 deg
PROPOSED AZIMUTH: 46.4 deg.
TOTAL DRILLING DAYS 13

STATUS OF WELL: Waiting Completion

CONTRACTOR: Nabors Rig M40

TOOLPUSHER: Shannon McDaniel, Brendon Evens

FIELD SUPERVISORs: Delbert Sullivan, Paul Roberts, Sam Larado, Tucker Yancey

MUD COMPANY: NOV Bariod

Eric Mascarenas,Dan Geller, Clark Sievers, M. Whitt

MUD TYPE: Invert

WELLSITE GEOLOGISTs: Hal Schmidt, Kent Roddy

PROSPECT GEOLOGIST: Robert Flook, Adam Van Holland, Dave List, Ian Hogan, Fidelity.

ROCK SAMPLING: 30' Lagged Samples in Clastic # 10
Two sets of dry sample cuts were collected. -

DIRECTIONAL DRILLERS: Pathfinder
Shane Sayler, Jonathan Rice
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CANECREEKUNIT#8-lH3

O
MWD: Pathfinder

Paul Foreman, Jake Newhouse

CASING: 20" Conductor @128': 13 3/8" @ 1,550'
9 5/8" @4,109': 7" @7,715', 4 1/2" prod csg @9554'

HOLE SIZE: 17 1/2" base 20" conductor 103' to 1550'
12 1/4" 1,550' to 4,109'
8 1/2" 4,109' to 7,715'
(Re-entry) 6" 5110' to 9554'

O
O CORES and DST's: None
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DISTRIBUTION
CANE CREEK UNIT # 8-1 H3

Geological Final Mud Digital mud Well
DISTRIBUTION Report Log prints log Cuttings

Fidelity Exploration and Production Co.
Drilling Manager
Bruce Houtchens 3 3 3 0

1700 Lincoln St. Suite 2800,
Denver CO 80203

Fidelity E&P Co.
Bob Flook

1700 Lincoln 1 1 1 0
Suite 2800

Denver CO 80203

Adam VanHolland
Fidelity Exploration and Production

1700 Lincoln St. 1 1 1 1
Suite 2800

Denver, CO 80203

State of Utah
Division Oil Gas and Mining

P.O. Box 145801
1 0 1 11594 W. Temple

Suite 1210
Salt Lake City, UT 84114-5801

Bureau of Land Management
Moab Field Office

82 E. Dogwood 1 0 0 0

Moab, UT 84532
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GEOLOGICAL REPORT

INTRODUCTION

The Fidelity Exploration & Production Co. Cave Creek Unit 8-1H3 located in SE NW, Section 8, T26S, R20E was re-
entered on February 5, 2014. A window was milled in the existing 7 inch casing from 5000' to 5010' in order to
drill a new northeast trending horizontal lateral in Pennsylvanian, Paradox Clastic #10. The lateral was drilled to a
total depth of 9554'md, 5955'tvd, bottoming in Salt #11on February 16, 2014.

The 8-1H3 horizontal lateral was directionally drilled off a whipstock at 5010' into the Paradox Formation, Salt #6
at a build rate of approximately 10 deg. per 100 feet with an azimuth of 46 degrees. The top of Clastic #10 was
encountered at 5825'md, 5606' where the hole had an inclination of 74 degrees. Drilling of the lateral continued
with the well path deviating downward, following the formation dip to total depth.

A 24 hour, two man geologist well site service began on February 3, 2014 when preparations were being made to
mill a window in the 7 inch casing. An MSI chromatograph was used to record total gas along with the various gas
components of C-1through C-4. The total gas readings were displayed on the rig electronic data recorder screen
"Pason" for viewing by operating personnel at the rig and remotely. The total gas and the various gas components
recorded were plotted at lagged depth to compile a permanent mudlog record of drilling parameters, lithology
drilled, along with hydrocarbon shows.

HORIZONTALLATERAL8-1H3

Lithology encountered upon exiting the casing window consisted of salt from Salt #6 at 5010' to 5050'. At 5050' to
5058' the gamma ray data indicated Clastic #6 was drilled, but no evidence of it was present in the samples. Salt #7
was drilled at 5058' to 5129', Clastic #7 from 5129' to 5176', Salt #8, 5176' to 5323', Clastic #8, 5323' to 5374', Salt
#9, 5374' to 5592', Clastic #9, 5592' to 5654', Salt #10, 5654' to Clastic #10 at 5825'.

The salt drilled was rusty pink, white to very light gray, opaque and crystalline. Clastic lithology consisted of
anhydrite, black shale and dolomite. The anhydrite is white to light gray or gray brown, soft and cuttings consist of
curls produced by the pdc bit as it scrapes rather than chips the rock being drilled. Dolomite is light to medium
gray in color, slight to moderate calcareous, with original rock texture destroyed as it is generally ground up into
curls by the bit. Black shale is black ot very dark gray in color, organic, carbonaceous, sooty and is slightly
calcareous to non-calcareous.

Mud weight while drilling this section was 13.8 to 13.6 ppg giving an ECD of 15.12 ppg. Minor gas increases were
recorded while drilling the various clastics from 50 to 100 units. Sharp connection and downtime gas increases
began upon penetrating Clastic #9 and varied from 300 to almost 800 units.
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Mud weight while drilling this section was 13.8 to 13.6 ppg giving an ECD of 15.12 ppg. Minor gas increases were
recorded while drilling the various clastics from 50 to 100 units. Sharp connection and downtime gas increases
began upon penetrating Clastic #9 and varied from 300 to almost 800 units.
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GEOLOGICAL REPORT

INTRODUCTION

The Fidelity Exploration & Production Co. Cave Creek Unit 8-1H3 located in SE NW, Section 8, T26S, R20E was re-
entered on February 5, 2014. A window was milled in the existing 7 inch casing from 5000' to 5010' in order to
drill a new northeast trending horizontal lateral in Pennsylvanian, Paradox Clastic #10. The lateral was drilled to a
total depth of 9554'md, 5955'tvd, bottoming in Salt #11on February 16, 2014.

The 8-1H3 horizontal lateral was directionally drilled off a whipstock at 5010' into the Paradox Formation, Salt #6
at a build rate of approximately 10 deg. per 100 feet with an azimuth of 46 degrees. The top of Clastic #10 was
encountered at 5825'md, 5606' where the hole had an inclination of 74 degrees. Drilling of the lateral continued
with the well path deviating downward, following the formation dip to total depth.

A 24 hour, two man geologist well site service began on February 3, 2014 when preparations were being made to
mill a window in the 7 inch casing. An MSI chromatograph was used to record total gas along with the various gas
components of C-1through C-4. The total gas readings were displayed on the rig electronic data recorder screen
"Pason" for viewing by operating personnel at the rig and remotely. The total gas and the various gas components
recorded were plotted at lagged depth to compile a permanent mudlog record of drilling parameters, lithology
drilled, along with hydrocarbon shows.

HORIZONTALLATERAL8-1H3

Lithology encountered upon exiting the casing window consisted of salt from Salt #6 at 5010' to 5050'. At 5050' to
5058' the gamma ray data indicated Clastic #6 was drilled, but no evidence of it was present in the samples. Salt #7
was drilled at 5058' to 5129', Clastic #7 from 5129' to 5176', Salt #8, 5176' to 5323', Clastic #8, 5323' to 5374', Salt
#9, 5374' to 5592', Clastic #9, 5592' to 5654', Salt #10, 5654' to Clastic #10 at 5825'.

The salt drilled was rusty pink, white to very light gray, opaque and crystalline. Clastic lithology consisted of
anhydrite, black shale and dolomite. The anhydrite is white to light gray or gray brown, soft and cuttings consist of
curls produced by the pdc bit as it scrapes rather than chips the rock being drilled. Dolomite is light to medium
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began upon penetrating Clastic #9 and varied from 300 to almost 800 units.

O
O
O

O
O
O
O
O

GEOLOGICAL REPORT

INTRODUCTION

The Fidelity Exploration & Production Co. Cave Creek Unit 8-1H3 located in SE NW, Section 8, T26S, R20E was re-
entered on February 5, 2014. A window was milled in the existing 7 inch casing from 5000' to 5010' in order to
drill a new northeast trending horizontal lateral in Pennsylvanian, Paradox Clastic #10. The lateral was drilled to a
total depth of 9554'md, 5955'tvd, bottoming in Salt #11on February 16, 2014.

The 8-1H3 horizontal lateral was directionally drilled off a whipstock at 5010' into the Paradox Formation, Salt #6
at a build rate of approximately 10 deg. per 100 feet with an azimuth of 46 degrees. The top of Clastic #10 was
encountered at 5825'md, 5606' where the hole had an inclination of 74 degrees. Drilling of the lateral continued
with the well path deviating downward, following the formation dip to total depth.

A 24 hour, two man geologist well site service began on February 3, 2014 when preparations were being made to
mill a window in the 7 inch casing. An MSI chromatograph was used to record total gas along with the various gas
components of C-1through C-4. The total gas readings were displayed on the rig electronic data recorder screen
"Pason" for viewing by operating personnel at the rig and remotely. The total gas and the various gas components
recorded were plotted at lagged depth to compile a permanent mudlog record of drilling parameters, lithology
drilled, along with hydrocarbon shows.

HORIZONTALLATERAL8-1H3

Lithology encountered upon exiting the casing window consisted of salt from Salt #6 at 5010' to 5050'. At 5050' to
5058' the gamma ray data indicated Clastic #6 was drilled, but no evidence of it was present in the samples. Salt #7
was drilled at 5058' to 5129', Clastic #7 from 5129' to 5176', Salt #8, 5176' to 5323', Clastic #8, 5323' to 5374', Salt
#9, 5374' to 5592', Clastic #9, 5592' to 5654', Salt #10, 5654' to Clastic #10 at 5825'.

The salt drilled was rusty pink, white to very light gray, opaque and crystalline. Clastic lithology consisted of
anhydrite, black shale and dolomite. The anhydrite is white to light gray or gray brown, soft and cuttings consist of
curls produced by the pdc bit as it scrapes rather than chips the rock being drilled. Dolomite is light to medium
gray in color, slight to moderate calcareous, with original rock texture destroyed as it is generally ground up into
curls by the bit. Black shale is black ot very dark gray in color, organic, carbonaceous, sooty and is slightly
calcareous to non-calcareous.

Mud weight while drilling this section was 13.8 to 13.6 ppg giving an ECD of 15.12 ppg. Minor gas increases were
recorded while drilling the various clastics from 50 to 100 units. Sharp connection and downtime gas increases
began upon penetrating Clastic #9 and varied from 300 to almost 800 units.

O
O
O



O
O
O
O
O
O
O cLASTIC#10

Clastic #10 was topped at 5825'md, 5606'tvd where the "Upper Anhydrite" section was penetrated. The lithology
was largely anhydrite with some dolomite to 5930'. Background gas varied from 50 to 170 units.

The Clastic 10 "Shale Marker" occurs at approximately 5930' where the lithology changes to black shale and
dolomite. A gas increase to 965 units, consisting of methane and ethane was recorded from 5930' to 5950'.
Dolomite in Clastic 10 is very similar in appearance to that in the Cane Creek Shale. It is generally light to medium
gray, silty, argillaceous, slightly to moderately calcareous and sometimes contains nodules of anhydrite.

Clastic 10 "Salt Bed" underlies the "Shale Marker" and was penetrated at 6381'md, 5684'tvd. The "Middle
Anhydrite" underlies the "Salt Bed" and was present from approximately 6420' to 6520' The top of the "Target
Pay" at 6520' was identified based on an increase in black shale and associated high gamma readings. Background
gas throughout the interval from the "Shale Marker" at 5930' to 6520' ranged from 100 to 50 units with a peak of
147 units at 6480'. Connection and downtime gases varied from 300 to 600 units. Mud weight was 13.6 to 13.5
ppg.

The "Target Pay" was drilled from 6520' to 6711' where due to a change in formation dip the base of Clastic 10 and
Salt #11 was penetrated. By sliding up, we drilled back into Clastic #10 and the "Target Pay" at 6808'. Drilling
continued in the "Target Pay" following the 4 to 9 degree downward dipping formation to 9458' where Salt #11
was again penetrated and total depth called at9554'.

Primary lithology in the "Target Pay" was dolomite with minor amounts of black shale near the top of the zone.
Minor gas increases were associated with the black organic shale from 7456' to 7226', 7630' to 7692'and 8228' to
8400'. The dolomite drilled throughout the "Target Pay" did not appear to give up gas as it was drilled.
Connection and downtime gas was generally in the 200 to 400 unit range which may indicate that we were
overbalanced to some extent with the mud weight being too high for formation fluid and gas to enter the well
bore. However the mud weight was slowly reduced from 13.8 at the top of Clastic 10 to 13.2 at total depth and
background gas did not increase as a result.

Evaluation of this Clastic depends on the results achieved upon completion. The various upper clastic zones above
the Cane Creek Shale have produced oil, so it is important for exploration via the drill bit continue, so as to provide
the information needed to determine their economic potential.

Hal Schmidt

g consultinsecologist
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0
0
0 DAILY DRILLING SUMMARY

FIDELITY EXPLORATION AND PRODUCTION
CANE CREEK UNIT # 8-1 H3

0
0
0
0 DEPTH 24 HR Mud

DAY DATE2014 06:00HRS FOOTAGE BIT# Losses 24HRACnVITY FORMATION

O Nipple up BOPequipment and pressure test BOP, Kelly Paradox
1 3-Feb 5,000' O' n/a n/a hose had pinhole leak, Install catch pan and hoses.

Install new Kellyhose, pressure test standpipe and kelly
hose, make up clean out BHA& trip in hole picking up Paradox
drill pipe and HWDP. Install wear bushing and make up

2 4-Feb 5,000' 0' n/a n/a casing scraper, run in hole picking up 4" drill pipe.
Clean outto 5200', change well over to 14.0 ppg oil
base mud, trip out & lay down clean out BHA,pick up
Whipstock assembly, TIHto 5000'. Rig up Gyro wireline,
orient whipstock, pull wireline, rig down equipment, set Paradox
anchor. Millwindow 5000'-5010', drill formation (Salt #
6) 5010' to 5020'. circulate btms up.

3 5-Feb 5,000' 20' Mill 0

Spot LCMpill, FITTO 18.0 EMW, TOH, Laydown
whipstock BHA,M/U directional BHA, Test motor & Paradox
MWD, TlH to 2384'. Down for top drive electrical

4 6-Feb 5,020' O' 1 0 problem.
Repair top drive, TlH, Rig up side entry sub, orient
drilling tools with Gyro Survey Tool, Drill ahead from
5020' to 5045', pull out of hole with Gyro tool, rig Paradox

down wireline, remove trip nipple, install rotating head
5 7-Feb 5020' 76' 1 0 element, drill to 5096'.

6 8-Feb 5096' 524' 1 0 Drill curve from 5096' to 5620'. Paradox

Drill curve from 5620' to 5827'. Hole inclination est.
approx.72-74 deg. at 5827' in top of Clastic #10. Trip Paradox
out of hole, lay down curve BHA,make up new bit,

7 9-Feb 5,620' 207' 1 5 motor and ipzig for lateral BHA,

Pick up lateral BHA,Trip in hole, re-log with ipzig btm Clastic #10
8 10-Feb 5,827' 493' 2 5 60' of hole, drillahead from 5827' to 6320'

9 11-Feb 6,320' 451' 2 5 Drillfrom 6320' to 6771' Clastic #10
10 12-Feb 6,771' 596' 2 5 Drill from 6771' to 7367' Clastic #10

11 13-Feb 7,367' 861' 2 6 Drillfrom 7367' to 8228'. Clastic #10
12 14-Feb 8228' 459' 2 11 Drillfrom 8228' to 8687'. Clastic #10
13 15-Feb 8,687' 716' 2 11 Drill from 8687' to 9403' Clastic #10

Drill from 9403' to 9554' Total Depth, circ. btms up,
pump 2 sweeps, pump dry job, Trip out to 5020', trip in
hole to btm, wash last 60 feet, sweep hole with LCM,

14 16-Feb 9,403' 151' 2 0 circ. hole clean, trip out of hole. Clastic #10

TOH, lay down directional tools, make up shoe track,
run 4 1/2" casing, make up hanger and running tool, rig

15 17-Feb 9,554' 0' 2 0 down casing tools. TlH with drill pipe & csg. Salt #11
Run liner to btm, circulate, rig up cementers, Cement 4
1/2" liner. Drop ball, set packer, set hanger. Release
from hanger. Reverse circulate out cement. Geologists

16 18-Feb 9,554' O' 0 0 Released. Salt #11
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CANE CREEK UNIT # 8-1 H3
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O Nipple up BOPequipment and pressure test BOP, Kelly Paradox
1 3-Feb 5,000' O' n/a n/a hose had pinhole leak, Install catch pan and hoses.

Install new Kellyhose, pressure test standpipe and kelly
hose, make up clean out BHA& trip in hole picking up Paradox
drill pipe and HWDP. Install wear bushing and make up

2 4-Feb 5,000' 0' n/a n/a casing scraper, run in hole picking up 4" drill pipe.
Clean outto 5200', change well over to 14.0 ppg oil
base mud, trip out & lay down clean out BHA,pick up
Whipstock assembly, TIHto 5000'. Rig up Gyro wireline,
orient whipstock, pull wireline, rig down equipment, set Paradox
anchor. Millwindow 5000'-5010', drill formation (Salt #
6) 5010' to 5020'. circulate btms up.

3 5-Feb 5,000' 20' Mill 0

Spot LCMpill, FITTO 18.0 EMW, TOH, Laydown
whipstock BHA,M/U directional BHA, Test motor & Paradox
MWD, TlH to 2384'. Down for top drive electrical

4 6-Feb 5,020' O' 1 0 problem.
Repair top drive, TlH, Rig up side entry sub, orient
drilling tools with Gyro Survey Tool, Drill ahead from
5020' to 5045', pull out of hole with Gyro tool, rig Paradox

down wireline, remove trip nipple, install rotating head
5 7-Feb 5020' 76' 1 0 element, drill to 5096'.

6 8-Feb 5096' 524' 1 0 Drill curve from 5096' to 5620'. Paradox

Drill curve from 5620' to 5827'. Hole inclination est.
approx.72-74 deg. at 5827' in top of Clastic #10. Trip Paradox
out of hole, lay down curve BHA,make up new bit,

7 9-Feb 5,620' 207' 1 5 motor and ipzig for lateral BHA,

Pick up lateral BHA,Trip in hole, re-log with ipzig btm Clastic #10
8 10-Feb 5,827' 493' 2 5 60' of hole, drillahead from 5827' to 6320'

9 11-Feb 6,320' 451' 2 5 Drillfrom 6320' to 6771' Clastic #10
10 12-Feb 6,771' 596' 2 5 Drill from 6771' to 7367' Clastic #10

11 13-Feb 7,367' 861' 2 6 Drillfrom 7367' to 8228'. Clastic #10

12 14-Feb 8228' 459' 2 11 Drillfrom 8228' to 8687'. Clastic #10
13 15-Feb 8,687' 716' 2 11 Drill from 8687' to 9403' Clastic #10

Drill from 9403' to 9554' Total Depth, circ. btms up,
pump 2 sweeps, pump dry job, Trip out to 5020', trip in
hole to btm, wash last 60 feet, sweep hole with LCM,

14 16-Feb 9,403' 151' 2 0 circ. hole clean, trip out of hole. Clastic #10

TOH, lay down directional tools, make up shoe track,
run 4 1/2" casing, make up hanger and running tool, rig

15 17-Feb 9,554' 0' 2 0 down casing tools. TlH with drill pipe & csg. Salt #11
Run liner to btm, circulate, rig up cementers, Cement 4
1/2" liner. Drop ball, set packer, set hanger. Release
from hanger. Reverse circulate out cement. Geologists

16 18-Feb 9,554' O' 0 0 Released. Salt #11

O
O
O
O

0
0
0 DAILY DRILLING SUMMARY

FIDELITY EXPLORATION AND PRODUCTION
CANE CREEK UNIT # 8-1 H3

0
0
0
0 DEPTH 24 HR Mud

DAY DATE2014 06:00HRS FOOTAGE BIT# Losses 24HRACnVITY FORMATION

O Nipple up BOPequipment and pressure test BOP, Kelly Paradox
1 3-Feb 5,000' O' n/a n/a hose had pinhole leak, Install catch pan and hoses.

Install new Kellyhose, pressure test standpipe and kelly
hose, make up clean out BHA& trip in hole picking up Paradox
drill pipe and HWDP. Install wear bushing and make up

2 4-Feb 5,000' 0' n/a n/a casing scraper, run in hole picking up 4" drill pipe.
Clean outto 5200', change well over to 14.0 ppg oil
base mud, trip out & lay down clean out BHA,pick up
Whipstock assembly, TIHto 5000'. Rig up Gyro wireline,
orient whipstock, pull wireline, rig down equipment, set Paradox
anchor. Millwindow 5000'-5010', drill formation (Salt #
6) 5010' to 5020'. circulate btms up.

3 5-Feb 5,000' 20' Mill 0

Spot LCMpill, FITTO 18.0 EMW, TOH, Laydown
whipstock BHA,M/U directional BHA, Test motor & Paradox
MWD, TlH to 2384'. Down for top drive electrical

4 6-Feb 5,020' O' 1 0 problem.
Repair top drive, TlH, Rig up side entry sub, orient
drilling tools with Gyro Survey Tool, Drill ahead from
5020' to 5045', pull out of hole with Gyro tool, rig Paradox

down wireline, remove trip nipple, install rotating head
5 7-Feb 5020' 76' 1 0 element, drill to 5096'.

6 8-Feb 5096' 524' 1 0 Drill curve from 5096' to 5620'. Paradox

Drill curve from 5620' to 5827'. Hole inclination est.
approx.72-74 deg. at 5827' in top of Clastic #10. Trip Paradox
out of hole, lay down curve BHA,make up new bit,

7 9-Feb 5,620' 207' 1 5 motor and ipzig for lateral BHA,

Pick up lateral BHA,Trip in hole, re-log with ipzig btm Clastic #10
8 10-Feb 5,827' 493' 2 5 60' of hole, drillahead from 5827' to 6320'

9 11-Feb 6,320' 451' 2 5 Drillfrom 6320' to 6771' Clastic #10
10 12-Feb 6,771' 596' 2 5 Drill from 6771' to 7367' Clastic #10

11 13-Feb 7,367' 861' 2 6 Drillfrom 7367' to 8228'. Clastic #10

12 14-Feb 8228' 459' 2 11 Drillfrom 8228' to 8687'. Clastic #10
13 15-Feb 8,687' 716' 2 11 Drill from 8687' to 9403' Clastic #10

Drill from 9403' to 9554' Total Depth, circ. btms up,
pump 2 sweeps, pump dry job, Trip out to 5020', trip in
hole to btm, wash last 60 feet, sweep hole with LCM,

14 16-Feb 9,403' 151' 2 0 circ. hole clean, trip out of hole. Clastic #10

TOH, lay down directional tools, make up shoe track,
run 4 1/2" casing, make up hanger and running tool, rig

15 17-Feb 9,554' 0' 2 0 down casing tools. TlH with drill pipe & csg. Salt #11
Run liner to btm, circulate, rig up cementers, Cement 4
1/2" liner. Drop ball, set packer, set hanger. Release
from hanger. Reverse circulate out cement. Geologists

16 18-Feb 9,554' O' 0 0 Released. Salt #11

O
O
O
O

0
0
0 DAILY DRILLING SUMMARY

FIDELITY EXPLORATION AND PRODUCTION
CANE CREEK UNIT # 8-1 H3

0
0
0
0 DEPTH 24 HR Mud

DAY DATE2014 06:00HRS FOOTAGE BIT# Losses 24HRACnVITY FORMATION

O Nipple up BOPequipment and pressure test BOP, Kelly Paradox
1 3-Feb 5,000' O' n/a n/a hose had pinhole leak, Install catch pan and hoses.

Install new Kellyhose, pressure test standpipe and kelly
hose, make up clean out BHA& trip in hole picking up Paradox
drill pipe and HWDP. Install wear bushing and make up

2 4-Feb 5,000' 0' n/a n/a casing scraper, run in hole picking up 4" drill pipe.
Clean outto 5200', change well over to 14.0 ppg oil
base mud, trip out & lay down clean out BHA,pick up
Whipstock assembly, TIHto 5000'. Rig up Gyro wireline,
orient whipstock, pull wireline, rig down equipment, set Paradox
anchor. Millwindow 5000'-5010', drill formation (Salt #
6) 5010' to 5020'. circulate btms up.

3 5-Feb 5,000' 20' Mill 0

Spot LCMpill, FITTO 18.0 EMW, TOH, Laydown
whipstock BHA,M/U directional BHA, Test motor & Paradox
MWD, TlH to 2384'. Down for top drive electrical

4 6-Feb 5,020' O' 1 0 problem.
Repair top drive, TlH, Rig up side entry sub, orient
drilling tools with Gyro Survey Tool, Drill ahead from
5020' to 5045', pull out of hole with Gyro tool, rig Paradox

down wireline, remove trip nipple, install rotating head
5 7-Feb 5020' 76' 1 0 element, drill to 5096'.

6 8-Feb 5096' 524' 1 0 Drill curve from 5096' to 5620'. Paradox

Drill curve from 5620' to 5827'. Hole inclination est.
approx.72-74 deg. at 5827' in top of Clastic #10. Trip Paradox
out of hole, lay down curve BHA,make up new bit,

7 9-Feb 5,620' 207' 1 5 motor and ipzig for lateral BHA,

Pick up lateral BHA,Trip in hole, re-log with ipzig btm Clastic #10
8 10-Feb 5,827' 493' 2 5 60' of hole, drillahead from 5827' to 6320'

9 11-Feb 6,320' 451' 2 5 Drillfrom 6320' to 6771' Clastic #10
10 12-Feb 6,771' 596' 2 5 Drill from 6771' to 7367' Clastic #10

11 13-Feb 7,367' 861' 2 6 Drillfrom 7367' to 8228'. Clastic #10

12 14-Feb 8228' 459' 2 11 Drillfrom 8228' to 8687'. Clastic #10
13 15-Feb 8,687' 716' 2 11 Drill from 8687' to 9403' Clastic #10

Drill from 9403' to 9554' Total Depth, circ. btms up,
pump 2 sweeps, pump dry job, Trip out to 5020', trip in
hole to btm, wash last 60 feet, sweep hole with LCM,

14 16-Feb 9,403' 151' 2 0 circ. hole clean, trip out of hole. Clastic #10

TOH, lay down directional tools, make up shoe track,
run 4 1/2" casing, make up hanger and running tool, rig

15 17-Feb 9,554' 0' 2 0 down casing tools. TlH with drill pipe & csg. Salt #11
Run liner to btm, circulate, rig up cementers, Cement 4
1/2" liner. Drop ball, set packer, set hanger. Release
from hanger. Reverse circulate out cement. Geologists

16 18-Feb 9,554' O' 0 0 Released. Salt #11

O
O
O
O

0
0
0 DAILY DRILLING SUMMARY

FIDELITY EXPLORATION AND PRODUCTION
CANE CREEK UNIT # 8-1 H3

0
0
0
0 DEPTH 24 HR Mud

DAY DATE2014 06:00HRS FOOTAGE BIT# Losses 24HRACnVITY FORMATION

O Nipple up BOPequipment and pressure test BOP, Kelly Paradox
1 3-Feb 5,000' O' n/a n/a hose had pinhole leak, Install catch pan and hoses.

Install new Kellyhose, pressure test standpipe and kelly
hose, make up clean out BHA& trip in hole picking up Paradox
drill pipe and HWDP. Install wear bushing and make up

2 4-Feb 5,000' 0' n/a n/a casing scraper, run in hole picking up 4" drill pipe.
Clean outto 5200', change well over to 14.0 ppg oil
base mud, trip out & lay down clean out BHA,pick up
Whipstock assembly, TIHto 5000'. Rig up Gyro wireline,
orient whipstock, pull wireline, rig down equipment, set Paradox
anchor. Millwindow 5000'-5010', drill formation (Salt #
6) 5010' to 5020'. circulate btms up.

3 5-Feb 5,000' 20' Mill 0

Spot LCMpill, FITTO 18.0 EMW, TOH, Laydown
whipstock BHA,M/U directional BHA, Test motor & Paradox
MWD, TlH to 2384'. Down for top drive electrical

4 6-Feb 5,020' O' 1 0 problem.
Repair top drive, TlH, Rig up side entry sub, orient
drilling tools with Gyro Survey Tool, Drill ahead from
5020' to 5045', pull out of hole with Gyro tool, rig Paradox

down wireline, remove trip nipple, install rotating head
5 7-Feb 5020' 76' 1 0 element, drill to 5096'.

6 8-Feb 5096' 524' 1 0 Drill curve from 5096' to 5620'. Paradox

Drill curve from 5620' to 5827'. Hole inclination est.
approx.72-74 deg. at 5827' in top of Clastic #10. Trip Paradox
out of hole, lay down curve BHA,make up new bit,

7 9-Feb 5,620' 207' 1 5 motor and ipzig for lateral BHA,

Pick up lateral BHA,Trip in hole, re-log with ipzig btm Clastic #10
8 10-Feb 5,827' 493' 2 5 60' of hole, drillahead from 5827' to 6320'

9 11-Feb 6,320' 451' 2 5 Drillfrom 6320' to 6771' Clastic #10
10 12-Feb 6,771' 596' 2 5 Drill from 6771' to 7367' Clastic #10

11 13-Feb 7,367' 861' 2 6 Drillfrom 7367' to 8228'. Clastic #10

12 14-Feb 8228' 459' 2 11 Drillfrom 8228' to 8687'. Clastic #10
13 15-Feb 8,687' 716' 2 11 Drill from 8687' to 9403' Clastic #10

Drill from 9403' to 9554' Total Depth, circ. btms up,
pump 2 sweeps, pump dry job, Trip out to 5020', trip in
hole to btm, wash last 60 feet, sweep hole with LCM,

14 16-Feb 9,403' 151' 2 0 circ. hole clean, trip out of hole. Clastic #10

TOH, lay down directional tools, make up shoe track,
run 4 1/2" casing, make up hanger and running tool, rig

15 17-Feb 9,554' 0' 2 0 down casing tools. TlH with drill pipe & csg. Salt #11
Run liner to btm, circulate, rig up cementers, Cement 4
1/2" liner. Drop ball, set packer, set hanger. Release
from hanger. Reverse circulate out cement. Geologists

16 18-Feb 9,554' O' 0 0 Released. Salt #11

O
O
O
O



OOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOO00000000000

BIT RECORD
FIDELITY EXPLORATION AND PRODUCTION

CANE CREEK # 8-1 H3

FIDELITY EXPLORATION
OPERATOR: & PRODUCTION CO. CONTRACTOR: Nabors Rig M40 SPUD DATE February 3, 2013

Loadmaster 142' 550K
WELL NAME: CANE CREEK UNIT #8-lH3 RIG MAKE: 1500 HP

LOCATION: SE/NW SEC 8, T26S, R20E PUMPS: 2 H&H 1600 12" TD DEPTH/ DATE: 9,554' February 16, 2014

GROUND
LEVEL: 6,005' (meas. Graded)

KELLY
BUSHING: 6,032' (meas. Graded)

Bit # Size Make Type Jets Serial # Depth in Depth Out Ftg Hours Ft|Hr Vert. Dev.

Mill #1 6" SMITH MILL 5000' 5020' 20' 3.5 5.7 0-1

1 6" SECURITY FX64, PDC 6x18 11848912 5,020' 5,827 807 44.75 18.0 CURVE

2 6" SECURITY FX64, PDC 6x18 11888142 5827 9554' 3,727 122 30.5
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FORMATION TOPS
FIDELITY EXPLORATION AND PRODUCTION

CANE CREEK UNIT # 8-1 H3

O
O

Well Name: Fidelity Cane Creek Unit # 8-1

Location: SE NW Sec 8, "26S, R 20E

Elevation: KB: 6032' 6032'

FORMATION .
Prognosis Subsca

/ ZONE Subsea E Logs

8-1 Pilot hole 8-1H3 no E log run

Wingate Surface

Chinle N/A

Moenkopi N/A

Cutler N/A

Honaker Trail N/A

Paradox Formation 3,611' 2,421'

Salt 1 3,850' 2,182'

e Clastic 1 4,060' 1,972'

Salt 2 4,154' 1,878'

Intermediate Casing Pt. 4,109' 1,923'

Clastic 2 4,243' 1,789'

Salt 3 4,327' 1,705'

Clastic 3 4,437' 1,595'

e Salt 4 4,477' 1,555'

Clastic 4 4,588' 1,444'

Salt 5 4,659' 1,373'

Clastic 5 4,930' 1,102'

Salt 6 4,951' 1,081' at window

Clastic 7 5,129' 903' 5,129'
Salt 8 5,174' 858' 5,176'
Clastic 8 5,306' 726' 5,323'
Salt9 5,344' 688' 5,374'

Clastic 9 5,503' 529' 5,592'

Salt 10 5,537' 495' 5,654'
Clastic 10 5,599' 433' 5,825'
Salt 11 5,656' 376' 6,711'
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FIDELITY EXPLORAT10N AND PRODUCTION
INVERT MUD REPORTS

CANECREEKUNIT#8-1H3

MBEREMMMM---HERMiiR
6-Feb 5005 n/a 13.70 60 17 8 7/9 3 83.8/16.2 576 24.50 7.90 21.9 5.00 0

7-Feb 5020 n/a 13.90 58 18 12 7/9 3 83.7/16.3 687 25.00 7.70 22.3 6.10 0

8-Feb 5070 70 14.00 56 20 19 11/14 3 82.4/17.6 788 24.40 7.20 21.90 6.20 0

9-Feb 5462 90 13.80 54 23 20 13/15 n/a 80.8/19.2 771 25.30 7.50 20.30 5.40 5

10-Feb 5827 n/a 13.65 47 19 16 10/14 2 86.7/13.3 760 22.60 5.40 26.20 6.50 5

11-Feb 6150 115 13.65 47 18 18 11/13 n/a 81.5/18.5 760 21.40 9.00 20.3 5.80 5

12-Feb 6620 100 13.50 48 18 16 10/13 2 82.1/17.9 870 21.40 8.00 21.8 6.20 5

13-Feb 7180 95 13.45 47 19 12 10/13 2 82.1/17.9 880 21.50 8.50 21 9.00 6

14-Feb 8140 103 13.20 47 18 16 10/13 2 85.5/14.5 875 21.60 5.00 27.2 5.30 11

15-Feb 8,520 100 13.20 47 20 15 10/14 2 86.7/13.3 920 23.00 3.80 29.7 3.80 11

16-Feb 9242 100 13.25 47 17 15 9/13 2 86.7/13.3 900 23.00 3.80 29.7 3.80 0

17-Feb 9554 n/a 13.20 47 15 15 10/13 2 86.7/13.3 890 25.00 3.80 29.70 3.80

OOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOO9eeeëWWees

FIDELITY EXPLORAT10N AND PRODUCTION
INVERT MUD REPORTS

CANECREEKUNIT#8-1H3

MBEREMMMM---HERMiiR
6-Feb 5005 n/a 13.70 60 17 8 7/9 3 83.8/16.2 576 24.50 7.90 21.9 5.00 0

7-Feb 5020 n/a 13.90 58 18 12 7/9 3 83.7/16.3 687 25.00 7.70 22.3 6.10 0

8-Feb 5070 70 14.00 56 20 19 11/14 3 82.4/17.6 788 24.40 7.20 21.90 6.20 0

9-Feb 5462 90 13.80 54 23 20 13/15 n/a 80.8/19.2 771 25.30 7.50 20.30 5.40 5

10-Feb 5827 n/a 13.65 47 19 16 10/14 2 86.7/13.3 760 22.60 5.40 26.20 6.50 5

11-Feb 6150 115 13.65 47 18 18 11/13 n/a 81.5/18.5 760 21.40 9.00 20.3 5.80 5

12-Feb 6620 100 13.50 48 18 16 10/13 2 82.1/17.9 870 21.40 8.00 21.8 6.20 5

13-Feb 7180 95 13.45 47 19 12 10/13 2 82.1/17.9 880 21.50 8.50 21 9.00 6

14-Feb 8140 103 13.20 47 18 16 10/13 2 85.5/14.5 875 21.60 5.00 27.2 5.30 11

15-Feb 8,520 100 13.20 47 20 15 10/14 2 86.7/13.3 920 23.00 3.80 29.7 3.80 11

16-Feb 9242 100 13.25 47 17 15 9/13 2 86.7/13.3 900 23.00 3.80 29.7 3.80 0

17-Feb 9554 n/a 13.20 47 15 15 10/13 2 86.7/13.3 890 25.00 3.80 29.70 3.80

OOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOO9eeeëWWees

FIDELITY EXPLORAT10N AND PRODUCTION
INVERT MUD REPORTS

CANECREEKUNIT#8-1H3

MBEREMMMM---HERMiiR
6-Feb 5005 n/a 13.70 60 17 8 7/9 3 83.8/16.2 576 24.50 7.90 21.9 5.00 0

7-Feb 5020 n/a 13.90 58 18 12 7/9 3 83.7/16.3 687 25.00 7.70 22.3 6.10 0

8-Feb 5070 70 14.00 56 20 19 11/14 3 82.4/17.6 788 24.40 7.20 21.90 6.20 0

9-Feb 5462 90 13.80 54 23 20 13/15 n/a 80.8/19.2 771 25.30 7.50 20.30 5.40 5

10-Feb 5827 n/a 13.65 47 19 16 10/14 2 86.7/13.3 760 22.60 5.40 26.20 6.50 5

11-Feb 6150 115 13.65 47 18 18 11/13 n/a 81.5/18.5 760 21.40 9.00 20.3 5.80 5

12-Feb 6620 100 13.50 48 18 16 10/13 2 82.1/17.9 870 21.40 8.00 21.8 6.20 5

13-Feb 7180 95 13.45 47 19 12 10/13 2 82.1/17.9 880 21.50 8.50 21 9.00 6

14-Feb 8140 103 13.20 47 18 16 10/13 2 85.5/14.5 875 21.60 5.00 27.2 5.30 11

15-Feb 8,520 100 13.20 47 20 15 10/14 2 86.7/13.3 920 23.00 3.80 29.7 3.80 11

16-Feb 9242 100 13.25 47 17 15 9/13 2 86.7/13.3 900 23.00 3.80 29.7 3.80 0

17-Feb 9554 n/a 13.20 47 15 15 10/13 2 86.7/13.3 890 25.00 3.80 29.70 3.80

OOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOO9eeeëWWees

FIDELITY EXPLORAT10N AND PRODUCTION
INVERT MUD REPORTS

CANECREEKUNIT#8-1H3

MBEREMMMM---HERMiiR
6-Feb 5005 n/a 13.70 60 17 8 7/9 3 83.8/16.2 576 24.50 7.90 21.9 5.00 0

7-Feb 5020 n/a 13.90 58 18 12 7/9 3 83.7/16.3 687 25.00 7.70 22.3 6.10 0

8-Feb 5070 70 14.00 56 20 19 11/14 3 82.4/17.6 788 24.40 7.20 21.90 6.20 0

9-Feb 5462 90 13.80 54 23 20 13/15 n/a 80.8/19.2 771 25.30 7.50 20.30 5.40 5

10-Feb 5827 n/a 13.65 47 19 16 10/14 2 86.7/13.3 760 22.60 5.40 26.20 6.50 5

11-Feb 6150 115 13.65 47 18 18 11/13 n/a 81.5/18.5 760 21.40 9.00 20.3 5.80 5

12-Feb 6620 100 13.50 48 18 16 10/13 2 82.1/17.9 870 21.40 8.00 21.8 6.20 5

13-Feb 7180 95 13.45 47 19 12 10/13 2 82.1/17.9 880 21.50 8.50 21 9.00 6

14-Feb 8140 103 13.20 47 18 16 10/13 2 85.5/14.5 875 21.60 5.00 27.2 5.30 11

15-Feb 8,520 100 13.20 47 20 15 10/14 2 86.7/13.3 920 23.00 3.80 29.7 3.80 11

16-Feb 9242 100 13.25 47 17 15 9/13 2 86.7/13.3 900 23.00 3.80 29.7 3.80 0

17-Feb 9554 n/a 13.20 47 15 15 10/13 2 86.7/13.3 890 25.00 3.80 29.70 3.80

OOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOO9eeeëWWees

FIDELITY EXPLORAT10N AND PRODUCTION
INVERT MUD REPORTS

CANECREEKUNIT#8-1H3

MBEREMMMM---HERMiiR
6-Feb 5005 n/a 13.70 60 17 8 7/9 3 83.8/16.2 576 24.50 7.90 21.9 5.00 0

7-Feb 5020 n/a 13.90 58 18 12 7/9 3 83.7/16.3 687 25.00 7.70 22.3 6.10 0

8-Feb 5070 70 14.00 56 20 19 11/14 3 82.4/17.6 788 24.40 7.20 21.90 6.20 0

9-Feb 5462 90 13.80 54 23 20 13/15 n/a 80.8/19.2 771 25.30 7.50 20.30 5.40 5

10-Feb 5827 n/a 13.65 47 19 16 10/14 2 86.7/13.3 760 22.60 5.40 26.20 6.50 5

11-Feb 6150 115 13.65 47 18 18 11/13 n/a 81.5/18.5 760 21.40 9.00 20.3 5.80 5

12-Feb 6620 100 13.50 48 18 16 10/13 2 82.1/17.9 870 21.40 8.00 21.8 6.20 5

13-Feb 7180 95 13.45 47 19 12 10/13 2 82.1/17.9 880 21.50 8.50 21 9.00 6

14-Feb 8140 103 13.20 47 18 16 10/13 2 85.5/14.5 875 21.60 5.00 27.2 5.30 11

15-Feb 8,520 100 13.20 47 20 15 10/14 2 86.7/13.3 920 23.00 3.80 29.7 3.80 11

16-Feb 9242 100 13.25 47 17 15 9/13 2 86.7/13.3 900 23.00 3.80 29.7 3.80 0

17-Feb 9554 n/a 13.20 47 15 15 10/13 2 86.7/13.3 890 25.00 3.80 29.70 3.80

OOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOO9eeeëWWees

FIDELITY EXPLORAT10N AND PRODUCTION
INVERT MUD REPORTS

CANECREEKUNIT#8-1H3

MBEREMMMM---HERMiiR
6-Feb 5005 n/a 13.70 60 17 8 7/9 3 83.8/16.2 576 24.50 7.90 21.9 5.00 0

7-Feb 5020 n/a 13.90 58 18 12 7/9 3 83.7/16.3 687 25.00 7.70 22.3 6.10 0

8-Feb 5070 70 14.00 56 20 19 11/14 3 82.4/17.6 788 24.40 7.20 21.90 6.20 0

9-Feb 5462 90 13.80 54 23 20 13/15 n/a 80.8/19.2 771 25.30 7.50 20.30 5.40 5

10-Feb 5827 n/a 13.65 47 19 16 10/14 2 86.7/13.3 760 22.60 5.40 26.20 6.50 5

11-Feb 6150 115 13.65 47 18 18 11/13 n/a 81.5/18.5 760 21.40 9.00 20.3 5.80 5

12-Feb 6620 100 13.50 48 18 16 10/13 2 82.1/17.9 870 21.40 8.00 21.8 6.20 5

13-Feb 7180 95 13.45 47 19 12 10/13 2 82.1/17.9 880 21.50 8.50 21 9.00 6

14-Feb 8140 103 13.20 47 18 16 10/13 2 85.5/14.5 875 21.60 5.00 27.2 5.30 11

15-Feb 8,520 100 13.20 47 20 15 10/14 2 86.7/13.3 920 23.00 3.80 29.7 3.80 11

16-Feb 9242 100 13.25 47 17 15 9/13 2 86.7/13.3 900 23.00 3.80 29.7 3.80 0

17-Feb 9554 n/a 13.20 47 15 15 10/13 2 86.7/13.3 890 25.00 3.80 29.70 3.80



OOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOO

FIDELITYE&P CO.
CANE CREEK UNIT # 8-1H3

SEC 8, T26S, R20E
GRAND COUNTY,

UTAH

5

A SHL

BHL

A Build

A Lateral In Zone

-Section Lines
8

A Out of Zone

OOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOO

FIDELITYE&P CO.
CANE CREEK UNIT # 8-1H3

SEC 8, T26S, R20E
GRAND COUNTY,

UTAH

5

A SHL

BHL

A Build

A Lateral In Zone

-Section Lines
8

A Out of Zone

OOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOO

FIDELITYE&P CO.
CANE CREEK UNIT # 8-1H3

SEC 8, T26S, R20E
GRAND COUNTY,

UTAH

5

A SHL

BHL

A Build

A Lateral In Zone

-Section Lines
8

A Out of Zone

OOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOO

FIDELITYE&P CO.
CANE CREEK UNIT # 8-1H3

SEC 8, T26S, R20E
GRAND COUNTY,

UTAH

5

A SHL

BHL

A Build

A Lateral In Zone

-Section Lines
8

A Out of Zone

OOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOO

FIDELITYE&P CO.
CANE CREEK UNIT # 8-1H3

SEC 8, T26S, R20E
GRAND COUNTY,

UTAH

5

A SHL

BHL

A Build

A Lateral In Zone

-Section Lines
8

A Out of Zone

OOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOOO

FIDELITYE&P CO.
CANE CREEK UNIT # 8-1H3

SEC 8, T26S, R20E
GRAND COUNTY,

UTAH

5

A SHL

BHL

A Build

A Lateral In Zone

-Section Lines
8

A Out of Zone



O
O
O
O
O
O
O
O
O
O
O
O

Cane Creek Unit 8-1H3 Gamma vs. Vertical Section
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RECEIVED: Apr. 01, 2014

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-68122 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK 8-1 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019314490000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459  Ext 

9. FIELD and POOL or WILDCAT:
 UNDESIGNATED 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2563 FNL 1429 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SENW Section: 08 Township: 26.0S Range: 20.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

4 /1 /2014

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Monthly completion report.

NAME (PLEASE PRINT) PHONE NUMBER 
 Joy Gardner 720 956-5763

TITLE
 Sr. Engineering Tech

SIGNATURE
 N/A

DATE
 4 /1 /2014

April 01, 2014

Sundry Number: 49412 API Well Number: 43019314490000Sundry Number: 49412 API Well Number: 43019314490000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-68122

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 8-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019314490000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext UNDESIGNATED

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2563 FNL 1429 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SENW Section: 08 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

4/1/2014
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Monthly completion report. Accepted by the
utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
April 01, 2014

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 4/1/2014

RECEIVED: Apr. 01,

Sundry Number: 49412 API Well Number: 43019314490000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-68122

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 8-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019314490000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext UNDESIGNATED

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2563 FNL 1429 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SENW Section: 08 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

4/1/2014
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Monthly completion report. Accepted by the
utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
April 01, 2014

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 4/1/2014

RECEIVED: Apr. 01,

Sundry Number: 49412 API Well Number: 43019314490000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-68122

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 8-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019314490000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext UNDESIGNATED

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2563 FNL 1429 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SENW Section: 08 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

4/1/2014
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Monthly completion report. Accepted by the
utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
April 01, 2014

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 4/1/2014

RECEIVED: Apr. 01,

Sundry Number: 49412 API Well Number: 43019314490000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-68122

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 8-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019314490000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext UNDESIGNATED

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2563 FNL 1429 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SENW Section: 08 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

4/1/2014
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Monthly completion report. Accepted by the
utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
April 01, 2014

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 4/1/2014

RECEIVED: Apr. 01,

Sundry Number: 49412 API Well Number: 43019314490000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-68122

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 8-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019314490000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext UNDESIGNATED

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2563 FNL 1429 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SENW Section: 08 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

4/1/2014
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Monthly completion report. Accepted by the
utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
April 01, 2014

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 4/1/2014

RECEIVED: Apr. 01,

Sundry Number: 49412 API Well Number: 43019314490000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-68122

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 8-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019314490000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext UNDESIGNATED

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2563 FNL 1429 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SENW Section: 08 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

4/1/2014
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Monthly completion report. Accepted by the
utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
April 01, 2014

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 4/1/2014

RECEIVED: Apr. 01,



RECEIVED: Apr. 01, 2014

Page  1/2

Well Name: Cane Creek 8-1

Report Printed:   4/1/2014

Daily Completion - Paradox Executive Daily No Costs

API/UWI

43-019-31449
Excaliber ID

74*23557
Well Area

Paradox
Basin Regulatory Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Graded Ground Elevation  (ft) KB-Ground Distance (ft) Spud Date

10/22/2007 00:00
Rig Release Date

12/20/2007 17:00
Operator

Fidelity E&P
Completions Start Date

2/15/2008
Completions Finished Date

7/14/2008
Well Status

SI
Job Category

Completion
Job Typ

Re-entry3
Job SubTyp Planned Start Date

3/7/2014
Start Date

3/7/2014
End Date

Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date

3/7/2014 06:00
Report End Date

3/8/2014 06:00
Operations at Report Time

MIRU, MI equip & tanks, ND wellhead, NU BOPs.
Operations Summary

MIRU, MI eqip & tanks, ND wellhead, NU BOPs
Operations Next Report Period

Weather

Sunny and Clear
Wellbore

Re-Entry #3
Daily Contacts

Job Contact Position Office

Paul Nicholas (307) 321-0544

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 0.00 0.00 GOP 3/4/2014: CClean up location after drilling MO.
3/5/2014: Test & set rig anchors. Replaced one anchor & all the other  
tested good.
3/6/2014: WO Completion rig

06:00 1.00 1.00 GOP Crew travel.

07:00 0.50 1.50 SMTG Hold safety meeting aand discuss job. SICP- 0#

07:30 8.50 10.00 SRIGUP MIRU Monuments rig #21. MI all rig equip. MI and spot catwalk and racks.  
MI pump and tank. MI the tanks needed for the completion. MI the fluids for  
those tanks. MI the tbg ( 2 7/8'',  2 3/8'' & 2 3/8'' WTS ) from other locations.  
(25) jnts of 2 7/8'' 6.5# N-80 EUE 8rd tbg from the Cane Creek 18-2H. (25)  
jnts of 2 3/8'' 4.7# N-80 EUE 8rd tbg from the Cane Creek 7-1H. ND the  
wellhead. Set the plugged hanger for testing. NU the Vision 10,000# BOPs,  
5000# annular & 3000# Washington head. Secure location.

16:00 1.00 11.00 SDFN Secure Well   /   SDFN   /   Travel

17:00 13.00 24.00 SDFN SDFN

Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in)
ID Nom Min  

(in)
Prop 
Run?

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8

8/10/2007 Conductor

11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8

12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184

2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (lb/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (lb/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (lb/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (lb/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A… pH Filter Size (in) Description

Report for: 3/7/2014
Report #: 1

Sundry Number: 49412 API Well Number: 43019314490000Sundry Number: 49412 API Well Number: 43019314490000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 3/7/2014
Report #: 1

Well Name: Cane Creek 8-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 2/15/2008 7/14/2008 SI
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Re-entry3 3/7/2014 3/7/2014
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

3/7/2014 06:00 3/8/2014 06:00
Operations at Report Time

MIRU, MI equip & tanks, ND wellhead, NU BOPs.
Operations Summary

MIRU, MI eqip & tanks, ND wellhead, NU BOPs
Operations Next Report Period

Weather Wellbore

Sunny and Clear Re-Entry #3
Daily Contacts

Job Contact Position Office

Paul Nicholas (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 0.00 0.00 GOP 3/4/2014: CClean up location after drilling MO.
3/5/2014: Test & set rig anchors. Replaced one anchor & all the other
tested good.
3/6/2014: WO Completion rig

06:00 1.00 1.00 GOP Crew travel.
07:00 0.50 1.50 SMTG Hold safety meeting aand discuss job. SICP- 0#
07:30 8.50 10.00 SRIGUP MIRU Monuments rig #21. MI all rig equip. MI and spot catwalk and racks.

MI pump and tank. MI the tanks needed for the completion. MI the fluids for
those tanks. MI the tbg ( 2 7/8", 2 3/8" & 2 3/8" WTS ) from other locations.
(25) jnts of 2 7/8" 6.5# N-80 EUE 8rd tbg from the Cane Creek 18-2H. (25)
jnts of 2 3/8" 4.7# N-80 EUE 8rd tbg from the Cane Creek 7-1H. ND the
wellhead. Set the plugged hanger for testing. NU the Vision 10,000# BOPs,
5000# annular & 3000# Washington head. Secure location.

16:00 1.00 11.00 SDFN Secure Well / SDFN / Travel
17:00 13.00 24.00 SDFN SDFN
Casing & Line-s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8
8/10/2007 Conductor
11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8
12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184
2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description

Page 1/2 Report Printed:

Sundry Number: 49412 API Well Number: 43019314490000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 3/7/2014
Report #: 1

Well Name: Cane Creek 8-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 2/15/2008 7/14/2008 SI
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Re-entry3 3/7/2014 3/7/2014
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

3/7/2014 06:00 3/8/2014 06:00
Operations at Report Time

MIRU, MI equip & tanks, ND wellhead, NU BOPs.
Operations Summary

MIRU, MI eqip & tanks, ND wellhead, NU BOPs
Operations Next Report Period

Weather Wellbore

Sunny and Clear Re-Entry #3
Daily Contacts

Job Contact Position Office

Paul Nicholas (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 0.00 0.00 GOP 3/4/2014: CClean up location after drilling MO.
3/5/2014: Test & set rig anchors. Replaced one anchor & all the other
tested good.
3/6/2014: WO Completion rig

06:00 1.00 1.00 GOP Crew travel.
07:00 0.50 1.50 SMTG Hold safety meeting aand discuss job. SICP- 0#

07:30 8.50 10.00 SRIGUP MIRU Monuments rig #21. MI all rig equip. MI and spot catwalk and racks.
MI pump and tank. MI the tanks needed for the completion. MI the fluids for
those tanks. MI the tbg ( 2 7/8", 2 3/8" & 2 3/8" WTS ) from other locations.
(25) jnts of 2 7/8" 6.5# N-80 EUE 8rd tbg from the Cane Creek 18-2H. (25)
jnts of 2 3/8" 4.7# N-80 EUE 8rd tbg from the Cane Creek 7-1H. ND the
wellhead. Set the plugged hanger for testing. NU the Vision 10,000# BOPs,
5000# annular & 3000# Washington head. Secure location.

16:00 1.00 11.00 SDFN Secure Well / SDFN / Travel

17:00 13.00 24.00 SDFN SDFN

Casing & Line-s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8

8/10/2007 Conductor

11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8

12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184

2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description

Page 1/2 Report Printed:

Sundry Number: 49412 API Well Number: 43019314490000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 3/7/2014
Report #: 1

Well Name: Cane Creek 8-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 2/15/2008 7/14/2008 SI
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Re-entry3 3/7/2014 3/7/2014
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

3/7/2014 06:00 3/8/2014 06:00
Operations at Report Time

MIRU, MI equip & tanks, ND wellhead, NU BOPs.
Operations Summary

MIRU, MI eqip & tanks, ND wellhead, NU BOPs
Operations Next Report Period

Weather Wellbore

Sunny and Clear Re-Entry #3
Daily Contacts

Job Contact Position Office

Paul Nicholas (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 0.00 0.00 GOP 3/4/2014: CClean up location after drilling MO.
3/5/2014: Test & set rig anchors. Replaced one anchor & all the other
tested good.
3/6/2014: WO Completion rig

06:00 1.00 1.00 GOP Crew travel.
07:00 0.50 1.50 SMTG Hold safety meeting aand discuss job. SICP- 0#

07:30 8.50 10.00 SRIGUP MIRU Monuments rig #21. MI all rig equip. MI and spot catwalk and racks.
MI pump and tank. MI the tanks needed for the completion. MI the fluids for
those tanks. MI the tbg ( 2 7/8", 2 3/8" & 2 3/8" WTS ) from other locations.
(25) jnts of 2 7/8" 6.5# N-80 EUE 8rd tbg from the Cane Creek 18-2H. (25)
jnts of 2 3/8" 4.7# N-80 EUE 8rd tbg from the Cane Creek 7-1H. ND the
wellhead. Set the plugged hanger for testing. NU the Vision 10,000# BOPs,
5000# annular & 3000# Washington head. Secure location.

16:00 1.00 11.00 SDFN Secure Well / SDFN / Travel

17:00 13.00 24.00 SDFN SDFN

Casing & Line-s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8

8/10/2007 Conductor

11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8

12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184

2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description

Page 1/2 Report Printed:

Sundry Number: 49412 API Well Number: 43019314490000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 3/7/2014
Report #: 1

Well Name: Cane Creek 8-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 2/15/2008 7/14/2008 SI
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Re-entry3 3/7/2014 3/7/2014
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

3/7/2014 06:00 3/8/2014 06:00
Operations at Report Time

MIRU, MI equip & tanks, ND wellhead, NU BOPs.
Operations Summary

MIRU, MI eqip & tanks, ND wellhead, NU BOPs
Operations Next Report Period

Weather Wellbore

Sunny and Clear Re-Entry #3
Daily Contacts

Job Contact Position Office

Paul Nicholas (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 0.00 0.00 GOP 3/4/2014: CClean up location after drilling MO.
3/5/2014: Test & set rig anchors. Replaced one anchor & all the other
tested good.
3/6/2014: WO Completion rig

06:00 1.00 1.00 GOP Crew travel.
07:00 0.50 1.50 SMTG Hold safety meeting aand discuss job. SICP- 0#

07:30 8.50 10.00 SRIGUP MIRU Monuments rig #21. MI all rig equip. MI and spot catwalk and racks.
MI pump and tank. MI the tanks needed for the completion. MI the fluids for
those tanks. MI the tbg ( 2 7/8", 2 3/8" & 2 3/8" WTS ) from other locations.
(25) jnts of 2 7/8" 6.5# N-80 EUE 8rd tbg from the Cane Creek 18-2H. (25)
jnts of 2 3/8" 4.7# N-80 EUE 8rd tbg from the Cane Creek 7-1H. ND the
wellhead. Set the plugged hanger for testing. NU the Vision 10,000# BOPs,
5000# annular & 3000# Washington head. Secure location.

16:00 1.00 11.00 SDFN Secure Well / SDFN / Travel

17:00 13.00 24.00 SDFN SDFN

Casing & Line-s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8

8/10/2007 Conductor

11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8

12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184

2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description

Page 1/2 Report Printed:

Sundry Number: 49412 API Well Number: 43019314490000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 3/7/2014
Report #: 1

Well Name: Cane Creek 8-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 2/15/2008 7/14/2008 SI
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Re-entry3 3/7/2014 3/7/2014
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

3/7/2014 06:00 3/8/2014 06:00
Operations at Report Time

MIRU, MI equip & tanks, ND wellhead, NU BOPs.
Operations Summary

MIRU, MI eqip & tanks, ND wellhead, NU BOPs
Operations Next Report Period

Weather Wellbore

Sunny and Clear Re-Entry #3
Daily Contacts

Job Contact Position Office

Paul Nicholas (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 0.00 0.00 GOP 3/4/2014: CClean up location after drilling MO.
3/5/2014: Test & set rig anchors. Replaced one anchor & all the other
tested good.
3/6/2014: WO Completion rig

06:00 1.00 1.00 GOP Crew travel.
07:00 0.50 1.50 SMTG Hold safety meeting aand discuss job. SICP- 0#

07:30 8.50 10.00 SRIGUP MIRU Monuments rig #21. MI all rig equip. MI and spot catwalk and racks.
MI pump and tank. MI the tanks needed for the completion. MI the fluids for
those tanks. MI the tbg ( 2 7/8", 2 3/8" & 2 3/8" WTS ) from other locations.
(25) jnts of 2 7/8" 6.5# N-80 EUE 8rd tbg from the Cane Creek 18-2H. (25)
jnts of 2 3/8" 4.7# N-80 EUE 8rd tbg from the Cane Creek 7-1H. ND the
wellhead. Set the plugged hanger for testing. NU the Vision 10,000# BOPs,
5000# annular & 3000# Washington head. Secure location.

16:00 1.00 11.00 SDFN Secure Well / SDFN / Travel

17:00 13.00 24.00 SDFN SDFN

Casing & Line-s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8

8/10/2007 Conductor

11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8

12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184

2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description

Page 1/2 Report Printed:

Sundry Number: 49412 API Well Number: 43019314490000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 3/7/2014
Report #: 1

Well Name: Cane Creek 8-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 2/15/2008 7/14/2008 SI
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Re-entry3 3/7/2014 3/7/2014
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

3/7/2014 06:00 3/8/2014 06:00
Operations at Report Time

MIRU, MI equip & tanks, ND wellhead, NU BOPs.
Operations Summary

MIRU, MI eqip & tanks, ND wellhead, NU BOPs
Operations Next Report Period

Weather Wellbore

Sunny and Clear Re-Entry #3
Daily Contacts

Job Contact Position Office

Paul Nicholas (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 0.00 0.00 GOP 3/4/2014: CClean up location after drilling MO.
3/5/2014: Test & set rig anchors. Replaced one anchor & all the other
tested good.
3/6/2014: WO Completion rig

06:00 1.00 1.00 GOP Crew travel.
07:00 0.50 1.50 SMTG Hold safety meeting aand discuss job. SICP- 0#

07:30 8.50 10.00 SRIGUP MIRU Monuments rig #21. MI all rig equip. MI and spot catwalk and racks.
MI pump and tank. MI the tanks needed for the completion. MI the fluids for
those tanks. MI the tbg ( 2 7/8", 2 3/8" & 2 3/8" WTS ) from other locations.
(25) jnts of 2 7/8" 6.5# N-80 EUE 8rd tbg from the Cane Creek 18-2H. (25)
jnts of 2 3/8" 4.7# N-80 EUE 8rd tbg from the Cane Creek 7-1H. ND the
wellhead. Set the plugged hanger for testing. NU the Vision 10,000# BOPs,
5000# annular & 3000# Washington head. Secure location.

16:00 1.00 11.00 SDFN Secure Well / SDFN / Travel

17:00 13.00 24.00 SDFN SDFN

Casing & Line-s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8

8/10/2007 Conductor

11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8

12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184

2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description

Page 1/2 Report Printed:



RECEIVED: Apr. 01, 2014

Page  2/2

Well Name: Cane Creek 8-1

Report Printed:   4/1/2014

Daily Completion - Paradox Executive Daily No Costs

API/UWI

43-019-31449
Excaliber ID

74*23557
Well Area

Paradox
Basin Regulatory Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Graded Ground Elevation  (ft) KB-Ground Distance (ft) Spud Date

10/22/2007 00:00
Rig Release Date

12/20/2007 17:00
Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu… Vol Slurry (bbl)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (lb/gal) Conc BH (lb/gal)

Perforations
Date

7/15/2013
Type

Perforated
Top (ftKB)

5,804.0
Btm (ftKB)

5,818.0
Wellbore

Re-Entry #3
Zone

Clastic #12, Re-Entry #3
Shot… Ente… String Perforated

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/1/2008
Type

Perforation
Top (ftKB)

7,580.0
Btm (ftKB)

7,655.0
Wellbore

Re-Entry #3
Zone

Cane Creek,  
<idrecwellbore>

Shot… Ente… String Perforated

Perforation Statuses
Date

2/18/2008
Top Depth (ftKB)

7,580.0
Bottom Depth (ftKB)

7,655.0
Status

Open

Report for: 3/7/2014
Report #: 1

Sundry Number: 49412 API Well Number: 43019314490000Sundry Number: 49412 API Well Number: 43019314490000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 3/7/2014
Report #: 1

Well Name: Cane Creek 8-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbl)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

7/15/2013 Perforated 5,804.0 5,818.0 Re-Entry #3 Clastic #12, Re-Entry #3
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/1/2008 Perforation 7,580.0 7,655.0 Re-Entry #3 Cane Creek,
<idrecwellbore>

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2/18/2008 7,580.0 7,655.0 Open
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Sundry Number: 49412 API Well Number: 43019314490000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 3/7/2014
Report #: 1

Well Name: Cane Creek 8-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbl)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

7/15/2013 Perforated 5,804.0 5,818.0 Re-Entry #3 Clastic #12, Re-Entry #3
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/1/2008 Perforation 7,580.0 7,655.0 Re-Entry #3 Cane Creek,
<idrecwellbore>

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2/18/2008 7,580.0 7,655.0 Open
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Sundry Number: 49412 API Well Number: 43019314490000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 3/7/2014
Report #: 1

Well Name: Cane Creek 8-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Fluid Additives
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Stim/Treat Stages
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Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

7/15/2013 Perforated 5,804.0 5,818.0 Re-Entry #3 Clastic #12, Re-Entry #3
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/1/2008 Perforation 7,580.0 7,655.0 Re-Entry #3 Cane Creek,
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Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2/18/2008 7,580.0 7,655.0 Open
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Sundry Number: 49412 API Well Number: 43019314490000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 3/7/2014
Report #: 1

Well Name: Cane Creek 8-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
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Fluid Additives
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Stim/Treat Stages
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Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated
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Perforation Statuses
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Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated
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2/18/2008 7,580.0 7,655.0 Open
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FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 3/7/2014
Report #: 1
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2/18/2008 7,580.0 7,655.0 Open

Page 2/2 Report Printed:
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FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 3/7/2014
Report #: 1
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Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

7/15/2013 Perforated 5,804.0 5,818.0 Re-Entry #3 Clastic #12, Re-Entry #3
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/1/2008 Perforation 7,580.0 7,655.0 Re-Entry #3 Cane Creek,
<idrecwellbore>

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2/18/2008 7,580.0 7,655.0 Open
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RECEIVED: Apr. 01, 2014

Page  1/2

Well Name: Cane Creek 8-1

Report Printed:   4/1/2014

Daily Completion - Paradox Executive Daily No Costs

API/UWI

43-019-31449
Excaliber ID

74*23557
Well Area

Paradox
Basin Regulatory Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Graded Ground Elevation  (ft) KB-Ground Distance (ft) Spud Date

10/22/2007 00:00
Rig Release Date

12/20/2007 17:00
Operator

Fidelity E&P
Completions Start Date

2/15/2008
Completions Finished Date

7/14/2008
Well Status

SI
Job Category

Completion
Job Typ

Re-entry3
Job SubTyp Planned Start Date

3/7/2014
Start Date

3/7/2014
End Date

Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date

3/8/2014 06:00
Report End Date

3/9/2014 06:00
Operations at Report Time

BOP test, Unload tbg, TIH w/ 7'' scraper, circ hole.
Operations Summary

BOP test, unload tbg, TIH w/ 7'' scraper, circ hole.
Operations Next Report Period

Weather

Sunny and Clear
Wellbore

Re-Entry #3
Daily Contacts

Job Contact Position Office

Paul Nicholas (307) 321-0544

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 SDFN SDFN

07:00 1.00 2.00 GOP Crew travel

08:00 0.50 2.50 SMTG Hold safety meeting and discuss job. SICP- 0# Prep to BOP test.

08:30 2.50 5.00 PTST MI Cameron. Test the BOPs. Test the 10,000# equip to 8,000# (high) and  
250# (low). The 5000# equip to 4500# (high) and 250# (low). Good tests  
Pull plugged hanger from the head.

11:00 6.00 11.00 TRIP Unload 132 jnts of 2 7/8'' 6.5# N-80 EUE 8rd tbg from CTAP and 51 jnts of  
2 3/8'' 4.7# N-80 EUE 8rd tbg from CTAP. Put 157 jnts of 2 7/8'' N-80 tbg  
on the rig racks. PU the 7'' csg scraper assembly and  TIH as follows. 6'' (3)  
bladed drag bit. Weatherford 7'' csg scraper, BS, 1 jnt of 2 7/8'' 6.5# N-80  
EUE 8rd tbg, X nipple ( 2.313'' ID ), 142 jnts of 2 7/8'' 6.5# N-80n EUE 8rd  
tbg. Tag up on the RBP @ 4641'. Reverser Circ the hole w/ 150 bbls of  
CACL water. The hole is clean. SI the tbg, csg and BOPs.

17:00 1.00 12.00 SDFN Secure Well   /   SDFN   / Travel

18:00 12.00 24.00 SDFN SDFN

Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in)
ID Nom Min  

(in)
Prop 
Run?

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8

8/10/2007 Conductor

11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8

12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184

2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (lb/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (lb/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (lb/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (lb/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A… pH Filter Size (in) Description

Report for: 3/8/2014
Report #: 2

Sundry Number: 49412 API Well Number: 43019314490000Sundry Number: 49412 API Well Number: 43019314490000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 3/8/2014
Report #: 2

Well Name: Cane Creek 8-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 2/15/2008 7/14/2008 SI
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Re-entry3 3/7/2014 3/7/2014
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

3/8/2014 06:00 3/9/2014 06:00
Operations at Report Time

BOP test, Unload tbg, TlH w/ 7" scraper, circ hole.
Operations Summary

BOP test, unload tbg, TlH w/ 7" scraper, circ hole.
Operations Next Report Period

Weather Wellbore

Sunny and Clear Re-Entry #3
Daily Contacts

Job Contact Position Office

Paul Nicholas (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 SDFN SDFN
07:00 1.00 2.00 GOP Crew travel
08:00 0.50 2.50 SMTG Hold safety meeting and discuss job. SICP- 0# Prep to BOP test.
08:30 2.50 5.00 PTST MI Cameron. Test the BOPs. Test the 10,000# equip to 8,000# (high) and

250# (low). The 5000# equip to 4500# (high) and 250# (low). Good tests
Pull plugged hanger from the head.

11:00 6.00 11.00 TRIP Unload 132 jnts of 2 7/8" 6.5# N-80 EUE 8rd tbg from CTAP and 51 jnts of
2 3/8" 4.7# N-80 EUE 8rd tbg from CTAP. Put 157 jnts of 2 7/8" N-80 tbg
on the rig racks. PU the 7" csg scraper assembly and TlH as follows. 6" (3)
bladed drag bit. Weatherford 7" csg scraper, BS, 1 jnt of 2 7/8" 6.5# N-80
EUE 8rd tbg, X nipple (2.313" ID ), 142 jnts of 2 7/8" 6.5# N-80n EUE 8rd
tbg. Tag up on the RBP @4641'. Reverser Circ the hole w/ 150 bbls of
CACL water. The hole is clean. SI the tbg, csg and BOPs.

17:00 1.00 12.00 SDFN Secure Well / SDFN / Travel
18:00 12.00 24.00 SDFN SDFN
Casing & Line-s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8
8/10/2007 Conductor
11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8
12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184
2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description
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Sundry Number: 49412 API Well Number: 43019314490000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 3/8/2014
Report #: 2

Well Name: Cane Creek 8-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 2/15/2008 7/14/2008 SI
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Re-entry3 3/7/2014 3/7/2014
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

3/8/2014 06:00 3/9/2014 06:00
Operations at Report Time

BOP test, Unload tbg, TlH w/ 7" scraper, circ hole.
Operations Summary

BOP test, unload tbg, TlH w/ 7" scraper, circ hole.
Operations Next Report Period

Weather Wellbore

Sunny and Clear Re-Entry #3
Daily Contacts

Job Contact Position Office

Paul Nicholas (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 SDFN SDFN

07:00 1.00 2.00 GOP Crew travel
08:00 0.50 2.50 SMTG Hold safety meeting and discuss job. SICP- 0# Prep to BOP test.
08:30 2.50 5.00 PTST MI Cameron. Test the BOPs. Test the 10,000# equip to 8,000# (high) and

250# (low). The 5000# equip to 4500# (high) and 250# (low). Good tests
Pull plugged hanger from the head.

11:00 6.00 11.00 TRIP Unload 132 jnts of 2 7/8" 6.5# N-80 EUE 8rd tbg from CTAP and 51 jnts of
2 3/8" 4.7# N-80 EUE 8rd tbg from CTAP. Put 157 jnts of 2 7/8" N-80 tbg
on the rig racks. PU the 7" csg scraper assembly and TlH as follows. 6" (3)
bladed drag bit. Weatherford 7" csg scraper, BS, 1 jnt of 2 7/8" 6.5# N-80
EUE 8rd tbg, X nipple (2.313" ID ), 142 jnts of 2 7/8" 6.5# N-80n EUE 8rd
tbg. Tag up on the RBP @4641'. Reverser Circ the hole w/ 150 bbls of
CACL water. The hole is clean. SI the tbg, csg and BOPs.

17:00 1.00 12.00 SDFN Secure Well / SDFN / Travel

18:00 12.00 24.00 SDFN SDFN

Casing & Line-s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8

8/10/2007 Conductor

11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8

12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184

2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description
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Sundry Number: 49412 API Well Number: 43019314490000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 3/8/2014
Report #: 2

Well Name: Cane Creek 8-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 2/15/2008 7/14/2008 SI
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Re-entry3 3/7/2014 3/7/2014
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

3/8/2014 06:00 3/9/2014 06:00
Operations at Report Time

BOP test, Unload tbg, TlH w/ 7" scraper, circ hole.
Operations Summary

BOP test, unload tbg, TlH w/ 7" scraper, circ hole.
Operations Next Report Period

Weather Wellbore

Sunny and Clear Re-Entry #3
Daily Contacts

Job Contact Position Office

Paul Nicholas (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 SDFN SDFN

07:00 1.00 2.00 GOP Crew travel
08:00 0.50 2.50 SMTG Hold safety meeting and discuss job. SICP- 0# Prep to BOP test.
08:30 2.50 5.00 PTST MI Cameron. Test the BOPs. Test the 10,000# equip to 8,000# (high) and

250# (low). The 5000# equip to 4500# (high) and 250# (low). Good tests
Pull plugged hanger from the head.

11:00 6.00 11.00 TRIP Unload 132 jnts of 2 7/8" 6.5# N-80 EUE 8rd tbg from CTAP and 51 jnts of
2 3/8" 4.7# N-80 EUE 8rd tbg from CTAP. Put 157 jnts of 2 7/8" N-80 tbg
on the rig racks. PU the 7" csg scraper assembly and TlH as follows. 6" (3)
bladed drag bit. Weatherford 7" csg scraper, BS, 1 jnt of 2 7/8" 6.5# N-80
EUE 8rd tbg, X nipple (2.313" ID ), 142 jnts of 2 7/8" 6.5# N-80n EUE 8rd
tbg. Tag up on the RBP @4641'. Reverser Circ the hole w/ 150 bbls of
CACL water. The hole is clean. SI the tbg, csg and BOPs.

17:00 1.00 12.00 SDFN Secure Well / SDFN / Travel

18:00 12.00 24.00 SDFN SDFN

Casing & Line-s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8

8/10/2007 Conductor

11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8

12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184

2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description
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FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 3/8/2014
Report #: 2

Well Name: Cane Creek 8-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
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Fidelity E&P 2/15/2008 7/14/2008 SI
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Re-entry3 3/7/2014 3/7/2014
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
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Well Name: Cane Creek 8-1

Report Printed:   4/1/2014

Daily Completion - Paradox Executive Daily No Costs

API/UWI

43-019-31449
Excaliber ID

74*23557
Well Area

Paradox
Basin Regulatory Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Graded Ground Elevation  (ft) KB-Ground Distance (ft) Spud Date

10/22/2007 00:00
Rig Release Date

12/20/2007 17:00
Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu… Vol Slurry (bbl)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (lb/gal) Conc BH (lb/gal)

Perforations
Date

7/15/2013
Type

Perforated
Top (ftKB)

5,804.0
Btm (ftKB)

5,818.0
Wellbore

Re-Entry #3
Zone

Clastic #12, Re-Entry #3
Shot… Ente… String Perforated

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/1/2008
Type

Perforation
Top (ftKB)

7,580.0
Btm (ftKB)

7,655.0
Wellbore

Re-Entry #3
Zone

Cane Creek,  
<idrecwellbore>

Shot… Ente… String Perforated

Perforation Statuses
Date

2/18/2008
Top Depth (ftKB)

7,580.0
Bottom Depth (ftKB)

7,655.0
Status

Open

Report for: 3/8/2014
Report #: 2

Sundry Number: 49412 API Well Number: 43019314490000Sundry Number: 49412 API Well Number: 43019314490000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 3/8/2014
Report #: 2

Well Name: Cane Creek 8-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
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Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

7/15/2013 Perforated 5,804.0 5,818.0 Re-Entry #3 Clastic #12, Re-Entry #3
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/1/2008 Perforation 7,580.0 7,655.0 Re-Entry #3 Cane Creek,
<idrecwellbore>

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2/18/2008 7,580.0 7,655.0 Open

Page 2/2 Report Printed:

Sundry Number: 49412 API Well Number: 43019314490000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 3/8/2014
Report #: 2

Well Name: Cane Creek 8-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbl)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

7/15/2013 Perforated 5,804.0 5,818.0 Re-Entry #3 Clastic #12, Re-Entry #3
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/1/2008 Perforation 7,580.0 7,655.0 Re-Entry #3 Cane Creek,
<idrecwellbore>

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2/18/2008 7,580.0 7,655.0 Open

Page 2/2 Report Printed:

Sundry Number: 49412 API Well Number: 43019314490000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 3/8/2014
Report #: 2

Well Name: Cane Creek 8-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbl)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

7/15/2013 Perforated 5,804.0 5,818.0 Re-Entry #3 Clastic #12, Re-Entry #3
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/1/2008 Perforation 7,580.0 7,655.0 Re-Entry #3 Cane Creek,
<idrecwellbore>

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2/18/2008 7,580.0 7,655.0 Open

Page 2/2 Report Printed:

Sundry Number: 49412 API Well Number: 43019314490000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 3/8/2014
Report #: 2

Well Name: Cane Creek 8-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbl)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

7/15/2013 Perforated 5,804.0 5,818.0 Re-Entry #3 Clastic #12, Re-Entry #3
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/1/2008 Perforation 7,580.0 7,655.0 Re-Entry #3 Cane Creek,
<idrecwellbore>

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2/18/2008 7,580.0 7,655.0 Open

Page 2/2 Report Printed:

Sundry Number: 49412 API Well Number: 43019314490000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 3/8/2014
Report #: 2

Well Name: Cane Creek 8-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbl)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

7/15/2013 Perforated 5,804.0 5,818.0 Re-Entry #3 Clastic #12, Re-Entry #3
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/1/2008 Perforation 7,580.0 7,655.0 Re-Entry #3 Cane Creek,
<idrecwellbore>

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2/18/2008 7,580.0 7,655.0 Open

Page 2/2 Report Printed:

Sundry Number: 49412 API Well Number: 43019314490000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 3/8/2014
Report #: 2

Well Name: Cane Creek 8-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbl)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

7/15/2013 Perforated 5,804.0 5,818.0 Re-Entry #3 Clastic #12, Re-Entry #3
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/1/2008 Perforation 7,580.0 7,655.0 Re-Entry #3 Cane Creek,
<idrecwellbore>

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2/18/2008 7,580.0 7,655.0 Open
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Well Name: Cane Creek 8-1

Report Printed:   4/1/2014

Daily Completion - Paradox Executive Daily No Costs

API/UWI

43-019-31449
Excaliber ID

74*23557
Well Area

Paradox
Basin Regulatory Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Graded Ground Elevation  (ft) KB-Ground Distance (ft) Spud Date

10/22/2007 00:00
Rig Release Date

12/20/2007 17:00
Operator

Fidelity E&P
Completions Start Date

2/15/2008
Completions Finished Date

7/14/2008
Well Status

SI
Job Category

Completion
Job Typ

Re-entry3
Job SubTyp Planned Start Date

3/7/2014
Start Date

3/7/2014
End Date

Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date

3/9/2014 06:00
Report End Date

3/10/2014 06:00
Operations at Report Time

TOOH w/ 7'' scraper, TIH w/ L-10, Pick RBP, TOOH, TIH w/ 7'' scraper, circ hole.
Operations Summary

TOOH w/ 7'' scraper, TIH w/ L-10, pick RBP, TOOH, TIH 7'' sccraper, circ hole.
Operations Next Report Period

Weather

Sunny and Clear
Wellbore

Re-Entry #3
Daily Contacts

Job Contact Position Office

Paul Nicholas (307) 321-0544

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 GOP Crew travel

07:00 0.50 1.50 SMTG Hold safety meeting ands discuss job. SITP- 10#   SICP- 10#  BD tbg and  
csg to 0#.

07:30 1.50 3.00 TRIP TOOH w/ 7'' scraper assembly. LD the scraper assembly. PU the L-10  
connector.  

09:00 4.00 7.00 TRIP TIH w/ L-10 connector to 4641'. Pick the Baker 4 1/2'' RBP. The fluids in  
the well equalized. TOOH w/ the 4 1/2'' RBP. LD RBP & tools.  

13:00 3.00 10.00 TRIP MU the 7'' scraper assembly. TIH  the scraper assembly w/ 146 jnts of 2  
7/8'' 6.5# N-80 EUE 8rd tbg. Tag up on the 4 1/2'' liner top @ 4706'. This is  
4' deeper than the drilling rig reported the liner top. Circ the hole w/ 50 bbls  
of 10.2 ppg CACL water. No pressure on the tbg or the csg. SI the tbg, csg  
and BOPs. Secure location.

16:00 1.00 11.00 SDFN Secure Well   /   SDFN   /   Travel

17:00 13.00 24.00 SDFN SDFN

Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in)
ID Nom Min  

(in)
Prop 
Run?

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8

8/10/2007 Conductor

11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8

12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184

2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (lb/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (lb/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (lb/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (lb/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A… pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Report for: 3/9/2014
Report #: 3

Sundry Number: 49412 API Well Number: 43019314490000Sundry Number: 49412 API Well Number: 43019314490000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 3/9/2014
Report #: 3

Well Name: Cane Creek 8-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 2/15/2008 7/14/2008 SI
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Re-entry3 3/7/2014 3/7/2014
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

3/9/2014 06:00 3/10/2014 06:00
Operations at Report Time

TOOH w/ 7" scraper, TlH w/ L-10, Pick RBP, TOOH, TlH w/ 7" scraper, circ hole.
Operations Summary

TOOH w/ 7" scraper, TlH w/ L-10, pick RBP, TOOH, TlH 7" sccraper, circ hole.
Operations Next Report Period

Weather Wellbore

Sunny and Clear Re-Entry #3
Daily Contacts

Job Contact Position Office

Paul Nicholas (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 GOP Crew travel
07:00 0.50 1.50 SMTG Hold safety meeting ands discuss job. SITP- 10# SICP- 10# BD tbg and

csg to 0#.

07:30 1.50 3.00 TRIP TOOH w/ 7" scraper assembly. LD the scraper assembly. PU the L-10
connector.

09:00 4.00 7.00 TRIP TlH w/ L-10 connector to 4641'. Pick the Baker 4 1/2" RBP. The fluids in
the well equalized. TOOH w/ the 4 1/2" RBP. LD RBP & tools.

13:00 3.00 10.00 TRIP MU the 7" scraper assembly. TlH the scraper assembly w/ 146 jnts of 2
7/8" 6.5# N-80 EUE 8rd tbg. Tag up on the 4 1/2" liner top @4706'. This is
4' deeper than the drilling rig reported the liner top. Circ the hole w/ 50 bbls
of 10.2 ppg CACL water. No pressure on the tbg or the csg. SI the tbg, csg
and BOPs. Secure location.

16:00 1.00 11.00 SDFN Secure Well / SDFN / Travel
17:00 13.00 24.00 SDFN SDFN
Casing & Line-s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8
8/10/2007 Conductor
11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8
12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184
2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)
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Sundry Number: 49412 API Well Number: 43019314490000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 3/9/2014
Report #: 3

Well Name: Cane Creek 8-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 2/15/2008 7/14/2008 SI
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Re-entry3 3/7/2014 3/7/2014
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

3/9/2014 06:00 3/10/2014 06:00
Operations at Report Time

TOOH w/ 7" scraper, TlH w/ L-10, Pick RBP, TOOH, TlH w/ 7" scraper, circ hole.
Operations Summary

TOOH w/ 7" scraper, TlH w/ L-10, pick RBP, TOOH, TlH 7" sccraper, circ hole.
Operations Next Report Period

Weather Wellbore

Sunny and Clear Re-Entry #3
Daily Contacts

Job Contact Position Office

Paul Nicholas (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 GOP Crew travel
07:00 0.50 1.50 SMTG Hold safety meeting ands discuss job. SITP- 10# SICP- 10# BD tbg and

csg to 0#.

07:30 1.50 3.00 TRIP TOOH w/ 7" scraper assembly. LD the scraper assembly. PU the L-10
connector.

09:00 4.00 7.00 TRIP TlH w/ L-10 connector to 4641'. Pick the Baker 4 1/2" RBP. The fluids in
the well equalized. TOOH w/ the 4 1/2" RBP. LD RBP & tools.

13:00 3.00 10.00 TRIP MU the 7" scraper assembly. TlH the scraper assembly w/ 146 jnts of 2
7/8" 6.5# N-80 EUE 8rd tbg. Tag up on the 4 1/2" liner top @4706'. This is
4' deeper than the drilling rig reported the liner top. Circ the hole w/ 50 bbls
of 10.2 ppg CACL water. No pressure on the tbg or the csg. SI the tbg, csg
and BOPs. Secure location.

16:00 1.00 11.00 SDFN Secure Well / SDFN / Travel

17:00 13.00 24.00 SDFN SDFN

Casing & Line-s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8

8/10/2007 Conductor

11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8

12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184

2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)
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Sundry Number: 49412 API Well Number: 43019314490000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 3/9/2014
Report #: 3

Well Name: Cane Creek 8-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 2/15/2008 7/14/2008 SI
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Re-entry3 3/7/2014 3/7/2014
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

3/9/2014 06:00 3/10/2014 06:00
Operations at Report Time

TOOH w/ 7" scraper, TlH w/ L-10, Pick RBP, TOOH, TlH w/ 7" scraper, circ hole.
Operations Summary

TOOH w/ 7" scraper, TlH w/ L-10, pick RBP, TOOH, TlH 7" sccraper, circ hole.
Operations Next Report Period

Weather Wellbore

Sunny and Clear Re-Entry #3
Daily Contacts

Job Contact Position Office

Paul Nicholas (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 GOP Crew travel
07:00 0.50 1.50 SMTG Hold safety meeting ands discuss job. SITP- 10# SICP- 10# BD tbg and

csg to 0#.

07:30 1.50 3.00 TRIP TOOH w/ 7" scraper assembly. LD the scraper assembly. PU the L-10
connector.

09:00 4.00 7.00 TRIP TlH w/ L-10 connector to 4641'. Pick the Baker 4 1/2" RBP. The fluids in
the well equalized. TOOH w/ the 4 1/2" RBP. LD RBP & tools.

13:00 3.00 10.00 TRIP MU the 7" scraper assembly. TlH the scraper assembly w/ 146 jnts of 2
7/8" 6.5# N-80 EUE 8rd tbg. Tag up on the 4 1/2" liner top @4706'. This is
4' deeper than the drilling rig reported the liner top. Circ the hole w/ 50 bbls
of 10.2 ppg CACL water. No pressure on the tbg or the csg. SI the tbg, csg
and BOPs. Secure location.

16:00 1.00 11.00 SDFN Secure Well / SDFN / Travel

17:00 13.00 24.00 SDFN SDFN

Casing & Line-s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8

8/10/2007 Conductor

11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8

12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184

2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)
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Sundry Number: 49412 API Well Number: 43019314490000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 3/9/2014
Report #: 3

Well Name: Cane Creek 8-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 2/15/2008 7/14/2008 SI
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Re-entry3 3/7/2014 3/7/2014
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

3/9/2014 06:00 3/10/2014 06:00
Operations at Report Time

TOOH w/ 7" scraper, TlH w/ L-10, Pick RBP, TOOH, TlH w/ 7" scraper, circ hole.
Operations Summary

TOOH w/ 7" scraper, TlH w/ L-10, pick RBP, TOOH, TlH 7" sccraper, circ hole.
Operations Next Report Period

Weather Wellbore

Sunny and Clear Re-Entry #3
Daily Contacts

Job Contact Position Office

Paul Nicholas (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 GOP Crew travel
07:00 0.50 1.50 SMTG Hold safety meeting ands discuss job. SITP- 10# SICP- 10# BD tbg and

csg to 0#.

07:30 1.50 3.00 TRIP TOOH w/ 7" scraper assembly. LD the scraper assembly. PU the L-10
connector.

09:00 4.00 7.00 TRIP TlH w/ L-10 connector to 4641'. Pick the Baker 4 1/2" RBP. The fluids in
the well equalized. TOOH w/ the 4 1/2" RBP. LD RBP & tools.

13:00 3.00 10.00 TRIP MU the 7" scraper assembly. TlH the scraper assembly w/ 146 jnts of 2
7/8" 6.5# N-80 EUE 8rd tbg. Tag up on the 4 1/2" liner top @4706'. This is
4' deeper than the drilling rig reported the liner top. Circ the hole w/ 50 bbls
of 10.2 ppg CACL water. No pressure on the tbg or the csg. SI the tbg, csg
and BOPs. Secure location.

16:00 1.00 11.00 SDFN Secure Well / SDFN / Travel

17:00 13.00 24.00 SDFN SDFN

Casing & Line-s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8

8/10/2007 Conductor

11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8

12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184

2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)
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Sundry Number: 49412 API Well Number: 43019314490000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 3/9/2014
Report #: 3

Well Name: Cane Creek 8-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 2/15/2008 7/14/2008 SI
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Re-entry3 3/7/2014 3/7/2014
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

3/9/2014 06:00 3/10/2014 06:00
Operations at Report Time

TOOH w/ 7" scraper, TlH w/ L-10, Pick RBP, TOOH, TlH w/ 7" scraper, circ hole.
Operations Summary

TOOH w/ 7" scraper, TlH w/ L-10, pick RBP, TOOH, TlH 7" sccraper, circ hole.
Operations Next Report Period

Weather Wellbore

Sunny and Clear Re-Entry #3
Daily Contacts

Job Contact Position Office

Paul Nicholas (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 GOP Crew travel
07:00 0.50 1.50 SMTG Hold safety meeting ands discuss job. SITP- 10# SICP- 10# BD tbg and

csg to 0#.

07:30 1.50 3.00 TRIP TOOH w/ 7" scraper assembly. LD the scraper assembly. PU the L-10
connector.

09:00 4.00 7.00 TRIP TlH w/ L-10 connector to 4641'. Pick the Baker 4 1/2" RBP. The fluids in
the well equalized. TOOH w/ the 4 1/2" RBP. LD RBP & tools.

13:00 3.00 10.00 TRIP MU the 7" scraper assembly. TlH the scraper assembly w/ 146 jnts of 2
7/8" 6.5# N-80 EUE 8rd tbg. Tag up on the 4 1/2" liner top @4706'. This is
4' deeper than the drilling rig reported the liner top. Circ the hole w/ 50 bbls
of 10.2 ppg CACL water. No pressure on the tbg or the csg. SI the tbg, csg
and BOPs. Secure location.

16:00 1.00 11.00 SDFN Secure Well / SDFN / Travel

17:00 13.00 24.00 SDFN SDFN

Casing & Line-s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8

8/10/2007 Conductor

11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8

12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184

2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826 No
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Stim/Treat Fluids
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APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
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Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 2/15/2008 7/14/2008 SI
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Re-entry3 3/7/2014 3/7/2014
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

3/9/2014 06:00 3/10/2014 06:00
Operations at Report Time

TOOH w/ 7" scraper, TlH w/ L-10, Pick RBP, TOOH, TlH w/ 7" scraper, circ hole.
Operations Summary

TOOH w/ 7" scraper, TlH w/ L-10, pick RBP, TOOH, TlH 7" sccraper, circ hole.
Operations Next Report Period

Weather Wellbore

Sunny and Clear Re-Entry #3
Daily Contacts

Job Contact Position Office

Paul Nicholas (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 GOP Crew travel
07:00 0.50 1.50 SMTG Hold safety meeting ands discuss job. SITP- 10# SICP- 10# BD tbg and

csg to 0#.

07:30 1.50 3.00 TRIP TOOH w/ 7" scraper assembly. LD the scraper assembly. PU the L-10
connector.

09:00 4.00 7.00 TRIP TlH w/ L-10 connector to 4641'. Pick the Baker 4 1/2" RBP. The fluids in
the well equalized. TOOH w/ the 4 1/2" RBP. LD RBP & tools.

13:00 3.00 10.00 TRIP MU the 7" scraper assembly. TlH the scraper assembly w/ 146 jnts of 2
7/8" 6.5# N-80 EUE 8rd tbg. Tag up on the 4 1/2" liner top @4706'. This is
4' deeper than the drilling rig reported the liner top. Circ the hole w/ 50 bbls
of 10.2 ppg CACL water. No pressure on the tbg or the csg. SI the tbg, csg
and BOPs. Secure location.

16:00 1.00 11.00 SDFN Secure Well / SDFN / Travel

17:00 13.00 24.00 SDFN SDFN

Casing & Line-s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8

8/10/2007 Conductor

11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8

12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184

2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)
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Well Name: Cane Creek 8-1

Report Printed:   4/1/2014

Daily Completion - Paradox Executive Daily No Costs

API/UWI

43-019-31449
Excaliber ID

74*23557
Well Area

Paradox
Basin Regulatory Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Graded Ground Elevation  (ft) KB-Ground Distance (ft) Spud Date

10/22/2007 00:00
Rig Release Date

12/20/2007 17:00
Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu… Vol Slurry (bbl)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (lb/gal) Conc BH (lb/gal)

Perforations
Date

7/15/2013
Type

Perforated
Top (ftKB)

5,804.0
Btm (ftKB)

5,818.0
Wellbore

Re-Entry #3
Zone

Clastic #12, Re-Entry #3
Shot… Ente… String Perforated

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/1/2008
Type

Perforation
Top (ftKB)

7,580.0
Btm (ftKB)

7,655.0
Wellbore

Re-Entry #3
Zone

Cane Creek,  
<idrecwellbore>

Shot… Ente… String Perforated

Perforation Statuses
Date

2/18/2008
Top Depth (ftKB)

7,580.0
Bottom Depth (ftKB)

7,655.0
Status

Open

Report for: 3/9/2014
Report #: 3

Sundry Number: 49412 API Well Number: 43019314490000Sundry Number: 49412 API Well Number: 43019314490000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 3/9/2014
Report #: 3

Well Name: Cane Creek 8-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbl)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

7/15/2013 Perforated 5,804.0 5,818.0 Re-Entry #3 Clastic #12, Re-Entry #3
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/1/2008 Perforation 7,580.0 7,655.0 Re-Entry #3 Cane Creek,
<idrecwellbore>

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2/18/2008 7,580.0 7,655.0 Open
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FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 3/9/2014
Report #: 3
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APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
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3rand UT 10/22/2007 00:00 12/20/2007 17:00
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Well Name: Cane Creek 8-1

Report Printed:   4/1/2014

Daily Completion - Paradox Executive Daily No Costs

API/UWI

43-019-31449
Excaliber ID

74*23557
Well Area

Paradox
Basin Regulatory Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Graded Ground Elevation  (ft) KB-Ground Distance (ft) Spud Date

10/22/2007 00:00
Rig Release Date

12/20/2007 17:00
Operator

Fidelity E&P
Completions Start Date

2/15/2008
Completions Finished Date

7/14/2008
Well Status

SI
Job Category

Completion
Job Typ

Re-entry3
Job SubTyp Planned Start Date

3/7/2014
Start Date

3/7/2014
End Date

Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date

3/10/2014 06:00
Report End Date

3/11/2014 06:00
Operations at Report Time

TOOH w/ 7''  scraper, Move 2 3/8'' tbg, TIH 2 3/8'' work string, tag at 9456', TOOH to kill depth.
Operations Summary

TOOH w/ 7'' scraper, move 2 3/8'' tbg, TIH 2 3/8'' work string, tag @ 9456', ToOH to kill depth.
Operations Next Report Period

Weather

Sunny and Clear
Wellbore

Re-Entry #3
Daily Contacts

Job Contact Position Office

Paul Nicholas (307) 321-0544

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 GOP Crew travel

07:00 0.50 1.50 SMTG Hold safety meeting and discuss job. SITP- 0#   SICP- 0#

07:30 2.00 3.50 TRIP TOOH w/ 7'' scraper assembly. LD the assembly.

09:30 1.50 5.00 GOP MI the 2 3/8'' tbg to the rig racks. Tally tbg.

11:00 5.75 10.75 TRIP TIH tapered work string as follows: 2 3/8'' notched collar, 1 jnt of 2 3/8'' 4.7#  
N-80 EUE 8rd tbg, X nipple ( 1.875'' ), (69) jnts of 2 3/8'' 4.7# N-80 EUE 8rd  
tbg, X over ( 2 3/8'' EUE X 2 3/8'' WTS ), (85) jnts of 2 3/8'' 5.95# P-110  
WTS/IJ tbg, X over ( 2 3/8'' WTS X 2 7/8'' EUE ), 1 jnt of 2 7/8'' 6.5# N-80  
EUE 8rd tbg, X nipple ( 2.313'' ID ), (142) jnts 0f 2 7/8'' 6.5# N-80 EUE 8rd  
tbg. Tag up on the landing collar @ 9456'. This is 3' deeper than the drilling  
rig depth.

16:45 1.25 12.00 TRIP TOOH with all of the 2 7/8  tbg to a kill depth of 4700'. SI tbg, csg and  
BOPs. Secure location.

18:00 1.00 13.00 SDFN Secure Well   /   SDFN   /   Travel

19:00 11.00 24.00 SDFN SDFN

Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in)
ID Nom Min  

(in)
Prop 
Run?

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8

8/10/2007 Conductor

11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8

12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184

2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (lb/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (lb/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (lb/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (lb/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A… pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Report for: 3/10/2014
Report #: 4

Sundry Number: 49412 API Well Number: 43019314490000Sundry Number: 49412 API Well Number: 43019314490000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 3/10/2014
Report #: 4

Well Name: Cane Creek 8-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 2/15/2008 7/14/2008 SI
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Re-entry3 3/7/2014 3/7/2014
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

3/10/2014 06:00 3/11/2014 06:00
Operations at Report Time

TOOH w/ 7" scraper, Move 2 3/8" tbg, TlH 2 3/8" work string, tag at 9456', TOOH to kill depth.
Operations Summary

TOOH w/ 7" scraper, move 2 3/8" tbg, TlH 2 3/8" work string, tag @9456', ToOH to kill depth.
Operations Next Report Period

Weather Wellbore

Sunny and Clear Re-Entry #3
Daily Contacts

Job Contact Position Office

Paul Nicholas (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 GOP Crew travel
07:00 0.50 1.50 SMTG Hold safety meeting and discuss job. SITP- 0# SICP- 0#
07:30 2.00 3.50 TRIP TOOH w/ 7" scraper assembly. LD the assembly.
09:30 1.50 5.00 GOP MI the 2 3/8" tbg to the rig racks. Tally tbg.
11:00 5.75 10.75 TRIP TlH tapered work string as follows: 2 3/8" notched collar, 1 jnt of 2 3/8" 4.7#

N-80 EUE 8rd tbg, X nipple (1.875"), (69) jnts of 2 3/8" 4.7# N-80 EUE 8rd
tbg, X over ( 2 3/8" EUE X 2 3/8" WTS ), (85) jnts of 2 3/8" 5.95# P-110
WTS/IJ tbg, X over ( 2 3/8" WTS X 2 7/8" EUE ), 1 jnt of 2 7/8" 6.5# N-80
EUE 8rd tbg, X nipple (2.313" ID ), (142) jnts Of 2 7/8" 6.5# N-80 EUE 8rd
tbg. Tag up on the landing collar @9456'. This is 3' deeper than the drilling
rig depth.

16:45 1.25 12.00 TRIP TOOH with all of the 2 7/8 tbg to a kill depth of 4700'. SI tbg, csg and
BOPs. Secure location.

18:00 1.00 13.00 SDFN Secure Well / SDFN / Travel
19:00 11.00 24.00 SDFN SDFN
Casing & Line-s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8
8/10/2007 Conductor
11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8
12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184
2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)
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Sundry Number: 49412 API Well Number: 43019314490000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 3/10/2014
Report #: 4

Well Name: Cane Creek 8-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 2/15/2008 7/14/2008 SI
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Re-entry3 3/7/2014 3/7/2014
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

3/10/2014 06:00 3/11/2014 06:00
Operations at Report Time

TOOH w/ 7" scraper, Move 2 3/8" tbg, TlH 2 3/8" work string, tag at 9456', TOOH to kill depth.
Operations Summary

TOOH w/ 7" scraper, move 2 3/8" tbg, TlH 2 3/8" work string, tag @9456', ToOH to kill depth.
Operations Next Report Period

Weather Wellbore

Sunny and Clear Re-Entry #3
Daily Contacts

Job Contact Position Office

Paul Nicholas (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 GOP Crew travel
07:00 0.50 1.50 SMTG Hold safety meeting and discuss job. SITP- 0# SICP- 0#

07:30 2.00 3.50 TRIP TOOH w/ 7" scraper assembly. LD the assembly.

09:30 1.50 5.00 GOP MI the 2 3/8" tbg to the rig racks. Tally tbg.
11:00 5.75 10.75 TRIP TlH tapered work string as follows: 2 3/8" notched collar, 1 jnt of 2 3/8" 4.7#

N-80 EUE 8rd tbg, X nipple (1.875"), (69) jnts of 2 3/8" 4.7# N-80 EUE 8rd
tbg, X over ( 2 3/8" EUE X 2 3/8" WTS ), (85) jnts of 2 3/8" 5.95# P-110
WTS/IJ tbg, X over ( 2 3/8" WTS X 2 7/8" EUE ), 1 jnt of 2 7/8" 6.5# N-80
EUE 8rd tbg, X nipple (2.313" ID ), (142) jnts Of 2 7/8" 6.5# N-80 EUE 8rd
tbg. Tag up on the landing collar @9456'. This is 3' deeper than the drilling
rig depth.

16:45 1.25 12.00 TRIP TOOH with all of the 2 7/8 tbg to a kill depth of 4700'. SI tbg, csg and
BOPs. Secure location.

18:00 1.00 13.00 SDFN Secure Well / SDFN / Travel

19:00 11.00 24.00 SDFN SDFN

Casing & Line-s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8

8/10/2007 Conductor

11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8

12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184

2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826 No

Rods
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Well Name: Cane Creek 8-1

Report Printed:   4/1/2014

Daily Completion - Paradox Executive Daily No Costs

API/UWI

43-019-31449
Excaliber ID

74*23557
Well Area

Paradox
Basin Regulatory Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Graded Ground Elevation  (ft) KB-Ground Distance (ft) Spud Date

10/22/2007 00:00
Rig Release Date

12/20/2007 17:00
Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu… Vol Slurry (bbl)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (lb/gal) Conc BH (lb/gal)

Perforations
Date

7/15/2013
Type

Perforated
Top (ftKB)

5,804.0
Btm (ftKB)

5,818.0
Wellbore

Re-Entry #3
Zone

Clastic #12, Re-Entry #3
Shot… Ente… String Perforated

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/1/2008
Type

Perforation
Top (ftKB)

7,580.0
Btm (ftKB)

7,655.0
Wellbore

Re-Entry #3
Zone

Cane Creek,  
<idrecwellbore>

Shot… Ente… String Perforated

Perforation Statuses
Date

2/18/2008
Top Depth (ftKB)

7,580.0
Bottom Depth (ftKB)

7,655.0
Status

Open

Report for: 3/10/2014
Report #: 4

Sundry Number: 49412 API Well Number: 43019314490000Sundry Number: 49412 API Well Number: 43019314490000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 3/10/2014
Report #: 4

Well Name: Cane Creek 8-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
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Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

7/15/2013 Perforated 5,804.0 5,818.0 Re-Entry #3 Clastic #12, Re-Entry #3
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/1/2008 Perforation 7,580.0 7,655.0 Re-Entry #3 Cane Creek,
<idrecwellbore>

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2/18/2008 7,580.0 7,655.0 Open
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3rand UT 10/22/2007 00:00 12/20/2007 17:00
Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbl)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

7/15/2013 Perforated 5,804.0 5,818.0 Re-Entry #3 Clastic #12, Re-Entry #3
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/1/2008 Perforation 7,580.0 7,655.0 Re-Entry #3 Cane Creek,
<idrecwellbore>

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2/18/2008 7,580.0 7,655.0 Open
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Well Name: Cane Creek 8-1

Report Printed:   4/1/2014

Daily Completion - Paradox Executive Daily No Costs

API/UWI

43-019-31449
Excaliber ID

74*23557
Well Area

Paradox
Basin Regulatory Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Graded Ground Elevation  (ft) KB-Ground Distance (ft) Spud Date

10/22/2007 00:00
Rig Release Date

12/20/2007 17:00
Operator

Fidelity E&P
Completions Start Date

2/15/2008
Completions Finished Date

7/14/2008
Well Status

SI
Job Category

Completion
Job Typ

Re-entry3
Job SubTyp Planned Start Date

3/7/2014
Start Date

3/7/2014
End Date

Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date

3/11/2014 06:00
Report End Date

3/12/2014 06:00
Operations at Report Time

TIH to landing collar, circ, TOOH w/ 4 1/2'' assembly, TIH w/ 4 1/2'' bit and scraper assembly.
Operations Summary

TIH to landing collar, circ, TOOH w/ 4 1/2'' assembly, TIH w/ 4 1/2'' bot and scraper.
Operations Next Report Period

Weather

High winds
Wellbore

Re-Entry #3
Daily Contacts

Job Contact Position Office

Paul Nicholas (307) 321-0544

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 GOP Crew travel.

07:00 0.50 1.50 SMTG Hold safety meeting and discuss job. SITP- 0#   SICP- 0#

07:30 1.50 3.00 TRIP TIH w/ notched collar assembly. Tag up on the landing collar @ 9456'. PU  
4', prep to circ out the mud.

09:00 2.50 5.50 CTU Circ out the invert mud in the lateral. Pump: Avg Pump Press- 1650#   Avg  
Rate- 0.75 bpm. Pump in reverse to circ the hole. Pump 130 bbls of 10.2  
ppg CACL water w/ inhibitors. Good water to the surface. Transport 65 bbls  
of 10.2 ppg invert mud to the NOV plant. Prep to TOOH.  

11:30 3.00 8.50 TRIP TOOH w/ the notched collar assembly. Std back the tbg in the derrick.

14:30 2.00 10.50 TRIP PU the 4 1/2'' csg scraper assembly and TIH as follows: 3 5/8'' drag bit, 4  
1/2'' csg scraper, BS, 1 jnt of 2 3/8'' 4.7# N-80 EUE 8rd tbg, X nipple  
( 1.1875'' ID ), (68) jnts of 2 3/8'' 4.7# N-80 EUE 8rd tbg, X over ( 2 3/8''  
EUE X 2 3/8'' WTS ), (85) jnts of 2 3/8'' 5.95# P-110 WTS/IJ tbg, X over (  2  
3/8'' WTS X 2 7/8'' WTS ), 1 jnt of 2 7/8'' 6.5# N-80 EUE 8rd tbg. Hang the  
tbg of in the rig slips.

16:30 0.50 11.00 GOP SI the tbg, csg and BOPs.

17:00 1.00 12.00 SDFN Secure Well   /   SDFN   /   Travel

18:00 12.00 24.00 SDFN SDFN

Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in)
ID Nom Min  

(in)
Prop 
Run?

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8

8/10/2007 Conductor

11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8

12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184

2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (lb/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (lb/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (lb/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (lb/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A… pH Filter Size (in) Description

Report for: 3/11/2014
Report #: 5

Sundry Number: 49412 API Well Number: 43019314490000Sundry Number: 49412 API Well Number: 43019314490000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 3/11/2014
Report #: 5

Well Name: Cane Creek 8-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 2/15/2008 7/14/2008 SI
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Re-entry3 3/7/2014 3/7/2014
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

3/11/2014 06:00 3/12/2014 06:00
Operations at Report Time

TlH to landing collar, circ, TOOH w/ 4 1/2" assembly, TlH w/ 4 1/2" bit and scraper assembly.
Operations Summary

TlH to landing collar, circ, TOOH w/ 4 1/2" assembly, TlH w/ 4 1/2" bot and scraper.
Operations Next Report Period

Weather Wellbore

High winds Re-Entry #3
Daily Contacts

Job Contact Position Office

Paul Nicholas (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 GOP Crew travel.
07:00 0.50 1.50 SMTG Hold safety meeting and discuss job. SITP- 0# SICP- 0#
07:30 1.50 3.00 TRIP TlH w/ notched collar assembly. Tag up on the landing collar @9456'. PU

4', prep to circ out the mud.

09:00 2.50 5.50 CTU Circ out the invert mud in the lateral. Pump: Avg Pump Press- 1650# Avg
Rate- 0.75 bpm. Pump in reverse to circ the hole. Pump 130 bbls of 10.2
ppg CACL water w/ inhibitors. Good water to the surface. Transport 65 bbls
of 10.2 ppg invert mud to the NOV plant. Prep to TOOH.

11:30 3.00 8.50 TRIP TOOH w/ the notched collar assembly. Std back the tbg in the derrick.
14:30 2.00 10.50 TRIP PU the 4 1/2" csg scraper assembly and TlH as follows: 3 5/8" drag bit, 4

1/2" csg scraper, BS, 1 jnt of 2 3/8" 4.7# N-80 EUE 8rd tbg, X nipple
( 1.1875" ID ), (68) jnts of 2 3/8" 4.7# N-80 EUE 8rd tbg, X over ( 2 3/8"
EUE X 2 3/8" WTS ), (85) jnts of 2 3/8" 5.95# P-110 WTS/IJ tbg, X over ( 2
3/8" WTS X 2 7/8" WTS ), 1 jnt of 2 7/8" 6.5# N-80 EUE 8rd tbg. Hang the
tbg of in the rig slips.

16:30 0.50 11.00 GOP SI the tbg, csg and BOPs.
17:00 1.00 12.00 SDFN Secure Well / SDFN / Travel
18:00 12.00 24.00 SDFN SDFN
Casing & Line-s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8
8/10/2007 Conductor
11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8
12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184
2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description
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APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 2/15/2008 7/14/2008 SI
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Re-entry3 3/7/2014 3/7/2014
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

3/11/2014 06:00 3/12/2014 06:00
Operations at Report Time

TlH to landing collar, circ, TOOH w/ 4 1/2" assembly, TlH w/ 4 1/2" bit and scraper assembly.
Operations Summary

TlH to landing collar, circ, TOOH w/ 4 1/2" assembly, TlH w/ 4 1/2" bot and scraper.
Operations Next Report Period

Weather Wellbore

High winds Re-Entry #3
Daily Contacts

Job Contact Position Office

Paul Nicholas (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 GOP Crew travel.
07:00 0.50 1.50 SMTG Hold safety meeting and discuss job. SITP- 0# SICP- 0#

07:30 1.50 3.00 TRIP TlH w/ notched collar assembly. Tag up on the landing collar @9456'. PU
4', prep to circ out the mud.

09:00 2.50 5.50 CTU Circ out the invert mud in the lateral. Pump: Avg Pump Press- 1650# Avg
Rate- 0.75 bpm. Pump in reverse to circ the hole. Pump 130 bbls of 10.2
ppg CACL water w/ inhibitors. Good water to the surface. Transport 65 bbls
of 10.2 ppg invert mud to the NOV plant. Prep to TOOH.

11:30 3.00 8.50 TRIP TOOH w/ the notched collar assembly. Std back the tbg in the derrick.

14:30 2.00 10.50 TRIP PU the 4 1/2" csg scraper assembly and TlH as follows: 3 5/8" drag bit, 4
1/2" csg scraper, BS, 1 jnt of 2 3/8" 4.7# N-80 EUE 8rd tbg, X nipple
( 1.1875" ID ), (68) jnts of 2 3/8" 4.7# N-80 EUE 8rd tbg, X over ( 2 3/8"
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4', prep to circ out the mud.
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Rate- 0.75 bpm. Pump in reverse to circ the hole. Pump 130 bbls of 10.2
ppg CACL water w/ inhibitors. Good water to the surface. Transport 65 bbls
of 10.2 ppg invert mud to the NOV plant. Prep to TOOH.

11:30 3.00 8.50 TRIP TOOH w/ the notched collar assembly. Std back the tbg in the derrick.

14:30 2.00 10.50 TRIP PU the 4 1/2" csg scraper assembly and TlH as follows: 3 5/8" drag bit, 4
1/2" csg scraper, BS, 1 jnt of 2 3/8" 4.7# N-80 EUE 8rd tbg, X nipple
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APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 2/15/2008 7/14/2008 SI
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Re-entry3 3/7/2014 3/7/2014
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

3/11/2014 06:00 3/12/2014 06:00
Operations at Report Time

TlH to landing collar, circ, TOOH w/ 4 1/2" assembly, TlH w/ 4 1/2" bit and scraper assembly.
Operations Summary

TlH to landing collar, circ, TOOH w/ 4 1/2" assembly, TlH w/ 4 1/2" bot and scraper.
Operations Next Report Period

Weather Wellbore

High winds Re-Entry #3
Daily Contacts

Job Contact Position Office

Paul Nicholas (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 GOP Crew travel.
07:00 0.50 1.50 SMTG Hold safety meeting and discuss job. SITP- 0# SICP- 0#

07:30 1.50 3.00 TRIP TlH w/ notched collar assembly. Tag up on the landing collar @9456'. PU
4', prep to circ out the mud.

09:00 2.50 5.50 CTU Circ out the invert mud in the lateral. Pump: Avg Pump Press- 1650# Avg
Rate- 0.75 bpm. Pump in reverse to circ the hole. Pump 130 bbls of 10.2
ppg CACL water w/ inhibitors. Good water to the surface. Transport 65 bbls
of 10.2 ppg invert mud to the NOV plant. Prep to TOOH.

11:30 3.00 8.50 TRIP TOOH w/ the notched collar assembly. Std back the tbg in the derrick.

14:30 2.00 10.50 TRIP PU the 4 1/2" csg scraper assembly and TlH as follows: 3 5/8" drag bit, 4
1/2" csg scraper, BS, 1 jnt of 2 3/8" 4.7# N-80 EUE 8rd tbg, X nipple
( 1.1875" ID ), (68) jnts of 2 3/8" 4.7# N-80 EUE 8rd tbg, X over ( 2 3/8"
EUE X 2 3/8" WTS ), (85) jnts of 2 3/8" 5.95# P-110 WTS/IJ tbg, X over ( 2
3/8" WTS X 2 7/8" WTS ), 1 jnt of 2 7/8" 6.5# N-80 EUE 8rd tbg. Hang the
tbg of in the rig slips.

16:30 0.50 11.00 GOP SI the tbg, csg and BOPs.

17:00 1.00 12.00 SDFN Secure Well / SDFN / Travel

18:00 12.00 24.00 SDFN SDFN

Casing & Line-s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8

8/10/2007 Conductor

11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8

12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184

2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description
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Sundry Number: 49412 API Well Number: 43019314490000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 3/11/2014
Report #: 5

Well Name: Cane Creek 8-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 2/15/2008 7/14/2008 SI
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Re-entry3 3/7/2014 3/7/2014
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

3/11/2014 06:00 3/12/2014 06:00
Operations at Report Time

TlH to landing collar, circ, TOOH w/ 4 1/2" assembly, TlH w/ 4 1/2" bit and scraper assembly.
Operations Summary

TlH to landing collar, circ, TOOH w/ 4 1/2" assembly, TlH w/ 4 1/2" bot and scraper.
Operations Next Report Period

Weather Wellbore

High winds Re-Entry #3
Daily Contacts

Job Contact Position Office

Paul Nicholas (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 GOP Crew travel.
07:00 0.50 1.50 SMTG Hold safety meeting and discuss job. SITP- 0# SICP- 0#

07:30 1.50 3.00 TRIP TlH w/ notched collar assembly. Tag up on the landing collar @9456'. PU
4', prep to circ out the mud.

09:00 2.50 5.50 CTU Circ out the invert mud in the lateral. Pump: Avg Pump Press- 1650# Avg
Rate- 0.75 bpm. Pump in reverse to circ the hole. Pump 130 bbls of 10.2
ppg CACL water w/ inhibitors. Good water to the surface. Transport 65 bbls
of 10.2 ppg invert mud to the NOV plant. Prep to TOOH.

11:30 3.00 8.50 TRIP TOOH w/ the notched collar assembly. Std back the tbg in the derrick.

14:30 2.00 10.50 TRIP PU the 4 1/2" csg scraper assembly and TlH as follows: 3 5/8" drag bit, 4
1/2" csg scraper, BS, 1 jnt of 2 3/8" 4.7# N-80 EUE 8rd tbg, X nipple
( 1.1875" ID ), (68) jnts of 2 3/8" 4.7# N-80 EUE 8rd tbg, X over ( 2 3/8"
EUE X 2 3/8" WTS ), (85) jnts of 2 3/8" 5.95# P-110 WTS/IJ tbg, X over ( 2
3/8" WTS X 2 7/8" WTS ), 1 jnt of 2 7/8" 6.5# N-80 EUE 8rd tbg. Hang the
tbg of in the rig slips.

16:30 0.50 11.00 GOP SI the tbg, csg and BOPs.

17:00 1.00 12.00 SDFN Secure Well / SDFN / Travel

18:00 12.00 24.00 SDFN SDFN

Casing & Line-s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8

8/10/2007 Conductor

11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8

12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184

2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description
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Sundry Number: 49412 API Well Number: 43019314490000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 3/11/2014
Report #: 5

Well Name: Cane Creek 8-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 2/15/2008 7/14/2008 SI
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Re-entry3 3/7/2014 3/7/2014
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

3/11/2014 06:00 3/12/2014 06:00
Operations at Report Time

TlH to landing collar, circ, TOOH w/ 4 1/2" assembly, TlH w/ 4 1/2" bit and scraper assembly.
Operations Summary

TlH to landing collar, circ, TOOH w/ 4 1/2" assembly, TlH w/ 4 1/2" bot and scraper.
Operations Next Report Period

Weather Wellbore

High winds Re-Entry #3
Daily Contacts

Job Contact Position Office

Paul Nicholas (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 GOP Crew travel.
07:00 0.50 1.50 SMTG Hold safety meeting and discuss job. SITP- 0# SICP- 0#

07:30 1.50 3.00 TRIP TlH w/ notched collar assembly. Tag up on the landing collar @9456'. PU
4', prep to circ out the mud.

09:00 2.50 5.50 CTU Circ out the invert mud in the lateral. Pump: Avg Pump Press- 1650# Avg
Rate- 0.75 bpm. Pump in reverse to circ the hole. Pump 130 bbls of 10.2
ppg CACL water w/ inhibitors. Good water to the surface. Transport 65 bbls
of 10.2 ppg invert mud to the NOV plant. Prep to TOOH.

11:30 3.00 8.50 TRIP TOOH w/ the notched collar assembly. Std back the tbg in the derrick.

14:30 2.00 10.50 TRIP PU the 4 1/2" csg scraper assembly and TlH as follows: 3 5/8" drag bit, 4
1/2" csg scraper, BS, 1 jnt of 2 3/8" 4.7# N-80 EUE 8rd tbg, X nipple
( 1.1875" ID ), (68) jnts of 2 3/8" 4.7# N-80 EUE 8rd tbg, X over ( 2 3/8"
EUE X 2 3/8" WTS ), (85) jnts of 2 3/8" 5.95# P-110 WTS/IJ tbg, X over ( 2
3/8" WTS X 2 7/8" WTS ), 1 jnt of 2 7/8" 6.5# N-80 EUE 8rd tbg. Hang the
tbg of in the rig slips.

16:30 0.50 11.00 GOP SI the tbg, csg and BOPs.

17:00 1.00 12.00 SDFN Secure Well / SDFN / Travel

18:00 12.00 24.00 SDFN SDFN

Casing & Line-s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8

8/10/2007 Conductor

11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8

12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184

2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description
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Well Name: Cane Creek 8-1

Report Printed:   4/1/2014

Daily Completion - Paradox Executive Daily No Costs

API/UWI

43-019-31449
Excaliber ID

74*23557
Well Area

Paradox
Basin Regulatory Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Graded Ground Elevation  (ft) KB-Ground Distance (ft) Spud Date

10/22/2007 00:00
Rig Release Date

12/20/2007 17:00
Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu… Vol Slurry (bbl)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (lb/gal) Conc BH (lb/gal)

Perforations
Date

7/15/2013
Type

Perforated
Top (ftKB)

5,804.0
Btm (ftKB)

5,818.0
Wellbore

Re-Entry #3
Zone

Clastic #12, Re-Entry #3
Shot… Ente… String Perforated

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/1/2008
Type

Perforation
Top (ftKB)

7,580.0
Btm (ftKB)

7,655.0
Wellbore

Re-Entry #3
Zone

Cane Creek,  
<idrecwellbore>

Shot… Ente… String Perforated

Perforation Statuses
Date

2/18/2008
Top Depth (ftKB)

7,580.0
Bottom Depth (ftKB)

7,655.0
Status

Open

Report for: 3/11/2014
Report #: 5

Sundry Number: 49412 API Well Number: 43019314490000Sundry Number: 49412 API Well Number: 43019314490000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 3/11/2014
Report #: 5

Well Name: Cane Creek 8-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbl)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

7/15/2013 Perforated 5,804.0 5,818.0 Re-Entry #3 Clastic #12, Re-Entry #3
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/1/2008 Perforation 7,580.0 7,655.0 Re-Entry #3 Cane Creek,
<idrecwellbore>

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2/18/2008 7,580.0 7,655.0 Open
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Sundry Number: 49412 API Well Number: 43019314490000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 3/11/2014
Report #: 5

Well Name: Cane Creek 8-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
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3rand UT 10/22/2007 00:00 12/20/2007 17:00
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Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated
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Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/1/2008 Perforation 7,580.0 7,655.0 Re-Entry #3 Cane Creek,
<idrecwellbore>

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2/18/2008 7,580.0 7,655.0 Open
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Report #: 5

Well Name: Cane Creek 8-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
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Well Name: Cane Creek 8-1

Report Printed:   4/1/2014

Daily Completion - Paradox Executive Daily No Costs

API/UWI

43-019-31449
Excaliber ID

74*23557
Well Area

Paradox
Basin Regulatory Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Graded Ground Elevation  (ft) KB-Ground Distance (ft) Spud Date

10/22/2007 00:00
Rig Release Date

12/20/2007 17:00
Operator

Fidelity E&P
Completions Start Date

2/15/2008
Completions Finished Date

7/14/2008
Well Status

SI
Job Category

Completion
Job Typ

Re-entry3
Job SubTyp Planned Start Date

3/7/2014
Start Date

3/7/2014
End Date

Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date

3/12/2014 06:00
Report End Date

3/13/2014 06:00
Operations at Report Time

CCont to TIH 4 1/2'' scraper, short trip, circ hole, TOOH w/ scraper, TIH notched collar.
Operations Summary

Cont to TIH 4 1/2'' scraper, short trip, circ hole, TOOH w/ 4 1/2'' scraper, TIH notcched collar.
Operations Next Report Period

Weather

Sunny and Clear
Wellbore

Re-Entry #3
Daily Contacts

Job Contact Position Office

Paul Nicholas (307) 321-0544

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 GOP Crew travel

07:00 0.50 1.50 SMTG Hold safety meeting and discuss job. SITP- 0#   SICP- 0#

07:30 1.50 3.00 TRIP Cont to TIH w/ 4 1/2'' scraper assembly. Tag up @ 9456'.

09:00 3.00 6.00 TRIP Round trip a short trip with the 4 1/2'' scraper assembly to top of liner and  
back to 9456'. PU 4' and prep to circ the hole.

12:00 1.50 7.50 CTU Circ the hole in reverse with 10.2 ppg CACL water. Pump: Avg Press- 600#    
Avg Rate- 2.25 bpm Pumped a total of 100 bbls of water to clean out the  
hole. 

13:30 3.00 10.50 TRIP TOOH w/ 4 1/2'' scraper assembly. LD the scraper assembly. PU the  
notched collar assembly.

16:30 1.50 12.00 TRIP TIH the notched collar assembly. All of the 2 3/8 EUE and WTS needed.  
Add (1) jnt of 2 7/8'' 6.5# N-80 EUE 8rd tbg. Ld the tbg in the rig slips. EOT  
@ 4700'.

18:00 0.50 12.50 GOP SI the tbg, csg and BOPs. Secure location.

18:30 1.00 13.50 SDFN Secure Well   /   SDFN   /   Travel

19:30 10.50 24.00 SDFN SDFN

Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in)
ID Nom Min  

(in)
Prop 
Run?

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8

8/10/2007 Conductor

11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8

12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184

2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (lb/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (lb/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (lb/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (lb/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A… pH Filter Size (in) Description

Report for: 3/12/2014
Report #: 6

Sundry Number: 49412 API Well Number: 43019314490000Sundry Number: 49412 API Well Number: 43019314490000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 3/12/2014
Report #: 6

Well Name: Cane Creek 8-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 2/15/2008 7/14/2008 SI
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Re-entry3 3/7/2014 3/7/2014
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

3/12/2014 06:00 3/13/2014 06:00
Operations at Report Time

CCont to TlH 4 1/2" scraper, short trip, circ hole, TOOH w/ scraper, TlH notched collar.
Operations Summary

Cont to TlH 4 1/2" scraper, short trip, circ hole, TOOH w/ 4 1/2" scraper, TlH notcched collar.
Operations Next Report Period

Weather Wellbore

Sunny and Clear Re-Entry #3
Daily Contacts

Job Contact Position Office

Paul Nicholas (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 GOP Crew travel
07:00 0.50 1.50 SMTG Hold safety meeting and discuss job. SITP- 0# SICP- 0#
07:30 1.50 3.00 TRIP Cont to TlH w/4 1/2" scraper assembly. Tag up @9456'.
09:00 3.00 6.00 TRIP Round trip a short trip with the 4 1/2" scraper assembly to top of liner and

back to 9456'. PU 4' and prep to circ the hole.

12:00 1.50 7.50 CTU Circ the hole in reverse with 10.2 ppg CACL water. Pump: Avg Press- 600#
Avg Rate- 2.25 bpm Pumped a total of 100 bbls of water to clean out the
hole.

13:30 3.00 10.50 TRIP TOOH w/ 4 1/2" scraper assembly. LD the scraper assembly. PU the
notched collar assembly.

16:30 1.50 12.00 TRIP TlH the notched collar assembly. All of the 2 3/8 EUE and WTS needed.
Add (1) jnt of 2 7/8" 6.5# N-80 EUE 8rd tbg. Ld the tbg in the rig slips. EOT
@4700'.

18:00 0.50 12.50 GOP SI the tbg, csg and BOPs. Secure location.
18:30 1.00 13.50 SDFN Secure Well / SDFN / Travel
19:30 10.50 24.00 SDFN SDFN
Casing & Line-s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8
8/10/2007 Conductor
11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8
12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184
2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description
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Sundry Number: 49412 API Well Number: 43019314490000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 3/12/2014
Report #: 6

Well Name: Cane Creek 8-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 2/15/2008 7/14/2008 SI
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Re-entry3 3/7/2014 3/7/2014
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

3/12/2014 06:00 3/13/2014 06:00
Operations at Report Time

CCont to TlH 4 1/2" scraper, short trip, circ hole, TOOH w/ scraper, TlH notched collar.
Operations Summary

Cont to TlH 4 1/2" scraper, short trip, circ hole, TOOH w/ 4 1/2" scraper, TlH notcched collar.
Operations Next Report Period

Weather Wellbore
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Daily Contacts

Job Contact Position Office

Paul Nicholas (307) 321-0544
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Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
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Well Name: Cane Creek 8-1

Report Printed:   4/1/2014

Daily Completion - Paradox Executive Daily No Costs

API/UWI

43-019-31449
Excaliber ID

74*23557
Well Area

Paradox
Basin Regulatory Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Graded Ground Elevation  (ft) KB-Ground Distance (ft) Spud Date

10/22/2007 00:00
Rig Release Date

12/20/2007 17:00
Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu… Vol Slurry (bbl)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (lb/gal) Conc BH (lb/gal)

Perforations
Date

7/15/2013
Type

Perforated
Top (ftKB)

5,804.0
Btm (ftKB)

5,818.0
Wellbore

Re-Entry #3
Zone

Clastic #12, Re-Entry #3
Shot… Ente… String Perforated

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/1/2008
Type

Perforation
Top (ftKB)

7,580.0
Btm (ftKB)

7,655.0
Wellbore

Re-Entry #3
Zone

Cane Creek,  
<idrecwellbore>

Shot… Ente… String Perforated

Perforation Statuses
Date

2/18/2008
Top Depth (ftKB)

7,580.0
Bottom Depth (ftKB)

7,655.0
Status

Open

Report for: 3/12/2014
Report #: 6

Sundry Number: 49412 API Well Number: 43019314490000Sundry Number: 49412 API Well Number: 43019314490000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 3/12/2014
Report #: 6

Well Name: Cane Creek 8-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbl)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

7/15/2013 Perforated 5,804.0 5,818.0 Re-Entry #3 Clastic #12, Re-Entry #3
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/1/2008 Perforation 7,580.0 7,655.0 Re-Entry #3 Cane Creek,
<idrecwellbore>

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2/18/2008 7,580.0 7,655.0 Open
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Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbl)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

7/15/2013 Perforated 5,804.0 5,818.0 Re-Entry #3 Clastic #12, Re-Entry #3
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/1/2008 Perforation 7,580.0 7,655.0 Re-Entry #3 Cane Creek,
<idrecwellbore>

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2/18/2008 7,580.0 7,655.0 Open
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RECEIVED: Apr. 01, 2014

Page  1/2

Well Name: Cane Creek 8-1

Report Printed:   4/1/2014

Daily Completion - Paradox Executive Daily No Costs

API/UWI

43-019-31449
Excaliber ID

74*23557
Well Area

Paradox
Basin Regulatory Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Graded Ground Elevation  (ft) KB-Ground Distance (ft) Spud Date

10/22/2007 00:00
Rig Release Date

12/20/2007 17:00
Operator

Fidelity E&P
Completions Start Date

2/15/2008
Completions Finished Date

7/14/2008
Well Status

SI
Job Category

Completion
Job Typ

Re-entry3
Job SubTyp Planned Start Date

3/7/2014
Start Date

3/7/2014
End Date

Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date

3/13/2014 06:00
Report End Date

3/14/2014 06:00
Operations at Report Time

TIH notched collaar, circ in diesel, TOOH & LD 2 3/8''  WTS, TIH to kill depth.
Operations Summary

TIH notched collar, circ in diesel, TOOH I LD 2 3/8'' WTS, TIH to kill depth.
Operations Next Report Period

Weather

Sunny and Clear
Wellbore

Re-Entry #3
Daily Contacts

Job Contact Position Office

Paul Nicholas (307) 321-0544

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 GOP Crew travel

07:00 0.50 1.50 SMTG Hold safety meeting and discuss job. SITP- 0#   SICP- 0#

07:30 1.00 2.50 TRIP Cont to TIH w/ notched collar. Tag up @ 9456'.

08:30 0.50 3.00 SMTG MI Onsite Safety crew. Hold safety meeting and discuss the diesel  
displacement.

09:00 2.50 5.50 CTU Circ the hole in reverse with #2 diesel. Pump: Avg Press- 1600#   Avg Rate
- 0.75 bpm  Pump diesel around to the surface.

11:30 3.00 8.50 TRIP Release the fire safety crew. TOOH. LD the 2 3/8'' WTS work string.

14:30 2.00 10.50 TRIP TIH w/ 2 3/8'' 4.7# N-80 EUE 8rd tbg, Xover ( 2 3/8'' EUE X 2 7/8'' EUE ),  
(64) jnts of 2 7/8'' 6.5# N-80 EUE 8rd tbg. Ld the tbg in the rig slips.

16:30 0.50 11.00 GOP SI tbg, csg and BOPs. Secure location.

17:00 1.00 12.00 SDFN Secure Well   /   SDFN   /   Travel

18:00 12.00 24.00 SDFN SDFN

Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in)
ID Nom Min  

(in)
Prop 
Run?

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8

8/10/2007 Conductor

11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8

12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184

2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (lb/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (lb/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (lb/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (lb/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A… pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)
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17:00 1.00 12.00 SDFN Secure Well / SDFN / Travel

18:00 12.00 24.00 SDFN SDFN

Casing & Line-s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8

8/10/2007 Conductor

11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8

12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184

2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)
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Sundry Number: 49412 API Well Number: 43019314490000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 3/13/2014
Report #: 7

Well Name: Cane Creek 8-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 2/15/2008 7/14/2008 SI
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Re-entry3 3/7/2014 3/7/2014
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

3/13/2014 06:00 3/14/2014 06:00
Operations at Report Time

TlH notched collaar, circ in diesel, TOOH & LD 2 3/8" WTS, TlH to kill depth.
Operations Summary

TlH notched collar, circ in diesel, TOOH I LD 2 3/8" WTS, TlH to kill depth.
Operations Next Report Period

Weather Wellbore

Sunny and Clear Re-Entry #3
Daily Contacts

Job Contact Position Office

Paul Nicholas (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 GOP Crew travel
07:00 0.50 1.50 SMTG Hold safety meeting and discuss job. SITP- 0# SICP- 0#

07:30 1.00 2.50 TRIP Cont to TlH w/ notched collar. Tag up @9456'.

08:30 0.50 3.00 SMTG MI Onsite Safety crew. Hold safety meeting and discuss the diesel
displacement.

09:00 2.50 5.50 CTU Circ the hole in reverse with #2 diesel. Pump: Avg Press- 1600# Avg Rate
- 0.75 bpm Pump diesel around to the surface.
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RECEIVED: Apr. 01, 2014

Page  2/2

Well Name: Cane Creek 8-1

Report Printed:   4/1/2014

Daily Completion - Paradox Executive Daily No Costs

API/UWI

43-019-31449
Excaliber ID

74*23557
Well Area

Paradox
Basin Regulatory Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Graded Ground Elevation  (ft) KB-Ground Distance (ft) Spud Date

10/22/2007 00:00
Rig Release Date

12/20/2007 17:00
Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu… Vol Slurry (bbl)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (lb/gal) Conc BH (lb/gal)

Perforations
Date

7/15/2013
Type

Perforated
Top (ftKB)

5,804.0
Btm (ftKB)

5,818.0
Wellbore

Re-Entry #3
Zone

Clastic #12, Re-Entry #3
Shot… Ente… String Perforated

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/1/2008
Type

Perforation
Top (ftKB)

7,580.0
Btm (ftKB)

7,655.0
Wellbore

Re-Entry #3
Zone

Cane Creek,  
<idrecwellbore>

Shot… Ente… String Perforated

Perforation Statuses
Date

2/18/2008
Top Depth (ftKB)

7,580.0
Bottom Depth (ftKB)

7,655.0
Status

Open

Report for: 3/13/2014
Report #: 7

Sundry Number: 49412 API Well Number: 43019314490000Sundry Number: 49412 API Well Number: 43019314490000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 3/13/2014
Report #: 7

Well Name: Cane Creek 8-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbl)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

7/15/2013 Perforated 5,804.0 5,818.0 Re-Entry #3 Clastic #12, Re-Entry #3
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/1/2008 Perforation 7,580.0 7,655.0 Re-Entry #3 Cane Creek,
<idrecwellbore>

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2/18/2008 7,580.0 7,655.0 Open
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Well Name: Cane Creek 8-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
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RECEIVED: Apr. 01, 2014

Page  1/2

Well Name: Cane Creek 8-1

Report Printed:   4/1/2014

Daily Completion - Paradox Executive Daily No Costs

API/UWI

43-019-31449
Excaliber ID

74*23557
Well Area

Paradox
Basin Regulatory Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Graded Ground Elevation  (ft) KB-Ground Distance (ft) Spud Date

10/22/2007 00:00
Rig Release Date

12/20/2007 17:00
Operator

Fidelity E&P
Completions Start Date

2/15/2008
Completions Finished Date

7/14/2008
Well Status

SI
Job Category

Completion
Job Typ

Re-entry3
Job SubTyp Planned Start Date

3/7/2014
Start Date

3/7/2014
End Date

Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date

3/14/2014 06:00
Report End Date

3/15/2014 06:00
Operations at Report Time

TOOH w/ kill string, safety meeting, run guns, set packer, test packer.
Operations Summary

TOOH w/ kill string, safety meeting, run guns, set packer, test packer.
Operations Next Report Period

Weather

Sunny and Clear
Wellbore

Re-Entry #3
Daily Contacts

Job Contact Position Office

Paul Nicholas (307) 321-0544

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 GOP Crew travel.

07:00 0.50 1.50 SMTG Hold safety meeting and discuss job.   SITP- 0#   SICP- 0#

07:30 2.00 3.50 TRIP TOOH w/ kill string. Move the guns to the racks. Total of 124 carriers. Prep  
guns.

09:30 0.50 4.00 SMTG Hold safety meeting and discuss the running of the guns. MIRU the  
flowback equip w/ tanks.

10:00 6.00 10.00 CTTCP TIH w/ Baker's 3 1/8'' gun ( 3 1/8'' EHC, 6  spf, 60 deg phasing, 21 grm,  
Titan EXP- 3321T charges ) assembly as follows: Bull nose, 3 1/8'' guns  
( 1230' ), 3 1/8'' blanks ( 2200' ), 3 1/8'' guns ( 970' ), safety spacer, model  
RD firing head, model D firing head, PDA 3, (72) jnts of 2 3/8'' 4.7# N-80  
EUE 8rd tbg, X over ( 2 3/8'' EUE X 2 7/8'' EUE), 2 7/8'' X 4' N-80 pup, 2  
7/8'' N-80 tbg swivel, 2 7/8'' X 4' N-80 pup, XN nipple ( 2.313'' ID w/ 2.205''  
NG ), 2 7/8'' X 4' N-80 pup, 7'' X 2 7/8'' Hornet Packer (5.91'' OD ), L-10  
connector, 1 jnt of 2 7/8''  6.5# N-80 EUE 8rd tbg, X nipple ( 2.313'' ID ),  
( 143 ) jnts of 2 7/8'' 6.5# N-80 EUE 8rd tbg. Set the packer @4644', top  
shot @ 7000' and bottom shot @ 9280'.

16:00 0.50 10.50 PTST Pressure test the packer @ 2000#. Good test. Release from the packer, LD  
1 jnt of 2 7/8'' tbg. SI the tbg, csg and BOPs. Secure location.

16:30 1.00 11.50 SDFN Secure Well   /   SDFN   /   Travel

17:30 12.50 24.00 SDFN SDFN

Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in)
ID Nom Min  

(in)
Prop 
Run?

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8

8/10/2007 Conductor

11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8

12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184

2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (lb/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (lb/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (lb/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (lb/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Report for: 3/14/2014
Report #: 8

Sundry Number: 49412 API Well Number: 43019314490000Sundry Number: 49412 API Well Number: 43019314490000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 3/14/2014
Report #: 8

Well Name: Cane Creek 8-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 2/15/2008 7/14/2008 SI
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Re-entry3 3/7/2014 3/7/2014
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

3/14/2014 06:00 3/15/2014 06:00
Operations at Report Time

TOOH w/ kill string, safety meeting, run guns, set packer, test packer.
Operations Summary

TOOH w/ kill string, safety meeting, run guns, set packer, test packer.
Operations Next Report Period

Weather Wellbore

Sunny and Clear Re-Entry #3
Daily Contacts

Job Contact Position Office

Paul Nicholas (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 GOP Crew travel.
07:00 0.50 1.50 SMTG Hold safety meeting and discuss job. SITP-0# SICP-0#

07:30 2.00 3.50 TRIP TOOH w/ kill string. Move the guns to the racks. Total of 124 carriers. Prep
guns.

09:30 0.50 4.00 SMTG Hold safety meeting and discuss the running of the guns. MIRU the
flowback equip w/ tanks.

10:00 6.00 10.00 CTTCP TlH w/ Baker's 3 1/8" gun ( 3 1/8" EHC, 6 spf, 60 deg phasing, 21 grm,
Titan EXP- 3321T charges ) assembly as follows: Bull nose, 3 1/8" guns
( 1230' ), 3 1/8" blanks ( 2200' ), 3 1/8" guns ( 970' ), safety spacer, model
RD firing head, model D firing head, PDA 3, (72) jnts of 2 3/8" 4.7# N-80
EUE 8rd tbg, X over ( 2 3/8" EUE X 2 7/8" EUE), 2 7/8" X 4' N-80 pup, 2
7/8" N-80 tbg swivel, 2 7/8" X 4' N-80 pup, XN nipple ( 2.313" ID w/ 2.205"
NG ), 2 7/8" X 4' N-80 pup, 7" X 2 7/8" Hornet Packer (5.91" OD ), L-10
connector, 1 jnt of 2 7/8" 6.5# N-80 EUE 8rd tbg, X nipple ( 2.313" ID ),
( 143 ) jnts of 2 7/8" 6.5# N-80 EUE 8rd tbg. Set the packer @4644',top
shot @7000' and bottom shot @9280'.

16:00 0.50 10.50 PTST Pressure test the packer @2000#. Good test. Release from the packer, LD
1 jnt of 2 7/8" tbg. SI the tbg, csg and BOPs. Secure location.

16:30 1.00 11.50 SDFN Secure Well / SDFN / Travel
17:30 12.50 24.00 SDFN SDFN
Casing & Line-s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8
8/10/2007 Conductor
11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8
12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184
2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor
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RECEIVED: Apr. 01, 2014

Page  2/2

Well Name: Cane Creek 8-1

Report Printed:   4/1/2014

Daily Completion - Paradox Executive Daily No Costs

API/UWI

43-019-31449
Excaliber ID

74*23557
Well Area

Paradox
Basin Regulatory Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Graded Ground Elevation  (ft) KB-Ground Distance (ft) Spud Date

10/22/2007 00:00
Rig Release Date

12/20/2007 17:00
Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A… pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu… Vol Slurry (bbl)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (lb/gal) Conc BH (lb/gal)

Perforations
Date

7/15/2013
Type

Perforated
Top (ftKB)

5,804.0
Btm (ftKB)

5,818.0
Wellbore

Re-Entry #3
Zone

Clastic #12, Re-Entry #3
Shot… Ente… String Perforated

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/1/2008
Type

Perforation
Top (ftKB)

7,580.0
Btm (ftKB)

7,655.0
Wellbore

Re-Entry #3
Zone

Cane Creek,  
<idrecwellbore>

Shot… Ente… String Perforated

Perforation Statuses
Date

2/18/2008
Top Depth (ftKB)

7,580.0
Bottom Depth (ftKB)

7,655.0
Status

Open

Report for: 3/14/2014
Report #: 8

Sundry Number: 49412 API Well Number: 43019314490000Sundry Number: 49412 API Well Number: 43019314490000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 3/14/2014
Report #: 8

Well Name: Cane Creek 8-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbl)
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Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

7/15/2013 Perforated 5,804.0 5,818.0 Re-Entry #3 Clastic #12, Re-Entry #3
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/1/2008 Perforation 7,580.0 7,655.0 Re-Entry #3 Cane Creek,
<idrecwellbore>

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2/18/2008 7,580.0 7,655.0 Open
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RECEIVED: Apr. 01, 2014

Page  1/2

Well Name: Cane Creek 8-1

Report Printed:   4/1/2014

Daily Completion - Paradox Executive Daily No Costs

API/UWI

43-019-31449
Excaliber ID

74*23557
Well Area

Paradox
Basin Regulatory Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Graded Ground Elevation  (ft) KB-Ground Distance (ft) Spud Date

10/22/2007 00:00
Rig Release Date

12/20/2007 17:00
Operator

Fidelity E&P
Completions Start Date

2/15/2008
Completions Finished Date

7/14/2008
Well Status

SI
Job Category

Completion
Job Typ

Re-entry3
Job SubTyp Planned Start Date

3/7/2014
Start Date

3/7/2014
End Date

Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date

3/15/2014 06:00
Report End Date

3/16/2014 06:00
Operations at Report Time

TOOH w/ L-10, TIH w/ new L-10, circ out diesel, Ld tbg, ND BOPs, NU tree, test, pull 2way.
Operations Summary

TOOH w/ L-10, TIH w/new L-10, circ out dieasel, Ld tbg, ND BOPS, Nu tree, test, pull 2way.
Operations Next Report Period

Weather

Sunny and Clear
Wellbore

Re-Entry #3
Daily Contacts

Job Contact Position Office

Paul Nicholas (307) 321-0544

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 GOP Crew travel

07:00 0.50 1.50 SMTG Hold safety meeting and discuss job. SITP- 0#   SICP- 0#

07:30 1.50 3.00 TRIP TOOH w/ tbg and L1-0 connector. LD the L-10.

09:00 1.50 4.50 TRIP TIH w/ new L-10 connector as follows: L-10 connector, 1 jnt of 2 7/8'' 6.5#  
N-80 EUE 8rd tbg, X nipple ( 2.313'' ID ), (141) jnts of 2 7/8''  6.5# N-80  
EUE 8rd tbg, (1) 2 7/8'' X 4' N-80 pup, 1 jnt of 2 7/8'' 6.5# N-80 EUE 8rd  
tbg, set above the packer.

10:30 1.25 5.75 CTU Circ the hole conventionally, circ out the diesel from the packer up. Circ out  
w/ 8.4 ppg water w/ Baker packer fluid inhibitors. Pump: Avg Press- 600#    
Avg Rate- 2.25 bpm. Pumped 165 bbls of water.  

11:45 0.75 6.50 GOP PU the Cameron tbg hanger. Connect up to the packer with the L-10. Land  
the tbg hanger in the head with 15,000lbs of compression on the packer.  

12:30 1.00 7.50 PTST Pressure test the packer inside and out w/ 2000#. Good tests. BD the  
pressure. Apply the 2way check to the hanger.

13:30 2.00 9.50 NIPDW
N

ND the 10,000# BOPs, NU the Cameron 10,000# tree.

15:30 1.50 11.00 PTST Pressure test the 10,000# tree w/ 8000# (high) & 250# (low). Good tests.

17:00 0.50 11.50 GOP Pull the 2way check from the hanger. SI the tbg & csg. Secure location.

17:30 1.00 12.50 SDFN Secure Well   /   SDFN   /   Travel

18:30 11.50 24.00 SDFN SDFN

Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in)
ID Nom Min  

(in)
Prop 
Run?

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8

8/10/2007 Conductor

11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8

12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184

2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (lb/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (lb/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (lb/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (lb/ft) Grade Len (ft) Jts

Report for: 3/15/2014
Report #: 9

Sundry Number: 49412 API Well Number: 43019314490000Sundry Number: 49412 API Well Number: 43019314490000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 3/15/2014
Report #: 9

Well Name: Cane Creek 8-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 2/15/2008 7/14/2008 SI
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Re-entry3 3/7/2014 3/7/2014
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

3/15/2014 06:00 3/16/2014 06:00
Operations at Report Time

TOOH w/ L-10, TlH w/ new L-10, circ out diesel, Ld tbg, ND BOPs, NU tree, test, pull 2way.
Operations Summary

TOOH w/ L-10, TlH w/new L-10, circ out dieasel, Ld tbg, ND BOPS, Nu tree, test, pull 2way.
Operations Next Report Period

Weather Wellbore

Sunny and Clear Re-Entry #3
Daily Contacts

Job Contact Position Office

Paul Nicholas (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 GOP Crew travel
07:00 0.50 1.50 SMTG Hold safety meeting and discuss job. SITP- 0# SICP- 0#
07:30 1.50 3.00 TRIP TOOH w/ tbg and L1-0 connector. LD the L-10.

09:00 1.50 4.50 TRIP TlH w/ new L-10 connector as follows: L-10 connector, 1 jnt of 2 7/8" 6.5#
N-80 EUE 8rd tbg, X nipple (2.313" ID ), (141) jnts of 2 7/8" 6.5# N-80
EUE 8rd tbg, (1) 2 7/8" X 4' N-80 pup, 1 jnt of 2 7/8" 6.5# N-80 EUE 8rd
tbg, set above the packer.

10:30 1.25 5.75 CTU Circ the hole conventionally, circ out the diesel from the packer up. Circ out
w/ 8.4 ppg water w/ Baker packer fluid inhibitors. Pump: Avg Press- 600#
Avg Rate- 2.25 bpm. Pumped 165 bbls of water.

11:45 0.75 6.50 GOP PU the Cameron tbg hanger. Connect up to the packer with the L-10. Land
the tbg hanger in the head with 15,000Ibs of compression on the packer.

12:30 1.00 7.50 PTST Pressure test the packer inside and out w/ 2000#. Good tests. BD the
pressure. Apply the 2way check to the hanger.

13:30 2.00 9.50 NIPDW ND the 10,000# BOPs, NU the Cameron 10,000# tree.
N

15:30 1.50 11.00 PTST Pressure test the 10,000# tree w/ 8000# (high) & 250# (low). Good tests.

17:00 0.50 11.50 GOP Pull the 2way check from the hanger. SI the tbg & csg. Secure location.
17:30 1.00 12.50 SDFN Secure Well / SDFN / Travel
18:30 11.50 24.00 SDFN SDFN
Casing & Line-s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8
8/10/2007 Conductor
11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8
12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184
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Tubing
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Tubing Components
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Sundry Number: 49412 API Well Number: 43019314490000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 3/15/2014
Report #: 9

Well Name: Cane Creek 8-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 2/15/2008 7/14/2008 SI
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Re-entry3 3/7/2014 3/7/2014
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

3/15/2014 06:00 3/16/2014 06:00
Operations at Report Time

TOOH w/ L-10, TlH w/ new L-10, circ out diesel, Ld tbg, ND BOPs, NU tree, test, pull 2way.
Operations Summary

TOOH w/ L-10, TlH w/new L-10, circ out dieasel, Ld tbg, ND BOPS, Nu tree, test, pull 2way.
Operations Next Report Period

Weather Wellbore

Sunny and Clear Re-Entry #3
Daily Contacts

Job Contact Position Office

Paul Nicholas (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 GOP Crew travel
07:00 0.50 1.50 SMTG Hold safety meeting and discuss job. SITP- 0# SICP- 0#

07:30 1.50 3.00 TRIP TOOH w/ tbg and L1-0 connector. LD the L-10.

09:00 1.50 4.50 TRIP TlH w/ new L-10 connector as follows: L-10 connector, 1 jnt of 2 7/8" 6.5#
N-80 EUE 8rd tbg, X nipple (2.313" ID ), (141) jnts of 2 7/8" 6.5# N-80
EUE 8rd tbg, (1) 2 7/8" X 4' N-80 pup, 1 jnt of 2 7/8" 6.5# N-80 EUE 8rd
tbg, set above the packer.

10:30 1.25 5.75 CTU Circ the hole conventionally, circ out the diesel from the packer up. Circ out
w/ 8.4 ppg water w/ Baker packer fluid inhibitors. Pump: Avg Press- 600#
Avg Rate- 2.25 bpm. Pumped 165 bbls of water.

11:45 0.75 6.50 GOP PU the Cameron tbg hanger. Connect up to the packer with the L-10. Land
the tbg hanger in the head with 15,000Ibs of compression on the packer.

12:30 1.00 7.50 PTST Pressure test the packer inside and out w/ 2000#. Good tests. BD the
pressure. Apply the 2way check to the hanger.

13:30 2.00 9.50 NIPDW ND the 10,000# BOPs, NU the Cameron 10,000# tree.
N

15:30 1.50 11.00 PTST Pressure test the 10,000# tree w/ 8000# (high) & 250# (low). Good tests.

17:00 0.50 11.50 GOP Pull the 2way check from the hanger. SI the tbg & csg. Secure location.

17:30 1.00 12.50 SDFN Secure Well / SDFN / Travel

18:30 11.50 24.00 SDFN SDFN

Casing & Line-s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8

8/10/2007 Conductor

11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8

12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184

2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826 No
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Well Name: Cane Creek 8-1

Report Printed:   4/1/2014

Daily Completion - Paradox Executive Daily No Costs

API/UWI

43-019-31449
Excaliber ID

74*23557
Well Area

Paradox
Basin Regulatory Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Graded Ground Elevation  (ft) KB-Ground Distance (ft) Spud Date

10/22/2007 00:00
Rig Release Date

12/20/2007 17:00
Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A… pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu… Vol Slurry (bbl)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (lb/gal) Conc BH (lb/gal)

Perforations
Date

7/15/2013
Type

Perforated
Top (ftKB)

5,804.0
Btm (ftKB)

5,818.0
Wellbore

Re-Entry #3
Zone

Clastic #12, Re-Entry #3
Shot… Ente… String Perforated

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/1/2008
Type

Perforation
Top (ftKB)

7,580.0
Btm (ftKB)

7,655.0
Wellbore

Re-Entry #3
Zone

Cane Creek,  
<idrecwellbore>

Shot… Ente… String Perforated

Perforation Statuses
Date

2/18/2008
Top Depth (ftKB)

7,580.0
Bottom Depth (ftKB)

7,655.0
Status

Open
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Well Name: Cane Creek 8-1

Report Printed:   4/1/2014

Daily Completion - Paradox Executive Daily No Costs

API/UWI

43-019-31449
Excaliber ID

74*23557
Well Area

Paradox
Basin Regulatory Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Graded Ground Elevation  (ft) KB-Ground Distance (ft) Spud Date

10/22/2007 00:00
Rig Release Date

12/20/2007 17:00
Operator

Fidelity E&P
Completions Start Date

2/15/2008
Completions Finished Date

7/14/2008
Well Status

SI
Job Category

Completion
Job Typ

Re-entry3
Job SubTyp Planned Start Date

3/7/2014
Start Date

3/7/2014
End Date

Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date

3/16/2014 06:00
Report End Date

3/17/2014 06:00
Operations at Report Time

NU the flowline, test, fire guns, monitor well.
Operations Summary

NU the flowline, test, fire guns, monitor well.
Operations Next Report Period

Weather

Sunny and Clear
Wellbore

Re-Entry #3
Daily Contacts

Job Contact Position Office

Paul Nicholas (307) 321-0544

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 SDFN SDFN

07:00 1.00 2.00 GOP Crew travel.

08:00 0.50 2.50 SMTG Hold safety meeting and discuss job. SITP- 0#   SICP- 360#

08:30 2.00 4.50 NIPUP NU the flowline from the tree to the flowback manifold.

10:30 1.00 5.50 SMTG Hold safety meeting and discuss firing the guns. Press test the flowback  
system to 4000#. Good test.

11:30 0.25 5.75 PFRT Press up on the guns to 3700#. SICP- 360#   Bleed the tbg back to 500#.  
Wait for the guns to fire. The guns fired in 7 mins.The tbg went from 500#  
to 0# and a vac. There is a strong vac on the tbg. SICP- 360# Monitor well.

11:45 5.25 11.00 WTST SITP- 0#   SICP- 360#   The tbg is on a strong vac. Cont to monitor well.

17:00 7.00 18.00 WTST SITP- 0#   SICP- 360#   The tbg is on a strong vac. Cont to monitor well.

00:00 5.00 23.00 WTST SITP- 0#   SICP- 360#   The tbg is on a strong vac. Cont to monitor well.

05:00 1.00 24.00 WTST This hr will be on the next days reports. Cont to monitor well.

Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in)
ID Nom Min  

(in)
Prop 
Run?

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8

8/10/2007 Conductor

11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8

12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184

2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (lb/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (lb/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (lb/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (lb/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A… pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Report for: 3/16/2014
Report #: 10
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FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 3/16/2014
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Casing & Line-s
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Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?
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17:00 7.00 18.00 WTST SITP- 0# SICP- 360# The tbg is on a strong vac. Cont to monitor well.

00:00 5.00 23.00 WTST SITP- 0# SICP- 360# The tbg is on a strong vac. Cont to monitor well.

05:00 1.00 24.00 WTST This hr will be on the next days reports. Cont to monitor well.

Casing & Line-s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8

8/10/2007 Conductor

11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8

12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184

2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Page 1/2 Report Printed:

Sundry Number: 49412 API Well Number: 43019314490000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 3/16/2014
Report #: 10

Well Name: Cane Creek 8-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 2/15/2008 7/14/2008 SI
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Re-entry3 3/7/2014 3/7/2014
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

3/16/2014 06:00 3/17/2014 06:00
Operations at Report Time

NU the flowline, test, fire guns, monitor well.
Operations Summary

NU the flowline, test, fire guns, monitor well.
Operations Next Report Period

Weather Wellbore

Sunny and Clear Re-Entry #3
Daily Contacts

Job Contact Position Office

Paul Nicholas (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 SDFN SDFN

07:00 1.00 2.00 GOP Crew travel.
08:00 0.50 2.50 SMTG Hold safety meeting and discuss job. SITP-0# SICP- 360#

08:30 2.00 4.50 NIPUP NU the flowline from the tree to the flowback manifold.

10:30 1.00 5.50 SMTG Hold safety meeting and discuss firing the guns. Press test the flowback
system to 4000#. Good test.

11:30 0.25 5.75 PFRT Press up on the guns to 3700#. SICP- 360# Bleed the tbg back to 500#.
Wait for the guns to fire. The guns fired in 7 mins.The tbg went from 500#
to 0# and a vac. There is a strong vac on the tbg. SICP- 360# Monitor well.

11:45 5.25 11.00 WTST SITP- 0# SICP- 360# The tbg is on a strong vac. Cont to monitor well.

17:00 7.00 18.00 WTST SITP- 0# SICP- 360# The tbg is on a strong vac. Cont to monitor well.

00:00 5.00 23.00 WTST SITP- 0# SICP- 360# The tbg is on a strong vac. Cont to monitor well.

05:00 1.00 24.00 WTST This hr will be on the next days reports. Cont to monitor well.

Casing & Line-s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8

8/10/2007 Conductor

11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8

12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184

2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)
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RECEIVED: Apr. 01, 2014

Page  2/2

Well Name: Cane Creek 8-1

Report Printed:   4/1/2014

Daily Completion - Paradox Executive Daily No Costs

API/UWI

43-019-31449
Excaliber ID

74*23557
Well Area

Paradox
Basin Regulatory Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Graded Ground Elevation  (ft) KB-Ground Distance (ft) Spud Date

10/22/2007 00:00
Rig Release Date

12/20/2007 17:00
Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu… Vol Slurry (bbl)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (lb/gal) Conc BH (lb/gal)

Perforations
Date

7/15/2013
Type

Perforated
Top (ftKB)

5,804.0
Btm (ftKB)

5,818.0
Wellbore

Re-Entry #3
Zone

Clastic #12, Re-Entry #3
Shot… Ente… String Perforated

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/1/2008
Type

Perforation
Top (ftKB)

7,580.0
Btm (ftKB)

7,655.0
Wellbore

Re-Entry #3
Zone

Cane Creek,  
<idrecwellbore>

Shot… Ente… String Perforated

Perforation Statuses
Date

2/18/2008
Top Depth (ftKB)

7,580.0
Bottom Depth (ftKB)

7,655.0
Status

Open

Report for: 3/16/2014
Report #: 10

Sundry Number: 49412 API Well Number: 43019314490000Sundry Number: 49412 API Well Number: 43019314490000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 3/16/2014
Report #: 10

Well Name: Cane Creek 8-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbl)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

7/15/2013 Perforated 5,804.0 5,818.0 Re-Entry #3 Clastic #12, Re-Entry #3
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/1/2008 Perforation 7,580.0 7,655.0 Re-Entry #3 Cane Creek,
<idrecwellbore>

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2/18/2008 7,580.0 7,655.0 Open
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Sundry Number: 49412 API Well Number: 43019314490000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 3/16/2014
Report #: 10

Well Name: Cane Creek 8-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
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Stim/Treat Additives
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Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated
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Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/1/2008 Perforation 7,580.0 7,655.0 Re-Entry #3 Cane Creek,
<idrecwellbore>

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2/18/2008 7,580.0 7,655.0 Open
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FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 3/16/2014
Report #: 10
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2/18/2008 7,580.0 7,655.0 Open
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FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 3/16/2014
Report #: 10
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RECEIVED: Apr. 01, 2014

Page  1/2

Well Name: Cane Creek 8-1

Report Printed:   4/1/2014

Daily Completion - Paradox Executive Daily No Costs

API/UWI

43-019-31449
Excaliber ID

74*23557
Well Area

Paradox
Basin Regulatory Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Graded Ground Elevation  (ft) KB-Ground Distance (ft) Spud Date

10/22/2007 00:00
Rig Release Date

12/20/2007 17:00
Operator

Fidelity E&P
Completions Start Date

2/15/2008
Completions Finished Date

7/14/2008
Well Status

SI
Job Category

Completion
Job Typ

Re-entry3
Job SubTyp Planned Start Date

3/7/2014
Start Date

3/7/2014
End Date

Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date

3/17/2014 06:00
Report End Date

3/18/2014 06:00
Operations at Report Time

Swab well, monitor well.
Operations Summary

Swab well, monitor well.
Operations Next Report Period

Weather

High winds
Wellbore

Re-Entry #3
Daily Contacts

Job Contact Position Office

Paul Nicholas (307) 321-0544

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 SDFN SDFN

07:00 1.00 2.00 GOP Crew travel.

08:00 0.50 2.50 SMTG Hold safety meeting and discuss job. SITP- 0# ( vac)   SICP- 360#   Prep to  
swab.

08:30 2.00 4.50 SWAB 1st swab run: IFL- 300'   PF- 1000'  Rec 5 bbls of watrer. Cont to swab  
down the well. Make 6 runs. The FL in the well cont to drop. On the 6th run  
the FL was at 2300', PF- 3000'. On the 7th run the FL came up to 1800', PF
- 2800'. The well came around and flowed for 25 mins. Flowing water and  
gas. Make the 8th run and the FL- no tag, PF 6400' ( XN ). No fluid  
recovered. Recovered a total of 31.5 bbls of water with a trace of diesel at  
this time.  

10:30 1.00 5.50 GOP Wait 1 hr before making another swab run.

11:30 2.00 7.50 SWAB MMake the 9th swab run: FL- no tag   PF- 6400'  recovered no fluid at the  
surface. Wait 2 hrs.

13:30 1.50 9.00 SWAB Make the 10th run: FL- no tag   PF- 6400' No fluid recovery to the surface.  
No entry down hole. Wait 1.50 hrs.

15:00 1.00 10.00 SWAB Make the 11ht run:  fl- NO TAG   PF- 6400'  No fluid recovered at the  
surface. RD the swab. FTP- 0#   SICP- 380#   Release the rig crew and  
cont to monitor the well with the flowback crew.  Daily Swab Report: Runs-  
11   IFL- 300'   EFL- 6400'  Fluid Rec:  31.5 bbls of water with a trace of  
diesel.  

16:00 1.00 11.00 WTST SITP- 0#   SICP- 380#  Cont to monitor well.

17:00 7.00 18.00 WTST SITP- 0#   SICP- 380#  Cont to monitor well.

00:00 5.00 23.00 WTST SITP- 0#   SICP- 380#   Cont to monitor well.

05:00 1.00 24.00 WTST This hr will be on the next days reports. Cont to monitor well.

Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in)
ID Nom Min  

(in)
Prop 
Run?

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8

8/10/2007 Conductor

11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8

12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184

2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (lb/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (lb/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (lb/ft) String Grade String Length (ft) Top Depth (ftKB)

Report for: 3/17/2014
Report #: 11

Sundry Number: 49412 API Well Number: 43019314490000Sundry Number: 49412 API Well Number: 43019314490000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 3/17/2014
Report #: 11

Well Name: Cane Creek 8-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 2/15/2008 7/14/2008 SI
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Re-entry3 3/7/2014 3/7/2014
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

3/17/2014 06:00 3/18/2014 06:00
Operations at Report Time

Swab well, monitor well.
Operations Summary

Swab well, monitor well.
Operations Next Report Period

Weather Wellbore

High winds Re-Entry #3
Daily Contacts

Job Contact Position Office

Paul Nicholas (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 SDFN SDFN
07:00 1.00 2.00 GOP Crew travel.
08:00 0.50 2.50 SMTG Hold safety meeting and discuss job. SITP-0# (vac) SICP- 360# Prep to

swab.

08:30 2.00 4.50 SWAB 1st swab run: IFL- 300' PF- 1000' Rec 5 bbls of watrer. Cont to swab
down the well. Make 6 runs. The FL in the well cont to drop. On the 6th run
the FL was at 2300', PF- 3000'. On the 7th run the FL came up to 1800', PF
- 2800'. The well came around and flowed for 25 mins. Flowing water and
gas. Make the 8th run and the FL- no tag, PF 6400' ( XN ). No fluid
recovered. Recovered a total of 31.5 bbls of water with a trace of diesel at
this time.

10:30 1.00 5.50 GOP Wait 1 hr before making another swab run.
11:30 2.00 7.50 SWAB MMake the 9th swab run: FL- no tag PF- 6400' recovered no fluid at the

surface. Wait 2 hrs.

13:30 1.50 9.00 SWAB Make the 10th run: FL- no tag PF- 6400' No fluid recovery to the surface.
No entry down hole. Wait 1.50 hrs.

15:00 1.00 10.00 SWAB Make the 11ht run: fl- NO TAG PF- 6400' No fluid recovered at the
surface. RD the swab. FTP- 0# SICP- 380# Release the rig crew and
cont to monitor the well with the flowback crew. Daily Swab Report: Runs-
11 IFL- 300' EFL- 6400' Fluid Rec: 31.5 bbls of water with a trace of
diesel.

16:00 1.00 11.00 WTST SITP- 0# SICP- 380# Cont to monitor well.
17:00 7.00 18.00 WTST SITP- 0# SICP- 380# Cont to monitor well.
00:00 5.00 23.00 WTST SITP- 0# SICP- 380# Cont to monitor well.
05:00 1.00 24.00 WTST This hr will be on the next days reports. Cont to monitor well.
Casing & Line-s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8
8/10/2007 Conductor
11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8
12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184
2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)
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Sundry Number: 49412 API Well Number: 43019314490000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 3/17/2014
Report #: 11

Well Name: Cane Creek 8-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 2/15/2008 7/14/2008 SI
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Re-entry3 3/7/2014 3/7/2014
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

3/17/2014 06:00 3/18/2014 06:00
Operations at Report Time

Swab well, monitor well.
Operations Summary

Swab well, monitor well.
Operations Next Report Period

Weather Wellbore

High winds Re-Entry #3
Daily Contacts

Job Contact Position Office

Paul Nicholas (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 SDFN SDFN

07:00 1.00 2.00 GOP Crew travel.
08:00 0.50 2.50 SMTG Hold safety meeting and discuss job. SITP-0# (vac) SICP- 360# Prep to

swab.

08:30 2.00 4.50 SWAB 1st swab run: IFL- 300' PF- 1000' Rec 5 bbls of watrer. Cont to swab
down the well. Make 6 runs. The FL in the well cont to drop. On the 6th run
the FL was at 2300', PF- 3000'. On the 7th run the FL came up to 1800', PF
- 2800'. The well came around and flowed for 25 mins. Flowing water and
gas. Make the 8th run and the FL- no tag, PF 6400' ( XN ). No fluid
recovered. Recovered a total of 31.5 bbls of water with a trace of diesel at
this time.

10:30 1.00 5.50 GOP Wait 1 hr before making another swab run.

11:30 2.00 7.50 SWAB MMake the 9th swab run: FL- no tag PF- 6400' recovered no fluid at the
surface. Wait 2 hrs.

13:30 1.50 9.00 SWAB Make the 10th run: FL- no tag PF- 6400' No fluid recovery to the surface.
No entry down hole. Wait 1.50 hrs.

15:00 1.00 10.00 SWAB Make the 11ht run: fl- NO TAG PF- 6400' No fluid recovered at the
surface. RD the swab. FTP- 0# SICP- 380# Release the rig crew and
cont to monitor the well with the flowback crew. Daily Swab Report: Runs-
11 IFL- 300' EFL- 6400' Fluid Rec: 31.5 bbls of water with a trace of
diesel.

16:00 1.00 11.00 WTST SITP- 0# SICP- 380# Cont to monitor well.

17:00 7.00 18.00 WTST SITP- 0# SICP- 380# Cont to monitor well.

00:00 5.00 23.00 WTST SITP- 0# SICP- 380# Cont to monitor well.

05:00 1.00 24.00 WTST This hr will be on the next days reports. Cont to monitor well.

Casing & Line-s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8

8/10/2007 Conductor

11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8

12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184

2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)
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recovered. Recovered a total of 31.5 bbls of water with a trace of diesel at
this time.
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cont to monitor the well with the flowback crew. Daily Swab Report: Runs-
11 IFL- 300' EFL- 6400' Fluid Rec: 31.5 bbls of water with a trace of
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05:00 1.00 24.00 WTST This hr will be on the next days reports. Cont to monitor well.
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the FL was at 2300', PF- 3000'. On the 7th run the FL came up to 1800', PF
- 2800'. The well came around and flowed for 25 mins. Flowing water and
gas. Make the 8th run and the FL- no tag, PF 6400' ( XN ). No fluid
recovered. Recovered a total of 31.5 bbls of water with a trace of diesel at
this time.

10:30 1.00 5.50 GOP Wait 1 hr before making another swab run.

11:30 2.00 7.50 SWAB MMake the 9th swab run: FL- no tag PF- 6400' recovered no fluid at the
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13:30 1.50 9.00 SWAB Make the 10th run: FL- no tag PF- 6400' No fluid recovery to the surface.
No entry down hole. Wait 1.50 hrs.

15:00 1.00 10.00 SWAB Make the 11ht run: fl- NO TAG PF- 6400' No fluid recovered at the
surface. RD the swab. FTP- 0# SICP- 380# Release the rig crew and
cont to monitor the well with the flowback crew. Daily Swab Report: Runs-
11 IFL- 300' EFL- 6400' Fluid Rec: 31.5 bbls of water with a trace of
diesel.

16:00 1.00 11.00 WTST SITP- 0# SICP- 380# Cont to monitor well.

17:00 7.00 18.00 WTST SITP- 0# SICP- 380# Cont to monitor well.

00:00 5.00 23.00 WTST SITP- 0# SICP- 380# Cont to monitor well.

05:00 1.00 24.00 WTST This hr will be on the next days reports. Cont to monitor well.
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Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Page 1/2 Report Printed:

Sundry Number: 49412 API Well Number: 43019314490000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 3/17/2014
Report #: 11

Well Name: Cane Creek 8-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 2/15/2008 7/14/2008 SI
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Re-entry3 3/7/2014 3/7/2014
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

3/17/2014 06:00 3/18/2014 06:00
Operations at Report Time

Swab well, monitor well.
Operations Summary

Swab well, monitor well.
Operations Next Report Period

Weather Wellbore

High winds Re-Entry #3
Daily Contacts

Job Contact Position Office

Paul Nicholas (307) 321-0544
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swab.

08:30 2.00 4.50 SWAB 1st swab run: IFL- 300' PF- 1000' Rec 5 bbls of watrer. Cont to swab
down the well. Make 6 runs. The FL in the well cont to drop. On the 6th run
the FL was at 2300', PF- 3000'. On the 7th run the FL came up to 1800', PF
- 2800'. The well came around and flowed for 25 mins. Flowing water and
gas. Make the 8th run and the FL- no tag, PF 6400' ( XN ). No fluid
recovered. Recovered a total of 31.5 bbls of water with a trace of diesel at
this time.

10:30 1.00 5.50 GOP Wait 1 hr before making another swab run.

11:30 2.00 7.50 SWAB MMake the 9th swab run: FL- no tag PF- 6400' recovered no fluid at the
surface. Wait 2 hrs.

13:30 1.50 9.00 SWAB Make the 10th run: FL- no tag PF- 6400' No fluid recovery to the surface.
No entry down hole. Wait 1.50 hrs.

15:00 1.00 10.00 SWAB Make the 11ht run: fl- NO TAG PF- 6400' No fluid recovered at the
surface. RD the swab. FTP- 0# SICP- 380# Release the rig crew and
cont to monitor the well with the flowback crew. Daily Swab Report: Runs-
11 IFL- 300' EFL- 6400' Fluid Rec: 31.5 bbls of water with a trace of
diesel.

16:00 1.00 11.00 WTST SITP- 0# SICP- 380# Cont to monitor well.

17:00 7.00 18.00 WTST SITP- 0# SICP- 380# Cont to monitor well.

00:00 5.00 23.00 WTST SITP- 0# SICP- 380# Cont to monitor well.

05:00 1.00 24.00 WTST This hr will be on the next days reports. Cont to monitor well.
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43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 2/15/2008 7/14/2008 SI
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Re-entry3 3/7/2014 3/7/2014
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

3/17/2014 06:00 3/18/2014 06:00
Operations at Report Time

Swab well, monitor well.
Operations Summary

Swab well, monitor well.
Operations Next Report Period

Weather Wellbore

High winds Re-Entry #3
Daily Contacts

Job Contact Position Office

Paul Nicholas (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
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- 2800'. The well came around and flowed for 25 mins. Flowing water and
gas. Make the 8th run and the FL- no tag, PF 6400' ( XN ). No fluid
recovered. Recovered a total of 31.5 bbls of water with a trace of diesel at
this time.

10:30 1.00 5.50 GOP Wait 1 hr before making another swab run.

11:30 2.00 7.50 SWAB MMake the 9th swab run: FL- no tag PF- 6400' recovered no fluid at the
surface. Wait 2 hrs.

13:30 1.50 9.00 SWAB Make the 10th run: FL- no tag PF- 6400' No fluid recovery to the surface.
No entry down hole. Wait 1.50 hrs.

15:00 1.00 10.00 SWAB Make the 11ht run: fl- NO TAG PF- 6400' No fluid recovered at the
surface. RD the swab. FTP- 0# SICP- 380# Release the rig crew and
cont to monitor the well with the flowback crew. Daily Swab Report: Runs-
11 IFL- 300' EFL- 6400' Fluid Rec: 31.5 bbls of water with a trace of
diesel.

16:00 1.00 11.00 WTST SITP- 0# SICP- 380# Cont to monitor well.

17:00 7.00 18.00 WTST SITP- 0# SICP- 380# Cont to monitor well.

00:00 5.00 23.00 WTST SITP- 0# SICP- 380# Cont to monitor well.

05:00 1.00 24.00 WTST This hr will be on the next days reports. Cont to monitor well.
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11/8/2007 Surface 13 3/8 54.50 H40 13 3/8
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11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8
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RECEIVED: Apr. 01, 2014

Page  2/2

Well Name: Cane Creek 8-1

Report Printed:   4/1/2014

Daily Completion - Paradox Executive Daily No Costs

API/UWI

43-019-31449
Excaliber ID

74*23557
Well Area

Paradox
Basin Regulatory Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Graded Ground Elevation  (ft) KB-Ground Distance (ft) Spud Date

10/22/2007 00:00
Rig Release Date

12/20/2007 17:00
Tubing Components

Item Des OD (in) Wt (lb/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A… pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu… Vol Slurry (bbl)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (lb/gal) Conc BH (lb/gal)

Perforations
Date

7/15/2013
Type

Perforated
Top (ftKB)

5,804.0
Btm (ftKB)

5,818.0
Wellbore

Re-Entry #3
Zone

Clastic #12, Re-Entry #3
Shot… Ente… String Perforated

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/1/2008
Type

Perforation
Top (ftKB)

7,580.0
Btm (ftKB)

7,655.0
Wellbore

Re-Entry #3
Zone

Cane Creek,  
<idrecwellbore>

Shot… Ente… String Perforated

Perforation Statuses
Date

2/18/2008
Top Depth (ftKB)

7,580.0
Bottom Depth (ftKB)

7,655.0
Status

Open

Report for: 3/17/2014
Report #: 11

Sundry Number: 49412 API Well Number: 43019314490000Sundry Number: 49412 API Well Number: 43019314490000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 3/17/2014
Report #: 11

Well Name: Cane Creek 8-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Tubing Components

Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbl)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

7/15/2013 Perforated 5,804.0 5,818.0 Re-Entry #3 Clastic #12, Re-Entry #3
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/1/2008 Perforation 7,580.0 7,655.0 Re-Entry #3 Cane Creek,
<idrecwellbore>

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2/18/2008 7,580.0 7,655.0 Open
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Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated
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Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated
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<idrecwellbore>

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2/18/2008 7,580.0 7,655.0 Open
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RECEIVED: Apr. 01, 2014

Page  1/2

Well Name: Cane Creek 8-1

Report Printed:   4/1/2014

Daily Completion - Paradox Executive Daily No Costs

API/UWI

43-019-31449
Excaliber ID

74*23557
Well Area

Paradox
Basin Regulatory Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Graded Ground Elevation  (ft) KB-Ground Distance (ft) Spud Date

10/22/2007 00:00
Rig Release Date

12/20/2007 17:00
Operator

Fidelity E&P
Completions Start Date

2/15/2008
Completions Finished Date

7/14/2008
Well Status

SI
Job Category

Completion
Job Typ

Re-entry3
Job SubTyp Planned Start Date

3/7/2014
Start Date

3/7/2014
End Date

Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date

3/18/2014 06:00
Report End Date

3/19/2014 06:00
Operations at Report Time

Swab well, monitor well.
Operations Summary

Swab well, monitor well.
Operations Next Report Period

Weather

Sunny and Clear
Wellbore

Re-Entry #3
Daily Contacts

Job Contact Position Office

Paul Nicholas (307) 321-0544

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 SDFN SDFN

07:00 1.00 2.00 GOP Crew travel

08:00 0.50 2.50 SMTG Hold safety meeting and discuss job. SITP- 0#   SICP- 360# Prep to swab  
wel.

08:30 1.50 4.00 SWAB 1st swab run: IFL- no tag   PF- 4600'   Rec o bbls of fluid. There are no  
fluids in the hole.  

10:00 2.00 6.00 GOP Go to the Cane Creek 12-1H to check the status of the well. Open the well  
up to the production tanks. Flow the well on a 2' and bring the well around.  
The well is unloading and the flowing pressures are climbing. Turn the well  
into the production equip. The well is flowing at 230# on the tbg. No need to  
RU on the well. RD the rig on the Cane Creek 8-1H.  

12:00 5.00 11.00 WTST SITP- 0#   SICP- 360#   Cont to monitor well.

17:00 7.00 18.00 WTST SITP- 0#   SICP- 0#   Cont to monitor well.

00:00 5.00 23.00 WTST SITP- 0#   SICP- 360#   Cont to monitor well.

05:00 1.00 24.00 WTST This hr will be on the next days reports. Cont to monitor well.

Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in)
ID Nom Min  

(in)
Prop 
Run?

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8

8/10/2007 Conductor

11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8

12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184

2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (lb/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (lb/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (lb/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (lb/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A… pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Report for: 3/18/2014
Report #: 12

Sundry Number: 49412 API Well Number: 43019314490000Sundry Number: 49412 API Well Number: 43019314490000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 3/18/2014
Report #: 12

Well Name: Cane Creek 8-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 2/15/2008 7/14/2008 SI
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Re-entry3 3/7/2014 3/7/2014
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

3/18/2014 06:00 3/19/2014 06:00
Operations at Report Time

Swab well, monitor well.
Operations Summary

Swab well, monitor well.
Operations Next Report Period

Weather Wellbore

Sunny and Clear Re-Entry #3
Daily Contacts

Job Contact Position Office

Paul Nicholas (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 SDFN SDFN
07:00 1.00 2.00 GOP Crew travel
08:00 0.50 2.50 SMTG Hold safety meeting and discuss job. SITP- 0# SICP- 360# Prep to swab

wel.

08:30 1.50 4.00 SWAB 1st swab run: IFL- no tag PF- 4600' Rec o bbls of fluid. There are no
fluids in the hole.

10:00 2.00 6.00 GOP Go to the Cane Creek 12-1H to check the status of the well. Open the well
up to the production tanks. Flow the well on a 2' and bring the well around.
The well is unloading and the flowing pressures are climbing. Turn the well
into the production equip. The well is flowing at 230# on the tbg. No need to
RU on the well. RD the rig on the Cane Creek 8-1H.

12:00 5.00 11.00 WTST SITP- 0# SICP- 360# Cont to monitor well.
17:00 7.00 18.00 WTST SITP- 0# SICP- 0# Cont to monitor well.
00:00 5.00 23.00 WTST SITP- 0# SICP- 360# Cont to monitor well.
05:00 1.00 24.00 WTST This hr will be on the next days reports. Cont to monitor well.
Casing & Line-s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8
8/10/2007 Conductor
11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8
12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184
2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)
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Weather Wellbore
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FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 3/18/2014
Report #: 12

Well Name: Cane Creek 8-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 2/15/2008 7/14/2008 SI
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Re-entry3 3/7/2014 3/7/2014
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

3/18/2014 06:00 3/19/2014 06:00
Operations at Report Time

Swab well, monitor well.
Operations Summary

Swab well, monitor well.
Operations Next Report Period

Weather Wellbore

Sunny and Clear Re-Entry #3
Daily Contacts

Job Contact Position Office

Paul Nicholas (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 SDFN SDFN

07:00 1.00 2.00 GOP Crew travel
08:00 0.50 2.50 SMTG Hold safety meeting and discuss job. SITP- 0# SICP- 360# Prep to swab

wel.

08:30 1.50 4.00 SWAB 1st swab run: IFL- no tag PF- 4600' Rec o bbls of fluid. There are no
fluids in the hole.

10:00 2.00 6.00 GOP Go to the Cane Creek 12-1H to check the status of the well. Open the well
up to the production tanks. Flow the well on a 2' and bring the well around.
The well is unloading and the flowing pressures are climbing. Turn the well
into the production equip. The well is flowing at 230# on the tbg. No need to
RU on the well. RD the rig on the Cane Creek 8-1H.

12:00 5.00 11.00 WTST SITP- 0# SICP- 360# Cont to monitor well.

17:00 7.00 18.00 WTST SITP- 0# SICP- 0# Cont to monitor well.

00:00 5.00 23.00 WTST SITP- 0# SICP- 360# Cont to monitor well.

05:00 1.00 24.00 WTST This hr will be on the next days reports. Cont to monitor well.

Casing & Line-s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8

8/10/2007 Conductor

11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8

12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184

2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Page 1/2 Report Printed:

Sundry Number: 49412 API Well Number: 43019314490000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 3/18/2014
Report #: 12

Well Name: Cane Creek 8-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 2/15/2008 7/14/2008 SI
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Re-entry3 3/7/2014 3/7/2014
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

3/18/2014 06:00 3/19/2014 06:00
Operations at Report Time

Swab well, monitor well.
Operations Summary

Swab well, monitor well.
Operations Next Report Period

Weather Wellbore

Sunny and Clear Re-Entry #3
Daily Contacts

Job Contact Position Office

Paul Nicholas (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 SDFN SDFN

07:00 1.00 2.00 GOP Crew travel
08:00 0.50 2.50 SMTG Hold safety meeting and discuss job. SITP- 0# SICP- 360# Prep to swab

wel.

08:30 1.50 4.00 SWAB 1st swab run: IFL- no tag PF- 4600' Rec o bbls of fluid. There are no
fluids in the hole.

10:00 2.00 6.00 GOP Go to the Cane Creek 12-1H to check the status of the well. Open the well
up to the production tanks. Flow the well on a 2' and bring the well around.
The well is unloading and the flowing pressures are climbing. Turn the well
into the production equip. The well is flowing at 230# on the tbg. No need to
RU on the well. RD the rig on the Cane Creek 8-1H.

12:00 5.00 11.00 WTST SITP- 0# SICP- 360# Cont to monitor well.

17:00 7.00 18.00 WTST SITP- 0# SICP- 0# Cont to monitor well.

00:00 5.00 23.00 WTST SITP- 0# SICP- 360# Cont to monitor well.

05:00 1.00 24.00 WTST This hr will be on the next days reports. Cont to monitor well.

Casing & Line-s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8

8/10/2007 Conductor

11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8

12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184

2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)
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Sundry Number: 49412 API Well Number: 43019314490000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 3/18/2014
Report #: 12

Well Name: Cane Creek 8-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 2/15/2008 7/14/2008 SI
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Re-entry3 3/7/2014 3/7/2014
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

3/18/2014 06:00 3/19/2014 06:00
Operations at Report Time

Swab well, monitor well.
Operations Summary

Swab well, monitor well.
Operations Next Report Period

Weather Wellbore

Sunny and Clear Re-Entry #3
Daily Contacts

Job Contact Position Office

Paul Nicholas (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 SDFN SDFN

07:00 1.00 2.00 GOP Crew travel
08:00 0.50 2.50 SMTG Hold safety meeting and discuss job. SITP- 0# SICP- 360# Prep to swab

wel.

08:30 1.50 4.00 SWAB 1st swab run: IFL- no tag PF- 4600' Rec o bbls of fluid. There are no
fluids in the hole.

10:00 2.00 6.00 GOP Go to the Cane Creek 12-1H to check the status of the well. Open the well
up to the production tanks. Flow the well on a 2' and bring the well around.
The well is unloading and the flowing pressures are climbing. Turn the well
into the production equip. The well is flowing at 230# on the tbg. No need to
RU on the well. RD the rig on the Cane Creek 8-1H.

12:00 5.00 11.00 WTST SITP- 0# SICP- 360# Cont to monitor well.

17:00 7.00 18.00 WTST SITP- 0# SICP- 0# Cont to monitor well.

00:00 5.00 23.00 WTST SITP- 0# SICP- 360# Cont to monitor well.

05:00 1.00 24.00 WTST This hr will be on the next days reports. Cont to monitor well.

Casing & Line-s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8

8/10/2007 Conductor

11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8

12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184

2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)
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RECEIVED: Apr. 01, 2014

Page  2/2

Well Name: Cane Creek 8-1

Report Printed:   4/1/2014

Daily Completion - Paradox Executive Daily No Costs

API/UWI

43-019-31449
Excaliber ID

74*23557
Well Area

Paradox
Basin Regulatory Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Graded Ground Elevation  (ft) KB-Ground Distance (ft) Spud Date

10/22/2007 00:00
Rig Release Date

12/20/2007 17:00
Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu… Vol Slurry (bbl)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (lb/gal) Conc BH (lb/gal)

Perforations
Date

7/15/2013
Type

Perforated
Top (ftKB)

5,804.0
Btm (ftKB)

5,818.0
Wellbore

Re-Entry #3
Zone

Clastic #12, Re-Entry #3
Shot… Ente… String Perforated

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/1/2008
Type

Perforation
Top (ftKB)

7,580.0
Btm (ftKB)

7,655.0
Wellbore

Re-Entry #3
Zone

Cane Creek,  
<idrecwellbore>

Shot… Ente… String Perforated

Perforation Statuses
Date

2/18/2008
Top Depth (ftKB)

7,580.0
Bottom Depth (ftKB)

7,655.0
Status

Open

Report for: 3/18/2014
Report #: 12

Sundry Number: 49412 API Well Number: 43019314490000Sundry Number: 49412 API Well Number: 43019314490000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 3/18/2014
Report #: 12

Well Name: Cane Creek 8-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbl)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

7/15/2013 Perforated 5,804.0 5,818.0 Re-Entry #3 Clastic #12, Re-Entry #3
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/1/2008 Perforation 7,580.0 7,655.0 Re-Entry #3 Cane Creek,
<idrecwellbore>

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2/18/2008 7,580.0 7,655.0 Open
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Sundry Number: 49412 API Well Number: 43019314490000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 3/18/2014
Report #: 12

Well Name: Cane Creek 8-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
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Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2/18/2008 7,580.0 7,655.0 Open
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RECEIVED: Apr. 01, 2014

Page  1/2

Well Name: Cane Creek 8-1

Report Printed:   4/1/2014

Daily Completion - Paradox Executive Daily No Costs

API/UWI

43-019-31449
Excaliber ID

74*23557
Well Area

Paradox
Basin Regulatory Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Graded Ground Elevation  (ft) KB-Ground Distance (ft) Spud Date

10/22/2007 00:00
Rig Release Date

12/20/2007 17:00
Operator

Fidelity E&P
Completions Start Date

2/15/2008
Completions Finished Date

7/14/2008
Well Status

SI
Job Category

Completion
Job Typ

Re-entry3
Job SubTyp Planned Start Date

3/7/2014
Start Date

3/7/2014
End Date

Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date

3/19/2014 06:00
Report End Date

3/20/2014 06:00
Operations at Report Time

Monitor Well
Operations Summary

Monitor well.
Operations Next Report Period

Weather

Sunny and Clear
Wellbore

Re-Entry #3
Daily Contacts

Job Contact Position Office

Paul Nicholas (307) 321-0544

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 0.00 0.00 WTST SITP- 0#   SICP- 360#  Monitor pressures

06:00 6.00 6.00 WTST SITP- 0#   SICP- 360#  Cont to monitor pressures.

12:00 5.00 11.00 WTST SITP- 0#   SICP- 360#   Cont to monitor pressures.

17:00 7.00 18.00 WTST SITP- 0#   SICP- 360#  Cont to monitor pressures.

00:00 5.00 23.00 WTST SITP- 0#   SICP- 360#   Cont to monitor pressures.

05:00 1.00 24.00 WTST This hr will be on the next days reports. Cont to monitor pressures.

Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in)
ID Nom Min  

(in)
Prop 
Run?

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8

8/10/2007 Conductor

11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8

12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184

2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (lb/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (lb/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (lb/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (lb/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A… pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu… Vol Slurry (bbl)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (lb/gal) Conc BH (lb/gal)

Report for: 3/19/2014
Report #: 13

Sundry Number: 49412 API Well Number: 43019314490000Sundry Number: 49412 API Well Number: 43019314490000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 3/19/2014
Report #: 13

Well Name: Cane Creek 8-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 2/15/2008 7/14/2008 SI
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Re-entry3 3/7/2014 3/7/2014
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

3/19/2014 06:00 3/20/2014 06:00
Operations at Report Time

Monitor Well
Operations Summary

Monitor well.
Operations Next Report Period

Weather Wellbore

Sunny and Clear Re-Entry #3
Daily Contacts

Job Contact Position Office

Paul Nicholas (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 0.00 0.00 WTST SITP- 0# SICP- 360# Monitor pressures
06:00 6.00 6.00 WTST SITP- 0# SICP- 360# Cont to monitor pressures.
12:00 5.00 11.00 WTST SITP- 0# SICP- 360# Cont to monitor pressures.
17:00 7.00 18.00 WTST SITP- 0# SICP- 360# Cont to monitor pressures.
00:00 5.00 23.00 WTST SITP- 0# SICP- 360# Cont to monitor pressures.
05:00 1.00 24.00 WTST This hr will be on the next days reports. Cont to monitor pressures.
Casing & Liners

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8
8/10/2007 Conductor
11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8
12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184
2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbl)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)
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FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 3/19/2014
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APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 2/15/2008 7/14/2008 SI
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Re-entry3 3/7/2014 3/7/2014
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
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RECEIVED: Apr. 01, 2014

Page  2/2

Well Name: Cane Creek 8-1

Report Printed:   4/1/2014

Daily Completion - Paradox Executive Daily No Costs

API/UWI

43-019-31449
Excaliber ID

74*23557
Well Area

Paradox
Basin Regulatory Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Graded Ground Elevation  (ft) KB-Ground Distance (ft) Spud Date

10/22/2007 00:00
Rig Release Date

12/20/2007 17:00
Perforations
Date

7/15/2013
Type

Perforated
Top (ftKB)

5,804.0
Btm (ftKB)

5,818.0
Wellbore

Re-Entry #3
Zone

Clastic #12, Re-Entry #3
Shot… Ente… String Perforated

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/1/2008
Type

Perforation
Top (ftKB)

7,580.0
Btm (ftKB)

7,655.0
Wellbore

Re-Entry #3
Zone

Cane Creek,  
<idrecwellbore>

Shot… Ente… String Perforated

Perforation Statuses
Date

2/18/2008
Top Depth (ftKB)

7,580.0
Bottom Depth (ftKB)

7,655.0
Status

Open

Report for: 3/19/2014
Report #: 13
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Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/1/2008 Perforation 7,580.0 7,655.0 Re-Entry #3 Cane Creek,
<idrecwellbore>

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2/18/2008 7,580.0 7,655.0 Open
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Well Name: Cane Creek 8-1

Report Printed:   4/1/2014

Daily Completion - Paradox Executive Daily No Costs

API/UWI

43-019-31449
Excaliber ID

74*23557
Well Area

Paradox
Basin Regulatory Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Graded Ground Elevation  (ft) KB-Ground Distance (ft) Spud Date

10/22/2007 00:00
Rig Release Date

12/20/2007 17:00
Operator

Fidelity E&P
Completions Start Date

2/15/2008
Completions Finished Date

7/14/2008
Well Status

SI
Job Category

Completion
Job Typ

Re-entry3
Job SubTyp Planned Start Date

3/7/2014
Start Date

3/7/2014
End Date

Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date

3/20/2014 06:00
Report End Date

3/21/2014 06:00
Operations at Report Time

Monitor Well
Operations Summary

Monitor well
Operations Next Report Period

Weather

Sunny and Clear
Wellbore

Re-Entry #3
Daily Contacts

Job Contact Position Office

Paul Nicholas (307) 321-0544

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 WTST Monitor well   SITP- 0#   SICP- 360#

12:00 12.00 18.00 WTST Monitor well   SITP- 0#   SICP- 360#   Monitor well

00:00 6.00 24.00 WTST Monitor well   SITP- 0#   SICP- 360#   Monitor well.

Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in)
ID Nom Min  

(in)
Prop 
Run?

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8

8/10/2007 Conductor

11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8

12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184

2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (lb/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (lb/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (lb/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (lb/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A… pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu… Vol Slurry (bbl)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (lb/gal) Conc BH (lb/gal)

Perforations
Date

7/15/2013
Type

Perforated
Top (ftKB)

5,804.0
Btm (ftKB)

5,818.0
Wellbore

Re-Entry #3
Zone

Clastic #12, Re-Entry #3
Shot… Ente… String Perforated

Report for: 3/20/2014
Report #: 14

Sundry Number: 49412 API Well Number: 43019314490000Sundry Number: 49412 API Well Number: 43019314490000
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43-019-31449 74*23557 Paradox Cane Creek
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Operator Completions Start Date Completions Finished Date Well Status
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Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Re-entry3 3/7/2014 3/7/2014
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
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Report Start Date Report End Date
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Operations Summary
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8/10/2007 Conductor

11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8

12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184

2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbl)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

7/15/2013 Perforated 5,804.0 5,818.0 Re-Entry #3 Clastic #12, Re-Entry #3
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Well Name: Cane Creek 8-1

Report Printed:   4/1/2014

Daily Completion - Paradox Executive Daily No Costs

API/UWI

43-019-31449
Excaliber ID

74*23557
Well Area

Paradox
Basin Regulatory Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Graded Ground Elevation  (ft) KB-Ground Distance (ft) Spud Date

10/22/2007 00:00
Rig Release Date

12/20/2007 17:00
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/1/2008
Type

Perforation
Top (ftKB)

7,580.0
Btm (ftKB)

7,655.0
Wellbore

Re-Entry #3
Zone

Cane Creek,  
<idrecwellbore>

Shot… Ente… String Perforated

Perforation Statuses
Date

2/18/2008
Top Depth (ftKB)

7,580.0
Bottom Depth (ftKB)

7,655.0
Status

Open

Report for: 3/20/2014
Report #: 14

Sundry Number: 49412 API Well Number: 43019314490000Sundry Number: 49412 API Well Number: 43019314490000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 3/20/2014
Report #: 14

Well Name: Cane Creek 8-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/1/2008 Perforation 7,580.0 7,655.0 Re-Entry #3 Cane Creek,
<idrecwellbore>

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2/18/2008 7,580.0 7,655.0 Open

Page 2/2 Report Printed:

Sundry Number: 49412 API Well Number: 43019314490000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 3/20/2014
Report #: 14

Well Name: Cane Creek 8-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/1/2008 Perforation 7,580.0 7,655.0 Re-Entry #3 Cane Creek,
<idrecwellbore>

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2/18/2008 7,580.0 7,655.0 Open

Page 2/2 Report Printed:

Sundry Number: 49412 API Well Number: 43019314490000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 3/20/2014
Report #: 14

Well Name: Cane Creek 8-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/1/2008 Perforation 7,580.0 7,655.0 Re-Entry #3 Cane Creek,
<idrecwellbore>

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2/18/2008 7,580.0 7,655.0 Open

Page 2/2 Report Printed:

Sundry Number: 49412 API Well Number: 43019314490000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 3/20/2014
Report #: 14

Well Name: Cane Creek 8-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/1/2008 Perforation 7,580.0 7,655.0 Re-Entry #3 Cane Creek,
<idrecwellbore>

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2/18/2008 7,580.0 7,655.0 Open

Page 2/2 Report Printed:

Sundry Number: 49412 API Well Number: 43019314490000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 3/20/2014
Report #: 14

Well Name: Cane Creek 8-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/1/2008 Perforation 7,580.0 7,655.0 Re-Entry #3 Cane Creek,
<idrecwellbore>

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2/18/2008 7,580.0 7,655.0 Open

Page 2/2 Report Printed:

Sundry Number: 49412 API Well Number: 43019314490000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 3/20/2014
Report #: 14

Well Name: Cane Creek 8-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/1/2008 Perforation 7,580.0 7,655.0 Re-Entry #3 Cane Creek,
<idrecwellbore>

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2/18/2008 7,580.0 7,655.0 Open

Page 2/2 Report Printed:



RECEIVED: Apr. 01, 2014

Page  1/2

Well Name: Cane Creek 8-1

Report Printed:   4/1/2014

Daily Completion - Paradox Executive Daily No Costs

API/UWI

43-019-31449
Excaliber ID

74*23557
Well Area

Paradox
Basin Regulatory Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Graded Ground Elevation  (ft) KB-Ground Distance (ft) Spud Date

10/22/2007 00:00
Rig Release Date

12/20/2007 17:00
Operator

Fidelity E&P
Completions Start Date

2/15/2008
Completions Finished Date

7/14/2008
Well Status

SI
Job Category

Completion
Job Typ

Re-entry3
Job SubTyp Planned Start Date

3/7/2014
Start Date

3/7/2014
End Date

Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date

3/21/2014 06:00
Report End Date

3/22/2014 06:00
Operations at Report Time

Monitor well
Operations Summary

Monitor well, SD
Operations Next Report Period

Weather

Sunny and Clear
Wellbore

Re-Entry #3
Daily Contacts

Job Contact Position Office

Paul Nicholas (307) 321-0544

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 WTST Monitor well   SITP- 0#   SICP- 360#   SD Release MVCI crew.

12:00 1.00 7.00 SDFN Secure Well   /   SD   /   Travel

13:00 17.00 24.00 SDFN SD   WOO

Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in)
ID Nom Min  

(in)
Prop 
Run?

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8

8/10/2007 Conductor

11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8

12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184

2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (lb/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (lb/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (lb/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (lb/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A… pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu… Vol Slurry (bbl)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (lb/gal) Conc BH (lb/gal)

Perforations
Date

7/15/2013
Type

Perforated
Top (ftKB)

5,804.0
Btm (ftKB)

5,818.0
Wellbore

Re-Entry #3
Zone

Clastic #12, Re-Entry #3
Shot… Ente… String Perforated

Report for: 3/21/2014
Report #: 15

Sundry Number: 49412 API Well Number: 43019314490000Sundry Number: 49412 API Well Number: 43019314490000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 3/21/2014
Report #: 15

Well Name: Cane Creek 8-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 2/15/2008 7/14/2008 SI
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Re-entry3 3/7/2014 3/7/2014
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

3/21/2014 06:00 3/22/2014 06:00
Operations at Report Time

Monitor well
Operations Summary

Monitor well, SD
Operations Next Report Period

Weather Wellbore

Sunny and Clear Re-Entry #3
Daily Contacts

Job Contact Position Office

Paul Nicholas (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 WTST Monitor well SITP- 0# SICP- 360# SD Release MVCI crew.
12:00 1.00 7.00 SDFN Secure Well / SD / Travel
13:00 17.00 24.00 SDFN SD WOO
Casing & Liners

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8
8/10/2007 Conductor
11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8
12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184
2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbl)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

7/15/2013 Perforated 5,804.0 5,818.0 Re-Entry #3 Clastic #12, Re-Entry #3

Page 1/2 Report Printed:

Sundry Number: 49412 API Well Number: 43019314490000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 3/21/2014
Report #: 15

Well Name: Cane Creek 8-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
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Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

7/15/2013 Perforated 5,804.0 5,818.0 Re-Entry #3 Clastic #12, Re-Entry #3
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Sundry Number: 49412 API Well Number: 43019314490000
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APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
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County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 2/15/2008 7/14/2008 SI
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Re-entry3 3/7/2014 3/7/2014
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

3/21/2014 06:00 3/22/2014 06:00
Operations at Report Time

Monitor well
Operations Summary

Monitor well, SD
Operations Next Report Period

Weather Wellbore

Sunny and Clear Re-Entry #3
Daily Contacts

Job Contact Position Office

Paul Nicholas (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 WTST Monitor well SITP- 0# SICP- 360# SD Release MVCI crew.

12:00 1.00 7.00 SDFN Secure Well / SD / Travel

13:00 17.00 24.00 SDFN SD WOO

Casing & Liners
Set Depth OD Nom Max ID Nom Min Prop

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?
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RECEIVED: Apr. 01, 2014
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Well Name: Cane Creek 8-1

Report Printed:   4/1/2014

Daily Completion - Paradox Executive Daily No Costs

API/UWI

43-019-31449
Excaliber ID

74*23557
Well Area

Paradox
Basin Regulatory Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Graded Ground Elevation  (ft) KB-Ground Distance (ft) Spud Date

10/22/2007 00:00
Rig Release Date

12/20/2007 17:00
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/1/2008
Type

Perforation
Top (ftKB)

7,580.0
Btm (ftKB)

7,655.0
Wellbore

Re-Entry #3
Zone

Cane Creek,  
<idrecwellbore>

Shot… Ente… String Perforated

Perforation Statuses
Date

2/18/2008
Top Depth (ftKB)

7,580.0
Bottom Depth (ftKB)

7,655.0
Status

Open

Report for: 3/21/2014
Report #: 15

Sundry Number: 49412 API Well Number: 43019314490000Sundry Number: 49412 API Well Number: 43019314490000
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RECEIVED: Apr. 01, 2014
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Well Name: Cane Creek 8-1

Report Printed:   4/1/2014

Daily Completion - Paradox Executive Daily No Costs

API/UWI

43-019-31449
Excaliber ID

74*23557
Well Area

Paradox
Basin Regulatory Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Graded Ground Elevation  (ft) KB-Ground Distance (ft) Spud Date

10/22/2007 00:00
Rig Release Date

12/20/2007 17:00
Operator

Fidelity E&P
Completions Start Date

2/15/2008
Completions Finished Date

7/14/2008
Well Status

SI
Job Category

Completion
Job Typ

Re-entry3
Job SubTyp Planned Start Date

3/7/2014
Start Date

3/7/2014
End Date

Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date

3/30/2014 06:00
Report End Date

3/31/2014 06:00
Operations at Report Time

Swab
Operations Summary

Swab
Operations Next Report Period

Weather

High winds
Wellbore

Re-Entry #3
Daily Contacts

Job Contact Position Office

Paul Nicholas (307) 321-0544

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 SDFN SD

07:00 1.00 2.00 GOP Crew travel.

08:00 2.00 4.00 GOP Hold safety meeting and discuss job. PU the rig at the La Sal 29-28H and  
road to location.  

10:00 1.50 5.50 SRIGUP SITP- 0#   SICP- 320#   MIRU the Monument rig #21   PU swab lubricator.

11:30 1.50 7.00 SWAB Swab: Make 1 swab run. Tagged no fluid. Pulled from the SN @ 4580'. No  
fluid recovery. SI well and secure. Unable to RD do to high winds.

13:00 1.00 8.00 SDFN Secure Well   /   SDFN   /   Travel

14:00 16.00 24.00 SDFN SDFN

Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in)
ID Nom Min  

(in)
Prop 
Run?

11/8/2007 Surface 13 3/8 54.50 H40 13 3/8

8/10/2007 Conductor

11/23/2007 Intermediate 4,108.7 0.0 9 5/8 40.00 HCL-80 9 5/8

12/18/2007 Production 7,720.2 0.0 7 6.184 29.00 HCL-80 7 6.184

2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (lb/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (lb/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (lb/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (lb/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A… pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)
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FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 3/30/2014
Report #: 16

Well Name: Cane Creek 8-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
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Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date
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Operations at Report Time

Swab
Operations Summary

Swab
Operations Next Report Period

Weather Wellbore

High winds Re-Entry #3
Daily Contacts

Job Contact Position Office

Paul Nicholas (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
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fluid recovery. SI well and secure. Unable to RD do to high winds.

13:00 1.00 8.00 SDFN Secure Well / SDFN / Travel
14:00 16.00 24.00 SDFN SDFN
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Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?
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Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
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Fluid Additives
Additive Amount Units Concentration (%)
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2/18/2014 Production 9,554.0 4,701.9 4 1/2 3.920 13.50 P-110 4 1/2 3.826 No
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Operator Completions Start Date Completions Finished Date Well Status
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Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Re-entry3 3/7/2014 3/7/2014
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date
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Operations at Report Time
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Operations Next Report Period

Weather Wellbore
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Daily Contacts

Job Contact Position Office
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RECEIVED: Apr. 01, 2014

Page  2/2

Well Name: Cane Creek 8-1

Report Printed:   4/1/2014

Daily Completion - Paradox Executive Daily No Costs

API/UWI

43-019-31449
Excaliber ID

74*23557
Well Area

Paradox
Basin Regulatory Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Graded Ground Elevation  (ft) KB-Ground Distance (ft) Spud Date

10/22/2007 00:00
Rig Release Date

12/20/2007 17:00
Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu… Vol Slurry (bbl)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (lb/gal) Conc BH (lb/gal)

Perforations
Date

7/15/2013
Type

Perforated
Top (ftKB)

5,804.0
Btm (ftKB)

5,818.0
Wellbore

Re-Entry #3
Zone

Clastic #12, Re-Entry #3
Shot… Ente… String Perforated

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/1/2008
Type

Perforation
Top (ftKB)

7,580.0
Btm (ftKB)

7,655.0
Wellbore

Re-Entry #3
Zone

Cane Creek,  
<idrecwellbore>

Shot… Ente… String Perforated

Perforation Statuses
Date

2/18/2008
Top Depth (ftKB)

7,580.0
Bottom Depth (ftKB)

7,655.0
Status

Open

Report for: 3/30/2014
Report #: 16

Sundry Number: 49412 API Well Number: 43019314490000Sundry Number: 49412 API Well Number: 43019314490000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 3/30/2014
Report #: 16

Well Name: Cane Creek 8-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31449 74*23557 Paradox Cane Creek
County State/Province Graded Ground Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

3rand UT 10/22/2007 00:00 12/20/2007 17:00
Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbl)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

7/15/2013 Perforated 5,804.0 5,818.0 Re-Entry #3 Clastic #12, Re-Entry #3
Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/1/2008 Perforation 7,580.0 7,655.0 Re-Entry #3 Cane Creek,
<idrecwellbore>

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

2/18/2008 7,580.0 7,655.0 Open
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RECEIVED: May. 06, 2014

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-68122 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK 8-1 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019314490000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459  Ext 

9. FIELD and POOL or WILDCAT:
 UNDESIGNATED 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2563 FNL 1429 FWL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SENW Section: 08 Township: 26.0S Range: 20.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

5 /5 /2014

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 There was no work done on this well in the month of April

NAME (PLEASE PRINT) PHONE NUMBER 
 Joy Gardner 720 956-5763

TITLE
 Sr. Engineering Tech

SIGNATURE
 N/A

DATE
 5 /6 /2014

May 06, 2014

Sundry Number: 50712 API Well Number: 43019314490000Sundry Number: 50712 API Well Number: 43019314490000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-68122

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK 8-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019314490000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext UNDESIGNATED

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

2563 FNL 1429 FWL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SENW Section: 08 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

5/5/2014
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.
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RECEIVED: May. 06, 2014

Sundry Number: 50714 API Well Number: 43019314490000Sundry Number: 50714 API Well Number: 43019314490000

STATE OF UTAH AMENDEOREPORTO FORMS

DEPARTMENTOF NATURALRESOURCES (highilghtchanges)

DIVISIONOF OIL,GAS AND MINING 6. LEASEDESIGNATIONANDSER1ALNUMBER: i

UTU68122
6. IF INDIAN,ALLOTTEEORTRIBE NAME

WELL COMPLETION OR RECOMPLETION REPORTANDLOG

la. TYPEOFWELL:
LL WEÎ.L DRY OTHER

7. UNTYorCAAGREEMENT NAMR

Cane Creek

b. TYPE OF WORK:
8. WELL NAMEand NUMBER:

at O n°F O %""O RevU Ma.O orma Cane Creek Unit 8-1

2. NAMEOF OPERATOR:
R APl NUMBER:

Fidelity Exploration and Production Company 4301931449

3. ADDRESS OF OPERATOR
PHONE NUMBER: 10 FIELOANOPOOL,ORWILDCAT

1700 Lincoln St cirv Denver STATE CO ze 80203 (303) 893-3133 Undesignated

4. LOCATIONOFWELL(FOOTAGES)
11. Y QDMÑSECT[ON,TOWNSHIP,BANGE,

ATSURFACE: 2563 FNL 1429FWL SENW 8 26S 20E

AT TOP PRODUCING INTERVALREPORTED BELOW:
12. COURTY 13. STATE

ATTOTALDEPTH:2370 FNL 1310 FWL Grand UTAH

14. TE PO
7

E T. REACHED: 16.7D/A23/c20MPLETEÐ;
ABANDONEDO READYTO PRODUCE

17. EL6VATONS OF, RKB, RT,GL):

18. TOTALDEPTH: MD 5,780 19- PLUG e^CKT D-I MD 20. LFMULTIPLECOMPLETIONS.HOWMANY?* 2L DEPTHBRIDGE MD
PLUGGET:

TVD TVD
TVD

22, TYPE ELECTRIC AND OTHER MECHANLCALLOGBRUN(Submncopyofeach) 23.

WASWELLCOREO2 NO YES (Sda WW)

WASDST RUNT NO YES (S bmhepod

OlRECT[ONALSURVEY? NO YES (Suba M

24. CASING AND LINER REGORD (Report aH strings set la Well}

HOt.E SIZE Bl2EIGRADE WEiCHT (##L) TOP (MD) BOTTOM(MD} STAGEDŒ NTER CNEMER
CKS

VOLSU
BBÏ.} CEMENT TOP ** AMOUNT PULE.ED

24 20 H40 48 0 38 3 167 0

17.5 13.3¾ H40 40 0 1,554 450 0

12,25 9.625 H40 54 0 4,088 7,0Q@

8.75 7 HC i 26 0 8,007 5td 181 2670

8.75 7 HClà 29 6,007 7,715 000 16 5768

26. TUBING REGORD

DEPTH SET(MD) PACKER SET (MD) 812E DEPTH SET (MD) PACKERBET (MD) SIZE DEPTHSET (MO) PACKER SET (MD)

20. PRODUCING INTERVALS
27, PERFORATIONRECORD

FORMATIONNAME TOP (MD) BOTTOM{MD) TOP (IVD) BOTTOM(TVD) LNTERVAL(ToplBol- MD) SIZE NO.HOLES PERFORATION STATUS

(A>Ciastic 18/19 6,915 6,970 5,604 5,614 .4 130 open Squeezed

(e) Ciastic 12 5,806 5,834 5,804 5,818 .4 70 open we

(c) Ciastic 10 5,599 5,658 6,920 6,927 .4 35 open w-e

(o)
6,942 6,959 .4 35 open wem

18. ACLD,FRACTURE, THEATMENT,CEMENTSQUEEZE, ETC,

WASWELLHYDRAULICALLYFRACTUREO7 YESONO IF YES - DATE FRACTURED;

DEPTH INTERVAL
AMOUNTANDTYPEOFMATER1AL

29, ENCLOSED ATTACHMENTS:
30. WELLSTATUS:

O ELECTR[CAUMECHANICALLOUS GEOLOG[CREPORT D$TR PORT DIRECffDNALSURVEY

O SUNDRYNOTlCE FOR PLUGGING AND CEMENT VERlFlOATION CORE ANALYSIS OTHER:

(m2018)
(CONTINUEDON
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WASWELLHYDRAULICALLYFRACTUREO7 YESONO IF YES - DATE FRACTURED;

DEPTH INTERVAL
AMOUNTANDTYPEOFMATER1AL

29, ENCLOSED ATTACHMENTS:
30. WELLSTATUS:

O ELECTR[CAUMECHANICALLOUS GEOLOG[CREPORT D$TR PORT DIRECffDNALSURVEY

O SUNDRYNOTlCE FOR PLUGGING AND CEMENT VERlFlOATION CORE ANALYSIS OTHER:

(m2018)
(CONTINUEDON

Sundry Number: 50714 API Well Number: 43019314490000

STATE OF UTAH AMENDEOREPORTO FORMS

DEPARTMENTOF NATURALRESOURCES (highilghtchanges)

DIVISIONOF OIL,GAS AND MINING 6. LEASEDESIGNATIONANDSER1ALNUMBER: i

UTU68122
6. IF INDIAN,ALLOTTEEORTRIBE NAME

WELL COMPLETION OR RECOMPLETION REPORTANDLOG

la. TYPROFWELL:
LL WEÎ.L DRY OTHER

7. UNife CAcAGREEkMENTNAME

b. TYPE OF WORK:
8. WELL NAMEand NUMBER:

at O n°F O %""O RevU Ma.O oyees Cane Creek Unit 8-1

2. NAMEOF OPERATOR:
R APl NUMBER:

Fidelity Exploration and Production Company 4301931449

3. ADDRESS OF OPERATOR
PHONE NUMBER: 10 FIELOANOPOOL,ORWILDCAT

1700 Lincoln St cirv Denver svAve CO zse80203 (303) 893-3133 Undesignated

4. LOCATIONOFWELL(FOOTAGES)
11. OY QDMÀSECT[ON,TOWNSHIP,BANGE,

ATSURFACE: 2563 FNL 1429FWL The last rig report was from 3/30/2014 SENW 8 26S 20E
and the well was still being tested with

ATTOP PRODUCING INTERVALREPORTED BELOW: ·little result. No work done in April 2014
ATTOTALDEPTH:2370 FNL 1310 FWL

cou 13. OTATE
UTAH

14. TE PO
7

E T. REACHED: 16.7D/A23/c20MPLETEÐ:
ABANDONEDO READYTO PRODUCE

17. EL6VATONS OF, RKB, RT,GL):

18. TOTALDEPTH: MD 5,780 19- PLUG DACKT.D.: MD 20. LFMULTIPLECOMPLETIONS.HOWMANY?* 2L DEPTHBRIDGE MD
PLUGGET:

TVD TVD
TVD

22, TYPE ELECTRIC AND OTHER MECHANLCALLOGBRUN(Submncopyofeach) 23.

WASWELLCORED? NO YES (Sda WW)

WASDST RUNT NO YES (S bmhepod

OlRECT[ONALOURVEY? NO YES (Subdy)

24. CASING AND LINER REGORD (Report aH strings set la Well}

HOt.E SIZE Bl2EIGRADE WEiCHT (##L) TOP (MD) BOTTOM(MD} STAGEDŒ NTER CNEMER
CKS

VOLSU
BBÏ.} CEMENT TOP ** AMOUNT PULE.ED

24 20 H40 48 0 38 3 167 0

17.5 13.3¾ H40 40 0 1,554 450 0

12,25 9.625 H40 54 0 4,088 7,0Q@

8.75 7 HC i 26 0 8,007 5td 181 2670

8.75 7 HClà 29 6,007 7,715 000 16 5768

26. TUBING REGORD

DEPTH SET(MD) PACKER SET (MD) 812E DEPTH SET (MD) PACKERBET (MD) SIZE DEPTHSET (MO) PACKER SET (MD)

20. PRODUCING INTERVALS
27, PERFORATIONRECORD

FORMATIONNAME TOP (MD) BOTTOM{MD) TOP (IVD) BOTTOM(TVD) LNTERVAL(ToplBol- MD) SIZE NO.HOLES PERFORATION STATUS

(A>Ciastic 18/19 6,915 6,970 5,604 5,614 .4 130 open Squeezed

(e) Ciastic 12 5,806 5,834 5,804 5,818 .4 70 open we

(c) Ciastic 10 5,599 5,658 6,920 6,927 .4 35 open w-e

(o)
6,942 6,959 .4 35 open wem

18. ACLD,FRACTURE, THEATMENT,CEMENTSQUEEZE, ETC,
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DEPTH INTERVAL
AMOUNTANDTYPEOFMATER1AL
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30. WELLSTATUS:

O ELECTR[CAUMECHANICALLOUS GEOLOG[CREPORT D$TR PORT DIRECffDNALSURVEY

O SUNDRYNOTlCE FOR PLUGGING AND CEMENT VERlFlOATION CORE ANALYSIS OTHER:

(m2018)
(CONTINUEDON

Sundry Number: 50714 API Well Number: 43019314490000
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PHONE NUMBER: 10 FIELOANOPOOL,ORWILDCAT

1700 Lincoln St cirv Denver svAve CO zse80203 (303) 893-3133 Undesignated
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ATSURFACE: 2563 FNL 1429FWL The last rig report was from 3/30/2014 SENW 8 26S 20E
and the well was still being tested with

ATTOP PRODUCING INTERVALREPORTED BELOW: ·little result. No work done in April 2014
ATTOTALDEPTH:2370 FNL 1310 FWL
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UTAH
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20. PRODUCING INTERVALS
27, PERFORATIONRECORD

FORMATIONNAME TOP (MD) BOTTOM{MD) TOP (IVD) BOTTOM(TVD) LNTERVAL(ToplBol- MD) SIZE NO.HOLES PERFORATION STATUS

(A>Ciastic 18/19 6,915 6,970 5,604 5,614 .4 130 open Squeezed

(e) Ciastic 12 5,806 5,834 5,804 5,818 .4 70 open we

(c) Ciastic 10 5,599 5,658 6,920 6,927 .4 35 open w-e

(o)
6,942 6,959 .4 35 open wem

18. ACLD,FRACTURE, THEATMENT,CEMENTSQUEEZE, ETC,

WASWELLHYDRAULICALLYFRACTUREO7 YESONO IF YES - DATE FRACTURED;

DEPTH INTERVAL
AMOUNTANDTYPEOFMATER1AL

29, ENCLOSED ATTACHMENTS:
30. WELLSTATUS:

O ELECTR[CAUMECHANICALLOUS GEOLOG[CREPORT D$TR PORT DIRECffDNALSURVEY
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(m2018)
(CONTINUEDON

Sundry Number: 50714 API Well Number: 43019314490000

STATE OF UTAH AMENDEOREPORTO FORMS

DEPARTMENTOF NATURALRESOURCES (highilghtchanges)

DIVISIONOF OIL,GAS AND MINING 6. LEASEDESIGNATIONANDSER1ALNUMBER: i

UTU68122
6. IF INDIAN,ALLOTTEEORTRIBE NAME

WELL COMPLETION OR RECOMPLETION REPORTANDLOG

la. TYPROFWELL:
LL WEÎ.L DRY OTHER

7. UNife CAcAGREEkMENTNAME
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8. WELL NAMEand NUMBER:

at O n°r"?O %EP RY R. OTHER
Cane Creek Unit 8-1
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a APl NUMBER:

Fidelity Exploration and Production Company 4301931449
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PHONE NUMBER: 10 FIELOANOPOOL,ORWILDCAT

1700 Lincoln St cirv Denver svAve CO ze 80203 (303) 893-3133 Undesignated

4. LOCATIONOFWELL(FOOTAGES)
11. OY QDMÀSECT[ON,TOWNSHIP,BANGE,

ATSURFACE: 2563 FNL 1429FWL The last rig report was from 3/30/2014 SENW 8 26S 20E
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ATTOP PRODUCING INTERVALREPORTED BELOW: little result. No work done in April 2014
ATTOTALDEPTH:2370 FNL 1310 FWL

cou 13. OTATE
UTAH

14. TE PO
7
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REACHED: 16.7D/A23/c20MPLETEÐ;

ABANDONEDO READYTO PRODUCE
17. EL6VATONS OF, RKB, RT,GL):

18. TOTALDEPTH: MD 5,780 19- PLUG DACKT.D.: MD 20. LFMULTIPLECOMPLETIONS.HOWMANY?* 2L DEPTHBRIDGE MD
PLUGGET:

TVD TVD
TVD

22, TYPE SECTRIC AND OTHER MECHANLCALLOGBRUN(Submncopyofeach) 23.

Drilling report shows bottom-hole location as
¯ WASWELLCOREO? NO YES (SdamW)

0465 FSL 0921 FEL 5-26S-20E WASDSTRUNT NO YES (Sámhepod

OlRECTIONALSURVEY? NO YES (Sáng

24. CASING AND LINER REGORD (Report aH strings set la Well}

HOt.E SIZE Bl2EIGRADE WEiCHT (##L) TOP (MD) BOTTOM(MD} STAGEDŒ NTER CNEMER
CKS

VOLSU
BBÏ.} CEMENT TOP ** AMOUNT PULE.ED

24 20 H40 48 0 38 3 167 0

17.5 13.3¾ H40 40 0 1,554 450 0

12,25 9.625 H40 54 0 4,088 7,0Q@

8.75 7 HC i 26 0 8,007 5td 181 2670

8.75 7 HClà 29 6,007 7,715 000 16 5768

26. TUBING REGORD

DEPTH SET(MD) PACKER SET (MD) 812E DEPTH SET (MD) PACKERBET (MD) SIZE DEPTHSET (MO) PACKER SET (MD)

20. PRODUCING INTERVALS
27, PERFORATIONRECORD

FORMATIONNAME TOP (MD) BOTTOM{MD) TOP (IVD) BOTTOM(TVD) LNTERVAL(ToplBol- MD) SIZE NO.HOLES PERFORATION STATUS

(A>Ciastic 18/19 6,915 6,970 5,604 5,614 .4 130 open Squeezed

(e) Ciastic 12 5,806 5,834 5,804 5,818 .4 70 open we

(c) Ciastic 10 5,599 5,658 6,920 6,927 .4 35 open w-e

(o)
6,942 6,959 .4 35 open wem

18. ACLD,FRACTURE, THEATMENT,CEMENTSQUEEZE, ETC,

WASWELLHYDRAULICALLYFRACTUREO7 YESONO IF YES - DATE FRACTURED;

DEPTH INTERVAL
AMOUNTANDTYPEOFMATER1AL

29, ENCLOSED ATTACHMENTS:
30. WELLSTATUS:

O ELECTR[CAUMECHANICALLOUS GEOLOG[CREPORT D$TR PORT DIRECffDNALSURVEY

O SUNDRYNOTlCE FOR PLUGGING AND CEMENT VERlFlOATION CORE ANALYSIS OTHER:

(m2018)
(CONTINUEDON

donstaley
Text Box
The last rig report was from 3/30/2014 and the well was still being tested with little result. No work done in April 2014.

donstaley
Text Box
Drilling report shows bottom-hole location as 0465 FSL 0921 FEL, 5-26S-20E.



RECEIVED: May. 06, 2014

Sundry Number: 50714 API Well Number: 43019314490000Sundry Number: 50714 API Well Number: 43019314490000

31. INiilAt. PRODUC nON
INTERVALA (Asskown lu llem#26)

DKIEFIRSTPRODUCED: TE6fDATE: HOURSTESTED: TESTPRODUCT10N OIL-DBL: GAS-MCF: WATER-BBL: PROD.METHOD;

RATES: -+

CHOKE61ZE: TBG.PRESS. CSG.PRESS. APIGRAVITY BTU-GAS GASIOILRATIO 24HitPRODUCTIONOlt-BBL: GAS-McF: WATER-BBL: 1NTERVALGTATUS:

RATES: N

INTERVALB (As shoWA in item #28)

DATEFIRSTPRODUCED. TESTDATE: HOURS TESTED: IEST PRODUCTIONOlL - BBL: GAS- MGF: WATER - BBL PROD. METHOD.

RATES: *

CHOKESlZE: TBG.PRESS. CSG.PRESS. APt0RAVITY BTU-GAS GASIOltRATIO24HRPRODUCT(ON OlL-BBL' GAS-MCF: WATER-9BL: IMTERVALSTATUS:

RATES:

INTfiRVALO (As stiewn in item #28)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTIONOIL - BEL: OAS- MGF: WATER- BBL: PROD, METHOD:

RAYES: -*

CHOKE 812E: TSG. PRESS. CSO. PRESS. APIGRAVITY BTU- GAS GAS/OltRATIO24 HRPRODUCTLONOIL - BBL' GAS - MCF: WATER -BBL: INTERVALSTATUS:

NATES: *

INTERVALD (Asshown In item#24)

DATEFIRSTPRODUCED: TESTRATE: HOURSTESTED: TESTPRODUCTION0)L-BBL: GAS-McF: WATER-BBL PROD.METHOD:

RATES: 4

CHOKESIZO: TBG.PRESS. OSG.PRESS. APiGRAVifY BTU-GAS GAS/OlLRATIO 24HRPRODUCT10N01L-OßL: GAS-MOF: WATER-BBL INTERVALSTATUS:

RATES: •4

32. DISPOSITIONOFGAS (Sold, used for Fuel, Vented,E(c.)

33,
SUMMARYOPPOROUSZONES(includeAqulfere):

34, FORMATION(Log)MARKERS:

ShowallimporEantzones of porosityand contenisthereof:Cored latervelsand all drilI·stem tests.includingdepth interval tested,

cosblonused, tirnetaolopen, flowingand shut4npressures and recoveries

Formation
Desc<iptions, Contents,etc. Name (Measu Ðopth)

Clastic 18/19 6,915 6,970 anhylb1ackshale/doloniltelsiftstone Chinie 581

Clastic 12 S,806 5,834 anhylblack shale/dolomitelsiltstone Culter 1,330

Clastic 10 5,599 5,668 anhylblack shale/dolomite/siltstone Paradox 3.611

Cane Creek 7,571

GS.ADDMONALREMARK'(includoplugg ng procedura)

Omt w 50 sxs Class G @6980. Set packer at 5780. Perf 5604 - 5614 &5634-5650.

36. I horeby certifythat the foragoingand attached infomiallonis compiele and correct as dolortnined from all availablerecords.

NAME(PLEASEPRio Joy Gardner mm Sr. Engineering Tech

SIGNATURE
DATE 3/4/2014

This reportmust be submittedwithin30 days of
e completingor plugging a new well e reenleTing a prevlously plugged and abandoned well

e ddtlinghorizontal laterals fromen exisling wellbore e significantly deepening an existingweitbore below the prevlousbottom-hole depth

e recompletlng toa different producingformation o drillinghydrocarbonexploratory holes, such as core samples and strallgraphiotests

* ITEM20: Show thenumber ofcompletions11productionis measured separatelyfromtwoor more formations.

" ITEM24: Cement Top- Showhowreportedtop(s)ofcement weredeterrnined (circulated (CIR),calculated (CAL),cementbond log (CBL),temperaturesurvey(TS))

Send to: Utah DMsionof Oll,Gas and Mining Phone: 801-538-5340

1594 West North Temple, Suite 1210
Box 145801 Fax: 801-359-3940

Salt Lake City, Utah84114-5801

Sundry Number: 50714 API Well Number: 43019314490000
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Cane Creek 7,571

GS.ADDMONALREMARK'(includoplugg ng procedura)

Omt w 50 sxs Class G @6980. Set packer at 5780. Perf 5604 - 5614 &5634-5650.

36. I horeby certifythat the foragoingand attached infomiallonis compiele and correct as dolortnined from all availablerecords.

NAME(PLEASEPRio Joy Gardner mm Sr. Engineering Tech

SIGNATURE
DATE 3/4/2014

This reportmust be submittedwithin30 days of
e completingor plugging a new well e reenleTing a prevlously plugged and abandoned well

e ddtlinghorizontal laterals fromen exisling wellbore e significantly deepening an existingweitbore below the prevlousbottom-hole depth

e recompletlng toa different producingformation o drillinghydrocarbonexploratory holes, such as core samples and strallgraphiotests

* ITEM20: Show thenumber ofcompletions11productionis measured separatelyfromtwoor more formations.

" ITEM24: Cement Top- Showhowreportedtop(s)ofcement weredeterrnined (circulated (CIR),calculated (CAL),cementbond log (CBL),temperaturesurvey(TS))

Send to: Utah DMsionof Oll,Gas and Mining Phone: 801-538-5340
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e recompletlng toa different producingformation o drillinghydrocarbonexploratory holes, such as core samples and strallgraphiotests

* ITEM20: Show thenumber ofcompletions11productionis measured separatelyfromtwoor more formations.

" ITEM24: Cement Top- Showhowreportedtop(s)ofcement weredeterrnined (circulated (CIR),calculated (CAL),cementbond log (CBL),temperaturesurvey(TS))
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PathFinder - a Schlumberger company Date Completed
Oe

9 2

FIDELITYEXPLORATION& PRODUCTION Survey Report Survey Horiz. Reference:WELLHEAD

CANE CREEK UNIT#8-1H3 ST1
Ref Coordinates: LAT:38.33.21,5640 N LON:109.44.24.4320 W 2

COUNTY,

GRID Reference:NAD27 utah central Lambert e

APl#: 43-019-31449
Ref GRID Coor: X: 2503334.2579 Y: 86054.7232 N

PathFinder Office Supervisor:
North Aligned To:TRUE NORTH (D

PathFinder Field Engineers:
Total Magnetic Correction:10.63°EAST TO TRUE

Vertical Section Plane: 45.85

Survey Vert. Reference: 0.00' Kelly Bushing To MSL

Survey Calculations by RX5 V6.05 using Minimum Curvature

Measured incI Drift TVD Course Vertical TOTAL Closure DLS

Depth Dir. Length Section Rectangular Offsets Dist Dir

(ft) (deg) (deg) (ft) (ft) (ft) (ft) (ft) (ft) (deg) (dg/100ft)

THE FOLLOWING ARE GYRO DATAGYRO SURVEYS.

96.00 3.08 5.91 95.95 0.00 2.06 2.67 N 0.28 E 2.69@ 5.97 0.00

196.00 3.09 1.31 195.81 100.00 6.04 8.04 N 0.62 E 8.06@ 4.40 0.25

296.00 3.13 2.01 295.66 100.00 9.93 13.46 N 0.78 E 13.49@ 3.30 0.06

396,00 3.05 359.59 395.51 100.00 13.74 18.85 N 0.85 E 18.87@ 2.59 0.15

496.00 3.01 356.52 495.37 100.00 17.29 24.13 N 0.67 E 24,14@ 1.60 0.17

596.00 3.07 356,62 595.23 100.00 20.75 29.43 N 0.36 E 29,43@ 0.69 0.06

696.00 3.14 357.12 695.09 100.00 24.31 34.84 N 0.06 E 34.84@ 0.10 0.08
••

796.00 2.85 358.38 794.95 100.00 27.80 40.06 N 0.15 W 40.06@ 359.79 0.30

896.00 2,88 358.83 894.82 100.00 31.19 45.05 N 0.27 W 45.05@ 359.66 0.04

996.00 2.83 0.47 994.70 100.00 34.64 50.03 N 0.30 W 50.03@ 359.66 0.10

1096.00 2.84 0.09 1094.58 100.00 38.10 54.98 N 0.28 W 54.98@ 359.71 0.02

1196.00 2.91 358.47 1194.45 100.00 41.54 59.99 N 0.34 W 59.99@ 359.68 0.11

1296.00 3.08 358.34 1294.31 100.00 45.08 65.22 N 0.48 W 65.22@ 359.57 0.17

1396,00 3.34 356.54 1394.16 100.00 48.79 70.81 N 0.74 W 70.81@ 359.40 0.28

1496.00 3.26 356.37 1493.99 100.00 52.54 76.56 N 1.09 W 76.56@ 359.18 0.08

1596.00 3.34 356.30 1593.83 100.00 56.28 82.30 N 1.46 W 82.31@ 358.98 0.08

1696.00 3.31 356.55 1693.66 100.00 60.05 88.09 N 1.82 W 88.11@ 358.81 0.03

1796.00 1.29 2.99 1793.57 100.00 62.76 92.09 N 1.94 W 92.11@ 358.79 2.03

1896.00 1.30 5.89 1893.55 100.00 64.45 94.35 N 1.76 W 94.36@ 358.93 0.07

1996.00 1.30 7.62 1993,52 100,00 66.21 96.60 N 1.50 W 96.61@ 359.11 0.04

2096.00 1.24 10.81 2093.50 100.00 67.99 98.79 N 1.14 W 98.79@ 359.34 0.09

2196.00 1.23 12.90 2193.47 100.00 69.77 100.00 N 0.70 W 100.90@ 359.60 0.05

2296.00 1.27 16.22 2293.45 100.00 71.64 103.01 N 0.15 W 103.01@ 359.92 0.08

2396.00 1.16 16.68 2393.43 100.00 73.49 105.04 N 0.45 E 105.04@ 0.24 0.11

2496.00 0.43 93.7T 2493.42 100.00 74.62 105.99 N 1.11 E 105.99@ 0.60
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PathFinder - a Schlumberger company

Survey Report
FIDEL1TYEXPLORATION& PRODUCTION
CANE CREEK UNIT #8-1H3 ST1
COUNTY,
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APl#: 43-019-31449

o

Measured inci Drift TVD Course Vertical TOTAL Closure DLS
0,

Depth Dir. Length Section Rectangular Offsets Dist Dir

(ft} (deg) (deg) (ft) (ft) (ft) (ft) (ft) (ft) (deg) (dg/100ft)

2596.00 0.37 86.43 2593.42 100.00 75.12 105.98 N 1.81 E 106.00@ 0.98 0.08

2696,00 0.37 92.20 2693.41 100.00 75.59 105.99 N 2.45 E 106.02@ 1.33 0.04

2796.00 0.38 85.30 2793.41 100.00 76.07 106,00 N 3.11 E 106.05@ 1.68 0.05

2896.00 0.46 92.29 2893.41 100.00 76.60 106.01 N 3.84 E 106.08@ 2.07 0.09

2996.00 0.52 103.21 2993.41 100.00 77.12 105.89 N 4.68 E 106.00@ 2.53 0.11

3096.00 0.56 105.40 3093.40 100.00 77.61 105.66 N 5.60 E 105.81@ 3.03 0.05

3196.00 0.57 103.07 3193.40 100.00 78.13 105.42 N 6.55 E 105.62@ 3.56 0.02

3296.00 0.64 107.46 3293.39 100.00 78.66 105.14 N 7.57 E 105.41@ 4.12 0.08 9

3396.00 0.58 98.58 3393.38 100.00 79.24 104.90 N 8.60 E 105.25@ 4.69 0.11

3496.00 0.68 108.66 3493.38 100.00 79.81 104,63 N 9.66 E 105.08@ 5.28 0.15
••

3596.00 0.63 139.87 3593.37 100.00 80.05 104.02 N 10.58 E 104.56@ 5.81 0.36

3698.00 0.75 161.30 3693.37 100.00 79.73 102.98 N 11.14 E 103.58@ 6.18 0.28

3796.00 0.80 176.69 3793.36 100.00 78.99 101.66 N 11.39 E 102.30@ 6.40 0.21

3896.00 0.61 250.85 3893.35 100.00 78.05 100.79 N 10.93 E 101.38@ 6.19 0.86

3996.00 0.85 245.28 3993.34 100.00 76.87 100.31 N 9.76 E 100.78@ 5.56 0.25

4096.00 0.74 220.96 4093.33 100.00 75.52 99.51 N 8.66 E 99.88@ 4.97 0.35

4196.00 0.29 165.67 4193.33 100.00 74.76 98.78 N 8.30 E 99.12@ 4.80 0.62

4296.00 0.83 95.46 4293.33 100.00 75.10 98.46 N 9.08 E 98.88@ 5.27 0.78

4396.00 2.04 69.78 4393.29 100.00 77.19 99.01 N 11.47 E 99.67@ 6.61 1.34

4496.00 2,63 71.32 4493.21 100.00 80.89 100.36 N 15.32 E 101.52@ 8.68 0.59

4596.00 3.21 283.53 4593.16 100.00 81.47 101.75 N 14.77 E 102,81@ 8.26 5.61

4696.00 3,42 66.68 4693.09 100.00 82.78 103.59 N 14.78 E 104.64@ 8.12 6.29

4796.00 4.15 69.32 4792.87 100.00 88.87 106.05 N 20.91 E 108.09@ 11.15 0.75

4896.00 3.89 68.42 4892.63 100.00 95.32 108.57 N 27.45 E 111.99@ 14.19 0.27

** TIED INTO GYRODATAGYRO SURVEY AT 4996'MD.

4996.00 4.15 66.86 4992.38 100.00 101.83 111.24 N 33.93 E 116.30@ 16.96 0.28

THE FOLLOWINGARE PATHFINDERMWDSURVEYS.

5073.00 8.79 62.56 5068.87 77.00 110.07 115.05 N 41,72 E 122.38@ 19.93
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4996.00 4.15 66.88 4992,38 100.00 101.83 111.24 N 33.93 E 116.30@ 16.96 0.28

THE FOLLOWINGAREPATHFlNDERMWD SURVEYS.

5073.00 8.79 62.56 5068.87 77.00 110.07 115.05 N 41.72 E 122.38@ 19.93
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PathFinder - a Schlumberger company

Survey Report
FIDELITYEXPLORATION&PRODUCTION
CANE CREEK UNIT#8-1H3 ST1
COUNTY,
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APl#: 43-019-31449

o

Measured incl Drift TVD Course Vertical TOTAL Closure DLS
U,

Depth Dir. Length Section Rectangular Offsets Dist Dir

(ft) (deg) (deg) (ft) (ft) (ft) (ft) (ft) (ft) (deg) (dg/100ft)

5105.00 11.26 68.88 5100.38 32.00 115,29 117.30 N 46.80 E 126.29@ 21.75 8.44

5136.00 15.65 71.74 5130.52 31.00 121.84 119.70 N 53.60 E 131.16@ 24.12 14.32

5168.00 19.35 70.34 5161.03 32.00 130.55 122.84 N 62.69 E 137.91@ 27.04 11.64

5199.00 22.86 67.39 5189.95 31.00 140.83 126.88 N 73.09 E 146.43@ 29.94 11.83

5231.00 25.59 59.05 5219.14 32.00 153.34 132.83 N 84.76 E 157,57@ 32.54 13.66

5263.00 27.52 54.13 5247.77 32.00 167.39 140.72 N 96.68 E 170.73@ 34.49 9.14

5294.00 30.42 56.56 5274.89 31.00 182.19 149.24 N 109.04 E 184.83@ 36.15 10.09

5326.00 33.77 56.12 5301.99 32.00 198.91 158.67 N 123.19 E 200.BT@ 37.83 10.49

5357.00 35.44 56.66 5327.51 31.00 216.21 168.41 N 137.85 E 217.63@ 39.30 5.48

5389.00 37,02 57.38 5353.32 32.00 234.77 178.70 N 153.72 E 235.72@ 40.70 5.11
••

5420.00 40.10 58.61 5377.56 31.00 253.65 188.94 N 170.10 E 254.23@ 42.00 10.24

5452.00 43.09 58.67 5401.48 32.00 274.37 199.99 N 188.24 E 274.65@ 43.27 9.34

5484.00 45.81 59.74 5424.33 32.00 296.17 211.46 N 207,49 E 296.26@ 44.46 8.82

5515.00 48.63 59.89 5445.38 31.00 318.25 222.90 N 227.16 E 318.25@ 45.54 9.10

5547.00 49.68 58.90 5466.31 32.00 341.78 235.22 N 247.99 E 341.80@ 46.51 4.03

5579.00 51.09 57.68 5486.71 32.00 365.85 248.18 N 268.96 E 365.97@ 47.30 5.30

5610.00 53.38 55.19 5505.70 31.00 389.94 261.73 N 289.37 E 390.18@ 47.87 9.74

5642.00 55.05 53.34 5524.41 32.00 415.61 276.90 N 310.44 E 415.98@ 48.27 7.02 o

5674.00 56,10 52.94 5542.50 32.00 441.80 292.73 N 331.56 E 442.29@ 48.56 3.44

5705.00 59.71 47.50 5558.98 31.00 467.96 309.54 N 351.71 E 468.52@ 48.65 18.88

5737.00 64.19 45.91 5574.02 32.00 496.19 328.91 N 372.25 E 496.74@ 48.54 14.67

5768.00 67.80 45.21 5586.63 31.00 524.51 348.73 N 392.47 E 525.02@ 48.38 11.83

5799.00 70.61 45.14 5597.64 31.00 553.48 369.16 N 413.02 E 553.95@ 48.21 9.07

5831.00 74.04 42.74 5607.35 32.00 583.95 391.11 N 434.17 E 584.35@ 47.99 12.88

5862.00 75.53 42.96 5615.49 31.00 613.82 413.04 N 454.51 E 614.15@ 47.74 4.85

5894.00 77.29 42.28 5623.01 32.00 644.87 435.93 N 475.57 E 645.14@ 47.49 5.87

5925.00 78.35 41.93 5629.55 31.00 675.11 458.41 N 495.89 E 675.31@ 47.25 3.59

6010.00 82.57 42.41 5643.63 85.00 758.74 520.52 N 552.15 E 758.82@ 46.69
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5168.00 19.35 70.34 5161.03 32.00 130.55 122.84 N 62.69 E 137.91@ 27.04 11.64

5199.00 22.86 67,39 5189.95 31.00 140.83 126.88 N 73.09 E 146.43@ 29.94 11.83

5231.00 25.59 59,05 5219.14 32.00 153.34 132.83 N 84.76 E 157,57@ 32.54 13.66

5263.00 27.52 54.13 5247.77 32.00 167.39 140.72 N 96.68 E 170.73@ 34.49 9.14

5294.00 30.42 56.56 5274.89 31.00 182.19 149.24 N 109.04 E 184.83@ 36.15 10.09

5326.00 33.77 56,12 5301.99 32.00 198.91 158.67 N 123.19 E 200.87@ 37.83 10.49

5357.00 35.44 56.66 5327.51 31.00 216.21 168.41 N 137.85 E 217.63@ 39.30 5.48

5389.00 37.02 57.38 5353.32 32.00 234.77 178.70 N 153,72 E 235.72@ 40.70 5.11

5420.00 40.10 58.61 5377.56 31.00 253.65 188,94 N 170.10 E 254.23@ 42.00 10.24

5452.00 43.09 58.67 5401.48 32.00 274.37 199.99 N 188.24 E 274.65@ 43.27 9.34

5484.00 45.81 59.74 5424.33 32.00 296.17 211.46 N 207.49 E 296.26@ 44.46 8.82

5515.00 48.63 59.89 5445.38 31.00 318.25 222.90 N 227.16 E 318.25@ 45.54 9.10

5547.00 49.68 58.90 5466.31 32.00 341.78 235.22 N 247,99 E 341.80@ 46.51 4.03

5579.00 51.09 57.68 5486.71 32.00 365.85 248.18 N 268.96 E 365.97@ 47.30 5.30

5610.00 53.38 55.19 5505.70 31.00 389.94 261.73 N 289.37 E 390,18@ 47.87 9.74

5642.00 55.05 53.34 5524.41 32.00 415.61 276.90 N 310.44 E 415.98@ 48.27 7.02

5674.00 56.10 52.94 5542.50 32.00 441.80 292.73 N 331.56 E 442.29@ 48.56 3.44

5705.00 59.71 47.50 5558.98 31.00 467.96 309.54 N 351.71 E 468.52@ 48.65 18.88

5737.00 64.19 45,91 5574.02 32.00 496.19 328.91 N 372.25 E 496.74@ 48,54 14.67

5768.00 67.80 45.21 5586.63 31.00 524.51 348.73 N 392,47 E 525.02@ 48.38 11.83

5799.00 70.61 45.14 5597.64 31.00 553.48 369.16 N 413.02 E 553.95@ 48.21 9.07

5831.00 74.04 42.74 5607.35 32.00 583.95 391.11 N 434.17 E 584.35@ 47.99 12.88

5862.00 75.53 42.96 5615.49 31.00 613.82 413.04 N 454.51 E 614.15@ 47.74 4.85

5894.00 77.29 42.28 5623.01 32.00 644.87 435.93 N 475.57 E 645.14@ 47.49 5.87

5925.00 78.35 41.93 5629.55 31.00 675.11 458.41 N 495.89 E 675.31@ 47.25 3,59

6010.00 82.57 42.41 5643.63 85.00 758.74 520.52 N 552.15 E 758.82@ 46.69

PathFinder - a Schlumberger company

Survey Report
FIDELITYEXPLORATION& PRODUCTION
CANE CREEK UNIT#8-1H3 ST1
COUNTY,

Page 03/05

APl#: 43-019-31449

Measured incl Drift TVD Course Vertical TOTAL Closure DLS
0,

Depth Dir. Length Section Rectangular Offsets Dist Dir

(ft) (deg) (deg) (ft) (ft) (ft) (ft) (ft) (ft) (deg) (dg/100ft)
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PathFinder - a Schlumberger company
Survey Report

FIDELITYEXPLORATION& PRODUCTION
CANE CREEK UNIT#8-1H3 ST1
COUNTY, Page 04/05

API#: 43-019-31449

Measured Incl Drift TVD Course Vertical TOTAL Closure DLS o
Depth Dir. Length Section Rectangular Offsets Dist Dir

(ft) (deg) (deg) (ft) (ft) (ft) (ft) (ft) (ft) (deg) (dg/100ft)

6108.00 82.57 41.95 5656.30 98.00 855.72 592.54 N 617.40 E 855.73@ 46.18 0.47
6202.00 84.33 41.97 5667.03 94.00 948.89 661.98 N 679.84 E 948.89@ 45.76 1.87
6298.00 86.00 43.16 5675.12 96.00 1044.38 732.43 N 744.54 E 1044.41@ 45.47 2.13
6393.00 80.02 41.01 5686.67 95.00 1138.43 802.36 N 807.71 E 1138.50@ 45.19 6.68

6488.00 81.25 42.06 5702.13 95.00 1231.89 872.52 N 869.87 E 1232.06@ 44.91 1.69
6583.00 84.15 42.30 5714.20 95.00 1325.92 942.34 N 933.13 E 1326.18@ 44.72 3.06
6677.00 86.35 43.06 5721.99 94.00 1419.45 1011.20 N 996.63 E 1419.79@ 44.58 2.47
6772.00 89.52 43.89 5725.41 95.00 1514.29 1080.09 N 1061.94 E 1514.70@ 44.51 3.45 ty

6867.00 91.45 43.06 5724.61 95.00 1609.20 1149.02 N 1127.30 E 1609.68@ 44.45 2.21 ..

6962.00 88.46 38.81 5724.68 95.00 1703.82 1220.77 N 1189.52 E 1704.48@ 44.26 5.47
7057.00 90.92 39.73 5725.19 95.00 1798.18 1294.30 N 1249.65 E 1799.13@ 43.99 2.76
7152.00 89.87 41.11 5724.54 95.00 1892.75 1366.62 N 1311.24 E 1893.94@ 43.82 1.82 o

7246.00 83.98 40.08 5729.58 94.00 1986.18 1437.86 N 1372.30 E 1987.63@ 43.66 6.36
7341.00 85.56 40.94 5738.24 95.00 2080.37 1509.79 N 1433.75 E 2082.09@ 43.52 1.89
7436.00 88.72 43.06 5742.98 95.00 2175.02 1580.28 N 1497.23 E 2176.92@ 43.45 4.00
7531.00 86.97 42.92 5746.55 95.00 2269.83 1649.72 N 1561.96 E 2271.85@ 43.43 1.85

o

7626.00 88.02 43.67 5750.70 95.00 2364.64 1718.80 N 1627.04 E 2366.75@ 43.43 1.36
7721.00 87.85 45.11 5754.13 95.00 2459.55 1786.64 N 1693.45 E 2461.68@ 43.47 1.52 o
7816.00 87.23 45.78 5758.20 95.00 2554.46 1853.23 N 1761.08 E 2556.53@ 43.54 0.96
7910.00 88.37 46.79 5761.81 94.00 2648.38 1918.14 N 1828.97 E 2650.36@ 43.64 1.62

8005.00 84.50 45.27 5767.72 95.00 2743.18 1983.95 N 1897.20 E 2745.07@ 43.72 4.37
8100.00 86.79 47.06 5774.93 95.00 2837.89 2049.55 N 1965.52 E 2839.71@ 43.80 3.06
8194.00 88.02 46.47 5779.19 94.00 2931.78 2113.87 N 2033.93 E 2933.49@ 43.90 1.45
8289.00 81.78 46.55 5787.63 95.00 3026.35 2178.96 N 2102.55 E 3027.97@ 43.98 6.57

8353.00 78.88 45.53 5798.38 64.00 3089.43 2222.75 N 2147.96 E 3091.01@ 44.02 4.80
8416.00 80.46 45.03 5809.68 63.00 3151.41 2266.36 N 2192.00 E 3152.97@ 44.04 2.63
8479.00 82.57 45.34 5818.97 63.00 3213.71 2310.27 N 2236.20 E 3215.27@ 44.07 3.38
8542.00 84.42 46.26 5826.11 63.00 3276.30 2353.91 N 2281.07 E 3277.83@ 44.10
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6108.00 82.57 41.95 5656.30 98,00 855.72 592.54 N 617.40 E 855.73@ 46.18 0.47
6202.00 84.33 41.97 5667.03 94,00 948,89 661.98 N 679.84 E 948.89@ 45.76 1.87
6298.00 86.00 43.16 5675.12 96.00 1044.38 732.43 N 744.54 E 1044.41@ 45.47 2.13
6393.00 80.02 41.01 5686.67 95.00 1138.43 802.36 N 807,71 E 1138.50@ 45.19 6.68

6488.00 81.25 42.06 5702.13 95.00 1231.89 872.52 N 869.87 E 1232.06@ 44.91 1.69
6583.00 84.15 42.30 5714.20 95.00 1325.92 942.34 N 933.13 E 1326.18@ 44.72 3.06
6677.00 86.35 43.06 5721.99 94.00 1419.45 1011.20 N 996.63 E 1419.79@ 44.58 2.47
6772.00 89.52 43.89 5725.41 95.00 1514.29 1080.09 N 1061.94 E 1514,70@ 44.51 3.45 ty

6867.00 91.45 43.06 5724.61 95.00 1609.20 1149.02 N 1127.30 E 1609.68@ 44.45 2.21 .

6962.00 88.46 38.81 5724.68 95.00 1703.82 1220.77 N 1189.52 E 1704.48@ 44.26 5.47
7057.00 90.92 39.73 5725.19 95.00 1798.18 1294.30 N 1249.65 E 1799.13@ 43.99 2.76
7152.00 89.87 41,11 5724.54 95.00 1892.75 1366.62 N 1311.24 E 1893.94@ 43.82 1.82

7246.00 83.98 40.08 5729.58 94.00 1986.18 1437.86 N 1372.30 E 1987.63@ 43.66 6.36
7341.00 85.56 40.94 5738.24 95.00 2080.37 1509.79 N 1433.75 E 2082.09@ 43.52 1.89
7436.00 88.72 43.06 5742.98 95.00 2175.02 1580.28 N 1497.23 E 2176.92@ 43.45 4.00
7531.00 86.97 42.92 5746.55 95.00 2269.83 1649.72 N 1561.96 E 2271.85@ 43.43 1.85

7626.00 88.02 43.67 5750.70 95.00 2364.64 1718.80 N 1627.04 E 2366.75@ 43.43 1.36
7721.00 87.85 45.11 5754.13 95.00 2459.55 1786.64 N 1693.45 E 2461.68@ 43.47 1.52 O

7816.00 87.23 45.78 5758.20 95.00 2554.46 1853.23 N 1761.08 E 2556.53@ 43.54 0.96
7910.00 88.37 46.79 5761.81 94.00 2648.38 1918.14 N 1828.97 E 2650,36@ 43.64 1.62

8005.00 84.50 45.27 5767.72 95.00 2743.18 1983.95 N 1897.20 E 2745.07@ 43.72 4.37
8100.00 86.79 47.06 5774.93 95.00 2837.89 2049.55 N 1965.52 E 2839.71@ 43.80 3.06
8194.00 88.02 46.47 5779.19 94.00 2931.78 2113.87 N 2033.93 E 2933.49@ 43.90 1.45
8289.00 81.78 46.55 5787.63 95.00 3026.35 2178.96 N 2102.55 E 3027.97@ 43.98 6.57

8353.00 78.88 45.53 5798.38 64.00 3089.43 2222.75 N 2147.96 E 3091.01@ 44.02 4.80
8416.00 80.46 45.03 5809.68 63.00 3151.41 2266.36 N 2192.00 E 3152.97@ 44.04 2.63
8479.00 82.57 45.34 5818.97 63.00 3213.71 2310.27 N 2236.20 E 3215.27@ 44.07 3.38
8542.00 84.42 46.26 5826.11 63.00 3276.30 2353.91 N 2281,07 E 3277.83@ 44.10
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PathFinder - a Schlumberger company
Survey Report

FIDEL1TYEXPLORATION& PRODUCTION
CANE CREEK UNIT#8-iH3 ST1
COUNTY, Page 05/05

API#: 43-019-31449

Measured Incl Drift TVD Course Vertical TOTAL Closure DLS
Depth Dir. Length Section Rectangular Offsets Dist Dir

(ft) (deg) (deg) (ft) (ft) (ft) (ft) (ft) (ft) (deg) (dg/100ft)

8606.00 84.50 46.02 5832.29 64.00 3340.00 2398.05 N 2327.00 E 3341.49@ 44.14 0.39
8669.00 84.50 45.22 5838.33 63.00 3402.71 2441.91 N 2371.82 E 3404.18@ 44.17 1.26
8732.00 84.24 45.00 5844.51 63.00 3465.40 2486.16 N 2416.24 E 3466.87@ 44.18 0.54
8795.00 85.21 47.09 5850.30 63.00 3528.13 2529.70 N 2461.40 E 3529.56@ 44.22 3.64

8859.00 85.12 46.92 5855.69 64.00 3591.89 2573.18 N 2508.04 E 3593.26@ 44.27 0.30
8922.00 85.56 47.04 5860.81 63.00 3654.67 2616.02 N 2553.95 E 3655.98@ 44.31 0.72
8985.00 83.80 49.91 5866.65 63.00 3717.32 2657.60 N 2600.90 E 3718.54@ 44.38 5.33
9049.00 82.83 49.89 5874.10 64.00 3780.73 2698.55 N 2649.52 E 3781.82@ 44.47 1.52 ty

9112.00 81.51 49.39 5882.69 63.00 3843.00 2738.96 N 2697.08 E 3843.98@ 44.56 2.24 .

9175.00 81.07 49.65 5892.23 63.00 3905.15 2779.39 N 2744.45 E 3906.02@ 44.64 0.81
9238.00 81.34 48.05 5901.86 63.00 3967.32 2820.36 N 2791.33 E 3968.11@ 44.70 2.55
9302.00 80.81 49.04 5911.79 64.00 4030.47 2862.21 N 2838.71 E 4031.20@ 44.76 1.74 o

9365.00 81.87 49.07 5921.27 63.00 4092.66 2903.03 N 2885.75 E 4093.31@ 44.83 1.68
9428.00 79.58 47.15 5931.43 63.00 4154.78 2944.54 N 2932.04 E 4155.37@ 44.88 4.72
9491.00 78.88 47.92 5943.20 63.00 4216.64 2986.32 N 2977.69 E 4217.20@ 44.92 1.64

STRAIGHT LINE PROJECTION TO BIT DEPTH AT 9554'MD.
9554.00 78.88 47.92 5955.35 63.00 4278.42 3027.75 N 3023.57 E 4278.93@ 44.96 0.00

o
o

" The survey data at tie-in point was furnished by a recognized survey company and entered as submitted. Survey stations
above the tie-in point represent recalculated data by PathFinder - a Schlumberger company and may reflect minor
changes due to rounding differences between survey programs. Only survey stations taken by qualified PathFinder
personnel are subject to

PathFinder - a Schluinberger company
Survey Report

FIDEL1TYEXPLORATION& PRODUCTION
CANE CREEK UNIT#8-1H3 ST1
COUNTY, Page 05/05

API#: 43-019-31449 M

Measured Incl Drift TVD Course Vertical TOTAL Closure DLS
Depth Dir. Length Section Rectangular Offsets Dist Dir

(ft) (deg) (cleg) (ft) (ft) (ft) (ft) (ft) (ft) (deg) (dg/100ft)
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9049.00 82.83 49.89 5874.10 64.00 3780.73 2698.55 N 2649.52 E 3781.82@ 44.47 1.52 ty
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9491.00 78.88 47.92 5943.20 63.00 4216.64 2986.32 N 2977.69 E 4217.20@ 44.92 1.64

STRAIGHT LINE PROJECTION TO BIT DEPTH AT 9554'MD.
9554.00 78.88 47.92 5955.35 63.00 4278.42 3027.75 N 3023.57 E 4278.93@ 44.96 0.00

o
o

" The survey data at tie-in point was furnished by a recognized survey company and entered as submitted. Survey stations
above the tie-in point represent recalculated data by PathFinder - a Schlumberger company and may reflect minor
changes due to rounding differences between survey programs. Only survey stations taken by qualified PathFinder
personnel are subject to

PathFinder - a Schluinberger company
Survey Report

FIDEL1TYEXPLORATION& PRODUCTION
CANE CREEK UNIT#8-1H3 ST1
COUNTY, Page 05/05

API#: 43-019-31449 M

Measured Incl Drift TVD Course Vertical TOTAL Closure DLS
Depth Dir. Length Section Rectangular Offsets Dist Dir
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8859.00 85.12 46.92 5855.69 64.00 3591.89 2573.18 N 2508.04 E 3593.26@ 44.27 0.30
8922.00 85.56 47.04 5860.81 63.00 3654.67 2616.02 N 2553.95 E 3655.98@ 44.31 0.72
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9554.00 78.88 47.92 5955.35 63.00 4278.42 3027.75 N 3023.57 E 4278.93@ 44.96 0.00

o
o

" The survey data at tie-in point was furnished by a recognized survey company and entered as submitted. Survey stations
above the tie-in point represent recalculated data by PathFinder - a Schlumberger company and may reflect minor
changes due to rounding differences between survey programs. Only survey stations taken by qualified PathFinder
personnel are subject to

PathFinder - a Schluinberger company
Survey Report

FIDEL1TYEXPLORATION& PRODUCTION
CANE CREEK UNIT#8-1H3 ST1
COUNTY, Page 05/05

API#: 43-019-31449 M
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9302.00 80.81 49.04 5911.79 64.00 4030.47 2862.21 N 2838.71 E 4031.20@ 44.76 1.74 o

9365.00 81.87 49.07 5921.27 63.00 4092.66 2903.03 N 2885.75 E 4093.31@ 44.83 1.68
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9554.00 78.88 47.92 5955.35 63.00 4278.42 3027.75 N 3023.57 E 4278.93@ 44.96 0.00

o
o

" The survey data at tie-in point was furnished by a recognized survey company and entered as submitted. Survey stations
above the tie-in point represent recalculated data by PathFinder - a Schlumberger company and may reflect minor
changes due to rounding differences between survey programs. Only survey stations taken by qualified PathFinder
personnel are subject to

PathFinder - a Schluinberger company
Survey Report

FIDEL1TYEXPLORATION& PRODUCTION
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COUNTY, Page 05/05
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o
o

" The survey data at tie-in point was furnished by a recognized survey company and entered as submitted. Survey stations
above the tie-in point represent recalculated data by PathFinder - a Schlumberger company and may reflect minor
changes due to rounding differences between survey programs. Only survey stations taken by qualified PathFinder
personnel are subject to

PathFinder - a Schluinberger company
Survey Report
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COUNTY, Page 05/05
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o
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changes due to rounding differences between survey programs. Only survey stations taken by qualified PathFinder
personnel are subject to



Division of Oil, Gas and Mining 

Operator Change/Name Change Worksheet-for State use only 

Effective Date: 3/112016 
FORMER OPERA TOR: NEW OPERA TOR: 
Fidelity E&P Company N3155 Wesco Operating, Inc. N4030 
1801 Califorina Street, Suite 2500 PO Box 1650 
Denver, CO 80202 Casper, WY 82602 

CA Number(s): Unites): Cane Creek 
Threemile 

WELL INFORMATION: 
Well Name API 
See Attached List 

OPERATOR CHANGES DOCUMENTATION: 
1. Sundry or legal documentation was received from the FORMER operator on: 
2. Sundry or legal documentation was received from the NEW operator on: 
3. New operator Division of Corporations Business Number: 8742016-0143 

REVIEW: 
1. Surface Agreement Sundry from NEW operator on Fee Surface wells received on: 
2. Receipt of Acceptance of Drilling Procedures for APD on: 
3. Reports current for ProductionlDisposition & Sundries: 4/1912016 
4. OPS/SIITA welles) reviewed for full cost bonding: 4119/2016 
5. UIC5 on all disposal/injection/storage welles) approved on: 4/13/2016 
6. Surface Facility(s) included in operator change: Blue Hills Gas Plant 

Dead House Lateral Pipeline 
Dubinky Booster Station 
Long Canyon Facility 

7. Inspections ofPA statelfee well sites complete on (only upon operators request): 

NEW OPERATOR BOND VERIFICATION: 
1. Federal welles) covered by Bond Number: 
2. Indian welles) covered by Bond Number: 
3.State/fee welles) covered by Bond Number(s): 

DATA ENTRY: 
I. Welles) update in the OGIS on: 
2. Entity Number(s) updated in OGIS on: 
3. Unites) operator number update in OGIS on: 
4. Surface Facilities update in OGIS on: 
5. StatelFee welles) attached to bond(s) in RBDMS on: 
6. Surface Facilities update in RBDMS on: 

LEASE INTEREST OWNER NOTIFICATION: 

UTB0000685 
N/A 
RLB0016443 

4/2112016 " 
4/2112016 
4/2112016 
4/2112016 
4/2112016 
4/2112016 

411212016 

4/12/2016 
4/12/2016 

4/12/2016 

N/A 

1. The NEW operator ofthe Fee (Mineral) wells has been contacted and informed by a letter from the Division 
of their responsibility to notify all interest owners of this change on: NI A 
COMMENTS: 

4/21/2016 

Division of Oil, Gas and Mining
Operator Change/Name Change Worksheet-for State use only

Effective Date: 3/1/2016
FORMER OPERATOR: NEW OPERATOR:
Fidelity E&P Company N3155 Wesco Operating, Inc. N4030
1801 Califorina Street, Suite 2500 PO Box 1650
Denver, CO 80202 Casper, WY 82602

CA Number(s): Unit(s): Cane Creek
Threemile

WELL INFORMATION:
Well Name Sec TWN RNG API Entity Mineral Surface Type Status
See Attached List

OPERATOR CHANGES DOCUMENTATION:
1. Sundry or legal documentation was received from the FORMER operator on: 4/12/2016
2. Sundry or legal documentation was received from the NEW operator on: 4/12/2016
3. New operator Division of Corporations Business Number: 8742016-0143

REVIEW:
1. Surface Agreement Sundry from NEW operator on Fee Surface wells received on: 4/12/2016
2. Receipt of Acceptance of Drilling Procedures for APD on: 4712/2016
3. Reports current for Production/Disposition & Sundries: 4/19/2016
4. OPS/SI/TA well(s) reviewed for full cost bonding: 4/19/2016
5. UIC5 on all disposal/injection/storage well(s) approved on: 4/13/2016
6. Surface Facility(s) included in operator change: Blue Hills Gas Plant

Dead House Lateral Pipeline
Dubinky Booster Station
Long Canyon Facility

7. Inspections of PA state/fee well sites complete on (only upon operators request): N/A

NEW OPERATOR BOND VERIFICATION:
1. Federal well(s) covered by Bond Number: UTBOOOO685
2. Indian well(s) covered by Bond Number: N/A
3.State/fee well(s) covered by Bond Number(s): RLB0016443

DATA ENTRY:
1. Well(s) update in the OGIS on: 4/21/2016
2. Entity Number(s) updated in OGIS on: 4/21/2016
3. Unit(s) operator number update in OGIS on: 4/21/2016
4. Surface Facilities update in OGIS on: 4/21/2016
5. State/Fee well(s) attached to bond(s) in RBDMS on: 4/21/2016
6. Surface Facilities update in RBDMS on: 4/21/2016

LEASE INTEREST OWNER NOTIFICATION:
1. The NEW operator of the Fee (Mineral) wells has been contacted and informed by a letter from the Division
of their responsibility to notify all interest owners of this change on: N/A
COMMENTS:

Division of Oil, Gas and Mining
Operator Change/Name Change Worksheet-for State use only

Effective Date: 3/1/2016
FORMER OPERATOR: NEW OPERATOR:
Fidelity E&P Company N3155 Wesco Operating, Inc. N4030
1801 Califorina Street, Suite 2500 PO Box 1650
Denver, CO 80202 Casper, WY 82602

CA Number(s): Unit(s): Cane Creek
Threemile

WELL INFORMATION:
Well Name Sec TWN RNG API Entity Mineral Surface Type Status
See Attached List

OPERATOR CHANGES DOCUMENTATION:
1. Sundry or legal documentation was received from the FORMER operator on: 4/12/2016
2. Sundry or legal documentation was received from the NEW operator on: 4/12/2016
3. New operator Division of Corporations Business Number: 8742016-0143

REVIEW:
1. Surface Agreement Sundry from NEW operator on Fee Surface wells received on: 4/12/2016
2. Receipt of Acceptance of Drilling Procedures for APD on: 4712/2016
3. Reports current for Production/Disposition & Sundries: 4/19/2016
4. OPS/SI/TA well(s) reviewed for full cost bonding: 4/19/2016
5. UIC5 on all disposal/injection/storage well(s) approved on: 4/13/2016
6. Surface Facility(s) included in operator change: Blue Hills Gas Plant

Dead House Lateral Pipeline
Dubinky Booster Station
Long Canyon Facility

7. Inspections of PA state/fee well sites complete on (only upon operators request): N/A

NEW OPERATOR BOND VERIFICATION:
1. Federal well(s) covered by Bond Number: UTBOOOO685
2. Indian well(s) covered by Bond Number: N/A
3.State/fee well(s) covered by Bond Number(s): RLB0016443

DATA ENTRY:
1. Well(s) update in the OGIS on: 4/21/2016
2. Entity Number(s) updated in OGIS on: 4/21/2016
3. Unit(s) operator number update in OGIS on: 4/21/2016
4. Surface Facilities update in OGIS on: 4/21/2016
5. State/Fee well(s) attached to bond(s) in RBDMS on: 4/21/2016
6. Surface Facilities update in RBDMS on: 4/21/2016

LEASE INTEREST OWNER NOTIFICATION:
1. The NEW operator of the Fee (Mineral) wells has been contacted and informed by a letter from the Division
of their responsibility to notify all interest owners of this change on: N/A
COMMENTS:



From: Fidelity Exploration Production Comany N3155 
To: Wesco Operating, Inc. N4030 
Effective: 3/1/2016 

\llJ5lJ!lJam~ . __ .____ . Sectioll_J"""Lti RNG AP'-N~mner Jntity . Miner(~L~r!§l~~jType I Status_ Unit 
KANE SPRINGS 16-1 16 250S 180E 4301931341 11484 State State 'WD A CANE CREEK -. ----.. . .-.,--... I - --- --.- ------.---- -.. ----.-.---... ----- - .... --.--- -. -----

CANE CREEK UNIT 2-2-25-18 2 i250S 180E 4301950044 State State OW .APD CANE CREEK 
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Cane Creek 10-1-25-19102508 190E 14301950054 Federal Federal'OWAPD 
Cane Creek Unit 30-1-25-19 30 12505190EA301950055- -Federal Federal-bw APDCANECREEK-
Cane Creek Unii19-i-26-20
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CaneCreekUnit32-2-25-1932 '1250S.190EA301950061. State State .OW lAPD CANECREEK 
Cane Creek Unit 17-1-25-19 . '-17 .250S ,190E !4301950062 _U Federal Federal OW -APD CANE CREEK 
Cane Creek Unit 16-4-25-18 16 !250S 180E 4301950063 Federal State OW APD __ ,CANE CREEK 
Cane Creek Unit 2-4-25-18 ,2 250S 180E 4301950064 Federal State OW APD CANE CREEK 

----:--:-:--:--:::c----c-: --:--=--- - L --- .. I .. -:-+-=-=-==-
Cane Creek Unit 5-1-25-18 '5 1250S J80E 14301950065. Federal Ff:!derallOW !APD C;ANE CREEK 
8-2-26-20 8260S '200E 4301950068 Federal Federal OW 'APD .CANE CREEK 
Cane Creek Unit 19-3-26-20 19 +260S 200E 4301950069 Federal Federal ,OW 1APD tANE CREEK 
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Cane Creek Unit 9-1-25-18 9 ~50S180E ,430195QQ74 Federal Fed~rCiI'OW API:) CAN!:: gREEK 
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Cane Creek Unit 7-2-26-20 ____ __ 7_ 2.60S h2.QQE 143019. 50051 +.1_9706 Fe. deral Xederal i0'N._ O. PS .. ,CANE CREEK 
THREEMILE 16-1716 l290S k220E 430375000317984 State State lOW OPS ]THREEMILE 
Three Mile Unit 12-2-29-21 12 1290S .210E430375006919646 Federal Federal OW :OPS THREEMILE 
KANE SPRINGS FED 27-1 ,27 250Stl190E 14301931310 14505 Federal Federal lOW p.. 'CAN-E CREEK .• 
KANE SPRINGS FED 19-1A 19 1260S 200E 4301931324' 14505 Federal Federal lOW P CANE CREEK 
KANE SPRINGS FED 10-1 10 :250S '180E 4301931331 14509 Federal Federal OWP-- CANE CREEK 

KANESPRINGSFED25-19-3~.-1 134._ . i250SII!~bE 43019313.34~14505 Fede.ral Federal:OW Ip-~ ICANECREEK ... 
CANE CREEK 2-1 2 ~S 190E 4301931396 14505 State State lOW P CANE CREEK 
CANE CREEK UNIT 12-1 - ~ 12 ~S 190E '4301950009 14505 Federal Federal~ OW I P~ANE CREEtS, 
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Cane Creel<..!!nit ~6-1 ._.l6_~Q§ :190~_j_43019_509~0, 14505 State _ State:Q""'-P __ ~C::At-J.~gR~EIS._ 
Can~ C!~~k Uni! 36-2H36 250S 190E 4301950033 14505 State State OW ~CANE CREEK 
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CANE_CREEK UNIT 2-1-25-18 ~2 __ . . .250S

1

180E:.'.4. 30. 1950036 _19343 Federal.State JOW. I~ .. --t.ANE CREEK. 
<2ane Creek Unit 32-1-25-19_ _ ~_ 1250S 190E f430195003719396 State State iod__ __ . 
Cane Creek Unit 28-3 .. __ ~28 !250S '1. 90E !4301_95004.5 19767 Fed. eral Fed_e!iJl OW I~_,C.ANE CREE.K 
Cane Creek 32-1-25-20~ 250S I?OOE 14301950049 19588 State State lOW +p.. _ 
HATCH POINT 1 14 :290S !210E:4303731658.11356 Federal Federal OW P ~ _ 
THRE:!::MILE 43-~ ___ !8 __ ._,.!290S.220E_430373~857 17276 Federalfederal 9~_ 1. __ 
LONG CANYON 1 9 260S :200E 4301915925 674 Federal Federal ,OW IS 
CANE CREEK 1-1 --~1---~i260S-t19oE 43c)1931446 14505 Federal FederaIOW--r-s- CANE CREEK 

From: Fidelity Exploration Production Comany N3155
To: Wesco Operating, Inc. N4030
Effective: 3/1/2016

Well Name Section TWN RNG API Numner Entity Mineral Surface Type Status Unit
KANE SPRINGS 16-1 16 250S 180E 4301931341 11484 State State WD A CANE CREEK
CANE CREEK UNIT 2-2-25-18 2 250S 180E 4301950044 State State OW APD CANE CREEK
Cane Creek Unit 25-1-25-19 25 250S 190E 4301950048 Federal Federal OW ÄPD CÄNE CREEK
Cane Creek Unit 6-1-25-19 6 250S 190E 4301950052 Federal Federal OW APD CANE CREEK
Cane Creek Unit 29-1-25-19 29 250S 190E 4301950053 Federal Federal OW APD CANE CREEK
Cane Creek 10-1-25-19 10 250S 190E 4301950054 Federal Federal OW APD
Cane Creek Unit 30-1-25-19 30 250S 190E 4301950055 Federal Federal OW APD CANE CREEK
Cane Creek Unit 19-2-26-20 19 260S 200E 4301950056 Federal Federal OW APD CANE CREEK
Cane Creek Unit 14-1-25-19 14 250S 190E 4301950057 Federal Federal OW APD CANE CREEK
Cane Creek Unit 2-3-25-18 2 2505Ï180E 4301950058 Federal State OW APD CANE CREEK
Cane Creek Unit 16-3-25-18 16 250S 180E 4301950059 Federal State OW APD CANE CREEK
Cane Creek Unit 19-1-25-19 19 250S 190E 4301950060 Federal Federal OW APD CANE CREEK
Cane Creek Unit 32-2-25-19 32 250S 190E 4301950061 State State OW APD CANE CREEK
Cane Creek Unit 17-1-25-19 17 250S 190E 4301950062 Federal Federal OW APD CANE CREEK
Cane Creek Unit 16-4-25-18 16 250S 180E 4301950063 Federal State OW APD CANE CREEK
Cane Creek Unit 2-4-25-18 2 250S 180E 4301950064 Federal State OW APD CANE CREEK
Cane Creek Unit 5-1-25-18 5 250 180E 4301950065 Federal Federal OW APD CANE CR
8-2-26-20 8 260S 200E 4301950068 Federal Federal OW APD CANE CREEK
Cane Creek Unit 19-3-26-20 19 260S 200E 4301950069 Federal Federal OW APD CANE CREEK
Cane Creek Unit 21-1-25-19 21 250S 190E 4301950070 Federal Federal OW APD CANE CREEK
Cane Creek Unit 12-2-26-19 260S 190E 4301950 Federal Federal OV\ÏÄPD ÖÄNE CREEK
Cane Creek Unit 26-4-25-19 26 250S 190E 4301950072 Federal Federal OW APD CANE CREEK
Cane Creek Unitž1-1-25-18 21 250S 180E 43019500Ì3 F¾eral EederaÏOW APD CANE CREEK
Cane Creek Unit 9-1-25-18 9 250S 180E 4301950074 Federal Federal OW APD CANE CREEK
Cane Creek Unit 7-1-25-19 7 250S 190E 4301950075 Federal Federal OW APD CANE CREEK
Cane Creek Unit 5-2-25-18 5 250S 180E 4301950076 Federal Federal OW APD CANE CREEK
Cane Creek Unit 7-1-25-18 7 250S 180E 4301950077 Federal Federal OW APD CANE CREEK
Cane Creek Unit 13-1-25-18 13 250S 180E 4301950078 Federal Federal OW APD CANE CREEK
Three Mile Unti 12-3-29-21 12 290S 210E 4303750070 Federal Federal OW APD THREEMILE
Three Mile Unit 16-2-29-22 1Ï 290S 220E 4303750071 Federal State OW APD THREEMILE
Cane Creek Unit 7-2-26-20 7 260S 200E 4301950051 19706 Federal Federal OW OPS CANE CREEK
THREEMILE 16-17 16 290S 220E 4303750003 17984 State State OW OPS THREEMILE
Three Mile Unit 12-2-29-21 12 290S 210E 4303Ì5006919646 Federal Federal OW OPS THREEMILE
KANE SPRINGS FED 27-1 27 250S 190E 4301931310 14505 Federal Federal OW P CANE CREEK
KÄNE SPRINGS FED 19-1Ä 19 260S 200E 4301931324 14505 Federal Federa OW P CANÈCREEK
KANE SPRINGS FED 10-1 10 250S 180E 4301931331 14509 Federal Federal OW P CANE CREEK
KANE SPRINGS FED 25-19-34-1 34 250S 190E 4301931334 14505 Federal Federal OW P CANE CREEK
CANE CREEK 2-1 2 260S 190E 4301931396 14505 State State OW P CANE CREEK
CANE CREEK UNIT 12-1 12 260S 190E 4301950009 14505 Federal Federal OW P CANE CREEK
CANE CREEK UNIT 7-1 7 260S 200E 4301950010 18923 Federal Federal OW P CANE CREEK
CÃNE CREEK UÑIT# 26-2 26 250S 190E 4301950011 14505 Federal Federal OW P CANE CREEK
CANE CREEK UNIT #18-1 18 260S 200E 4301950012 14505 Federal Federal OW P CANE CREEK
CANE CREEK U #13-1 13 260S 190E 4301950014 145Ò5Federal Federal ÓW P CÄNE CREEK
CÃlúECREEKUÑIÌ26-3 26 250S 190E 430195001914505 Federal Federal ÒW P CÄNECREEK
CANE CREEK UNIT 28-2 28 250S 190E 4 1950020 18681 Federal Federal OW P
Cane Creek Unit 17-1 17 260S 200E 4301950028 18980 Federal Federal OW P CANE CREEK
Cane Creek Unit 36-1 36 250S 190E 4301950030 14505 State State OW P CANE CREEK
Cane Creek Unit 36-2H 36 250S 190E 4301950033 14505 State State OW P CANE CREEK
Cane Creek Unit 24-2H 24 260S 190E 4301950034 19342 Federal Federal OW P CANE CREEK
Cane Creek Unit 36-3H 36 50S 190E 4301950035 19528 State State OW P CANE CREEK
CANE CREEK UNIT 2-1-25-18 2 250S 180E 4301950036 19343 Federal State OW P CANE CREEK
Cane Creek Unit 32-1-25-19 32 250S 190E 4301950037 19396 State State OW P
Cane Creek Unit 28-3 28 250S 190E 4301950045 19767 Federal Federal OW P CANE CREEK
Cane Creek 32-1-25-20 32 250S 200E 4301950049 19588 State State OW P
HATCH POINT 1 14 290S 210E 4303731658 11356 Federal Federal OW P
THREEMILE 43-18H 18 290S 220E 4303731857 17276 Federal Federal OW P
LONG CANYON 1 9 260S 200E 4301915925 674 Federal Federal OW S
CANE CREEK 1-1 1 260S 190E 4301931446 14505 Federal Federal Ow CANE

From: Fidelity Exploration Production Comany N3155
To: Wesco Operating, Inc. N4030
Effective: 3/1/2016

Well Name Section TWN RNG API Numner Entity Mineral Surface Type Status Unit
KANE SPRINGS 16-1 16 250S 180E 4301931341 11484 State State WD A CANE CREEK
CANE CREEK UNIT 2-2-25-18 2 250S 180E 4301950044 State State OW APD CANE CREEK
Cane Creek Unit 25-1-25-19 25 250S 190E 4301950048 Federal Federal OW ÄPD CÄNE CREEK
Cane Creek Unit 6-1-25-19 6 250S 190E 4301950052 Federal Federal OW APD CANE CREEK
Cane Creek Unit 29-1-25-19 29 250S 190E 4301950053 Federal Federal OW APD CANE CREEK
Cane Creek 10-1-25-19 10 250S 190E 4301950054 Federal Federal OW APD
Cane Creek Unit 30-1-25-19 30 250S 190E 4301950055 Federal Federal OW APD CANE CREEK
Cane Creek Unit 19-2-26-20 19 260S 200E 4301950056 Federal Federal OW APD CANE CREEK
Cane Creek Unit 14-1-25-19 14 250S 190E 4301950057 Federal Federal OW APD CANE CREEK
Cane Creek Unit 2-3-25-18 2 2505Ï180E 4301950058 Federal State OW APD CANE CREEK
Cane Creek Unit 16-3-25-18 16 250S 180E 4301950059 Federal State OW APD CANE CREEK
Cane Creek Unit 19-1-25-19 19 250S 190E 4301950060 Federal Federal OW APD CANE CREEK
Cane Creek Unit 32-2-25-19 32 250S 190E 4301950061 State State OW APD CANE CREEK
Cane Creek Unit 17-1-25-19 17 250S 190E 4301950062 Federal Federal OW APD CANE CREEK
Cane Creek Unit 16-4-25-18 16 250S 180E 4301950063 Federal State OW APD CANE CREEK
Cane Creek Unit 2-4-25-18 2 250S 180E 4301950064 Federal State OW APD CANE CREEK
Cane Creek Unit 5-1-25-18 5 250 180E 4301950065 Federal Federal OW APD CANE CR
8-2-26-20 8 260S 200E 4301950068 Federal Federal OW APD CANE CREEK
Cane Creek Unit 19-3-26-20 19 260S 200E 4301950069 Federal Federal OW APD CANE CREEK
Cane Creek Unit 21-1-25-19 21 250S 190E 4301950070 Federal Federal OW APD CANE CREEK
Cane Creek Unit 12-2-26-19 260S 190E 4301950 Federal Federal OV\ÏÄPD ÖÄNE CREEK
Cane Creek Unit 26-4-25-19 26 250S 190E 4301950072 Federal Federal OW APD CANE CREEK
Cane Creek Unitž1-1-25-18 21 250S 180E 43019500Ì3 F¾eral EederaÏOW APD CANE CREEK
Cane Creek Unit 9-1-25-18 9 250S 180E 4301950074 Federal Federal OW APD CANE CREEK
Cane Creek Unit 7-1-25-19 7 250S 190E 4301950075 Federal Federal OW APD CANE CREEK
Cane Creek Unit 5-2-25-18 5 250S 180E 4301950076 Federal Federal OW APD CANE CREEK
Cane Creek Unit 7-1-25-18 7 250S 180E 4301950077 Federal Federal OW APD CANE CREEK
Cane Creek Unit 13-1-25-18 13 250S 180E 4301950078 Federal Federal OW APD CANE CREEK
Three Mile Unti 12-3-29-21 12 290S 210E 4303750070 Federal Federal OW APD THREEMILE
Three Mile Unit 16-2-29-22 1Ï 290S 220E 4303750071 Federal State OW APD THREEMILE
Cane Creek Unit 7-2-26-20 7 260S 200E 4301950051 19706 Federal Federal OW OPS CANE CREEK
THREEMILE 16-17 16 290S 220E 4303750003 17984 State State OW OPS THREEMILE
Three Mile Unit 12-2-29-21 12 290S 210E 4303Ì5006919646 Federal Federal OW OPS THREEMILE
KANE SPRINGS FED 27-1 27 250S 190E 4301931310 14505 Federal Federal OW P CANE CREEK
KÄNE SPRINGS FED 19-1Ä 19 260S 200E 4301931324 14505 Federal Federa OW P CANÈCREEK
KANE SPRINGS FED 10-1 10 250S 180E 4301931331 14509 Federal Federal OW P CANE CREEK
KANE SPRINGS FED 25-19-34-1 34 250S 190E 4301931334 14505 Federal Federal OW P CANE CREEK
CANE CREEK 2-1 2 260S 190E 4301931396 14505 State State OW P CANE CREEK
CANE CREEK UNIT 12-1 12 260S 190E 4301950009 14505 Federal Federal OW P CANE CREEK
CANE CREEK UNIT 7-1 7 260S 200E 4301950010 18923 Federal Federal OW P CANE CREEK
CÃNE CREEK UÑIT# 26-2 26 250S 190E 4301950011 14505 Federal Federal OW P CANE CREEK
CANE CREEK UNIT #18-1 18 260S 200E 4301950012 14505 Federal Federal OW P CANE CREEK
CANE CREEK U #13-1 13 260S 190E 4301950014 145Ò5Federal Federal ÓW P CÄNE CREEK
CÃlúECREEKUÑIÌ26-3 26 250S 190E 430195001914505 Federal Federal ÒW P CÄNECREEK
CANE CREEK UNIT 28-2 28 250S 190E 4 1950020 18681 Federal Federal OW P
Cane Creek Unit 17-1 17 260S 200E 4301950028 18980 Federal Federal OW P CANE CREEK
Cane Creek Unit 36-1 36 250S 190E 4301950030 14505 State State OW P CANE CREEK
Cane Creek Unit 36-2H 36 250S 190E 4301950033 14505 State State OW P CANE CREEK
Cane Creek Unit 24-2H 24 260S 190E 4301950034 19342 Federal Federal OW P CANE CREEK
Cane Creek Unit 36-3H 36 50S 190E 4301950035 19528 State State OW P CANE CREEK
CANE CREEK UNIT 2-1-25-18 2 250S 180E 4301950036 19343 Federal State OW P CANE CREEK
Cane Creek Unit 32-1-25-19 32 250S 190E 4301950037 19396 State State OW P
Cane Creek Unit 28-3 28 250S 190E 4301950045 19767 Federal Federal OW P CANE CREEK
Cane Creek 32-1-25-20 32 250S 200E 4301950049 19588 State State OW P
HATCH POINT 1 14 290S 210E 4303731658 11356 Federal Federal OW P
THREEMILE 43-18H 18 290S 220E 4303731857 17276 Federal Federal OW P
LONG CANYON 1 9 260S 200E 4301915925 674 Federal Federal OW S
CANE CREEK 1-1 1 260S 190E 4301931446 14505 Federal Federal Ow CANE



From: Fidelity Exploration Production Comany N3155 
To: Wesco Operating, Inc. N4030 
Effective: 3/1/2016 

~NI::CREEK 24-1 ___ ~~4 ~§.~ '.!~OE 430.1931447. 1. 4.5. 05IFedera.llfede,"-allQwJ5 
CANE CREEK 8-1 8 2605 200E 4301931449 16464 Federal Federal OW '5 
~fr~ek Unit 18~2-=----=--~18 2605 "f200E I 430 19s002Yj 14505 Federal Federal OW 15--
Cane Creek Unit 17-2 __ .17_ . _1260§1200E _4301~50032f4505 FederaLFederaliovv-----,§ 
c:;ane CrE;!ek 36-1-25-18_ ---f36 _ ,250S .180E 43019§00381194-40~e i§tCitE! ___ OV'{~ 

'CANE CREEK 
- ---- --~--
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CHEVRON FED 1 ~_ _ 2905-.-130E _4303730005 975 I Feder~1 : federal Q""-_~_. 
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CANE CrfEEK UNIT 16-2~25-f8 116 --'2505! 180E 4301950046 19512 ·State-~5tate-toWTAICANE CREEK 

From: Fidelity Exploration Production Comany N3155
To: Wesco Operating, Inc. N4030
Effective: 3/1/2016

CANE CREEK 24-1 24 260S 190E 4301931447 14505 Federal Federal OW S CANE CREEK
CANE CREEK 8-1 8 260S 200E 4301931449 16464 Federal Federal OW S CÄNE CREEK
Cane Creek Unit 18-2 18 260S 200E 4301950027 14505 Federal Federal OW S CANE CREEK
Cane Creek Unit 17-2 17 260S 200E 4301950032 14505 Federal Federal OW S CANE CREEK
Cane Creek 36-1-25-18 36 250S 180E 4301950038 19440 State State OW S
CHEVRON FED 1 24 290S 230E 4303730005 975 Federal Federal OW S
Ìhreemile12-7 12 290S 210E 4303750001 7837 Federal Federal OW S THREEMILE
LASAL 29-28 29 290S 230E 4303750002 17920 Federal Federal OW S
CANE CREEK UNIT 16-2-25-18 16 250S 180E 4301950046 19512 State State OW TA CÄNE

From: Fidelity Exploration Production Comany N3155
To: Wesco Operating, Inc. N4030
Effective: 3/1/2016

CANE CREEK 24-1 24 260S 190E 4301931447 14505 Federal Federal OW S CANE CREEK
CANE CREEK 8-1 8 260S 200E 4301931449 16464 Federal Federal OW S CÄNE CREEK
Cane Creek Unit 18-2 18 260S 200E 4301950027 14505 Federal Federal OW S CANE CREEK
Cane Creek Unit 17-2 17 260S 200E 4301950032 14505 Federal Federal OW S CANE CREEK
Cane Creek 36-1-25-18 36 250S 180E 4301950038 19440 State State OW S
CHEVRON FED 1 24 290S 230E 4303730005 975 Federal Federal OW S
Ìhreemile12-7 12 290S 210E 4303750001 7837 Federal Federal OW S THREEMILE
LASAL 29-28 29 290S 230E 4303750002 17920 Federal Federal OW S
CANE CREEK UNIT 16-2-25-18 16 250S 180E 4301950046 19512 State State OW TA CÄNE
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WESCO OPERATING, INC. 
a I L & .G AS·.. a ... PE R'iA T I a N S 

April 8, 2016 

John Rogers 

Utah Division of Oil, Gas and Mining 

1594 West North Temple, Suite 1210 Box 145801 

Salt Lake City, Utah 84114 

RE: Change of Operator 

A) Wells 

B) APD'S 

C) Dubinky Booster Station 

D) Blue Hills Gas Plant 

E) Dead Horse Lateral Pipeline 
F) Authority to Inject 

Sundry Notices 

Dear John Rodgers, 

RECE.\\lED 
~PR} -i 'l.G\b 

oN. Of Oll. G~$" .\",~G 

Please find enclosed the following documents from Fidelity Exploration & Production Company 
to Wesco Operating, Inc for your further handing. If you have any further questions please 
contact us.-

s~\\ 
casSYHa~ ~ 
307-577-5337 

1208. Durbin • P.D. Box 1650 • Casper. WY82602 • 307/4724618 • 307/265-1791 FAX 

WESCOOPERATING,INC.
OIL & GAS OPERATIONS

RygEWED

April 8, 2016

John Rogers OW.0FOL
Utah Division of Oil, Gas and Mining
1594 West North Temple, Suite 1210 Box 145801
Salt Lake City, Utah 84114

RE: Change of Operator
A) Wells
B) APD'S
C) Dubinky Booster Station
D) Blue Hills Gas Plant
E) Dead Horse Lateral Pipeline
F) Authority to Inject
Sundry Notices

Dear John Rodgers,

Please find enclosed the following documents from Fidelity Exploration & Production Company
to Wesco Operating, Inc for your further handing. If you have any further questions please
contact us.

307-577-5337

120 S. Durbin • P.O.Box 1650 • Casper, WY 82602 • 307/472-4618 • 307/265-1791

WESCOOPERATING,INC.
OIL & GAS OPERATIONS

RygEWED

April 8, 2016

John Rogers OW.0FOL
Utah Division of Oil, Gas and Mining
1594 West North Temple, Suite 1210 Box 145801
Salt Lake City, Utah 84114

RE: Change of Operator
A) Wells
B) APD'S
C) Dubinky Booster Station
D) Blue Hills Gas Plant
E) Dead Horse Lateral Pipeline
F) Authority to Inject
Sundry Notices

Dear John Rodgers,

Please find enclosed the following documents from Fidelity Exploration & Production Company
to Wesco Operating, Inc for your further handing. If you have any further questions please
contact us.

307-577-5337

120 S. Durbin • P.O.Box 1650 • Casper, WY 82602 • 307/472-4618 • 307/265-1791



FORM 9 STATE OF UTAH 
DEPARTMENT OF NATURAL RESOURCES 

DIVISION OF OIL, GAS AND MINING 5. LEASE DESIGNATION AND SERIAL NUMBER: 

SUNDRY NOTICES AND REPORTS ON WELLS 

Do not use this fann for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or to 
drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILL form for such proposals. 

1. TYPEOFWELL 
OIL WELL III GAS WELL D OTHER __________ _ 

2. NAME OF OPERATOR: 

Fidelity Exploration & Production Company 
3. ADDRESS OF OPERATOR: 

See Attached Exhibit 
6. IF INDIAN, ALLOTIEE OR TRIBE NAME: 

See Attached Exhibit 
7. UNIT or CA AGREEMENT NAME: 

See Attached Exhibit 
8. 'hELL NAME and NUMBER: 

See Attached Exhibit 
9. API NUMBER: 

10. FIELD AND POOL, OR VIIILDCAT: 

1801 California St., STE 2501 CITY Denver STATE CO ZIP 80202 I PHONE NUMBER: 

(303) 893-3133 See Attached Exhibit 
4. LOCATION OF 'hELL 

FOOTAGES AT SURFACE: See attached exhibit for all wells and details COUNTY: Grand 

QTRlQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE: 
UTAH 

11. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA 

TYPE OF SUBMISSION TYPE OF ACTION 

III D ACIDIZE D DEEPEN D REPERFORATE CURRENT FORMATION 
NOTICE OF INTENT 

(Submit in Duplicate) D ALTER CASING D FRACTURE TREAT D SIDETRACK TO REPAIR WELL 

Approximate date work will start: D CASING REPAIR D NEW CONSTRUCTION D TEMPORARILY ABANDON 

3/1/2016 D CHANGE TO PREVIOUS PLANS III OPERATOR CHANGE D TUBING REPAIR 

D CHANGE TUBING D PLUG AND ABANDON D VENT OR FLARE 

D SUBSEQUENT REPORT D CHANGE 'hELL NAME D PLUG BACK D WATER DISPOSAL 
(Submit Original Form Only) 

D CHANGE WELL STATUS D PRODUCTION (STARTIRESUME) D WATER SHUT -OFF 
Date of work completion: 

D D D COMMINGLE PRODUCING FORMATIONS RECLAMATION OF WELL SITE OTHER: 

D CONVERT WELL TYPE D RECOMPLETE - DIFFERENT FORMATION 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc. 

Effective March 1,2016, Fidelity Exploration & Production Company (Operator Number N1355) resigns as Operator of the 
wells listed on the attached exhibit and Wesco Operating, Inc, has been designated as successor Operator. 

Wesco Operating, Inc. 
P.O. Box 1650 
Casper, Wyoming 82602 
Phone 307-265-5178 

Wesco Operating, Inc. 

R;Up~ 
Signature 

'"''I''''''''''''''' Darwin SUba~ 
SIGNATURE ~( 

(This space for State use only) B\..t'(\ ~ 

Fidelity Exploration & Production Company 
1801 California Street, Suite 2500 
Denver, Colorado 80202 
Phone 303-893-3133 

TITLE 

DATE 

Chief Financial Officer 

APPROVED 
APR 2 \ 20\6 

(512000) (See Instructions on Reverse Side) 

DIV. OIL GAS & MINING _ 

ay:~ oh 9 o..\'Pe d 9 ~ 

STATE OF UTAH FORM 9
DEPARTMENTOF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

See Attached Exhibit

SUNDRY NOTICES AND REPORTS ON WELLS glFINDIAAN,ÆcLhedEEExhiBENAME:

7. UNITorCA AGREEMENTNAME:
Do notuse thisform for proposals to drillnewwells,significantly deepen existingwells below currentbottom-hole depth, reenterplugged wells, or t° See Attached Exhibitdrillhorizontal laterals. Use APPLICATIONFOR PERMIT TO DRILLform for suchproposals.

1. TYPE OF WELL 8 WELLNAMEand NUMBER:
OIL WELL GAS WELL OTHER See Attached Exhibit

2. NAMEOF OPERATOR: 9 API NUMBER:

Fidelity Exploration & Production Company
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELDAND POOL, OR WILDCAT:

1801 Califomia St., STE 250tciTY Denver STATE CO ZIP 80202 (303) 893-3133 See Attached Exhibit
4. LOCATIONOF WELL

FOOTAGES AT SURFACE: See attached exhibit for alfwells and details COUNTY: Grand

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:
UTAH

ii. CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTERCASING FRACTURE TREAT SIDETRACKTO REPAIR WELL

Approximate date work willstart: CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

3/1/2016 CHANGETO PREVIOUS PLANS OPERATOR CHANGE TUBINGREPAIR

CHANGETUBING PLUG ANDABANDON VENT OR FLARE

O SUBSEQUENT REPORT CHANGEWELLNAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

CHANGEWELLSTATUS PRODUCTION(STARTIRESUME) WATER SHUT43FF
Date ofworkcompletion:

COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELLSITE OTHER:

CONVERT WELLTYPE RECOMPLETE - DIFFERENT FORMATION

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Effective March 1, 2016, Fidelity Exploration & Production Company (Operator Number N1355) resigns as Operator of the
wells listed on the attached exhibit and Wesco Operating, Inc. has been designated as successor Operator.

Wesco Operating, Inc. Fidelity Exploration & Production Company
P.O. Box 1650 1801 California Street, Suite 2500
Casper, Wyoming 82602 Denver, Colorado 80202
Phone 307-265-5178 Phone 303-893-3133

Wesco Operating, Inc.
Robert W. Kirkwood, Preside

Signature

NAME(PLEASE PRINT) OfWin Subart TITLE Chief Financial Officer

SIGNATURE DATE

(This space for State use only) APPROVED

(5/2000) (See instructions on Reverse Side)

DIV.OIL GAS &M1NING

STATE OF UTAH FORM 9
DEPARTMENTOF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

See Attached Exhibit

SUNDRY NOTICES AND REPORTS ON WELLS glFINDIAAN,ÆcLhedEEExhiBENAME:

7. UNITorCA AGREEMENTNAME:
Do notuse thisform for proposals to drillnewwells,significantly deepen existingwells below currentbottom-hole depth, reenterplugged wells, or t° See Attached Exhibitdrillhorizontal laterals. Use APPLICATIONFOR PERMIT TO DRILLform for suchproposals.

1. TYPE OF WELL 8 WELLNAMEand NUMBER:
OIL WELL GAS WELL OTHER See Attached Exhibit

2. NAMEOF OPERATOR: 9 API NUMBER:

Fidelity Exploration & Production Company
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELDAND POOL, OR WILDCAT:

1801 Califomia St., STE 250tciTY Denver STATE CO ZIP 80202 (303) 893-3133 See Attached Exhibit
4. LOCATIONOF WELL

FOOTAGES AT SURFACE: See attached exhibit for alfwells and details COUNTY: Grand

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:
UTAH

ii. CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTERCASING FRACTURE TREAT SIDETRACKTO REPAIR WELL

Approximate date work willstart: CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

3/1/2016 CHANGETO PREVIOUS PLANS OPERATOR CHANGE TUBINGREPAIR

CHANGETUBING PLUG ANDABANDON VENT OR FLARE

O SUBSEQUENT REPORT CHANGEWELLNAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

CHANGEWELLSTATUS PRODUCTION(STARTIRESUME) WATER SHUT43FF
Date ofworkcompletion:

COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELLSITE OTHER:

CONVERT WELLTYPE RECOMPLETE - DIFFERENT FORMATION

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Effective March 1, 2016, Fidelity Exploration & Production Company (Operator Number N1355) resigns as Operator of the
wells listed on the attached exhibit and Wesco Operating, Inc. has been designated as successor Operator.

Wesco Operating, Inc. Fidelity Exploration & Production Company
P.O. Box 1650 1801 California Street, Suite 2500
Casper, Wyoming 82602 Denver, Colorado 80202
Phone 307-265-5178 Phone 303-893-3133

Wesco Operating, Inc.
Robert W. Kirkwood, Preside

Signature

NAME(PLEASE PRINT) OfWin Subart TITLE Chief Financial Officer

SIGNATURE DATE

(This space for State use only) APPROVED

(5/2000) (See instructions on Reverse Side)

DIV.OIL GAS &M1NING



14506 

14505 

14509 

14506 

14505 

14505 

14505 
18923 

14506 

14505 

14505 
14506 

18681 
14505 

18980 
19057 

14505 
19527 

19342 

19528 
19396 
19767 

19588 
11356 
17276 

19706 

17984 

19646 
19343 

19512 
674 

14505 

16464 
19440 

975 
17837 

17920 

Permitted Well Name 

4301931310 KANE SPRINGS FED 27-1 

4301931324 KANE SPRINGS FED 19-1A 

4301931331 KANE SPRINGS FED 10-1 
4301931334 KANE SPRINGS FED 25-19-34-1 

4301931341 KANE SPRINGS 16-1-25-18 

4301931396 CANE CREEK 2-1 
4301931446 CANE CREEK 1-1 

4301950009 CANE CREEK UNIT 12-1 

4301950010 CANE CREEK UNIT 7-1 

4301950011 CANE CREEK UNIT# 26-2 

4301950012 CANE CREEK UNIT #18-1 
4301950014 CANE CREEK U #13-1 

4301950019 CANE CREEK UNIT 26-3 

4301950020 CANE CREEK UNIT 28-2 
4301950027 Cane Creek Unit 18-2 

4301950028 Cane Creek Unit 17-1 

4301950030 Cane Creek Unit 36-1 

4301950032 Cane Creek Unit 17-2 

4301950033 Cane Creek Unit 36-2H 
4301950034 Cane Creek Unit 24-2H 

4301950035 Cane Creek Unit 36-3H 
4301950037 Cane Creek Unit 32-1-25-19 
4301950045 Cane Creek Unit 28-3 
4301950049 Cane Creek 32-1-25-20 

4303731658 HATCH POINT 1 

4303731857 THREEMILE 43-18H 
4301950051 Cane Creek Unit 7-2-26-20 

4303750003 THREEMILE 16-17 
4303750069 Three Mile Unit 12-2-29-21 

4301950036 CANE CREEK UNIT 2-1-25-18 
4301950046 CANE CREEK UNIT 16-2-25-18 

4301915925 LONG CANYON 1 
4301931447 CANE CREEK 24-1 

4301931449 CANE CREEK 8-1 
4301950038 Cane Creek 36-1-25-18 

4303730005 CHEVRON FED 1 
4303750001 Threemile 12-7 

4303750002 LA SAL 29-28 
4301950044 CANE CREEK UNIT 2-2-25-18 

4301950048 Cane Creek Unit 25-1-25-19 

4301950052 Cane Creek Unit 6-1-25-19 
4301950053 Cane Creek Unit 29-1-25-19 

4301950054 Cane Creek 10-1-25-19 

4301950055 Cane Creek Unit 30-1-25-19 

4301950056 Cane Creek Unit 19-2-26-20 

Fidelity Exploration & Production Company Paradox Well & APD List 

AKA Well Name Township RiDB Sectlon(s) ~ ~ MiDIri! Surface Well Type Well Status 

KANE SPRINGS FED 27-1-25-19 

KANE SPRINGS FED 19-1A-ST-26-20 

KANE SPRINGS FED 10-1-25-18 

KANE SPRING5 FED 25-19-34-1 

Disposal Well 
CANE CREEK UNIT 2-1-26-19 
CANE CREEK UNIT 1-1-26-19 

CANE CREEK UNIT 12-1-26-19 

CANE CREEK UNIT 7-1-26-20 
CANE CREEK UNIT 26-2-25-19 

CANE CREEK UNIT 18-1-26-20 

CANE CREEK UNIT 13-1-26-19 

CANE CREEK UNIT 26-3-25-19 

CANE CREEK UNIT 28-2-25-19 

CANE CREEK UNIT 18-2-26-20 
CANE CREEK UNIT 17-1-26-20 

CANE CREEK UNIT 36-1-25-19 

CANE CREEK UNIT 17-2-26-20 

CANE CREEK UNIT 36-2H-25-19 
CANE CREEK UNIT 24-2-26-19 

CANE CREEK UNIT 36-3H-25-19 
CANE CREEK UNIT 32-1-25-19 
CANE CREEK UNIT 28-3-25-19 

CANE CREEK 32-1-25-20 
HATCH POINT FEDERAL 1 
THREEMILE UNIT 43-18H-29-22 

CANE CREEK UNIT 7-2-26-20 
THREEMILE UNIT 16-17-29-22 

THREE MILE UNIT 12-2-29-21 

CANE CREEK UNIT 2-1-25-18 
CANE CREEK UNIT 16-2-25-18 

LONG CANYON 1 
CANE CREEK UNIT 24-1-26-19 

CANE CREEK UNIT 8-1-26-20 
CANE CREEK 36-1-25-18 

CHEVRON FEDERAL 1H 
THREEMILE UNIT 12-7-29-21 

LA SAL UNIT 29-28-29-23 

25S 

26S 

25S 

255 

255 
265 

265 

265 

265 

25S 
26S 

26S 

25S 

25S 
26S 

26S 

25S 

26S 
25S 

26S 
25S 

25S 
265 
255 

295 
29S 

265 
29S 

29S 

25S 
25S 

26S 
26S 

26S 
25S 

29S 
29S 

29S 

250S 
2505 

250S 

2505 
250S 

250S 
260S 

19E 

20E 

18E 

19E 

18E 
19E 

19E 

19E 

20E 

19E 
20E 

19E 

19E 

19E 
20E 

20E 

19E 

20E 
19E 

19E 
19E 

19E 
19E 
20E 

21E 
22E 

20E 
22E 

21E 

18E 
18E 

20E 
19E 

20E 
181: 

23E 
21E 

23E 
180E 

190E 
190E 

190E 

190E 

190E 
200E 

27 

19 

10 

34 

16 

2 

1 
12 

7 
26 
18 

13 

26 

28 

18 

17 

36 
17 

36 
24 

36 
32 
28 

32 
14 

18 
7 
16 
12 

2 
16 
9 
24 

8 
36 
24 

12 
29 

2 

25 

6 
29 

10 

30 
19 

GRAND 

GRAND 

GRAND 

GRAND 

GRAND 

GRAND 

GRAND 
GRAND 

GRAND 

GRAND 
GRAND 

GRAND 

GRAND 

GRAND 

GRAND 

GRAND 
GRAND 

GRAND 

GRAND 
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UT 

UT 

UT 
UT 
UT 

UT 
UT 

UT 

UT 
UT 

UT 

UT 

UT 
UT 

UT 

UT 
UT 

UT 
GRAND UT 
GRAND UT 
SANJUAN UT 
SANJUAN UT 
GRAND UT 

SANJUAN UT 
SANJUAN UT 

GRAND UT 
GRAND UT 

GRAND UT 
GRAND UT 

GRAND UT 

GRAND UT 
SANJUAN UT 

SANJUAN UT 
SANJUAN UT 

GRAND UT 

GRAND UT 

GRAND UT 
GRAND UT 
GRAND UT 

GRAND UT 
GRAND UT 

Federal 

Federal 

Federal 

Federal 

State 

State 
Federal 

Federal 

Federal 

Federal 
Federal 

Federal 

Federal 

Federal 
Federal 

Federal 

State 
Federal 

5tate 
Federal 

5tate 
State 
Federal 

State 
Federal 
Federal 

Federal 

State 
Federal 

Federal 

State 
Federal 
Federal 

Federal 

State 
Federal 
Federal 

Federal 

State 
Federal 

Federal 
Federal 

Federal 

Federal 

Federal 

Federal 
Federal 

Federal 

State 

State 
Federal 

Federal 

Federal 

Federal 

Federal 
Federal 

Federal 

Federal 

Federal 
Federal 

State 
Federal 

State 
Federal 

State 
State 
Federal 
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Federal 

Federal 
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OW 

OW 

OW 
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OW 

OW 

OW 
OW 

OW 

OW 

OW 

OW 
OW 

OW 

OW 

OW 
OW 

OW 

OW 
OW 

OW 
OW 

OW 
OW 
OW 
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OW 

OW 
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OW 

OW 
OW 

OW 
OW 

OW 
OW 

OW 

OW 
OW 

OW 
OW 

OW 

OW 

Federal Federal OW 

P" 
P"" 
pv 
p .. 

Pv 
P'" 
pv 
pv' 
p ..... 

p" 

P " 
P '" 
P '" 
p", 
Pol 

Pol 
p,,; 

P", 
P.r 
p", 

P'" 
p", 
P", 
Pv 

P", 'Le,,- P 
p .... 

OPS v 
OPS y :?;. Or:~ 
OPS v 
TA/ 21T~ 
TA" 

S'" 
S" 
S.r 
sv 
S'If-

S'" 
S ... 

I-S 

APD/ 
APDV' 

APDV' 

APD .... 

APDv 
APD y' 

APD v' 

Fidelity Exploration &Production Company Paradox Well & APD List

Entity # RI_f! Permitted Well Name AKAWell Name Township REDgg Sectionis) Countv Salg Mingrpl Surface Well Tvne Well Status

14506 4301931310 KANESPRINGSFED27-1 KANESPRINGSFED27-1-25-19 255 19E 27 GRAND UT Federal Federal OW P

14505 4301931324 KANESPRINGSFED19-1A KANESPRINGSFED19-1A-ST-26-20 265 20E 19 GRAND UT Federal Federal OW P*

14509 4301931331 KANESPRINGSFED10-1 KANESPRINGSFED10-1-25-18 25S 18E 10 GRAND UT Federal Federal OW PV

14506 4301931334 KANESPRINGSFED25-19-34-1 KANESPRINGSFED25-19-34-1 25S 19E 34 GRAND UT Federal Federal OW PV

4301931341 KANESPRINGS16-1-25-18 DisposalWell 255 18E 16 GRAND UT State State SWD PV

14505 4301931396 CANECREEK2-1 CANECREEKUNIT2-1-26-19 26S 19E 2 GRAND UT State State OW PV

14505 4301931446 CANECREEK1-1 CANECREEKUNIT1-1-26-19 26S 19E 1 GRAND UT Federal Federal OW PV

14505 4301950009 CANECREEKUNIT12-1 CANECREEKUNIT12-1-26-19 26S 19E 12 GRAND UT Federal Federal OW P

18923 4301950010 CANECREEKUNIT7-1 CANECREEKUNIT7-1-26-20 26S 20E 7 GRAND UT Federal Federal OW P

14506 4301950011 CANECREEKUNIT#26-2 CANECREEKUNIT26-2-25-19 25S 19E 26 GRAND UT Federal Federal OW PV

14505 4301950012 CANECREEKUNIT#18-1 CANECREEKUNIT18-1-26-20 265 20E 18 GRAND UT Federal Federal OW PV

14505 4301950014 CANECREEKU #13-1 CANECREEKUNIT13-1-26-19 26S 19E 13 GRAND UT Federal Federal OW PV

14506 4301950019 CANECREEKUNIT26-3 CANECREEKUNIT26-3-25-19 25S 19E 26 GRAND UT Federal Federal OW PV

18681 4301950020 CANECREEKUNIT28-2 CANECREEKUNIT28-2-25-19 25S 19E 28 GRAND UT Federal Federal OW PV

14505 4301950027 Cane Creek Unit 18-2 CANECREEKUNIT18-2-26-20 265 20E 18 GRAND UT Federal Federal OW PV

18980 4301950028 Cane Creek Unit 17-1 CANECREEKUNIT17-1-2&-20 26S 20E 17 GRAND UT Federal Federal OW PV

19057 4301950030 Cane CreekUnit 36-1 CANECREEKUNIT36-1-25-19 25S 19E 36 GRAND UT State State OW PV

14505 4301950032 Cane Creek Unit 17-2 CANECREEKUNIT17-2-26-20 26S 20E 17 GRAND UT Federal Federal OW PV

19527 4301950033 CaneCreek Unit 36-2H CANECREEKUNIT36-2H-25-19 25S 19E 36 GRAND UT State State OW PV

19342 4301950034 Cane CreekUnit 24-2H CANECREEKUNIT24-2-26-19 26S 19E 24 GRAND UT Federal Federal OW PV

19528 4301950035 CaneCreek Unit 36-3H CANECREEKUNIT36-3H-25-19 255 19E 36 GRAND UT State State OW PV

19396 4301950037 Cane CreekUnit 32-1-25-19 CANECREEKUNIT32-1-25-19 25S 19E 32 GRAND UT State State OW PV

19767 4301950045 Cane Creek Unit 28-3 CANECREEKUNIT28-3-25-19 26S 19E 28 GRAND UT Federal Federal OW Pv

19588 4301950049 CaneCreek 32-1-25-20 CANECREEK32-1-25-20 25S 20E 32 GRAND UT State State OW Pv

11356 4303731658 HATCHPOINT1 HATCHPOINTFEDERAL1 295 21E 14 SANJUAN UT Federal Federal OW Pv

17276 4303731857 THREEMILE43-18H THREEMILEUNIT43-18H-29-22 295 22E 18 SANJUAN UT Federal Federal OW P

19706 4301950051 Cane Creek Unit 7-2-26-20 CANECREEKUNIT7-2-26-20 26S 20E 7 GRAND UT Federal Federal OW OPS v

17984 4303750003 THREEMILE16-17 THREEMILEUNIT16-17-29-22 295 22E 16 SANJUAN UT State State OW OPS Y

19646 4303750069 Three Mile Unit 12-2-29-21 THREEMILEUNIT12-2-29-21 29S 21E 12 SANJUAN UT Federal Federal OW OPS

19343 4301950036 CANECREEKUNIT2-1-25-18 CANECREEKUNIT2-1-25-18 255 18E 2 GRAND UT Federal State OW TA

19512 4301950046 CANECREEKUNIT16-2-25-18 CANECREEKUNIT16-2-25-18 25S 18E 16 GRAND UT State State OW TA

674 4301915925 LONGCANYON1 LONGCANYON1 26S 20E 9 GRAND UT Federal Federal OW S *

14505 4301931447 CANECREEK24-1 CANECREEKUNIT24-1-26-19 26S 19E 24 GRAND UT Federal Federal OW S *

16464 4301931449 CANECREEK8-1 CANECREEKUNIT8-1-26-20 26S 20E 8 GRAND UT Federal Federal OW S /

19440 4301950038 Cane Creek 36-1-25-18 CANECREEK36-1-25-18 255 18E 36 GRAND UT State State OW SV

975 4303730005 CHEVRONFED1 CHEVRONFEDERAL1H 29S 23E 24 SANJUAN UT Federal Federal OW SV

17837 4303750001 Threemile 12-7 THREEMILEUNIT12-7-29-21 295 21E 12 SANJUAN UT Federal Federal OW S *

17920 4303750002 LASAL29-28 LASALUNIT29-28-29-23 29S 23E 29 SANJUAN UT Federal Federal OW SY

4301950044 CANECREEKUNIT2-2-25-18 2505 180E 2 GRAND UT State State OW APD

4301950048 Cane Creek Unit 25-1-25-19 250s 190E 25 GRAND UT Federal Federal OW APD

4301950052 Cane CreekUnit 6-1-25-19 2505 190E 6 GRAND UT Federal Federal OW APD

4301950053 Cane Creek Unit 29-1-25-19 2505 190E 29 GRAND UT Federal Federal OW APD

4301950054 CaneCreek 10-1-25-19 250S 190E 10 GRAND UT Federal Federal OW APD y

4301950055 CaneCreek Unit 30-1-25-19 2505 190E 30 GRAND UT Federal Federal OW APD /
4301950056 CaneCreek Unit 19-2-26-20 260S 200E 19 GRAND UT Federal Federal OW APD

Fidelity Exploration &Production Company Paradox Well & APD List

Entity # RI_f! Permitted Well Name AKAWell Name Township REDgg Sectionis) Countv Salg Mingrpl Surface Well Tvne Well Status

14506 4301931310 KANESPRINGSFED27-1 KANESPRINGSFED27-1-25-19 255 19E 27 GRAND UT Federal Federal OW P

14505 4301931324 KANESPRINGSFED19-1A KANESPRINGSFED19-1A-ST-26-20 265 20E 19 GRAND UT Federal Federal OW P*

14509 4301931331 KANESPRINGSFED10-1 KANESPRINGSFED10-1-25-18 25S 18E 10 GRAND UT Federal Federal OW PV

14506 4301931334 KANESPRINGSFED25-19-34-1 KANESPRINGSFED25-19-34-1 25S 19E 34 GRAND UT Federal Federal OW PV

4301931341 KANESPRINGS16-1-25-18 DisposalWell 255 18E 16 GRAND UT State State SWD PV

14505 4301931396 CANECREEK2-1 CANECREEKUNIT2-1-26-19 26S 19E 2 GRAND UT State State OW PV

14505 4301931446 CANECREEK1-1 CANECREEKUNIT1-1-26-19 26S 19E 1 GRAND UT Federal Federal OW PV

14505 4301950009 CANECREEKUNIT12-1 CANECREEKUNIT12-1-26-19 26S 19E 12 GRAND UT Federal Federal OW P

18923 4301950010 CANECREEKUNIT7-1 CANECREEKUNIT7-1-26-20 26S 20E 7 GRAND UT Federal Federal OW P

14506 4301950011 CANECREEKUNIT#26-2 CANECREEKUNIT26-2-25-19 25S 19E 26 GRAND UT Federal Federal OW PV

14505 4301950012 CANECREEKUNIT#18-1 CANECREEKUNIT18-1-26-20 265 20E 18 GRAND UT Federal Federal OW PV

14505 4301950014 CANECREEKU #13-1 CANECREEKUNIT13-1-26-19 26S 19E 13 GRAND UT Federal Federal OW PV

14506 4301950019 CANECREEKUNIT26-3 CANECREEKUNIT26-3-25-19 25S 19E 26 GRAND UT Federal Federal OW PV

18681 4301950020 CANECREEKUNIT28-2 CANECREEKUNIT28-2-25-19 25S 19E 28 GRAND UT Federal Federal OW PV

14505 4301950027 Cane Creek Unit 18-2 CANECREEKUNIT18-2-26-20 265 20E 18 GRAND UT Federal Federal OW PV

18980 4301950028 Cane Creek Unit 17-1 CANECREEKUNIT17-1-2&-20 26S 20E 17 GRAND UT Federal Federal OW PV

19057 4301950030 Cane CreekUnit 36-1 CANECREEKUNIT36-1-25-19 25S 19E 36 GRAND UT State State OW PV

14505 4301950032 Cane Creek Unit 17-2 CANECREEKUNIT17-2-26-20 26S 20E 17 GRAND UT Federal Federal OW PV

19527 4301950033 CaneCreek Unit 36-2H CANECREEKUNIT36-2H-25-19 25S 19E 36 GRAND UT State State OW PV

19342 4301950034 Cane CreekUnit 24-2H CANECREEKUNIT24-2-26-19 26S 19E 24 GRAND UT Federal Federal OW PV

19528 4301950035 CaneCreek Unit 36-3H CANECREEKUNIT36-3H-25-19 255 19E 36 GRAND UT State State OW PV

19396 4301950037 Cane CreekUnit 32-1-25-19 CANECREEKUNIT32-1-25-19 25S 19E 32 GRAND UT State State OW PV

19767 4301950045 Cane Creek Unit 28-3 CANECREEKUNIT28-3-25-19 26S 19E 28 GRAND UT Federal Federal OW Pv

19588 4301950049 CaneCreek 32-1-25-20 CANECREEK32-1-25-20 25S 20E 32 GRAND UT State State OW Pv

11356 4303731658 HATCHPOINT1 HATCHPOINTFEDERAL1 295 21E 14 SANJUAN UT Federal Federal OW Pv

17276 4303731857 THREEMILE43-18H THREEMILEUNIT43-18H-29-22 295 22E 18 SANJUAN UT Federal Federal OW P

19706 4301950051 Cane Creek Unit 7-2-26-20 CANECREEKUNIT7-2-26-20 26S 20E 7 GRAND UT Federal Federal OW OPS v

17984 4303750003 THREEMILE16-17 THREEMILEUNIT16-17-29-22 295 22E 16 SANJUAN UT State State OW OPS Y

19646 4303750069 Three Mile Unit 12-2-29-21 THREEMILEUNIT12-2-29-21 29S 21E 12 SANJUAN UT Federal Federal OW OPS

19343 4301950036 CANECREEKUNIT2-1-25-18 CANECREEKUNIT2-1-25-18 255 18E 2 GRAND UT Federal State OW TA

19512 4301950046 CANECREEKUNIT16-2-25-18 CANECREEKUNIT16-2-25-18 25S 18E 16 GRAND UT State State OW TA

674 4301915925 LONGCANYON1 LONGCANYON1 26S 20E 9 GRAND UT Federal Federal OW S *

14505 4301931447 CANECREEK24-1 CANECREEKUNIT24-1-26-19 26S 19E 24 GRAND UT Federal Federal OW S *

16464 4301931449 CANECREEK8-1 CANECREEKUNIT8-1-26-20 26S 20E 8 GRAND UT Federal Federal OW S /

19440 4301950038 Cane Creek 36-1-25-18 CANECREEK36-1-25-18 255 18E 36 GRAND UT State State OW SV

975 4303730005 CHEVRONFED1 CHEVRONFEDERAL1H 29S 23E 24 SANJUAN UT Federal Federal OW SV

17837 4303750001 Threemile 12-7 THREEMILEUNIT12-7-29-21 295 21E 12 SANJUAN UT Federal Federal OW S *

17920 4303750002 LASAL29-28 LASALUNIT29-28-29-23 29S 23E 29 SANJUAN UT Federal Federal OW SY

4301950044 CANECREEKUNIT2-2-25-18 2505 180E 2 GRAND UT State State OW APD

4301950048 Cane Creek Unit 25-1-25-19 250s 190E 25 GRAND UT Federal Federal OW APD

4301950052 Cane CreekUnit 6-1-25-19 2505 190E 6 GRAND UT Federal Federal OW APD

4301950053 Cane Creek Unit 29-1-25-19 2505 190E 29 GRAND UT Federal Federal OW APD

4301950054 CaneCreek 10-1-25-19 250S 190E 10 GRAND UT Federal Federal OW APD y

4301950055 CaneCreek Unit 30-1-25-19 2505 190E 30 GRAND UT Federal Federal OW APD /
4301950056 CaneCreek Unit 19-2-26-20 260S 200E 19 GRAND UT Federal Federal OW APD



Entitv# API # Permitte!! W~II Ni!m~ AKAW~IINi!m~ Townshie Range ~~iQn(~1 County ~ Mineral Surface W~IITYI!!l Well~i!II!~ 
4301950057 Cane Creek Unit 14-1-25-19 2505 190E 14 GRAND UT Federal Federal OW APD v 
4301950058 Cane Creek Unit 2-3-25-18 2505 180E 2 GRAND UT Federal State OW APD v' 

4301950059 Cane Creek Unit 16-3-25-18 2505 180E 16 GRAND UT Federal State OW APD v 
4301950060 Cane Creek Unit 19-1-25-19 2505 190E 19 GRAND UT Federal Federal OW APD V 
4301950061 Cane Creek Unit 32-2-25-19 2505 190E 32 GRAND UT State State OW APD Y 
43019S0062 Cane Creek Unit 17-1-2S-19 2505 190E 17 GRAND UT Federal Federal OW APD v 
4301950063 Cane Creek Unit 16-4-25-18 2505 180E 16 GRAND UT Federal State OW APD v 
4301950064 Cane Creek Unit 2-4-25-18 2505 180E 2 GRAND UT Federal State OW APD 0/ 
4301950065 Cane Creek Unit 5-1-25-18 2505 180E 5 GRAND UT Federal Federal OW APD t/ 
4301950068 8-2-26-20 2605 200E 8 GRAND UT Federal Federal OW APD V 

4301950069 Cane Creek Unit 19-3-26-20 2605 200E 19 GRAND UT Federal Federal OW APD v' 
4301950070 Cane Creek Unit 21-1-25-19 2505 190E 21 GRAND UT Federal Federal OW APD v 
4301950071 Cane Creek Unit 12-2-26-19 2605 190E 12 GRAND UT Federal Federal OW APD v 
4301950072 Cane Creek Unit 26-4-25-19 2505 190E 26 GRAND UT Federal Federal OW APD ., 

4301950073 Cane Creek Unit 21-1-25-18 2505 180E 21 GRAND UT Federal Federal OW APD v 
43019S0074 Cane Creek Unit 9-1-25-18 2505 180E 9 GRAND UT Federal Federal OW APD .I 
4301950075 Cane Creek Unit 7-1-25-19 2505 190E 7 GRAND UT Federal Federal OW APD y 

4301950076 Cane Creek Unit 5-2-25-18 2505 180E 5 GRAND UT Federal Federal OW APDy 

4301950077 Cane Creek Unit 7-1-25-18 2505 180E 7 GRAND UT Federal Federal OW APD t/ 
4301950078 Cane Creek Unit 13-1-25-18 2S0S 180E 13 GRAND UT Federal Federal OW APD v 
4303750070 Three Mile Unti 12-3-29-21 2905 210E 12 SANJUAN UT Federal Federal OW APD ,I' 

4303750071 Three Mile Unit 16-2-29-22 2905 220E 16 SANJUAN UT Federal State OW APD v 
4301950036 CANE CREEK UNIT 2-1-25-18H2 255 18E 2 GRAND UT Federal State OW APD ,/ 

Entity ff API__# Permitted Well Name AKAWell Name Township _Range Sectionis) County gagg Mineral Surface Well Tvoe Well Status
4301950057 Cane Creek Unit 14-1-25-19 2505 190E 14 GRAND UT Federal Federal OW APD /
4301950058 Cane Creek Unit 2-3-25-18 2505 180E 2 GRAND UT Federal State OW APD V

4301950059 Cane Creek Unit 16-3-25-18 2505 180E 16 GRAND UT Federal State OW APD /

4301950060 Cane Creek Unit 19-1-25-19 2505 190E 19 GRAND UT Federal Federal OW APD /
4301950061 Cane Creek Unit 32-2-25-19 250S 190E 32 GRAND UT State State OW APD V
4301950062 Cane creekUnit 17-1-25-19 2505 190E 17 GRAND UT Federal Federal OW APD /
4301950063 Cane Creek Unit 16-4-25-18 2505 180E 16 GRAND UT Federal State OW APD y

4301950064 Cane Creek Unit 2-4-25-18 2505 180E 2 GRAND UT Federal State OW APD /
4301950065 Cane Creek Unit 5-1-25-18 2505 180E 5 GRAND UT Federal Federal OW APD /
4301950068 8-2-26-20 2605 200E 8 GRAND UT Federal Federal OW APD V
4301950069 Cane Creek Unit 19-3-26-20 2605 200E 19 GRAND UT Federal Federal OW APD V
4301950070 Cane Creek Unit 21-1-25-19 2505 190E 21 GRAND UT Federal Federal OW APD V
4301950071 Cane Creek Unit 12-2-26-19 260S 190E 12 GRAND UT Federal Federal OW APD v
4301950072 Cane Creek Unit 26-4-25-19 250s 190E 26 GRAND UT Federal Federal OW APD y
4301950073 Cane Creek Unit 21-1-25-18 250S 180E 21 GRAND UT Federal Federal OW APD y
4301950074 CaneCreekUnit9-1-25-18 2505 180E 9 GRAND UT Federal Federal OW APD /
4301950075 CaneCreekUnit7-1-25-19 250S 190E 7 GRAND UT Federal Federal OW APD y
4301950076 Cane Creek Unit 5-2-25-18 2505 180E 5 GRAND UT Federal Federal OW APD y
4301950077 Cane Creek Unit 7-1-25-18 250S 180E 7 GRAND UT Federal Federal OW APD /
4301950078 Cane Creek Unit 13-1-25-18 250s 180E 13 GRAND UT Federal Federal OW APD v
4303750070 Three Mile Unti 12-3-29-21 2905 210E 12 SANJUAN UT Federal Federal OW APD /
4303750071 Three Mile Unit 16-2-29-22 2905 220E 16 SANJUAN UT Federal State OW APD V

4301950036 CANECREEKUNIT2-1-25-18H2 25S 18E 2 GRAND UT Federal State OW

Entity ff API__# Permitted Well Name AKAWell Name Township _Range Sectionis) County gagg Mineral Surface Well Tvoe Well Status
4301950057 Cane Creek Unit 14-1-25-19 2505 190E 14 GRAND UT Federal Federal OW APD /
4301950058 Cane Creek Unit 2-3-25-18 2505 180E 2 GRAND UT Federal State OW APD V

4301950059 Cane Creek Unit 16-3-25-18 2505 180E 16 GRAND UT Federal State OW APD /

4301950060 Cane Creek Unit 19-1-25-19 2505 190E 19 GRAND UT Federal Federal OW APD /
4301950061 Cane Creek Unit 32-2-25-19 250S 190E 32 GRAND UT State State OW APD V
4301950062 Cane creekUnit 17-1-25-19 2505 190E 17 GRAND UT Federal Federal OW APD /
4301950063 Cane Creek Unit 16-4-25-18 2505 180E 16 GRAND UT Federal State OW APD y

4301950064 Cane Creek Unit 2-4-25-18 2505 180E 2 GRAND UT Federal State OW APD /
4301950065 Cane Creek Unit 5-1-25-18 2505 180E 5 GRAND UT Federal Federal OW APD /
4301950068 8-2-26-20 2605 200E 8 GRAND UT Federal Federal OW APD V
4301950069 Cane Creek Unit 19-3-26-20 2605 200E 19 GRAND UT Federal Federal OW APD V
4301950070 Cane Creek Unit 21-1-25-19 2505 190E 21 GRAND UT Federal Federal OW APD V
4301950071 Cane Creek Unit 12-2-26-19 260S 190E 12 GRAND UT Federal Federal OW APD v
4301950072 Cane Creek Unit 26-4-25-19 250s 190E 26 GRAND UT Federal Federal OW APD y
4301950073 Cane Creek Unit 21-1-25-18 250S 180E 21 GRAND UT Federal Federal OW APD y
4301950074 CaneCreekUnit9-1-25-18 2505 180E 9 GRAND UT Federal Federal OW APD /
4301950075 CaneCreekUnit7-1-25-19 250S 190E 7 GRAND UT Federal Federal OW APD y
4301950076 Cane Creek Unit 5-2-25-18 2505 180E 5 GRAND UT Federal Federal OW APD y
4301950077 Cane Creek Unit 7-1-25-18 250S 180E 7 GRAND UT Federal Federal OW APD /
4301950078 Cane Creek Unit 13-1-25-18 250s 180E 13 GRAND UT Federal Federal OW APD v
4303750070 Three Mile Unti 12-3-29-21 2905 210E 12 SANJUAN UT Federal Federal OW APD /
4303750071 Three Mile Unit 16-2-29-22 2905 220E 16 SANJUAN UT Federal State OW APD V

4301950036 CANECREEKUNIT2-1-25-18H2 25S 18E 2 GRAND UT Federal State OW



STATE OF UTAH 
DEPARTMENT OF NATURAL RESOURCES 

DIVISION OF OIL, GAS AND MINING 

Request to Transfer Application or Permit to Drill 

(This form should accompany a Sundry Notice, Form 9, requesting APD transfer) 

Well name: See attached welilist 

API number: 

Location: Qtr-Qtr: Section: Township: 

Company that filed original application: Fidelity Exploration & Production Company 

Date original permit was issued: 

Company that permit was issued to: Fidelity Exploration & Production Company 

Check 
Desired Action: one 

>;'>"" 

Transfer pending (unapproved) Application for Permit to Drill to new operator 

Range: 

The undersigned as owner with legal rights to drill on the property, hereby verifies that the information as 
submitted in the pending Application for Permit to Drill, remains valid and does not require revision. The new 
owner of the application accepts and agrees to the information and procedures as stated in the application . 

.f Transfer approved Application for Permit to Drill to new operator 

The undersigned as owner with legal rights to drill on the property as permitted, hereby verifies that the 
information as submitted in the previously approved application to drill, remains valid and does not require 
revision. 

Following is a checklist of some items related to the application, which should be verified. Yes 

If located on private land, has the ownership changed? 
Ilf ~-;;'-h~S the ~~rface agree~~~t been upd~ted?--'-----------------------'-----------------''--

Have any wells been drilled in the vicinity of the proposed well which would affect the spacing or siting 
requirements for this location? 

Have there been any unit or other agreements put in place that could affect the permitting or operation of this 
proposed well? 

Have there been any changes to the access route including ownership or right-of-way, which could affect the 
proposed location? 

Has the approved source of water for drilling changed? 

Have there been any physical changes to the surface location or access route which will require a change in 
plans from what was discussed at the onsite evaluation? 

Is bonding still in place, which covers this proposed well? Bond No. 

No 

.f 

.f 

.f 

.f 

.f 
,f 

Any desired or necessary changes to either a pending or approved Application for Permit to Drill that is being transferred, 
should be filed on a Sundry Notice, Form 9, or amended Application for Permit to Drill, Form 3, as appropriate, with 
necessary supporting information as required. 

Name (ple~obert W. Kirkwood 

Signature~ ~ 
Title President 

Date 'Y6//C' 
I 

Re~esenting~ompanynam~ _W_e_s_ro_o_p_e_rn_ti_~_,_ln_c_.~~~~~~~~~~~~~~~~~~~~~~~~~ 

The person signing this form must have legal authority to represent the company or individual(s) to be listed as the new operator on the Application for 
Permit to Drill. 

(3/2004) 

STATE OF UTAH
DEPARTMENTOF NATURAL RESOURCES

DIVISIONOF OIL, GAS AND MINING

Request to Transfer Application or Permit to Drill

(This form should accompany a Sundry Notice, Form 9, requesting APD transfer)

Well name: See attached well list

API number:
Location: Qtr-Qtr; Section: Township: Range:

Company that filed original application: Fidelity Exploration & Production Company

Date original permit was issued:

Company that permit was issued to: Fidelity Exploration &Production Company

Check Desired Action:one

Transfer pending (unapproved) Application for Permit to Drill to new operator

The undersigned as owner with legal rights to drill on the property, hereby verifies that the information as
submitted in the pending Application for Permit to Drill, remains valid and does not require revision. The new
owner of the application accepts and agrees to the information and procedures as stated in the application.

/ Transfer approved Application for Permit to Drill to new operator

The undersigned as owner with legal rights to drillon the property as permitted, hereby verifies that the
information as submitted in the previously approved application to drill, remains valid and does not require
revision.

Following is a checklist of some items related to the application, which should be verified. Yes No

Iflocated on private land, has the ownership changed?

If so, has the surface agreement been updated?
Have any wells been drilled in the vicinityof the proposed well which would affect the spacing or siting /
requirements for this location?
Have there been any unit or other agreements put in place that could affect the permitting or operation of this
proposed well?
Have there been any changes to the access route including ownership or right-of-way,which could affect the
proposed location?

Has the approved source of water for drillingchanged?
Have there been any physical changes to the surface location or access route which will require a change in
plans from what was discussed at the onsite evaluation?
Is bonding still in place, which covers this proposed well? Bond No.

Any desired or necessary changes to either a pending or approved Application for Permit to Drill that is being transferred,
should be filed on a Sundry Notice, Form 9, or amended Application for Permit to Drill,Form 3, as appropriate,with
necessary supporting information as required.

SName pleanRo ¡ ge Presiden

Representing (company name) Wesco Operating, Inc.

The person signing thisform must have legal authority to represent the company or individual(s) to be listed as the new operator on the Application for
Permit to Drill

STATE OF UTAH
DEPARTMENTOF NATURAL RESOURCES

DIVISIONOF OIL, GAS AND MINING

Request to Transfer Application or Permit to Drill

(This form should accompany a Sundry Notice, Form 9, requesting APD transfer)

Well name: See attached well list

API number:
Location: Qtr-Qtr; Section: Township: Range:

Company that filed original application: Fidelity Exploration & Production Company

Date original permit was issued:

Company that permit was issued to: Fidelity Exploration &Production Company

Check Desired Action:one

Transfer pending (unapproved) Application for Permit to Drill to new operator

The undersigned as owner with legal rights to drill on the property, hereby verifies that the information as
submitted in the pending Application for Permit to Drill, remains valid and does not require revision. The new
owner of the application accepts and agrees to the information and procedures as stated in the application.

/ Transfer approved Application for Permit to Drill to new operator

The undersigned as owner with legal rights to drillon the property as permitted, hereby verifies that the
information as submitted in the previously approved application to drill, remains valid and does not require
revision.

Following is a checklist of some items related to the application, which should be verified. Yes No

Iflocated on private land, has the ownership changed?

If so, has the surface agreement been updated?
Have any wells been drilled in the vicinityof the proposed well which would affect the spacing or siting /
requirements for this location?
Have there been any unit or other agreements put in place that could affect the permitting or operation of this
proposed well?
Have there been any changes to the access route including ownership or right-of-way,which could affect the
proposed location?

Has the approved source of water for drillingchanged?
Have there been any physical changes to the surface location or access route which will require a change in
plans from what was discussed at the onsite evaluation?
Is bonding still in place, which covers this proposed well? Bond No.

Any desired or necessary changes to either a pending or approved Application for Permit to Drill that is being transferred,
should be filed on a Sundry Notice, Form 9, or amended Application for Permit to Drill,Form 3, as appropriate,with
necessary supporting information as required.

SName pleanRo ¡ ge Presiden

Representing (company name) Wesco Operating, Inc.

The person signing thisform must have legal authority to represent the company or individual(s) to be listed as the new operator on the Application for
Permit to Drill



Fidelity Exploration & Production Company Paradox APD List 

Date Issued Permitted Well Name 

3/4/2014 4301950044 CANE CREEK UNIT 2-2-25-18 

2/19/2015 4301950048 Cane Creek Unit 25-1-25-19 

6/26/2014 4301950052 Cane Creek Unit 6-1-25-19 

6/26/2014 4301950053 Cane Creek Unit 29-1-25-19 

6/26/2014 4301950054 Cane Creek 10-1-25-19 

6/26/20144301950055 Cane Creek Unit 30-1-25-19 

6/26/2014 4301950056 Cane Creek Unit 19-2-26-20 

6/26/2014 4301950057 Cane Creek Unit 14-1-25-19 

7/21/20144301950058 Cane Creek Unit 2-3-25-18 

8/6/2014 4301950059 Cane Creek Unit 16-3-25-18 

8/6/20144301950060 Cane Creek Unit 19-1-25-19 

9/22/2014 4301950061 Cane Creek Unit 32-2-25-19 

7/30/2014 4301950062 Cane Creek Unit 17-1-25-19 

8/12/2014 4301950063 Cane Creek Unit 16-4-25-18 

9/24/2014 4301950064 Cane Creek Unit 2-4-25-18 

9/2/2014 4301950065 Cane Creek Unit 5-1-25-18 

11/25/2014 4301950068 8-2-26-20 

12/19/2014 4301950069 Cane Creek Unit 19-3-26-20 

1/14/2015 4301950070 Cane Creek Unit 21-1-25-19 

1/13/2015 4301950071 Cane Creek Unit 12-2-26-19 

1/13/2015 4301950072 Cane Creek Unit 26-4-25-19 

1/14/2015 4301950073 Cane Creek Unit 21-1-25-18 

1/20/2015 4301950074 Cane Creek Unit 9-1-25-18 

1/14/2015 4301950075 Cane Creek Unit 7-1-25-19 

1/20/2015 4301950076 Cane Creek Unit 5-2-25-18 

1/14/2015 4301950077 Cane Creek Unit 7-1-25-18 

1/14/2015 4301950078 Cane Creek Unit 13-1-25-18 

7/8/2014 4303750070 Three Mile Unti 12-3-29-21 

10/2/2014 4303750071 Three Mile Unit 16-2-29-22 

12/16/2014 4301950036 Cane Creek Unit 2-1-25-18 H2 

Township 

2505 

2505 

2505 

2505 

2505 

2505 

2605 

2505 

2505 

2505 

2505 

2505 

2505 

2505 

2505 

2505 

2605 

2605 

2505 

2605 

2505 

2505 

2505 

2505 

2505 

2505 

2505 

2905 

2905 

255 

Range Section(s) County 

180E 

190E 

190E 

190E 

190E 

190E 

200E 

190E 

180E 

180E 

190E 

190E 

190E 

180E 

180E 

180E 

200E 

200E 

190E 

190E 

190E 

180E 

180E 

190E 

180E 

180E 

180E 

210E 

220E 

18E 

2 
25 

6 
29 

10 

30 

19 

14 

2 
16 

19 

32 

17 

16 

2 
5 
8 
19 

21 

12 

26 

21 

9 

7 

5 

7 

13 

12 

16 

2 

GRAND UT 

GRAND UT 

GRAND UT 

GRAND UT 

GRAND UT 

GRAND UT 

GRAND UT 

GRAND UT 

GRAND UT 

GRAND UT 

GRAND UT 

GRAND UT 

GRAND UT 

GRAND UT 

GRAND UT 

GRAND UT 

GRAND UT 

GRAND UT 

GRAND UT 

GRAND UT 

GRAND UT 

GRAND UT 

GRAND UT 

GRAND UT 

GRAND UT 

GRAND UT 

GRAND UT 

5AN JUAN UT 

5ANJUAN UT 

GRAND UT 

Mineral Surface Well Type Well Status 

5tate 5tate OW 

Federal Federal OW 

Federal Federal OW 

Federal Federal OW 

Federal Federal OW 

Federal Federal OW 

Federal Federal OW 

Federal Federal OW 

Federal 5tate OW 

Federal 5tate OW 

Federal Federal OW 

5tate 5tate OW 

Federal Federal OW 

Federal 5tate OW 

Federal 5tate OW 

Federal Federal OW 

Federal Federal OW 

Federal Federal OW 

Federal Federal OW 

Federal Federal OW 

Federal Federal OW 

Federal Federal OW 

Federal Federal OW 

Federal Federal OW 

Federal Federal OW 

Federal Federal OW 

Federal Federal OW 

Federal Federal OW 

Federal 5tate OW 

Federal 5tate OW 

APD 

APD 

APD 

APD 

APD 

APD 

APD 

APD 

APD 

APD 

APD 

APD 

APD 

APD 

APD 

APD 

APD 

APD 

APD 

APD 

APD 

APD 

APD 

APD 

APD 

APD 

APD 

APD 

APD 

APD 

Fidelity Exploration & Production Company Paradox APD List

Date issued AB Permitted Well Name Township Range Section(s) County State Mineral Surface Well Tvoe Well Status

3/4/2014 4301950044 CANECREEKUNIT2-2-25-18 2505 180E 2 GRAND UT State State OVV APD
2/19/2015 4301950048 Cane Creek Lhlit25-1-25-19 2505 190E 25 GRAND UT Federal Federal OVV APD
6/26/2014 4301950052 Cane Creek thiit6-1-25-19 250S 190E 6 GRAND UT Federal Federal Ovv APD
6/26/2014 4301950053 Cane Creek Lhlit29-1-25-19 2505 190E 29 GRAND UT Federal Federal OVV APD
6/26/2014 4301950054 CaneCreekl0-1-25-19 250S 190E 10 GRAND UT Federal Fedeñal Ovv APD
6/26/2014 4301950055 Cane Creek Lhiit30-1-25-19 250S 190E 30 GRAND UT Federal Federal OVV APD
6/26/2014 4301950056 CaneCreekUnit19-2-26-20 2605 200E 19 GRAND UT Federal Federal O\V APD
6/26/2014 4301950057 CaneCreekUnit14-1-25-19 250S 190E 14 GRAND UT Federal Federal O\¾ APC
7/21/2014 4301950058 Cane Creek thiit2-3-25-18 250S 180E 2 GRAND UT Fedenal State OVV APD

8/6/2014 4301950059 CaneCreekUnit16-3-25-18 250S 180E 16 GFLAND UT Federal State OVV APD
8/6/2014 4301950060 CaneCreekUnit19-1-25-19 250S 190E 19 GRAND UT Federal Fedeñal OVV APD

9/22/2014 4301950061 CaneCreek Lhlit32-2-25-19 2505 190E 32 GRAND UT State State OVV APD
7/30/2014 4301950062 CaneCreek Lkiit17-1-25-19 250S 190E 17 GRAND UT Federal Federal O\¾ APD
8/12/2014 4301950063 CaneCreek Lhiit16-4-25-18 250S 180E 16 GRAND UT Federal State O\¾ APC
9/24/2014 4301950064 Cane Creek Lhiit2-4-25-18 2505 180E 2 GRAND UT Federal State O\W APD

9/2/2014 4301950065 Cane Creek Unit5-1-25-18 2505 180E 5 GRAND UT Federal Fedenal OVV APD
11/25/2014 4301950068 8-2-26-20 260S 200E 8 GRAND UT Federal Federal O\¾ APD
12/19/2014 4301950069 CaneCreekUnit19-3-26-20 2605 200E 19 GRAND UT Federal Federal OVV APD

1/14/2015 4301950070 Cane Creek Lhlit21-1-25-19 2505 190E 21 GRAND UT Federal Federal OVV APD
1/13/2015 4301950071 Canecreek Unit12-2-26-19 2605 190E 12 GRAND UT Federal Federal 0\¾ APD
1/13/2015 4301950072 Canecreek Lhiit26-4-25-19 250S 190E 26 GRAND UT Federal Federal Ovv APD
1/14/2015 4301950073 Cane Creek Unit21-1-25-18 2505 180E 21 GFLAND UT Federal Federal O\¾ APD
1/20/2015 4301950074 Cane Creek Unit9-1-25-18 250S 180E 9 GRAND UT Federal Federal OVV APD
1/14/2015 4301950075 Cane Creek Unit7-1-25-19 2505 190E 7 GRAND UT Federal Federal 0\¾ APD
1/20/2015 4301950076 Cane Creek Unit5-2-25-18 250S 180E 5 GRAND UT Federal Federal OVV APD
1/14/2015 4301950077 Canecreek Lhiit7-1-25-18 250S 180E 7 GRAND UT Federal Federal OVV APD
1/14/2015 4301950078 Cane Creek Lhiit13-1-25-18 250S 180E 13 GRAND UT Federal Federal Ovv APD

7/8/2014 4303750070 Three Adile Until2-3-29-21 2905 210E 12 SANJUAN UT Federal Federal O\¾ APD
10/2/2014 4303750071 Three Mile Lhlit16-2-29-22 2905 220E 16 SANJUAN UT Federal State OVV APD

12/16/2014 4301950036 CaneCreekUnit2-1-25-18H2 25S 18E 2 GRAND UT Federal State OUV

Fidelity Exploration & Production Company Paradox APD List

Date issued AB Permitted Well Name Township Range Section(s) County State Mineral Surface Well Tvoe Well Status

3/4/2014 4301950044 CANECREEKUNIT2-2-25-18 2505 180E 2 GRAND UT State State OVV APD
2/19/2015 4301950048 Cane Creek Lhlit25-1-25-19 2505 190E 25 GRAND UT Federal Federal OVV APD
6/26/2014 4301950052 Cane Creek thiit6-1-25-19 250S 190E 6 GRAND UT Federal Federal Ovv APD
6/26/2014 4301950053 Cane Creek Lhlit29-1-25-19 2505 190E 29 GRAND UT Federal Federal OVV APD
6/26/2014 4301950054 CaneCreekl0-1-25-19 250S 190E 10 GRAND UT Federal Fedeñal Ovv APD
6/26/2014 4301950055 Cane Creek Lhiit30-1-25-19 250S 190E 30 GRAND UT Federal Federal OVV APD
6/26/2014 4301950056 CaneCreekUnit19-2-26-20 2605 200E 19 GRAND UT Federal Federal O\V APD
6/26/2014 4301950057 CaneCreekUnit14-1-25-19 250S 190E 14 GRAND UT Federal Federal O\¾ APC
7/21/2014 4301950058 Cane Creek thiit2-3-25-18 250S 180E 2 GRAND UT Fedenal State OVV APD

8/6/2014 4301950059 CaneCreekUnit16-3-25-18 250S 180E 16 GFLAND UT Federal State OVV APD
8/6/2014 4301950060 CaneCreekUnit19-1-25-19 250S 190E 19 GRAND UT Federal Fedeñal OVV APD

9/22/2014 4301950061 CaneCreek Lhlit32-2-25-19 2505 190E 32 GRAND UT State State OVV APD
7/30/2014 4301950062 CaneCreek Lkiit17-1-25-19 250S 190E 17 GRAND UT Federal Federal O\¾ APD
8/12/2014 4301950063 CaneCreek Lhiit16-4-25-18 250S 180E 16 GRAND UT Federal State O\¾ APC
9/24/2014 4301950064 Cane Creek Lhiit2-4-25-18 2505 180E 2 GRAND UT Federal State O\W APD

9/2/2014 4301950065 Cane Creek Unit5-1-25-18 2505 180E 5 GRAND UT Federal Fedenal OVV APD
11/25/2014 4301950068 8-2-26-20 260S 200E 8 GRAND UT Federal Federal O\¾ APD
12/19/2014 4301950069 CaneCreekUnit19-3-26-20 2605 200E 19 GRAND UT Federal Federal OVV APD

1/14/2015 4301950070 Cane Creek Lhlit21-1-25-19 2505 190E 21 GRAND UT Federal Federal OVV APD
1/13/2015 4301950071 Canecreek Unit12-2-26-19 2605 190E 12 GRAND UT Federal Federal 0\¾ APD
1/13/2015 4301950072 Canecreek Lhiit26-4-25-19 250S 190E 26 GRAND UT Federal Federal Ovv APD
1/14/2015 4301950073 Cane Creek Unit21-1-25-18 2505 180E 21 GFLAND UT Federal Federal O\¾ APD
1/20/2015 4301950074 Cane Creek Unit9-1-25-18 250S 180E 9 GRAND UT Federal Federal OVV APD
1/14/2015 4301950075 Cane Creek Unit7-1-25-19 2505 190E 7 GRAND UT Federal Federal 0\¾ APD
1/20/2015 4301950076 Cane Creek Unit5-2-25-18 250S 180E 5 GRAND UT Federal Federal OVV APD
1/14/2015 4301950077 Canecreek Lhiit7-1-25-18 250S 180E 7 GRAND UT Federal Federal OVV APD
1/14/2015 4301950078 Cane Creek Lhiit13-1-25-18 250S 180E 13 GRAND UT Federal Federal Ovv APD

7/8/2014 4303750070 Three Adile Until2-3-29-21 2905 210E 12 SANJUAN UT Federal Federal O\¾ APD
10/2/2014 4303750071 Three Mile Lhlit16-2-29-22 2905 220E 16 SANJUAN UT Federal State OVV APD

12/16/2014 4301950036 CaneCreekUnit2-1-25-18H2 25S 18E 2 GRAND UT Federal State OUV



FORM 9 STATE OF UTAH 
DEPARTMENT OF NATURAL RESOURCES 

DIVISION OF OIL, GAS AND MINING 5. LEASE DESIGNATION AND SERIAL NUMBER: 

SUNDRY NOTICES AND REPORTS ON WELLS 

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or to 
drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILL form for such proposals. 

1. TYPE OF VVELL 
OIL WELL 0 GAS WELL 0 OTHER Blue Hills Gas Plant 

2. NAME OF OPERATOR: 

Fidelity Exploration & Production Company 
3. ADDRESS OF OPERATOR: 

UTU-90108 
6. IF INOlAN, ALLOTIEE OR TRIBE NAME: 

7. UNIT or CA AGREEMENT NAME: 

8. VVELL NAME and NUMBER: 

Blue Hills Gas Plant 
9. API NUMBER: 

10. FIELD AND POOL, ORVIIILDCAT: 

1801 California St., STE 250( CITY Denver STATE CO ZIP 80202 
I PHONE NUMBER: 

I (303) 893-3133 
4. LOCATION OF VVELL 

FOOTAGES AT SURFACE: COUNTY: Grand 

QTRIOTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE: 
UTAH 

11. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA 

TYPE OF SUBMISSION TYPE OF ACTION 

III 0 ACIDIZE 0 DEEPEN 0 REPERFORATE CURRENT FORMATION 
NOTICE OF INTENT 

(Submit in Duplicate) 0 ALTER CASING 0 FRACTURE TREAT 0 SIDETRACK TO REPAIR VVELL 

ApprOximate date work will start: 0 CASING REPAIR 0 NEW CONSTRUCTION 0 TEMPORARILY ABANDON 

3/1/2016 0 CHANGE TO PREVIOUS PLANS III OPERATOR CHANGE 0 TUBING REPAIR 

0 CHANGE TUBING 0 PLUG AND ABANDON 0 VENT OR FLARE 

0 SUBSEQUENT REPORT 0 CHANGE VVELL NAME 0 PLUG BACK 0 WATER DISPOSAL 
(Submit Original Form Only) 

0 CHANGE VVELL STATUS 0 PRODUCTION (STARTIRESUME) 0 WATER SHUT -OFF 
Date of work completion: 

0 COMMINGLE PRODUCING FORMATIONS 0 RECLAMATION OF VVELL SITE 0 OTHER: 

0 CONVERT VVELL TYPE 0 RECOMPLETE· DIFFERENT FORMATION 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show ali pertinent details including dates, depths, volumes, etc. 

Effective March1, 2016, Fidelity Exploration & Production Company (Operator Number N1355) resigns as Operator of the Blue 
Hills Gas Plant located in T23S-R19E, Sections 20,29, Wesco Operating, Inc. has been named as successor Operator. 

Wesco Operating, Inc. 
P.O Box 1650 
Casper, Wyoming 82602 
Phone 307-265-5178 

Wesco Operating, Inc. 
Robert W. Kirkwood, President 

.... ,"'''''''''''' Darwin Subart ~ 

SIGNATURE z]att1r 4. 
(This space for State use onty) 

Fidelity Exploration & Production Company 
1801 California Street, Suite 2500 
Denver, Colorado 80202 
Phone 303-893-3133 

TITLE Chief Financial Officer 

DATE 

APPROVED 
APR 2 1 2016 

(512000) (See Instructions on Reverse Side) 

~
IV~ OIL GAS & MINING, 

BY:_ ."'0 ho 0 ~(J d g {"\r"\ '- -... -=-~ ... ~ 

STATE OF UTAH FORM 9
DEPARTMENT OF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:
UTU-90108

SUNDRY NOTICES AND REPORTS ON WELLS 6 IFINDIAN,ALLOTTEEORTRIBENAME:

7 UNITor CA AGREEMENT NAME:
Do notuse thisform for proposals todrillnew wells, significantlydeepen existingwells below currentbottom-hole depth, reenterplugged wells,or to

drillhorizontal laterals. Use APPLICATIONFOR PERMITTODRILLform for such proposals.
1. TYPE OF WELL

OILWELL Q GAS WELL OTHER Blue HillsGas Plant 8 WELLNAMEand NUMBER:

Blue HillsGas Plant
2. NAMEOF OPERATOR: 9 API NUMBER:

Fidelity Exploration & Production Company
3 ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELDAND POOL, OR WILDCAT:
1801 California St., STE 250( zy Denver STATE CO ZIP 80202 (303) 893-3133

4 LOCATIONOF WELL

FOOTAGES AT SURFACE: COUNTY: Grand

QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:
UTAH

CHECK APPROPRIATE BOXES TO INDICATENATUREOF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTERCASING FRACTURE TREAT SIDETRACKTO REPAIR WELL

Approximate date workwillstart CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

3/1/2016 CHANGETO PREVIOUS PLANS OPERATOR CHANGE TUBINGREPAIR

CHANGETUBING PLUG ANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELLNAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

CHANGE WELLSTATUS PRODUCTION (START/RESUME) WATER SHUT4)FF
Date ofwork completion:

COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELLSITE OTHER:

O CONVERT WELLTYPE RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Effective Marchi, 2016, Fidelity Exploration & Production Company (Operator Number N1355) resigns as Operator of the Blue
Hills Gas Plant located in T23S-R19E, Sections 20, 29. Wesco Operating, Inc. has been named as successor Operator.

Wesco Operating, Inc. Fidelity Exploration & Production Company
P.O Box 1650 1801 California Street, Suite 2500
Casper, Wyoming 82602 Denver, Colorado 80202
Phone 307-265-5178 Phone 303-893-3133

Wesco Operating, Inc.
Robert W. Kirkwood, President

iOnnture

NAME(PLEASEPRINT) Darwin Subart TITLE Chief Financial Officer

SIGNATURE DATE

(This space for State use only) APPROVED
APR2 1 2016

(5/2000) (See Instnactions on Reverse Side) IV.OILG AS &MINING
,

STATE OF UTAH FORM 9
DEPARTMENT OF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:
UTU-90108

SUNDRY NOTICES AND REPORTS ON WELLS 6 IFINDIAN,ALLOTTEEORTRIBENAME:

7 UNITor CA AGREEMENT NAME:
Do notuse thisform for proposals todrillnew wells, significantlydeepen existingwells below currentbottom-hole depth, reenterplugged wells,or to

drillhorizontal laterals. Use APPLICATIONFOR PERMITTODRILLform for such proposals.
1. TYPE OF WELL

OILWELL Q GAS WELL OTHER Blue HillsGas Plant 8 WELLNAMEand NUMBER:

Blue HillsGas Plant
2. NAMEOF OPERATOR: 9 API NUMBER:

Fidelity Exploration & Production Company
3 ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELDAND POOL, OR WILDCAT:
1801 California St., STE 250( zy Denver STATE CO ZIP 80202 (303) 893-3133

4 LOCATIONOF WELL

FOOTAGES AT SURFACE: COUNTY: Grand

QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:
UTAH

CHECK APPROPRIATE BOXES TO INDICATENATUREOF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTERCASING FRACTURE TREAT SIDETRACKTO REPAIR WELL

Approximate date workwillstart CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

3/1/2016 CHANGETO PREVIOUS PLANS OPERATOR CHANGE TUBINGREPAIR

CHANGETUBING PLUG ANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELLNAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

CHANGE WELLSTATUS PRODUCTION (START/RESUME) WATER SHUT4)FF
Date ofwork completion:

COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELLSITE OTHER:

O CONVERT WELLTYPE RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Effective Marchi, 2016, Fidelity Exploration & Production Company (Operator Number N1355) resigns as Operator of the Blue
Hills Gas Plant located in T23S-R19E, Sections 20, 29. Wesco Operating, Inc. has been named as successor Operator.

Wesco Operating, Inc. Fidelity Exploration & Production Company
P.O Box 1650 1801 California Street, Suite 2500
Casper, Wyoming 82602 Denver, Colorado 80202
Phone 307-265-5178 Phone 303-893-3133

Wesco Operating, Inc.
Robert W. Kirkwood, President

iOnnture

NAME(PLEASEPRINT) Darwin Subart TITLE Chief Financial Officer

SIGNATURE DATE

(This space for State use only) APPROVED
APR2 1 2016

(5/2000) (See Instnactions on Reverse Side) IV.OILG AS &MINING
,



FORM 9 STATE OF UTAH 
DEPARTMENT OF NATURAL RESOURCES 

DIVISION OF OIL, GAS AND MINING 5. LEASE DESIGNATION AND SERIAL NUMBER: 

SUNDRY NOTICES AND REPORTS ON WELLS 

00 not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or to 
drill horlzontallaterais. Use APPLICATION FOR PERMIT TO DRILL form for such proposals. 

1. TYPE OF VllELL 
OIL WELL D GAS WELL D OTHER Compressor Booster Station 

2. NAME OF OPERATOR: 

Fidelity Exploration & Production Company 
3. ADDRESS OF OPERATOR: 

1801 California St., STE 2501 CITY Denver 

4. LOCATION OF VllELL 

FOOTAGES AT SURFACE: 

OTR/OTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: 

STATE CO ZIP 80202 I PHONE NUMBER: 

(303) 893-3133 

6. IF INDIAN, ALLOTTEE OR TRIBE NAME: 

7. UNIT or CA AGREEMENT NAME: 

8. VllELL NAME and NUMBER: 

Dubinky Booster Station 
9. API NUMBER: 

10. FIELD AND POOL, OR WlLOCAT: 

COUNTY: Grand 

STATE: 
UTAH 

11. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA 

TYPE OF SUBMISSION TYPE OF ACTION 

III D ACIDIZE D DEEPEN D REPERFORATE CURRENT FORMATION 
NOTICE OF INTENT 

(Submit in Duplicate) D ALTER CASING D FRACTURE TREAT D SIDETRACK TO REPAIR VllELL 

Approximate date work will start: D CASING REPAIR D NEW CONSTRUCTION D TEMPORARILY ABANDON 

3/1/2016 D CHANGE TO PREVIOUS PLANS III OPERATOR CHANGE D TUBING REPAIR 

D CHANGE TUBING D PLUG AND ABANDON D VENT OR FLARE 

D SUBSEQUENT REPORT D CHANGE VllELL NAME D PLUG BACK D WATER DISPOSAL 
(Submit Original Form Only) 

D CHANGE VllELL STATUS D PRODUCTION (STARTIRESUME) D WATER SHUT-OFF 
Date of work completion: 

D COMMINGLE PRODUCING FORMATIONS D RECLAMATION OF VllELL SITE D OTHER: 

D CONVERT VllELL TYPE D RECOMPLETE - DIFFERENT FORMATION 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc. 

Effective March1, 2016, Fidelity Exploration & Production Company (Operator Number N1355) resigns as Operator of the 
Dubinky Booster Station located along Dubinky Road, approximately 18 miles northwest of Moab, 599142 E 4280872 N UTM 
Zone 12, NAD83, Wesco Operating, Inc. has been named as successor Operator. 

Wesco Operating, Inc_ 
P.O. Box 1650 
Casper, Wyoming 82602 
Phone 307-265-5178 

Signature 

NAME (PLEASE PRINT) Darwin Subart 

SIGNATURE ~tlt11' ~ 
(this space for State use only) 

(512000) 

Fidelity Exploration & Production Company 
1801 California Street, Suite 2500 
Denver, Colorado 80202 
Phone 303-893-3133 

TITLE 

DATE 

(See Instructions on Reverse Side) 

Chief Financial Officer 

APPROVED 
APR 2 1 2016 

~OJL GAS & MINING _ 

BY:~t Q.b o-QJ\{\.o d I V\cx 

STATE OF UTAH FORM 9
DEPARTMENTOF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

6. IF INDIAN,ALLOTTEEOR TRIBE NAME
SUNDRY NOTICES AND REPORTS ON WELLS

7. UNITorCA AGREEMENTNAME:
Do notuse thisform for proposals to drillnewwells,significantlydeepen existingwells below currentbottom-hole depth, reenterplugged wells,or to

drillhorlzontal laterals. Use APPLICATIONFOR PERMITTODRILLform for such proposals.

1. TYPE OF WELL
OIL WELL O GAS WELL OTHER Compressor Booster Station 'D

bLLnNkAyM

B
ONSUMeBr

ÍStiOn

2. NAMEOF OPERATOR: 9 API NUMBER:

Fidelity Exploration & Production Company
3 ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELDAND POOL, OR WILDCAT:

1801 California St., STE 2501 yy Denver STATE CO ZIP 80202 (303) 893-3133
4 LOCATIONOF WELL

FOOTAGESATSURFACE: COUNTY: Grand

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:
UTAH

CHECK APPROPRIATE BOXES TO INDICATENATUREOF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTERCASING FRACTURE TREAT SIDETRACKTO REPAIR WELL

Approximate date work willstart: CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

3/1/2016 CHANGETO PREVIOUS PLANS OPERATOR CHANGE TUBINGREPAIR

CHANGETUBING PLUG ANDABANDON VENTOR FLARE

SUBSEQUENT REPORT CHANGEWELLNAME PLUG BACK WATER DISPOSAL
(Submit Original Foun Only)

CHANGEWELLSTATUS PRODUCTION(STARTIRESUME) WATERSHUT-OFF
Date ofwork completion:

COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELLSITE OTHER:

CONVERT WELLTYPE RECOMPLETE - DIFFERENT FORMATION

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Effective Marchi, 2016, Fidelity Exploration & Production Company (Operator Number N1355) resigns as Operator of the
Dubinky Booster Station located along Dubinky Road, approximately 18 miles northwest of Moab, 599142 E 4280872 N UTM
Zone 12, NAD83. Wesco Operating, Inc. has been named as successor Operator.

Wesco Operating, Inc. Fidelity Exploration & Production Company
P.O. Box 1650 1801 California Street, Suite 2500
Casper, Wyoming 82602 Denver, Colorado 80202
Phone 307-265-5178 Phone 303-893-3133

Wesco Operating, Inc.
Robert W re

Signature

NAME(PLEASE PRINT) DatWin Subart TITLE Chief Financial Officer

SIGNATURE DATE

(This space for State use only)

APR2 1 2016
(SeelnstructionsonReverseSide)

OIL GAS& MINING -

(5/2000)

BY: gp Ko Og A

STATE OF UTAH FORM 9
DEPARTMENTOF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

6. IF INDIAN,ALLOTTEEOR TRIBE NAME
SUNDRY NOTICES AND REPORTS ON WELLS

7. UNITorCA AGREEMENTNAME:
Do notuse thisform for proposals to drillnewwells,significantlydeepen existingwells below currentbottom-hole depth, reenterplugged wells,or to

drillhorlzontal laterals. Use APPLICATIONFOR PERMITTODRILLform for such proposals.

1. TYPE OF WELL
OIL WELL O GAS WELL OTHER Compressor Booster Station 'D

bLLnNkAyM

B
ONSUMeBr

ÍStiOn

2. NAMEOF OPERATOR: 9 API NUMBER:

Fidelity Exploration & Production Company
3 ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELDAND POOL, OR WILDCAT:

1801 California St., STE 2501 yy Denver STATE CO ZIP 80202 (303) 893-3133
4 LOCATIONOF WELL

FOOTAGESATSURFACE: COUNTY: Grand

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:
UTAH

CHECK APPROPRIATE BOXES TO INDICATENATUREOF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTERCASING FRACTURE TREAT SIDETRACKTO REPAIR WELL

Approximate date work willstart: CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

3/1/2016 CHANGETO PREVIOUS PLANS OPERATOR CHANGE TUBINGREPAIR

CHANGETUBING PLUG ANDABANDON VENTOR FLARE

SUBSEQUENT REPORT CHANGEWELLNAME PLUG BACK WATER DISPOSAL
(Submit Original Foun Only)

CHANGEWELLSTATUS PRODUCTION(STARTIRESUME) WATERSHUT-OFF
Date ofwork completion:

COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELLSITE OTHER:

CONVERT WELLTYPE RECOMPLETE - DIFFERENT FORMATION

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Effective Marchi, 2016, Fidelity Exploration & Production Company (Operator Number N1355) resigns as Operator of the
Dubinky Booster Station located along Dubinky Road, approximately 18 miles northwest of Moab, 599142 E 4280872 N UTM
Zone 12, NAD83. Wesco Operating, Inc. has been named as successor Operator.

Wesco Operating, Inc. Fidelity Exploration & Production Company
P.O. Box 1650 1801 California Street, Suite 2500
Casper, Wyoming 82602 Denver, Colorado 80202
Phone 307-265-5178 Phone 303-893-3133

Wesco Operating, Inc.
Robert W re

Signature

NAME(PLEASE PRINT) DatWin Subart TITLE Chief Financial Officer

SIGNATURE DATE

(This space for State use only)

APR2 1 2016
(SeelnstructionsonReverseSide)

OIL GAS& MINING -

(5/2000)

BY: gp Ko Og A



Well Name and Number 
Kane Springs 16-1 

Location of Well 

Footage: 960' FSL 1960' FWL 

QQ, Section, Township, Ran~e: SESW 

STATE OF UTAH 
DEPARTMENT OF NATURAL RESOURCES 

DIVISION OF OIL, GAS AND MINING 

TRANSFER OF AUTHORITY TO INJECT 

16 25 18 

County: Grand 

State: UTAH 

API Number 

4301931341 
Field or Unit Name 
Cane Creek 

Lease Designation and Number 

ML-44333 

I EFFECTIVE DATE OF TRANSFER: _3_/1_/2_0_1_6 __ _ 

CURRENT OPERATOR 

Company: Fidelity Exploration & Production Company Name: Darwin Subart 

Address: 1801 California Street, Suite 2500 Signature: 

city Denver state CO zip 80202 Title: Chief Financial Officer 

Phone: (303) 893-3133 Date: 

Comments: 

NEW OPERA TOR 

Company: Wesco Operating, Inc. Name: Robert W. Kirk~ 

Address: P.O. Box 1650 Signature: ,~~-" -' 
city Casper state WY zip 82602 Title: President 

Phone: (307) 265-5178 Date: t4# 
Comments: 

Approval Date: ----4-~1--I---03~/!~'j-

(5/2000) 

UIC FORM 5 STATE OF UTAH UIC FORM 5
DEPARTMENT OF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING

TRANSFER OF AUTHORITY TO INJECT
Well Name and Number API Number

Kane Springs 16-1 4301931341
Location of Well Field or Unit Name

Cane Creek
Footage : 960' FSL 1960' FWL County : Grand

Lease Designation and Number

QQ, Section, Township, Range: SESW 16 25 18 state: UTAH ML-44333

EFFECTIVE DATE OF TRANSFER: 3/1/2016

CURRENT OPERATOR

Company: Fidelity Exploration & Production Company Name: Darwin Subart

Address: 1801 California Street, Suite 2500 Signature:

city Denver state CO zip 80202 Title: Chief Financial Officer

Phone: (303) 893-3133 Date:

Comments:

NEW OPERATOR

Company: Wesco Operating, Inc Name: Robert W. Kirkwood -

Address: P.O. Box 1650 Signature:

city Casper state WY zip 82602 Title: President

Phone: (307) 265-5178 Date: ( Y

Comments:

(This spraacnesferrapreovesdeb

Approval Date:

Title:

Comments:

STATE OF UTAH UIC FORM 5
DEPARTMENT OF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING

TRANSFER OF AUTHORITY TO INJECT
Well Name and Number API Number

Kane Springs 16-1 4301931341
Location of Well Field or Unit Name

Cane Creek
Footage : 960' FSL 1960' FWL County : Grand

Lease Designation and Number

QQ, Section, Township, Range: SESW 16 25 18 state: UTAH ML-44333

EFFECTIVE DATE OF TRANSFER: 3/1/2016

CURRENT OPERATOR

Company: Fidelity Exploration & Production Company Name: Darwin Subart

Address: 1801 California Street, Suite 2500 Signature:

city Denver state CO zip 80202 Title: Chief Financial Officer

Phone: (303) 893-3133 Date:

Comments:

NEW OPERATOR

Company: Wesco Operating, Inc Name: Robert W. Kirkwood -

Address: P.O. Box 1650 Signature:

city Casper state WY zip 82602 Title: President

Phone: (307) 265-5178 Date: ( Y

Comments:

(This spraacnesferrapreovesdeb

Approval Date:

Title:

Comments:
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